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INTRODUCTION

1.1

UNIT OF MANAGEMENT 09

UoM09 Final Report

2

The Eastern CFRAM Study covers an area of approximately 6,250 km and includes four River Basins
or Units of Management (UoM); UoM07 (Boyne), UoM08 (Nanny – Delvin), UoM09 (Liffey-Dublin Bay)
and UoM10 (Avoca-Vartry).
There is a high level of flood risk within some locations in UoM09 with significant coastal and fluvial
2

flooding events having occurred in the past. UoM09 covers an area of approximately 1,617 km and
includes most of Dublin County including Dublin City, South Dublin and parts of the Dun LaoghaireRathdown and Fingal Council areas and parts of Counties Meath, Kildare and Wicklow.
The principal river within UoM09 is the River Liffey, which rises in the Wicklow Mountains and flows
initially westward towards Newbridge, then turns north east towards Lucan and finally flows eastward
through Dublin City, discharging to Dublin Bay. There are a number of other lesser rivers within
UoM09 that discharge directly to Dublin Bay; these include the Santry River, Carysfort Maretimo River
and other smaller coastal watercourses.

Figure 1.1: UoM09 Location Map
UoM09 is the most densely populated unit of management in Ireland with recent statistics (Central
Statistics Office, Census of Population 2011) indicating circa 1.2 million people to reside within its
IBE0600Rp0077
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boundary. UoM09 is a relatively urbanised catchment in an Irish context, containing Greater Dublin
and its surrounding commuter belt. There are significant towns and developments along the N4 and
N7 national road corridors, including Celbridge, Maynooth and Naas. However the upland portions of
the catchment are rural in nature hosting agricultural, forestry land uses and power generation facilities
and the Wicklow Mountains National Park.
The hydrology of the main channel of the Liffey is greatly influenced by the dam and reservoir
operated by ESB at Pollaphuca. The dams at Golden Falls, a balancing reservoir just below
Pollaphuca, and at Leixlip are much smaller and cannot provide attenuation or delay flows during flood
conditions. Both water abstractions for public water supply, and electricity generation, are key aspects
of the management regime at Pollaphuca and Leixlip reservoirs, whereas Golden Falls is managed for
electricity generation and to regulate discharges from Pollaphuca into the middle catchment
downstream.
Drainage Districts represent areas where the Local Authorities have responsibilities to maintain
watercourse channels and therefore contribute to maintaining the existing regime. In relation to the
three Drainage Districts located within UoM09, Kilcock DD, Baltracey DD and Connell DD, none are
located directly on the key watercourses where fluvial and coastal flood risk has been investigated.

1.2

OBJECTIVE OF THIS REPORT

The principal objective of this report, in accordance with Section 12.2 of the CFRAM Studies Stage 1
Project Brief, is to; provide a summary of the relevant reports prepared for UoM09 as part of the
Eastern CFRAM Study, and; detail the development of the UoM09 Flood Risk Management Plan
(FRMP) consulted on during the second half of 2016 and the finalisation of the UoM09 FRMP in
preparation for its adoption in 2017.
This report also aims to identify any issues that may influence the proposed methodologies or
programme going forward into the second cycle of Floods Directive implementation.

1.3

ACCOMPANYING AND SUPPORTING REPORTS

This report accompanies the UoM09 Flood Risk Management Plan containing the following volumes:
•

VOLUME I

Flood Risk Management Plan

•

VOLUME II

SEA Environmental Report and Natura Impact Statement.

This final report is also supported by a suite of project deliverables, including flood maps and key
UoM09 technical reports on inception, hydrology, hydraulics and preliminary options. These reports
are summarised in Sections 2 to 5 of this report respectively.
The development of the Flood Risk Management Plan (FRMP) is summarised in Section 6 of this
report.

IBE0600Rp0077
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The full list of project reports to date, which also include a series of relevant consultation and
environmental reports and specific assessments of flood risk, survey data, rainfall and blockage within
the Eastern CFRAM Study area, are listed in Table 1.1.
Table 1.1:

List of Reports – Eastern CFRAM Study Overall & UoM09 Specific Reports

Ref.

Document Title

Rp0001

IBE0600Rp0001_Flood Risk Review

Rp0002

IBE0600Rp0002_Communications Plan, Implementation Programmes & Event Plans
• Initial Scoping Phase
• Mapping Phase
• Options Phase
• Draft Plan Phase

Rp0003

IBE0600Rp0003_Potential Flood Risk to Environmental Receptors

Rp0007

IBE0600Rp0007_Radar Data Analysis Dodder

Rp0008

IBE0600Rp0008_HA09 Inception Report

Rp0009

IBE0600Rp0009_Initial Scoping Phase Synthesis Report Stakeholders Workshop

Rp0010

IBE0600Rp0010_Liffey Flood Controls and Flood Forecasting System Option

Rp0011

IBE0600Rp0011_Initial Scoping Phase Synthesis Report Public Open Evening

Rp0014

IBE0600Rp0014_Overarching Report on the October 2011 Flood Event

Rp0015

IBE0600Rp0015_Analysis of the Dublin Radar Data - Eastern CFRAM Study Area

Rp0016

IBE0600Rp0016_HA09 Hydrology Report

Rp0017

IBE0600Rp0017 Review: FEM FRAM, Dodder & Tolka Studies

Rp0020

IBE0600Rp0020_Camac Poddle NIS

Rp0021

IBE0600Rp0021_Camac Poddle SEA

Rp0022

IBE0600Rp0022_Camac Poddle Assessment of FRM Methods Report

Rp0023

IBE0600Rp0023_Culvert blockage analysis

Rp0024

IBE0600Rp0024_Camac Poddle Accelerated Works Synthesis Report

Rp0027

IBE0600Rp0027_HA09 Hydraulics Report

Rp0029

IBE0600Rp0029_Morrell Accelerated Works Synthesis Report

Rp0030

IBE0600Rp0030_Poddle Options Report

Rp0031

IBE0600Rp0031_Camac Options Report

Rp0033

IBE0600Rp0033_Mapping Phase Synthesis Report

Rp0034

IBE0600Rp0034_E_SEA_Scoping_Report

Rp0035

IBE0600Rp0035_E_SEA_Constraints_Report

Rp0036

IBE0600Rp0036_Eastern_HDA_Screening

Rp0038

IBE0600Rp0038_UoM 09 Preliminary Options Report (POR)

Rp0041

IBE0600Rp0041_E_SEA_Environmental_Report UoM09

Rp0044

IBE0600Rp0044 Review: FEM FRAM, Dodder & Tolka Studies Phases 2 & 3

Rp0045

IBE0600Rp0045_UoM09_NIS

Rp0049

E09_FRMP_PART01 & PART02 draft Flood Risk Management Plan

IBE0600Rp0077

3

F03

Eastern CFRAM Study

Ref.

UoM09 Final Report

Document Title

Rp0053

IBE0600Rp0053_UoM09 draft final report

Rp0055

IBE0600Rp0055_Option Phase Synthesis Report

Rp0057

IBE0600Rp0057_UoM09 Strategic SUDS Report

Rp0060

IBE0600Rp0060_UoM09 Strategic Planning Report

Rp0063

IBE0600Rp0063_UoM09 Defence Asset Database Report

Rp0066

IBE0600Rp0066_UoM07 Eastern CFRAM Study Preliminary Health & Safety Information

Rp0070

IBE0600Rp0070_E_SEA_Environmental_Statement UoM09

Rp0074

E09_FRMP_PART01 Flood Risk Management Plan

Rp0077

IBE0600Rp0077_UoM09 Final report (this report)

Rp0080

IBE0600Rp0080_Draft Plan Phase Synthesis Report

OPW

UoM09 Consultation Synthesis report
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ACCOMPANYING AND SUPPORTING GIS DELIVERABLES

Table 1.2:

List of GIS Deliverables – Eastern CFRAM Study Overall & UoM09 Specific

Survey Data

Type

Scale

Survey Water Channel

Polyline

UoM

Surveys Cross Sections

Polyline

UoM

Surveyed Structures

Polyline

UoM

Floodplain Photo Location

Point

UoM

Flood Model Datasets

Type

Scale

Scenario (Probability %AEP)
Current (All)

Extent

Polygon

AFA

Mid-Range Future Scenario (All)
High End Future Scenario (10, 1, 0.1)

Flood Zones

Polygon

Current (1, 0.1)

AFA

Mid-Range Future Scenario (1, 0.1)
Current (All)

Depth

Raster

AFA

Mid-Range Future Scenario (All)
High End Future Scenario (10,1,0.1)

Velocity

Raster

AFA

Current (All)

Risk to Life

Raster

AFA

Current (10,1 0.1)

Defence Failure Scenario- Extent

Polygon

AFA

Current (2 Scenarios)

Defence Failure Scenario- Depth
Defence Failure ScenarioVelocity
Defence Failure Scenario-Risk to

Raster

AFA

Current (2 Scenarios)

Raster

AFA

Current (2 Scenarios)

Raster

AFA

Current (2 Scenarios)

Raster

AFA

Point

UoM

Life
Specific Risk (No. of Inhabitants)
Specific Risk (Type of Economic
Activity)
Specific Risk (Risk Density)

Raster

Modelled River Centreline

Polyline

AFA

Flows and Water Level Nodes

Point

AFA

Defended Area

Polygon

AFA

Def. Failure – Breach Time Steps

Polygon

AFA

Def. Failure – Defence Removal
Def. Failure – Defence Removal
End point

Polyline

AFA

Point

AFA

Current (10, 1, 0.1)
Mid-Range Future Scenario (10, 1, 0.1)
Current (0.1)
Mid-Range Future Scenario (0.1)
Current (0.1)

AFA

Mid-Range Future Scenario (0.1)

Other Datasets

Defence Asset Database

Type
Polyline

UoM

UoM Asset Menu_Point

Point

UoM

UoM Structure Menu

Polyline

UoM

UoM Defence Asset Database

Geodatabase

Geometry Infill (if Applicable)

CAD Dwg

Risk Management
Datasets
Damage Assessment
(Baseline)

UoM
AFA
Specific

Point

Mid-Range (If Applicable)

Scale

AFA

Damage Assessment Benefit

Point

AFA

Damage Assessment Defended

Point

AFA

IBE0600Rp0077
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HEALTH & SAFETY ROLE

RPS have a role to advise the OPW on CFRAM Study related matters of Health and Safety; RPS
undertook duties in the management of an infill Survey Contractor (ensuring compliance with best
practice and Health, Safety and Welfare at Work legislation); and RPS was appointed as Project
Supervisor Design Process (PSDP) under the Safety, Health and Welfare and Work (Construction
Regulations) 2006 - updated 2013.
Within the remit of PSDP, RPS have undertaken a preliminary hazard management/risk assessment
as part of the multi-criteria analysis of options. This has quantitatively assessed the potential hazards
and risks associated with the construction and maintenance of options (for example Working near
water (construction), Working near water (maintenance), Heavy plant and machinery, Working at
heights (construction), Working at heights (maintenance), etc.). These have been collated into an
Eastern CFRAM Study Preliminary Health & Safety Information which has been reviewed by the
PSDP and will be provided with the final project deliverables in 2017.

IBE0600Rp0077
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THE UOM09 INCEPTION REPORT

In 2012, an inception report was prepared for UoM09. Its principal objective was to provide detail on
the relevant datasets identified for use in UoM09 as part of the Eastern CFRAM Study, and also
provide an update on the collection and interpretation process at that stage for that data.
The inception report identified any issues that had been encountered in sourcing data and flagged any
that were considered to potentially affect the proposed methodologies or programme going forward.
The data requested, received or outstanding was detailed in the document, together with progress with
data analysis.
At the time of preparing the report RPS had identified some data which required update and had plans
to undertake on-site surveys to supplement the defence asset database, however there were no other
data gaps that would impact on the completion of the Eastern CFRAM Study, however this statement
was made without having received any survey information or having full data returns for the
information requested from the Local Authorities.

Key findings:
RPS had to adopt an ongoing data collection and quality assurance exercise, to incorporate
additional or updated data, as the Eastern CFRAM Study evolved through its subsequent
phases.
For example, when the LiDAR and cross sectional survey data were received and quality
checked, it became evident that data correction was required during the hydraulic analysis
stage.
Similarly, population of the defence database remained “live” throughout the study, as, in
some cases it was difficult to establish which structures were acting as formal or informal
defences, and in others, the effectiveness of the defences required update of their condition
due to damage by events or due to recent construction activities.
Thus, the flood risk management process must be considered as “live” as change can occur
during the six year Floods Directive planning and implementation cycles. It is also not possible
at any given point in time to categorically conclude that there are no data gaps which will
impact in some way on the future stages of the Eastern CFRAM Study.

Throughout the Eastern CFRAM Study a register of datasets received was maintained, this is
available with the project’s progress reporting for reference. Metadata provided with final project GIS
deliverables is also available to confirm the versions of datasets utilised in the CFRAM Study analysis.

IBE0600Rp0077
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THE UOM09 HYDROLOGY REPORT

In 2013, RPS commenced the preparation of the UoM09 hydrology report. Its principal objectives were
to build on the inception report methodology and to provide detail on the outputs from the processes of
hydrological analysis and design flow estimation. The hydrology report did not include details of the
data collection process, flood history within the Areas for Further Assessment (AFAs) or methodology
and results from the historic flood analysis (except where this is used to inform the design flow
estimation) as this was already contained within the Inception Report for UoM09.
The hydrology report provided a review and summary of the methodologies used as well as details of
any amendments to the methodologies since completion of the Inception Report. The report detailed
the results of the hydrological analysis and design flow estimation and summarised the outputs from
the analysis which were taken forward as inputs to subsequent hydraulic modelling. Discussion was
provided on the outputs in terms of the degree of confidence which can be attached to the outputs and
the opportunities for providing greater certainty for future studies, including opportunities for improving
the observed data used to inform the study.
The estimation of design flows was based on a methodology combining the available best practice
guidance for Irish catchments and hydrological catchment rainfall run-off modelling to supplement the
available gauged data with simulated flow data. Best practice guidance for Irish catchments is
contained within the Flood Studies Update and the statistical analysis of the data available from the
hydrometric gauge stations was carried out based on the guidance contained within FSU Work
Packages 2.1 ‘Hydrological Data Preparation’ and 2.2 ‘Flood Frequency Analysis’. The RPS
methodology additionally used the historical time series meteorological data as an input to catchment
scale hydrological rainfall run-off models to simulate a continuous flow records within a catchment thus
supplementing existing flow data records.
The hydrological and hydraulic activities were interactive, whilst hydrological calibration can be
achieved with regard to flow records a further stage of hydrology refinement is possible when the
hydraulic outputs are considered, for example observations in relation to the accuracy of flooding
outlines can necessitate refining the assumptions of timings of peaks for tributary watercourses rather
than altering hydraulic model assumptions. Consequently, input from the mapping consultation
programme was required before both the hydrological and hydraulic analysis could be concluded.
Therefore, the hydrology report was finalised in 2016 after completion of the hydraulic modelling and in
particular the rating reviews.
The UoM09 catchment can be characterised hydrologically as follows:
•

The catchment has a wide range of climatic and physiographic characteristics. The drier,
lowland areas around Dublin and to the east have SAAR values as low as 700mm while the
upper Liffey catchment in the Wicklow Mountains has SAAR values of up to 1550mm.

IBE0600Rp0077
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•

Hydrometric data is of variable quality and availability within UoM09.

•

Meteorological data is of good quality and availability in the catchment, particularly following
the processing of rainfall data from the Dublin radar.

•

Flood behaviour when defined in terms of the growth curve, i.e. in orders of magnitude greater
than the median event, is relatively more extreme in the upper catchment than would have
been thought based on older methodologies (FSR). This is in line with other more recent,
catchment specific studies such as the Greater Dublin Strategic Drainage Study or Fingal East
Meath Flood Risk Assessment and Management Study.

•

The 1% AEP flood event ranges from approximately 1.9 (Liffey main channel) to 3.4 times
larger than the median flood flow. This compares to a factor of approximately 2.0 in the Flood
Studies Report.

Key Findings:
The primary output of the hydrological analysis was a design flow dataset, which was based on
historical data and best practice estimation/modelling techniques. Hydrological analysis
required further validation through the calibration of the hydraulic models which is reflective of
best practice in hydrology/hydraulic modelling for flood risk assessment. RPS believe that
through complementing statistical analysis techniques with rainfall run-off modelling that the
design flow estimation has as high a degree of certainty as is possible prior to calibration
/validation and that this yielded efficiency and increased accuracy in the hydraulic modelling
phase of the CFRAM Study process. However, it should be noted that the interaction between
the hydrology and hydraulic analysis and mapping meant that hydrology could not be finalised
until mapping consultation was concluded.
Risks - The main potential sources of uncertainty in the analysis are due to variation in data
quality and also lack of availability of hydrometric gauge data in the smaller ungauged
catchments which are the main source of fluvial flood risk in many of the AFAs. This has been
mitigated as much as possible by the use of a comprehensive range of analysis and estimation
techniques from statistical, catchment descriptor based estimates to the use of rainfall run-off
modelling.
After this cycle of the Eastern CFRAM Study the main potential adverse impact on the
hydrological performance of the catchment is the effect of future changes including climate
change and urbanisation.
Opportunities - the following potential opportunities to improve the hydrological analysis
further in the next cycle of the Eastern CFRAM Study were identified:

IBE0600Rp0077
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Four hydrometric gauging stations had rating reviews undertaken in UoM09 as part of the
Study with significant uncertainty in the existing rating identified for two of the stations.
However survey information and hydraulic models are available for at least seven further
active stations on modelled watercourses following completion of the modelling. These
stations are all EPA operated and have no classification under Flood Studies Update and
as such there is high uncertainty in the ratings at flood flows. With minimal additional
survey information all of these stations could have the ratings developed through the use
of hydraulic modelling such that they could be used with greater confidence for flood flow
estimation

2.

The collection of hydrometric data on the Liffey has largely been undertaken by ESB in
relation to their statutory mandated roles for the reservoirs, i.e. electricity generation and
public water supply. ESB have made available to the Study high quality continuous flow
data derived from continuous measurements through the various dam structures collected
since 2005. In addition, a number of historic gauging station records are available as well
as historic daily and some hourly records dating back to the 1940s from the dams and
reservoirs operated by ESB. Additional gauge stations would further improve confidence
in the design flows for the middle and lower Liffey between the Golden Falls to Leixlip
dams and close to / within Dublin City.

3.

There is a number of existing hydrometric data collection activities, including those
undertaken by the ESB on the main Liffey channel, throughout the UoM09 study area. It is
anticipated that these activities will continue, and that the data from these activities will
significantly improve the understanding and the certainty of design flow calculations for
the River Liffey in the future. Further information on this is available in the Eastern CFRAM
Liffey Flood Controls and Flood Forecasting and Warning System.

4.

AFAs and High Priority Watercourses which are presently ungauged but are considered to
have significant flood risk, and as such would significantly benefit from the installation of
new gauge stations are identified as follows:

5.

•

Poddle watercourse

•

Hazelhatch watercourse

•

Maynooth (Meadowbrook watercourse)

•

Clane (Cott Stream and Gollymochy watercourse)

•

Naas (Upper Morrell, upstream of Naas / R161 Blessington Road, Naas Canal
Supply Stream, Broadfield River and the Haynestown River)

•

Newbridge (Doorfield watercourse)

•

Blessington (Deerpark / Newtown Park watercourse)

The rainfall run-off modelling carried out as part of this study has, due to programme and
data constraints, been carried out following hydrological analysis of the gauge station

IBE0600Rp0077
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data. The run-off modelling has effectively created a layer of additional simulated historic
gauge station years for all of the gauge stations. This data has been utilised in the design
flow estimation but could potentially be used to provide further statistical confidence to
estimates of historic flood frequency or may even be used to inform hydrograph shape
generation in future studies.

IBE0600Rp0077
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THE UOM09 HYDRAULICS REPORT

Following final work package delivery of UoM09 survey data in early 2013, RPS undertook
development of hydraulic models and hazard mapping throughout 2013. Drafting of the hydraulic
report in 2014 led to consultation on the draft final deliverables, including core hazard and risk
mapping (as specified under the Floods Directive), during 2015. The final hydraulics deliverables were
completed during 2016, with reporting finalised in 2017.
UoM09 includes thirteen Areas for Further Assessment (AFAs). Dublin City AFA encompasses several
discrete channels which are designated as high priority watercourses (HPWs) and also discrete urban
areas which are subject to fluvial flood risk, coastal flood risk or both. All of these discrete elements
are listed under the heading of Dublin City AFA and have been analysed through ten separate models.
The model conceptualisation process resulted in a total of twenty-one models for flood risk analysis
within UoM09. A single model was developed for the Celbridge AFA & Hazelhatch AFA, due to their
proximity and interaction.
The hydraulic analysis utilised computational modelling software informed by detailed topographical
survey information (channel cross-sections, in-channel/flood defence structures, bathymetric and
floodplain data), combined with hydrological inputs (riverine inflows and sea levels) and water-level
control parameters (such as channel-roughness), to determine flood hazard.
The principal modelling software package used was the MIKE FLOOD software shell which was
developed by the Danish Hydraulics Institute (DHI). This provided the integrated and detailed
modelling required at a river basin scale and provides a 1-dimensional (1D)/2-dimensional (2D)
interface for all detailed hydraulic model development thus enabling seamless integration of fluvial and
coastal models in the AFAs for which this was required.
For the ten models within the Dublin City AFA, an integrated catchment modelling approach was
chosen using InfoWorks ICM. This software provides a single platform to incorporate both urban and
river catchments using fully integrated 1D and 2D hydrodynamic simulation techniques. Tidal
boundaries are applied to both 1D and 2D model domains to incorporate tidal inundation where
appropriate.
Key flood events, where available, were used in the calibration of each model whereby the model was
reviewed in order to make sure historic flooding is accurately represented.

The principal model

parameters that were reviewed and amended during the model calibration process are:
•

Bed and floodplain roughness coefficients;

•

Structure roughness and head loss coefficients;

•

Timing of hydrographs;

•

Magnitude of hydrographs;

•

Incorporation of additional survey information (e.g. additional cross-sections or missed
structures).

IBE0600Rp0077
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The calibrated models (incorporating relevant updates following the consultation process) were used
to simulate present day and future flood hazard conditions for events with a range of AEPs. There are
inherent assumptions, limitations and uncertainty associated with hydraulic modelling, which are
detailed for each hydraulic model within the hydraulics report. Defence failure scenarios (where
required by the Contract) and sensitivity tests have been conducted for each model. The parameters
selected for the sensitivity analysis were dependent on the specific model but generally included:
•

Roughness coefficients;

•

2D domain grid cell size;

•

Critical structure coefficients;

•

Flow inputs;

•

Operation of dynamic structures.

Key Findings:
A series of flood extent, depth, velocity, zone and risk-to-life maps known collectively as flood
hazard maps were generated based on the model results.
The outputs from the hydraulic analysis inform the subsequent stages of the CFRAM Study the models were used to simulate potential options, facilitating the appraisal of possible flood
risk management actions and measures and model outputs also helped to determine and map
the degree of flood risk. The degree of confidence in the output of each model was also
determined; this was heavily dependent on the availability of flow and flood records for
specific areas, however available data has been used to the best extent possible throughout
the study area.
The specific findings in relation to the hydraulic modelling of each of the AFAs within UoM09,
in particular the 1% AEP fluvial design event, are summarised as follows:
Baldonnel - There are no gauging stations within the extents of the Baldonnel model; however
the Lucan gauging station is just downstream on the lower reaches of the Griffeen, so a single
site frequency analysis at this station was used to provide an estimate of the flood frequency
of historical events. Apart from October 2011, very little detailed information relating to
historical flooding within the Baldonnel AFA is available, and it was found that historical
reports referred to areas which have changed significantly in the last number of years. Model
calibration could therefore only be carried out using the flood event in October 2011. Despite
the limited calibration and verification data, the model is considered to be performing
satisfactorily for design event simulation. Fluvial flooding occurs within Baldonnel AFA, during
a 1% AEP event, receptors are affected within Greenogue Business Park due to insufficient
capacity in culverts which causes out of bank flooding. There is also significant crosscatchment flow from the River Camac which can affect Greenogue Business Park. A number of
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business properties are located within the floodplain in the Baldonnel AFA. Several local roads
are also subject to flooding during a 1% AEP event.
Blessington - Little historical data relating to flooding in the Blessington AFA is available for
model validation, and as there are no hydrometric gauges within the model extent it is difficult
to quantify historical flood events. Rainfall data was used to give an indication of the
magnitude of historical events and model verification has been carried out where possible.
Overall as there is very little data available and as the return period of historical events is very
uncertain, it was not possible to carry out model calibration and only limited qualitative
support for the model results was achieved. Despite the lack of calibration and verification data
the model is considered to be performing satisfactorily for design event simulation.
Blessington AFA is affected by fluvial flooding, during a 1% AEP event flooding occurs in three
main areas, namely Glen Ding Estate, Deerpark Court and Kilmalum Drive. Out of bank flooding
occurs along the Deerpark watercourse, due to insufficient culvert capacity, causing overland
flow from the right bank. Downstream of this out of bank flooding again occurs due to
insufficient culvert capacity. Overland flow from the Little Newtown watercourse also puts
receptors in this area at risk. Further, out of bank flooding occurs due to overland flow caused
by insufficient culvert capacity and a manhole surcharging. A significant number of residential
properties are affected in Blessington AFA, along with several local roads and a regional road.
As a result, Blessington has high event damages and risk in the present day scenario.
Celbridge and Hazelhatch – In Celbridge AFA, there is a long history of flooding events
however there is little detailed and quantitative information available for any event. Most
reports do not specify the exact location which was affected or the source or magnitude of
flooding. Overall the Celbridge part of the model is considered to be performing satisfactorily
for design event simulation and is supported by historic and hydrometric information. In the
Hazelhatch AFA there is also a long history of flood events however there is very little detailed
or quantitative information available for any event. The evidence indicates Hazelhatch is at risk
from multiple sources of flooding including pluvial and groundwater which are not addressed
by this Study. Feedback from the public consultation suggested that there are other sources of
flooding which contribute to the flood risk in the area between Primrose Gate in Celbridge and
Hazelhatch village. The area is relatively flat, poorly drained with a high water table (including
springs) resulting in both groundwater and pluvial flooding. Public consultation feedback also
suggested that the Grand Canal may contribute to the discharge in the Hazelhatch and
Shinkeen watercourses. Due to the lack of quantitative data available, the uncertainty
encountered in the hydrological and hydraulic modelling of the Hazelhatch AFA and the
significant contribution of other sources to the flood risk, it is only possible to conduct a
limited verification exercise on this part of the model. Consequently, confidence in how the
model represents the hydraulic regime in Hazelhatch is considered low. Celbridge AFA and
Hazelhatch AFA are affected by fluvial flooding, during a 1% AEP event, there are six discrete
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areas where flooding occurs due to a single flood mechanism and where there are a small
number of receptors at risk. Flooding is located along a network of watercourses including the
Coolfitch, the Simmonstown, the River Liffey, the Kilwoghan and the Shia. Flooding in these
areas is largely due to insufficient channel capacity during a 1% AEP event. In a separate area
out of bank flooding occurs on the Hazelhatch watercourse due to insufficient channel
capacity, inundating the floodplain. Along the Shia and Hazelhatch watercourses there is also a
significant impact from both groundwater flooding and pluvial flooding in this area making it
difficult to achieve model calibration with historical flood events. There are a small number of
properties (residential and business) at risk from fluvial sources within each of the six areas of
flooding. A small number of transport infrastructural assets are also located within these
floodplains along with some cultural heritage assets. As a result, these AFAs are considered at
risk in the present day future scenario.
Clane - Some historical information is available for the Clane area which showed the Cott
stream to be a source of flood risk to the surrounding area. A flood alleviation scheme was
carried out in 2010 to address these flood risk issues meaning the majority of the historical
records are of limited use in verifying the current model. Recorded water levels on the River
Liffey during the 1954 flood were compared with the modelled levels and found to be in
agreement. Whilst anecdotal information and available data has been used to the best extent
possible, overall there is limited data to calibrate the model to and observation of more events
would be necessary to reduce the uncertainty in model results. Fluvial flooding occurs in
Clane, during a 1% AEP event, there are a number of areas where receptors are at risk. The
largest portion of risk is along the Cott River. Here out of bank flooding occurs upstream near
the AFA boundary due to a combination of a shallow channel and an undersized culvert. The
flooding continues overland through Clane town before joining the Cott Stream further
downstream. Three further discrete areas of flooding in Clane are due to a combination of
insufficient channel capacity, undersized bridges and at one location a backwater effect from
the River Liffey causes out of bank flooding along the Cott Stream. A significant number of
residential properties and some non-residential properties are at risk of flooding in Clane
during the present day 1% AEP fluvial event. There are also multiple roads and amenity sites
situated within the floodplains. There has been a reported blockage risk at the twin culverts
that convey the Gollymochy River past Higgin’s Lane. The reported risk does not however
consider blockages at any culverts in Clane AFA and therefore should a blockage occur at this
culvert the level of risk that is reported may increase.
Dublin City – This AFA envelops several High Priority Watercourses (HPW) and coastal sub
areas for further assessment.
•

Carysfort Maretimo HPW - This HPW has no quantitative hydrometric data from flood
events that can be used to undertake detailed model calibration. The historical review
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outputs were used to the degree possible to calibrate the model based on reported
information such as flood extents, recorded flood levels in urban areas, or aerial
imagery. As a result of the draft mapping review workshops, Local Authorities provided
information on past flood events that contributed further to the model verification.
There are several areas where fluvial flooding occurs during a 1% AEP event in the
vicinity of Carysfort Maretimo. Many of the areas at risk are also subject to flooding
during more frequent events. The onset of residential property damage occurs in the
20% AEP event whilst the flooding of non-residential properties commences in the 1%
AEP event. During the 1% AEP fluvial event a property along Slate Cabin Lane is at risk
due to restricted capacity in a culvert under a local access. Elsewhere, a low river bank
puts properties within a housing development at risk, whilst in other locations flooding
is due to surcharging manholes or over bank flow. In the present day scenario, a
substantial number of both residential and business properties are at risk of flooding
within these areas including several social amenities sites. Transport infrastructure
assets are also located within the floodplains including two national roads, regional
roads and many local roads.
•

Clontarf - There is good confidence in both the hydrology and hydraulics of Clontarf
due to the presence of flood extent verification events. In Clontarf the onset of
residential property damage occurs in the 1% AEP event. Flooding commences at nonresidential properties in the 0.5% AEP event. The main risk to receptors is along the
coastline during a 0.5% AEP coastal event. This occurs due to coastal inundation and
high tide during storm events which leads to large waves overtopping the existing
seawall. A significant number of properties, both residential and business, and a
number of local roads are affected in this area in the present day scenario. A small
number of social amenity sites and environmental assets such as South Dublin Bay
and River Tolka Estuary SPA are also at risk in Clontarf.

•

Lower Liffey HPW - Good correlation was achieved between recorded levels and those
generated by the hydraulic model for the events considered during the model
verification exercise. It should be noted that the model generates still water levels
whilst the level gauge may experience some degree of wave action. Overall, there is
good confidence in both the hydrology and hydraulics of the River Liffey due to the
presence of a level recorder at O’More’s Bridge and Alexandra Basin and flood extent
verification events. The Liffey HPW is affected by both fluvial events and coastal
events. The onset of residential property damage occurs in the 2% AEP event. Flooding
of non-residential properties occurs in the 10% AEP event. During the 1% AEP fluvial
events and 0.5% AEP coastal events, there are a number of both residential and
business properties which are located within the floodplains. A substantial number of
transport infrastructure assets and two electricity sub stations are also at risk of
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flooding.
•

Raheny - There is good confidence in both the hydrology and hydraulics of Raheny due
to the presence flood extent verification events. Raheny is subject to flooding during a
0.5% coastal event. Although no properties are identified as at risk, there is a regional
road and a number of social amenity sites situated within the floodplain.

•

Sandymount - There is good confidence in both the hydrology and hydraulics of
Sandymount due to flood extent verification events. Sandymount is at risk of flooding
during coastal and wave overtopping events. The onset of residential property damage
occurs in the 50% AEP event whilst the onset of non-residential property damage
occurs in the 20% AEP event.

•

Camac HPW – Good correlation was achieved between modelled levels and spot
gaugings taken at the Killeen Road gauging station, providing good confidence in the
model performance up to Qmed. The model also replicated recorded flood levels which
occurred during the October 2011 flood event. Recorded flood levels and extents were
available for a number of locations along the urban reaches of the Camac River
allowing good model verification. A large number of residential and commercial
properties are at risk during the 1% AEP flood event along the majority of the urban
reaches of the Camac River and particularly in the Kilmainham, Clondalkin and
Walkinstown areas. The onset damage to residential and commercial properties occurs
in the 50% AEP event with a significant number of transport infrastructure assets and
social amenity sites and environmental assets also at risk. Flooding occurs as a
consequence of a constrained channel and floodplain along with a number of
structures which do not have the capacity to convey the 1% AEP flow.

•

Poddle HPW – This HPW has no permanent gauging station to provide quantitative
hydrometric data to aid the calibration and verification processes. A previous study
did undertake flow, level and rainfall gauging for a relatively short period of time which
allowed some calibration of the model to be undertaken for comparatively low flow
events. Due to the highly urbanised nature of the entire catchment the model was
constructed as an integrated drainage network and river model. Design rainfall was
applied to predefined sub-catchment areas to determine the run-off volumes entering
the drainage network and river channel. Good correlation was achieved between
recorded flood levels for a number of events and the levels generated by the
computational model. The River Poddle overflows its banks at a number of locations,
including Perrystown, along Sundrive Road and Kimmage Road Lower, and backs-up
the drainage network. Onset of damage to both residential and commercial properties
occurs in the 50% AEP event. Much of the recorded flooding occurred due to
surcharging manholes throughout the drainage network; this flood mechanism was
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replicated by the hydraulic model. A number of in channel structures along the
watercourse which do not have the capacity to convey the 1% AEP flow also cause
significant flooding. A large number of urban streets are at risk of flooding along with
an electricity substation and a number of residential homes.
Kilcock – The data available for historical events at Kilcock is generally good and includes a
number of photographs taken during or shortly after flood events in August 2008 and
November 2000. The model flow-level relationship was also calibrated to the rating curve at
hydrometric gauge 09048, although it should be noted that this rating is only valid for low
flows. Good model verification was achieved to the historical and hydrometric data available,
and the model is considered to be performing well for design event simulation. Kilcock is
subject to fluvial flooding. The onset of non-residential property damage occurs in the 50%
AEP event. There is no flooding to residential properties. During a 1% AEP event, there are two
discrete areas of flooding where a small number of receptors are at risk. Out of bank flooding
occurs on the Rye Water due to insufficient channel capacity whilst out of bank flooding also
occurs on Dolanstown tributary due to a combination of insufficient channel capacity in the
tributary and overland flow from the Rye Water. A small number of business properties are
affected in each area along with transport infrastructure assets; a local and a regional road.
Kilcock 38Kv Station is also situated within the present day floodplain.
Leixlip - In Leixlip, there is a long history of flooding events however there is little detailed and
quantitative information available for any event. Most reports do not specify the exact location
which was affected or the source or magnitude of flooding. The peak flow recorded at the
Leixlip gauging station (09001) has been provided for a number of the historical events,
allowing comparison with the modelled flows enabling an approximation of the return period
for each event. Overall the model is considered to be performing satisfactorily for design event
simulation and is supported by historic and hydrometric information. Leixlip is subject to
fluvial flooding. The onset of residential property damage occurs in the 10% AEP event.
Flooding of non-residential properties commences in the 20% AEP event. During a 1% AEP
flood event, there are two discrete areas along the River Ryewater where out of bank flooding
occurs due to insufficient channel capacity, inundating the floodplain. There are a significant
number of properties, both residential and business, which are at risk during a 1% AEP fluvial
flood event. Included within the floodplain are a small number of social amenity sites and
environmental assets and several cultural heritage assets. Transport infrastructure assets
such as a regional and local road are also at risk of flooding.
Lucan to Chapelizod - At Lucan and Chapelizod, there is little detailed information available for
any historical flood event. Due to the lack of quantitative data available, it is only possible to
conduct a limited verification exercise on this model. There is one hydrometric station within
the Lucan to Chapelizod model extents - the spot gaugings have been used to calibrate the

IBE0600Rp0077

18

F03

Eastern CFRAM Study

UoM09 Final Report

model at this location on the River Griffeen. In summary, the model is supported by historic
information, although this information is quite limited. Despite the lack of calibration and
verification data, the model is considered to be performing satisfactorily for design event
simulation. Lucan to Chapelizod AFA is affected by fluvial flooding. Within the Lucan to
Chapelizod AFA the onset of residential property damage occurs in the 50% AEP event, whilst
non-residential property flooding also commences in the 50% AEP event. During a 1% AEP
event, there is flooding in a number of areas including Vesey Park, Lucan village, Lower Road,
Strawberry Beds and Chapelizod village. Receptors are mainly at risk along the River Liffey
and the River Griffeen. Three areas of flooding are in close proximity and have the potential for
interaction. In one region out of bank flooding occurs due to a structure restricting the
conveyance capacity in the channel. Immediately downstream of this, on the River Liffey, out
of bank flooding occurs in two locations due to a weir structure resulting in higher water
levels. There are five further discrete areas of flooding, one on the River Griffeen and the
others located on the River Liffey. These areas of flooding are due to a combination of
insufficient channel capacity during the 1% AEP event and weir structures which result in
higher water levels. Many residential and non-residential properties are at risk within Lucan to
Chapelizod AFA. Several social amenity sites, cultural heritage assets and transport
infrastructure assets are also located in the present day floodplain.
Maynooth - The data available for historical flood events in Maynooth was generally good, and
included a significant number of aerial photographs taken shortly after the flood event in
November 2000. This data was used to provide good qualitative support for the model results.
Overall there is good confidence in both the hydrology and hydraulics of the Maynooth AFA
due to the presence of a gauging station and flood extent verification events. Maynooth AFA is
affected by fluvial flooding. In the Maynooth AFA the onset of residential property damage
occurs in the 50% AEP event whilst flooding commences at non-residential properties in the
1% AEP event. Fluvial flooding occurs in Maynooth during a 1% AEP present day event. Two of
the areas (located on the Meadowbrook tributary) have the potential to interact whilst the other
is a local area of flooding on the Crewhill tributary. Out of bank flooding occurs on the
Meadowbrook tributary due to insufficient capacity of a bridge. Downstream of this out of bank
flooding occurs due to a combination of insufficient capacity of a culvert, restricted flow
through a bridge and a low right bank. Further, out of bank flooding occurs on the Crewhill
tributary again due to insufficient capacity of a culvert. There are a significant number of both
residential and non-residential properties affected in Maynooth. Social amenity sites and
cultural heritage assets are also situated within the floodplain along with a small number of
local roads in the present day scenario.
Naas - There is moderate confidence in the hydrology for the Naas AFA however there is low
confidence regarding the hydraulics of the Naas AFA as, despite the significant predicted flood
risk, there are limited historical records of flooding within this AFA. The Naas AFA is highly
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urbanized, it includes many different watercourses with complex and interconnected
catchments, a considerable part of the system is culverted and the inflows and outflow
mechanisms from both the complex urban sewer network and the Naas Canal. Urban and canal
flooding sources are not within the remit of the CFRAM Study, however additional
investigations of the canal interactions were carried out to reduce hydrological uncertainty.
These comprised: meeting Waterways Ireland and Kildare County Council representatives to
ascertain additional information in relation to the interaction of the canal system with the
modelled watercourses; liaison with NRA to obtain as constructed drawings of the M7
attenuation pond; a site walkover survey to identify all inflow and outflow points from the canal
system to the modelled watercourses and scope for survey; and; reporting of findings of
further investigation and recommendations to progress to hydraulic modelling including
additional survey information required which was subsequently collected and used to update
the hydraulic model. Given the system’s complexities it is unrealistic, even after these
additional investigations, to expect that a global model (i.e. valid for the whole AFA) can
reproduce in detail all the local effects for every simulated AEP. Naas AFA is affected by fluvial
flooding. The onset of residential property damage occurs in the 20% AEP event whilst
flooding commences at non-residential properties in the 50% AEP event. During a 1% AEP
present day event flooding occurs at Millbrook, Monread South, Millbridge and Millenium Park
within Nass AFA. These areas of flooding along the Naas River influence one another and so
are considered complex. There are multiple flood mechanisms affecting each area of flooding.
In Millbrook receptors are at risk of flooding from the Naas River and Broadfield River and from
long culverts downstream of the lakes behind the general hospital which have insufficient
capacity to convey large flows. In other areas the flooding is due to either structures or
channels having insufficient capacity to convey the 1% AEP flows. This includes overland flow
transfer in the upstream catchment from the Morell River into the Naas watercourse. Further
flooding is located where the Haynestown and Johnstown Rivers meet the Morell River. Two
further discrete areas of flooding are located in Johnstown on the Haynestown and Johnstown
Rivers and where the Naas Canal Supply Stream flows into the Naas and Corbally Branch of
the Grand Canal. Defences are located on the Morell Watercourse however flooding occurs
from the downstream extents of the Haynestown and Johnstown Rivers affecting 6 properties
during flood events. A small number of properties are at risk in these areas. There are a
substantial number of properties at risk of flooding in Naas, both residential and business.
Social infrastructure assets such as a post office, surgery/health centres and churches are
also affected. Many social amenity sites, cultural heritage assets and transport infrastructure
assets including regional and local roads are also situated within the present day floodplain.
Newbridge - Very little detailed quantitative information is available relating to flooding within
the Newbridge AFA, with most reports failing to specify the source of flooding or the exact
location which was affected. As a result, model calibration was not possible. Good qualitative
support for the model results was achieved however from the limited information available.
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Despite the limited calibration and verification data, the model is considered to be performing
satisfactorily for design event simulation. Newbridge AFA is affected by fluvial flooding. In
Newbridge AFA the onset of residential property damage occurs in the 50% AEP event whilst
flooding commences at non-residential properties in 10% AEP event. During a 1% AEP event,
the AFA is affected in the Kilbelin area. Out of bank flooding occurs at the upstream extent of
the Doorfield tributary, in Kilbelin due to insufficient channel capacity. Downstream of this, two
culverts are susceptible to blockage during a flood event. The evaluation of risk presented in
this report is based on 66 % blockage of total flow at the culvert which would restrict flow
upstream causing water levels to rise, inundating the floodplain. There are two further discrete
areas of flooding, one along the River Liffey at Old Connell Weir due to insufficient channel
capacity and the other along the Newbridge College watercourse also due to insufficient
channel capacity. There are significant numbers of both residential and business properties at
risk of flooding during a 1% AEP fluvial event in Newbridge. A small number of social amenity
sites and local roads plus a regional road are also located within the present day floodplain.
Santry HPW - There is good confidence in both the hydrology and hydraulics of the Santry area
due to the presence of a gauging station and flood extent verification events. Santry high
priority watercourse is affected by fluvial flooding. In Santry the onset of residential property
damage occurs in the 50% AEP event. Flooding damage to non-residential properties
commences in the 50% AEP event. During a 1% AEP present day event flooding occurs at two
locations along Santry HPW; Santry Close where the Swords Road crosses the Santry River
and in Raheny Village in the vicinity of the Howth Road and Main Street. Flooding in Santry
Close is caused by the limiting capacity of the culverted outlet from the pond in Santry
Demesne. Water levels in the pond increase during flood events and flood water flows across
the Swords Road into Santry Close during events of 10% AEP magnitude or greater. Further
flooding occurs in Raheny Village due to a combination of restricted capacity of the river
channel at bridge structures under the Howth Road and Main Street and the restricted capacity
of the culverted outlet on the downstream reach of the watercourse. A number of residential
and business properties are at risk of flooding within Santry along with two schools, one on
Watermill Road and one on Main Street. Several social amenity sites and transport
infrastructure assets are also situated within the present day floodplain.
Sutton & Baldoyle and Sutton & Howth North - There is good data available for Sutton Baldoyle
with which to verify the model hydrology and hydraulics. In Sutton and Baldoyle the onset of
residential property damage occurs in the 5% AEP event.

There is no flooding to non-

residential properties. During a 0.5% AEP coastal event and a 0.5% AEP wave overtopping
event there are two main areas which are affected, one at Baldoyle at the northern extent of the
AFA boundary and one at the eastern extent of the area. In the north receptors are at risk
during tidal inundation, whilst a small number of properties are also at risk of flooding from
wave overtopping. In the east receptors are at risk of flooding during a 0.5% AEP coastal
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inundation event only. A number of residential properties are at risk within Sutton and
Baldoyle. A small number of transport infrastructure assets and social amenity sites and
Baldolye Bay SAC & SPA are also located within the present day floodplain. Again there is
good data available for Sutton and Howth North with which to verify the model hydrology and
hydraulics. In Sutton and Howth North the onset of residential property damage occurs in the
5% AEP event. There are no non-residential properties at risk. During a 0.5% AEP coastal event
and a 0.5% wave overtopping event the flood risk is mainly spread along the northern and
southern coastlines; at Sutton Strand and at Howth North. In the vicinity of Sutton Strand,
many properties are at risk during both coastal inundation and wave overtopping events. A
number of properties are also affected during more frequent flood events. At Howth North a
small number of receptors are predicted to be at risk during a 0.5% AEP coastal inundation
event. A number of residential properties are at risk of flooding in Sutton & Howth AFA along
with a commercial property. A small number of transport infrastructure assets (including local
and regional roads), social amenity sites and a social infrastructure asset are also located
within the present day floodplain.
Turnings/Killeenmore - The hydraulic model has been calibrated to the limited data available
however there is a lack of information on the peak flows and levels achieved in past flood
events. The model has been validated through consultation with the public and Local
Authorities and through comparison with rainfall run-off models and flood extents recorded
through aerial photography. This provides confidence that the model adequately represents
the flooding mechanisms within the Morell catchment. The principal source of flood risk within
the Morrell Catchment is fluvial flooding; however historical flood events have been identified
where the cause of flooding has been intense or prolonged and heavy rainfall with antecedent
wet conditions. The onset of property damage occurs in the 50% AEP event. Residential
properties are at risk within the Turnings/Killeenmore AFA.
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THE UOM09 PRELIMINARY OPTIONS REPORT

In early 2015 a series of Public Consultation Days were held regarding the draft core flood hazard and
risk mapping deliverables. After completion of this project level, consultation, RPS commenced
detailed risk assessment and optioneering. In April 2015, Engineers from the Flood Risk Assessment
and Management (FRAM) Section in OPW attended a two day workshop in RPS offices in order to
review the outcome of the mapping public consultation on the flood mapping, discuss the detail of the
next stages of analysis, confirm the scope of optioneering (in certain areas with previous schemes)
and resolve any associated queries.
Risk assessment (including economic analysis) and preliminary optioneering was completed in draft
for all relevant AFAs within UoM09 by December 2015 (optioneering was not specified in some AFAs
due to previous and accelerated studies). A series of Progress Group workshops were held (in
November and December 2015 and January 2016) to review the outputs and obtain comments from
the Progress Group members. A further OPW/RPS workshop was held in December 2015 dealing with
reporting feedback and final technical inputs (for example climate change analysis). The initial
feedback from the workshops was addressed and a series of project level public consultation days on
the preliminary options were held in early 2016 and the Preliminary Options Report (POR) was
completed in mid-2016, in parallel with the draft Flood Risk Management Plan which drew heavily on
the POR’s findings. It is worth noting that during CFRAM Study optioneering the options are developed
to an indicative ‘line-and-level” stage, with a significant amount of work required before they can be
progressed to construction stage.
The Preliminary Options Report (POR) was accompanied by AFA specific appendices containing
supporting technical details on all potential options (whole life costing, multi-criteria analysis and option
drawings) and also supporting information such as method screening calculations, GIS layers
supporting the risk and options analysis and health and safety information. Some elements of analysis
were de-coupled and reported separately, in 2016/2017, namely the Flood Forecasting Systems and
Operational reviews for the Liffey System, a strategic Sustainable Urban Drainage Systems (SUDS)
analysis and a review of Spatial Planning and Impacts of Development.
All AFAs within UoM09 were included at POR stage. For AFAs that were found to have a low level of
predicted risk, Public Consultation Days were not held at the Options development stage and
ultimately AFA-specific measures were not included in the draft FRMP; however, the Unit of
management-scale measures are still applicable, as well as a recommendation to maintain the
existing regime in Kilcock, Baldonnel and Sutton and Baldoyle. Much of Dublin City AFA’s optioneering
was addressed under separate projects led by Dublin City Council or projects accelerated by the
OPW. Conversely, additional optioneering was undertaken at Celbridge/Hazelhatch, Clane, Leixlip and
Maynooth AFAs in which additional flood mechanisms had been identified.
The OPW awarded a specialist contract to develop an analysis tool to support the whole-life costing of
the CFRAM Study options, so that these were consistently applied at national level, in order that the
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resulting options would be comparable for use to develop a nationally prioritised programme of
implementation. Local Authority and the OPW regional team feedback raised concerns regarding the
outcome costs of some options developed under this tool, particularly with regard to smaller schemes,
and a wider perception that coastal works costing may be generally conservative, whilst culverting
works may be less so. Although the database was informed by costs for completed projects, RPS
considered it prudent to respond to these concerns by lowering the benefit cost ratio threshold for
potential schemes. A cut-off ratio of 0.5 (rather than 1.0) was used so that more potentially viable
schemes were retained in the optioneering process. The following explanatory note was included in
the draft FRMP “option(s) identified has(have) a BCR below unity. It is considered that the costs for
certain works, or smaller schemes, is likely to be conservative in the Unit Cost Database. More
detailed assessment of costs, taking local factors into consideration, may improve the BCR”. This was
further identified within the final plan in relation to Celbridge & Hazelhatch and Liffey-Dublin Bay, which
required further investigation of potentially viable flood relief works. These works may be implemented
after project-level assessment and planning or exhibition and confirmation.
The risk assessment, and particularly the economics aspects, drew together and analysed a range of
datasets. For consistency, the same base year and versions of data (including Middlesex Flood
Hazard Research Centre damage statistics) were utilised across the CFRAM studies. During the
analysis it was noted that there were gaps and inconsistencies between the An Post geodatabase and
the OSi buildings layers which required significant truthing and update. In addition datasets on
basements were difficult to obtain, and these could not always be seen from external inspection, with
many of these identified only during the Progress Group review process, resulting in reworking of
damages and options in some cases.
Recognising the benefit of the draft mapping Progress Group workshops, RPS again found the
addition of workshops with the OPW, on methodology/process, and the progress group, to gain local
knowledge, to be useful, and a subsequent workshop on identification of the proposed option for each
AFA was held with the OPW during the preparation of the draft FRMP. This engagement process, at
least in part, meant that there was less change between the potential options presented in the POR
and those in the draft FRMP than might have been expected. The consultation on the options mainly
informed stakeholders and the wider public, whilst a great deal of local knowledge was provided, there
was little feedback received in terms of alternatives or modifications that resulted in alteration of the
options in the draft FRMP.

Key Findings:
Local Authority and the OPW regional team feedback regarding the unit cost database analysis
tool raised concerns regarding conservative outcome costs of some options developed under
this tool, particularly with regard to smaller schemes, and coastal works, whilst culverting
works may be less conservative. Although the database was informed by costs for completed
projects, it was considered prudent to respond to these concerns by lowering the benefit cost
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ratio threshold for potential schemes. A cut-off ratio of 0.5 (rather than 1.0) was used so that
more potentially viable schemes were retained in the optioneering process. The following
explanatory note was included in the draft FRMP “option(s) identified has(have) a BCR below
unity. It is considered that the costs for certain works, or smaller schemes, is likely to be
conservative in the Unit Cost Database. More detailed assessment of costs, taking local factors
into consideration, may improve the BCR”. This was further identified within the final plan in
relation to Celbridge & Hazelhatch and Liffey-Dublin Bay, which required further investigation
of potentially viable flood relief works. These works may be implemented after project-level
assessment and planning or exhibition and confirmation.
During the economic analysis it was noted that there were some dataset gaps and
inconsistencies, for example between the An Post geodatabase and the OSi buildings layers
which required significant review and update. In addition datasets on basements were difficult
to obtain, and these could not always be seen from external inspection, with many of these
identified only during the Progress Group review process, resulting in reworking of damages
and options in some cases.
The main deliverables of the Preliminary Options Report were the AFA specific risk analysis
and the assessment of a series of potential flood risk management measures relevant at
differing spatial scales of assessment (UoM, Sub-Catchment and AFA). These are presented in
the following Tables 5.1 and 5.2 for the risk assessment and potential options for UoM09
respectively.
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Table 5.1
Flood Risk Analysis UoM09
(Fluvial statistics unless otherwise stated; Coastal 1 = Coastal / Tidal Flooding; Coastal 2 = & Wave Overtopping Flooding)
Flood Risk for Design AEP (1% Fluvial & 0.5% Coastal) Event
Type of Risk

Baldonnel
AFA

Blessington
AFA

Carysfort/
Maretimo
HPW

Celbridge&
Hazelhatch
AFAs

Clane AFA

Dublin AFA

Kilcock AFA

Leixlip AFA

Lucan to
Chapelizod
AFA

296,262

4,687,647

17,522,875

0

22

75

5

41

45

0

0

0

5

9

11

0

2

1

12

36

56

1

3

1

0

1

0

Current Scenario (Present Day)

Event Damage (€)

1,013,699

10,800,026

8,857,646

4,597,665

7,671,528

No. Residential
Properties At Risk

1

137

141

4

39

No. Business
Properties At Risk

13

0

19

5

5

No. Utilities At Risk

0

0

0

0

0

No. Major Transport
Assets At Risk

11

15

27

9

10

No. Highly Vulnerable
Properties At Risk

0

0

1

0

1

No. Of Social
Infrastructure Assets At
Risk

3

0

0

27

12

No. Environmental
Assets At Risk

1

3

0

1

2

No. Potential Pollution
Sources At Risk

0

0

0

0

0
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1,130,231
Fluvial
130,651,297
Coastal 1
110,222,005
Coastal 2
14 Fluvial
598 Coastal 1
1,339 Coastal 2
1 Fluvial
183 Coastal 1
69 Coastal 2
1 Fluvial
2 Coastal
48 Coastal
0 Fluvial
4 Coastal 1
7 Coastal 2
38 Fluvial
91 Coastal
5 Fluvial
11 Coastal
0 Fluvial
0 Coastal
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Flood Risk for Design AEP (1% Fluvial & 0.5% Coastal) Event
Type of Risk

Baldonnel
AFA

Blessington
AFA

Carysfort/
Maretimo
HPW

Celbridge&
Hazelhatch
AFAs

Clane AFA

Dublin AFA

Kilcock AFA

Leixlip AFA

Lucan to
Chapelizod
AFA

563,851

12,759,843

42,902,065

2

57

169

8

63

68

0

0

0

5

13

18

0

2

1

12

54

90

1

3

1

0

1

1

Mid-Range Future Scenario

Event Damage (€)

23,034,523

14,741,452

18,436,276

19,646,045

13,095,972

No. Residential
Properties At Risk

6

166

228

153

76

No. Business
Properties At Risk

37

3

33

13

17

No. Utilities At Risk

0

0

0

0

1

No. Major Transport
Assets At Risk

17

22

44

27

14

No. Highly Vulnerable
Properties At Risk

0

0

1

0

1

3

0

0

27

11

1

3

0

1

2

0

0

0

0

0

No. Of Social
Infrastructure Assets At
Risk
No. Environmental
Assets At Risk
No. Potential Pollution
Sources At Risk
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13,626,175
Fluvial
1,488,592,328
Coastal 1
566,203,654
Coastal 2
183 Fluvial
7,887 Coastal 1
3,765 Coastal 2
33 Fluvial
1,629 Coastal 1
155 Coastal 2
0 Fluvial
9 Coastal
15 Fluvial
236 Coastal
0 Fluvial
55 Coastal 1
19 Coastal 2
62 Fluvial
273 Coastal
5 Fluvial
12 Coastal
0 Fluvial
2 Coastal
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Flood Risk for Design AEP (1% Fluvial & 0.5% Coastal) Event
Type of Risk

Baldonnel
AFA

Blessington
AFA

Carysfort/
Maretimo
HPW

Celbridge
&
Hazelhatch
AFAs

Clane AFA

Dublin AFA

Kilcock AFA

Leixlip AFA

Lucan to
Chapelizod
AFA

1,568,926

25,991,316

75,075,070

9

81

282

12

81

82

0

0

0

5

14

26

0

2

3

High End Future Scenario
630,685,088
Fluvial
3,222,689,793
Coastal 1
749,355,968
Coastal 2
1,902 Fluvial
12,848
Coastal 1
4,212 Coastal 2
1,151 Fluvial
2,471 Coastal 1
187 Coastal 2
3 Fluvial
30 Coastal
214 Fluvial
436 Coastal
24 Fluvial
81 Coastal 1
21 Coastal 2
147 Fluvial

Event Damage (€)

38,072,848

16,683,774

23,215,012

24,564,014

16,179,546

No. Residential
Properties At Risk

6

190

277

206

108

No. Business
Properties At Risk

60

3

35

15

20

No. Utilities At Risk

1

0

0

0

1

No. Major Transport
Assets At Risk

24

22

59

33

18

1

0

1

0

1

3

0

0

30

14

425 Coastal

14

66

96

1

3

0

1

2

5 Fluvial
12 Coastal

1

3

1

1

0

0

0

0

0

1

1

No. Highly Vulnerable
Properties At Risk
No. Of Social
Infrastructure Assets At
Risk
No. Environmental
Assets At Risk
No. Potential Pollution
Sources At Risk
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2 Coastal
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Flood Risk for Design AEP (1% Fluvial & 0.5% Coastal) Event

Type of Risk

Maynooth AFA

Naas AFA

Newbridge AFA

Santry AFA/HPW

Sutton Baldoyle/Howth
AFA

Current Scenario (Present Day)
Event Damage (€)

1,132,225

41,002,107

3,730,348

4,631,335

2,703,935 Coastal 1
2,245,161 Coastal 2

No. Residential
Properties at Risk

17

412

62

26

64 Coastal 1
36 Coastal 2

No. Business
Properties at Risk

3

73

8

15

No. Utilities at Risk

0

0

0

0

15

81

14

8

0

1

0

3

25

56

6

6

5

8

2

1

0

0

0

0

No. Major Transport
Assets at Risk
No. Highly Vulnerable
Properties at Risk
No. of Social
Infrastructure Assets at
Risk
No. Environmental
Assets at Risk
No. Potential Pollution
Sources at Risk

2 Coastal 1
2 Coastal 2
0 Coastal 1
0 Coastal 2
5 Coastal 1
0 Coastal 2
0 Coastal 1
0 Coastal 2
11 Coastal 1
0 Coastal 2
5 Coastal 1
0 Coastal 2
0 Coastal 1
0 Coastal 2

Mid-Range Future Scenario
Event Damage (€)

10,950,379

65,177,448

11,754,372

4,714,734

100,777,565 Coastal 1
72,094,251 Coastal 2

No Residential

132

634

172

34

1172 Coastal 1
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Flood Risk for Design AEP (1% Fluvial & 0.5% Coastal) Event
Type of Risk

Properties at Risk
No Business Properties
at Risk

Maynooth AFA

Naas AFA

Newbridge AFA

Santry AFA/HPW

Sutton Baldoyle/Howth
AFA
624 Coastal 2
50 Coastal 1
33 Coastal 2
0 Coastal 1
0 Coastal 2
45 Coastal 1
0 Coastal 2
9 Coastal 1
4 Coastal 2

13

119

10

15

0

1

0

0

22

83

29

12

1

2

0

3

No. of Social
Infrastructure Assets at
Risk

33

71

11

6

51 Coastal 1
0 Coastal 2

No. Environmental
Assets at Risk

5

8

2

1

5 Coastal 1
0 Coastal 2

No. Potential Pollution
Sources at Risk

0

0

0

0

0 Coastal 1
0 Coastal 2

No. Utilities at Risk
No Major Transport
Assets at Risk
No. Highly Vulnerable
Properties at Risk

High End Future Scenario
Event Damage (€)

16,485,870

92,527,664

12,604,235

15,640,711

179

811

190

89

17

135

10

21

No. Utilities at Risk

0

2

0

0

No Major Transport
Assets at Risk

27

98

31

14

2

2

0

3

No Residential
Properties at Risk
No Business Properties
at Risk

IBE0600Rp0077
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397,785,254 Coastal 1
281,947,117 Coastal 2
3047 Coastal 1
2425 Coastal 2
103 Coastal 1
86 Coastal 2
2 Coastal 1
0 Coastal 2
58 Coastal 1
0 Coastal 2
14 Coastal 1
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Flood Risk for Design AEP (1% Fluvial & 0.5% Coastal) Event
Type of Risk

Maynooth AFA

Naas AFA

Newbridge AFA

Santry AFA/HPW

No. Highly Vulnerable
Properties at Risk
No. of Social
Infrastructure Assets at
Risk
No. Environmental
Assets at Risk
No. Potential Pollution
Sources at Risk

IBE0600Rp0077

Sutton Baldoyle/Howth
AFA
13 Coastal 2

40

78

11

6

5

8

2

1

0

0

0

0

31

72 Coastal 1
0 Coastal 2
5 Coastal 1
0 Coastal 2
0 Coastal 1
0 Coastal 2

F03

Number of properties
at risk in design
flood event

UoM09
1%
296
Flood Forecasting and Warning

UoM09
Sustainable Planning and Development Management
Public Awareness Campaign

Baldonnel
1%
13
Option 1 – Improvement of Channel Conveyance, Hard
Defences and Flow Diversion

3
Option 2 – Hard Defence

Blessington
137
Option 1 – Hard Defence and Other Works

IBE0600Rp0077
32

-

307.7

High

High

-

938

-

High
High

-

-

-

High

-

0.07

0.03

-

-

-

25.7

57

0.63

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 2,199,811 Option Cost (€m)

€ 1,389,622 Option NPVb
(capped)

Options

5.76

€ 168,587

€ 439,476 € 2,420,147

Fluvial
€ 3,046,578

1%
-

Fluvial
€ 14,867

2%

€ 17,538,010

Fluvial
-

AFA

€ 23,609,246 € 1,995,726 € 1,995,726

Table 5.2

€ 39,095,214 Area NPVd

Design flood event
(AEP)

Eastern CFRAM Study
UoM09 Final Report

Potential Options UoM09

F03

Option 3 – Hard Defence, Storage and Other Works

Option 4 – Hard Defence, Improvement of Channel
Conveyance and Other Works

Option 5 – Hard Defence, Storage, Improvement of
Channel Conveyance and Other Works

Carysfort/Maretimo

IBE0600Rp0077

1%
160
Option 1 – Hard Defence and Manhole Sealing

Fluvial

33

3.33
789

149.96

2.81
1288

264.3

High

247.1

862

5.03

€ 3,490,127

198.7

817

4.27

169.7

817

3.64

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 4,108,922 € 4,812,237 Option Cost (€m)

Options

High

€ 5,263,718

€ 13,692,572 € 17,538,010 € 17,538,010 € 17,538,010 € 17,538,010 Option NPVb
(capped)

€ 18,959,726 € 23,609,246 € 23,609,246 € 23,609,246 € 23,609,246 Area NPVd

Option 2 – Hard Defence, Storage and Other Works

€ 4,872,053

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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Clane

IBE0600Rp0077

1%
45
Option 2 – Hard Defence, Improvement of Channel
Conveyance

Option 3 – Hard Defence, Improvement of Channel
Conveyance

Option 1 – Hard Defences

Fluvial

34

High

Moderate

239.1

409

534.03

733

1.00

High

High

424.85

862

0.68

652.28

782

1.15

€ 1,198,488

€1,373,981

€25,941,692

164

1271

1.77

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 7,751,615 Option Cost (€m)

€ 13,692,572 Option NPVb
(capped)

€ 18,959,726 Area NPVd

Options

1.3

Fluvial
Option 1 – Hard Defence, Improvement of Channel
Conveyance and Flow Diversion

€ 2,028,334

9

€ 1,711,487 €1,372,091

1%

€1,373,981

Hazelhatch
&

€ 2,229,371 €1,373,981

Celbridge

€25,941,692

Option 2 – Hard Defence and Storage

€ 3,918,139 €25,941,692

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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Option 3 – Hard Defences and Flow Diversion

Clontarf

Kilcock

IBE0600Rp0077

0.5%

Coastal

1%
61
Existing Proposed DCC scheme

5
Option 1 – Existing Proposed Scheme

Fluvial
Option 2 – Individual Property Protection

Option 3 – Individual Property Protection and Flood
Warning/Forecasting

35

-

-

-

-

Moderate

Moderate

0.17

High

High

-

-

-

-

-

-

-

€ 429,987 € 260,474

133.9

352

0.85

285.3

544

1.17

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 2,631,292 € 1,907,988 Option Cost (€m)

€ 2,362,602 € 2,229,371 € 2,229,371 Option NPVb
(capped)

Options

0.12

-

€ 43,590

€ 335,454 € 335,454 € 335,454 € 4,281,619 € 3,918,139 € 3,918,139 Area NPVd

Option 2 – Hard Defences and Improvement of Channel
Conveyance

€ 52,308

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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Leixlip

Lucan

Chapelizod

IBE0600Rp0077

1%

Fluvial

Lower Liffey
1%

Fluvial

0.5%

Coastal

To
1%
64
Option 1 – Hard Defences

764
Existing Proposed DCC scheme

120
Option 1 – Hard Defences

Fluvial

Option 2 – Hard Defences and Improvement of Channel
Conveyance

36

139.5

78.21

High

1646

1312

High

1.05

High

High

-

-

-

High

High

1118.37

841

1.84

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

-

-

Benefit – Cost Ratio

-

Option Cost (€m)

Option NPVb
(capped)

Options

0.74

-

€ 751,635

€ 16,771,180 € 11,796,032

-

-

€ 33,103,587 € 33,103,587 €26,163,669 € 2,735,387 € 330,545 Area NPVd

Option 4 – Land Use Management

€ 12,442,850 € 12,442,850 €12,492,079 € 1,380,010

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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Maynooth

IBE0600Rp0077

1%

Fluvial
20
Option 3 – Hard Defences and Improvement of Channel
Conveyance

Option 4 – Hard Defences and Improvement of Channel
Conveyance

Option 1 – Hard Defences and Improvement of Channel
Conveyance

Option 2 – Hard Defences and Flow Diversion

Option 3 – Hard Defences and Improvement of Channel
Conveyance

37

631

372.8

412

251.43

High

Moderate

1.02

206.36

419

0.85

87.27

1315

0.83

97.95

1334

0.91

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 1,637,145 € 1,692,703 € 2,030,642 € 15,064,242 € 13,615,515 Option Cost (€m)

€ 1,731,062 € 1,731,062 € 1,731,062 € 12,442,850 € 12,442,850 Option NPVb
(capped)

€ 3,771,415 € 3,771,415 € 3,771,415 € 33,103,587 € 33,103,587 Area NPVd

Options

1.06

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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Naas

Newbridge

IBE0600Rp0077

1%

Fluvial

1%
Option 4 – Hard Defences, Improvement of Channel
Conveyance and Flow Diversion

504
Option 1 – Hard Defences, Storage, Improvement of
Channel Conveyance and Flow Diversion

71
Option 1 – Hard Defence and Other Works

Fluvial

Option 2 – Hard Defence, Improvement of Channel
Conveyance and Other Works

Option 3 – Hard Defence, Improvement of Channel
Conveyance and Other Works

38

430.26

206.05

High

High

953

821

276.57

1033

2.04

High

High

101.994

1449

2.8

308.81

414

1.29

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 2,215,095 € 3,735,323 € 14,204,417 € 1,339,446 Option Cost (€m)

€ 3,984,827

3.44

€ 7,630,808 € 7,630,808 € 39,961,198 € 1,731,062 Option NPVb
(capped)

€ 7,630,808

€ 12,480,241 € 12,480,241 € 12,480,241 € 57,548,518 € 3,771,415 Area NPVd

Options

1.91

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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Raheny

Sandymount

Santry

IBE0600Rp0077

0.5%

Coastal

0.5%

Coastal

1%

Fluvial
0
Continue Existing Regime

1530
Existing Proposed DCC scheme

41
Option 1 – Storage and Improvement of Channel
Conveyance.

Option 2 – Hard Defence and Storage

Option 3 – Improvement of Channel Conveyance

39

307.36

194.17

High

Low

1030

1000

152.32

945

High

High

-

-

-

1.28

0.83

High

High

-

-

-

-

325.7

821

3.03

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 2,520,961 Option Cost (€m)

€ 7,630,808 Option NPVb
(capped)

Options

0.69

-

€ 5,150,490 € 3,351,263 € 6,204,602

€0

€ 6,801,403 € 6,801,403 € 6,801,403 € 179,712,917 € 37,872 € 12,480,241 Area NPVd

Option 4 – Hard Defence, Improvement of Channel
Conveyance and Other Works

€ 4,286,074 € 4,286,074 € 4,286,074 € 117,727,493

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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Sutton Baldoyle

Sutton Howth

IBE0600Rp0077

0.5%

Coastal

0.5%
Continue Existing Regime

49
Option 1 – Hard Defence

Coastal

40

-

-

High

934

154.48

High

High

-

1.03

481.73

1325

1.56

187.22

1000

0.8

484.2

1243

1.67

Sensitivity to HEFS

Sensitivity to MRFS

MCA-Benefit Score /
Cost Ratio

Total MCA-Benefit
Score

Benefit – Cost Ratio

€ 2,750,654 € 5,341,642 € 2,567,881 Option Cost (€m)

Options

High

-

€ 109,568 € 4,286,074 € 4,286,074 € 4,286,074 Option NPVb
(capped)

25

€6,251,265

Option 6 – Hard Defence

€ 860,814 € 6,801,403 € 6,801,403 € 6,801,403 Area NPVd

Option 5 – Hard Defence and Improvement of Channel
Conveyance

€8,815,531

Option 4 – Hard Defence and Improvement of Channel
Conveyance

€ 6,043,949

AFA
Number of properties
at risk in design
flood event

Design flood event
(AEP)
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THE DEVELOPMENT OF THE UOM09 DRAFT FLOOD RISK
MANAGEMENT PLAN

6.1

DRAFT FLOOD RISK MANAGEMENT PLAN

The development of the draft Flood Risk Management Plans (FRMPs), which are the statutory output
of the CFRAM studies, was led by the OPW. The OPW produced a template and undertook a series of
consultations within the OPW, with other relevant government departments, national groups and the
CFRAM Study Consultants.
The zero draft of the template was produced for comment in July 2015. It was intended to indicate the
overall format of the draft FRMP, and in particular, to identify the sections to be completed by the
Consultants, and the structure of some template tables and forms that the OPW required to be used in
order to facilitate reporting to the European Union, Common Implementation Strategy Working Group.
A workshop with relevant FRAM Section Engineers and RPS personnel was held in early May 2016 to
discuss an initial version of the UoM07 draft FRMP and agree the level of detail required.
Revision C of the draft FRMP was produced by the OPW in May 2016, this version, incorporating later
additions and policy updates, formed the basis of the draft plans that were consulted on during the
second half of 2016.
The UoM specific material (text, maps and datasets) were populated by the CFRAM Study consultants
drawing largely on the supporting technical studies on hydrology, hydraulics and the preliminary
options assessments. The Progress Group reviewed the draft plans, with the OPW examining with
regard to both project-level detail and also national consistency, while the Local Authority Progress
Group members provided local knowledge, and information about relevant plans and programmes,
previous projects. They also influenced the selection of the preferred measures identified within the
draft plans.
Within the draft plans some Areas of Further assessment (AFAs) were found to have low predicted
levels of risk to properties. The Preliminary Options Reports contain detail of minor localised works for
some of these low-risk AFAs that were not considered significant enough for inclusion in the draft
FRMP, but that may be examined further and developed through, for example, the Minor Works
programme. It should be noted that a low level of predicted risk to existing property does not equate to
there being no predicted flooding in an AFA, and the requirements of the Planning System and Flood
Risk Management Guidelines should still be applied to ensure future development takes account of
the predicted flood hazard present. Within UoM09 three such AFAs were identified:
•

Baldonnel AFA

•

Kilcock AFA and

•

Sutton & Baldoyle AFA.
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The draft plans (Volume II) are supported by the final core hazard and risk mapping dictated by the
Floods Directive and the statutory environmental assessments (Volume III), under the Strategic
Environmental Assessment (SEA) Directive and the Habitats Directive. The environmental
assessment process, which resulted in an SEA Environmental Report and Natura Impact Statement,
influenced:
•

the development and assessment of measures,

•

the selection of preferred measures,

•

the identification of mitigation measures and

•

an environmental monitoring programme during the Plan’s implementation.

Key Findings:
The draft FRMP is a consultation document which provides a nationally consistent roadmap to
manage flood risk on a proactive basis.
The draft plan incorporates a suite of certain prevention and preparedness measures related to
flood risk management that form part of wider Government policy. These measures, set out
below, where applicable may be applied across the whole of UoM09, including selected AFAs:
•

Sustainable Planning and Development Management

•

Sustainable Urban Drainage Systems

•

Voluntary Home Relocation

•

Local Adaptation Planning

•

Land Use Management and Natural Flood Risk Management Measures

•

Maintenance of Arterial Drainage Schemes

•

Maintenance of Drainage Districts

•

Flood Forecasting and Warning

•

Review of Emergency Response Plans for Severe Weather

•

Promotion of Individual and Community Resilience

•

Individual Property Protection

•

Flood-Related Data Collection

•

Minor Works Scheme.

At Sub-Catchment scale, ongoing operation by ESB of the Pollaphuca, Golden Falls and Leixlip
dams on the Liffey system was identified, in accordance with the Regulations and Guidelines
for the Control of the River Liffey (Water Management Document) subject to any revisions or
amendments made to the Regulations and Guidelines.
The following AFA specific measures were identified ether under the Eastern CFRAM Study or
as part of existing works being undertaken by the OPW or Local Authorities:
•

Blessington Flood Relief Scheme: Option 1 - Hard defences and Other Works
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Celbridge Flood Relief Scheme: Option 1 - Hard defences and Improvement of Channel
Conveyance

•

Hazelhatch Flood Study

•

Clane Flood Relief Scheme: Option 2 - Hard defences and Improvement of Channel
Conveyance

•

Dublin City - Carysfort Maretimo Flood Relief Scheme: Option 2 - Hard defences and
Storage

•

Leixlip Flood Relief Scheme: Option 1 - Hard defences

•

Lucan to Chapelizod Flood Relief Scheme: Option 1 - Hard defences

•

Maynooth Flood Relief Scheme: Option 2 - Hard defences and Flow Diversion

•

Naas Flood Relief Scheme: Option 1 - Hard defences, Storage, Improvement of Channel
Conveyance and Flow Diversion

•

Naas Flood Study

•

Newbridge Flood Relief Scheme: Option 2 - Hard defences, Improvement of Channel
Conveyance and Other Works

•

Santry Flood Relief Scheme: Option 4 - Hard defences and Improvement of Channel
Conveyance

•

Sutton & Howth North Flood Relief Scheme: Option 1 - Hard defences

Within the UoM09 draft plan there was a number of measures which had been identified from
other previous studies.
•

FEM FRAM - Malahide & Portmarmock, Strand Road AFA, Flood Relief Scheme: Option
1 – Demountable hard defences and embankments

•

FEM FRAM - St Margaret's, Dublin Airport, Belcamp and Balgriffen Flood Relief
Scheme: Option 2 - Hard defences and Improvement of Channel Conveyance

•

Dublin City - Progression of the Camac Flood Protection Project

•

Dublin City - Progression of the Clontarf Promenade Flood Protection Project

•

Dublin City - Maintenance of the Dodder tidal flood alleviation scheme

•

Dublin City - Progression of the Dollymount Cycleway and Flood Alleviation Scheme

•

Dublin City - Progression of the Furry Glen and Elm Park Streams Study

•

Dublin City - Maintenance of The Lower Dodder Flood Alleviation Scheme

•

Dublin City - Progression of the Poddle Flood Protection Project

•

Dublin City - Progression of the Sandymount Flood Protection Project

•

Dublin City - Progression of the South Campshires Flood Alleviation Scheme

•

Dublin City - Maintenance of the Tolka Flood Alleviation Scheme

•

Dublin City - Progression of the Wad River Flood Alleviation Scheme Phase 1

•

Hazelhatch - Maintenance of the Shinkeen (Hazelhatch) Scheme

•

Kilcock - Progression of the Kilcock Flood Relief Scheme

•

Naas & Turnings - Progression of the Lower Morrell (Straffan) Flood Relief Scheme
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•

Naas & Turnings - Maintenance of the Morrell Johnstown Flood Relief Scheme

•

Santry - Progression of the Santry River Flood Protection Project

•

Dublin City - Progression of the Dublin Flood Resilient City Pluvial Flood Study Options

•

Dublin City - Maintenance of the North City Pluvial Flood Alleviation Project

•

Dublin City - Maintenance of the North City Drainage Network Upgrades.

Public consultation was undertaken during the development of the preliminary options, but generally
this resulted in relatively low levels of revision or refinement of the options. RPS considers that this
was due, in part, to review of the options by the Eastern CFRAM Study Progress Group, Stakeholder
Group and the OPW representatives ahead of public consultation, but also in part due to the low
attendance at many of the Public Consultation days. However, the positive contribution by the public,
in particular in terms of the local knowledge provided, is acknowledged.
It should be noted that the policy regarding mechanisms to support relocation and individual property
protection continued to evolve between the preliminary option reporting and draft plan finalisation.
A common theme throughout the CFRAM Study consultation process was the need for a programme
of when the measures would be implemented. The draft plans did not have such an overall
programme as this was dependent on the outcome of the consultation process, however, it was
intended that the final plan would be supported by prioritised implementation programme of measures.

6.2

DRAFT FRMP CONSULTATION & DEVELOPMENT OF THE FINAL FRMP

Project-level consultation activities took place during late 2016 in relation to the draft Flood Risk
Management Plans produced by the Eastern Catchment-based Flood Risk Assessment and
Management (CFRAM) Study. These comprised workshops with the Eastern CFRAM Progress Group,
a stakeholder workshop and a series of Public Consultation Days at twelve venues across the Eastern
study area.
These Public Consultation Days took place during between 27/09/16 and 02/11/16 which a total of 143
elected representatives and members of the public attended. A period of formal consultation on the
draft Plans was also held between 22/09/16 and 02/12/16, which received 63 formal submissions.
The main objective of Public Consultation Days was to support the formal consultation process,
especially by raising the awareness of how submissions relating to draft plans could be provided to the
OPW for consideration.
Formal, national-level consultation in support of the draft plans and supporting environmental
assessments was undertaken in parallel during late 2016 by the OPW. This comprised of briefings to
elected members and a website based portal for access to the draft plans and supporting materials.
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The website allowed submissions to be made online in relation to the flood risk management plans
and the supporting environmental assessments.
The formal consultation period was open to the public between 22/09/16 and 02/12/16 (with additional
time allowed for Local Authority submission up to 23/12/16). The OPW received formal submission via
the portal and also in written format and in total received 63 formal submissions.
The OPW, with technical support from RPS, collated responses and reported statutory consultation on
the draft FRMPs for UoMs 07, 08, 09 and 10 separately within a series of Public Consultation
Synthesis Reports relating to each Unit of Management.
The OPW hosted an environmental workshop at national technical co-ordination level, on 13th
February 2017, to consider the environmental issues raised in the consultation responses on the draft
plans and supporting environmental reports with a view to developing standard environmental
mitigations.
A workshop at project-level was held with relevant FRAM Section Engineers and RPS personnel in
late February 2017 to discuss the Eastern CFRAM consultation submissions in relation to the UoM09
draft FRMP and agree the actions required to reflect these in the final FRMP.
The development of the final FRMPs was again led by the OPW through the production of a template.
The OPW undertook a series of consultations within the OPW, with other relevant government
departments, national groups and the CFRAM Study Consultants and considered the submissions
made on the national suite of draft FRMPs.
The template was provided for information on the 10/04/17 (revision A-3) with guidance on the key
changes and updates required within the final plans, and as near final on the 18/05/17(revision C-0)
noting further updates and insets to be supplied (executive summary and mapping).
The UoM specific material (text, maps and datasets) were again populated by the CFRAM Study
consultants where appropriate updating the material from the draft FRMP., The OPW reviewed the
final Plans with particular emphasis on both project-level detail and also national consistency, while
the Local Authority Progress Group members providedupdated information about relevant plans,
programmes and previous projects.
The OPW prioritised the preferred measures identified within the final plans and published these
separately in a National Flood Relief Capital Investment Programme which complements Ireland’s final
FRMPs.
The final plans are also supported by statutory environmental assessments (Volume II), under the
Strategic Environmental Assessment (SEA) Directive and the Habitats Directive.
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Key Findings:
The final FRMP responded to consultation submissions which related to inter alia,
development in national policy, environmental requirements and National Flood Relief Capital
Investment Programme. Modifications were also incorporated to make the final plans more
nationally consistent and publically accessible.
The final plan generally contained a preferred measure for each AFA (unless there were
requirements for further study to determine a preferred option). Whilst the consultations and
submissions on the draft FRMP provided valuable information, which has been noted for
detailed design, none resulted in a change of the preferred measures for the AFAs within
UoM09.
The final FRMP measures for UoM09 are presented in Table 6.1.
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Summary of Flood Risk Management Measures – UoM09

Measure

Implementation

Funding

Application of the Guidelines on the Planning System and
Flood Risk Management (DECLG/OPW, 2009)

Planning Authorities

Planning Authorities

Implementation of Sustainable Urban Drainage Systems
(SUDS)

Planning Authorities

Planning Authorities

Voluntary Home Relocation

Inter-Dept. Flood Policy Review Group

Homeowners, OPW (2017 Scheme)

Consideration of Flood Risk in Local Adaptation Planning

Local Authorities

Local Authorities

EPA, OPW, Others

OPW, Others

Minor Works Scheme

OPW, Local Authorities

OPW, Local Authorities

Establishment of a National Flood Forecasting and Warning
Service

OPW, D/HPCLG,
authorities

Ongoing Appraisal of Flood Event Emergency Response
Plans and Management Activities

Principal Response Agencies, Regional Steering
Groups, National Steering Group

Implementation Bodies

Individual and Community Action to Build Resilience

Public, business owners, farmers and other
stakeholders

N/A

Individual Property Protection

Home Owners, Inter-Dept. Flood Policy Review
Group

Homeowners

Flood-Related Data Collection

OPW, Local Authorities / EPA, and other hydrometeorological agencies

Implementation Bodies

Measures Applicable for All Areas

Assessment of Land
Management Measures

Use

and

Natural

Flood

Risk

Met

Éireann

and

local

OPW, D/HPCLG

Catchment / Sub-Catchment Measures
No Sub-Catchment methods were found to be feasible

IBE0600Rp0077

47

F03

Eastern CFRAM Study

UoM09 Final Report

Community-Level (AFA) Measures
Progress the project-level development and assessment of a Flood Relief Scheme, including environmental assessment as necessary and further public
consultation, for refinement and preparation for planning / Exhibition and, if and as appropriate, implementation, for the Communities set out below.
Blessington AFA

OPW and/or Wicklow CoCo - To be confirmed

OPW

Clane AFA

OPW and/or Kildare CoCo - To be confirmed

OPW

Dublin City AFA Measures - Carysfort Maretimo HPW

OPW and/or Dun Laoghaire Rathdown CoCo - To
be confirmed

OPW

Leixlip AFA

OPW and/or Kildare CoCo - To be confirmed

OPW

Lucan to Chapelizod AFA

OPW and/or SDCC / DCC / Fingal CoCo - To be
confirmed

OPW

Maynooth AFA

OPW and/or Kildare CoCo - To be confirmed

OPW

Naas AFA

OPW and/or Kildare CoCo - To be confirmed

OPW

Newbridge AFA

OPW and/or Kildare CoCo - To be confirmed

OPW

Santry AFA

OPW and/or Fingal CoCo / Dublin City Council To be confirmed

OPW

Sutton & Howth North AFA

OPW and/or Fingal CoCo - To be confirmed

OPW

Progress further Data Collection and/or further Analysis for the Communities set out below.
Naas Flood Study

OPW and/or Kildare CoCo

OPW

Hazelhatch Flood Study

OPW and/or Kildare CoCo

OPW

Undertake a Detailed Assessment of the Costs of the Potential Measure for the Communities set out below.
Establishment of a UoM09 Flood Forecasting and Warning
Service

OPW, D/HPCLG,
authorities

Celbridge AFA

OPW and/or Kildare CoCo - To be confirmed
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7

CONCLUSIONS AND RECOMMENDATIONS

7.1

TECHNICAL

The Eastern CFRAM Study was a significant and challenging project in terms of the detailed analysis it
required, simultaneously across its four Units of Management, and in the context of a suite of similar
studies nationwide.
The level of ambition to undertake catchment scale studies of this nature created a significant
resource demand on many of the parties involved, including the organisations represented on project
progress, steering and stakeholder groups. In particular, a shortfall in third party survey resources
introduced a programme delay, of over one year, which meant that the final consultation deliverables
(draft FRMP and accompanying documentation) were prepared in 2016, rather than 2015 as originally
programmed. The pre-contract survey programme was a valid endeavour to try to spread the survey
workload, but was not sufficiently progressed ahead of the CFRAM studies, and allowed there to be a
disconnect between the survey specification and the modeller requirements (this means that a
supplementary survey arrangement needed to remain in place until model validation was complete).
RPS was able to review pre-contract specifications and tailor these to reduce survey programme and
costs in some instances. To inform future Floods Directive planning cycles, RPS would suggest that
the main CFRAM studies in this first cycle should have started earlier (in the period when the precontract survey arrangements were being progressed) with more programme allowance for the
surveys to be distributed, thus allowing staged delivery of Units of Management on all survey and
subsequent deliverables. In addition, RPS would recommend that the Survey Framework is renewed
so that support for post-CFRAM Study activities, such as responding to comments and queries
regarding mapping and updates, remains in place.
Due to the survey related programme delay, it was decided to prioritise the development of the
mapping specifically required for submission to the EU Commission from the rest of the mapping
deliverables, so that statutory consultation and reporting obligations in relation to these “core
deliverables” could be discharged as soon as possible within the revised programme. This focus had
the additional benefit of avoiding re-working of huge numbers of associated maps with each iteration
of core extent and depth mapping. It is recommended that this de-coupling of mapping deliverables
would be incorporated into future planning cycles, to permit the earliest consultation on the mapping
that the public and stakeholders are most readily engaged regarding, as well as avoiding nugatory reworking.
In some cases, the study programme had to be prioritised in response to flood risk or events. This was
beneficial in terms of piloting, and agreeing, the detail of methodologies, providing results for particular
watercourses or AFAs to allow certain projects to progress (namely Morrell, Poddle and Camac), and
also dissemination of lessons learned from the process. The acceleration also shortened the
programme duration for these areas and therefore reduced the risk of further interventions resulting in
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reworking of analysis which has been an ongoing project challenge. Based on this, RPS would
recommend a prioritised approach to subsequent Floods Directive activities so that the completion of
analysis for the final areas is not allowed to delay progress for the other areas. Such a staged
approach has been adopted for the consultations on the draft plans and offers the benefit of smoothing
resource needs for activities such as statutory consultations.
In some AFAs or watercourses there was insufficient information to provide high confidence in the
analysis of flood risk and this can only be redressed by collecting data as and when events occur.
However the best use of available data was made so that in most cases recommendations could be
made to progress flood risk management measures without recourse to further study. In other areas
where data was sufficient, and especially where site visits to areas that experienced flooding were
undertaken during the study, there was more confidence in the findings and these could readily be
displayed to the wider public audience. Communities subject to recent events are understandably
sensitive, and must be dealt with sympathetically, however in every location where this had occurred
RPS were especially well received once it was known that there had been recording of the event to
inform the CFRAM Study process. The Flood Event Response enabled complex mechanisms to be
better understood and replicated (for example in the Poddle system) and this task is a valuable activity
for those undertaking the modelling to be involved with.
The “live” nature of some of the tasks was challenging and led to reworking of deliverables and
delayed closure of certain tasks. Whilst tasks were initially envisaged as sequential under the
specification, for example finalised hydrology available in advance of final hydraulics and mapping
consultation, this was not a realistic expectation and RPS advocated this from the study’s outset which
led to the establishment of an infill survey contract to allow further data collection if any problems were
encountered during hydrological and hydraulic analysis.
In addition, there were competing demands on the time of the Progress Group members which meant
that they could not always provide the information needed or respond to requests to meet the Eastern
CFRAM Study timescales. To try to facilitate engagement with the progress group, in an efficient
manner for all parties, RPS held a series of workshops with Local Authority engineering and planning
personnel at key study stages. RPS found this addition to be a useful mechanism to ensure the quality
of the modelling outputs and the optioneering and would recommend this approach for future stages.
In particular, there was ongoing uncertainty with regard to the defence asset database, which was
populated during the study, but is “live” and therefore needs continual review and update, RPS would
suggest that this particular task should have preceded the main study (with an update element and
surveys included under the Eastern CFRAM Study). Having populated the database during this cycle
to the degree possible, it is important that the database is maintained centrally for future use.
Also in relation to the status of defences, a significant issue arose in determining whether defences
were effective or ineffective. In many cases the design or as-built information required to establish
effectiveness was not available, and there is a liability issue with assuming effectiveness for a
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structure where no such information is available, and the scope of the CFRAM Study did not extend to
the level of detail required to determine effectiveness, in terms of site investigation or structural
assessment. Hence, such structures were omitted from the models. While this is a failsafe approach
from the OPW/RPS perspective by avoiding the indication of areas as “protected” when, in fact, the
structural performance cannot be confirmed, it poses difficulties for property owners and other
stakeholders within these areas which are now indicated to have no protection, thus leading to
difficulties in obtaining insurance and other permissions. In order to address this further assessment of
the defence performance and a policy review regarding the mapping of such areas would need to be
carried out, possibly accompanied by provision of relevant information to the insurance industry.

7.2

COMMUNICATIONS

Communications are often a challenge on projects of this complex nature and duration. This is
applicable at a number of levels:
•

The Eastern CFRAM Study benefitted from the regular and ongoing communication between
the OPW project engineers and that of RPS with key personnel remaining engaged
throughout the study’s duration, providing regular updates and participating in focussed
workshops.

•

The Eastern CFRAM Study’s Progress Group engaged well throughout the study, benefiting
from personnel who were involved together in previous catchment scale flood risk
management studies, including staff from Local Authorities for whom flood management
comprises a large part of their duties, and who have significant amounts of relevant, local
knowledge. The resource demands that a study of this nature put on Local Authority partners,
and their support and engagement is fully acknowledged.

•

Early collaboration via a National Technical Co-ordination group was of some benefit, despite
the group’s large membership, these two day meetings evolved into targeted workshops on
specific topics. RPS would suggest that further such workshops would have been of benefit in
the latter stages of the projects and whilst the OPW’s production of the draft plan template and
covers, and their review of the draft Plans, ensured a reasonable degree of consistency, this
may have been facilitated by the continuation of the co-ordination group or workshops
engendering more of an ethos of partnership and providing more direct communication and
access to policy level decision. For example, specific topics could have been; the use of the
unit cost database and inputs to the draft FRMP.

•

The longevity of the studies posed difficulties in terms of achieving and maintaining
engagement with stakeholders and the wider public. RPS would endorse our early views that
the quality, rather than quantity, of consultation events remains the focus of future consultation
phases, that the publicising the events is given a high priority going forward with engagement
of national groups under an overall communications strategy, opportunities to tap into similar
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local engagement programmes are utilised (for example WFD engagement), and, that
information be made available using flexible electronic visualisation applications as well as
hard copy deliverables.
•

It is noted that the OPW are already engaged with a number of relevant groups, for example
national stakeholders and cross border fora, which are beyond the remit of the CFRAM
studies to review. However it is considered important that all engagement is maintained.

Within the realm of communications RPS found the use of key messages during every formal
presentation to be helpful with managing expectations. This was complemented by using less
technical language and both addressing, and clearly communicating, the confidences and
uncertainties in the process and its outcomes.
It should be noted that at all stages of Eastern CFRAM consultation there was extensive public and
stakeholder interest in a broader range of flooding issues than the fluvial/coastal first cycle remit of this
CFRAM Study; for example regarding flooding due to groundwater, pluvial, urban drainage, etc. As a
result the project-level target audience is relatively narrow, and difficult to reach, without bringing in a
lot of other parties that the project is not relevant for. There are also a significant number of policylevel activities being progressed by the OPW, or that the Inter-Departmental Flood Policy Coordination
Group are responsible for, which are relevant to the draft Plans, but which are not covered at a
project-level, meaning that they are very difficult to address during project-level consultation activities.
These issues could not be fully addressed within the first CFRAM cycle timescale and will need to be
developed further, possibly in the context of continued national stakeholder engagement activities to
address these flooding issues.
Again, through the communications process, it was evident that there was a significant disconnect
between the objective of the CFRAM Study to achieve a 1% AEP standard of protection, and that of a
public aspiration of betterment/improvement in existing levels of protection which would not
necessarily be to that standard. These works may be viable where providing the 1% AEP standard of
protection in these situations may not be feasible. Such solutions may be implemented by Minor
Works or ongoing watercourse maintenance/drainage programmes (which provide a lower standard of
protection than the Improvement of Channel Conveyance measures to remove local restrictions in
conveyance considered within the scope of the CFRAM Studies).

7.3

GENERAL

Throughout the process there was a degree of conflict between maintaining a strategic and plan level
of detail, to develop a catchment-scale plan, and the need to address the often very localised issues
and nuances to particular flooding problems. In all relevant cases, it should be recognised that the
subsequent analysis for progressing detailed design will involve some degree of remodelling to
account for site investigations, service details, land owner requirements, and consequently this type of
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study provides indicative “line-and-level” solutions, with variations and refinements to be realistically
expected in subsequent stages.
There are many peripheral, but nevertheless valuable, activities which could have been further
explored within the Floods Directive’s first cycle assessment; however, due to the number of AFAs
which were being assessed and brought together for catchment-scale analysis, focus had to be
maintained on the project’s core activities. Whilst other analyses were piloted within various studies
(for example culvert blockage, Natural Flood Risk Management and detailed climate change
adaptation) these were not able to be implemented across the country due to programme constraints.
RPS would recommend that such additions and innovations are taken forward during the Flood
Directive’s second cycle alongside the implementation of the first cycle’s plans. In particular, RPS
would recommend trialling/piloting measures, such as Natural Flood Risk Management and
wetland/bog restoration, which may be of mutual benefit to the implementation of the Water
Framework and Habitats Directives, as these integrated catchment measures are untested in the Irish
context but may be relevant tools to help offset the impacts of future changes assessed under the first
cycle of CFRAM studies and provide benefit where structural schemes are not financially viable.
The project has enabled the collation and development of a very detailed and valuable dataset of flood
risk management information. It has provided a strong evidence base to enable strategic decisions to
be taken on how best to manage flood risk within UoM09 and across the Eastern CFRAM Study area.
It has also provided sufficient clarity to allow, for the first time, a national prioritisation process to be
undertaken for presentation in the final plans and will provide the basis for the short and long term
planning for flood risk management expenditure in Ireland.
Importantly the project also identified weaknesses, such as where additional flooding mechanisms are
still not fully understood or the risk could not be quantified sufficiently. Part of the next step will be to
study these areas in more detail to further inform the planning of flood risk management into the next
cycle of the Floods Directive and beyond.
The CFRAM studies in this first cycle were ambitious and whilst they had been informed by pilot
studies there were areas where the methodology was untested at a CFRAM Study scale which led to
some delays and iteration throughout the process. The methodology and scope for the second cycle
should be developed as soon as possible to enable pilot studies and trials to be undertaken and a
realistic programme to be developed. This should enable more efficient working in the next cycle.
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