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Executive Summary

Introduction
The Office of Public Works (OPW) is the competent authority in Ireland for the implementation of the EU
Floods Directive [2007/60/EC], which is transposed into Irish law by the European Communities
(Assessment and Management of Flood Risk) Regulations, 2010. The Floods Directive requires Member
States to:
•

Identify areas of existing or foreseeable future potentially significant flood risk (referred to as Areas
for Further Assessment - AFAs);

•

Prepare flood hazard and risk maps for the AFAs;

•

Prepare Flood Risk Management Plans, setting objectives for managing the flood risk within the
AFAs and setting out a prioritised set of measures for achieving those objectives.

The programme for the delivery of flood risk management in Ireland comprised the following phases:
 Preliminary Flood Risk Assessment, which was completed in 2011, identified areas of existing or
foreseeable future potentially significant flood risk (referred to as ‘Areas for Further
Assessment’/AFAs);
 CFRAM Studies, which were completed in the period 2011 to 2016;
 The Flood Risk Management Plans were produced for each CFRAM study in 2017;
The Flood Risk Management Plans will be implemented from 2017 onwards and will be reviewed on a
rolling six-yearly cycle.
Mott MacDonald Ireland Ltd. was appointed by the OPW to undertake the above activities as part of the
Catchment Flood Risk Assessment and Management Study (CFRAMs) for the South Western River Basin
District.
The South Western River Basin District CFRAM study (and output Flood Risk Management Plans) have
been informed by Appropriate Assessment, the requirement for which is derived from Council Directive
92/43/EEC on the Conservation of Natural Habitats and of Wild Fauna and Flora (Habitats Directive).
Appropriate Assessment is the process of determining whether the Flood Risk Management Plan is likely
to pose a risk to the attainment or maintenance of conservation objectives for areas protected for their
ecological value within the State (Natura 2000 sites - Special Areas of Conservation and Special Protection
Areas), and the identification of alternatives or mitigation as appropriate.
One Flood Risk Management Plan has not been developed for the entire South Western River Basin
District but rather, targeted individual plans were produced on a waterbody catchment basis (Units of
Management basis). The South Western River Basin District is broken down into five Units of
Management:

i

•

The Munster Blackwater Catchment (UoM18)

•

The Lee / Cork Harbour Catchment (UoM19)

•

The Bandon / Skibbereen Catchment (UoM20)

•

The Dunmanus / Bantry / Kenmare Bay Catchment (UoM21)
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•

The Laune / Maine / Dingle Bay Catchment (UoM22)

UoMs are further broken down in to Areas for Further Assessment (AFAs). These are communities within
an individual UoM with a quantifiable flood risk and include towns, villages and areas where significant
development is anticipated. Associated with AFAs are high and medium priority watercourses. High priority
watercourses are located within and 2km upstream of AFAs whereas medium priority watercourses are the
interconnecting watercourses between AFAs or the coast.
The Bandon - Skibbereen Catchment (UoM20)
The Bandon / Skibbereen Unit of Management (UoM 20) covers an area of approximately 1,796 km 2. The
entire area of UoM 20 is within County Cork. The main rivers within the UoM are the Bandon, the Ilen and
the Argideen.
The Bandon / Skibbereen UoM contains four Areas for Further Assessment (AFAs): Clonakilty,
Dunmanway, Inishannon and Schull. Of these, Clonakilty CFRAM has been progresses as an accelerated
works and is therefore excluded from this study. It should be noted also that the Bandon Flood Relief
Scheme, which is within UoM 20, is also being progressed as an accelerated scheme and is therefore not
considered further.
Flood risk management options for the Bandon / Skibbereen UoM were provisionally identified through
options appraisal as:
AFA

Viable Options

Dunmanway

• No cost effective viable options

Inishannon

• Flood walls and embankments within the town in proximity to the Bandon River ranging in height from 1.5m
to 2m.

Schull

• Storage area on the Meevane Stream (3,025m2 and 4m deep concrete chamber coupled with stream
realignment) and manhole sealing and culvert on the Schull Stream
• Flow diversion on the Meevane Stream, with manhole sealing and culvert being constructed on the Schull
Stream.

Note: Drawings of flood risk management measures can be viewed in the preliminary options report.

Natura 2000 Sites
Flood risk management options for Inishannon are proposed along the Bandon River. The Bandon River is
not designated a SAC at this point and is not hydrologically connected to any downstream Natura 2000
sites. There are no designated areas within the zone of impact of Inishannon AFA.
Flood risk management options for Schull are proposed for the Meevane Stream and the Schull Stream.
These watercourses discharge into Schull Harbour which is part of Roaring Water Bay and Islands SAC
(Site Code 000101).
There is potential that the qualifying features of the Roaring Water Bay and Islands SAC could be
impacted.

ii
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Potential Impacts on Qualifying Features
Schull AFA
The potential for flood risk management measures in Schull to have an effect on the qualifying interests of
the Roaring Water Bay SAC were assessed. It was determined that there will be no effects on the
qualifying interests due to the absence of connectivity between the flood risk management measures and
the SAC, or due to the lack of sensitivity of the qualifying interests to the particular pressures associated
with the flood risk management measures.
Significance of Impacts
No significant impacts of flood risk management measures were identified for the Inishannon, Dunmanway
of Schull AFAs.

iii
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1

Introduction

1.1

Flood Risk Assessment and Management in Ireland

Flood risk management in Ireland has historically focused on land drainage schemes for the improvement
of agricultural land. The 1945 Arterial Drainage Act established a national drainage authority (the Office of
Public Works) with the remit of implementing a national arterial drainage programme. The Arterial Drainage
Act was amended in 1995 to include for the protection of urban areas suffering from flooding.
In 2004, the Irish Government adopted a new National Flood Policy for Ireland which shifted the emphasis
in addressing flood risk away from arterial drainage (targeted towards the protection of agriculture and
cities / town liable to serious flooding) and towards a waterbody catchment-based flood risk assessment (a
similar catchment-based management approach to that already being implemented under the Water
Framework Directive 2000/60/EC).
In 2007, the Floods Directive [2007/60/EC] was published which requires the establishment of a framework
of measures to reduce the risks of flood damage. The Floods Directive was transposed into Irish law by
the European Communities (Assessment and Management of Flood Risks) Regulations, 2010 (S.I. No.
122 of 2010). The Regulations identify the Office of Public Works (OPW) as the lead agency in
implementing flood management policy in Ireland.
Catchment Flood Risk Assessment and Management (CFRAM) Studies
For the purpose of delivering on the components of the National Flood Policy and on the requirements of
the European Union Floods Directive, the OPW, in conjunction with local authorities and stakeholders,
conducted a number of Catchment Flood Risk Assessment and Management (CFRAM) Studies. These
studies are the core activity from which medium to long-term strategies for the reduction and management
of flood risk in Ireland will be achieved.
The overarching objectives of the CFRAM Studies were to:
• Identify and map the existing and potential future flood hazard within the study area;
• Assess and map the existing and potential future flood risk within the study area;
• Identify viable structural and non-structural options and measures for the effective and sustainable
management of flood risk within the study area;
• Prepare Flood Risk Management Plans (FRMPs) setting out recommendations to manage the existing
flood risk and also the potential future flood risk which may increase due to climate change,
development, and other pressures that may arise in the future. FRMPs set out policies, strategies,
measures and actions that should be pursued by the relevant bodies (including the OPW, Local
Authorities and other Stakeholders), to achieve the most cost-effective and sustainable management of
existing and potential future flood risk within the study area, taking account of environmental plans,
objectives and legislative requirements and other statutory plans and requirements 1.

1

1

The Floods Directive requires that Flood Risk Management Plans should take into account the particular characteristics of the
areas they cover and provide for tailored solutions according to the needs and priorities of those areas, whilst promoting the
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The programme for the delivery of flood risk management in Ireland comprised of the following phases:
•

Preliminary Flood Risk Assessment, which was completed in 2011, identified areas of existing or
foreseeable future potentially significant flood risk (referred to as ‘Areas for Further
Assessment’/AFAs);

•

CFRAM Studies, which were completed in the period 2011 to 2017;

•

Flood Risk Management Plans were produced for each CFRAM study in 2017;

•

The Flood Risk Management Plans will be implemented from 2017 onwards and will be reviewed
on a rolling six-yearly cycle.

It is emphasised that observations and views submitted as part of the consultation on the Draft Flood
Risk Management Plan (and associated Strategic Environment Assessment and Appropriate
Assessment) have been reviewed and taken into account in the preparation of the finalised Plans
Furthermore, once the FRMP is adopted, measures involving physical works (e.g., flood protection
schemes) will need to be further developed at a local, project level before Exhibition or submission for
planning approval. At this stage, local information that cannot be captured at the Plan-level of
assessment, such as ground investigation results and project-level environmental assessments, may
give rise to some amendment of the proposed measure to ensure that it is fully adapted, developed
and appropriate within the local context.
While the degree of detail of the assessment undertaken to date would give confidence that any
amendments should generally not be significant, the measures set out in the FRMP may be subject to
some amendment prior to implementation, and in some cases, may be subject to significant
amendment.
In this context, it is stressed that the SEA and AA undertaken in relation to the FRMP are plan-level
assessments. The FRMP will inform the progression of the preferred measures, but project-level
assessments will need to be undertaken as appropriate under the relevant legislation for consenting to
that project for any physical works that may progress in the future. The approval of the Final FRMP
does not confer approval or permission for the installation or construction of any physical works. The
requirements for EIA and/or AA Screening, including any particular issues such as knowledge gaps or
mitigation measures that are expected to be necessary, are set out in the Environmental Report or
Natura Impact Statement as relevant.
It should be noted that the detailed designs for flood risk management measures are not
developed as part of the Flood Risk Management Plans / CFRAM Studies but rather measures
will be progressed on a scheme by scheme basis, outside of the scope of the CFRAM studies.

achievement of environmental objectives laid down in Community legislation.

2
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The OPW has commissioned a CFRAM study for each of Ireland’s seven River Basin Districts
(RBDs)2. This report is a Screening for Appropriate Assessment produced in accordance with the
Habitats Directive and pertains to the South Western River Basin District.

2

3

River Basin Districts (RBDs) are the main units for the management of river basins and have been delineated by Member States
under Article 3 of the Water Framework Directive (2000/60/EC). RBDs are areas of land and sea, made up of one or more
neighbouring river basins together with their associated groundwaters and coastal waters.
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2

Appropriate Assessment

2.1

Statutory Requirement for Appropriate Assessment

Council Directive 92/43/EEC on the Conservation of Natural Habitats and of Wild Fauna and Flora
(Habitats Directive) is European Community legislation regarding nature conservation. The intention of the
Directive is to aim to ensure biodiversity through the conservation of natural habitats and wild fauna and
flora in Europe. The Habitats Directive was transposed into Irish law by the European Communities
(Natural Habitats) Regulations, 1997 (S.I. No. 94/1997) which was subsequently revoked and replaced by
the European Communities (Birds and Natural Habitats) Regulations 2011.
A network of sites of conservation importance hosting habitats and/or species identified in the Directives as
needing to be either maintained at or returned to favourable conservation status have been identified by
each Member State. These sites are known as the Natura 2000 network and in Ireland, Natura 2000 sites
comprise areas designated as Special Areas of Conservation (SACs) and candidate Special Areas of
Conservation (cSACs), and/or Special Protection Areas (SPAs) and candidate Special Protection Areas
(cSPAs).

The Habitats Directive requires that where a plan or project is likely to have a significant effect on a
Natura 2000 Site, while not directly connected with or necessary to the nature conservation
management of the site, it shall be subject to ‘Appropriate Assessment’ to identify any implications
for the site in view of the site's conservation objectives3.

Specifically, Article 6(3) of the Habitats Directive states:
Any plan or project not directly connected with or necessary to the management of the site but likely to
have a significant effect thereon, either individually or in combination with other plans or projects, shall be
subject to appropriate assessment of its implications for the site in view of the site’s conservation
objectives. In the light of the conclusions of the assessment of the implications for the site and subject to
the provisions of paragraph 4, the competent national authorities shall agree to the plan or project only
after having ascertained that it will not adversely affect the integrity of the site concerned and, if
appropriate, after having obtained the opinion of the general public.
The CFRAM studies will identify viable strategies and measures for flood risk management in Ireland,
some of which will be within areas designated under the Natura 2000 network. The Flood Risk
Management Plans developed under these studies are not directly connected with or necessary to the
management of any Natura 2000 sites. Therefore, in the context of the Habitats Directive, the Plans
must be subjected to Screening for Appropriate Assessment to determine whether the strategies or
measures outlined therein are likely to have a significant effect on a Natura 2000 site, either alone or in

3

The NPWS is currently developing Conservation Management Plans for all SACs nationally. Objectives for the conservation of the
features of interest for which the site is designated are set out in the Conservation Management Plans and the principal pressures
impacting the achievement of Favourable Conservation Status are identified. Strategies to meet the objectives are also identified.

4
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combination with other plans or projects. Where significant effects are determined to be likely the Plans are
statutorily required to be subjected to Appropriate Assessment.
2.2

Appropriate Assessment – The Process

The European Commission in 2002 published guidance on the assessment of plans and projects
significantly affecting Natura 2000 sites. This guidance provides details of the general approach to
Appropriate Assessment. The guidance sets out a tiered/staged approach as summarised below:
Stage 1 - Screening for a likely significant effect: An initial assessment of the project or plan’s effect on
a European site(s). A description of the plan/project and the elements that have the potential to impact on
Natura 2000 sites must be provided. The potential impacts and their significance must be assessed. If it
cannot be concluded that there will be no significant effect upon a European site, an Appropriate
Assessment is required; (Note this report is a Screening Assessment).
Stage 2 - Appropriate Assessment: The consideration of the impact on the integrity of the Natura 2000
site of the project or plan, either alone or in combination with other projects or plans, with respect to the
site’s structure and function and its conservation objectives. Additionally, where there are adverse impacts,
an assessment of the potential mitigation of those impacts. The output of this stage of Appropriate
Assessment is a Natura Impact Statement (NIS) report;
Stage 3 – Assessment of alternative solutions: The process which examines alternative ways of
achieving the objectives of the project or plan that avoid adverse impacts on the integrity of the Natura
2000 site (where mitigation cannot be achieved); and
Stage 4 – Assessment where no alternative solutions exist and where adverse impacts remain:
Development of compensatory measures where, in the light of imperative reasons of overriding public
interest (IROPI), it is deemed that the project or plan should proceed.
Each stage in the process determines whether a further stage is required. If, for example, the conclusions
at the end of Stage 1 are that there will be no significant impacts on the Natura 2000 site, there is no
requirement to carry out an Appropriate Assessment (Stage 2). The approach to Appropriate Assessment
screening must however apply the precautionary principle i.e. where it cannot be definitively determined
that a plan/project will not adversely impact the integrity of the Natura 2000 site then it must be assumed
that there is potential for impact and a full Appropriate Assessment must be carried out.
The objective of the process is to provide adequate information, based on the best available scientific
information, to inform the Competent Authority to enable them to conduct an assessment of whether the
plan or project is likely to have a significant effect on the conservation objectives of the relevant Natura
2000 sites within the zone of influence. Where adverse impacts are identified mitigation measures
necessary to avoid, reduce or offset such impacts must be prescribed.

5
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Figure 2-1 Appropriate Assessment the Process

Source:

2.3

West Regional Authority (WRA) in association with the Environmental Protection Agency (EPA) (2013) Draft ‘SEA Resource
Manual for Local and Regional Authorities’

Objective of Appropriate Assessment Screening

The objective of this Screening for Appropriate Assessment is to determine whether the South Western
RBD Flood Risk Management Plans are likely to have adverse effects on conservation objectives of Natura
2000 sites. The direct, indirect and in-combination ecological impacts of the proposed plan policies /
measures on Natura 2000 sites are identified and the necessity to carry out an Appropriate Assessment is
determined. The outcomes of the assessment are also summarised in a ‘Screening Matrix’ presented in
Section 6.

6
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The DEHLG Guidance (2009) [revised, February 2010], ‘Appropriate Assessment of Plans and Projects in
Ireland – Guidance for Planning Authorities’ requires that the findings and recommendations of Appropriate
Assessment informs the policies and strategies of the Plan.
Information contained in the Appropriate Assessment that will inform the South Western RBD Flood Risk
Management Plans (FRMP) includes the following;
 the areas likely to be significantly affected by the plan;
 any existing environmental characteristics which are relevant to the plan including, in particular, those
relating to any areas of a particular environmental importance, such as areas designated pursuant to
Directives 79/409/EEC and 92/43/EEC;
 the environmental protection objectives and qualifying interests (established at international,
Community or Member State level) which are relevant to the areas of the environment likely to be
affected by the plan;
 the likely significant effects on the Natura 2000 sites, such as impacts on biodiversity, fauna, flora, soil,
water, etc.
 the measures envisaged to mitigate against any significant adverse effects on the designated sites of
implementing the plan; and
 alternatives to the proposals in the plan and their potential effectiveness in maintaining the
conservation value of the site.
2.4

Methodology

This screening assessment has been prepared in accordance with all relevant guidance and legislation
including:
 European Communities (Birds and Natural Habitats) Regulations 2011;
 NPWS (2012) Marine Natura Impact Statements in Irish Special Areas of Conservation. A Working
Document.
 DEHLG (2009) Appropriate Assessment of Plans and Projects in Ireland Guidance for Planning
Authorities [revised, February 2010];
 EC (2000) Managing Natura 2000 Sites: The provisions of Article 6 of the ‘Habitats’ Directive
92/43/EEC;
 EC (2001) Assessment of plans and projects significantly affecting Natura 2000 sites: Methodological
guidance on the provisions of Article 6(3) and (4) of the Habitats Directive 92/43/EEC;
 EC (2007) Guidance document on Article 6(4) of the 'Habitats Directive' 92/43/EEC: Clarification of the
concepts of alternative solutions and imperative reasons of overriding public interest, compensatory
measures, overall coherence, opinion of the Commission.
An extensive data collection exercise was conducted as part of this Screening for Appropriate Assessment.
Available information utilised in the preparation of this report includes:
 Conservation Status Assessment Reports 4 (CSARs), Backing Documents and Maps prepared in
accordance with Article 17 of the Habitats Directive;
4

7

Every six years, Member States of the European Union are required to report on the conservation status of all habitats and species
listed on the annexes of the Habitats Directive as required under Article 17 of the Directive. Ireland submitted our conservation
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Natura 2000 Site Synopsis, Data Forms and Conservation Objective Reports available from NPWS;
Published and unpublished NPWS reports on protected habitats and species including Irish Wildlife
Manual reports, Species Action Plans and Conservation Management Plans;
Existing relevant mapping and databases e.g. waterbody status, species and habitat distribution etc.
(sourced from the Environmental Protection Agency - http://gis.epa.ie/, the National Biodiversity Data
Centre - http://maps.biodiversityireland.ie and the National Parks and Wildlife Services http://www.npws.ie/mapsanddata/).

2.4.1

Identification of Natura 2000 Sites Within the Zone of Influence

DEHLG Guidance states that screening for Appropriate Assessment should be carried out for any Natura
2000 site within the likely ‘Zone of Influence’ of a plan or project. For projects, the guidance recommends
that the Zone of Influence must be evaluated on a case-by-case basis with reference to the nature, size
and location of the project, and the sensitivities of the ecological receptors, and the potential for in
combination effects. Projects have the potential to impact on European sites beyond the confines of the
individual sites themselves.
The Zone of Influence of a project is the area in which qualifying interests are present which are sensitive
to the effects that may be caused by the activities associated with the project. The zone of influence will
therefore vary relative to the scale of the effect and relative to the sensitivity of the receptor to the effect.
In order to establish the zone of influence and to determine baseline conditions, nationally available data
on protected habitats and species was mapped using GIS. This data was interrogated for any physical,
hydrological, or ecological connectivity to the activities associated with the project. All Natura 2000 sites
within 15km of the AFA / UOM boundaries were identified and the Zone of Influence were therefore
determined. This included all Natura 2000 sites traversed by works and those with potential connectivity to
the activities associated with the project. The Zone of Influence is determined using the source-pathwayreceptor (SPR) approach as follows:
•

•

•

The first step in the SPR assessment is to identify the likely direct, indirect and cumulative impacts
from the project (i.e. identify the source). The likely effects of the project are detailed in Section 3
of this report.
Secondly the pathway between the impacts (source) and receptor must be determined i.e. the
spatial and temporal limits of the likely effects (biological / chemical / physical changes) are
identified.
Finally, the presence of ecological receptors (in this case European Sites and/or their qualifying
features / conservation interests) within the spatial and temporal limits of the likely effects are
determined and the sensitivity of these ecological receptors to effects is assessed. Where there is
no sensitivity, the ecological receptor will not be impacted and therefore is not within the ‘zone of
influence’.

status report to the European Commission in June 2013. The assessment document may be viewed on the NPWS website:
http://www.npws.ie/publications/article17assessments/article172013assessmentdocuments/
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2.5

Consultation

A National Workshop on Appropriate Assessment (AA) of Flood Risk Management Plans (FRMP) was held
between the Office of Public Works (OPW), their consultants on the CFRAMs projects and the National
Parks & Wildlife Service (NPWS) on the 28th January 2015. The NPWS outlined their expectations of the
AA for the FRMPs as follows:


The zone of influence of flood risk management options should be identified on a case by case basis
using the Source-Pathway-Receptor approach;



Any mitigation prescribed in the NIS should be specific and should be demonstrated to be achievable
and effective;



Consideration should be given the construction impacts at Plan level;



Appropriate Assessment must be based on scientific evidence;



If an option for one AFA needs to go to IRPOI then it may be the case that the entire FRMP will need to
go through IROPI;



Care needs to be taken in how the Freshwater Pearl Mussel is considered.

The draft Flood Risk Management Plans and the associated SEA and AA assessments were subject to
public consultation between July 2016 and September 2016. A series of Public Consultation Days were
held to engage locally and directly with the community and provide people with opportunity to discuss and
fully understand the Draft FRMPs and associated environmental assessments. The feedback and
comments received through public consultation (which includes observations and recommendations
received from the SEA statutory consultees) have been taken into account in the Final FRMPs (and in the
associated SEAs and AAs). The manner in which consultation feedback has been taken into account is
presented in the SEA statements for each FRMP.
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3

Description of the Plan

3.1

Flood Risk Management Plan

The Floods Directive [2007/60/EC] requires the establishment of a framework of measures to reduce the
risks of flood damage. Catchment Flood Risk Assessment and Management (CFRAM) Studies were
commissioned to determine flood hazard and identify risk receptors that are susceptible to flooding in
Ireland. Measures to mitigate risk (both existing and future) were also determined. The outputs of the
CFRAM studies are Flood Risk Management Plans (FMRPs). The purpose of the FMRPs was to set out
policies, strategies, measures and actions that should be pursued by the relevant bodies to achieve the
most cost-effective and sustainable management of existing and potential future flood risk.
One Flood Risk Management Plan was not developed for the entire South Western River Basin District but
rather, targeted individual plans were produced on a waterbody catchment basis (Units of Management
basis). The South Western River Basin District is therefore broken down into Units of Management (UoMs)
for the purpose of implementing the Floods Directive.
UoMs are representative of existing Hydrometric Area boundaries constituting major catchments or river
basins typically greater than 1,000km 2 and their associated coastal areas, or conglomerations of smaller
river basins and their associated coastal areas.
The FRMPs include a prioritised set of actions and measures aimed at meeting defined flood risk
management objectives for each UoM. The flood risk management objectives are set out under four
categories (Technical, Economic, Social, and Environmental), and include objectives such as:


Minimise health and safety risk of flood risk management options;



Manage risk to agricultural land;



Minimise risk to social amenity;



Minimise the risk of environmental pollution;



Avoid damage to, and where possible enhance, fisheries within the catchment.

A description of the flood risk management objectives which are particular to each UoM is included in the
Flood Risk Management Plans.
The Flood Risk Management Plans demonstrate the indicative costs and benefits of the preferred actions
and measures, the robust reasoning for the identification of a measure as a preferred option and the
priority each measure should be afforded. The plans also recommend a programme of work (including a
prioritised and costed programme of policies, strategies, actions and measures) to be implemented by the
OPW, Local Authorities or other relevant bodies to mitigate flood risk in each UoM.
The FRMPs will influence, and will in turn be influenced by external statutory and non-statutory plans,
strategies and policies and programmes. National and local policies relating to the protection of the
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environment have been considered in the development of the FRMPs. This process was conducted as part
of the Strategic Environmental Assessment of the FRMPs.
3.2

Overview of the South Western River Basin District

The South Western River Basin District (SWRBD) covers an area of approximately 11,160 km 2 and
includes most of county Cork, large parts of counties Kerry and Waterford along with small parts of the
counties of Tipperary and Limerick. The SWRBD contains over 1,800 km of coastline along the Atlantic
Ocean and the Celtic Sea.
Figure 3-1 South Western River Basin District (SWRBD)

3.2.1

Units of Management in the SWRBD

There are five Units of Management within the South Western River Basin District which follow watershed
catchment boundaries rather than political boundaries. The Units are as follows;


The Munster Blackwater Catchment (UoM18)



The Lee / Cork Harbour Catchment (UoM19)



The Bandon / Skibbereen Catchment (UoM20)
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The Dunmanus / Bantry / Kenmare Bay Catchment (UoM21)



The Laune / Maine / Dingle Bay Catchment (UoM22)

UoMs are further broken down in to Areas for Further Assessment (AFAs). The SWRBD includes 26 Nr.
Areas for Further Assessment (AFAs).
Figure 3-2 Units of Management and Areas for Further Assessment in the SWRBD

3.3

Flood Risk Management Options

The CFRAM study for the SWRBD included options appraisal, to identify the preferred measures and
options to manage flood risk for each UoM in the SWRBD. Receptors to flood risk within each UoM in the
SWRBD were identified through detailed technical studies. The potential options to manage the flood risk
of the various receptors were provisionally identified and were assessed for viability.
A flood risk management option consists of one, or more commonly a combination of, flood risk
management measures. The suite of flood risk management options considered under the CFRAM study
are presented in Table 3.1.
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Table 3.1: Suite of Flood Risk Management Options
Option

Description

Do Nothing

Implement no new flood risk management measures and abandon any existing practices.

Existing
Regime

Continue with any existing flood risk management practices, such as reactive maintenance.
Implement additional minimal measures to reduce the flood risk in specific problem areas without
introducing a comprehensive strategy - infill gaps in existing walls, maintain channel.

Do Minimum
Non-Structural
Measures

Planning and development control measures (zoning of land for flood risk appropriate development,
prevention of inappropriate incremental development, review of existing Local Authority policies in relation
to planning and development and of inter-jurisdictional co-operation within the catchment, etc.);
Building regulations (regulations relating to floor levels, flood-proofing, flood resilience, sustainable
drainage systems, prevention of reconstruction or redevelopment in flood-risk areas, etc.);
Sustainable urban drainage systems (SUDS);
Installation of a flood forecasting and warning system and development of emergency flood response
procedures;
Targeted public awareness and preparedness campaign;
Individual property flood resistance (protection / flood-proofing) and resilience;
Land use management, including creation of wetlands, riparian buffer zones, etc.

Structural
measures

Storage (single or multiple site flood water storage, flood retardation, etc.)
Flow diversion (full diversion / bypass channel, flood relief channel, etc.)
Increase conveyance (in-channel works, floodplain earthworks, removal of constraints / constrictions,
channel / floodplain clearance, etc.)
Construct flood defences (walls, embankments, demountable defences, etc.)
Rehabilitate, improve existing defences
Relocation of properties
Localised protection works (e.g. minor raising of existing defences / levels).

Channel or Flood Defence Maintenance Works / Programme
Other relevant works
-

Flood risk management options were developed for each UoM in the SWRBD. All of the available options
from the prescribed suite (Table 3.1) are not applicable to every UoM. Options appraisal involved the
technical assessment5 of all options to determine those which are applicable and viable for each UoM and
associated AFAs. Following the technical assessment, a cost analysis of the viable options was conducted
such that a preferred option (in terms of effectiveness, potential impacts, and cost) was determined.
The options proposed in the Flood Risk Management Plans are set at an appropriate scale which includes
the following levels:

5

The effectiveness and potential impacts of each FRM option is considered in terms of the following criteria:
Applicability to the area
Economic (potential benefits, impacts, likely costs etc.)
Environmental (potential impacts and benefits)
Social (impacts on people, society and the likely acceptability of the method) and
Cultural (potential benefits and impacts upon heritage sites and resources)
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•
•
•

3.4

Units of Management (UoM) – i.e. at river basin catchment level;
Analysis Unit (AU) - these are sub-catchments or coastal areas within the Unit of
Management;
Areas for Further Assessment (AFAs) - these are communities within an individual UoM with a
quantifiable flood risk and include towns, villages and areas where significant development is
anticipated. Associated with AFAs are high and medium priority watercourses. High priority
watercourses are located within and 2km upstream of AFAs whereas medium priority
watercourses are the interconnecting watercourses between AFAs 6.
The Bandon - Skibbereen Catchment (UoM20)

The Bandon / Skibbereen Unit of Management (UoM 20) covers an area of approximately 1,796 km2. The
entire area of UoM 20 is within County Cork. The main rivers within the UoM are the Bandon, the Ilen and
the Argideen.
Bandon Catchment
The River Bandon rises near Cullenagh Lake at Nowen Hill and flows eastwards to Derrynacaheragh,
where it is joined by the Garrown River from the south and the Derragh Stream from the north. The
Bandon flows south eastwards to Ardcahan Bridge where it is joined by the Caha River immediately
upstream of the bridge. The River Bandon then flows in a southerly direction over the rapids at Derreens to
Dunmanway, where the floodplain is separated from the tributaries of Dunmanway Lake by flood
embankments as part of the Dunmanway Flood Alleviation Scheme. Within Dunmanway, the Dirty River
and Brewery River join the main Bandon channel before flowing southwards to Bealaboy Bridge.
Downstream of Bealaboy Bridge, the Bandon flows eastwards again to be joined by the River Blackwater
(Caher) upstream of Ballineen, before flowing into Bandon Town. The Bridewell River is the major tributary
within the town before the Bandon reaches the gauge at Curranure. The Bandon is then joined by the
Brinny River and flows south again becoming increasing tidal until its outfall to the Celtic Sea at Kinsale.
The Bandon is tidally influenced downstream of Curranure becoming more estuarine as it reaches Kinsale.
The bed and water level profile is effectively flat downstream of Rockhouse Creek due to the tidal
conditions. The lower Bandon estuary is relatively narrow but has a number of tidal creeks with intertidal
flats. The estuary and town of Kinsale are largely protected from extreme wave action by Preghane Point
and Farmer Rock promontories.
Schull Catchment
The Schull Stream rises less than 1km upstream of Schull (town) before flowing in a south easterly
direction to enter various culverts through the town and outfall into Schull harbour by the slipway. The
Meevane Stream rises upstream of the Cape View estate and flows in a southerly direction before entering
along culvert to join the Schull Stream south of Main Street.
6

The designation of a watercourse as high priority or medium priority is not a reflection of how the watercourse is viewed in terms of
its importance in flood risk management planning.
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At Schull, the harbour/bay area is open to extreme coastal conditions, although the orientation protects it
from extreme wave action from the dominant south-westerly winds. There is a very limited intertidal zone
as the coastline is formed by steep rocky foreshore.
Figure 3-3 Bandon / Skibbereen UoM 20

3.4.1

Areas for Further Assessment in UoM 20

The Bandon / Skibbereen UoM contains four Areas for Further Assessment (AFAs). Of these, Clonakilty
CFRAM has been progresses as an accelerated works and is therefore excluded from this study.
Associated with the AFAs is 46km of high and medium priority watercourse. 7
Table 3.2: List of AFAs in the Bandon / Skibbereen UoM

Name

7

Unique ID

Fluvial
Flood Risk

Contributing
Area for Flows

Coastal
Flood Risk

County

Easting

Northing

(km2 to 1 s.f.)

Clonakilty

200294

Yes

Yes

Cork

138000

41250

22

Dunmanway

200297

Yes

No

Cork

122250

52750

158

Inishannon

200298

Yes

No

Cork

155000

57000

513

Schull

200303

Yes

No

Cork

92500

31500

3

HPW- a watercourse within an AFA, MPW- a watercourse between AFAs, and between an AFA and the sea
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Flood risk assessment and the development of management options for the town of Clonakilty was
prioritised by the OPW as an accelerated works following significant flood events which occurred in 2012.
The options for addressing the flood risk in Clonakilty have been determined and the OPW has employed a
consulting engineering company for the detailed design of the flood risk management options for
Clonakilty, which are:
•

Flood-water storage in an artificial, embanked online storage area upstream of Clonakilty to reduce
fluvial flood risk; and,

•

On-land flood defences to reduce coastal flood risk.

A specialist environmental consultant has also been commissioned by the OPW to conduct a constraints
study, Appropriate Assessment, and Environmental Impact Assessment for the Scheme. Further
information is available at: http://www.opw.ie/en/flood-riskmanagement/operations/flooddefenceschemes/clonakiltyfloodreliefscheme/
The Clonakilty AFA is therefore excluded from this Screening for Appropriate Assessment.
3.5

Flood Risk Management Options for Bandon / Skibbereen UoM

Flood risk management options for the Bandon / Skibbereen UoM have been identified through option
appraisal. Non-structural and structural options (as described in Table 3.1 of this report) will be combined
to reduce the risk of damage to properties from flooding. Structural options are not viable for all AFAs
however non-structural measures can be applied on a UoM basis.
This Appropriate Assessment Screening was carried out in conjunction with the option appraisal
process such that potential environmental impacts of the various options are considered at option
selection stage.
3.5.1

Non-Structural Measures

Planning Control
In November 2009, the Guidelines on the Planning System and Flood Risk Management, jointly developed
by DECLG and the OPW, were published under Section 28 of the Planning Acts. These Guidelines provide
a systematic and transparent framework for the consideration of flood risk in the planning and development
management processes, whereby:
A sequential approach should be adopted to planning and development based on avoidance, reduction
and mitigation of flood risk.
A flood risk assessment should be undertaken that should inform the process of decision-making within the
planning and development management processes at an early stage.
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Development should be avoided in floodplains unless there are demonstrable, wider sustainability and
proper planning objectives that justify appropriate development and where the flood risk to such
development can be reduced and managed to an acceptable level without increasing flood risk elsewhere
(as set out through the Justification test).
The proper application of the Guidelines by the planning authorities is essential to avoid inappropriate
development in flood prone areas, and hence avoid unnecessary increases in flood risk into the future. The
flood mapping provided as part of the FRMP will facilitate the application of the Guidelines.
In flood-prone areas where development can be justified (i.e., re-development, infill development or new
development that has passed the Justification Test), the planning authorities can manage the risk by
setting suitable objectives or conditions, such as minimum floor levels or flood resistant or resilient building
methods.
Building Regulations / Planning Conditions
The risk of damage to properties from flooding can be mitigated by the use of appropriate construction
techniques and materials. For example the damage caused to an internal wall of a property by flooding can
depend on the materials and methods of its construction. A timber stud partition covered with plasterboard
with low level electrical wiring would have to be completely replaced following immersion in flood water.
However, a solid concrete block wall covered with tiles and high level electrical wiring on the other hand
would only have to be washed down following a flood.
If for a particular town or high flood probability areas, certain building regulations or planning conditions
were adopted that ensured structures were flood resilient through specified construction methods, building
fabrics and uses, a decrease in the risk of damage could be achieved. The question of whether such
regulations or planning conditions could be imposed upon developers, business owners or householders in
flood prone areas would need to be addressed at implementation stage.
Flood Forecasting
Flood forecasting is a means of providing advanced warning of an impending flood event. A reliable
advance warning system allows protective measures to be put in place and protective actions to be carried
out in advance of a flood event. These actions and measures can reduce the damage caused in a flood
event.
Flood forecasting is not a viable Flood Risk Management Measure for all of the UoM 20 AFAs. This is
because the time between transmitting a flood forecast and the arrival of flood waters may not be long
enough for people to take effective action to reduce flood damage. Flood warning is a viable option in
Dunmanway and Inishannon.
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Public Awareness
Many of the measures to mitigate and manage flood risk and the potential consequences for flooding will
involve the public at large. It is therefore important that the public is made aware of where to find
information, what the information means and what actions the public and business owners can take to
reduce the damage that would occur to their properties, possessions and interests in the event of a flood.
Measures to increase and promote public awareness include:
 Identifying the areas prone to flooding
 Information on measures to be implemented to reduce and / or manage the risk of flooding
 Measures in place to provide advance warning of flooding
 Establishment of methods to interface with the public and in particular the owners of vulnerable
properties, i.e. workshops and meetings, Facebook, Twitter, text messaging, newsprint, websites, etc.
Land Use Management
Land Use Management includes strategies to control overland flow, such as improving agricultural and
forestry practices in key catchment areas. Local natural flood management measures such as the creation
of wetlands or forestry to retain overland flow could also be adopted.
Emergency Response Planning
Well prepared and executed emergency response plans can significantly reduce the impact of flood
events, particularly for human health and welfare.
The Framework for Major Emergency Management was developed in 2005 and was adopted by
Government decision in 2006. Its purpose is to set out common arrangements and structures for front line
public sector emergency management in Ireland. The Framework is based on the internationally
recognized systems approach that, in essence, proposes an iterative cycle of continuous activity through
five stages of emergency management:






Hazard Identification
Mitigation
Preparedness
Response
Recovery

Under the Framework, Local Authorities are designated as the lead agency for co-ordinating the response
to severe weather events, and each Local Authority should have, as a specific sub-plan of its Major
Emergency Plan, a plan for responding to severe weather emergencies, whether a major emergency is
declared or not. The other principal response agencies should include sub-plans for responding to
notifications from the Local Authorities of severe weather warnings.
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A Guide to Flood Emergencies (MEM Guidance Document 11, July 2013) has been published to assist the
Principal Response Agencies in meeting their responsibilities, under the Framework for Major Emergency
Management, and to deliver on the responsibilities of the OPW and the Local Authorities with respect to
emergency planning as set out in the Report of the Flood Policy Review Group. The Guide provides advice
on the development and implementation of consistently effective flood emergency response and short-term
recovery planning by the Principal Response Agencies and others, and includes a template plan.
3.5.2

Structural Measures

All technically viable structural flood risk management options for the Bandon / Skibbereen UoM are shown
in Table 3.3.
Drawings showing the viable flood risk management options for each AFA are included the Preliminary
Options Report and are duplicated within this report in Appendix A. It should be noted that these drawings
are indicative only. The locations in which viable options may be constructed within the AFAs may change
at detailed design stage if an option is progressed through a scheme.
Table 3.3: Structural Flood Risk Management Options for UoM 20
AFA

Viable Options

Dunmanway

• Option 1 - Food Defences / Localised Protection Works on the Brewery River and Dirty River ranging in
height from 1m to 2m.
• Option 2 - Storage on Brewery River / Flood Defences on Dirty River – 140,000m2 storage area in
agricultural lands with embankment height ranging between 3m and 5m and including a flow control
structure in channel. This is coupled with localised protection of properties off Bridge Street by one flood
wall 1.1m in height.
• Option 3 - Flow Diversion of Brewery River into the Dirty River using culvert 640m in length principally
through agricultural lands. This is coupled with Flood Defences on the Dirty River comprising one flood wall
(1.1m in height) and one embankment (2m in height)

Inishannon

• Option 1 - Flood walls and embankments within the town in proximity to the Bandon River ranging in height
from 1.5m to 2m.

Schull

• Option 1 - Storage areas on the Meevane Stream (3,025m2 and 4m deep concrete chamber coupled with
stream realignment) and the Schull Stream (15,130m2 area with 2.5m earth embankment as retaining
structure and sluice gate in channel for flow control).
• Option 2 - Storage area on the Schull Stream (15,130m2 area with 2.5m earth embankment as retaining
structure and sluice gate in channel for flow control) and Flow diversion on the Meevane Stream using
culvert 656m in length through agricultural lands.
• Option 3 - Storage area on the Meevane Stream (3,025m2 and 4m deep concrete chamber coupled with
stream realignment) and manhole sealing and culvert on the Schull Stream
• Option 4 - Flow diversion on the Meevane Stream, with manhole sealing and culvert being constructed on
the Schull Stream.

Each of the technically viable options for each AFA was subjected to a cost-benefit analysis as part of the
preliminary options appraisal. The options were examined for costs for construction, maintenance,
operation, land acquisition, and professional fees. These costs were compared against the economic
benefit of progressing the options as a scheme. The cost benefit analysis made the following
determinations:
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Dunmanway: There are no cost beneficial viable options for Dunmanway.
Inishannon: The construction of flood walls and embankments is a cost beneficial viable option.
Schull: Options 1 and 2 were determined not to be cost beneficial.
3.6

Flood Risk Management Options with Potential for Significant Effects on
Natura 2000 Sites

Flood risk management measures, while having a positive social impact, can have a negative
environmental impact. The requirement for ecological protection can limit potential options for flood risk
management. The South Western River Basin District contains a variety of habitats and species of
conservation concern which are protected under national and European legislation. A flood risk
management option is unlikely to emerge as the preferred option for an AFA where there is an associated
significant impact on species or habitats for which Ireland has designated areas for their protection (i.e.
Natura 2000 Sites).
The potential impacts of the viable structural and non-structural flood risk management options for UoM 20
are characterised hereunder.
3.6.1

Potential Impacts of Non-Structural Options in UoM 20

Periodic high (flood) and low (drought) flows are a natural element of river hydrology. The flora and fauna
inhabiting a watercourse and its riparian zone will be adapted to the natural variation in flow and level
which is typical of the system. An extreme flood event, outside of the river systems normal range, can have
negative impacts on the ecology of the watercourse as follows:


Prolonged submergence of riparian flora can result in damage to and loss of species, this can provide
opportunity for colonisation by invasive species;



Increase pollution of the watercourse due to high levels of runoff from land and increased erosion of
river banks due to high flow velocities can lead to high sedimentation in the river which can have
subsequent negative impacts on fishery habitat;



Reduced biomass in the watercourse due to the washing out of macroinvertebrates and detritus which
has subsequent impacts on populations of consumers in the watercourse;

With the exception of Land Use Management, non-structural measures will not restrain the flow of water
during an extreme flood event. The implementation of these measures cannot therefore influence the
current frequency, extent or depth of flooding. Impacts on an ecosystem from an extreme flood event will
not be prevented by the implementation of non-structural measures. Non-structural measures can however
prevent future exacerbation of flooding by ensuring that development within the catchment will not increase
runoff to the watercourse through Planning Control.
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Land Use Management aims at retaining / delaying runoff within a catchment such that a sudden increase
in flows in a watercourse is not experienced / is limited. This option can have the effect of reducing the
depth and extent of a flood event. There will be an associated reduction in the potential negative impacts
on ecology. Land Use Management provides an opportunity to increase biodiversity through creation of
woodland or wetland habitat in place of agricultural lands. This can have a long term positive impact.
Flood Forecasting requires the installation of gauges along a watercourse to measure level and flow.
Typically river gauges are installed within a housing (usually a PVC pipe) strapped to a bridge. The bridge
acts as a supporting structure to the gauge housing, thereby eliminated the requirement for bankside
works. It is not always practical to site a river gauge at the location of a bridge, in which case a bank-side
structure is required to support the gauge. The installation of a gauge and supporting structure can have
the following impacts on the watercourse:


permanent removal of riparian vegetation to accommodate the support structure;



temporary disturbance of river bank and river bed during installation resulting in the release of
sediment into the watercourse which can cause temporary deterioration in the quality of fishery habitat
and can smother immobile flora and fauna in the watercourse;



release of concrete into the watercourse (where the structure is not prefabricated) which can result in
reduced water quality with subsequent negative consequences for the ecology of the watercourse;



temporary noise and physical disturbance to species in proximity to the gauge site during installation;



alteration of water turbulence / flow pattern in the immediate vicinity of the gauge structure which can
result a change in erosion / deposition pattern locally and therefore a change in habitat.

3.6.2

Potential Impacts of Structural Options in UoM 20

The viable structural options identified for the management of for the extreme flood event within the UoM
can be summarised as Storage, Flow Diversion and Flood Walls and Embankments. The potential impacts
associated with each viable structural option are presented hereunder.
It should be noted that the options will have the effect of reducing the flood extents. Certain habitats have a
dependence on flooding e.g. alluvial woodlands, a priority habitat protected under the Habitats Directive.
Alteration of flood regime can negatively impact the distribution of flood dependent habitats and species.
In addition, all options will involve the use of machinery which is a potential source of environmental
pollution through oil and fuel leaks.
Storage
Storage is provided upstream of a flood risk area in order to limit the flow in the downstream watercourse
such that it does not overtop its banks. The storage area will come in to operation in times of flood flows.
Implementation of flood storage requires the availability of land upstream of the flood risk area with suitable
topography which can be allowed to flood during flood conditions in the river or which will allow the
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engineering of a suitable storage facility. A storage area / reservoir is typically formed by constructing earth
embankments perpendicular to the course of the river coupled with a control structure on the watercourse
which will limit flows to that which can be accommodated downstream. The storage area is designed such
that during flood flows the watercourse will overtop its banks into the surrounding lands within the storage
area (which is contained by the earth embankments) and the control structure will ensure that flows
downstream are maintained at levels which will not overtop the banks.
Flood Storage has been assessed as a viable option for Schull (Storage area on the Meevane Stream
[3,025m2 and 4m deep concrete chamber coupled with stream realignment] and manhole sealing and
culvert on the Schull Stream).
Construction of the flood storage areas will require that earth is brought to site for embankment
construction. Potential significant environmental effects associated with the construction of embankments
include:


Sedimentation of the watercourses. Sediment deposition in a watercourse can cause a temporary to
short term reduction the quality of fishery habitat by infilling interstitial spaces in gravel beds.
Sedimentation can reduce light penetration in the water column and can affect oxygen levels both in
the river bed and in the free moving water thereby impacting river vegetation and river fauna.
Sedimentation can block the gills of in-stream fauna.



Dust deposition in proximity to the works due to wind blow from the earth used in embankment
construction. Dust deposition on the foliage of protected flora or habitats can inhibit effective
photosynthesis and transpiration. Dust deposition within a watercourse or on soil can affect the
chemical composition and therefore potentially the ecology of the habitat.



Removal of riparian habitat within the footprint of the embankment;



Temporary disturbance of protected species by noise and physical presence on site;



Introduction of invasive species, e.g. Japanese Knotweed, in the earth imported to site.

The storage area will require a control structure (sluice gate / penstock) to be installed on the watercourse
to ensure downstream flows are maintained below extreme flood levels. The installation of the control
structure will require in-stream works. Installation of a sluice gate / penstock requires that bed and bank
material is excavated and the section is replaced by a concrete channel and walls such that the control
structure can be anchored to the concrete. Potential significant environmental effects associated with the
installation of the control structure include:


Permanent loss of river bed and river bank within the footprint of the control structure;



Damage to river bed and bank due to machinery movement in-stream;



Release of sediment in to the watercourse during installation caused by disturbance to river bed and
banks (sedimentation effects are discussed in relation to the embankments above);



Obstruction to fish / lamprey passage within the river channel when the control structure is restricting
flows;
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Isolation of fish / lamprey within the flooded storage area in the event that flood waters subside rapidly;



Creation of temporary wetland habitat within the storage area during flooding;

The Meenvane Stream in Schull will need to be realigned to facilitate the construction of the storage area.
Stream realignment can impair the biological function of the waterbody through:


permanent loss of fishery habitat within the diverted section of the watercourse;



temporary release of sediment to the watercourse during construction;



impairment to fish passage during construction.

Flow Diversion
Flow diversion involves the interception of flood flows within a watercourse and diverting these flows
through an artificial channel into another watercourse or into another section of the same watercourse such
that a reduction in water volumes is achieved within areas at risk of flooding.
Flow diversion has been identified as a viable option in Schull (the Meenvane Stream). Potential
environmental effects of flow diversion include:


Increased flow volume and velocity in the waterbody receiving the diverted flows during storm events.
This can cause bankside erosion and associated loss of habitat;



Scouring of the bed of the waterbody receiving the diverted flows at the culvert discharge point
resulting in possible loss of fishery habitat and sedimentation of the watercourse;



Attraction of fish into the culvert when the culvert is in operation.



Destruction of habitat for culvert construction.

Flood Walls and Embankments
Flood Walls and Embankments are physical structures designed to contain floodwaters for a defined flood
event. Floodwalls can be constructed from a variety of materials including concrete, brick / stone masonry
and steel. Embankments are typically constructed from earth which is vegetated to protect against erosion.
The construction of flood walls and embankments has been determined to be a viable option in
Inishannon. The physical implementation of these structural measures can have the following impacts on
protected habitats and species:


Destruction of riparian habitat;



Temporary release of sediment to the watercourse from embankments with subsequent effects on
habitat quality;



Temporary disturbance to species by noise and physical presence on site during construction;
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Introduction of invasive species, e.g. Japanese Knotweed, in the earth imported to site for
embankments;



Accidental spill of construction materials e.g. concrete for wall construction, which can have toxic
effects on flora and fauna.
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4

Characteristics of Natura 2000 Sites

4.1

Natura 2000 Sites within the Zone of Impact

Viable flood risk management options have been determined for the Inishannon and Schull AFAs. There is
no viable option for the Dunmanway AFA.
Innishannon AFA: The Natura 2000 sites within 15km of the Inishannon AFA, and those with hydrological
connectivity were identified in Table 4.1 and are shown on Figure 4.1.
Table 4.1: European Sites within 15km of Innishannon AFA
Natura 2000 site

Distance from AFA (km)

Source-Pathway-Receptor

Courtmacsherry
Bay SPA
(004219)

Ca. 10km west of
Innishannon AFA (straight
line measurement)

There is no hydrological connectivity between the SPA and the
Innishannon AFA: Innishannon AFA is within the catchment of the
Bandon River, and the Courtmacsherry Bay SPA is in the Argideen
River catchment.
There is no physical connectivity between the SPA and the AFA
given the distance between the sites.

Bandon River
SAC (002171)

The Bandon River SAC is
located ca. 29.5km (river
measurement) upstream of
Innishannon on the
Bandon River.

The Bandon River SAC is hydrologically connected to the Innishannon
AFA. The Innishannon AFA is located ca. 29.5km downstream of the
Bandon River SAC. The Bandon River at Innishannon is tidal (the
Upper Bandon Estuary). The qualifying features of the Bandon River
SAC, as listed hereunder, are associated with freshwater
environments, and do not occur within the Innishannon AFA and are
not reliant upon the tidal habitat of the Bandon River.
Qualifying features of the SAC are: Freshwater pearl mussel
(Margaritifera margaritifera) [1029], Brook lamprey (Lampetra planeri)
[1096] Water courses of plain to montane levels with Ranunculion
fluitantis and Callitricho-Batrachion vegetation [3260], Alluvial forests
with Alnus glutinosa and Fraxinus excelsior (Alno-Padion, Alnion
incanae, Salicion albae) [91E0].

Flood risk management options for Inishannon are proposed along the Bandon River. The Bandon River is
not designated an SAC at this point and is not hydrologically connected to any downstream Natura 2000
sites. The Bandon SAC is located ca. 29.5km upstream of the Innishannon AFA, and, due to distance and
absence of ecological connectivity, does not have potential to impact upon the SAC.
The Courtmacsherry Bay SPA is located ca. 10km south west of the AFA. There is no potential for direct or
indirect effects on this SPA given the distance between the AFA and the SPA.
There are no European sites within the Natura 2000 network within the zone of influence of the
Inishannon AFA.
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Figure 4-1 Innishannon AFA Boundary in Relation to EU (Natura 2000) Sites

Schull AFA: The Natura 2000 sites within 15km of the Schull AFA, and those with hydrological
connectivity were identified in Table 4.2 and are shown on Figure 4.2.
Table 4.2: European Sites within 15km of Schull AFA
Natura 2000 site

Distance from AFA (km)

Sheep's Head SAC
(000102)

Ca. 9km (straight line
measurement) west of Schull
AFA

There is no hydrological or physical connectivity to the SAC.

Sheep's Head to Toe
Head SPA (004156)

Ca. 11km (straight line
measurement) west of Schull
AFA

There is no hydrological or physical connectivity to the SPA.

Barley Cove to
Ballyrisode Point SAC
(001040)

Ca. 8km (straight line
measurement) west of Schull
AFA

There is no hydrological or physical connectivity to the SAC.

Farranamanagh Lough
SAC (2189)

Ca. 9km (straight line
measurement) north of
Schull AFA

There is no hydrological or physical connectivity to the SAC.

Dunbeacon Shingle
SAC (002280)

Ca. 8km (straight line
measurement) north of
Schull AFA

There is no hydrological or physical connectivity to the SAC.
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Natura 2000 site

Distance from AFA (km)

Source-Pathway-Receptor

Reen Point Shingle SAC
(002281)

Ca. 9km (straight line
measurement) north of
Schull AFA

There is no hydrological or physical connectivity to the SAC.

Roaring Water Bay and
Islands SAC (Site Code
000101)

The Schull AFA is
immediately adjacent to the
Roaring Water Bay and
Islands SAC

Flood risk management options for Schull are proposed for
the Meevane Stream and the Schull Stream. These
watercourses discharge into Schull Harbour which is part of
Roaring Water Bay and Islands SAC (Site Code 000101)

Figure 4-2 Schull AFA Boundary in Relation to EU (Natura 2000) Sites

The Roaring Water Bay and Islands SAC has been determined to potentially be within the zone of
influence of the proposed flood risk management measures for the Schull AFA. The potential for impacts
from flood risk management measures within the Schull AFA (as described in Section 3 of this report) to
affect the qualifying features of the Roaring Water Bay and Islands SAC is assessed in Section 4.2.
Further detail on the qualifying interests of the Roaring Water Bay and Islands SAC is presented
hereunder.
Roaringwater Bay and Islands SAC (000101): Roaringwater Bay is a wide, shallow bay located in the
south-west of Ireland. Roaringwater Bay has a wide variety of reef and sediment habitats that are subject
to a range of wave exposures and tidal streams. The site is of significance for the occurrence of Phocoena
phocoena with relative high abundances recorded, and presents high quality habitat for this marine
mammal.
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Qualifying features of the site are: Large shallow inlets and bays [1160], Reefs [1170], Vegetated sea cliffs
of the Atlantic and Baltic coasts [1230], Harbour porpoise (Phocoena phocoena) [1351], Otter (Lutra lutra)
[1355], Grey seal (Halichoerus grypus) [1364], European dry heaths [4030], Submerged or partly
submerged sea caves [8330].
4.2

Likelihood of Impacts on Natura 2000 Sites

The likelihood of the potential impacts as described in Section 0 of this Screening Assessment affecting
the qualifying features of the Roaring Water Bay and Islands SAC is determined through Source-PathwayReceptor assessment.
A review of available data was carried out to determine the presence of qualifying features of the Roaring
Water Bay and Islands SAC within the environs of Schull. Data reviewed included:
 Protected species spatial datasets for the SWRBD provided by NPWS
 Article 17 spatial data on protected habitats and species available through NPWS website
 National Survey of Native Woodlands 2003-2008 spatial data available through NPWS website
 Coastal Monitoring Project 2004-2006 available through NPWS website
 Protected species data sourced through the National Biodiversity Data Centre
The likelihood of an impact occurring is characterised in accordance with the NRA (2009) classification:
 Near-certain: >95% chance of occurring as predicted
 Probable: 50-95% chance of occurring as predicted
 Unlikely: 5-50% chance of occurring as predicted
 Extremely unlikely: <5% chance of occurring as predicted
4.2.1

Schull AFA

Storage Area on the Meevane Stream
The likelihood of potential impacts of storage on the Meenvane Stream in Schull on the qualifying features
of the Roaring Water Bay SAC are discussed hereunder.
Damage to Annex I qualifying features is extremely unlikely given that the storage option is within
terrestrial habitat outside the boundary of the SAC which is designated principally for coastal habitats (with
the exception of European dry heaths). The storage area is proposed within areas of improved agricultural
grassland. Impacts on European dry heath is extremely unlikely.
There is potential for sedimentation of the Meenvane Stream during construction of the storage area. This
watercourse has low fishery value and is unlikely to be a food source for Otter (a qualifying feature of the
SAC). Indirect impact on foraging habitat for Otter is therefore extremely unlikely.
Otter habitat as mapped in the Roaring Water Bay Conservation Objectives Report represents a 10m
terrestrial buffer along shoreline. The storage area on the Meevane Stream is outside of this buffer. Aerial
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photography of the proposed storage area location was assessed to determine the suitability of the habitat
for Otter. The site comprises improved agricultural grassland. The watercourse is modified at this location
and riparian habitat is absent. The watercourse at this location has low potential to provide suitable Otter
resting or breeding habitat. Disturbance of Otter is extremely unlikely.
DAHG Guidance (2014) sets out measures to minimise the risk of noise related impacts on aquatic
mammals caused by maritime sound-producing operations or activities. The guidance specifies that
operations should not commence if marine mammals are detected within a 500m radial distance of
dredging / drilling activities. The Roaring Water Bay Conservation Objectives Report includes Schull
harbour as Grey Seal and Harbour Porpoise habitat. Storage options are located in excess of 500m from
the harbour. Noise impacts on Grey Seal and Harbour Porpoise are extremely unlikely.
Sediment release into the streams is likely to be washed into Schull Harbour. It is extremely unlikely that
the Reef habitat in Schull Harbour will be impacted by sediment release given that subtidal and intertidal
communities are regularly subjected to changes in turbidity due to tidal exchange and weather conditions.
Manhole Sealing and Culvert on Schull Stream
The Schull Stream has low fishery value and is unlikely to support Otter. Engineering works to the stream
will not alter the existing value of the habitat.
Flow Diversion
Impacts as discussed in relation to storage on the Meenvane Stream are applicable also to the Flow
Diversion option.
4.3

In Combination Impacts

4.3.1

General

Article 6(3) of the Habitats Directive requires that:
Any plan or project not directly connected with or necessary to the management of the site but likely to
have a significant effect thereon, either individually or in combination with other plans or projects,
shall be subject to appropriate assessment of its implications for the site in view of the site’s conservation
objectives.
Thus, the likely aggregate effect of individual impacts associated with other plans and projects is
considered when determining whether the likely impacts on the FRMP could have significant effects on
Natura 2000 sites. That is, an impact on its own may not pose significant adverse effects on the integrity of
a Natura 2000 site, however where two or more impacts act in combination this can create a significant
effect.
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The likely impacts of the FRMP on Natura 2000 sites have been identified as follows:
 Schull (Roaringwater Bay and Islands SAC):
–
–
–

impacts on Annex I habitats are assessed as extremely unlikely;
impacts on Otter are assessed as extremely unlikely;
impacts on Grey Seal and Harbour Porpoise are assessed as extremely unlikely.

The potential for the impacts of the FRMP to be exacerbated by impacts from other plans and projects
such that the effects on the Natura 2000 Network become significant in terms of the conservation
objectives of the European sites is presented hereunder.
European Commission guidance: Managing Natura 2000 Sites: The provisions of Article 6 of the ‘Habitats’
Directive 92/43/EEC identifies that plans and projects which are already completed are excluded from the
assessment requirements of Article 6(3) unless they are having continuing effects on a Natura 2000 site
such that they are causing progressive loss of site integrity.
4.3.2

Plans and Projects That Might Act In-combination

4.3.2.1

Local Area Plans

The West Cork Draft Municipal District Local Area Plan, 2017 prescribe objectives for the development of
Schull which have potential for in-combination effects with the FRMP on the Roaringwater Bay and Islands
SAC.
The potential for in-combination effects are discussed further hereunder:
The LAP identifies several developments with potential for impacts on Roaringwater Bay and Islands SAC
(e.g. the pedestrian walkway & coastal pathway), due to direct hydrological linkage with the SAC. The LAP
policy however requires that development will only be permitted where it is in accordance with Habitats
Directive. The screening for Appropriate Assessment for the LAP therefore concluded no potential for
negative effects on Roaringwater Bay and Islands SAC.
4.3.2.2

Existing Flood Relief Schemes, Arterial Drainage Schemes, and Drainage Districts

Clonakilty Flood Relief Scheme
The Clonakilty Flood Relief Scheme was initiated in 2014. It is currently at Tender Stage. The scheme will
comprise the following elements:
•
•
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•

a storage reservoir that will hold the flood water and allow it to be released at rates that will not
over top the river banks in the town, by manually operated sluice. The storage reservoir comprises
agricultural land to the west of Dunne's Stores.

The scheme was subjected to Appropriate Assessment of its impacts on the Clonakilty Bay SAC and SPA.
Impacts on wintering birds were identified and mitigation was prescribed to ensure no significant effects.
The NIS and EIS for the scheme may be downloaded from http://clonakiltyfrs.ie/
No impacts to wintering birds have been identified for the flood risk management measures for the AFAs in
UoM20. Thus, there is no potential for in-combination impacts with the Clonakilty Flood Relief Scheme.
Bandon Flood Relief Scheme
The Bandon Flood Relief Scheme was initiated in 2010. It is currently at construction stage and is
expected to be completed in 2018.
•
•
•
•
•
•
•
•

Deepening of the existing riverbed by 1.8m just downstream of Bandon Weir and dredging for
3.6km (to O’Driscoll’s Bridge);
Underpinning of Bandon Bridge;
The replacement of the existing Pedestrian Bridge with a new Pedestrian Bridge
The provision of flood defence walls and embankments at various locations
Improvements to the existing flood defences
provision of removable flood barriers
upgrading of an existing culvert
provision of a rock ramp fish pass and fish counter at Bandon weir

A screening for Appropriate Assessment was carried out for the Bandon Flood Relief Scheme in 2011. The
screening assessment identified potential impacts for the Bandon River SAC as temporary negative
impacts on fish species migrating upstream due to water pollution and weir upgrade. However the
screening assessment concludes that the Bandon River (Bandon) Drainage Scheme does not have the
potential to impact significantly on any Natura 2000 site provided that the best practice and scheme design
is adhered to when carrying out the project (note the design of the scheme incorporates a rock ramp to
allow fish/lamprey passage at the weir).
Bandon River (Dunmanway) Drainage Scheme
The Bandon River (Dunmanway) Drainage Scheme was initiated in 1990 following major flooding in 1986,
and was constructed from 2000 to 2002.The OPW maintains the scheme in accordance with statutory
obligations under the Arterial Drainage Acts 1945-1995. Drainage Scheme maintenance activities include:
•
•
•
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•
•

Bush Cutting / Branch Trimming
Tree Cutting

In 2015, as part of maintenance works under the Bandon River (Dunmanway) Drainage Scheme, river
bank vegetation clearance was carried out along the eastern bank of the Bandon River, for a distance of
approximately 340m downstream of the Long Bridge in Dunmanway. Ross (2015) concluded that these
works resulted in damage to the riparian and aquatic habitat, and caused negative impact to the pearl
mussel habitat in that part of the Bandon River SAC. Impacts were determined as loss of riparian shade,
bank collapse, introduction of fine silt and soil, disturbance and scouring of areas of river bed.
As no flood risk management measures were determined as viable for Dunmanway, there is no potential
for in-combination effects on Freshwater Pearl Mussel populations in the Bandon River SAC.
Minor Flood Mitigation Works & Coastal Protection Scheme
The Minor Works Scheme was introduced by the Office of Public Works in 2009. The purpose of the
scheme is to provide funding to Local Authorities to undertake minor flood mitigation works or studies to
address localised flooding and coastal protection problems within their administrative areas. The scheme
generally applies where a solution can be readily identified and achieved in a short time frame.
There were no minor works projects approved for funding in UoM 20 for 2016 & 2017.
4.3.2.3

Other Development

A search was undertaken of Cork County Council’s online planning enquiry system to determine the
location of valid planning applications within each AFA which might have the potential to exacerbate any
potential impact of the proposed flood risk management options. The planning search identified several
residential planning applications. Due to the nature of the planning applications, distance, and lack of
physical or hydrological connectivity to the proposed development site, and the designated sites, there is
no potential for in combination impacts on the Natura 2000 sites.
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5

Significance of Impacts on Natura 2000
Sites

5.1

General

Where it is determined that a likely impact of flood risk management options will have a significant impact
on a Natura 2000 site, the flood risk management options must be assessed through full Appropriate
Assessment. The precautionary principle must be applied in determining significance of an impact. Where
the significance of an impact cannot definitively be ascertained on the basis of the information available it
is required to progress to full Appropriate Assessment i.e. an option cannot be screened out unless there is
certainty that no significant impact is likely.
This report for Screening for Appropriate Assessment has determined that there will be no effects on
European sites within the Natura 2000 network from the flood risk management measures within UoM 20.
As such, there will be no significant effects on the Natura 2000 network.
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6

Conclusions and Screening Statement

6.1

Screening Statement

This report for Screening for Appropriate Assessment is carried out in conjunction with the option appraisal
process such that potential technical, social and environmental impacts of the various options are
considered at option selection stage.
Having interrogated the viable options for each AFA further as part of the preliminary options appraisal, the
preferred options have been identified as follows:
Table 6.1: Preferred Flood Risk Management Options for UoM 20
AFA

Preferred Option

Dunmanway

No viable options

Inishannon

Flood walls and embankments within the town in proximity
to the Bandon River ranging in height from 1.5m to 2m

Schull

Construction of a culvert on the Schull Stream in the town
and flow diversion on the Meenvane Stream

This assessment has determined that the progression of preferred options for the AFAs in UoM 20 will
have no significant effects on European Sites within the Natura 2000 network, as summarised in
Table 6.2.
Table 6.2: Findings of No Significant Effects (FONSE) for UoM 20
Name of project or plan

CFRAM UoM 20

Name and location of Natura 2000 site

Roaringwater Bay SAC:
Roaringwater Bay is a wide, shallow bay located in
the south-west of Ireland.
Qualifying features of the site are: Large shallow
inlets and bays [1160], Reefs [1170], Vegetated sea
cliffs of the Atlantic and Baltic coasts [1230],
Harbour porpoise (Phocoena phocoena) [1351],
Otter (Lutra lutra) [1355], Grey seal (Halichoerus
grypus) [1364], European dry heaths [4030],
Submerged or partly submerged sea caves [8330].

Description of the project or plan

Viable options were identified for Schull AFA and
Inishannon AFA. There is no cost beneficial option
for the Dunmanway AFA.
There is no connectivity between Inishannon AFA
and European Sites.
The Schull AFA is adjacent to the Roaringwater Bay
SAC. There are no other European Sites within the
spatial limits of potential impacts from the flood risk
management measures.
The viable flood risk management options for Schull
were identified as:
• Storage area on the Meevane Stream (3,025m2
and 4m deep concrete chamber coupled with
stream realignment) and manhole sealing and
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culvert on the Schull Stream
• Flow diversion on the Meevane Stream, with
manhole sealing and culvert being constructed on
the Schull Stream.
Is the project or plan directly connected with or necessary to the
management of the site?

No

Are there other projects or plans that together with the project or plan
being assessed could affect the site?

No

The assessment of significance of effects
Describe how the project or plan (alone or in combination) is likely to
affect the Natura 2000 site.

Works are outside the SAC. No direct effects on the
SAC.
In-stream works in the Meevane Stream / Schull
stream will result in sedimentation. The Annex I
habitats which are qualifying interests of the SAC
are not sensitive to changes in turbidity, as this is a
natural process associated with tidal activity. There
will be no effects.
The affected areas outside of the SAC do not
support Annex II species which are qualifying
interests of the SAC.

Explain why these effects are not considered significant

There is no physical, hydrological, or ecological
connectivity between the activities associated with
the proposed flood risk management measures and
Natura 2000 sites (or qualifying interests of those
sites).

List of agencies consulted: provide contact name and telephone or email address

NPWS.

Response to consultation.

As part of technical AA workshop

Data collected to carry out the assessment
Who carried out
the assessment?

Sources of data

Level of assessment

Rita Mansfield,
Ecologist with
Mott MacDonald

Conservation Status Assessment Reports
(CSARs), Backing Documents and Maps prepared
in accordance with Article 17 of the Habitats
Directive;
Published and unpublished NPWS reports on
protected habitats and species including Irish
Wildlife Manual reports, Species Action Plans, and
Conservation Management Plans; and
Environmental Protection Agency http://gis.epa.ie/,
National Biodiversity Data Centre http://maps.biodiversityireland.ie
National Parks and Wildlife Services http://www.npws.ie/mapsanddata/

Desk study
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