
















,at this time the C grid is showing the actual temperature
inside the freezer .

,we recommend that you use the default setting, it does not need
to be adjusted.



FUNCTION ECO 2: When the temperature is set within a range from -23 C to -26 C, after the

freezer has run for 56 hours, it will automatically be set at -22 C, in order to save energy and to 

effectively preserve food. Ordinary food can be effectively preserved at -18 C or below, setting the

temperature too low increases electricity consumption. (This function does not need to be manually

When the screen is locked, the button A2 is not effective; just the Child Lock function icon is enabled

when the A3 button is pressed, then the A4 button power function is disabled.

At this time please check as per the following procedures: (1) Whether the door closes and opens

well; (2) Whether the door is frequently opened, or it is opened for too long at a time; (3) Too much

food is put in at a time; if the above conditions exist you can cancel the alarm. Until the temperature

inside the freezer drops to 0 C or below, the displayed HH  will disappear.
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1
1.1

cover on the right side, then separate the terminal 

connected to the top of the hinge

1.2

Use a crosshead screwdriver to loosen the hinge 

screws. Remove the upper hinge

1.3

Move the door assembly upward to remove the door 

assembly

2
2.1

cover on the left side of the cabinet. Install it into the 

hole on the right side of the cabinet. 

2.2

Remove the cover plate on the front of the cabinet 

then pull the signal wire to the left side of the cabinet

2.3

Put the signal wire into the groove in the front cover 

plate, and fasten it with the front cover plate

3
3.1

Dismantle the hinge shaft sleeve on the right side 

and the cover on the left side of the door

  3.2
Press the signal wire on the right side of the door into 

the groove in the decorative strip, and close the 

cover.

  3.3
Pull out the signal wire from the groove in the left 

side of the door, and push it into the hinge shaft 

sleeve, then put it into the decorative strip

4
 4.1
Dismantle the metal stopper cross-piece on the right 

(Graphical representation in instruction booklet 

last page.)

side of the door assembly, then install it in the corre

( & ).

-

sponding position on the left side of the door assem-
bly.

  4.2
Use a crosshead screwdriver to remove the lower 

hinge.

5

6
6.1

Install the door assembly onto the shaft on the 

compartment assembly.

7
7.1

Take out the additional hinge and hinge cover from 

the freezer drawer, and put the dismantled hinge and 

hinge cover into a bag, and store them away.

7.2

Insert the hinge into the hole on the left side of the 

door assembly, then use the screws to fasten the 

hinge, and earth them by placing washers under-
neath the screws.

7.3

Connect the terminals on the cabinet to the terminals 

on the door assembly, then fasten the hinge cover on.
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