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Neff
B14M42N5GB
Oven

Predeccessor:
B14M42N3GB

Successor:

EAN code:
4242004200581

sales programme:

B14M42N5GB Included accessories

Stainless steel

1 x baking and roasting shelf cranked,
1 x insert grid, 1 x universal pan

Special features
« Drop down door

Features

« Silver display EasyClock
« Mechanical Control

« Interior light

« Oven with 6 heating methods:
CircoTherm®, Top/bottom heat, Full surface grill, Bottom heat, Defrost,

Optional accessories

CircoRoasting * Z1262X0 glasspan
« Pull out system: Available as an accessory + Z1272X0 ACCESSORIES COOKER/
" OVEN
+ 4 shelf positions - Z1343X0 Accessory
« Framed glass inner door « Z1512X0 Accessory
« Triple glazed door « Z1701X2 ACCESSORIES COOKER/
o TitanEnamel OVEN

« Cooling fan

o CeramiClean® liners (back, roof)
Design

« Bevelled glass fascia

« Bevelled oval controls

« Retractable control

« Bar handle
Performance/technical information
« 67 litre capacity

« Energy efficiency rating A

» Total connected load 2.9 KW

« Energy efficiency rating (acc. EU Nr. 65/2014):
Energy consumption per cycle in fan-forced convection mode: 0.84 kwh
Number of cavities: 1
Heat source: electrical
Cavity volume: 66 litre
Standard accessories
« 1 x baking and roasting shelf cranked, 1 x insert grid, 1 x universal pan

Alternative colors available

B14M42S5GB:Black
B14M42W5GB:White

Technical Data

Characteristics

Color / Material Front : Stainless steel
Construction type : Built-in

Integrated Cleaning system : No
Required niche size for installation
(HXWxD) : 575-593 x 560-570 x 550
Dimensions of the product (mm) : 595 x
595 x 550

Control Panel Material : Glass

Door Material : Glass

Net weight (kg) : 34.0

Usable volume of cavity (1) : 66
Cooking method : Bottom heat,
Conventional heat, Defrost, Full width
grill, Hot Air, Thermo grill

First cavity material : Enamelled
Temperature control : mechanical
Number of interior lights : 1

Approval certificates : CE, VDE
Length of electrical supply cord (cm) : 0
EAN code : 4242004200581

Consumption and connection
features

Number of cavities (2010/30/EC) : 1
Energy efficiency class - NEW
(2010/30/EC) : A

Energy consumption per cycle
conventional (2010/30/EC) : 0.96
Energy consumption per cycle forced
air convection (2010/30/EC) : 0.84
Energy efficiency index (2010/30/EC) :
101.2

Electrical connection rating (W) : 2900
Current (A) : 13

Voltage (V) : 240

Frequency (Hz) : 50

Plug type : no plug
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