
Neff
I99L59N0GB
Telescopic Table Ventilation 90cm

Predeccessor:

Successor:

EAN code:
4242004169284

sales programme:

I99L59N0GB
AirDeluxe 300
Downdraft for installation in worktops

Special features
• 7 segment LED display

• Interval operation

• Automatic 15 minutes after running

• Automatic revert setting

Features
• 1 x 5 Watt LED light strips

• softLight with dimmer function

• 2 metal grease filter cassettes

• Grease filter saturation indicator

Design
• 90 cm wide

• Touch control

• Rim ventilation

Performance/technical information
• Suitable for ducted extraction and recirculation

• For recirculated extraction charcoal filter (accessory) needed

• Dimensions recirculating (HxWxD): 652 - 1052 x 918 x 361 mm

• Dimensions exhaust air (HxWxD): 652 - 1052 x 918 x 361 mm

• Extraction rate according to EN 61591 ø 15 cm:
max. Normal use 450 m³/h
Intensive 710 m³/h

• Noise max. Normal Level: 61 dB*

• Energy Efficiency Class: C*

• Average Energy Consumption: 110.1 kWh/year*

• Blower Efficiency Class: C*

• Lighting Efficiency Class: A*

• Grease Filtering Efficiency Class: D*

Included accessories

Optional accessories

• Z5159X1 Active carbon filter

Alternative colors available

Technical Data

Characteristics
Typology : Traditional
Approval certificates : CE, VDE
Length of electrical supply cord (cm) :
150
Required niche size for installation
(HxWxD) : 652mm x 812mm x 113mm
Height of product, without chimney
(mm) : 652
Net weight (kg) : 41.0
Type of control : Electronic
Number of speed settings : 3-stage + 2
intensive
Maximum output air extraction (m3/h) :
450
Boost position output recirculating (m3/
h) : 680
Maximum output recirculating air (m3/
h) : 440
Boost position air extraction (m³/h) :
710
Number of lights (Stck) : 1
Noise level (dB(A) re 1 pW) : 61
Diameter of air outlet (mm) : 150
Grease filter material : Washable
aluminium
EAN code : 4242004169284
Consumption and connection
features
Connection rating (W) : 285
Current (A) : 10
Voltage (V) : 230
Frequency (Hz) : 50
Plug type : GB plug
Installation type : Half-integrated
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