
 
 

 

 

 

 

The Encore Profile Pro Color™ Ellipsoidal features a 

250W RGBWAL (Red, Green, Blue, White, Amber, 

Lime) LED engine, >90CRI with 5°, 10°, 14°, 19°, 26°, 

36°, and 50° interchangeable lens options (sold 

separately), (4) blade manual framing shutters, manual 

focus, supports B size metal HT transparency gobos, 

DMX controlled electronic strobe & dimming, multiple 

dimming curves and dimming modes, flicker free 

operation for TV and Film, adjustable refresh rate 

frequency, locking 5pin DMX In/Out connectors and 

IP65 Locking Power In/Out, (4) button LCD control 

display panel, an integrated rigging yoke, quiet fan 

cooling, and a multi-voltage universal auto switching 

power supply (AC100-240v). 

LED Source: 

• 250W RGBWAL (RGBWA+Lime) LED (50.000 hours) 

• CRI : >90 

Features: 

• Manual Focus 

• Electronic dimming 0-100%, strobe effects 

• USB Port for firmware updates 

• Gobo Holder for B-Size gobos 

• Adjustable LED refresh Rate from 900Hz to 25000Hz  

• Control Modes: DMX512,  3 DMX modes (6, 9 or 12 DMX channels) 

• 6 dimmer curves 

• LCD Display  

• 5pin DMX In/Outs 

• IP65 Locking Power In/Out  

 

Dimensions & Weight: 

• Dimensions (LxWxH):  

  27.1”(with lens) x 11.3” x 17.7” 

  688 x 287 x 450mm  

• Weight: 20.0 lbs. / 9,1 kg. 

Optional lenses : 

19° / 26° / 36° / 50° 

 


