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Code 114 5 litres 
Code 112 25 litres 
 
USE 
An interior or exterior water repellent for use on 
timber items such as, decking, sheds, fences, 
seats, window frames etc. Also for use on 
masonry such as brick, stone concrete and tile. 
 
PROPERTIES 
Water based 
Zero VOC 
No organic solvent 
Suitable for interior and exterior use 
Colourless penetrating treatment 
Over coating with solvent or water based paints 
and varnishes possible 
Reduces liability of efflorescence 
Especially suitable for timber frame buildings 
Odour - slightly Ammoniacal 
Milky white liquid 
 
DESCRIPTION 
Universal Water Repellent is a water-borne, 
ready to use microporous water repellent which, 
when dry, will impart superb water shedding 
properties to a wide variety of building 
substrates, including wood. It dries to a clear 
finish, which will not significantly alter the 
appearance of the substrate. Once dry, 
overcoating with most water and solvent-based 
finishes is possible. Treated surfaces show an 
increased ability to resist dirt and organic 
growth. 
 
METHOD 
By brush or low-volume non-atomised spray. On 
vertical surfaces, start at the top and work from 
one side to the other, this will allow any runs to 
be brushed in or overcoated. On horizontal 
surfaces do not apply too much material at one 
go, to prevent pooling. If pooling occurs brush 
out before the material dries. For best results 
apply two coats. The second coat can be applied 
any time after the first has dried. There is little 
benefit in applying more than two coats. Full 
water repellency will develop in approximately 
24 hours. 
 
Surface Preparation 
Ensure surfaces are clean and free from dust, 
dirt, grease and organic growth such as mosses 
and lichens. Organic growth and loose or flaking  

 
 
 
material should be removed by abrasive 
sweeping with a stiff brush or similar. Make 
good any surface defects and repair cracked or 
spalled material before application. May be 
applied to damp but not wet surfaces (see 
Limitations below). 
 
Limitations 
As a waterbased product Universal Water 
repellent can occasionally suffer from a problem 
known as blooming. This is where the milky 
appearance of the wet material does not 
disappear once the coating is dry. To prevent 
blooming: brush out runs and pools of material. 
Do not apply to wet substrate or if there is the 
likelihood of rain, fog or frost before the coating 
has dried (ideally the substrate should have a 
surface moisture content of less than 20 per 
cent). Do not apply at temperatures below 10 
degrees C. Do not pre-clean substrates by sand 
blasting or detergent wash. Do not apply to 
impervious substrates. This product may cause 
re wetting of certain wood stains and creosote, 
to even out runs, brush out thoroughly before 
the material has dried. For any of these 
situations we recommend coating a trial period 
before full application to assess suitability. 
 
CONTENTS 
Aqueous dispersion of an organic carboxylate 
and a metal complex. 
 
COVERAGE 
4 to 6 sq metres per litre per coat depending on 
the roughness and porosity of the surface being 
treated. 
 
SAFETY 
Read the product label for full safety data. 
 
PACKAGING 
Packed in 5 litre and 25 litre containers. 
 
STORAGE 
Keep dry, store at a temperature above 5ºC in 
the closed container. Shake well before and 
periodically during use. 
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RAIN PENETRATION THROUGH WALLS 
In general, solid brick walls give satisfactory 
protection against rain penetration in areas of 
low exposure to wind-driven rain. When water 
does get through the wall, penetration is often 
linked with certain building features.  
 
Remedies for solid walls  
If mortar joints are leaking, they should be 
raked back to a depth at least equivalent to the 
height of the joint, and repointed (though not by 
recessed pointing) using a mix compatible with 
the existing mortar and masonry unit. For less 
exposed areas, applying masonry water 
repellent can be inexpensive and can have a 

lifetime of up to 10 years on normal clay 
brickwork.  
Take care in the choice and application of the 
repellent, ensuring that the background is 
suitable to receive the treatment. In areas of 
severe local exposure, walls can be rendered or 
given a protective cladding of tiles or slates. 
Rain penetration occurs most commonly on 
exposed gable ends, and partial cladding of 
these, i.e. down to first-floor level, may be 
sufficient. In walls, which are already rendered 
or clad, make good any defective detailing of 
joints round windows, doors, airbricks, etc, 
cracks in the render or defects in the cladding. 
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