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TECHNICAL DATA  

Freezteq®

Biokil Crown Limited : Unit 7 & 8 Stadium Ind Park 
Long Eaton : Nottingham NG10 2DD                  
Telephone 0115 946 0060 

Code 104 250 sachets 
 
USE 
For use in inserting a chemical damp proof course in masonry 
 
PROPERTIES 
Ready to use 
Water-based 
Non-flammable 
Odourless 
Fluid containers and bulky pressure equipment are not required 
 
DESCRIPTION 
FREEZTEQ® is a unique and highly effective damp coursing system which has been patented in 
the UK and overseas, which offers several major advantages over other chemical techniques. 
The system is based on potassium methyl siliconate in the form of circular section, pre-frozen 
pellets that are inserted into holes drilled in the mortar line of the wall to be treated. 
The slow melting system ensures a continuous water repellent barrier throughout the treated 
area because the system depends on diffusion, which research has shown to be the most 
effective method of fluid distribution in masonry. 
Accurate dosages can readily be achieved. 
 
METHOD 
Remove porous or damaged external plinths and cut any external rendering back to above the 
height of the proposed line for the insertion of the damp-proof course. Lower external ground 
levels where possible to internal floor level or below. Ensure that any plants, paths and glass 
are protected from spillage of the dpc fluid. Any spillage must be wiped up immediately. 
Remove any timber skirtings. If sound they may be saved and reused following appropriate 
treatment with a wood preserver. Remove all plasterwork up to a height of at least 1 metre or 
to 300mm above the last evidence of dampness/salt contamination (Whichever is the higher). 
Remove all timber fixing grounds in the damp areas and up to a height at least that of the line 
of replastering. Rake out all mortar beds to a depth of 10-15mm ready for replastering and 
brush any loose dust from the surface of the wall to ensure a good key for the new 
plasterwork. 
 
Drilling 
Holes of 20 mm diameter are drilled from one side of the wall at 230 mm centres, at a slight 
downwards-sloping angle, to finish at a depth of approximately 50 mm before the surface of 
the opposite side of the wall. 
Repeat this drilling operation on the opposite wall-face, exactly as above, but STAGGERING the 
holes by 115 mm. (Thus, their ‘pathways’ will overlap in the wall-centre, but will NOT clash). 
This is the optimum method, but in cases where the opposite side is inaccessible, proceed as 
described in the first paragraph, but drill ALL holes at 115 mm centres. (Thus achieving the 
desired number per metre run, though all from the same side). 
 
Mixing 
Not required. The sachets are placed in a freezer and form frozen pellets. The frozen pellets are 
ready for use when removed from their protective sheath. 
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Injecting 
Not required, the frozen pellets are hand inserted. 
 
Finishing Plug the external dpc holes with a strong cement/sand mortar. Where external render 
has been cut short finish in a bell-mouth casting and bituminise the base area between the bell-
mouth and the ground. Internally, leave walls as long as possible before replastering. 
 
CONTENTS 
Potassium methyl siliconate and water 
 

COVERAGE 
This depends on the type and thickness of the masonry being injected. Several pellets per hole 
may be needed to achieve saturation of the bed joint. As a rule of thumb calculate 3 pellets per 
hole. 
 
SAFETY 
Read the product label for full safety data. 
Alkaline - avoid contact with skin, handle wearing protective clothing, gloves and eye protection  
(Wash skin with soap and water immediately flush eyes with cold water, seek medical help). 
 
PACKAGING 
Packed in boxes of 250 sachets. 
 
STORAGE 
Tolerant to a wide range of temperatures. Unharmed by freezing. 
 
GENERAL 
Spillages should be washed immediately with copious amounts of clean water to prevent 
whitish staining. Dried stains should be cleaned with diluted white vinegar. 
 
Following replastering all decorations should be regarded as 'temporary' for 9-12 months. It is 
strongly recommended that for this period a non-vinyl based emulsion paint is used. Vinyl 
based and woodchip type wallpapers should not be used. During and following this period a 
good air circulation should be maintained around all damp-proofed replastered walls. 
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