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Technical Data Sheet
General

Article number: 90672658
Description: Caulking Gun - Pneumatic

Specification
Accurate and even placement of sealers. Multi usable 1-component (1K) gun. With a delivery regulator
and spray pressure regulator (max. 6 bar). Compatible with Nozzle Flat and Nozzles 1.5, 2 and 3 mm.
Suitable for standard cartridges of 290 and 310 ml and sausages of 400 ml.
Universal Spray Gun for single
- Operational pressure:
- Air consumption:
- Weight:
- Max. pressure:
- Max. noise level:
- Dimensions:
- Packing unit:

component sealants.
6 bar
7.8 cfm
2.737 lb
10 bar
70 dBA
395 x 220 mm
Per unit in a box.

Standard equipment contained in the box
- Compressed air gun
- Nylon piston for sprayable products in bag.
- Adapter for bags.
- Adapter for applying specific products for ridges and sealing adhesives.
- External nozzle for deburred spraying Ø 2 blue.
- External nozzle for clean spraying Ø 1.5 red.
- Internal nozzle for screwing onto the cartridge.
Remarks
- This revolutionary system allows the application of all kinds of single-component sealants (in
aluminum, plastic or carton cartridges as well as in bags), it sprays the product in various finishes,
creates ridges of various widths on doors and bonnets, applies sealants for fitting windows.
- Suited for several kinds of nozzles to reach the required results.
- Comes with a product delivery regulator and a spray pressure regulator (max. 6 bar).
- A blocking nozzle can cause a dangerous situation even if the gun is not connected to the
compressed air.
Disclaimer Technical Data Sheet & Material Safety Data Sheet
It is the responsibility of the user to read understands and apply the information of the TDS. The
information about work and environmental safety is available on the material safety data sheet via www.
colad.co. It is the responsibility of the user to read and apply the information.
Notice
Products are for professional use. The adhesive could be harmful if improperly handled. Contact with skin
and eyes should be avoided and necessary protective equipment and clothing should be worn.
The repairs should always be done in accordance with the OEM rules and specifications.
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All information is for the user's consideration, investigation and verification.
The specific use applications and conditions of use are beyond the control of EMM International B.V. It is
the responsibility of the user to determine the suitability of any of the products mentioned for the user's
specific application.
Created by:
EMM International BV
Bohemenstraat 19, 8028 SB Zwolle, The Netherlands
www.emm.com

Colad_TDS_Caulking_Gun_Pneumatic_90672658_GB_v1

page 2

T +31(0)38 467 66 00
www.colad.co

