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Article number: 906023
Description: Stegoband Perforated 10/11 mm x 10 m

EAN: 8714247011089

Colad Stegoband Perforated 10/11 mm x 10 m

Stegoband Perforated Masking Tape. Perforated every 4 cm. Wide edge 21 mm. Per roll in a despenser box. The Stegoband
Perforated Masking Tape is specifically designed to mask edges and gaps around the car, especially masking of corners will
become much simpler. This tape has been perforated every 4 cm, thanks to the perforation you can easily tear off the tape
on the right length without any toolings. Stegoband Perforated has a wide edge of 21 mm in total, it is also possible only to
use the small edges of 10 or 11 mm. Stegoband Masking Tape can be removed easily without leaving residue. Per roll in a
dispenser box.

The benefits of Colad Stagoband Perforated Masking Tape:
= Perforations making it easy to tear off the tape

= Specially designed to mask specific edges and gaps

= A wide edge of 21 mm, or small edges of 10/ 11 mm

Packaging information

Per roll in a dispenserbox. 24 rolls per carton.

Technical information

= Color: White
= Temperature resistance: Max. 110°C for 60 minutes
= Roll size: 10 m x 21 mm

= Plastic strap: 10 + 11 mm

Frequently Asked Questions

> Why is this Stegoband perforated?
Stegoband Perforated is provided with a very fine perforation every 4 cm. Thanks to the perforation you can easily tear off
the tape on the right length without any toolings. Also it is very easy to mask (sharp) edges.
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> For which masking jobs is Stegoband Perforated suitable?
Stegoband Perforated is designed for masking jobs on hard to reach places such as edges and gaps, especially masking
of corners will become much simpler.

Related products

90601x

Stegoband Masking Tape

Disclaimer
It is the responsibility of the user to read, understand and apply the information contained in this data sheet. Products are for professional use only.
Necessary protective equipment and clothing should be worn. Repairs should always be done in accordance with OEM guidelines and regulations. All

information is for the user's consideration, investigation and verification. The specific use, application and conditions of use are beyond the control of EMM
International BV. It is the responsibility of the user to determine the suitability of the product for the user's specific application.




