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Hamach Press Buggy 10

Pneumatic press for paint tins to reduce waste by up to 85%.

The perfect Press when you generate lots of tin waste

The pneumatic Press for your paint tins can reduce your waste by up to 85%! The Press is equipped with a water separator 
and safety system. The door is always locked during the pressing process and cannot be opened until the press plate is in the 
upper position. The press has a cylinder with a compressing force of 450 kg. Suitable for tins up to 10 L. You can place the 
Press Buggy 10 on a stand (art. no. 000842).

Benefits of the Press Buggy 10

Suitable for paint tins up to 10 L
Pneumatic
Work safe with the safety system
With a water separator
Ready to use

Packaging information

Per piece

Article number: 000841

Description: Press Buggy 10

EAN: 8714247788707
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Related products

000842 7000

Stand for Buggy 10 Bale Press

Certifications

EN 13736 : 2003 + A1 : 
2009

In accordance with: EN 13736 : 2003 + 
A1 : 2009
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Disclaimer 
It is the responsibility of the user to read, understand and apply the information contained in this data sheet. Products are for professional use only. 
Necessary protective equipment and clothing should be worn. Repairs should always be done in accordance with OEM guidelines and regulations. All 
information is for the user`s consideration, investigation and verification. The specific use, application and conditions of use are beyond the control of EMM 
International BV. It is the responsibility of the user to determine the suitability of the product for the user`s specific application.
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