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Colad Film4Crash
The smart film to protect a car from all weather influences after removal of doors or broken windows! A though, flexible, self-
adhesive plastic film to protect openings from weather influences. Simply seal a car after collision, dismounting or vandalism. 
UV resistant for a maximum of 6 months. This means that you will not face any discolour of the interior of the vehicle. After 
removal all adhesive comes off with the film and does not transfer to the surface. Can be applied on new cured paint. 75 cm x 
60 m per roll.

The benefits of Colad Film for Crash:
• UV resistant
• Prevents any discoloring of the interior
• Easy to apply on clean and dry surface
• Wrinkles and bubbles don’t affect the function of the product
• Easy to remove without adhesive residu
• Film can be used outside up to 6 months
• Apply at room temperature

Packaging information

Per roll in a box

Technical information

•  Kind: Adhesive protection film

•  Material: Polyethylene (PE)

•  Melting temperature: 120° C

•  Color: Yellow translucence

•  Width: 75 cm

•  Thickness: 75 micron

•  Roll length: 60 meter

Article number: 6870

Description: Film4Crash

EAN: 8714247032381
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Frequently Asked Questions

 >  Can I use Film4Crash outside?
 Colad Film4Crash is uv-resistant up to 6 months and protects a vehicle against weather influences up to 6 months.

 >  How do I apply Colad Film4Crash?
 Colad Film4Crash is easy to apply. Make sure the surface of the vehicle is clean and dry. Thanks to its self-adhesive 
properties, the foil will have a great adhesion to the surfaces. Any small wrinkles or bubbles will not affect the function of 
the product.

 >  What are the dimensions of Colad Film4Crash?
 The dimension of Colad Film4Crash is 75 cm x 60 m.

Related products

9090 6101 2070 6110

Sensor Covers Wheel Covers Magnetic Foil Cutter Seat Covers

Disclaimer 
It is the responsibility of the user to read, understand and apply the information contained in this data sheet. Products are for professional use only. 
Necessary protective equipment and clothing should be worn. Repairs should always be done in accordance with OEM guidelines and regulations. All 
information is for the user`s consideration, investigation and verification. The specific use, application and conditions of use are beyond the control of EMM 
International BV. It is the responsibility of the user to determine the suitability of the product for the user`s specific application.
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