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Technical Data Sheet  
General 
 
Article number: 103511 
 
Description: Spray Gun Holder 
                    
 
 
  

 
Holder to store away your spray gun with paint cup. 
 
Specification:  

• Rigid construction 
• Suitable for both gravity feed and suction feed spray guns 
• Solid, very stable ground plate 
• Suitable for wall mounting (2 prepared holes Ø 5.1 mm)  

and table mounting (2 prepared holes 3.8 mm). 
 
Technical Specification: 
 
Colour black 
Material metal (powder coated) 
Packaging Unit Per piece 
Size  20 x 12 x 21 cm 

- 
Related products of Colad 
Article number: 8822 – Description: Spray Gun Cleaning Kit Premium Box 
 
Disclaimer 
Technical Data Sheet & Material Safety Data Sheet; it is the responsibility of the user to read understands 
and apply the information of the TDS. The information about work and environmental safety is available 
on the material safety data sheet (MSDS) via www.colad.co. It is the responsibility of the user to read and 
apply the information. 
 
Products are for professional use. Necessary protective equipment and clothing should be worn. 
The repairs should always be done in accordance with the OEM rules and specifications. 
All information is for the user's consideration, investigation and verification. The specific use applications 
and conditions of use are beyond the control of EMM International BV. It is the responsibility of the user 
to determine the suitability of any of the products mentioned for the user's specific application. 
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