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Technical Data Sheet  
General 
 
Article number: 6880 
Description: Colad Film4Booth Edge-Tape 
                    
 
 
  

 

 
 

Specification:  
To be used in combination with Colad Film4Booth (Art.no. 6860). 
During applying or removing a layer of Colad Film4Booth the Colad Edge-Tape is applied on the edges of 
the film or parts where there are difficulties applying Colad Film4Booth properly. 
 

- Strong adhesive qualities. 
- Leaves no residue. 

Easy removal from Colad Film4Booth without damaging the film. 
 
Technical Specification: 
 
Kind Self adhesive edge-taoe 
Material Polyethylene (PE) 
Melting temperature 120° C 
Color Transparant 
Width 44 mm 
Thickness App. 80 micron 
Roll length 100 meter 
Application 
temperature 

Between 16 and 27° C 

Packing 3 rolls per box 

- 
Disclaimer 
Technical Data Sheet & Material Safety Data Sheet; it is the responsibility of the user to read understands 
and apply the information of the TDS. The information about work and environmental safety is available 
on the material safety data sheet (MSDS) via www.colad.com. It is the responsibility of the user to read 
and apply the information. 
 
Products are for professional use. Necessary protective equipment and clothing should be worn. 
The repairs should always be done in accordance with the OEM rules and specifications. 
All information is for the user's consideration, investigation and verification. The specific use applications 
and conditions of use are beyond the control of EMM International BV. It is the responsibility of the user 
to determine the suitability of any of the products mentioned for the user's specific application. 
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