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High-performance reamers HNC 
made of solid carbide

High-performance reamers HNC 
made of solid carbide and PcBN

High-performance reamers HCS 
made of solid cermet

High-performance reamers HNC 
made of solid carbide and PcBN

High-performance reamers HNC-Short 
made of solid carbide

High-performance reamers HNC ecoSpeed 
made of HSS

High-performance reamers made of solid carbide, spiral 
fluted, with internal cooling. Preferred series with tolerance 
H7 and + 0.004 mm, configurable series for intermediate 
diameters and special tolerances.

ø range: 3.00 - 20.00 mm*

High-performance reamers made of solid carbide or with 
PcBN head, straight fluted, with internal cooling. Preferred 
series with tolerance H7 and + 0.004 mm, configurable 
series for intermediate diameters and special tolerances.

ø range: 4.00 - 20.00 mm*

High-performance reamers made of solid cermet, spiral fluted, 
with internal cooling. Preferred series with tolerance H7 and  
+ 0.004 mm, configurable series for intermediate diameters 
and special tolerances. 

ø range: 3.97 - 12.03 mm*

High-performance reamers made of solid carbide or with 
PcBN head, straight fluted, with internal cooling. Preferred se-
ries with tolerance H7 and + 0.004 mm, configurable series 
for intermediate diameters and special tolerances.

ø range: 3.00 - 20.00 mm*

Extra short high-performance reamer made of solid car-
bide that is specially designed for usage on automated 
lathes.

ø range: 3.00 - 20.00 mm

Design made of HSS with high-performance coating for 
through and blind bores.

ø range: 6.00 - 40.00 mm
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The series of high-performance reamers HNC 
made of solid carbide, solid cermet, PcBN and 
HSS covers a broad range of applications. De-
pending on the diameter, the high-performance 
reamers HNC have between four and eight cut-
ting edges with internal cooling and achieve cor-
respondingly high feed rates. Due to the usage 
of different cutting materials and coatings, all 
workpiece materials can be machined economi-
cally and reliably in the diameter range 3.00 to 

40.00 mm* without an adjustment process in the 
range IT7.  In addition, extremely hard cutting 
materials, e.g. PcBN, can be used for reaming 
with the new series.

For usage in tight spaces, for example on auto-
mated lathes, short designs are available.

PRODUCT OVERVIEW
High-performance reamer HNC - a suitable tool for every application and every material

* The diameter range can vary, depending on the series.
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High-performance reamers HNC 
made of solid carbide

High-performance reamers HNC 
made of solid carbide and PcBN

High-performance reamers HCS 
made of solid cermet

High-performance reamers HNC 
made of solid carbide and PcBN

High-performance reamers HNC-Short 
made of solid carbide

High-performance reamers HNC ecoSpeed 
made of HSS

High-performance reamers made of solid carbide, spiral 
fluted, with internal cooling. Preferred series with tolerance 
H7 and + 0.004 mm, configurable series for intermediate 
diameters and special tolerances.

ø range: 3.00 - 20.00 mm*

High-performance reamers made of solid carbide or with 
PcBN head, straight fluted, with internal cooling. Preferred 
series with tolerance H7 and + 0.004 mm, configurable 
series for intermediate diameters and special tolerances.

ø range: 4.00 - 20.00 mm*

High-performance reamers made of solid cermet, spiral fluted, 
with internal cooling. Preferred series with tolerance H7 and  
+ 0.004 mm, configurable series for intermediate diameters 
and special tolerances. 

ø range: 3.97 - 12.03 mm*

High-performance reamers made of solid carbide or with 
PcBN head, straight fluted, with internal cooling. Preferred se-
ries with tolerance H7 and + 0.004 mm, configurable series 
for intermediate diameters and special tolerances.

ø range: 3.00 - 20.00 mm*

Extra short high-performance reamer made of solid car-
bide that is specially designed for usage on automated 
lathes.

ø range: 3.00 - 20.00 mm

Design made of HSS with high-performance coating for 
through and blind bores.

ø range: 6.00 - 40.00 mm
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P M K N S H P KC

+4 µm H7 H7

 Carbide PcBN

H7

P K



l1

l4l3

 d
2 

h6

l5

d 1

l2

3,00 H7 4 65 12 28 37 34 4 30402429

3,20 H7 4 65 12 28 37 34 4 30402431

3,50 H7 4 65 12 28 37 34 4 30402433

3,97 +0,004 6 75 12 36 39 34 4 30131192

3,98 +0,004 6 75 12 36 39 34 4 30131194

3,99 +0,004 6 75 12 36 39 34 4 30131196

4,00 H7 6 75 12 36 39 34 4 30131198

4,01 +0,004 6 75 12 36 39 34 4 30131200

4,02 +0,004 6 75 12 36 39 34 4 30131202

4,03 +0,004 6 75 12 36 39 34 4 30131204

4,50 H7 6 75 12 36 39 34 4 30131206

4,97 +0,004 6 75 12 36 39 35 4 30131208

4,98 +0,004 6 75 12 36 39 35 4 30131210

4,99 +0,004 6 75 12 36 39 35 4 30131212

5,00 H7 6 75 12 36 39 35 4 30131214

5,01 +0,004 6 75 12 36 39 35 4 30131216

5,02 +0,004 6 75 12 36 39 35 4 30131218

5,03 +0,004 6 75 12 36 39 35 4 30131220

5,50 H7 6 75 12 36 39 35 4 30131222

5,97 +0,004 6 75 12 36 39 35 4 30131224

5,98 +0,004 6 75 12 36 39 35 4 30131226

5,99 +0,004 6 75 12 36 39 35 4 30131228

6,00 H7 6 75 12 36 39 35 4 30131230

6,01 +0,004 6 75 12 36 39 35 4 30131232

6,02 +0,004 6 75 12 36 39 35 4 30131234

6,03 +0,004 6 75 12 36 39 35 4 30131236

6,50 H7 8 100 16 36 64 59 6 30131238

7,00 H7 8 100 16 36 64 59 6 30131240

7,50 H7 8 100 16 36 64 60 6 30131242

7,97 +0,004 8 100 16 36 64 60 6 30131244

7,98 +0,004 8 100 16 36 64 60 6 30131246

7,99 +0,004 8 100 16 36 64 60 6 30131248

8,00 H7 8 100 16 36 64 60 6 30131250

8,01 +0,004 8 100 16 36 64 60 6 30131252

8,02 +0,004 8 100 16 36 64 60 6 30131254

8,03 +0,004 8 100 16 36 64 60 6 30131256

8,50 H7 10 100 20 40 60 55 6 30131258

9,00 H7 10 100 20 40 60 55 6 30131260

9,50 H7 10 120 20 40 80 76 6 30131262

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

    

HA

DIN 6535  

BECK
NORM
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HNC I 040260
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

uncoated
Flute direction: Spiral fluted
Geometry: HPC, EU spacing



9,97 +0,004 10 120 20 40 80 76 6 30131264

9,98 +0,004 10 120 20 40 80 76 6 30131266

9,99 +0,004 10 120 20 40 80 76 6 30131268

10,00 H7 10 120 20 40 80 76 6 30131270

10,01 +0,004 10 120 20 40 80 76 6 30131272

10,02 +0,004 10 120 20 40 80 76 6 30131274

10,03 +0,004 10 120 20 40 80 76 6 30131276

10,50 H7 12 120 20 45 75 70 6 30131278

11,00 H7 12 120 20 45 75 70 6 30131280

11,50 H7 12 120 20 45 75 71 6 30131282

11,97 +0,004 12 120 20 45 75 71 6 30131284

11,98 +0,004 12 120 20 45 75 71 6 30131286

11,99 +0,004 12 120 20 45 75 71 6 30131288

12,00 H7 12 120 20 45 75 71 6 30131290

12,01 +0,004 12 120 20 45 75 71 6 30131292

12,02 +0,004 12 120 20 45 75 71 6 30131294

12,03 +0,004 12 120 20 45 75 71 6 30131296

13,00 H7 14 130 22 45 85 80 6 30131298

14,00 H7 14 130 22 45 85 80 6 30131300

15,00 H7 16 130 22 48 82 77 6 30131302

16,00 H7 16 150 25 48 102 97 6 30131304

17,00 H7 18 150 25 48 102 97 8 30131306

18,00 H7 18 150 25 48 102 97 8 30131308

19,00 H7 20 150 25 50 100 95 8 30131310

20,00 H7 20 150 25 50 100 95 8 30131312
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC I 040260, preferred series for through bore, internal coolant supply



l1

l4l3

 d
2 

h6

l5

d 1

l2

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,00 H7 4 65 12 28 37 34 4 30402444

3,20 H7 4 65 12 28 37 34 4 30402446

3,50 H7 4 65 12 28 37 34 4 30402448

3,97 +0,004 6 75 12 36 39 34 4 30131436

3,98 +0,004 6 75 12 36 39 34 4 30131438

3,99 +0,004 6 75 12 36 39 34 4 30131440

4,00 H7 6 75 12 36 39 34 4 30131442

4,01 +0,004 6 75 12 36 39 34 4 30131444

4,02 +0,004 6 75 12 36 39 34 4 30131446

4,03 +0,004 6 75 12 36 39 34 4 30131448

4,50 H7 6 75 12 36 39 34 4 30131450

4,97 +0,004 6 75 12 36 39 35 4 30131452

4,98 +0,004 6 75 12 36 39 35 4 30131454

4,99 +0,004 6 75 12 36 39 35 4 30131456

5,00 H7 6 75 12 36 39 35 4 30131458

5,01 +0,004 6 75 12 36 39 35 4 30131460

5,02 +0,004 6 75 12 36 39 35 4 30131462

5,03 +0,004 6 75 12 36 39 35 4 30131464

5,50 H7 6 75 12 36 39 35 4 30131466

5,97 +0,004 6 75 12 36 39 35 4 30131468

5,98 +0,004 6 75 12 36 39 35 4 30131470

5,99 +0,004 6 75 12 36 39 35 4 30131472

6,00 H7 6 75 12 36 39 35 4 30131474

6,01 +0,004 6 75 12 36 39 35 4 30131476

6,02 +0,004 6 75 12 36 39 35 4 30131478

6,03 +0,004 6 75 12 36 39 35 4 30131480

6,50 H7 8 100 16 36 64 59 6 30131482

7,00 H7 8 100 16 36 64 59 6 30131484

7,50 H7 8 100 16 36 64 60 6 30131486

7,97 +0,004 8 100 16 36 64 60 6 30131488

7,98 +0,004 8 100 16 36 64 60 6 30131490

7,99 +0,004 8 100 16 36 64 60 6 30131492

8,00 H7 8 100 16 36 64 60 6 30131494

8,01 +0,004 8 100 16 36 64 60 6 30131496

8,02 +0,004 8 100 16 36 64 60 6 30131498

8,03 +0,004 8 100 16 36 64 60 6 30131500

8,50 H7 10 100 20 40 60 55 6 30131502

9,00 H7 10 100 20 40 60 55 6 30131504

9,50 H7 10 120 20 40 80 76 6 30131506

    

HA
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HNC-Speed I 043260
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BSP coated
Flute direction: Spiral fluted
Geometry: HPC, EU spacing



9,97 +0,004 10 120 20 40 80 76 6 30131508

9,98 +0,004 10 120 20 40 80 76 6 30131510

9,99 +0,004 10 120 20 40 80 76 6 30131512

10,00 H7 10 120 20 40 80 76 6 30131514

10,01 +0,004 10 120 20 40 80 76 6 30131516

10,02 +0,004 10 120 20 40 80 76 6 30131518

10,03 +0,004 10 120 20 40 80 76 6 30131520

10,50 H7 12 120 20 45 75 70 6 30131522

11,00 H7 12 120 20 45 75 70 6 30131524

11,50 H7 12 120 20 45 75 71 6 30131526

11,97 +0,004 12 120 20 45 75 71 6 30131528

11,98 +0,004 12 120 20 45 75 71 6 30131530

11,99 +0,004 12 120 20 45 75 71 6 30131532

12,00 H7 12 120 20 45 75 71 6 30131534

12,01 +0,004 12 120 20 45 75 71 6 30131536

12,02 +0,004 12 120 20 45 75 71 6 30131538

12,03 +0,004 12 120 20 45 75 71 6 30131540

13,00 H7 14 130 22 45 85 80 6 30131542

14,00 H7 14 130 22 45 85 80 6 30131544

15,00 H7 16 130 22 48 82 77 6 30131546

16,00 H7 16 150 25 48 102 97 6 30131548

17,00 H7 18 150 25 48 102 97 8 30131550

18,00 H7 18 150 25 48 102 97 8 30131552

19,00 H7 20 150 25 50 100 95 8 30131554

20,00 H7 20 150 25 50 100 95 8 30131556
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-Speed I 043260, preferred series for through bore, internal coolant supply



l1

l4l3

 d
2 

h6

l5

d 1

l2

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,97 +0,004 6 75 12 36 39 34 4 30195076

3,98 +0,004 6 75 12 36 39 34 4 30195079

3,99 +0,004 6 75 12 36 39 34 4 30195080

4,00 H7 6 75 12 36 39 34 4 30195082

4,01 +0,004 6 75 12 36 39 34 4 30195083

4,02 +0,004 6 75 12 36 39 34 4 30195085

4,03 +0,004 6 75 12 36 39 34 4 30195086

4,50 H7 6 75 12 36 39 34 4 30195087

4,97 +0,004 6 75 12 36 39 35 4 30195089

4,98 +0,004 6 75 12 36 39 35 4 30195090

4,99 +0,004 6 75 12 36 39 35 4 30195092

5,00 H7 6 75 12 36 39 35 4 30195094

5,01 +0,004 6 75 12 36 39 35 4 30195095

5,02 +0,004 6 75 12 36 39 35 4 30195097

5,03 +0,004 6 75 12 36 39 35 4 30195098

5,50 H7 6 75 12 36 39 35 4 30195101

5,97 +0,004 6 75 12 36 39 35 4 30195102

5,98 +0,004 6 75 12 36 39 35 4 30195104

5,99 +0,004 6 75 12 36 39 35 4 30195106

6,00 H7 6 75 12 36 39 35 4 30195108

6,01 +0,004 6 75 12 36 39 35 4 30195109

6,02 +0,004 6 75 12 36 39 35 4 30195111

6,03 +0,004 6 75 12 36 39 35 4 30195112

6,50 H7 8 100 16 36 64 59 6 30195113

7,00 H7 8 100 16 36 64 59 6 30195115

7,50 H7 8 100 16 36 64 60 6 30195116

7,97 +0,004 8 100 16 36 64 60 6 30195117

7,98 +0,004 8 100 16 36 64 60 6 30195119

7,99 +0,004 8 100 16 36 64 60 6 30195121

8,00 H7 8 100 16 36 64 60 6 30195122

8,01 +0,004 8 100 16 36 64 60 6 30195123

8,02 +0,004 8 100 16 36 64 60 6 30195124

8,03 +0,004 8 100 16 36 64 60 6 30195125

8,50 H7 10 100 20 40 60 55 6 30195127

9,00 H7 10 100 20 40 60 55 6 30195132

9,50 H7 10 120 20 40 80 76 6 30195133

9,97 +0,004 10 120 20 40 80 76 6 30195134

9,98 +0,004 10 120 20 40 80 76 6 30195135

9,99 +0,004 10 120 20 40 80 76 6 30195136

    

HA
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HNC-VA I 043270
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,97-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BVA coated
Flute direction: Spiral fluted
Geometry: HPC, EU spacing



10,00 H7 10 120 20 40 80 76 6 30195138

10,01 +0,004 10 120 20 40 80 76 6 30195140

10,02 +0,004 10 120 20 40 80 76 6 30195142

10,03 +0,004 10 120 20 40 80 76 6 30195143

10,50 H7 12 120 20 45 75 70 6 30195144

11,00 H7 12 120 20 45 75 70 6 30195146

11,50 H7 12 120 20 45 75 71 6 30195147

11,97 +0,004 12 120 20 45 75 71 6 30195148

11,98 +0,004 12 120 20 45 75 71 6 30195150

11,99 +0,004 12 120 20 45 75 71 6 30195153

12,00 H7 12 120 20 45 75 71 6 30195155

12,01 +0,004 12 120 20 45 75 71 6 30195159

12,02 +0,004 12 120 20 45 75 71 6 30195165

12,03 +0,004 12 120 20 45 75 71 6 30195168

13,00 H7 14 130 22 45 85 80 6 30195169

14,00 H7 14 130 22 45 85 80 6 30195170

15,00 H7 16 130 22 48 82 77 6 30195172

16,00 H7 16 150 25 48 102 97 6 30195175

17,00 H7 18 150 25 48 102 97 8 30195178

18,00 H7 18 150 25 48 102 97 8 30195182

19,00 H7 20 150 25 50 100 95 8 30195185

20,00 H7 20 150 25 50 100 95 8 30195188
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-VA I 043270, preferred series for through bore, internal coolant supply



l1

l4l3

 d
2 

h6

l5

d 1

l2

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,97 +0,004 6 75 12 36 39 34 4 30585253

3,98 +0,004 6 75 12 36 39 34 4 30585254

3,99 +0,004 6 75 12 36 39 34 4 30585255

4,00 H7 6 75 12 36 39 34 4 30585228

4,01 +0,004 6 75 12 36 39 34 4 30585256

4,02 +0,004 6 75 12 36 39 34 4 30585257

4,03 +0,004 6 75 12 36 39 34 4 30585258

4,50 H7 6 75 12 36 39 34 4 30585229

4,97 +0,004 6 75 12 36 39 35 4 30585259

4,98 +0,004 6 75 12 36 39 35 4 30585260

4,99 +0,004 6 75 12 36 39 35 4 30585261

5,00 H7 6 75 12 36 39 35 4 30585230

5,01 +0,004 6 75 12 36 39 35 4 30585262

5,02 +0,004 6 75 12 36 39 35 4 30585263

5,03 +0,004 6 75 12 36 39 35 4 30585264

5,50 H7 6 75 12 36 39 35 4 30585231

5,97 +0,004 6 75 12 36 39 35 4 30585265

5,98 +0,004 6 75 12 36 39 35 4 30585266

5,99 +0,004 6 75 12 36 39 35 4 30585267

6,00 H7 6 75 12 36 39 35 4 30585232

6,01 +0,004 6 75 12 36 39 35 4 30585268

6,02 +0,004 6 75 12 36 39 35 4 30585269

6,03 +0,004 6 75 12 36 39 35 4 30585270

6,50 H7 8 100 16 36 64 59 6 30585233

7,00 H7 8 100 16 36 64 59 6 30585234

7,50 H7 8 100 16 36 64 60 6 30585235

7,97 +0,004 8 100 16 36 64 60 6 30585271

7,98 +0,004 8 100 16 36 64 60 6 30585272

7,99 +0,004 8 100 16 36 64 60 6 30585273

8,00 H7 8 100 16 36 64 60 6 30585236

8,01 +0,004 8 100 16 36 64 60 6 30585274

8,02 +0,004 8 100 16 36 64 60 6 30585275

8,03 +0,004 8 100 16 36 64 60 6 30585276

8,50 H7 10 100 20 40 60 55 6 30585237

9,00 H7 10 100 20 40 60 55 6 30585238

9,50 H7 10 120 20 40 80 76 6 30585239

9,97 +0,004 10 120 20 40 80 76 6 30585277

9,98 +0,004 10 120 20 40 80 76 6 30585278

9,99 +0,004 10 120 20 40 80 76 6 30585279

    

HA
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BECK
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HNC-TI I 043272
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,97-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BTI coated
Flute direction: Spiral fluted
Geometry: HPC, EU spacing



10,00 H7 10 120 20 40 80 76 6 30585240

10,01 +0,004 10 120 20 40 80 76 6 30585280

10,02 +0,004 10 120 20 40 80 76 6 30585281

10,03 +0,004 10 120 20 40 80 76 6 30585282

10,50 H7 12 120 20 45 75 70 6 30585241

11,00 H7 12 120 20 45 75 70 6 30585242

11,50 H7 12 120 20 45 75 71 6 30585243

11,97 +0,004 12 120 20 45 75 71 6 30585283

11,98 +0,004 12 120 20 45 75 71 6 30585284

11,99 +0,004 12 120 20 45 75 71 6 30585285

12,00 H7 12 120 20 45 75 71 6 30585244

12,01 +0,004 12 120 20 45 75 71 6 30585286

12,02 +0,004 12 120 20 45 75 71 6 30585287

12,03 +0,004 12 120 20 45 75 71 6 30585288

13,00 H7 14 130 22 45 85 80 6 30585245

14,00 H7 14 130 22 45 85 80 6 30585246

15,00 H7 16 130 22 48 82 77 6 30585247

16,00 H7 16 150 25 48 102 97 6 30585248

17,00 H7 18 150 25 48 102 97 8 30585249

18,00 H7 18 150 25 48 102 97 8 30585250

19,00 H7 20 150 25 50 100 95 8 30585251

20,00 H7 20 150 25 50 100 95 8 30585252
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-TI I 043272, preferred series for through bore, internal coolant supply



l1

l4l3

 d
2 

h6

l5

d 1

l2

4,00 6 75 12 36 39 34 4 30476709

4,50 6 75 12 36 39 34 4 30476711

5,00 6 75 12 36 39 35 4 30476714

5,50 6 75 12 36 39 35 4 30476718

6,00 6 75 12 36 39 35 4 30476719

6,50 8 100 16 36 64 59 6 30412526

7,00 8 100 16 36 64 59 6 30476727

7,50 8 100 16 36 64 60 6 30476728

8,00 8 100 16 36 64 60 6 30476729

8,50 10 100 20 40 60 55 6 30476730

9,00 10 100 20 40 60 55 6 30412525

9,50 10 120 20 40 80 76 6 30476732

10,00 10 120 20 40 80 76 6 30412529

10,50 12 120 20 45 75 70 6 30476693

11,00 12 120 20 45 75 70 6 30476694

11,50 12 120 20 45 75 71 6 30476695

12,00 12 120 20 45 75 71 6 30412530

13,00 14 130 22 45 85 80 6 30476696

14,00 14 130 22 45 85 80 6 30466585

15,00 16 130 22 48 82 77 6 30476699

16,00 16 150 25 48 102 97 6 30476702

17,00 18 150 25 48 102 97 8 30476704

18,00 18 150 25 48 102 97 8 30476706

19,00 20 150 25 50 100 95 8 30476707

20,00 20 150 25 50 100 95 8 30412531

N 1.1 1.2 1.3 1.4 2.1 2.2 2.3 3.1 4.1 4.2 4.3 C 1.1 1.2 1.3 2.1 3.1 4.1 4.2 4.3 4.4 5.1 5.2

    

HA
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HNC-Diamond I 043290
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 H7 d2 h6 l1 l2 l3 l4 l5

Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Design:
Diameter: 4,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

Diamond coated
Flute direction: Spiral fluted
Geometry: HPC, EU spacing



l1

l4l3

l5

l2

 d
2 

h6

d 1
 

4,00 6 75 12 36 39 34 4 30384144

4,50 6 75 12 36 39 34 4 30384145

5,00 6 75 12 36 39 35 4 30385390

5,50 6 75 12 36 39 35 4 30385391

6,00 6 75 12 36 39 35 4 30385392

6,50 8 100 16 36 64 59 6 30385393

7,00 8 100 16 36 64 59 6 30385394

7,50 8 100 16 36 64 60 6 30385396

8,00 8 100 16 36 64 60 6 30385397

8,50 10 100 20 40 60 55 6 30385398

9,00 10 100 20 40 60 55 6 30385401

9,50 10 120 20 40 80 76 6 30385403

10,00 10 120 20 40 80 76 6 30385405

10,50 12 120 20 45 75 70 6 30385407

11,00 12 120 20 45 75 70 6 30385408

11,50 12 120 20 45 75 71 6 30385409

12,00 12 120 20 45 75 71 6 30385410

13,00 14 130 22 45 85 80 6 30385411

14,00 14 130 22 45 85 80 6 30385413

15,00 16 130 22 48 82 77 6 30385415

16,00 16 150 25 48 102 97 6 30385416

17,00 18 150 25 48 102 97 6 30385418

18,00 18 150 25 48 102 97 6 30385421

19,00 20 150 25 50 100 95 6 30385423

20,00 20 150 25 50 100 95 6 30385425

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

    

HA

DIN 6535  

BECK
NORM
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HNC-AL I 043250
Preferred series for through bore, internal coolant supply

Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Dimensions z Order No.

d1 H7 d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 4,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BAL coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



l1

l4l3

l5

l2

 d
2 

h6

d 1
 

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.2 2

3,97 +0,004 6 75 12 36 39 34 4 30300822

3,98 +0,004 6 75 12 36 39 34 4 30300837

3,99 +0,004 6 75 12 36 39 34 4 30300838

4,00 H7 6 75 12 36 39 34 4 30300839

4,01 +0,004 6 75 12 36 39 34 4 30300844

4,02 +0,004 6 75 12 36 39 34 4 30300853

4,03 +0,004 6 75 12 36 39 34 4 30300861

4,50 H7 6 75 12 36 39 34 4 30300865

4,97 +0,004 6 75 12 36 39 35 4 30300866

4,98 +0,004 6 75 12 36 39 35 4 30300867

4,99 +0,004 6 75 12 36 39 35 4 30300868

5,00 H7 6 75 12 36 39 35 4 30300869

5,01 +0,004 6 75 12 36 39 35 4 30300871

5,02 +0,004 6 75 12 36 39 35 4 30300873

5,03 +0,004 6 75 12 36 39 35 4 30300875

5,50 H7 6 75 12 36 39 35 4 30300876

5,97 +0,004 6 75 12 36 39 35 4 30300877

5,98 +0,004 6 75 12 36 39 35 4 30300878

5,99 +0,004 6 75 12 36 39 35 4 30300879

6,00 H7 6 75 12 36 39 35 4 30300882

6,01 +0,004 6 75 12 36 39 35 4 30300884

6,02 +0,004 6 75 12 36 39 35 4 30300885

6,03 +0,004 6 75 12 36 39 35 4 30300911

6,50 H7 8 100 16 36 64 59 6 30300912

7,00 H7 8 100 16 36 64 59 6 30300913

7,50 H7 8 100 16 36 64 60 6 30300914

7,97 +0,004 8 100 16 36 64 60 6 30300955

7,98 +0,004 8 100 16 36 64 60 6 30300957

7,99 +0,004 8 100 16 36 64 60 6 30300959

8,00 H7 8 100 16 36 64 60 6 30228276

8,01 +0,004 8 100 16 36 64 60 6 30300960

8,02 +0,004 8 100 16 36 64 60 6 30300961

8,03 +0,004 8 100 16 36 64 60 6 30300962

8,50 H7 10 100 20 40 60 55 6 30300963

9,00 H7 10 100 20 40 60 55 6 30300964

9,50 H7 10 120 20 40 80 76 6 30300965

9,97 +0,004 10 120 20 40 80 76 6 30300966

9,98 +0,004 10 120 20 40 80 76 6 30300967

9,99 +0,004 10 120 20 40 80 76 6 30300968

    

HA

DIN 6535  

BECK
NORM
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HNC-HT I 043280
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,97-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BHV coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



10,00 H7 10 120 20 40 80 76 6 30300972

10,01 +0,004 10 120 20 40 80 76 6 30300974

10,02 +0,004 10 120 20 40 80 76 6 30300976

10,03 +0,004 10 120 20 40 80 76 6 30300977

10,50 H7 12 120 20 45 75 70 6 30300979

11,00 H7 12 120 20 45 75 70 6 30300980

11,50 H7 12 120 20 45 75 71 6 30300982

11,97 +0,004 12 120 20 45 75 71 6 30300983

11,98 +0,004 12 120 20 45 75 71 6 30300985

11,99 +0,004 12 120 20 45 75 71 6 30300986

12,00 H7 12 120 20 45 75 71 6 30228277

12,01 +0,004 12 120 20 45 75 71 6 30300994

12,02 +0,004 12 120 20 45 75 71 6 30300995

12,03 +0,004 12 120 20 45 75 71 6 30300996

13,00 H7 14 130 22 45 85 80 6 30300998

14,00 H7 14 130 22 45 85 80 6 30300999

15,00 H7 16 130 22 48 82 77 6 30301001

16,00 H7 16 150 25 48 102 97 6 30228279

17,00 H7 18 150 25 48 102 97 6 30301002

18,00 H7 18 150 25 48 102 97 6 30301003

19,00 H7 20 150 25 50 100 95 6 30301004

20,00 H7 20 150 25 50 100 95 6 30301005
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Dimensions in mm. 
Cutting data see page 367 ff.
If necessary the reamers diameter must be adjusted to the hardening process or to the components temper. Please ask us for advice!
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-HT I 043280, preferred series for through bore, internal coolant supply



l1

l4l3

 d
2 

h6

l5

d 1

l2

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,97 +0,004 6 70 10 36 34 29 4 30194481

3,98 +0,004 6 70 10 36 34 29 4 30194756

3,99 +0,004 6 70 10 36 34 29 4 30194757

4,00 H7 6 70 10 36 34 29 4 30194758

4,01 +0,004 6 70 10 36 34 29 4 30194759

4,02 +0,004 6 70 10 36 34 29 4 30194761

4,03 +0,004 6 70 10 36 34 29 4 30194762

4,50 H7 6 70 10 36 34 29 4 30194763

4,97 +0,004 6 70 10 36 34 29 4 30194779

4,98 +0,004 6 70 10 36 34 29 4 30194801

4,99 +0,004 6 70 10 36 34 29 4 30194802

5,00 H7 6 70 10 36 34 29 4 30194803

5,01 +0,004 6 70 10 36 34 29 4 30194804

5,02 +0,004 6 70 10 36 34 29 4 30194805

5,03 +0,004 6 70 10 36 34 29 4 30194808

5,50 H7 6 70 10 36 34 29 4 30194809

5,97 +0,004 6 70 10 36 34 29 6 30194810

5,98 +0,004 6 70 10 36 34 29 6 30194813

5,99 +0,004 6 70 10 36 34 29 6 30194815

6,00 H7 6 70 10 36 34 29 6 30194816

6,01 +0,004 6 70 10 36 34 29 6 30194817

6,02 +0,004 6 70 10 36 34 29 6 30194818

6,03 +0,004 6 70 10 36 34 29 6 30194819

6,50 H7 8 75 15 36 39 34 6 30194820

7,00 H7 8 75 15 36 39 34 6 30194822

7,50 H7 8 75 15 36 39 34 6 30194823

7,97 +0,004 8 75 15 36 39 34 6 30194825

7,98 +0,004 8 75 15 36 39 34 6 30194827

7,99 +0,004 8 75 15 36 39 34 6 30194828

8,00 H7 8 75 15 36 39 34 6 30194829

8,01 +0,004 8 75 15 36 39 34 6 30194830

8,02 +0,004 8 75 15 36 39 34 6 30194832

8,03 +0,004 8 75 15 36 39 34 6 30194833

8,50 H7 10 75 15 40 35 30 6 30194834

9,00 H7 10 75 15 40 35 30 6 30194835

9,50 H7 10 75 15 40 35 30 6 30194837

9,97 +0,004 10 100 20 40 60 55 6 30194838

9,98 +0,004 10 100 20 40 60 55 6 30194840

    

HA
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BECK
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HCS I 040360
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,97-12,03 mm
Cutting direction: Right-hand cutting
Cutting material: Cermet, uncoated
Flute direction: Spiral fluted
Geometry: HPC, EU spacing

Continued on next page.



9,99 +0,004 10 100 20 40 60 55 6 30194842

10,00 H7 10 100 20 40 60 55 6 30194843

10,01 +0,004 10 100 20 40 60 55 6 30194844

10,02 +0,004 10 100 20 40 60 55 6 30194845

10,03 +0,004 10 100 20 40 60 55 6 30194846

10,50 H7 12 100 20 45 55 50 6 30194847

11,00 H7 12 100 20 45 55 50 6 30194848

11,50 H7 12 100 20 45 55 50 6 30194849

11,97 +0,004 12 100 20 45 55 50 6 30194851

11,98 +0,004 12 100 20 45 55 50 6 30194852

11,99 +0,004 12 100 20 45 55 50 6 30194853

12,00 H7 12 100 20 45 55 50 6 30194854

12,01 +0,004 12 100 20 45 55 50 6 30194855

12,02 +0,004 12 100 20 45 55 50 6 30194856

12,03 +0,004 12 100 20 45 55 50 6 30194857
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 38.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HCS I 040360, preferred series for through bore, internal coolant supply



P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.2 2

040260
043250
043260
043270
043272
043280

0 4 3 2 6 0 - 1 2 . 2 0 0 H 7

    
HA

DIN 6535  

BECK
NORM

N 1.1 1.2 1.3 1.4 2.1 2.2 2.3 3.1 4.1 4.2 4.3 C 1.1 1.2 1.3 2.1 3.1 4.1 4.2 4.3 4.4 5.1 5.2

043290

HNC, HNC-AL, HNC-Speed, HNC-VA, HNC-TI, HNC-HT, HNC-Diamond

l1

l4l3

 d
2 

h6

l5

d 1

l2

040360
P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

HCS I 040360

   

 

HA

DIN 6535  

BECK
NORM

 

l1

l4l3

 d
2 

h6

l5

d 1

l2
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HNC reamers, overview
Configurable series for through bore with internal coolant supply

Ordering example:

1. BECK product code 2. Diameter 3. Tolerance

Bore diameter IT or tolerance in µmBECK product code Hyphen

Design: 040260 043250 043260 043270 043272 043280 043290

Diameter: 2,800-20,200 mm 3,701-20,200 mm 2,800-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm
Cutting direction: Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting
Cutting material: Solid carbide, uncoated Solid carbide,  

BAL coated
Solid carbide,  
BSP coated

Solid carbide,  
BVA coated

Solid carbide,  
BTI coated

Solid carbide,  
BHV coated

Solid carbide,  
Diamond coated

Flute direction: Spiral fluted Straight fluted Spiral fluted Spiral fluted Spiral fluted Straight fluted Spiral fluted
Geometry: HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing

Design:
Diameter: 3,701-12,100 mm
Cutting direction: Right-hand cutting
Cutting material: Cermet, uncoated
Flute direction: Spiral fluted
Geometry: HPC, EU spacing



2,800-3,030 4 65 12 28 37 34 4
3,031-3,350 4 65 12 28 37 34 4
3,351-3,700 4 65 12 28 37 34 4
3,701-4,200 6 75 12 36 39 34 4
4,201-4,700 6 75 12 36 39 34 4
4,701-5,200 6 75 12 36 39 35 4
5,201-5,700 6 75 12 36 39 35 4
5,701-6,200 6 75 12 36 39 35 4
6,201-6,700 8 100 16 36 64 59 6
6,701-7,200 8 100 16 36 64 59 6
7,201-7,700 8 100 16 36 64 60 6
7,701-8,200 8 100 16 36 64 60 6
8,201-8,700 10 100 20 40 60 55 6
8,701-9,200 10 100 20 40 60 55 6
9,201-9,700 10 120 20 40 80 76 6

9,701-10,200 10 120 20 40 80 76 6
10,201-10,700 12 120 20 45 75 70 6
10,701-11,200 12 120 20 45 75 70 6
11,201-11,700 12 120 20 45 75 71 6
11,701-12,200 12 120 20 45 75 71 6
12,201-13,200 14 130 22 45 85 80 6
13,201-14,200 14 130 22 45 85 80 6
14,201-15,200 16 130 22 48 82 77 6
15,201-16,200 16 150 25 48 102 97 6
16,201-17,200 18 150 25 48 102 97 8/6
17,201 -18,200 18 150 25 48 102 97 8/6
18,201-19,200 20 150 25 50 100 95 8/6
19,201-20,200 20 150 25 50 100 95 8/6

HNC, HNC-AL, HNC-Speed, HNC-VA, HNC-TI, HNC-HT, HNC-Diamond

3,701-4,200 6 70 10 36 34 29 4
4,201-4,700 6 70 10 36 34 29 4
4,701-5,200 6 70 10 36 34 29 4
5,201-5,700 6 70 10 36 34 29 4
5,701-6,200 6 70 10 36 34 29 6
6,201-6,700 8 75 15 36 39 34 6
6,701-7,200 8 75 15 36 39 34 6
7,201-7,700 8 75 15 36 39 34 6
7,701-8,200 8 75 15 36 39 34 6
8,201-8,700 10 75 15 40 35 30 6
8,701-9,200 10 75 15 40 35 30 6
9,201-9,700 10 75 15 40 35 30 6

9,701-10,200 10 100 20 40 60 55 6
10,201-10,700 12 100 20 45 55 50 6
10,701-11,200 12 100 20 45 55 50 6
11,201-11,700 12 100 20 45 55 50 6
11,701-12,100 12 100 20 45 55 50 6

HCS I 040360
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Dimensions
z

d1 d2 l1 l2 l3 l4 l5

Design: 040260 043250 043260 043270 043272 043280 043290

Diameter: 2,800-20,200 mm 3,701-20,200 mm 2,800-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm
Cutting direction: Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting
Cutting material: Solid carbide, uncoated Solid carbide,  

BAL coated
Solid carbide,  
BSP coated

Solid carbide,  
BVA coated

Solid carbide,  
BTI coated

Solid carbide,  
BHV coated

Solid carbide,  
Diamond coated

Flute direction: Spiral fluted Straight fluted Spiral fluted Spiral fluted Spiral fluted Straight fluted Spiral fluted
Geometry: HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing

Dimensions z

d1 d2 l1 l2 l3 l4 l5

Dimensions in mm. 
Cutting data see page 367 ff.



l1

l4l3

l2

 d
2 

h6

d 1

3,00 4 65 12 28 37 6 30601315

3,50 4 65 12 28 37 6 30601316

4,00 6 75 12 36 39 6 30556056

4,50 6 75 12 36 39 6 30601317

5,00 6 75 12 36 39 6 30601318

5,50 6 75 12 36 39 6 30601319

6,00 6 75 12 36 39 8 30591461

6,50 8 100 16 36 64 8 30601320

7,00 8 100 16 36 64 8 30601321

7,50 8 100 16 36 64 8 30601322

8,00 8 100 16 36 64 10 30589906

8,50 10 100 16 40 60 10 30601323

9,00 10 100 16 40 60 10 30601324

9,50 10 120 20 40 80 10 30601325

10,00 10 120 20 40 80 10 30601327

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.2

    

HA

DIN 6535  

BECK
NORM
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PcBN reamer I 040356
Preferred series for through bore, internal coolant supply

Dimensions in mm. 
Cutting data see page 367 ff.
PcBN reamers in the ø range 1-3 mm without internal coolant supply on request.

Dimensions z Order No.

d1 H7 d2 h6 l1 l2 l3 l4

Design:
Diameter: 3,00-10,00 mm
Cutting direction: Right-hand cutting
Cutting material: PcBN tipped head
Flute direction: Straight fluted
Geometry: HPC, EU spacing



3,001-3,210 4 65 12 28 37 6
3,211-3,710 4 65 12 28 37 6
3,711-4,210 6 75 12 36 39 6
4,211-4,710 6 75 12 36 39 6
4,711-5,210 6 75 12 36 39 6
5,211-5,710 6 75 12 36 39 6
5,711-6,210 6 75 12 36 39 8
6,211-6,710 8 100 16 36 64 8
6,711-7,210 8 100 16 36 64 8
7,211-7,710 8 100 16 36 64 8
7,711-8,210 8 100 16 36 64 10
8,211-8,710 10 100 16 40 60 10
8,711-9,210 10 100 16 40 60 10
9,211-9,710 10 120 20 40 80 10

9,711-10,200 10 120 20 40 80 10

l1

l4l3

l2

 d
2 

h6

d 1

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.2

    

HA

DIN 6535  

BECK
NORM
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Dimensions z

d1 d2 l1 l2 l3 l4

PcBN reamer I 040356, overview
Configurable series for through bore, internal coolant supply

Dimensions in mm. 
Cutting data see page 367 ff.
PcBN reamers in the ø range 1-3 mm without internal coolant supply on request.

Design:
Diameter: 3,001-10,200 mm
Cutting direction: Right-hand cutting
Cutting material: PcBN tipped head
Flute direction: Straight fluted
Geometry: HPC, EU spacing



P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,00 H7 4 65 12 28 37 33 4 30402436

3,20 H7 4 65 12 28 37 33 4 30402437

3,50 H7 4 65 12 28 37 33 4 30402440

3,97 +0,004 6 75 12 36 39 34 4 30131314

3,98 +0,004 6 75 12 36 39 34 4 30131316

3,99 +0,004 6 75 12 36 39 34 4 30131318

4,00 H7 6 75 12 36 39 34 4 30131320

4,01 +0,004 6 75 12 36 39 34 4 30131322

4,02 +0,004 6 75 12 36 39 34 4 30131324

4,03 +0,004 6 75 12 36 39 34 4 30131326

4,50 H7 6 75 12 36 39 34 4 30131328

4,97 +0,004 6 75 12 36 39 34 4 30131330

4,98 +0,004 6 75 12 36 39 34 4 30131332

4,99 +0,004 6 75 12 36 39 34 4 30131334

5,00 H7 6 75 12 36 39 34 4 30131336

5,01 +0,004 6 75 12 36 39 34 4 30131338

5,02 +0,004 6 75 12 36 39 34 4 30131340

5,03 +0,004 6 75 12 36 39 34 4 30131342

5,50 H7 6 75 12 36 39 34 4 30131344

5,97 +0,004 6 75 12 36 39 34 4 30131346

5,98 +0,004 6 75 12 36 39 34 4 30131348

5,99 +0,004 6 75 12 36 39 34 4 30131350

6,00 H7 6 75 12 36 39 34 4 30131352

6,01 +0,004 6 75 12 36 39 34 4 30131354

6,02 +0,004 6 75 12 36 39 34 4 30131356

6,03 +0,004 6 75 12 36 39 34 4 30131358

6,50 H7 8 100 16 36 64 58 6 30131360

7,00 H7 8 100 16 36 64 58 6 30131362

7,50 H7 8 100 16 36 64 58 6 30131364

7,97 +0,004 8 100 16 36 64 58 6 30131366

7,98 +0,004 8 100 16 36 64 58 6 30131368

7,99 +0,004 8 100 16 36 64 58 6 30131370

8,00 H7 8 100 16 36 64 58 6 30131372

8,01 +0,004 8 100 16 36 64 58 6 30131374

8,02 +0,004 8 100 16 36 64 58 6 30131376

8,03 +0,004 8 100 16 36 64 58 6 30131378

8,50 H7 10 100 20 40 60 54 6 30131380

9,00 H7 10 100 20 40 60 54 6 30131382

9,50 H7 10 120 20 40 80 74 6 30131384

    

HA

DIN 6535  

BECK
NORM
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l5
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HNC I 040261
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

uncoated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



9,97 +0,004 10 120 20 40 80 74 6 30131386

9,98 +0,004 10 120 20 40 80 74 6 30131388

9,99 +0,004 10 120 20 40 80 74 6 30131390

10,00 H7 10 120 20 40 80 74 6 30131392

10,01 +0,004 10 120 20 40 80 74 6 30131394

10,02 +0,004 10 120 20 40 80 74 6 30131396

10,03 +0,004 10 120 20 40 80 74 6 30131398

10,50 H7 12 120 20 45 75 68 6 30131400

11,00 H7 12 120 20 45 75 68 6 30131402

11,50 H7 12 120 20 45 75 68 6 30131404

11,97 +0,004 12 120 20 45 75 68 6 30131406

11,98 +0,004 12 120 20 45 75 68 6 30131408

11,99 +0,004 12 120 20 45 75 68 6 30131410

12,00 H7 12 120 20 45 75 68 6 30131412

12,01 +0,004 12 120 20 45 75 68 6 30131414

12,02 +0,004 12 120 20 45 75 68 6 30131416

12,03 +0,004 12 120 20 45 75 68 6 30131418

13,00 H7 14 130 22 45 85 78 6 30131420

14,00 H7 14 130 22 45 85 78 6 30131422

15,00 H7 16 130 22 48 82 75 6 30131424

16,00 H7 16 150 25 48 102 95 6 30131426

17,00 H7 18 150 25 48 102 95 6 30131428

18,00 H7 18 150 25 48 102 95 6 30131430

19,00 H7 20 150 25 50 100 92 6 30131432

20,00 H7 20 150 25 50 100 92 6 30131434
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 54.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC I 040261, preferred series for blind bore, internal coolant supply



P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,00 H7 4 65 12 28 37 33 4 30402456

3,20 H7 4 65 12 28 37 33 4 30402457

3,50 H7 4 65 12 28 37 33 4 30402458

3,97 +0,004 6 75 12 36 39 34 4 30131558

3,98 +0,004 6 75 12 36 39 34 4 30131560

3,99 +0,004 6 75 12 36 39 34 4 30131562

4,00 H7 6 75 12 36 39 34 4 30131564

4,01 +0,004 6 75 12 36 39 34 4 30131566

4,02 +0,004 6 75 12 36 39 34 4 30131568

4,03 +0,004 6 75 12 36 39 34 4 30131570

4,50 H7 6 75 12 36 39 34 4 30131572

4,97 +0,004 6 75 12 36 39 34 4 30131574

4,98 +0,004 6 75 12 36 39 34 4 30131576

4,99 +0,004 6 75 12 36 39 34 4 30131578

5,00 H7 6 75 12 36 39 34 4 30131580

5,01 +0,004 6 75 12 36 39 34 4 30131582

5,02 +0,004 6 75 12 36 39 34 4 30131584

5,03 +0,004 6 75 12 36 39 34 4 30131586

5,50 H7 6 75 12 36 39 34 4 30131588

5,97 +0,004 6 75 12 36 39 34 4 30131590

5,98 +0,004 6 75 12 36 39 34 4 30131592

5,99 +0,004 6 75 12 36 39 34 4 30131594

6,00 H7 6 75 12 36 39 34 4 30131596

6,01 +0,004 6 75 12 36 39 34 4 30131598

6,02 +0,004 6 75 12 36 39 34 4 30131600

6,03 +0,004 6 75 12 36 39 34 4 30131602

6,50 H7 8 100 16 36 64 58 6 30131604

7,00 H7 8 100 16 36 64 58 6 30131606

7,50 H7 8 100 16 36 64 58 6 30131608

7,97 +0,004 8 100 16 36 64 58 6 30131610

7,98 +0,004 8 100 16 36 64 58 6 30131612

7,99 +0,004 8 100 16 36 64 58 6 30131614

8,00 H7 8 100 16 36 64 58 6 30131616

8,01 +0,004 8 100 16 36 64 58 6 30131618

8,02 +0,004 8 100 16 36 64 58 6 30131620

8,03 +0,004 8 100 16 36 64 58 6 30131622

8,50 H7 10 100 20 40 60 54 6 30131624

9,00 H7 10 100 20 40 60 54 6 30131626

9,50 H7 10 120 20 40 80 74 6 30131628

    

HA

DIN 6535  

BECK
NORM

d 2
 h

6

d 1

l3

l1

l5

l4

l2
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HNC-Speed I 043261
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BSP coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



9,97 +0,004 10 120 20 40 80 74 6 30131630

9,98 +0,004 10 120 20 40 80 74 6 30131632

9,99 +0,004 10 120 20 40 80 74 6 30131634

10,00 H7 10 120 20 40 80 74 6 30131636

10,01 +0,004 10 120 20 40 80 74 6 30131638

10,02 +0,004 10 120 20 40 80 74 6 30131640

10,03 +0,004 10 120 20 40 80 74 6 30131642

10,50 H7 12 120 20 45 75 68 6 30131644

11,00 H7 12 120 20 45 75 68 6 30131646

11,50 H7 12 120 20 45 75 68 6 30131648

11,97 +0,004 12 120 20 45 75 68 6 30131650

11,98 +0,004 12 120 20 45 75 68 6 30131652

11,99 +0,004 12 120 20 45 75 68 6 30131654

12,00 H7 12 120 20 45 75 68 6 30131656

12,01 +0,004 12 120 20 45 75 68 6 30131658

12,02 +0,004 12 120 20 45 75 68 6 30131660

12,03 +0,004 12 120 20 45 75 68 6 30131662

13,00 H7 14 130 22 45 85 78 6 30131664

14,00 H7 14 130 22 45 85 78 6 30131666

15,00 H7 16 130 22 48 82 75 6 30131668

16,00 H7 16 150 25 48 102 95 6 30131670

17,00 H7 18 150 25 48 102 95 6 30131672

18,00 H7 18 150 25 48 102 95 6 30131674

19,00 H7 20 150 25 50 100 92 6 30131676

20,00 H7 20 150 25 50 100 92 6 30131678
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 54.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-Speed I 043261, preferred series for blind bore, internal coolant supply



P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,97 +0,004 6 75 12 36 39 34 4 30131802

3,98 +0,004 6 75 12 36 39 34 4 30131804

3,99 +0,004 6 75 12 36 39 34 4 30131806

4,00 H7 6 75 12 36 39 34 4 30131808

4,01 +0,004 6 75 12 36 39 34 4 30131810

4,02 +0,004 6 75 12 36 39 34 4 30131812

4,03 +0,004 6 75 12 36 39 34 4 30131814

4,50 H7 6 75 12 36 39 34 4 30131816

4,97 +0,004 6 75 12 36 39 34 4 30131818

4,98 +0,004 6 75 12 36 39 34 4 30131820

4,99 +0,004 6 75 12 36 39 34 4 30131822

5,00 H7 6 75 12 36 39 34 4 30131824

5,01 +0,004 6 75 12 36 39 34 4 30131826

5,02 +0,004 6 75 12 36 39 34 4 30131828

5,03 +0,004 6 75 12 36 39 34 4 30131830

5,50 H7 6 75 12 36 39 34 4 30131832

5,97 +0,004 6 75 12 36 39 34 4 30131834

5,98 +0,004 6 75 12 36 39 34 4 30131836

5,99 +0,004 6 75 12 36 39 34 4 30131838

6,00 H7 6 75 12 36 39 34 4 30131840

6,01 +0,004 6 75 12 36 39 34 4 30131842

6,02 +0,004 6 75 12 36 39 34 4 30131844

6,03 +0,004 6 75 12 36 39 34 4 30131846

6,50 H7 8 100 16 36 64 58 6 30131848

7,00 H7 8 100 16 36 64 58 6 30131850

7,50 H7 8 100 16 36 64 58 6 30131852

7,97 +0,004 8 100 16 36 64 58 6 30131854

7,98 +0,004 8 100 16 36 64 58 6 30131856

7,99 +0,004 8 100 16 36 64 58 6 30131858

8,00 H7 8 100 16 36 64 58 6 30131860

8,01 +0,004 8 100 16 36 64 58 6 30131862

8,02 +0,004 8 100 16 36 64 58 6 30131864

8,03 +0,004 8 100 16 36 64 58 6 30131866

8,50 H7 10 100 20 40 60 54 6 30131868

9,00 H7 10 100 20 40 60 54 6 30131870

9,50 H7 10 120 20 40 80 74 6 30131872

9,97 +0,004 10 120 20 40 80 74 6 30131874

9,98 +0,004 10 120 20 40 80 74 6 30131876

9,99 +0,004 10 120 20 40 80 74 6 30131878

    

HA
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HNC-VA I 043271
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,97-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BVA coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



10,00 H7 10 120 20 40 80 74 6 30131880

10,01 +0,004 10 120 20 40 80 74 6 30131882

10,02 +0,004 10 120 20 40 80 74 6 30131884

10,03 +0,004 10 120 20 40 80 74 6 30131886

10,50 H7 12 120 20 45 75 68 6 30131888

11,00 H7 12 120 20 45 75 68 6 30131890

11,50 H7 12 120 20 45 75 68 6 30131892

11,97 +0,004 12 120 20 45 75 68 6 30131894

11,98 +0,004 12 120 20 45 75 68 6 30131896

11,99 +0,004 12 120 20 45 75 68 6 30131898

12,00 H7 12 120 20 45 75 68 6 30131900

12,01 +0,004 12 120 20 45 75 68 6 30131902

12,02 +0,004 12 120 20 45 75 68 6 30131904

12,03 +0,004 12 120 20 45 75 68 6 30131906

13,00 H7 14 130 22 45 85 78 6 30131908

14,00 H7 14 130 22 45 85 78 6 30131910

15,00 H7 16 130 22 48 82 75 6 30131912

16,00 H7 16 150 25 48 102 95 6 30131914

17,00 H7 18 150 25 48 102 95 6 30131916

18,00 H7 18 150 25 48 102 95 6 30131918

19,00 H7 20 150 25 50 100 92 6 30131920

20,00 H7 20 150 25 50 100 92 6 30131922
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 54.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-VA I 043271, preferred series for blind bore, internal coolant supply



P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

3,97 +0,004 6 75 12 36 39 34 4 30585314

3,98 +0,004 6 75 12 36 39 34 4 30585315

3,99 +0,004 6 75 12 36 39 34 4 30585316

4,00 H7 6 75 12 36 39 34 4 30585289

4,01 +0,004 6 75 12 36 39 34 4 30585317

4,02 +0,004 6 75 12 36 39 34 4 30585318

4,03 +0,004 6 75 12 36 39 34 4 30585319

4,50 H7 6 75 12 36 39 34 4 30585290

4,97 +0,004 6 75 12 36 39 34 4 30585320

4,98 +0,004 6 75 12 36 39 34 4 30585321

4,99 +0,004 6 75 12 36 39 34 4 30585322

5,00 H7 6 75 12 36 39 34 4 30585291

5,01 +0,004 6 75 12 36 39 34 4 30585323

5,02 +0,004 6 75 12 36 39 34 4 30585324

5,03 +0,004 6 75 12 36 39 34 4 30585325

5,50 H7 6 75 12 36 39 34 4 30585292

5,97 +0,004 6 75 12 36 39 34 4 30585326

5,98 +0,004 6 75 12 36 39 34 4 30585327

5,99 +0,004 6 75 12 36 39 34 4 30585328

6,00 H7 6 75 12 36 39 34 4 30585293

6,01 +0,004 6 75 12 36 39 34 4 30585329

6,02 +0,004 6 75 12 36 39 34 4 30585330

6,03 +0,004 6 75 12 36 39 34 4 30585331

6,50 H7 8 100 16 36 64 58 6 30585294

7,00 H7 8 100 16 36 64 58 6 30585295

7,50 H7 8 100 16 36 64 58 6 30585296

7,97 +0,004 8 100 16 36 64 58 6 30585332

7,98 +0,004 8 100 16 36 64 58 6 30585333

7,99 +0,004 8 100 16 36 64 58 6 30585334

8,00 H7 8 100 16 36 64 58 6 30585297

8,01 +0,004 8 100 16 36 64 58 6 30585335

8,02 +0,004 8 100 16 36 64 58 6 30585336

8,03 +0,004 8 100 16 36 64 58 6 30585337

8,50 H7 10 100 20 40 60 54 6 30585298

9,00 H7 10 100 20 40 60 54 6 30585299

9,50 H7 10 120 20 40 80 74 6 30585300

9,97 +0,004 10 120 20 40 80 74 6 30585338

9,98 +0,004 10 120 20 40 80 74 6 30585339

9,99 +0,004 10 120 20 40 80 74 6 30585340
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HNC-TI I 043273
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,97-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BTI coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



10,00 H7 10 120 20 40 80 74 6 30585301

10,01 +0,004 10 120 20 40 80 74 6 30585341

10,02 +0,004 10 120 20 40 80 74 6 30585342

10,03 +0,004 10 120 20 40 80 74 6 30585343

10,50 H7 12 120 20 45 75 68 6 30585302

11,00 H7 12 120 20 45 75 68 6 30585303

11,50 H7 12 120 20 45 75 68 6 30585304

11,97 +0,004 12 120 20 45 75 68 6 30585344

11,98 +0,004 12 120 20 45 75 68 6 30585345

11,99 +0,004 12 120 20 45 75 68 6 30585346

12,00 H7 12 120 20 45 75 68 6 30585305

12,01 +0,004 12 120 20 45 75 68 6 30585347

12,02 +0,004 12 120 20 45 75 68 6 30585348

12,03 +0,004 12 120 20 45 75 68 6 30585349

13,00 H7 14 130 22 45 85 78 6 30585306

14,00 H7 14 130 22 45 85 78 6 30585307

15,00 H7 16 130 22 48 82 75 6 30585308

16,00 H7 16 150 25 48 102 95 6 30585309

17,00 H7 18 150 25 48 102 95 6 30585310

18,00 H7 18 150 25 48 102 95 6 30585311

19,00 H7 20 150 25 50 100 92 6 30585312

20,00 H7 20 150 25 50 100 92 6 30585313
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Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 54.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-TI I 043273, preferred series for blind bore, internal coolant supply



4,00 6 75 12 36 39 34 4 30601845

4,50 6 75 12 36 39 34 4 30495398

5,00 6 75 12 36 39 34 4 30601846

5,50 6 75 12 36 39 34 4 30601847

6,00 6 75 12 36 39 34 4 30498850

6,50 8 100 16 36 64 58 6 30601848

7,00 8 100 16 36 64 58 6 30601849

7,50 8 100 16 36 64 58 6 30601850

8,00 8 100 16 36 64 58 6 30546131

8,50 10 100 20 40 60 54 6 30601851

9,00 10 100 20 40 60 54 6 30601852

9,50 10 120 20 40 80 74 6 30601853

10,00 10 120 20 40 80 74 6 30419221

10,50 12 120 20 45 75 68 6 30601854

11,00 12 120 20 45 75 68 6 30601855

11,50 12 120 20 45 75 68 6 30601856

12,00 12 120 20 45 75 68 6 30466230

13,00 14 130 22 45 85 78 6 30601857

14,00 14 130 22 45 85 78 6 30601858

15,00 16 130 22 48 82 75 6 30601859

16,00 16 150 25 48 102 95 6 30601860

17,00 18 150 25 48 102 95 6 30601861

18,00 18 150 25 48 102 95 6 30601862

19,00 20 150 25 50 100 92 6 30601863

20,00 20 150 25 50 100 92 6 30497749

N 1.1 1.2 1.3 1.4 2.1 2.2 2.3 3.1 4.1 4.2 4.3 C 1.1 1.2 1.3 2.1 3.1 4.1 4.2 4.3 4.4 5.1 5.2

    

HA

DIN 6535  

BECK
NORM

d 2
 h

6

d 1
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l1

l5

l4

l2
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HNC-Diamond I 043291
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 H7 d2 h6 l1 l2 l3 l4 l5

Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 54.

Design:
Diameter: 4,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

diamond coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



4,00 6 75 12 36 39 34 4 30385429

4,50 6 75 12 36 39 34 4 30385431

5,00 6 75 12 36 39 34 4 30385433

5,50 6 75 12 36 39 34 4 30385434

6,00 6 75 12 36 39 34 4 30385436

6,50 8 100 16 36 64 58 6 30385439

7,00 8 100 16 36 64 58 6 30385440

7,50 8 100 16 36 64 58 6 30385441

8,00 8 100 16 36 64 58 6 30385442

8,50 10 100 20 40 60 54 6 30385443

9,00 10 100 20 40 60 54 6 30385444

9,50 10 120 20 40 80 74 6 30385445

10,00 10 120 20 40 80 74 6 30385446

10,50 12 120 20 45 75 68 6 30385447

11,00 12 120 20 45 75 68 6 30385449

11,50 12 120 20 45 75 68 6 30385451

12,00 12 120 20 45 75 68 6 30385452

13,00 14 130 22 45 85 78 6 30385453

14,00 14 130 22 45 85 78 6 30385454

15,00 16 130 22 48 82 75 6 30385455

16,00 16 150 25 48 102 95 6 30385456

17,00 18 150 25 48 102 95 6 30385458

18,00 18 150 25 48 102 95 6 30385460

19,00 20 150 25 50 100 92 6 30385461

20,00 20 150 25 50 100 92 6 30385464

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

    

HA

DIN 6535  

BECK
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HNC-AL I 043251
Preferred series for blind bore, internal coolant supply

Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 54.

Dimensions z Order No.

d1 H7 d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 4,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BAL coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.1 2

3,97 +0,004 6 75 12 36 39 34 4 30301217

3,98 +0,004 6 75 12 36 39 34 4 30301219

3,99 +0,004 6 75 12 36 39 34 4 30301220

4,00 H7 6 75 12 36 39 34 4 30301222

4,01 +0,004 6 75 12 36 39 34 4 30301223

4,02 +0,004 6 75 12 36 39 34 4 30301224

4,03 +0,004 6 75 12 36 39 34 4 30301225

4,50 H7 6 75 12 36 39 34 4 30301226

4,97 +0,004 6 75 12 36 39 34 4 30301227

4,98 +0,004 6 75 12 36 39 34 4 30301228

4,99 +0,004 6 75 12 36 39 34 4 30301229

5,00 H7 6 75 12 36 39 34 4 30301234

5,01 +0,004 6 75 12 36 39 34 4 30301236

5,02 +0,004 6 75 12 36 39 34 4 30301237

5,03 +0,004 6 75 12 36 39 34 4 30301365

5,50 H7 6 75 12 36 39 34 4 30301366

5,97 +0,004 6 75 12 36 39 34 4 30301369

5,98 +0,004 6 75 12 36 39 34 4 30301372

5,99 +0,004 6 75 12 36 39 34 4 30301373

6,00 H7 6 75 12 36 39 34 4 30301374

6,01 +0,004 6 75 12 36 39 34 4 30301375

6,02 +0,004 6 75 12 36 39 34 4 30301376

6,03 +0,004 6 75 12 36 39 34 4 30301377

6,50 H7 8 100 16 36 64 58 6 30301378

7,00 H7 8 100 16 36 64 58 6 30301379

7,50 H7 8 100 16 36 64 58 6 30301380

7,97 +0,004 8 100 16 36 64 58 6 30301381

7,98 +0,004 8 100 16 36 64 58 6 30301382

7,99 +0,004 8 100 16 36 64 58 6 30301383

8,00 H7 8 100 16 36 64 58 6 30228281

8,01 +0,004 8 100 16 36 64 58 6 30301384

8,02 +0,004 8 100 16 36 64 58 6 30301387

8,03 +0,004 8 100 16 36 64 58 6 30301388

8,50 H7 10 100 20 40 60 54 6 30301389

9,00 H7 10 100 20 40 60 54 6 30301390

9,50 H7 10 120 20 40 80 74 6 30301391

9,97 +0,004 10 120 20 40 80 74 6 30301392

9,98 +0,004 10 120 20 40 80 74 6 30301393

9,99 +0,004 10 120 20 40 80 74 6 30301394
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HNC-HT I 043281
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

Design:
Diameter: 3,97-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BHV coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing



10,00 H7 10 120 20 40 80 74 6 30301395

10,01 +0,004 10 120 20 40 80 74 6 30301398

10,02 +0,004 10 120 20 40 80 74 6 30301399

10,03 +0,004 10 120 20 40 80 74 6 30301400

10,50 H7 12 120 20 45 75 68 6 30301401

11,00 H7 12 120 20 45 75 68 6 30301402

11,50 H7 12 120 20 45 75 68 6 30301403

11,97 +0,004 12 120 20 45 75 68 6 30301404

11,98 +0,004 12 120 20 45 75 68 6 30301405

11,99 +0,004 12 120 20 45 75 68 6 30301406

12,00 H7 12 120 20 45 75 68 6 30228282

12,01 +0,004 12 120 20 45 75 68 6 30301452

12,02 +0,004 12 120 20 45 75 68 6 30301453

12,03 +0,004 12 120 20 45 75 68 6 30301455

13,00 H7 14 130 22 45 85 78 6 30301456

14,00 H7 14 130 22 45 85 78 6 30301457

15,00 H7 16 130 22 48 82 75 6 30301465

16,00 H7 16 150 25 48 102 95 6 30228283

17,00 H7 18 150 25 48 102 95 6 30301467

18,00 H7 18 150 25 48 102 95 6 30301470

19,00 H7 20 150 25 50 100 92 6 30301499

20,00 H7 20 150 25 50 100 92 6 30301500
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Dimensions in mm. 
Cutting data see page 367 ff.
If necessary the reamers diameter must be adjusted to the hardening process or to the components temper. Please ask us for advice!
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 54.

Dimensions z Order No.

d1 Tolerance d2 h6 l1 l2 l3 l4 l5

HNC-HT I 043281, preferred series for blind bore, internal coolant supply



P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.2 2

040261
043251
043261
043271
043273
043281

0 4 3 2 6 1 - 1 2 . 2 0 0 H 7

    
HA

DIN 6535  

BECK
NORM

N 1.1 1.2 1.3 1.4 2.1 2.2 2.3 3.1 4.1 4.2 4.3 C 1.1 1.2 1.3 2.1 3.1 4.1 4.2 4.3 4.4 5.1 5.2

043291

HNC, HNC-AL, HNC-Speed, HNC-VA, HNC-TI, HNC-HT, HNC-Diamond

d 2
 h

6

d 1

l3

l1

l5

l4
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HNC reamers, overview
Configurable series for blind bore with internal coolant supply

Ordering example:

1. BECK product code 2. Diameter 3. Tolerance

Bore diameter IT or tolerance in µmBECK product code Hyphen

Design: 040261 043251 043261 043271 043273 043281 043291

Diameter: 2,800-20,200 mm 3,701-20,200 mm 2,800-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm
Cutting direction: Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting
Cutting material: Solid carbide, uncoated Solid carbide,  

BAL coated
Solid carbide,  
BSP coated

Solid carbide,  
BVA coated

Solid carbide,  
BTI coated

Solid carbide,  
BHV coated

Solid carbide,  
Diamond coated

Flute direction: Straight fluted Straight fluted Straight fluted Straight fluted Straight fluted Straight fluted Straight fluted
Geometry: HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing



HNC, HNC-AL, HNC-Speed, HNC-VA, HNC-TI, HNC-HT, HNC-Diamond

2,800-3,030 4 65 12 28 37 33 4
3,031-3,350 4 65 12 28 37 33 4
3,351-3,700 4 65 12 28 37 33 4
3,701-4,200 6 75 12 36 39 34 4
4,201-4,700 6 75 12 36 39 34 4
4,701-5,200 6 75 12 36 39 34 4
5,201-5,700 6 75 12 36 39 34 4
5,701-6,200 6 75 12 36 39 34 4
6,201-6,700 8 100 16 36 64 58 6
6,701-7,200 8 100 16 36 64 58 6
7,201-7,700 8 100 16 36 64 58 6
7,701-8,200 8 100 16 36 64 58 6
8,201-8,700 10 100 20 40 60 54 6
8,701-9,200 10 100 20 40 60 54 6
9,201-9,700 10 120 20 40 80 74 6

9,701-10,200 10 120 20 40 80 74 6
10,201-10,700 12 120 20 45 75 68 6
10,701-11,200 12 120 20 45 75 68 6
11,201-11,700 12 120 20 45 75 68 6
11,701-12,200 12 120 20 45 75 68 6
12,201-13,200 14 130 22 45 85 78 6
13,201-14,200 14 130 22 45 85 78 6
14,201-15,200 16 130 22 48 82 75 6
15,201-16,200 16 150 25 48 102 95 6
16,201-17,200 18 150 25 48 102 95 6
17,201 -18,200 18 150 25 48 102 95 6
18,201-19,200 20 150 25 50 100 92 6
19,201-20,200 20 150 25 50 100 92 6
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Design: 040261 043251 043261 043271 043273 043281 043291

Diameter: 2,800-20,200 mm 3,701-20,200 mm 2,800-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm 3,701-20,200 mm
Cutting direction: Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting Right-hand cutting
Cutting material: Solid carbide, uncoated Solid carbide,  

BAL coated
Solid carbide,  
BSP coated

Solid carbide,  
BVA coated

Solid carbide,  
BTI coated

Solid carbide,  
BHV coated

Solid carbide,  
Diamond coated

Flute direction: Straight fluted Straight fluted Straight fluted Straight fluted Straight fluted Straight fluted Straight fluted
Geometry: HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing HPC, EU spacing

Dimensions
z

d1 d2 l1 l2 l3 l4 l5

Dimensions in mm. 
Cutting data see page 367 ff.



3,00 4 65 12 28 37 6 30601813

3,50 4 65 12 28 37 6 30601814

4,00 6 75 12 36 39 6 30601815

4,50 6 75 12 36 39 6 30601816

5,00 6 75 12 36 39 6 30601817

5,50 6 75 12 36 39 6 30601818

6,00 6 75 12 36 39 8 30601819

6,50 8 100 16 36 64 8 30601820

7,00 8 100 16 36 64 8 30601821

7,50 8 100 16 36 64 8 30601822

8,00 8 100 16 36 64 10 30601823

8,50 10 100 16 40 60 10 30601824

9,00 10 100 16 40 60 10 30601825

9,50 10 120 20 40 80 10 30601826

10,00 10 120 20 40 80 10 30601827

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.2

    

HA

DIN 6535  

BECK
NORM

l1

l4l3

l2

 d
2 

h6

d 1
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PcBN reamer I 040366
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 H7 d2 h6 l1 l2 l3 l4

Dimensions in mm. 
Cutting data see page 367 ff.
PcBN reamers in the ø range 1-3 mm without internal coolant supply on request.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 58.

Design:
Diameter: 3,00-10,00 mm
Cutting direction: Right-hand cutting
Cutting material: PcBN tipped head
Flute direction: Straight fluted
Geometry: HPC, EU spacing



l1

l4l3

 d
2 

h6

l5

d 1

l2

3,00 4 56 12 28 28 24 4 30400036

3,20 4 56 12 28 28 24 4 30400035

3,50 4 56 12 28 28 24 4 30400037

4,00 4 56 12 28 28 24 4 30400038

4,50 6 64 12 36 28 23 4 30400039

5,00 6 64 12 36 28 23 4 30357266

5,50 6 64 12 36 28 24 4 30400040

6,00 6 64 12 36 28 25 4 30356948

6,50 8 75 16 36 39 32 6 30395323

7,00 8 75 16 36 39 34 6 30400043

7,50 8 75 16 36 39 35 6 30400044

8,00 8 75 16 36 39 35 6 30356949

8,50 8 75 20 36 39 35 6 30400046

9,00 8 75 20 36 39 35 6 30400050

9,50 8 75 20 36 39 35 6 30400051

10,00 8 75 20 36 39 35 6 30356951

10,50 10 80 20 40 40 35 6 30400053

11,00 10 80 20 40 40 35 6 30400054

11,50 10 80 20 40 40 35 6 30400055

12,00 12 90 22 45 45 40 6 30356952

13,00 12 90 22 45 45 40 6 30400057

14,00 14 90 22 45 45 40 6 30400058

15,00 14 90 22 45 45 40 6 30400059

16,00 16 100 25 48 52 47 8 30400060

17,00 16 100 25 48 52 47 8 30400061

18,00 16 100 25 48 52 47 8 30384786

19,00 18 100 25 48 52 47 8 30400062

20,00 18 100 25 48 52 47 8 30400063

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

    

HA

DIN 6535  

BECK
NORM
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HNC-Short I 043265
Preferred series for blind bore, internal coolant supply

Dimensions z Order No.

d1 H7 d2 h6 l1 l2 l3 l4 l5

Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 58.

Design:
Diameter: 3,00-20,00 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BSP coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing

Special feature: Suitable for  
processing on au-
thomatic lathes,  
for short bore-holes



0 4 0 3 6 6 - 0 4 . 7 0 0 0 . 0 1 0

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1.1 1.2 HA

DIN 6535

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

    

HA

DIN 6535  

BECK
NORM

BECK
NORM

l1

l4l3

 d
2 

h6

l5

d 1

l2

l1

l4l3

l2

 d
2 

h6

d 1
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Ordering example:

1. BECK product code 2. Diameter 3. Tolerance

Bore diameter IT or tolerance in µmBECK product code Hyphen

PcBN reamer / HNC-Short, overview
Configurable series for blind bore

HNC-Short I 043265

Design:
Diameter: 2,800-20,100 mm
Cutting direction: Right-hand cutting
Cutting material: Solid carbide,  

BSP coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing

Design:
Diameter: 3,001-10,200 mm
Cutting direction: Right-hand cutting
Cutting material: PcBN tipped head
Flute direction: Straight fluted
Geometry: HPC, EU spacing

PcBN reamer I 040366



3,001-3,210 4 65 12 28 37 6
3,211-3,710 4 65 12 28 37 6
3,711-4,210 6 75 12 36 39 6
4,211-4,710 6 75 12 36 39 6
4,711-5,210 6 75 12 36 39 6
5,211-5,710 6 75 12 36 39 6
5,711-6,210 6 75 12 36 39 8
6,211-6,710 8 100 16 36 64 8
6,711-7,210 8 100 16 36 64 8
7,211-7,710 8 100 16 36 64 8
7,711-8,210 8 100 16 36 64 10
8,211-8,710 10 100 16 40 60 10
8,711-9,210 10 100 16 40 60 10
9,211-9,710 10 120 20 40 80 10

9,711-10,200 10 120 20 40 80 10

2,800-3,100 4 56 12 28 28 24 4
3,101-3,350 4 56 12 28 28 24 4
3,351-3,700 4 56 12 28 28 24 4
3,701-4,050 4 56 12 28 28 24 4
4,051-4,600 6 64 12 36 28 23 4
4,601-5,100 6 64 12 36 28 23 4
5,101-5,600 6 64 12 36 28 24 4
5,601-6,100 6 64 12 36 28 25 4
6,101-6,600 8 75 16 36 39 32 6
6,601-7,100 8 75 16 36 39 34 6
7,101-7,600 8 75 16 36 39 35 6
7,601-8,100 8 75 16 36 39 35 6
8,101-8,600 8 75 20 36 39 35 6
8,601-9,100 8 75 20 36 39 35 6
9,101-9,600 8 75 20 36 39 35 6

9,601-10,100 8 75 20 36 39 35 6
10,101-10,600 10 80 20 40 40 35 6
10,601-11,100 10 80 20 40 40 35 6
11,101-11,600 10 80 20 40 40 35 6
11,601-12,100 12 90 22 45 45 40 6
12,101-13,100 12 90 22 45 45 40 6
13,101-14,100 14 90 22 45 45 40 6
14,101-15,100 14 90 22 45 45 40 6
15,101-16,100 16 100 25 48 52 47 8
16,101-17,100 16 100 25 48 52 47 8
17,101-18,100 16 100 25 48 52 47 8
18,101-19,100 18 100 25 48 52 47 8
19,101-20,100 18 100 25 48 52 47 8
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Dimensions z

d1 d2 l1 l2 l3 l4

HNC-Short I 043265

Dimensions z

d1 d2 l1 l2 l3 l4 l5

PcBN reamer I 040366

Dimensions in mm. 
Cutting data see page 367 ff.



l1

l4l3

l5

l2

 d
2 

h6

d 1
 

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

    

HA

DIN 6535  

BECK
NORM

6,00 8 100 16 36 64 58 6 30730611

7,00 8 100 16 36 64 58 6 30730616

8,00 8 100 16 36 64 59 6 30730621

9,00 10 100 20 40 60 54 6 30730626

10,00 10 120 20 40 80 75 6 30730631

11,00 12 120 20 45 75 69 6 30730636

12,00 12 120 20 45 75 70 6 30730641

13,00 14 130 22 45 85 79 6 30730645

14,00 14 130 22 45 85 80 6 30730646

15,00 16 130 22 48 82 76 6 30730647

16,00 16 150 25 48 102 97 6 30730648

17,00 18 150 25 48 102 96 8 30730649

18,00 18 150 25 48 102 97 8 30730650

19,00 20 150 25 50 100 94 8 30730651

20,00 20 150 25 50 100 95 8 30730652

21,00 20 160 25 50 110 105 8 30730653

22,00 20 160 25 50 110 105 8 30730654

23,00 20 180 25 50 130 125 8 30730655

24,00 20 180 25 50 130 125 8 30730656

25,00 20 180 25 50 130 125 8 30730657

26,00 20 180 25 50 130 125 8 30730658

27,00 20 180 25 50 130 125 8 30730659

28,00 25 180 25 56 124 119 8 30730660

29,00 25 180 25 56 124 119 8 30730661

30,00 25 200 25 56 144 139 8 30730662

31,00 25 200 25 56 144 139 8 30730663

32,00 25 200 25 56 144 139 8 30730664

33,00 25 200 25 56 144 139 8 30730665

34,00 25 200 25 56 144 139 8 30730666

35,00 25 200 25 56 144 139 8 30730667

36,00 25 200 25 56 144 139 8 30730668

37,00 25 200 25 56 144 139 8 30730669

38,00 25 200 25 56 144 139 8 30730670

39,00 25 200 25 56 144 139 8 30730671

40,00 25 200 25 56 144 139 8 30730672
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HNC ecoSpeed, HSS I 033260
Preferred series for through bore, internal coolant supply

Dimensions z Order No.

d1 H7 d2h6 l1 l2 l3 l4 l5

Design:
Diameter: 6,00-40,00 mm
Cutting direction: Right-hand cutting
Cutting material: HSS, coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing

Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 62.



6,00 8 100 16 36 64 39 6 30730726

7,00 8 100 16 36 64 42 6 30730731

8,00 8 100 16 36 64 46 6 30730736

9,00 10 100 20 40 60 40 6 30730741

10,00 10 120 20 40 80 60 6 30730746

11,00 12 120 20 45 75 52 6 30730751

12,00 12 120 20 45 75 54 6 30730756

13,00 14 130 22 45 85 59 6 30730760

14,00 14 130 22 45 85 63 6 30730761

15,00 16 130 22 48 82 58 6 30730762

16,00 16 150 25 48 102 78 6 30730763

17,00 18 150 25 48 102 78 6 30730764

18,00 18 150 25 48 102 80 6 30730765

19,00 20 150 25 50 100 80 6 30730766

20,00 20 150 25 50 100 82 6 30730767

21,00 20 160 25 50 110 93 8 30730768

22,00 20 160 25 50 110 95 8 30730769

23,00 20 180 25 50 130 115 8 30730770

24,00 20 180 25 50 130 115 8 30730771

25,00 20 180 25 50 130 125 8 30730772

26,00 20 180 25 50 130 125 8 30730773

27,00 20 180 25 50 130 125 8 30730774

28,00 25 180 25 56 124 119 8 30730775

29,00 25 180 25 56 124 119 8 30730776

30,00 25 200 25 56 144 139 8 30730777

31,00 25 200 25 56 144 139 8 30730778

32,00 25 200 25 56 144 139 8 30730779

33,00 25 200 25 56 144 139 8 30730780

34,00 25 200 25 56 144 139 8 30730781

35,00 25 200 25 56 144 139 8 30730782

36,00 25 200 25 56 144 139 8 30730783

37,00 25 200 25 56 144 139 8 30730784

38,00 25 200 25 56 144 139 8 30730785

39,00 25 200 25 56 144 139 8 30730786

40,00 25 200 25 56 144 139 8 30730787

    

HA

DIN 6535  

BECK
NORM

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2
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Dimensions
z Order No.

d1 H7 d2h6 l1 l2 l3 l4 l5

Design:
Diameter: 6,00-40,00 mm
Cutting direction: Right-hand cutting
Cutting material: HSS, coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing

HNC ecoSpeed, HSS I 033261
Preferred series for blind bore, internal coolant supply

Dimensions in mm. 
Cutting data see page 367 ff.
Intermediate diameters and special tolerances can be ordered by the overview pages for configurable series on page 62.



6,000-6,700 8 100 16 36 64 58 6
6,701-7,200 8 100 16 36 64 58 6
7,201-7,700 8 100 16 36 64 59 6
7,701-8,200 8 100 16 36 64 59 6
8,201-8,700 10 100 20 40 60 54 6
8,701-9,200 10 100 20 40 60 54 6
9,201-9,700 10 120 20 40 80 75 6

9,701-10,200 10 120 20 40 80 75 6
10,201-10,700 12 120 20 45 75 69 6
10,701-11,200 12 120 20 45 75 69 6
11,201-11,700 12 120 20 45 75 70 6
11,701-12,200 12 120 20 45 75 70 6
12,201-13,200 14 130 22 45 85 79 6
13,201-14,200 14 130 22 45 85 80 6
14,201-15,200 16 130 22 48 82 76 6
15,201-16,200 16 150 25 48 102 97 6
16,201-17,200 18 150 25 48 102 96 8
17,201-18,200 18 150 25 48 102 97 8
18,201-19,200 20 150 25 50 100 94 8
19,201-20,200 20 150 25 50 100 95 8
20,201-21,200 20 160 25 50 110 105 8
21,201-22,200 20 160 25 50 110 105 8
22,201-23,200 20 180 25 50 130 125 8
23,201-24,200 20 180 25 50 130 125 8
24,201-25,200 20 180 25 50 130 125 8
25,201-26,200 20 180 25 50 130 125 8
26,201-27,200 20 180 25 50 130 125 8
27,201-28,200 25 180 25 56 124 119 8
28,201-29,200 25 180 25 56 124 119 8
29,201-30,200 25 200 25 56 144 139 8
30,201-31,200 25 200 25 56 144 139 8
31,201-32,200 25 200 25 56 144 139 8
32,201-33,200 25 200 25 56 144 139 8
33,201-34,200 25 200 25 56 144 139 8
34,201-35,200 25 200 25 56 144 139 8
35,201-36,200 25 200 25 56 144 139 8
36,201-37,200 25 200 25 56 144 139 8
37,201-38,200 25 200 25 56 144 139 8
38,201-39,200 25 200 25 56 144 139 8
39,201-40,200 25 200 25 56 144 139 8

    

 

HA

DIN 6535  

BECK
NORM

P 1 2 3 4 5 6 M 1 2 3 K 1 2 3 N 1 2 3 4 S 1 2 3 4 5 H 1 2

l1

l4l3

l5

l2
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2 

h6

d 1
 

6,000-6,700 8 100 16 36 64 39 6
6,701-7,200 8 100 16 36 64 42 6
7,201-7,700 8 100 16 36 64 44 6
7,701-8,200 8 100 16 36 64 46 6
8,201-8,700 10 100 20 40 60 38 6
8,701-9,200 10 100 20 40 60 40 6
9,201-9,700 10 120 20 40 80 60 6

9,701-10,200 10 120 20 40 80 60 6
10,201-10,700 12 120 20 45 75 51 6
10,701-11,200 12 120 20 45 75 52 6
11,201-11,700 12 120 20 45 75 53 6
11,701-12,200 12 120 20 45 75 54 6
12,201-13,200 14 130 22 45 85 59 6
13,201-14,200 14 130 22 45 85 63 6
14,201-15,200 16 130 22 48 82 58 6
15,201-16,200 16 150 25 48 102 78 6
16,201-17,200 18 150 25 48 102 78 6
17,201-18,200 18 150 25 48 102 80 6
18,201-19,200 20 150 25 50 100 80 6
19,201-20,200 20 150 25 50 100 82 6
20,201-21,200 20 160 25 50 110 93 8
21,201-22,200 20 160 25 50 110 95 8
22,201-23,200 20 180 25 50 130 115 8
23,201-24,200 20 180 25 50 130 115 8
24,201-25,200 20 180 25 50 130 125 8
25,201-26,200 20 180 25 50 130 125 8
26,201-27,200 20 180 25 50 130 125 8
27,201-28,200 25 180 25 56 124 119 8
28,201-29,200 25 180 25 56 124 119 8
29,201-30,200 25 200 25 56 144 139 8
30,201-31,200 25 200 25 56 144 139 8
31,201-32,200 25 200 25 56 144 139 8
32,201-33,200 25 200 25 56 144 139 8
33,201-34,200 25 200 25 56 144 139 8
34,201-35,200 25 200 25 56 144 139 8
35,201-36,200 25 200 25 56 144 139 8
36,201-37,200 25 200 25 56 144 139 8
37,201-38,200 25 200 25 56 144 139 8
38,201-39,200 25 200 25 56 144 139 8
39,201-40,200 25 200 25 56 144 139 8
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HNC ecoSpeed, overview
Configurable series for through bore and blind bore with internal coolant supply

Dimensions
z

d1 d2h6 l1 l2 l3 l4 l5

Design: 

Diameter: 6,000-40,200 mm
Cutting direction: Right-hand cutting
Cutting material: HSS, coated
Flute direction: Straight fluted
Geometry: HPC, EU spacing

HNC ecoSpeed, HSS I 033261, for blind bore

Dimensions
z

d1 d2h6 l1 l2 l3 l4 l5

HNC ecoSpeed, HSS I 033260, for through bore

Alle Dimensions in mm. Cutting data see page 367 ff.
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d 1
l2

l3

d 3

l1

d 2

l4

G

d 4

l5
DIN
69893

Form

A

3 µm
h6

25000
min

G 2.5

63 12 32 46 52,5 105 46 10 40 55,3 M8x1 3 1.3 16.512.63.12.Z 30614752

63 16 38 46 52,5 110 49 10 45 60,3 M8x1 3 1.4 16.512.63.16.Z 30614764

63 20 42 46 52,5 115 51 10 50 65,3 M8x1 3 1.5 16.512.63.20.Z 30614765

63 25 57 64 70 145 57 10 55 69,5 M16x1 8 2.9 16.512.63.25.Z 30614766

63 32 63 64 70 150 61 10 60 74,5 M16x1 8 3.1 16.512.63.32.Z 30614767

Accessories: WTE hydraulic chuck "Comp-R" DIN 69893-A
With compensation technology

Size
HSK-A

Dimensions G sw Weight
[kg]

Order designation Order No.

d1 d2 d3 d4 l1 l2 l3 l4 l5

d 1

l2

l3

d 3

l1

d 2

l4

G

d 4

l5

ISO
7388-1

Form

AD/AF 25000
min

G 2.5
h6

3 µm

50 20 42 46 52,5 110 51 10 50 67,2 M8x1 3 3.5 15.512.50.20.Z 30614768

50 25 55 64 70 115 57 10 50 64,8 M16x1 8 4.4 15.512.50.25.Z 30614769

50 32 63 64 70 125 61 10 61 74,8 M16x1 8 4.7 15.512.50.32.Z 30614770

Size
SK/ISO

Dimensions G sw Weight
[kg]

Order designation Order No.

d1 d2 d3 d4 l1 l2 l3 l4 l5

Accessories: WTE hydraulic chuck "Comp-R" ISO 7388-1, Form AD/AF
(former DIN 69871-AD/B), with compensation technology

Dimensions in mm.
Form AD is the basic form for SK 50. Please indicate form AF (previous B) in your order.
MQL capable design for HSK-A 63 available on request. 
Custom designs are available on request.


