
Description: 

Gamme d'équipement pour échantillonnage, pompes à vide, pour
un échantillonnage facile de l'huile avec tube et bouteilles
d'échantillonnage.

Idéale pour l'échantillonnage de boite à engrages, réservoirs, citernes
lorsqu'aucune vanne d'échantillonnage n'est disponible ou montée. Vide
élevé, même pour les huiles/fluides à haute viscosité.

Livré en standard avec un raccord de bouteille de 22 mm (autres
diamètres disponibles). Des adaptateurs sont disponibles pour d'autres
dimensions de bouteilles. Également disponible en kit : Pompe de
prélèvement, tuyau d'aspiration, flacons de prélèvement avec bouchon.
Également disponibles : support de clip de pompe, coupe-tube, étuis,
flacons différents, etc.

Visitez notre webshop: www.lubeworx.com

DESCRIPTION

Sampling Pump 22 mm

Sampling Pump 28 mm

Sampling Pump 32 mm

Sampling Pump 38 mm

Sampling Hose 13 m - 40 ft

Sampling Kit : Pump 22, Hose, 10 m

Sampling Kit : Pump  Hose, 100 Bottles

Pump Adapter (for Sampling Pump 22 mm to 15 mm)

Pump Adapter (for Sampling Pump 22 mm to 28 mm)

Pump Adapter (for Sampling Pump 22 mm to 32 mm)

Pump Adapter (for Sampling Pump 22 mm to 38 mm)

Pump Adapter (for Sampling Pump 22 mm to 50 mm)

CODE

OA-PE1022

OA-PE1028

OA-PE1032

OA-PE1038

OA-PE1102

OA-PE1022K1

OA-PE1022K2

OA-PE102215

OA-PE102228

OA-PE102232

OA-PE102238

OA-PE102250



 

Mode d'emploi : 

Lubretec bv - Delften 23 Hall 15B 2390 Malle Belgium - Tel: +323 312 24 73 - 

E-mail: info@lubretec.com - VAT: BE0835602540 - Website: www.lubretec.com

By following the instructions carefully your sampling job will be quick and safe without risk of
spill or overfilling, and you don’t have to clean the pump between jobs. If you place or hang up
the pump while it is filling, make sure it is at a higher level than the surface of the fluid you
sample, otherwise it will start a siphon and overflow.

Cut a suitable length of
tubing

Put the tube into the
fluid you want to

sample.

Put the other end
through the pump head

so that you can just
about see it on the other

side.

Mount a bottle on the
pump.

Pump two or three very
fast strokes and push

the piston in. The bottle
will now fill. Make sure

the bottle is vertical.
You don`t have to stand
and wait, stand or hang

the pump up. 

In order not to pollute
the next sample, cut or

sweep of the tube
before you pull it out of

the pump. 
The pump is now ready

for the next job.


