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How and When You Need to Glue Down 

Artificial Grass 

One of the most frequently-asked questions we get here at PermaLawn is ‘Do 

You Need to Glue Down Artificial Grass?’ 

When you join two pieces of artificial lawn, as 

many people do if tackling a full lawn installation, 

then yes, you will need to glue the joining tape 

along both seams.  

This ensures a strong bond that will ensure that 

the grass does not separate, even when 

experiencing heavy use, such as sports play or 

entertaining in the garden. 

Make sure the glue is applied to both surfaces; the 

joining seam tape and the lawn matting.  

Only good-quality adhesive and artificial lawn joining tape should be used to 

ensure a long-lasting, beautiful lawn that will withstand all family use and 

weather conditions that the UK has to throw at it.  

If lawns are not glued properly at the seams or secured around the perimeter, 

you risk the matting lifting during high winds or storm conditions. 

When joining artificial grass, before you apply the adhesive, check that the two 

pieces of artificial grass run in the same direction to avoid ruining the look of the 

lawn. 

Buy PermaLawn seam joining tape for artificial lawn at: 

https://www.perma-lawn.co.uk/shop/adhesives-and-

accessories/?Page_ID=3610&refpid=54792&id=697853 

https://www.perma-lawn.co.uk/shop/adhesives-and-accessories/?Page_ID=3610&refpid=54792&id=697853
https://www.perma-lawn.co.uk/shop/adhesives-and-accessories/?Page_ID=3610&refpid=54792&id=697853
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What type of glue is used? 

PermaLawn’s multi-purpose adhesive is a twin- 

component polyurethane-based adhesive 

compound. 

Our multi-purpose adhesive is mainly used for 

bonding sand-filled artificial grass to our seam 

joining tape which produces a strong and invisible 

joint along the seam of the two grass layers. 

Use via a notched trowel or other suitable machine for applying to seaming 

tape. 

Buy PermaLawn multi-purpose adhesive at: 

https://www.perma-lawn.co.uk/shop/adhesives-and-

accessories/?Page_ID=3610&refpid=54792&id=696696 

Mixing your adhesive 

Within your tub of multi-purpose adhesive is a smaller container of hardener 

which should be mixed with the adhesive at a ratio of 10:1.  

We highly recommend using mechanical assistance when mixing the two 

compounds. This can be done via a cordless hand drill with the appropriate 

attachment or on a larger scale using a paddle mixer. 

This is an important step, as poorly-mixed adhesives will remain soft and not 

cure correctly and it is for this reason that we highly recommend making sure 

the sides and bottom of your tub have been properly mixed together. 

It is important to remember that mixed adhesives should NEVER be applied to 

wet surfaces as this interrupts the curing process and could potentially create a 

poor, under-developed bond. 
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How long will it take to dry? 

Once applied the bonding adhesive will take 

between 2 and 24 hours to cure depending upon 

the local temperature and will reach maximum 

strength within 4 days (96 hours).  

Always allow the adhesive to dry fully before 

allowing anyone to walk on the synthetic lawn 

surface. Walking on the grass too early could cause 

the wet glue to shift under your weight.  

Please find below a curing time table for the 

PermaLawn 5kg Multi-Purpose Adhesive: 

Ambient temperature Curing time 

5 degrees Celsius  24 hours 

10 degrees Celsius 12 hours 

20 degrees Celsius 4 hours 

30 degrees Celsius 2 hours 

WARNING 

When using PermaLawn's multi-purpose adhesive and hardener you should 

always observe and follow the correct safety instructions that are provided on 

the containers.  

You should always wear gloves and avoid contact with skin, eyes or any exposed 

areas. PermaLawn's multi-purpose adhesive is a 100% liquid isocyanate, 

commonly referred to as 'elastic adhesives' due to their incredible elasticity 

before the point of fracture (in some cases as much as 600%). 
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PermaLawn 10kg Multi-Purpose Adhesive Technical 

Specification 

Characteristics: Twin component polyurethane-reaction adhesive 

Viscosity: Thixotropic 

Application: Use via a notched trowel or other suitable machine for applying 

to seaming tape 

Cure time: 2 - 24 hours dependant on the ambient temperature (5 - 30 degree 

Celsius) 

Coverage: 2000 - 3000g per m2 

Final cure time: Maximum strength reached after 4 days (96 hours) 

Cleaning (Wet adhesive): Hot water combined with a small quantities of 

detergent.  

NOTE: once the adhesive sets it becomes solvent resistant and can only be 

removed via mechanical means. 

What glue to use for adhesion to other surfaces, such as 

rubber roofing 

To adhere your PermaLawn artificial grass to 

other surfaces, such as tarmac or even rubber, 

such as during the creation of an artificial green 

roof on a garden office, Flexibond adhesive is the 

way to go. 

The two-component (includes hardener) 

polyurethane-based adhesive is primarily 

designed for bonding short pile sand free or sand 

dressed carpet directly to a rubber shockpad or 

tarmacadam base.  

Buy Flexibond adhesive at: 

https://www.perma-lawn.co.uk/shop/adhesives-and-

accessories/?Page_ID=3610&refpid=54792&id=753916 

 

https://www.perma-lawn.co.uk/shop/adhesives-and-accessories/?Page_ID=3610&refpid=54792&id=753916
https://www.perma-lawn.co.uk/shop/adhesives-and-accessories/?Page_ID=3610&refpid=54792&id=753916


 

 

How and When You Need to Glue Down 

Artificial Grass 

 

5 

© Copyright Permaroof 2019 

(UK) Ltd 2018 

Bonding sports surfaces 

Aquabond Adhesive from PermaLawn is a single- 

component moisture-curing adhesive, of 

trowellable viscosity designed for bonding 

synthetic sports surfaces to a variety of substrates 

or jointing tapes.  

The adhesive is tolerant to use in damp and cold 

conditions, with the final bonds being fully 

resistant to climatic conditions. The Aquabond 

adhesive can be applied in broad temperature 

window (5-25ºC) and will fully cure within 1-8 hours depending upon the 

temperature. 

 

Before applying the Aquadbond adhesive make sure the sub floor is smooth, 

clean and most importantly free of dust and oil as these will affect the adhesive 

properties of the product. Aquadbond can tolerate damp condition but any 

standing or surface water must be removed before application. Once applied to 

the surface spread the Aquadbond adhesive with a notched towel enough to 

cover the desired area, leaving ridges of the Aquabond high enough to transfer 

to the rear of the artificial lawn. 

The paste is dyed green to blend into the background of your new artificial lawn 

creating no white joins and giving a lovely smooth and even finish across the 

whole lawn. 

 

PermaLawn's adhesive is very effective during the installation (or even repair) 

of artificial grass solutions. The use of this one, single component allows the 

adhesive to be applied directly from the cartridge via a sealant gun between 

the two surfaces that are to be bonded. 

 

In order to ensure the bond takes a full hold we recommend either rolling the 

surface periodically over the next 2-4 hours or placing weights upon the surface 

for the same amount of time. Although this isn't completely necessary it is 

something we recommend. 
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PermaLawn's Aquabond adhesive has a 

Thixotropic viscosity. This means the 

Aquabond has a time-dependent shear 

thinning property. Certain gels or fluids 

(such as adhesive hardeners) that are 

naturally thick or viscous, under static 

conditions will flow over time when 

shaken, agitated, sheared or otherwise 

stressed (time dependent viscosity). They then take a fixed time to return to a 

more viscous state.  

This would apply to the adhesive before, during and after extraction from its 

container. 

 

CAUTION 

If you use PermaLawn's Aquabond adhesive in damp conditions, during the 

curing process the compound may develop a slight foaming to its surface. You 

must take care as to not apply excessive amount of the Aquabond adhesive 

which form a thick layer which will become visible through the artificial grass. 

Buy Aquabond in the PermaLawn store at: 

https://www.perma-lawn.co.uk/shop/adhesives-and-

accessories/?Page_ID=3610&refpid=54792&id=697888 

Find out more about our top quality synthetic yarns online today at: 

https://www.perma-lawn.co.uk/shop/grasses 
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