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Welcome 
Thank you for purchasing the HHR 3070, Bio Control’s rugged, high performance 
HHR3070 Pro V2 with embedded software to interface with leading farm 
management software. The HHR 3070 can be used to read tags for Cattle, Sheep, 
Goats and Pigs.  The HHR 3070 will also work as a stand-alone reader to read sheep 
tags and provide printouts for movement books.  The data is also recorded on the 
HHR 3070 for uploading into the management software. 
 
With over 20 years’ experience in technology for biology, BioControl 
(www.biocontrol.no) has a focus on hi-tech products for the livestock industry and 
has great competence and skills in this specialized area. 
Visit the section ‘Community’ on www.biocontrol.no for the latest product 
information and documentation. 
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Changes in this manual compared to previous version 

 Startup Guide v1.0 is the first release. 
 

  

! This manual is for the HHR 3070 program xx or higher. 

Visit the section ‘Community’ on www.biocontrol.no for the latest software 
and documentation. 
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Product Description 
The HHR 3070 is a Hand Held Reader that is easy to use and will read both HDX and 
FDX-B transponders complying with ISO 11784/11785. The robust HHR 3070 is 
designed for on-farm use and combines a good read range  and speed of read 
performance with seamless connection to Farmplan’s Livestock programs. 
 
The HHR 3070 enables the farmer to record actions and events about each individual 
animal or group of animals and then transfer the data to their management software 
for further processing and analysis. 
 
Optionally, the HHR 3070 can be connected to a printer or electronic weigher, either 
via cable or Bluetooth*.  Currently this works with Trutest, Iconix and Gallagher 
Weighers. 
 
The HHR 3070 is available in a variety of models with different features and options, 
such as a range of exchangeable antenna’s, printers, weighing interfaces and 
accessories*. 
*= contact your HHR 3070 reseller for details on software and weigher connections 
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HHR 3070 options and accessories are available making livestock management easier 

 
 Important 

 

The HHR 3070 is robust, but not unbreakable! It must not be used as a prod or stick. 

When in use, the ‘condom’ must be connected to the reader to protect the connector 
from dust and moisture. 

 

 
 

The HHR is supplied with its battery fully charged. Note that the HHR-battery needs to 
be (re)charged periodically, check the battery meter on the screen.  If the unit is left on 
charge permanently the charge capacity will decrease and eventually the battery will not 
hold its charge and will need to be replaced. 

If the HHR is not used for a period of time it is strongly recommended that the battery is 
recharged at least every 3 months.  Do not store the HHR with a low battery. 
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Package Contents 
Check your package for the following items. Please contact your reseller if something is 
missing or different. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1. HHR 3070 (different models, antenna’s, etc. are available) 
2. Charger 
3. Combined charger/USB cable 
4. Transport bag (different sizes, depends on HHR 3070 antenna) 
5. Software CD  
6. HHR 3070 Startup Guide 
  

1 

2 

3 

4 5 6 
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First time setup 
Before using your HHR, please read this carefully. 

1.1 Connect HHR to PC 
The HHR 3070 is supplied with a combined charger/USB cable. Connect the cable 
as indicated below (9 pin DSUB to bottom of the HHR 3070, USB to PC). 

 
 
 
 
 
 
 
 
 

1.2 COM-Port setting 
To interface with the PC, the COM-Port must be set <10 (here it is COM9).   

 
  

to PC 

to 
HHR 

mains 
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Keyboard Navigation 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Read Tags 

 Switches the unit On and if held for more than 
3 seconds off.  Is also used to move back to 
main menu when reading tags. 

 
Short: backspace 
Long: Escape, go to previous menu 

 
Previous Menu item/field 

 
Next Menu item/field 

 
Select 

0 The number 0 and special functions of space, 
(.), (\) 
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Working with the HHR 3070 
 
The HHR 3070 is a data logger for livestock, including Cattle, Sheep, Goats and Pigs that 
will record action and events against the animals tag when it is read by the reader. The 
actions list is created in the management software and can be added to as necessary.  
 
It has an alpha numeric keyboard for entry of quantifiable data at the keyboard. The 
alpha numeric keyboard can be used to search for an animal’s Official or Management 
number and then enter data without having to read the EID tag, for example to record 
a DAM link when you cannot get near the DAM to read it’s EID tag.   
 
The HHR 3070 will hold up to 4,500 animal records and up to 255 actions.  The reader 
exports data from farm management packages and allows the events/actions to be 
imported back into the management packages for analysis and reporting.   
 
The HHR 3070 also works as a stand-alone reader to read sheep tags and provide 
printouts for movement and medicine books.  The data is also recorded on the HHR 
3070 for uploading into the management software. 

1.3 Overview of HHR 3000 Functions 
 

The main menu is as follows: 
 
    
 
 
 
 
 

The current selection is highlighted and to navigate around the menu use the up 

or down arrow.  Once the menu item is highlighted press the Enter  
key to select the option.   

1.3.1 Read Tag 
When the Read Tag option is selected it displays a message on the screen 
“Waiting for EID Tag” and a progress bar will be displayed.  To stop the 

reading press the backspace key for more than 1 second to return to 
the read menu.  

 
 
 

Read Tag 
Search Tag 
Communications 
Speed Mode 
Tools 
Setup  
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When a tag is read the system checks the animal database to see if the 
number is present, if so it displays the Official number, management 
number, EID Number and Histories, for example: 

 
 
 
 
 

1.3.2 New Tag. 
If it is a new tag and is not found in the animal database, it will check the 
Tag Bucket table and if it is found here a message “New Tag” will display as 
shown below:  

 
 
 
 

If the new tag is not held in either table, but is a WYSIWYG tag (a country 
code is set not a manufacturers code) the system display’s “New Tag” and 
the Official number only is displayed, for example UK 520269 500031.   
!Note:  This will only work if the OTP Mode is selected in the setup menu. 
 

When the tag is displayed the user will press the enter key to store 
the tag and the system displays the following: 

 
   
 
 
 
 
 
 

The management number can either be entered by the user or be 
automatic by setting this option in the setup menu on the HHR 3070. 
 
Histories are the actions or events logged in this session against this animal 

and will be displayed if the down arrow  is used showing the date of 
action and then a list of actions.  If the tag is read again without the HHR 
3070 having been uploaded to the PC, histories, the date and list of actions 
will be displayed. 
 

UK123456 700007 
563/456  
8000F58006566AC8 
Histories: 00000 

UK520269 500031 
8000F58006566AC8 
 

UK123456 700007 
563/456 (Mgt Number see 
later) 
8000F58006566AC8 
Histories: 00000 
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1.3.3 Existing Animals 
When an existing tag is read the HHR 3070 will display the following screen: 

 
 
 
 
 
 

1.3.4 Action Table 
When the enter  key is pressed the user is taken to the action table 
(another pick list sent down by the PC management software).  For 
example: 

 
 
  
 
 
 
  
 

The selected action will be highlighted and navigation is achieved by using 

the up or down arrow keys  respectively.   
 
When downloading from the management software the user can define 
favourite actions.  If so they will always display on the HHR 3070 but other 
actions can be added to the favourites list on the HHR 3070 should this be 
needed provided that the user has selected more than the favourites list in 
the management software. 

 
During operation the user can select more than one action at a time and 
the enter  key  needs to be pressed to select the action which will 

show a *  against each action that has been selected.   

 
 
 
 
 
 

TB Test 
Tag Check 
Colour/Breed  
Link to Dam 
Weigh 

UK123456 100003 
80000F58000045A4 
B23-960 
Histories: 00000 
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Once all the actions have been selected to assign to this animal the user 

presses the backspace key.  When this is pressed the Anilog 3070 will 
display the following screen: 

 
 
 
 

 
The action will be stored to the on board database and will be uploaded to 
the management software when next connected to the PC.  The user 

presses the backspace key to set the HHR 3070 into another reading 
cycle.    

 

1.3.5 Alarm. 
The HHR 3070 is able to pick out an animal in a group that has an alarm 
function assigned to it.  This alarm is setup in the Management Software: 
for example: Select for Kill.  When the animal(s) tag is read the HHR 3070 
will “beep” and the alarm will be shown on the screen as: 

 
   
 

This allows the farmer to select animals that have been alarmed for this 
event and separate them out from others. This useful to detect animals in 
retention. 

 

1.3.6 Special Actions 
The HHR 3070 needs to handle some actions differently to others to enable 
data to be recorded against a specific animal for example: Born actions.  
These actions are: 

  

1.3.6.1   Born xx 
When this action is selected, the reader checks the tag bucket and if the 
new tag is found it will display the Official number.  If it is not found, it 
will ask the user to enter the Official number at the keyboard – this is 
shown in grey below.  The keyboard works the same way as a mobile 
phone. The user should enter the number and then press the enter  
key. The user should then select Link to DAM 
 

     2  
Actions  
Logged 

------Alarm------ 
Select for Kill 
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1.3.6.2   Link to DAM 
The link to Dam action links the Mothers EID to the progeny’s EID and 
when this is uploaded into the PC software the link between the DAM 
and the progeny is made automatically.  The DAM can be linked to more 
than one calf, lamb, kid or piglet.  The user selects the action of Link to 
DAM and then tries to read the DAM’s EID tag.  Sometimes this can be 
difficult and a manual keyboard entry is allowed to select the DAM’s 
official or management tag by this input. This is done by pressing the 0 
key on the HHR 3070 which selects the search to be made by Official or 
management number. (See Search Tag later for how this is achieved) 
 
If Breed or Colour is required the user should select the Breed/Colour 
action. 

1.3.6.3   Colour/Breed. 
  

The user has the option to download selected Breeds and/or Colours 
from the management software.  When selected the user is allowed to 
pick the Breed and select it by pressing enter  
 
 
 
 
 
 
 
When selected the user is moved to the Colour screen and this is 
selected in the same way.  This is an optional selection and will not be 

used by some users.  If it is not required press the backspace key 
to go back to the menu. 

 
 
 
 
 

 
Any other action can be logged against the new born and when the user 

has finished with this animal the backspace  key should be pressed 
to go back one menu at a time.  When the “Waiting for EID TAG” screen 
appears the user can start again with another animal by reading its tag 

Select Breed 
AA 
AAX           
BA 
BAX 

Select Colour          
B 
BW 
BL 
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or press the backspace  key for more than 1 second to go back to 
the main menu. 

1.3.6.4   Quantifiable Actions  
These are actions that require entry from the keyboard on the HHR 3070. 
They are defined as quantifiable actions in the management software 
which sets up the template for entry.  Examples are as follows: 

 
   

 
 
  
    
 
 
 
 
 
 
 

1.3.6.5 Weigh 
There are two methods to use the weighing system on the HHR 3070.   

 
1. Send the EID Number to the Weigher and store the Data on the 

selected weigher. 
 
2. Read the tag and connect to the weigher via RS 232 cable or 

Bluetooth and collect the weight onto the reader. 
 

Method 1:  Ensure that the correct weigher is selected in the setup menu 
(7.6.1) and that the RS 232 (7.5.2) or Bluetooth (7.5.3) is properly setup 
and connections are in place. Make sure that the EID Mode is Hex 7.6.7) 
and that the Output to Weigher action is set to Set Frame on (7.6.9).  
Once complete move back to Read Tag and when the tag is red it will 
either find the animals record on the weigher or create a new one and 
the weight will be stored on the weigher. 
 
Method 2:  This method allows the weight to be sent from the weigher to 
the HHR 3070 to be stored on the reader as an action for importing into 

Drug Dectomax 
 
2.5 ml 

TB Test 
 
5/6 

Scan[No/Days] 
 
1/220 
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the management program.   Ensure that the correct weigher is selected in 
the setup menu (7.6.1) and that the RS 232 (7.5.2) or Bluetooth (7.5.3) is 
properly setup and connections are in place. Make sure that the EID 
Mode is Hex 7.6.7).  To collect weights use Read Tag and then select the 
action Weigh and the HHR 3070 will poll the weigher and log the weight 
against that animal. 

 

1.3.7 Actions 
The number of actions/events is endless but they must be set up on the 
management software on the PC.  This data along with the animal numbers 
and tag bucket is sent to the HHR 3070 during the communication between 
the PC and HHR 3070.  
 
There are a great number of common actions/events that can be used for 
cattle, sheep, goats and pigs but some are specific to one species and these 
can be setup in the management software for use on one or all of the 
species.   
 

1.4 Search Tag  
This function allows the user to search through the user database to find an 
animal to assign an action in case it has lost its EID tag or the tag is 
malfunctioning. 
 
When selected the user is presented with two options: 

 
 
 
 

This allows the user to select which field to search on. The cursor is moved by 

using the up  or  down arrow to select the option, then press the enter  
key to carry out the search.   
 
 
 
 
 
 

  

Official 
Management 
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If Management is selected the search will be made on the management number, 
for example: 

  
 
  
 
 
 

The more numbers input the narrower the search becomes. 
The user moves the cursor to the correct record and presses enter to 
select.  Once selected the actions menu works in the same way as if the record 
had been found using the EID read. 

 
NB:  If no number have been entered, to move back a menu level the user must 
press the key and not the back space key. 

 

1.5 Communications Mode 
The HHR 3070 communicates to the PC by means of a USB and 9 Way DSUB cable. 
Before any communications can continue the user must select the 
Communications Mode and then set the PC up to upload or download data to the 
HHR 3070.  When in communications mode the following will be displayed on the 
screen: 

 
 
 
 
 

When finished with Communications the backspace key should be pressed and the 
user will be presented with the following screen.  The HHR 3070 is sorting data for 
speed of access: 

 
 
 
 

1.6 Speed Mode 
The Speed Mode function is a very powerful tool that allows multiple actions to 
be setup to assign to a large number of animals without having to continually 
select individual actions each time a tag is read or  
continually pressing the enter  key to log an action.  When selected the 
following screen will be displayed: 

    Communications 
             Mode 
 

    Please Wait  
    Sorting Data 
 

Search-- > 45  
S545 
PS1145 
PS345 
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Set up the actions you want to record.  Move the cursor to Select Actions and 
the following screen will be displayed: 

 
 
 

 
 
 

Move the cursor to the action then press return  to select, move to the next 
action and press return  to select etc.  If you make a mistake whilst 
selecting, highlight the relevant action and press return  to deselect it.  The 

action(s) selected will have a star (*) flashing against it. Once complete the 

backspace  key should be pressed to go back to the previous menu.  This 
time you will see how many actions you are going to assign on each read. 

 
 
 
 
 

1.6.1 Clear Selection 
This option allows the user to clear all the actions selected for assigning 
and has the options of Clear Selections or Cancel.  To move back to the 

previous menu press the backspace key. 
 

1.6.2 Start 
The start option sets the HHR 3070 into continuous Read mode waiting for 
an EID tag.  When a tag is read the Official number is displayed and the 
HHR 3070 will display a message that xx Actions have been logged, will 
display a running total of animals read and then go back to the read screen 
waiting for the next tag.  The HHR 3070 will continue to read until the 
backspace key is pressed. 

Start 
Select Actions 
Clear Selection 
(0 Selected) 

Blood Test 
Tag Check 
Sold to Caley Mart 
*Purch Fr Kendal Mart 
*Drug Dectomax  

Start 
Select Actions 
Clear Selection 
(2 Selected) 
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1.6.3 Sheep Printouts 
Speed mode is also used to record sheep movements as a stand-alone 
system.  The HHR 3070 should be set in OTP Mode and any action (if it is 
used as a stand-alone then Default Action)(Sold, Moved or Purchased if 
used with a management software package) should be selected.  Read the 
tags in the normal way and they will be recorded with the selected action.  
When required the Movements print is used to print out a list of all animals 
with the action for affixing to movements registers.  See 7.5.1.1 below. 
 

1.7 Tools 
The tools menu is displayed as follows: 

 
 
 
 
 

1.7.1 Print 
The print function allows the HHR 3070 to print to a Bluetooth or Serial 
Printer.  Before you use the print facility the RS 232 or Bluetooth option 
must be set up and the correct options selected.  See the RS 232 or 
Bluetooth Option in this menu. 
Note:  It is critical the Farm details are setup in the Setup menu of the 
HHR 3070 to use the print options. 

 
 
 

1.7.1.1  Print Movement.   
To select the option press the enter key.  The following screen will be 
displayed: 

 
  
 
 
 

Print 
RS 232 
Set Farm 
Update Firmware 

Press Enter  
When Ready 
Any other  
key to Cancel 
 

Print Movement 
Print Action 
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To print press the enter key  and a printout will be sent to the 
printer. An example is given below: 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

1.7.1.2   Print Action.   
The print action option allows the user to select an action that has been 
recorded in the field from a drop down menu and then print the 
animals associated with this action to a printer.  When Selected the 
following screen will be displayed: 

 
 
 
 
 

Move the cursor up and down the menu by using the up  or   down 
arrow keys.  When the action is selected the following screen will be 
displayed: 

 
 
 
 
 

 

Blood Test 
Tag Check 
Sold to Caley Mart 
Purch Fr Kendal Mart 

Press Enter  
When Ready 
Any other  
key to Cancel 
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To print press the enter key  and a printout will be sent to the 
printer.  If you do not want to print then press any other key to move 
back to the previous menu. 
 
An example is given below 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1.7.2 RS 232 
When selected the following screen will be displayed: 

  
  
 
 
 

 
Before the RS 232 port is used to print or to output to a Weigher it is 
important that the RS 232 is setup properly.  Select the Set RS 232  

option by using the up  or   down arrow key.  When selected the 
following screen is presented: 
 

 
  
 
 

 
 
 

RS 232 On  
RS 232 Off 
Set RS 232  
        

Baud Rate      115200  
Data Bits         8 Bit 
Stop Bits         One 
Parity              Disabled 
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This is a one off setting for printing and if you use a weigher then the 
settings will be different.  See xxx for setup for weighers. 

 

To move back press the backspace to move back to the previous 
menu. 

1.7.2.1 RS 232 On.   
This sets the RS 232 option on and needs to be on to use serial devices, 
such as serial printers, weigh scales etc.  When RS232 is on there will be 
an icon RS in the top right of the screen in bold. 

1.7.2.2 RS 232 Off.   
This sets the RS 232 option off.  This should be set to off if not using a 
RS232 connection. 

 

1.7.3 Set Farm.   
Set farm is used for the Print functions for Livestock.  The farm name, CPH 
and Flock Number should be entered in the boxes provided.  This detail 
provides the header for the movement printout. The following Screen is 
presented: 

 
  

 
Enter the name in the space provided and press the enter key      
when complete and the following screen will be presented: 

 
  

 
Enter the CPH in the format xx/xxx/xxxx.  Press the enter key when 
complete and the following screen will be presented: 

 
 
 

 
Enter the Herd/Flock Mark in the format xxxxxx.  Press the enter key 
when complete to move back to the previous menu. 
 
 
 

Farm Name                   
Genoch Mains 

CPH                   
12/123/1234 

Herd/Flock 
123456 
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1.7.4 Blue Tooth 
 

When selected the following screen will be displayed: 
  
  
 
 
 

Before the Blue Tooth port is used to print or to output to a Weigher it is 
important that the Blue Tooth is setup properly.  Select the Set Blue Tooth 

option by using the up  or   down arrow key.  When selected the 
following screen is presented: 

 
  
 
 

 
 
This is a one off setting for printing and weighing.  See 7.6.1 for setup for 
weighers. 
 
Name:  This can be any name but it is better you name it HHR1 or HHR2 
etc.  No spaces. 
 
Pin:  This is the pin umber of the device connecting to for Able printers it is 
1234. If the slave item does not need a pin number then clear the 1234 by 
pressing the backspace.   This is used for pairing purposes. 
 
Mac:  This is the mac address of the printer or weigher.  It is usually part of 
the literature supplied with the printer or weigher.  This must be entered 
or the system will not work. 
 
Mode:  Default is Auto, but it can be set to Slave if this is the requirement 
form the other Bluetooth device. 

 

To move back press the backspace to move back to the previous 
menu. 

Blue Tooth  On  
Blue Tooth Off 
Set Blue Tooth  
        

Name             HHR1 
Pin                 1234         
Mac: 00:01:80:9D:51:A6 
Mode:             Auto 
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1.7.4.1 Bluetooth On.   
This sets the Blue Tooth option on and needs to be on to use BT 
devices, such as printers, weigh scales etc.  When Blue Tooth is on a BT 
Icon will be displayed on the tope right of the screen in bold. 

1.7.4.2 Blue Tooth Off.   
This sets the Blue Tooth option off.  This should be set to off if not using 
a Bluetooth connection. 

1.7.5 Update Firmware. 
This option allows the firmware on board the HHR 3070 to be upgraded.  It 
should only be used when instructed to do so.  The HHR 3070 will need to 
be connected to the PC before this can be effected.  When ready the user 
will be presented with the following screen: 

 
 
 
 

1.8 Setup HHR 3070 
This menu allows the HHR 3070 to be customised for the user functions.  When 
the Setup in selected the following screen is displayed: 

  

Waiting for  
Program Loader 
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1.8.1 Set Weigher 
Each weigher has a different set of protocols that the reader needs to send 
for successful communications.  The protocols are setup behind the 
weigher type but the user needs to define in this menu the type of weigher 
they are using.    
 
 
When selected the following screen is presented: 

 
 
 
 
 

Move the cursor by using the up  or   down arrow key to select 
the option required.  The option is selected by pressing the enter 

key.   

1.8.1.1 Keypad entry.   
When the Keypad entry is selected the user can enter the weight from 
non-electronic scales at the keyboard. 

1.8.1.2 Tru-Test 
The weigher can be used with either Bluetooth or RS 232.  The 
Bluetooth or RS232 option must be configured and set to on in the Tool 
Menu before the Weigher can be used.  If it is not selected the 
following Message will be presented: 
 

Set Weigher 
Set Date and Time 
Set Beeper 
Set Timeout 
Clear History 
Clear Tags 
Set EID Mode 
Man Tag Entry 
Output to Weigher 
Set Barcode  

 
 
 
 
  

Keypad Entry 
Tru-Test 
Iconix 
Gallagher  
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When connected the Weigher selected will show a * beside it 

1.8.1.3 Iconix 
The weigher can be used with either Bluetooth or RS 232.  The 
Bluetooth or RS232 option must be configured and set to on in the Tool 
Menu before the Weigher can be used.  If it is not selected the 
following Message will be presented: 
 
 
 
 
 

When connected the Weigher selected will show a * beside it 

1.8.1.4 Gallagher 
The weigher can be used with either Bluetooth or RS 232.  The 
Bluetooth or RS232 option must be configured and set to on in the Tool 
Menu before the Weigher can be used.  If it is not selected the 
following Message will be presented: 
 
 
 
 
 
When connected the Weigher selected will show a * beside it 

1.8.2 Set Date and Time:   
This option is used to set the date and time held on the HHR 3070 clock in 
the unlikely event of power loss. However,  the management program also 
updates the HHR 3070 clock with the PC clock when communications are 
established. 

1.8.3 Set Beeper:  
This option allows the beeper to be switched off or on. When selected the 
following screen will be presented: 

 
   

Set Beeper Off 
Set Beeper On 

Establish 
RS232 
Connection 
  
  
  

Establish 
RS232 
Connection 
  
  
  

Establish 
Bluetooth 
Connection 
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To Select the desired option and press the enter  key.  To move 

back to the previous menu press the backspace  key. 

1.8.4 Set Timeout.   
This option allows the user to set the Tag Read timeout.  The default is 300 

seconds.  This means that when the Read  key is pressed the reader 
will continue to look for a tag for up to 5 minutes before timing out.  The 
user can also cancel the read when in the Read Tag mode by pressing the 

backspace key.  Press the backspace key to return to the 
previous menu. 

1.8.5 Clear History.  
This option allows the user to clear all the history actions of all animals 
stored on HHR 3070 in this session in case they had made a mistake.  Care 
should be taken when using this option as it clears all the history on the 
HHR 3070.  Use with caution.  When selected the following screen will be 
displayed: 

 
  
 

If clear history is selected the following screen will be displayed: 
 
  
 
 
 

When completed the HHR 3070 will move back to the previous menu.  If 
cancel is selected the option will not be run and the user will be moved 
back to the previous menu. 

 

1.8.6 Clear Tags.   
This option works in the same way as the previous option but in this 
instance will clear all the HHR databases of all tag numbers.  Use with 
caution. 
 
 

 

Clear History 
Cancel  

 
 
 
 
 
  

Please wait 
sorting data. 
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1.8.7 Set EID Mode:  
This option allows the EID mode to be changed.  When reading WYSIWYG 
tags the system should be changed to OTP ISO Mode.  At all other times it 
should be in Hex (Hexadecimal) .When selected the following screen will be 
displayed: 

 
 

 
 

To select a reading mode use the up  or   down key and press the 
enter  key to select.  To move back to the previous menu select the 

backspace key. The various modes are explained below: 

1.8.7.1 OTP (One time programmable)Mode.   
This allows the reader to read the tag and display the Official number 
from the WYSIWYG part of the tag without using a lookup database on 
the reader.  When a WYSIWYG tag is read it will automatically create a 
record in the new tags table with the correct format taken from the 
Country code and the animal number for example UK 123456 100001. 

 

1.8.7.2 Hex EID.    
HEX is by far the safest and most efficient method of transmitting a tag 
number and avoids any ambiguity with the number. An example of a 
Hex number is: 80000F58000045A4.  This is meaningless to the user. 
This option should be the default action as most management 
programs use this format. 

1.8.7.3 Dec Mode.  
This mode displays the country code as 3 numbers and the animal 
number on the tag as 12 numbers. An example of this number is: 982 
000106326728.  Again this is meaningless to the user. 
 

1.8.8 Man Tag Entry   
This option allows the user to select whether the HHR 3070 generates a 
temporary management number (the HHR 3070 increments the 
management number by one for the session and places it in to the 
management tag field) for new animals or to allow the user to enter the 
management number at the key pad.  When selected the user is presented 
with the following screen: 

OTP ISO Mode 
Hex EID 
Dec Mode  
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The option is selected by using the up  or   down key and press the 
enter  key to select. To move back to the previous menu select the 

backspace key. 
 

1.8.9 Output to Weigher.   
Most weighers allow input via their serial port or via Bluetooth.  The setup 
of these options is made through the Tools menu.  Before the output can 
be made from the HHR 3070, when it reads a tag in real time to send it to 
the weigher, the Set Frame on option must be selected.  When it is no 
longer required the Set Frame off option should be selected.  The weigher 
should be checked to see that it is in the correct mode – Hexadecimal for 
the input and the Com port selected should be set to minimum characters 
16. 

1.8.9.1 Send EID Number to Weigher.   
To send the EID to the weigher the user only needs to read the tag 
and the Tag number will be sent to the weigher and will show on 
the Weigh Indicator screen. 

 

1.8.10   Output to Bar Code.   
When Blood tests are carried out the Vet requires a bar-code label to be 
affixed to the vile with the correct animal’s number.  This option allows the 
output of a bar-code label to be printed to a printer for this purpose.  The 
animal’s number is also saved to the HHR 3070 for printing out in the order 
they were read, use the Blood Test action for this.  An example bar-code is 
shown below: 
 

 
 
  

Keypad Entry 
Automatic  
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Trouble shooting, FAQ’sCare for your HHR 3070 
The rugged design makes the HHR fit for challenging circumstances, but you still need 
to take care of your HHR. The following instructions will help you get the most out of 
your HHR in real life circumstances. 

1.9 The body 
Clean the HHR with a soft cloth dampened with either water or a diluted mild 
detergent. 
Note: if a mild detergent is used, carefully rinse with water to ensure all residue 
is removed. 

1.10 The screen 
Protect the display from impact, pressure, or abrasive substances that can 
scratch or crack it. 

1.11 Water, dust and dirt 
Put the condom on (chapter 3) before using the HHR; this will keep protect the 
connector from ingress of mud and protect it from water. 

1.12 Temperature 
Even though the HHR is designed to be rugged, do not leave it in direct sunlight 
or in a vehicle in the sunlight for extended periods. 

 
Batteries perform best at room temperature. The battery has a stable capacity 
when temperatures rise, but at lower the temperatures battery life may be 
reduced. When working in extremely cold conditions, battery performance will 
improve if you keep the HHR warmer than the surrounding air if it is not being 
used. (e.g. keeping in a vehicle or in a jacket pocket). 

 
  

! 
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CE Declaration of Conformity 
We, BioControl AS declare under our sole responsibility that 

Product name: HHR3070 Pro, in various models and options  
Part Nr.:  0850.50011.00, and others 
Options:  all 

complies with requirements of the following directives: 
 
EMC 
ETSI EN 301 489-3 V1.4.1 (2002-08) ElectroMagnetic Compability (EMC) standard for 
radio equipment and services; Part 3: Specific conditions for Short-Range Devices 
(SRD) operating on frequencies between 9 kHz and 40 GHz 
ETSI EN 301 489-1 V1.7.1 (2007-04) ElectroMagnetic Compatibility (EMC) standard for 
radio equipment and services; Part 1: Common technical requirements 
FCC Part 15.209 Inductive transmitter 134,2 kHz 
RSS-210 Issue 6 & RSS Gen Issue 2 Inductive transmitter 134,2 kHz 
 
RADIO 
ETSI EN 300 330-2 V1.3.1 (2006-04) Short Range Devices (SRD); Radio equipment in 
the frequency range 9 kHz to 25 MHz and inductive loop systems in the frequency 
range 9 kHz to 30 MHz; Part 2: Harmonized EN under article 3.2 of the R&TTE 
Directive 
 
Reference: 
NEMKO Report No. 96806/4, 96806/5, 96806/6 
 
Date: 07.06.2011   Signed: 
 
 
 
 
 
 
     Name: Even Jahren 
     Position: Managing Director 
Name and address of manufacturer: 

BioControl AS 
Grimstad Gård, 1890 Rakkestad  
NORWAY 
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HHR Limited Warranty & Liability Limitations 
This product has a limited warranty against defects in materials and workmanship for 
twelve (12) months from the original date of purchase. The battery carries a limited 
warranty of 6 months from the manufacturing date. The battery must be properly 
charged according to the instructions in this manual. 
If notice is received of such defects during the limited warranty period, the proven 
defective product(s) will either be repaired or replaced, at the manufacturer’s option. 
Replacement products may be either new or like new. 
The manufacturer does not warrant that the operation of the products will be 
uninterrupted or error free. 
 
Limited warranty does not apply to defects resulting from  

(1) Improper or inadequate maintenance or calibration  
(2) Software, interfacing, parts or supplies not supplied by the manufacturer  
(3) Unauthorized modification or misuse  
(4) Operation outside of the published environmental specifications, or (5) 
Physical damage due to external causes, including accident, abuse, misuse or 
problems with electrical power. 

 
To the extent allowed by local law, the above limited warranties are exclusive and no 
other warranty or condition, whether written or oral, is expressed or implied, 
specifically disclaiming and implied warranties or conditions of merchantability, 
satisfactory quality, and fitness for a particular purpose. 
 
To the extent allowed by local law, the remedies in this limited warranty statement 
are the customer’s sole and exclusive remedies. Except as indicated above, in no 
event will the manufacturer or its distributors be liable for loss of data or for direct, 
special, incidental, consequential (including lost profit or data), or other damage, 
whether based in contract, tort or otherwise.  
 
Note: Unauthorized opening of the HHR will void the warranty. Opening should only 
be carried out at an authorized HHR service center. 

! 
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Notice for Biocontrol customers in the European Union  
 
To recycle BioControl products WEEE (Waste Electrical and Electronic 
Equipment products that run on electrical power), please ask for 
instructions at productrecycling@biocontrol.no 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
References: 
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support@biocontrol.no 
www.biocontrol.no 

Contact for the UK and Ireland: 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

Livestock EID Solutions Limited 
38 Sunnyside 
Culloden Moor 
Inverness 
IV2 5ES 
 
Tel: 01463 798506 
Fax: 01463 798506 
Mobile 07711 578517 
Mailto:j.bailey@livestockeidsolutions.co.uk 
www.livestockeidsolutions.co.uk 
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