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1 Introduction 

1.1 Scope of report 

This report provides an overview of the findings of the modelling phase of the Western Catchment-
Based Flood Risk Assessment and Management Study (WCFRAM).  The report covers the Areas 
for Further Assessment (AFAs) within Unit of Management (UoM) 32, Erriff / Clew Bay, as shown 
in Figure 1-1: 

• Clifden 

• Louisburgh 

• Newport 

• Westport 

• Westport Quay  

This report is not intended to provide detail in relation to the hydrological assessment or modelling 
approaches used in any specific location, both of which are detailed in supporting technical reports, 
as detailed in Section 1.2. 

Figure 1-1: AFAs within UoM 32 

 

This report summarises the main sources of flood risk within each AFA, including details of the 
watercourses, historical flooding and flood defences.  Where limitations in the modelling carried 
out have been identified they have also been summarised, with further detail provided in the 
relevant AFA report.  An indication of the sensitivity to various parameters, such as increases in 
flow, changes in channel roughness and the representation of buildings and structures is also 
provided.  For each AFA the main areas of flood risk, and the associated pathways to flooding, are 
discussed. 

A summary of flood risk in each AFA has been included at the end of each section.  This is in the 
form of a count of the number of receptors (for example, residential property, schools or lengths 
of motorway) which are at risk of flooding in 10%, 1%/0.5% and 0.1% AEP flood extents for fluvial 
and coastal scenarios, for both the existing risk (present day), and medium range future scenario 
(MRFS). 
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Finally, a summary of risk to the whole Unit of Management is provided in Section 7. 

This report does not include a summary of the medium priority watercourses, but each model is 
supported by its own Report, which forms part of Volume 2 of this series. 

1.2 Report overview 

This report is one of a series which describe the work undertaken as part of the CFRAM, and 
together they provide a description of the approach taken to identifying flood risk, and a discussion 
of the results of the analysis and potential flood management measures, where they are 
appropriate. 

This report should be read in conjunction with the following supporting documents: 

• Western CFRAM UoM32 Hydrology Report1 

• Western CFRAM UoM32 Inception Report2 

• Western CFRAM Flood Risk Review Report3 

• Western CFRAM SEA Scoping Report4 

• Western CFRAM Defence Asset Database: Handover Report and accompanying 
database files5 

The reports in the suite for the Hydraulic Modelling are: 

• Western CFRAM UoM32 - Hydraulic Modelling Report (this report) 

• Western CFRAM UoM32 - Hydraulic Modelling Report: Volume 1a – Hydraulic Modelling 
Method Statement 

• Western CFRAM UoM32 - Hydraulic Modelling Report: Volume 1b – Hydromorphology 
and Coastal Erosion Assessment 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 2 – AFA Modelling Report 
(for example – 2a - Clifden AFA Modelling Report) 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 3 – Flood Risk Maps (for 
example - 3a Clifden Flood Risk Maps) 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 4a – Hydraulic Model and 
Check File (for example - 4a Clifden Hydraulic Model and Check File) 

The letter code associated with the deliverables in Volumes 2, 3 and 4 will be consistent for a given 
AFA, so in the example above the letter 'a' applies to the Clifden AFA.  Volume 4 is the technical 
output from the study and will only be available on request from the Office of Public Works. 

The report and model codes for UoM 32 are provided in Table 1-1. 

Table 1-1 : AFA report and model codes 

AFA 
AFA / MPW 
code 

Model code Report code Model type 

Clifden CFD I1 a Fluvial 

Louisburgh LBG R1 b Fluvial 

Newport NWP T1-3 c Fluvial 

Westport  WPT Z1-4 d Fluvial 

Westport Quay WPQ C6 e 
Coastal (with 
Wave 
overtopping), 

 

                                                      
1 JBA Consulting (2014), Western CFRAM Unit of Management 32 - Erriff / Clew Bay Hydrology Report, Final Report, 

Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 - Erriff / Clew Bay Inception Report, Final Report, Office 

of Public Works. 
3 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works. 
4 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works. 
5 JBA Consulting (2013), Western CFRAM Defence Asset Database, Handover Report, Office of Public Works. 
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1.3 Study background 

The Inception Report for UoM 32 was delivered in November 2012.  This report consisted of a 
baseline review of available data and the development of the proposed methodology for the 
hydrological and hydraulic modelling investigations to be completed within this phase. 

The method statement for the hydrological analysis detailed in the Inception Report has been 
developed and finalised in the UoM 32 Hydrology Report.  This work has developed design flows 
at a series of Hydrological Estimation Points (HEPs) along all watercourses to be modelled.  The 
detailed development of the hydrology has not been reiterated here and the reader is referred to 
the Hydrology Report for full details of the hydrological analysis.  Design flows have been extracted 
directly from the Hydrology report and are summarised in the AFA modelling reports.   

The Hydrology Report also provides guidance on the development of appropriate design storm 
hydrographs for each AFA for the purposes of the hydraulic modelling.  These methods are 
summarised in this report to provide clarity on the application of the design event hydrology as this 
work has been undertaken in the hydraulic modelling phase. 

The Inception Report identified all High Priority and Medium Priority Watercourses (HPWs and 
MPWs) to be modelled.  HPWs are those watercourses that dictate flood risk within an AFA 
boundary as originally delineated within the Flood Risk Review (FRR) Report.  HPWs therefore 
extend a short distance upstream and downstream of an AFA but do not include watercourses 
with catchments less than 1km2.  HPWs have been modelled to a greater level of detail than 
MPWs.  MPWs are the watercourses which link two AFAs together and the watercourses that 
extend downstream of an AFA to the sea.  Coastal AFAs do not have a downstream MPW 
associated with them. 

In total, 67 km of HPW have been modelled within UoM 32, along with the coastline of Westport 
Quay.  As all the AFAs in UoM32 are located adjacent to the coast there are no Medium Priority 
Watercourse (MPW) models in this study area.   

An overview of the approach to modelling these rivers has been provided in the UoM 32 Hydraulic 
Modelling Report Volume 1a: Hydraulic modelling Method Statement, and details of the modelling 
carried out for each AFA is provided in Volumes 2a to e. 
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2 Clifden 

2.1 Watercourse and catchment overview 

The study area encompasses the Clifden AFA and includes the Owenglin River, which is the 
primary watercourse that flows in a westerly direction to the south of Clifden town centre.  It drains 
a total area of approximately 36km2 between its source in the Twelve Pins and its downstream 
limit in Clifden Bay.  The channel width of the river as it flows through the town to Clifden Waterfall 
is approximately 12m.  At Clifden Waterfall, the channel drops over 8m in elevation through a 
series of cascades.  The channel downstream of Clifden Waterfall is extremely rough and littered 
with jagged rocks.  The channel upstream of Clifden Showgrounds is more uniform and well-
defined. 

There is also a tributary called the Nambrackkeagh Stream that enters the Owenglin from the 
north, approximately 1.5km upstream of the town centre on the N59 road.  Both the Owenglin and 
Nambrackkeagh rivers are classed as High Priority Watercourses (HPW) and have been included 
in the hydraulic model. 

There is a small, unnamed, culverted watercourse originating from the Westport Road in the north 
of the town that enters the Owenglin adjacent to the Clifden Showgrounds.  It flows through an 
open channel above the Westport Road.  There is a history of flooding from this channel but has 
since been seemingly alleviated as a result of maintenance works carried out by Galway County 
Council.  As the majority of the channel is culverted through the town, this watercourse has been 
only been included in the model as an inflow.  It has not been explicitly modelled as a tributary of 
the Owenglin. 

The main hydraulic structure within Clifden town is the triple-arched, Ardbear Old Bridge just 
downstream of the Clifden Showgrounds.  It is a constrictive structure that can exacerbate flooding 
in the Showgrounds and the Riverside area on the left bank.  A recording flow gauge is located 
approximately 370m downstream of Clifden Glen holiday village.  Figure 2-1 provides an overview 
of the area. 

Figure 2-1: Clifden AFA catchment overview 
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The upstream modelled extent of the Owenglin River is located in mountainous terrain 
approximately 1.3km upstream of the Clifden Glen bridge.  The downstream modelled extent is 
the Ardbear New arch bridge below Clifden Waterfall, approximately 100m downstream of the 
Showgrounds.  The Owenglin River has a gradient of around 0.057m/km in its first 500m upstream.  
As it makes its way downstream and passes through Clifden, it has a gentler slope of 0.006m/km. 

2.2 Flood history 

Further details on the flood history of the town can be found in the AFA specific modelling report 
and the Hydrology and Inception Reports.   

Table 2-1 : Flood history summary in Clifden 

Area affected Main flood 
mechanisms 

Recorded flood event 
date 

Use in model check 

Clifden Showgrounds Fluvial Recurring Corroborates 2008 
validation run 

Ardbear Fluvial Recurring Corroborates 2008 
validation run 

Riverside Fluvial Recurring Corroborates 2008 
validation run 

None specifically recorded, 
but equates to 10% AEP 
approx. 

Fluvial  2006 Not used 

2.3 Existing defences and walls 

No formal or informal effective defences were identified within the AFA.  Only one informal 
ineffective structure was identified within the AFA along the banks of Owenglin River.  This 
structure are not assumed to function as a flood defence as flood waters will bypass it in large 
events but it does offer flood protection at lower return periods. 

2.4 Model limitations 

There are a number of limitations associated with the model.  In summary these are: 

• Clifden Waterfall representation - Owing to the hydraulic complexity of the waterfall, the 
structure was modelled as a series of cascades or steps, split both from upstream to 
downstream and from left to right bank. 

• Channel blockage - Clifden Glen Road Bridge and the N59 Road Bridge on the 
Nambrackkeagh Stream could be particularly susceptible to blockage.  If these structures 
blocked, water would back up in the channel, before overtopping the banks, putting 
adjacent properties at increased risk of flooding.  Blockage has not been investigated in 
more detail in this model, but it is possible that blockage of these structures would 
exacerbate flood risk to adjacent properties. 

• Lack of historical data for model validation - A major limitation of the model verification 
process is the lack of evidence against which flood extents could be compared. 

2.5 Key flood risk mechanisms 

Further to the information presented in the flood risk maps a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

2.5.1 Flooding at Clifden Showgrounds and Riverside 

Clifden Showgrounds is shown to flood, as is consistent with accounts on FloodMaps.ie and local 
knowledge.  This is due to the low elevation of the right-bank and the relative ease by which flood-
water can spread across the adjacent ground.  Flooding of the Showgrounds begins to occur at 
the 20% AEP event.  Flow is able to convey along the road at Riverside, in the 1% AEP event, to 
inundate two buildings immediately next to the cascades on the left-bank. 

2.5.2 Flooding on the Low Road 

For the most part, the Low Road avoids any incidence of flooding due to its elevated position 
relative to the adjacent watercourse.  However, there are a cluster of buildings located just 
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upstream of the Showgrounds, at cross-section 32OGLN00051, that are at risk of inundation in 
the 2% AEP event.  There is a stable on the opposite side of the watercourse potentially also at 
risk. 

There is also flooding at the eastern extents of the Low Road, where flood-water on the left-bank 
can flow through a gap in the old railway embankment.  The local recycling centre is surrounded 
by water in return periods in excess of the 20% AEP events.  However, the site itself is not subject 
to any flood-water ingress.  

2.5.3 Flooding at Clifden Glen 

The hydraulic model confirms the flood risk to Clifden Glen Holiday Village, as first highlighted by 
the PFRA mapping.  This is the most vulnerable area in terms of properties at risk (18 No. for the 
1% AEP event), within the AFA.  The low right-bank level along the development is the primary 
cause of flooding.  This is exacerbated by an overland flow route further upstream, originating from 
XS 32OGLN00319.  Flood water on the left bank is impounded behind the raised N59 Road.  There 
is also flooding of two properties on the left bank, just upstream of the 32OGLN00254 in the 0.1% 
AEP event. 

2.5.4 Flooding from the Nambrackkeagh Stream 

The hydraulic model shows that flooding on the Nambrackkeagh Stream occurs at two distinct 
locations.  At cross-section 32NAMB00048 in the 1% AEP event, water is able to overtop the left-
bank and form an overland flow-route.  This route extends as far as the boundary wall of the 
primary property downstream (a bed and breakfast).  It stops short of inundating the house at the 
0.1% AEP event due to the elevated position of the house. 

The Nambrackkeagh also exceeds its channel capacity between cross-sections 32NAMB00035 
and 32NAMB00026 during events in excess of 50% AEP.  Flow can overtop the right-bank and 
flood the adjacent ground.  However, as above, no properties are affected by this flow-route. 

2.6 Sensitivity testing 

Sensitivity testing was conducted to determine which variables the model was sensitive to and 
their respective impacts.  In the 10% AEP event the parameters tested did result in a significant 
change in flood extents.  The most noticeable increase in flood extents occurs in the Clifden Glen 
holiday village and adjacent to the N59 where the Nambrackkeagh Stream joins the Owenglin 
River, a noticeable increase in the Showgrounds area of the town was also present.  It was found 
that an increase in peak flow caused the greatest uncertainty extent.  The model was also sensitive 
to an increase in flow volume and floodplain roughness.  In the 1% AEP event a further overland 
flow-route develops immediately upstream of the where the Nambrackkeagh Stream meets the 
Owenglin River as can be seen in Figure 2-2.  This route was not previously evident in the original 
1% AEP event.  It was found that an increase in peak flow caused the greatest uncertainty extent. 
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Figure 2-2: 1% AEP event uncertainty bounds - Clifden AFA 
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2.7 Flood risk summary 

Table 2-2: Flood risk to receptors in Clifden 

Risk Type Receptor 

Clifden 

10% 
AEP 

1% 
AEP 

0.1% 
AEP 

1% 
AEP 
MRFS 

1% 
AEP 
HEFS 

Social 
 

Residential property 0 26 34 28 30 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 

NHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 0 0 0 0 0 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.00 0.00 0.00 0.00 0.00 

Water treatment plant 0 0 0 0 0 

Utilities 0 0 0 0 0 

Commercial building 0 0 0 0 0 
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3 Louisburgh 

3.1 Watercourse and catchment overview 

The Bunowen River is the main watercourse in Louisburgh. It flows in a north westerly direction 
and discharges into Clew Bay at Turlin Strand. There are also two small streams, the Glebe River 
and Glebe Watercourse, which run parallel to the Bunowen River and discharge to its tidal reach, 
downstream of the AFA (see Figure 3-1).  Another unnamed watercourse, flows from the Caher 
area, south-west of Louisburgh, to join the Bunowen River downstream of the Bridge Street bridge. 

The Bunowen River has extensive fluvial floodplains upstream of the AFA, and extensive tidal 
floodplains downstream of the AFA.   

The bridge on Bridge Street is a key hydraulic structure in the AFA; backing up of water upstream 
of the structure exacerbates flooding in this area.  Louisburgh Weir, approximately 175m upstream 
of the bridge, is another key hydraulic structure, regulating levels in the channel here.  At this weir, 
some water is diverted into a small bifurcation channel, formerly a mill race, on the right bank.  This 
channel rejoins the main river a short distance upstream of the bridge. 

The Glebe River and Glebe Watercourse both also have flood risk associated with them, affecting 
some properties in large events.  The lower reaches of both these watercourses are affected by 
tidal flooding, as well as by backflow from the Bunowen River during fluvial flood events.  Both 
Glebe watercourses cross Church Street by means of culverts, increasing the potential for 
localised flooding at this location. 

Figure 3-1: Louisburgh AFA catchment overview 

 

3.2 Flood history 

Further details on the flood history of the town can be found in the AFA specific modelling report 
and the Hydrology and Inception Reports, and is summarised in the table below.   

Bridge 

Bridge 
Weir 

Weir 
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Table 3-1: Flood history summary in Louisburgh 

Area affected Main flood mechanisms 
Recorded flood 
event date 

Use in model 
check 

Bridge Street, Water 
Treatment Plant site, 
Riverside Court site 

Fluvial with high tide August 1974 Sensibility check  

Water Treatment Site Fluvial  December 2000 Sensibility check 

Chapel Street, Water 
Treatment Plant site 

Fluvial  December 2001 Sensibility check 

Riverside Court Fluvial  
Recurring (before 
redevelopment 
works completed)  

Not used 

Local road from 
Louisburgh to 
Carrowmore Quay  

Tidal  Recurring Sensibility check 

3.3 Existing defences and walls 

No defences have been identified within the Louisburgh AFA. 

3.4 Model limitations 

• Bridge opening representation - There is an additional opening in the Louisburgh bridge 
on Bridge Street, (similar in appearance to a flood relief culvert) on the right bank.  This is 
where the historic mill race once flowed through the bridge to the mill, which was located 
downstream of the bridge.  This opening has not been included in the model because on 
visiting the site, it appeared that this channel was largely blocked, and would not provide 
significant additional flow capacity. 

• Channel blockage (culvert and span bridges) - In Louisburgh, the Church Street culverts 
on the Glebe River and Glebe Watercourse and Cluain Craobh culvert on the Glebe 
Watercourse could all be susceptible to blockage.  If these culverts blocked, water would 
back up in the channel, before overtopping onto the road, putting adjacent properties at 
increased risk of flooding.  Detailed investigations of blockage and debris build-up have 
not been undertaken within the scope of the CFRAM. 

• Modelling of Tributaries - In larger tidal events Glebe River and Glebe Watercourse have 
been removed from the model as the whole watercourse is overwhelmed, the high water 
levels and narrow channels become unstable.  Flood risk is dominated by the tide levels 
so there is no benefit to modelling these tributaries in these events 

• Geomorphological changes - The model is based on topographical survey which is a 
snapshot in time only so changes in the sand dunes and downstream morphology over 
time may affect flood extent but have not been captured in the model. 

3.5 Key flood risk mechanisms 

Further to the information presented in the flood risk maps, a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

3.5.1 Flooding upstream of Louisburgh 

The flood risk maps show widespread flooding on both banks upstream of the AFA.  The floodplain 
is particularly wide on the right bank.  This area is predominantly agricultural land.  A holiday home 
located on the right bank approximately 175m from the upstream model boundary is within the 
0.1% AEP fluvial flood extent.   

On the left bank, there is also one property within the modelled flood extent (1% AEP).  This also 
appears to be a farm building, and is located approximately 150m upstream of the AFA boundary. 

3.5.2 Flooding through Louisburgh on left bank 

There is a relatively small strip of land within Louisburgh on the left bank that is subject to flooding.  
This is the area surrounding the Louisburgh bridge on Bridge Street.  Several properties are within 
the modelled flood extent (1% AEP; 10% AEP extent encroaches slightly on two buildings) in this 
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location.  Water comes out of bank upstream of the bridge and bypasses the bridge on the left 
bank here, re-entering the channel downstream of the bridge. 

3.5.3 Flooding upstream of bridge on right bank 

This is the primary flood risk area Louisburgh.  The town centre is located on the right bank, and 
several properties are subject to flood risk.  The Water Treatment Plant site, located immediately 
upstream of Louisburgh Weir, is relatively low-lying.  Water comes out of bank upstream of the 
weir and floods this site and neighbouring properties.  This Water Treatment Plant site is known 
to be subject to recurrent floods. The site immediately upstream of the Water Treatment Plant used 
to flood, and flooding here has been reported on the Office of Public Works floodmaps.ie website.  
However, there are now new apartments at this site (Riverside Court), and ground levels here 
were raised prior to their construction.  The site has not flooded since ground levels were raised.  
Despite the raising of ground levels, the site is still within the modelled flood extent for the 1% AEP 
fluvial event. 

Other properties on Chapel Street, as well as the road itself, are affected by floodwaters flowing 
through the Water Treatment Plant Site and out onto the road.  Once across the road, flood waters 
may enter a number of properties on the north side of the road. 

The bridge on Bridge Street also appears to exacerbate flood risk in the town.  Flood waters back 
up upstream of this structure, and overtop the right bank.  The modelled flood extents show 
flooding to several properties at the lower end of Bridge Street, although no properties have 
reportedly flooded here since the 1970s.  

3.5.4 Flooding on the Glebe River and Glebe Watercourse 

These small watercourses are both subject to fluvial and tidal flooding.  The area around the 
Church Street culverts on both watercourses is the primary area of flood risk with the potential to 
affect receptors.  There is a residential area here at risk of flooding; however, the modelled flood 
extents for the 1% AEP fluvial event or the 0.5% AEP tidal event are limited to the public parts of 
the housing estate and gardens, but do not extend to the properties.  The 0.1% AEP fluvial and 
tidal modelled flood extents encroach slightly on properties. 

On the Glebe River, fluvial risk from the tributary itself is confined to the area upstream of the 
Church Street culvert.  Head loss through this culvert and backing up of water upstream of the 
culvert appears to be the primary cause of flood risk here. 

On the Glebe Watercourse, fluvial flood risk from flows in the tributary affects the area upstream 
of the Church Street and Cluain Craobh culverts slightly (it is the Cluain Craobh culvert which 
causes the greater head loss), and also affects the downstream reach towards the Bunowen.  
However, in both these watercourses, the primary source of flood risk is backflow from the 
Bunowen River, both from fluvial and tidal flows. 

The Church Street and Cluain Craobh culverts would also be susceptible to blockage, being both 
of small capacity and located in semi-rural areas, where household dumping and natural debris 
may accumulate. 

3.5.5 Tidal flooding on the Bunowen  

The tidal influence in the Bunowen River extends upstream as far as Louisburgh Bridge on Bridge 
Street.  In the 0.5% tidal event, when compared to the 1% AEP fluvial extent, no new areas of 
flood risk are introduced.  Tidal flow in the Bunowen backs up affecting levels in the adjoining 
tributaries. 

3.6 Sensitivity testing 

Sensitivity testing was conducted to determine which variables the model was sensitive to and 
their respective impacts.  The model is not sensitive to the parameters tested for the 10% AEP 
event, which are peak flow, higher and lower bound roughness.  The parameter that influenced 
the model results most is the higher bound roughness causing a marginal increase in the flood 
extent.  The sensitivity results for the 1% AEP (Figure 3-2) indicate the model is sensitive to peak 
flow and higher bound roughness.  The change to these parameters causes an increase in flow 
out of bank at the upper extent of the model.  This flow is mainly shallow overland flow, less than 
100mm in depth. 
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Figure 3-2: 1% AEP event uncertainty bounds - Louisburgh AFA 
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3.7 Flood risk summary 

Table 3-2: Fluvial flood risk to receptors in Louisburgh 

Risk Type Receptor 

Louisburgh 

10% 
AEP 

1% 
AEP 

0.1% 
AEP 

1% 
AEP 
MRFS 

1% 
AEP 
HEFS 

Social 
 

Residential property 4 25 35 32 61 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites At Risk At Risk At Risk At Risk At Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 

NHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 0 0 0 0 0 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.00 0.00 0.00 0.00 0.00 

Water treatment plant 0 0 1 1 1 

Utilities 0 0 0 0 0 

Commercial building 3 20 20 20 20 

 

Table 3-3: Tidal flood risk to receptors in Louisburgh 

Risk Type Receptor 

Louisburgh 

10% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

0.5% 
AEP 
MRFS 

0.5% 
AEP 
HEFS 

Social 
 

Residential property 0 0 3 15 58 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites At Risk At Risk At Risk At Risk At Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 
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Risk Type Receptor 

Louisburgh 

10% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

0.5% 
AEP 
MRFS 

0.5% 
AEP 
HEFS 

NHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 0 0 0 0 0 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.00 0.00 0.00 0.00 0.00 

Water treatment plant 0 0 0 1 1 

Utilities 0 0 0 0 0 

Commercial building 0 0 0 0 1 
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4 Newport 

4.1 Watercourse and catchment overview 

The main hydraulic model is on the Newport River (alternatively known as the Black Oak River).  
The Newport River has a catchment of 146km2 as it enters Newport.  The model covers 2.5km, 
from the townland of Drumlong to discharge into Newport Bay.  Two thirds of this catchment area 
drains through Lough Beltra. Half of the catchment is covered with peat, largely upland blanket 
bog.  Deeper but poorly-drained mineral soils are found on the lower lying land.   

The Barrackhill Stream and Caulicaun River are also within the study area, they drain an area of 
1.15km2 and 1.01km2 respectively. They run in an east-west direction parallel to the Newport River.  
The Barrackhill and Caulicaun Streams are fed by Derryloughan Lough and Bleachyard Lough 
respectively.  These loughs attenuate the run off from surrounding bog land.  Figure 4-1 highlights 
the study area and main features. 

Figure 4-1: Newport AFA overview 

 

4.2 Flood history 

Further details on the flood history of the town can be found in the AFA specific modelling report 
and the Hydrology and Inception Reports.   

Table 4-1 : Flood history summary in Newport 

Area affected Main Flood Mechanisms 
Recorded 
Flood Event 

Use in Model Check 

Quays Road 
High tides and storm surge 
(Newport River) 

Recurring 
Corroborates 2011 
validation run 

R311 Road 
High tides and storm surge 
(Newport River) 

Recurring 
Corroborates 2011 
validation run 

Drumlong area 
Fluvial with high tide 
(Newport River) 

Recurring 
Corroborates 2011 
validation run 

R317 Fluvial (Newport River) 
September 
2011 

Sensibility check 

Quay Road and Fluvial with high tide January 2014 Sensibility check 
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Area affected Main Flood Mechanisms 
Recorded 
Flood Event 

Use in Model Check 

R311 Road (Newport River) 

Hotel Newport car 
park and Quay Road 
have flooded  

Fluvial (Barrackhill Stream) 

31st January/1st 
February 2004 
8th December 
2007 
20th/21st 
January 2008 

Sensibility check- 

4.3 Existing defences and walls 

There are no formal (i.e. OPW, local authority or privately maintained) or informal effective 
defences identified.   

The informal ineffective structures are not assumed to function as flood defences and are either 
bypassed in the model or have been removed to allow flooding beyond them. 

4.4 Model limitations 

There are a number of limitations associated with the model.  In summary these are: 

• Probability of channel blockage - There are a number of culverts on the Barrackhill and 
Caulicaun watercourses which, if blocked, would cause water to back up in the channel.  
Although this is unlikely to cause an increase in flood risk on the Caulicaun Stream, there 
are a number of receptors adjacent to culverts on the Barrackhill Stream.  The implications 
of debris blockage have been investigated and the findings confirm this is a significant 
driver of flood risk to the properties in this location. 

• Downstream boundary - The downstream boundary has been taken from the ICPSS, and 
is a point located some 12.5km off-shore.  The presence of islands and headlands could 
impact on the propagation of the tidal to the near shore, and therefore upon design levels 
for the downstream boundary. 

4.5 Key flood risk mechanisms 

Further to the information presented in the flood risk maps a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

4.5.1 Newport River 

The extent of the flooding from the Newport River is quite limited in both fluvial and tidal scenarios 
as the channel is large enough in most locations to cater for extreme events.  The hydraulic model 
confirmed that the greater source of flood risk is from tidal inundation rather than excessive fluvial 
flows.  Indeed, the property and locations downstream of this point would be more vulnerable to 
changes in tide levels than alterations in flow.  However, the opposite would be true for properties 
located further upstream, particularly in the Drumlong townland. 

Flooding at Newport Quay is governed by extreme tide levels.  There are two properties at risk in 
the 10% AEP tidal event.  This number is not exceeded for the 0.1% AEP fluvial event.  For the 
0.5% AEP tidal event, there are approximately nine properties at risk of flooding.  This number 
increases when considering the effects of climate change. 

There are a small number of properties on the R311/Castlebar Road at particular risk from flooding.  
For the 1% AEP fluvial event, there are two properties at risk.  This number does not alter upon 
consideration of the 0.5% AEP tidal event.  The tidal limit on the Newport River, as demonstrated 
by the hydraulic model, is located in the townland of Drumlong, at cross-section 32NEWP00202B.  
This is the downstream face of the Castlebar Road bridge. 

4.5.2 Barrackhill Stream 

There is one house and a farm building that are at risk in the 0.1% AEP fluvial flood event, but 
nothing at lower return period events.  There is no flooding in the 0.1% AEP tidal event but the 
flooding does encroach onto the road adjacent to the hotel.  This risk profile changes when 
blockage is considered. 
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4.5.3 Caulicaun Stream 

There are no properties at risk along the Caulicaun Stream.  There is no flooding of properties in 
the 0.1% event; this tidal event has virtually no effect on the flooding so it was decided not to model 
tidal extents further. 

4.6 Sensitivity testing 

Sensitivity testing was conducted to determine which variables the model was sensitive to and 
their respective impacts.  The 10% AEP uncertainty bound is compared to the equivalent predicted 
flood extent for the Newport, Barrackhill and Caulican watercourses.  The models are not very 
sensitive to changing conditions in the 10% AEP event.  There is some noticeable increase in 
extents on the Barrackhill Stream, but no new properties are affected.  The Newport River itself is 
largely unaffected by the sensitivity testing.  The sensitivity testing for the 1% AEP event shows 
an increase in flooding, primarily due to peak flow in Figure 4-2 along all watercourses.  On the 
Newport River, three new properties are introduced to the 1% AEP outline.  On the Barrackhill 
Stream, there is a substantial difference in extents, with five new properties in the uncertainty 
bounds.  There are no properties added to the extents of the Caulicaun Stream. 

Figure 4-2: 1% AEP event uncertainty bounds - Newport AFA 
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4.7 Flood risk summary 

Table 4-2: Fluvial flood risk to receptors in Newport 

Risk Type Receptor 

Newport 

10% 
AEP 

1% 
AEP 

0.1% 
AEP 

1% 
AEP 
MRFS 

1% 
AEP 
HEFS 

Social 
 

Residential property 0 0 3 1 1 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites At Risk At Risk At Risk At Risk At Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 

NHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs At Risk At Risk At Risk At Risk At Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 0 0 0 0 0 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.00 0.00 0.00 0.00 0.00 

Water treatment plant 0 0 0 0 0 

Utilities 0 0 0 0 0 

Commercial building 0 0 1 0 0 

 

Table 4-3: Tidal flood risk to receptors in Newport 

Risk Type Receptor 

Newport 

10% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

0.5% 
AEP 
MRFS 

0.5% 
AEP 
HEFS 

Social 
 

Residential property 0 4 38 70 88 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites At Risk At Risk At Risk At Risk At Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 

NHAs Not at Not at Not at Not at Not at 
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Risk Type Receptor 

Newport 

10% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

0.5% 
AEP 
MRFS 

0.5% 
AEP 
HEFS 

Risk Risk Risk Risk Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs At Risk At Risk At Risk At Risk At Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 0 0 0 0 0 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.00 0.00 0.00 0.00 0.00 

Water treatment plant 0 0 0 0 0 

Utilities 0 0 0 0 0 

Commercial building 1 2 2 3 11 
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5 Westport 

5.1 Watercourse and catchment overview 

There are three hydraulic models within the Westport suite, the Cloghan, Coolbareen and 
Carrowbeg Rivers. The three rivers are not connected to each other. The models all start a short 
distance upstream of the AFA boundary, and discharge directly into Westport Bay. There is no 
MPW element to any of the models. The fourth watercourse in the Westport AFA is Rossbeg 
Stream. This stream discharges into a swallow hole into the groundwater system. The watercourse 
has not been modelled, but an estimate of the flood mechanisms and impacts has been made.  

The Carrowbeg River flows through the centre of Westport town.  The watercourse begins at 
Knappabeg Lough although the modelled extent of the watercourse is located approximately 265m 
upstream of Cooloughra Bridge and it flows in a north westerly direction towards Westport.  The 
length of watercourse modelled is 5.1km; the downstream extent of the model is where the 
Carrowbeg River discharges into Westport Bay downstream of Westport House Lough.  A number 
of tributaries feed into the Carrowbeg River along its length, although the model is limited to the 
main channel only.   

The Cloghan River is to the south of the Carrowbeg River and drains an entire catchment area of 
2.32km2.  The upstream modelled extent of the river is near Killaghnoor and the total modelled 
reach is 3km in length.  A relatively large tributary joins the Cloghan River at Carrowbaun.  The 
Cloghan River discharges into Westport Bay via an unflapped culvert beneath the coastal road. 

Figure 5-1: Overview of Westport and Westport Quay model domain 

 

Coolbarreen Stream is a relatively narrow but steep watercourse that flows in a general westerly 
direction before discharging through an open culvert into Westport Bay to the north of Westport 
and the Carrowbeg River.  The entire Coolbarreen Stream catchment is 3.86km2 and the modelled 
upstream extent of the watercourse is located near Knockranny.     

The watercourses are all tidally influenced. The models have been run with various combinations 
of high fluvial flows and a low tide level, and also with high tides and low fluvial flows. A joint 
probability test has also been carried to investigate the potential impact of a high tide with high 
river flows.  
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The Rossbeg Stream drains a rural catchment of 5km2 from its source at the outfall of a small 
lough to the west of Moyhastin, to its sink at a swallow hole approximately 250m downstream of 
Rossbeg Bridge.  A culvert below the main coast road allows the overflows to discharge through 
an outfall into the bay to the west of the Cloghan watercourse.   

Tidal flooding only impacts on Westport Quay, and this risk is discussed in the Westport Quay AFA 
report, with summary in Section 6. 

5.2 Flood history 

Further details on the flood history of the town can be found in the AFA specific modelling report 
and the Hydrology and Inception Reports.   

Table 5-1: Flood history summary in Westport 

Area affected Main flood mechanisms Recorded 
flood event 
date 

Use in model check 

Westport Mall Fluvial (Carrowbeg River) 1st November 
1968 

Not used 

St. Anthony's Bed 
and Breakfast 

Pluvial and ponding of 
surface water 

Recurring Not used 

Rossbeg Road Fluvial (Rossbeg Stream) 1st November 
1968 

Sensibility check 

No reported flooding 
occurred 

Highest event on record November 2009 Assessment of rating 
curve applicability 

5.3 Existing defences and walls 

There is a mix of formal embankment / landscaping downstream of the James Street Bridge on 
the Carrowbeg and several lengths of ineffective walls along the Carrowbeg and Cloghan Rivers.  
The ineffective structures are either shown to be bypassed, or have been removed from the model 
as they would be unlikely to withstand a flood event.  There are no defences (either formal or 
informal) on the Cloghan, Coolbarreen or Rossbeg watercourses.  The locations of these features 
are shown in Figure 5-2. 

Figure 5-2: Overview of locations of defence and wall structures on the Carrowbeg River 

 



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report v2.0.docx 22 

 

5.4 Model limitations 

There are a number of limitations associated with the model.  In summary these are: 

• Lack of historical data for model validation - There are no hydrometric stations on the 
Cloghan River, Coolbarreen Stream or Rossbeg Stream meaning that detailed calibration 
of the hydraulic models of these watercourses has not been possible and model evaluation 
has been limited to checking the model results for reasonableness.  Flood extents 
produced by the model cannot be compared to historical flooding. 

• The tidal boundary developed for Westport Bay is based on tidal data recorded in Clew 
Bay to the northwest of Westport Bay.  This is the nearest tidal gauge to the Westport AFA 
but is further offshore than Westport Bay so any tidal dynamics between the two locations 
will not have been accounted for in the model boundaries.  Catchment descriptors - SAAR 
is higher than expected but cannot be confirmed.  

• Coolbarreen model instability - High base flow needed to allow model to run.  This will 
have limited impact as the area in question is outside the AFA and some distance from 
any receptors. 

• Cloghan model instability results from tide-locking at the downstream boundary. 

• The Rossbeg Stream disappears into a sink hole before reaching Westport Bay.  It has 
been assumed for this study that the stream discharges as groundwater into Westport Bay 
but it may flow underground towards the Cloghan River and join this watercourse.  Due to 
the geology of the Westport AFA, there could be links with groundwater flows on all the 
modelled HPWs but not enough is known about these links to include this issue in this 
study. 

• Rossbeg Stream - Approach undertaken gives an indicative assessment of risk but is not 
a full groundwater assessment and has relied on a number of broad assumptions. 

5.5 Key flood risk mechanisms 

Further to the information presented in the flood risk maps, a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

5.5.1 Carrowbeg River 

Flooding upstream and downstream of Distillery Road 

Some overtopping of both banks of the Carrowbeg River occurs during the 10% AEP fluvial event 
and the garden of St Anthony's B&B, where flooding has been reported to occur with relative 
frequency, is also predicted to flood but no properties are predicted to be at risk. 

During a 1% AEP fluvial event, buildings along the right bank of the Carrowbeg River both 
immediately upstream of Distillery Road (part of the B&B) and the North Mall are predicted to flood. 

During a 0.1% AEP fluvial event, the whole B&B plot including the main B&B building is predicted 
to flood and more properties downstream of Distillery Road are predicted to be at risk. 

There is predicted to be no tidal risk to this area. 

Flooding to the North Mall 

Flood water is predicted to flow through gaps in the walls lining the Carrowbeg River onto the North 
Mall across the range of events modelled so far.  However, the crest level of the wall is not 
exceeded even during a 0.1% AEP fluvial event. 

During a 10% AEP fluvial event, the North Mall is predicted to flood between Newport Street and 
Castlebar Street through the gap in the wall just downstream of Castlebar Street but the modelled 
flood extent is largely restricted to the road itself. 

During a 1% AEP event, the flood extent is predicted to extend further along the North Mall to 
upstream of Castlebar Street and a number of buildings along the North Mall are predicted to be 
at risk between Newport Street and Castlebar Street. 

During a 0.1% AEP fluvial event, the entire North Mall between Newport Street and the North Mall 
road bridge is predicted to flood and further buildings between Newport Street and Castlebar Street 
are predicted to be at risk.  There is predicted to be no tidal risk to this area. 
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Flooding to the South Mall 

Flooding of the South Mall is modelled to be restricted to a 0.1% AEP fluvial event and is predicted 
to occur through wall gaps in the left bank of the river.  Floodwater that passes through these gaps 
upstream of Bridge Street flows along the South Mall and onto James Street putting a number of 
properties at risk.  There is predicted to be no tidal risk to this area. 

Flooding near Westport House Lough 

There is predicted to be some overtopping of the river banks during both fluvial and tidal events 
across the full range of return periods modelled in this study.  However, flooding is predicted to be 
limited to low areas on both banks and Westport House, which is the only property in this area, is 
not predicted to be at risk during any of these scenarios. 

5.5.2 Cloghan River 

Flooding to the N59 

A short section of the N59 in Carrowbaun is predicted to be at risk from flood water overtopping 
the N59 culvert during the 1% and 0.1% AEP fluvial events. 

Flooding to the R335 

The R335 is predicted to be at risk of flooding during 1% and 0.1% AEP fluvial events from flood 
water that overtops the upstream face of the large culvert that runs beneath the R335 and adjacent 
access road.  This flood water is modelled to flow across the access road and flood the R335 from 
where some of it returns to the Cloghan River via a flow route that follows a west then northerly 
direction. 

Flooding close to the Harbour Road 

Flooding of properties from the Cloghan River is predicted to be limited to a small number of 
buildings around the Harbour road close to Westport Bay. 

During a 10% AEP fluvial event, flooding is modelled to be restricted to the road network in the 
vicinity of the Harbour road and no properties occur within the flood outline.  However, in addition 
to the local road network, at least four properties are predicted to be to risk during the 1% and 
0.1% AEP fluvial events, three of which are located close to the Harbour road with the fourth being 
a little further upstream.  Flooding to the upstream property is modelled to occur from flood water 
that overtops the left bank and flows towards the property across a field whereas closer to the 
Harbour road, the capacity of the two culverts within the private gardens is modelled to be 
exceeded; particularly since the peak of the fluvial event is being modelled to coincide with high 
tide.  The flood mechanisms remain the same during the 0.1% AEP fluvial event but the flood 
extent is slightly larger especially along the Harbour Road where it could flood some of the coastal 
properties. 

It should be noted that high tide is considered to be a significant contributory factor to the modelled 
flood risk to properties in the vicinity of the Harbour road.  This assumption will be evaluated during 
sensitivity testing of the downstream boundary. 

5.5.3 Coolbarreen Stream 

Flooding upstream of the access track at 32COOL00366A 

A culvert with a diameter of only 350mm occurs beneath an access track at 101036, 285137.  
Flooding is modelled to occur immediately upstream of this culvert at an early stage in all of the 
fluvial model runs, although, this is partly due to the fact that a high minimum flow is required along 
this upstream reach to stabilise the model.  However, the modelled flooding is restricted to a field 
on the left bank of the Coolbarreen and no existing properties are predicted to be at risk from this 
culvert. 

Flooding to Deerpark Road at 32COOL00270A 

Flooding is predicted to occur along the Deerpark road on the left bank of the Coolbarreen Stream 
in the vicinity 32COOL00270A during 10%, 1% and 0.1% AEP existing risk events.  During a 0.1% 
AEP event, the property at the end of the Deerpark Road (close to 32COOL00256) is predicted to 
be at risk. 

Flooding upstream of the N59 
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A large volume of floodwater is predicted to collect during 10%, 1% and 0.1% AEP events in the 
fields upstream of the prominent, north-south oriented, road embankment located just to the east 
of the N59.  Flooding hereabouts is considered to occur in response to low local bank elevations 
and the hydraulic restriction posed by the embankment and associated culvert.  No existing 
properties are at risk from flooding at this location. 

Flooding around the Slaugar confluence 

Flooding of fields is predicted during 10%, 1% and 0.1% AEP events in the vicinity of the Slaugar 
confluence related to the limited local channel capacity possibly in conjunction with the limited 
capacity of the culvert beneath Newport Road.  No existing properties are at risk in this area. 

Flooding of the Farmyard 

The Farmyard to the south of Golf Course Road is predicted to be at risk during a 0.1% AEP event 
from a southerly directed, sinuous, flow route that exits the left bank of the Coolbarreen Stream at 
the upstream face of the Golf Course Road culvert (32COOL00081A). 

5.5.4 Rossbeg Stream 

When water levels reach approximately 9.00mOD (which is some 6m above the elevation of the 
swallow hole at the downstream limit) they begin to spill out of the hollow and along a footpath in 
a northerly direction before flowing down the road towards the bay.  The Rossbeg Stream would 
not cause flooding of property, although the gardens on the left bank of the stream upstream of 
the swallow hole would be inundated.  There may be some flooding onto the road adjacent to the 
mill pond, which may result in an overland flow path down the road, to join with the water spilling 
from the hollow. 

5.6 Sensitivity testing 

Sensitivity testing was conducted to determine which variables the model was sensitive to and 
their respective impacts. 

The parameters tested in the 10% AEP event did result in a change in flood extents relative to the 
original model run.  The most noticeable increase in flood extents occurs along the Coolbarreen 
Stream and the Cloghan River.  There is also an increase in extent in the centre of Westport, 
where the Carrowbeg River straddles the North Mall.  It was found that an increase in peak flow 
caused the greatest uncertainty extent.  Increased roughness also gave a noticeable difference. 

Sensitivity testing for the 1% AEP shows an increase in flooding in the locations mentioned above.  
However, a further overland flow-route develops just upstream of the Coolbarreen Stream outfall, 
shown in Figure 5-3.  This route was not evident in the original 1% AEP event.  It was found that 
an increase in peak flow caused the greatest uncertainty extent.  This is consistent with the findings 
of the 10% AEP model run. 
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Figure 5-3: 1% AEP event uncertainty bounds - Westport AFA 
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5.7 Flood risk summary 

The following table summarises the flood risk to a range of receptors within Westport. 

Table 5-2:  Fluvial flood risk to receptors in Westport 

Risk Type Receptor 

Westport 

10% 
AEP 

1% 
AEP 

0.1% 
AEP 

1% 
AEP 
MRFS 

1% 
AEP 
HEFS 

Social 
 

Residential property 0 5 37 29 34 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 

NHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 0 0 0 0 0 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.09 0.14 0.38 0.30 0.33 

Water treatment plant 0 0 0 0 0 

Utilities 0 0 0 0 0 

Commercial building 0 6 58 44 47 

 

Table 5-3: Tidal flood risk to receptors in Westport 

Risk Type Receptor 

Westport 

10% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

0.5% 
AEP 
MRFS 

0.5% 
AEP 
HEFS 

Social 
 

Residential property 0 2 3 4 28 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites Not at Not at Not at Not at Not at 
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Risk Type Receptor 

Westport 

10% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

0.5% 
AEP 
MRFS 

0.5% 
AEP 
HEFS 

Risk Risk Risk Risk Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 

NHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs At Risk At Risk At Risk At Risk At Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 0 0 0 0 0 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.00 0.00 0.00 0.00 0.00 

Water treatment plant 0 0 0 0 0 

Utilities 0 0 0 0 0 

Commercial building 0 0 0 1 1 
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6 Westport Quay 

6.1 Watercourse and catchment overview 

Westport Quay has a coastline of approximately 10.2km within the boundaries of the AFA. The 
key areas of coastal flood risk within the AFA are properties along the Quay, the point and 
Rossbeg.  Figure 6-1 shows an overview of the Westport Quay AFA. 

The ground elevation along the Quay road varies throughout the AFA.  Walls are present along 
different sections of the coastline with varying crest levels and condition.  All of the walls are old 
and of masonry construction and have many gaps in them. There are no bridges or culverts within 
the AFA that will impact upon the tidal flooding extents, although a number of streams discharge 
under the coast road into the bay through outfalls. 

The impact of tide locking on the streams has been investigated through the modelling and 
reporting for the Westport AFA.  Tidal flooding is influenced by the shape of the bay and coastline 
which shelters different parts of Westport Quay from wave action and overtopping depending on 
the wind direction during a storm. 

The frequency of flooding is quite high within Westport Quay.  It can be as frequent as every other 
year (1 in 2) for the worst affected streets.  Flooding of properties is less frequent than flooding of 
roads.  Flooding within the village is a combination of high tides, storm surge, wave overtopping 
and surface water. 

Wave overtopping has been specifically investigated in this study, with separate still water and 
wave models developed for the coastline. 

Figure 6-1: Westport Quay AFA overview 

 

6.2 Flood history 

Further details on the flood history of the town can be found in the AFA specific modelling report 
and the Hydrology and Inception Reports.   
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Table 6-1:  Flood history summary in Westport Quay 

Area affected Main flood 
mechanisms 

Recorded flood 
event date 

Use in model check 

Westport Quay High tides and storm 
surge 

Recurring Corroborates 2014 
validation run 

Rossbeg High tides and storm 
surge 

Recurring Corroborates 2014 
validation run 

Rossymailey High tides and storm 
surge 

Recurring Corroborates 2014 
validation run 

Westport Quay High tides and storm 
surge and waver 
overtopping 

3 January 2014 Validation run 

Westport Quay – 
damage to quay 
walls 

High tides and storm 
surge 

18 December 2014 Corroborates 2014 
validation run – may 
have added to 
severity of Jan 2014 
event 

Unknown, but 
assumed widespread 
within Westport Quay 

High tide and storm 
surge – highest event on 
record (2.75mOD) 

15 December 2012 Corroborates 2014 
validation run 

6.3 Existing defences and walls 

Formal and informal effective defences, identified with the AFA (Westport quay wall, 
Rossbeg/Sunnyside Quay Wall or Harbour View Wall) have been modelled as surveyed with a 
crest level point spacing of around 10m, unless there are notable changes in elevation or form of 
the wall in which case more detailed survey was collected.  A number of gaps in the wall have not 
been included in the model as they are quite small relative to the model geometry.  It is assumed 
that all these walls retain flood waters to the crest of the structure and that water does not return 
to the sea once the wall has overtopped. 

Informal ineffective structures identified within the AFA (Westport Quay point and Rossymailey 
Wall) are not assumed to function as flood defences and are either bypassed in the model or have 
been removed to allow flooding beyond them, such as garden walls.  They have been included as 
they can affect the flow path of water. 

6.4 Model limitations 

• Coastal boundaries - The ICPSS point used to determine the coastal extreme sea water 
boundaries is around 9km off the coastline of Westport Quay in Clew Bay.  The influence 
of the local bathymetry and topography of Westport Bay between the ICPSS point and the 
coastline is not accounted for and could impact on the propagation of the tidal to the near 
shore, and therefore upon design levels for the downstream boundary. 

• Structural integrity of quay walls - The quay walls in Westport Quay are in a range of 
conditions and many may not have been constructed to withstand the power of storms or 
high tide levels.  It has been assumed that they will not fail, breach or collapse as a result 
of poor overall condition of weaknesses within each defence.   

6.5 Key flood risk mechanisms 

Further to the information presented in the flood risk maps, a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

6.5.1 Flooding at Westport Point 

Westport Point floods in a 10% AEP flood event and in the 0.5% AEP flood is almost wholly 
inundated with parts greater than 1m deep.  Access to the buildings on the point will be cut off in 
the 10% AEP flood.  The source of flooding is from overtopping of both the northern and southern 
quay walls. 

6.5.2 Flooding at Harbour View 

The road in the Harbour View area of Westport Quay is flooded in the 10% AEP flood and 
impassable, with flood depths exceeding 1m in parts.  There are some properties flooded in the 
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10% AEP and the number of properties flooded increases with the severity of the flood.  The flood 
mechanism is from the overtopping of the sea walls. 

6.5.3 Flooding at Rossbeg and Rossymailey 

In Rossbeg and Rossymailey the coast roads are flooded and impassable in the 10% AEP flood, 
and some properties are within the 0.1% AEP flood extent.  The flood mechanism is from 
overtopping of the sea walls. 

6.5.4 Wave overtopping 

Wave overtopping has been modelled as causing flood risk to the Quay Road at all return periods 
when waves break over the coastal wall.  At return periods in excess of the 1%AEP peak tide, the 
wave overtopping combines with still water inundation, resulting in a combination of flood 
mechanisms more in line with what is experienced in reality.  However, there is very little difference 
between the wave overtopping combined with still water extent and the still water only flood risk 
as the topography restricts the flood from spreading further inland. 

6.6 Sensitivity testing 

Sensitivity testing was conducted to determine which variables the model was sensitive to and 
their respective impacts.  It can be seen from Figure 6-2 that the model is not sensitive to the 
adjustment of the various parameters in the 1% AEP event, and in the 10% AEP event the only 
noticeable difference occurs at a location close to Luggykelly Bridge.   

Figure 6-2: 0.5% AEP event uncertainty bounds - Westport Quay AFA 
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6.7 Flood risk summary 

The following table summarises the flood risk to a range of receptors within Westport Quay. 

Table 6-2: Flood risk to receptors within Westport Quay 

Risk Type Receptor 

Westport Quay 

10% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

0.5% 
AEP 
MRFS 

0.5% 
AEP 
HEFS 

Social 
 

Residential property 1 7 26 41 60 

School 0 0 0 0 0 

Health centre 0 0 0 0 0 

Nursing home 0 0 0 0 0 

Public residential care 
home 0 0 0 0 0 

Social infrastructure 0 0 0 0 0 

Hospital 0 0 0 0 0 

Gardai station 0 0 0 0 0 

Fire station 0 0 0 0 0 

Civil defence HQ 0 0 0 0 0 

Social amenity sites 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Environment 
 

IED / IPPC sites 0 0 0 0 0 

WFD Annex IV sites At Risk At Risk At Risk At Risk At Risk 

NHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

pNHAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

SACs At Risk At Risk At Risk At Risk At Risk 

SPAs 
Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Not at 
Risk 

Cultural 
heritage 
 

National monument 2 3 3 3 3 

UNESCO heritage 
site 0 0 0 0 0 

Museum/ gallery 0 0 0 0 0 

NIAH building 0 0 0 0 0 

Economy 

Airport 0 0 0 0 0 

Train station 0 0 0 0 0 

Railway line (km) 0.00 0.00 0.00 0.00 0.00 

National roads (km) 0.00 0.00 0.00 0.00 0.00 

Water treatment plant 0 0 0 0 0 

Utilities 0 0 0 0 0 

Commercial building 0 6 15 20 23 
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7 UoM Summary 
The table below summarises flood risk to the AFAs within UoM32.   

Table 7-1:  Summary of flood risk to AFAs 

Parameter 
AFA 

Clifden Louisburgh Newport Westport 
Westport 

Quay 

Primary source of risk:  

Fluvial,  

Coastal,  

Wave overtopping 

 Groundwater  

(note, groundwater 
has not been 
assessed through the 
CFRAM). 

 

 

  

 

Receptors at risk in 
the 1% AEP fluvial or 
0.5% AEP coastal 
event 

 

     

Effective defences 

     

Current 
flood risk:  

  no 
properties  
 

  <10 
properties 
  

  >10 
properties 

10% 
AEP 

     

1%/ 
0.5% 
AEP 

     

0.1% 
AEP 

     
Future 
MRFS flood 
risk:  

  no 
properties  
 

  <10 
properties 
  

  >10 
properties 

10% 
AEP 

     

1%/ 
0.5% 
AEP 

     

0.1% 
AEP 
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Abbreviations 

AEP ................................. Annual exceedence probability 

AFA ................................. Area for further assessment 

AMAX .............................. Annual maximum  

CFRAM ........................... Catchment flood risk assessment and management 

DAD ................................ Defence asset database 

DAS ................................. Defence asset survey 

DEM ................................ Digital elevation model (Includes surfaces of structures, vegetation, 
etc) 

DTM ................................ Digital terrain model (‘bare earth’ model; does not include surfaces 
of structures, vegetation, etc 

ESTRY ............................ One-dimensional model from the TUFLOW suite 

FRISM ............................. Flood risk metrics (a flood risk tool developed by JBA) 

FRMP .............................. Flood risk management plan 

FRR ................................. Flood risk review 

FSR  ................................ Flood studies report 

FSU  ................................ Flood studies update 

GIS .................................. Geographical information system 

HEFS .............................. High-end future scenario 

HEP ................................. Hydrological estimation point 

HPW ................................ High priority watercourse 

HWA ................................ Hydrograph width analysis 

IBIDEM ............................ Interactive bridge invoking the design event method 

ICPSS ............................. Irish coastal protection strategy study 

ISIS  ................................ One-dimensional hydraulic modelling software 

LA .................................... Local authority 

LIDAR ............................. Light detection and ranging 

mOD ................................ Metres above Ordnance datum (unless stated this refers to the Malin 
datum) 

MPW ............................... Medium priority watercourse 

MRFS .............................. Mid-range future scenario 

NDHM ............................. National digital height model (a DTM by Intermap) 

OSi .................................. Ordnance Survey Ireland 

PFRA .............................. Preliminary flood risk assessment 

Q(T) ................................. Flow for a given return period 

QMED ............................. Median annual flood, used in FSU methods 

SAAR .............................. Standard annual average rainfall 

SoP ................................. Standard of protection (in relation to flood defences) 

T ...................................... Return period, inverse of AEP 

Tp .................................... Time to peak 

TUFLOW ......................... Two-dimensional hydraulic modelling software 
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1 Introduction 

1.1 Scope of report 

This report details the generic hydraulic modelling methodologies applied in the modelling phase 
of the Western Catchment-Based Flood Risk Assessment and Management Study (WCFRAM).  
The report is therefore applicable for all Areas for Further Assessment (AFAs) within Unit of 
Management (UoM) 32, Erriff / Clew Bay, but in general does not go into detail regarding the 
specifics associated with a given AFA.  Modelling assumptions specific to an AFA are discussed 
in the relevant AFA modelling reports. 

The report covers the overall hydraulic modelling processes from model build through to the 
development of design runs. 

Whilst it has been necessary to develop a general methodology for the hydraulic models across 
the WCFRAM to ensure consistency, it is not possible to pre-empt the approach required at all 
locations.  This document does therefore not preclude changes to the approaches, which are 
applied at an AFA level where appropriate.  Where local knowledge justifies an alternative 
approach, this will be reported in the AFA modelling report.  However, the AFA reports do not 
duplicate the generic methodology detailed in this report. 

1.2 Report overview 

This report is one of a series which describe the work undertaken as part of the CFRAM, and 
together they provide a description of the approach taken to identifying flood risk, and a discussion 
of the results of the analysis and potential flood management measures, where they are 
appropriate. 

This report should be read in conjunction with the following supporting documents: 

• Western CFRAM UoM32 Hydrology Report1 

• Western CFRAM UoM32 Inception Report2 

• Western CFRAM Flood Risk Review Report3 

• Western CFRAM SEA Scoping Report4 

• Western CFRAM Defence Asset Database: Handover Report and accompanying 
database files5 

The reports in the suite for the Hydraulic Modelling are: 

• Western CFRAM UoM32 - Hydraulic Modelling Report 

• Western CFRAM UoM32 - Hydraulic Modelling Report: Volume 1a – Hydraulic Modelling 
Method Statement 

• Western CFRAM UoM32 - Hydraulic Modelling Report: Volume 1b – Hydromorphology 
and Coastal Erosion Assessment 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 2 – AFA Modelling Report 
(for example – 2a - Clifden AFA Modelling Report) 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 3 – Flood Risk Maps (for 
example - 3a Clifden Flood Risk Maps) 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 4a – Hydraulic Model and 
Check File (for example - 4a Clifden Hydraulic Model and Check File) 

                                                      
1 JBA Consulting (2014), Western CFRAM Unit of Management 32 - Erriff / Clew Bay Hydrology Report, Final Report, 

Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 - Erriff / Clew Bay Inception Report, Final Report, Office 

of Public Works. 
3 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works. 
4 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works. 
5 JBA Consulting (2013), Western CFRAM Defence Asset Database, Handover Report, Office of Public Works. 
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The letter code associated with the deliverables in Volumes 2, 3 and 4 will be consistent for a given 
AFA, so in the example above the letter 'a' applies to the Clifden AFA.  Volume 4 is the technical 
output from the study and will only be available on request from the Office of Public Works. 

The AFAs covered by this report, and the corresponding models, are listed in Table 1-1 

Table 1-1: AFAs within the UoM 

UoM Model type: 
Fluvial, Coastal 
(with Wave 
Overtopping), 
MPW,  
Undefended, 
Breach 

AFA / 
MPW 
code 

AFA / MPW name Model 
codes 
within AFA 
/ MPW 

32 F CFD Clifden I1 

32 F LBG Louisburgh R1 

32 F NWP Newport - Barrackhill T1-3 

32 F WPT Westport Z1-4 

32 C (WO) WPQ Westport Quay Coastal C66-7 

1.3 Study background 

The Inception Report for UoM 29 was delivered in November 2012.  This report consisted of a 
baseline review of available data and the development of the proposed methodology for the 
hydrological and hydraulic modelling investigations to be completed within this phase. 

The method statement for the hydrological analysis detailed in the Inception Report has been 
developed and finalised in the UoM 29 Hydrology Report.  This work has developed design flows 
at a series of Hydrological Estimation Points (HEPs) along all watercourses to be modelled.  The 
detailed development of the hydrology has not been reiterated here and the reader is referred to 
the Hydrology Report for full details of the hydrological analysis.  Design flows have been extracted 
directly from the Hydrology report and are summarised in the AFA modelling reports.   

The Hydrology Report also provides guidance on the development of appropriate design storm 
hydrographs for each AFA for the purposes of the hydraulic modelling.  These methods are 
summarised in this report to provide clarity on the application of the design event hydrology as this 
work has been undertaken in the hydraulic modelling phase. 

The Inception Report identified all High Priority and Medium Priority Watercourses (HPWs and 
MPWs) to be modelled.  HPWs are those watercourses that dictate flood risk within an AFA 
boundary as originally delineated within the Flood Risk Review (FRR) Report.  HPWs therefore 
extend a short distance upstream and downstream of an AFA but do not include watercourses 
with catchments less than 1km2.  HPWs have been modelled to a greater level of detail than 
MPWs.  MPWs are the watercourses which link two AFAs together and the watercourses that 
extend downstream of an AFA to the sea.  Coastal AFAs do not have a downstream MPW 
associated with them.   

In total, 67 km of HPW have been modelled within UoM 32, Figure 1-1, along with the coastline of 
Westport Quay.  As all the AFAs in UoM32 are located adjacent to the coast there are no MPW 
models in this study area. 

                                                      
6 Note model code C7 is not used 
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Figure 1-1: HPW modelled watercourses within UoM 32 

 

1.4 Geometric data 

1.4.1 Topographic Survey data 

The hydraulic models have been constructed from topographic survey of the river channels and 
ground level survey of the floodplain.   

Topographic survey has been collected as cross sections perpendicular to the direction of flow at 
regular intervals along watercourses and along the faces of key structures, and as spot level 
survey along the bank tops between cross sections.  Cross sections have been surveyed at 50-
100m intervals along HPWs and 500m-1,000m intervals along MPWs.  The spacing of the bank 
top survey was 10m, with additional points collected where elevations changed by 250mm or more.  
No bank top survey has been collected along MPWs.   

The survey data was reviewed as part the QA process for the relevant survey contract, and the 
review certificates were included as part of the survey report deliverables.  Additional checks were 
undertaken as part of the model development.  These included checking all structures had been 
surveyed, the full length of reaches had been covered and sufficient detail was surveyed on sluices 
and other complex structures.  A comparison between surveyed levels and LIDAR has also been 
carried out, and is reported on in the relevant AFA modelling reports.    

The main topographic survey was collected over three survey contracts and data delivered 
between December 2012 and June 2013.  Further infill survey contracts were commissioned to 
collect additional survey data where it was required to supplement the three major survey 
contracts, as follows.   

• National Survey Contract No. 6, by CCS - July 2012 - February 2013 

• Western Survey Contract 1 - Maltby Land Surveys - June 2012 - October 2012 

• Western Survey Contract 2 - Murphy Surveys Limited - November 2012 - July 2013 

• Infill Survey Contract 4 - CCS Surveys - August 2013 

• Infill Survey Contract 6 - Blom 6West - December 2013 

• Infill Survey Contract 7 - Murphy Surveys - January 2014 

• Infill Survey Contract 9 - 6West – May 2015 
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The cross section survey key plan for each model reach is included in the maps contained in 
Volume 3 of this report.   

1.4.2 Digital terrain model 

Ground level survey is available from LIDAR data for AFAs only, so covers HPWs and associated 
floodplains.  Data has been provided in both filtered and unfiltered formats in a 2m grid resolution.  
The LIDAR was flown between November 2011 and August 2012.  For MPWs, floodplain data has 
been extracted from a coarse Informar Digital Terrain Model (DTM).  This is the Office of Public 
Work's National Digital Height Model (NDHM), flown between 2007 and 2009.  This 5m resolution 
DTM was supplied by the Office of Public Works in 2013. 

A comparison between surveyed levels and LIDAR has also been carried out, and is reported on 
in the relevant AFA modelling reports.  In all cases, the LIDAR and survey matched to an 
acceptable level and no AFA scale changes were required.   

1.4.3 CCTV survey 

Where long and non-uniform culverts were identified along river systems, the need for CCTV 
survey was considered as follows: 

• Is further information needed to model the culvert? 

• Is this information available from other sources (design drawings or previous CCTV survey 
for example)? 

• If a blockage occurred, would properties be at risk of flooding? 

• Is connectivity between the upstream and downstream faces confirmed? 

• Can sufficient additional information be gathered through a detailed engineering site visit? 

Table 1-2 lists the culverts which were considered on the basis detailed above, both of which were 
in Newport.  It was determined that sufficient data was available to allow the culvert on the 
Caulicaun Stream to be modelled appropriately without requiring CCTV survey, but CCTV survey 
of the Barrackhill Stream was commissioned through a contract with AQS Environmental 
Solutions, which was delivered in March 2014. 

Table 1-2: Shortlist of culverts for CCTV survey 

AFA Name Upstream Culvert 
XS_ID 

CCTV survey 
commissioned 

UoM 

Newport 32BARR00064I Yes 32 

Newport 32CAUL00057I No 32 

 

  



 

 
 

2011s5232 WCFRAM UoM 32 Vol 1a Hydraulic Modelling Method Statement v2.0.docx 5 
 

2 Fluvial hydraulic modelling 

2.1 Modelling Approach 

HPW models have been constructed using both the cross section survey to represent the channel 
and the LIDAR data to represent the floodplain, rather than extended cross sections.  This 
approach uses two software packages, ISIS and TUFLOW, and is referred to as a linked 1 
dimensional and 2 dimensional (or 1D-2D) model, where 2D refers to the modelling of flow in the 
floodplain.  Cross sections are located at approximately 50-100m intervals and at all structures 
and these form the basis of the 1D model.  The 1D model consists of the river channel itself and 
generally extends to the top of the river bank.  The 2D model consists of the floodplain beyond the 
river channel (as represented in the 1D model) and has been developed from the LIDAR data, 
which forms a grid of floodplain levels.  Bank top survey collected along HPWs provides greater 
detail at the interface of the 1D and 2D models (or the river channel and floodplain flow regimes).  
Figure 2-1 provides an example of schematisation of a linked 1D-2D model. 

Figure 2-1: Schematisation of a typical HPW model 

 

Flood maps from the HPW models are derived from the 2D model and so the level of detail in 
these outputs is directly related to the accuracy of the underlying LIDAR data.  More details relating 
to the flood mapping methodology are provided in Section 8. 

2.2 1D model development 

2.2.1 Labelling system 

Nodes within the model have been labelled using a 12 digit code.  This is compiled from a 2 digit 
code detailing the UoM, a 4 letter code representing the watercourse name, a 5 digit figure 
representing the chainage along the watercourse from its downstream end, in units of 10m, and a 
single letter code representing the structure and face the section is representing.  If the node is 
not associated with a structure the last letter code is omitted. For example 32NEWP02888 is in 
UoM 32 on the Newport River, is 28880m upstream from the downstream limit of the watercourse 
and is not representing a structure.  The codes for the structure suffix are detailed in Table 2-1. 
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Table 2-1: Cross section survey label structure suffix codes 

Identifier Description 

A Upstream node at JUNCTION 

B Downstream node at JUNCTION 

C CONDUIT section 

D Upstream node at BRIDGE 

E Downstream node at BRIDGE 

F Upstream node at FLOODPLAIN section 

G Downstream node at FLOODPLAIN section 

H Upstream node at CULVERT BEND 

K Downstream node at CULVERT BEND 

I Upstream of CULVERT INLET 

J Downstream of CULVERT OUTLET 

L Lateral SPILL on left bank 

O Upstream node at ORIFICE 

P Downstream node at ORIFICE 

R Lateral SPILL on right bank 

S Upstream node at a SPILL 

T Downstream node at a SPILL 

W Upstream node at a WEIR 

X Downstream node at a WEIR 

 

In general as part of the modelling process, identifier labels from the survey which are associated 
with the channel cross section at a structure have been moved to the structure unit itself within the 
ISIS model, and the open channel has lost the structure suffix code.  For consistency, a junction 
unit has been included in the model between all river units and structures. The river unit adjacent 
to a structure in the model will therefore have a junction identifier rather than the structure identifier.  
For example, at the upstream face of a bridge the surveyed cross section was supplied with a D 
suffix; within the model, the D suffix is associated with the bridge unit, a junction inserted and an 
A suffix added to the cross section. 

For interpolates, due to limited space in the software for labels, the UoM code has been removed, 
the correct chainage detailed, and an asterisk (*) appended.  This allows for situations with more 
than one interpolate section in a 10m reach.  An example of where this would occur is at culverts 
of less than 10m length: these require an upstream and downstream conduit unit, which without 
the proposed changes would have the same label.  Conduit units that have the same chainage in 
the survey have had the UoM code removed, the correct chainage detailed and a C identifier 
added (BARR002304C). 

2.2.2 Hydraulic Roughness 

The hydraulic roughness within the 1D model has been appraised over three panels across the 
channel as follows: 

• Left bank – from left bank top (or end of model left bank section) to a typical water level 

• Channel bed – typically inundated part of cross section 

• Right bank – from right bank top (or end of model right bank section) to a typical water 
level 

The determination of initial suitable hydraulic roughness values for each watercourse was based 
upon a combination of survey photographs, notes on survey drawings and observations from site 
visits.  Reaches of similar roughness were identified and values reflective of these reaches 
extracted from published tables, summarised in Table 2-2 and Table 2-3.  The majority of critical 
storms are expected to be winter storm and high roughness values based on summer vegetation 
in these instances are not considered to be appropriate.  The assessment has therefore focused 
on the more permanent vegetation on banks, e.g. bushes and trees, when determining values.   

Further adjustments to hydraulic roughness have been made where calibration data is sufficient 
to justify variations away from the quoted values. 
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Table 2-2: Typical roughness values for river channels7 

Channel substrate Typical value (Manning’s n) 

Bedrock 0.025 

Cobbles (64-256mm) 0.055 

Coarse Gravel 0.035 

Gravel (2-64mm) 0.03 

Sands 0.025 

Silt 0.022 

Clay 0.02 

Concrete 0.02 

 

Table 2-3: Typical roughness values for river banks8 

Bank material Typical value (Manning’s n) 

Scrub/Long Grass  0.04 

Bushes 0.06 

Trees – flood level not reaching branches 0.07 

Trees – flood level reaching branches 0.15 

2.2.3 Hydraulic structures 

The representation of hydraulic structures in all instances should be case specific and reflect the 
hydraulic controls at the local site.  The following sections outline general principles for the 
representation of hydraulic structures that have been recommended to deliver consistency across 
all WCFRAM models.  However, these are not prescribed approaches and modelling judgement 
has been used where these principles do not appropriately capture the key controls at a given site. 

2.2.3.1 Bridges 

In general, bridges have been modelled using the Bridge (Arch) unit, with the USPBR unit reserved 
for larger sized bridges.  Head loss at surcharged bridges has been calculated using the orifice 
equation and so will be consistent for either bridge type. 

Bridge skew has been represented by entering the angle in the unit and not by adjusting local 
cross section chainages manually.  This is consistent with the format the survey has been delivered 
in, which surveyed the full face of the bridge and recorded the skew angle.   

Overtopping of bridge (and culvert) structures has been modelled in a number of ways.  For HPW 
models, out of bank bypassing of structures has been represented in the 2D model.  Overtopping 
of structures between banks has either been represented in the 1D domain, where the structure 
is relatively short and flows are expected to return to the channel on the downstream face, or in 
the 2D domain, where the structure is larger and flows spilling over the deck may not return directly 
to the channel.  In the latter case either no spill over the structure has been included in the 1D 
model, or the spill has been included but deactivated to allow sensitivity testing to be carried out. 

2.2.3.2 Culverts 

Culverts have generally been modelled with culvert inlets and outlets to represent head losses at 
the upstream and downstream limits of the structure.  This reflects the methodology outlined in the 
Culvert Design and Operation Guide9.  Where these units have been found to be unstable or water 
levels are consistently exceeding the culvert soffit then the orifice unit and equation has been 
considered as an alternative. 

Overtopping of culverts has been modelled using the approach detailed for bridges in Section 
2.2.3.1. 

                                                      
7 Simplified version of Table 10 from Reducing Uncertainty in River Flood Conveyance. Roughness Review. By Karen 

Fisher and Hugh Dawson. DEFRA / Environment Agency Flood and Coastal Defence R&D Programme, Project W5A-
057. July 2003. 

8 Simplified version of Table 16 and 23 from Reducing Uncertainty in River Flood Conveyance. Roughness Review. By 
Karen Fisher and Hugh Dawson. DEFRA / Environment Agency Flood and Coastal Defence R&D Programme, Project 
W5A-057. July 2003. 

9 Culvert Design and Operation Guide, CIRIA C689, 2010. 
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2.2.3.3 Weirs 

Weirs have been modelled using two parallel flow routes in HPW models. The first of these 
represents the weir structure itself within the stream bed and the second represents the banks 
either side of the weir but within bank top (Figure 2-2).  The purpose of this is to allow the different 
hydraulic efficiencies of the weir and channel sides to be appropriately represented.  Out of bank 
flows have been modelled in the 2D domain.   

The weir itself has been modelled using the relevant equation for the structure, for example broad 
crested, sharp or jagged weir.   

Figure 2-2: Typical section of a weir within bank 

 

Typical coefficients for a jagged spill unit used are 1.7 for a well-constructed weir, dropping to 1.3 
where the weir is in a poorer state of repair.  The bank side coefficients may range from 0.8 to 1.3, 
depending on condition and vegetation growth.  The out of bank portions of the weirs through 
AFAs are represented in the 2d domain.   

2.2.4 Model boundaries 

Hydrological inflows have been located at the upstream limits of the watercourses, at un-modelled 
tributaries along the watercourse length and over intervening reaches where the catchment is 
sufficiently large for lateral inflows to contribute to the peak flow observed in the watercourse.  The 
methodology for the application of the hydrology is specific to each hydraulic model.  However, a 
general approach was devised and reported in the Hydrology Report; this is discussed in further 
detail in Section 6.2.  The detailed application of the hydrology to a particular model is provided in 
the Volume 2 AFA Modelling Report. 

Where the downstream boundary of one model forms the upstream boundary of another model, 
the rating relationship from the downstream model has been applied to the upstream model.  This 
ensures the relationship between the two models is maintained, and provides confidence that the 
downstream boundary is responding correctly to flood flows. 

In cases were a watercourse outfalls into a lake, the boundary was developed from gauge data 
where available.  Tidal boundaries were developed for all required sites around the WCFRAM 
coastline based on the ICPSS, and are reported on in the UoM32 Hydrology Report. 

Crest of structure 

Bank side 

Out of 
bank 
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2.2.5 Siltation  

The presence and impact of silt in a channel is a function of the flow velocities experienced, both 
under normal and extreme conditions.  High flow velocities could be expected to clear the 
temporary build-up of sediments, but lower flow velocities allow deposition and suggest sediments 
are a long term issue.  This understanding is supported by the hydro-geomorphological 
assessment which has assessed the sediment regime within the modelled watercourses.  In 
conjunction with this information and preliminary modelling results, a screening assessment of 
structures where sediment build up is apparent has been completed.  The approach to the hydro-
morphological assessment is provided in the UoM32 Volume 1b Method Statement, and specific 
details of the impact of sedimentation and gravel movements is provided in the relevant Volume 2 
AFA Hydraulic Modelling Report.   

The representation of siltation within channels has generally been modelled as surveyed.  The 
preferential output from the survey was for hard bed levels, which excludes siltation.  Where the 
surveyors had observed a depth of silt on the open channel bed it was noted on the survey drawing 
as a second bed level.  This information was used in the hydro-geomorphological assessment but 
did not impact on the model.  The exception to the use of hard bed was where bed profiles were 
surveyed using remote techniques, such as an echosounder.  In this case, the first return was 
used to represent the bed profile, which may have been the surface of the silt.  This was the case 
in deep rivers where wading was not possible.  For bridges and culverts, inclusion of siltation has 
been approached on a case by case basis.  The modeller has made a judgement on the level of 
siltation observed in the survey, photographs and through site visit, and has included an 
appropriate level of accumulation.  The decisions were influenced by the type of material and level 
of permanence, and the likely distance the deposits extended into the culvert.  

2.2.6 Blockage 

The assessment and modelling of the impact of blockage of bridges and culverts, whether through 
natural or manmade causes was not part of the CFRAM specification.  However, where the 
potential for blockage was noted (evidence of accumulations of debris or fly tipping for example), 
and where there was the potential for such blockage to be a source of flood risk to neighbouring 
receptors this has been noted in the Volume 2 AFA Hydraulic Modelling Reports. 

A screening assessment has also been undertaken to identify locations where historical flooding 
has been attributed to culvert or bridge blockage and recommendations for modelling and 
development of remedial measures have been made.  The method for undertaking this screening 
is detailed in Volume 1b: Hydromorphology Method Statement. 

2.3 2D model development 

2.3.1 1D-2D model boundary 

The hydraulic boundary between the 1D and 2D models has been situated along the crest of the 
river banks.  Crest levels, and hence the point at which water transfers from the 1D to the 2D 
domain have been determined in one of three ways.  In order of accuracy (and therefore 
preference) these are: 

• Directly extracted from bank top survey - this means any low spots between sections is 
represented in the spill between model domains   

• Interpolated between surveyed cross sections - where detailed crest survey has not been 
collected it is likely the crest level is relatively consistent so interpolation is appropriate 

• Extraction of bank heights from LIDAR data - where there are data gaps and the LIDAR 
data gives sufficient detail to be incorporated, or where the modeller has determined the 
crest top to be in a different position than that captured in the survey. 

The AFA report indicates which of the above approaches has been taken for each watercourse 
within the model domain. 

Along HPW reaches, the surveyed cross sections extended approximately 20m from top of bank.  
This was to allow comparison with LIDAR and to ensure the full requirements of the modeller were 
met, but was longer than was required to develop the 1D model.  There are two methods for 
'removing' the out of bank sections of the cross section:   
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• Deactivation markers can be assigned in ISIS, normally in the same place as the bank 
marker.  This means ISIS ignores the portion of the section outside the marker.  However, 
in some versions of ISIS (pre-3.7) the out of bank elements are still displayed on the cross 
section plots even though they are not accounted for in the hydraulic calculations. 

• Rather than using deactivation markers, the cross section can be truncated at the end of 
the 1D domain.  This means the visualisation of the cross section in ISIS relates directly 
to the length over which hydraulic calculations are carried out.  This approach is required 
in spill and structure units, where deactivation markers cannot be used. 

On open channel sections, neither approach is right or wrong so the modeller has used their 
judgement in each case.  The main advantage of the first approach is that the cross section can 
easily be made wider by relocating the deactivation markers and the full extent of the cross section 
survey data is readily available for inspection.  

A number of the watercourses being modelled as part of the WCFRAM are small and narrow.  In 
these instances it has occasionally been necessary to situate the hydraulic boundary beyond the 
crest of the river bank.  The reason for this is that low volume channels can cause model instability 
or significant fluctuations in water levels when proportionately large volumes, compared to the 
capacity of the channel, discharge into the 2D domain; this is particularly likely to occur where 
these small watercourses are tidally influenced or are situated within the floodplain of much larger 
watercourses.  In these instances the capacity of the channel has been increased in the following 
ways; 

• By widening the channel in the 1D domain but the level at which water spills into the 2D 
domain has remained fixed at the river bank crest level.  The additional volume allowed 
for in the 1D channel will be small compared to the volume in the floodplain and so should 
have a minimal effect on the final model results. 

• By moving the bank crest markers out from the channel top, and extracting the elevations 
from the topographic survey or LIDAR (as detailed above).  This retains the volume in-
channel, whilst increasing the stability of the model. 

The approach taken was influenced by the geometry of the specific channel, and the detail of the 
elevation data that was available. 

2.3.2 Cell size 

The 2D model floodplain is represented as a ground level grid and has been constructed from the 
filtered LIDAR data.  An appropriate grid resolution has been determined considering the size of 
the watercourse, floodplain complexity and model run times.  The floodplains of narrow channels, 
or areas where complex overland flow paths may develop (such as around buildings and 
alleyways) are better represented with a small grid resolution, for example 2m, but model run times 
will increase accordingly.   

The selected model cell sizes are specific to the waterbody being modelled and the resulting flood 
extent.  Where possible, one model has been constructed per AFA but in some cases it has been 
necessary to construct separate models.  The main reason for this is because of the requirement 
for different cell sizes for each watercourse.  In AFAs where fluvial and coastal models have been 
built, cell size may also vary between domains.  

Where a larger than 2m cell size has been used, this is reflective of a wide, uncomplicated 
floodplain and large model domain which would otherwise take a long time to run (in nearly all 
cases, the models developed can be run overnight).  Where cell sizes greater than 2m have been 
used, and there is the potential for complex flow paths to develop, the implications have been 
considered as part of the sensitivity testing (see Section 7.2). 

2.3.3 Floodplain roughness 

The complexity of the floodplain itself has been represented using a varying hydraulic roughness 
to represent the different surfaces apparent within the floodplain, Table 2-4.  The different surface 
types have been derived from OSi NTF data.  The data has been incorporated into the 2D model 
in the order listed so that coarse, wide ranging surfaces, such as woodland, do not overwrite more 
complex surfaces, such as roads.  
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Table 2-4: 2D model floodplain roughness values 

2D model order Land use type Manning's n roughness value 

1 Inland Water 0.035 

2 General Natural Surfaces 0.04 

3 Coniferous Trees 0.1 

4 Mixed Vegetation 0.08 

5 Non-coniferous Woodland 0.07 

6 Rock 0.05 

7 Roads and Tracks and Paths 0.015 

8 General Manmade Surfaces 0.017 

9 Glass Houses 0.2 

10 Buildings 0.3 

99 Stability patch 0.5 

 

There are a number of different ways to represent buildings within 2D models, ranging from 
removing them from the floodplain entirely to allowing flow to pass through the building with 
reduced hydraulic efficiency, represented through Manning's n, and as described above.  The 
baseline approach has been to represent the buildings using Manning's n, but the implications of 
the approach to building representation have been reviewed as part of the sensitivity analysis in 
Section 7.2. 

2.3.4 Stability patches 

Instabilities in TUFLOW are generally a result of irregularities in the underlying LIDAR ground 
model resulting in the transfer of large volumes of water between cells with each time step.  This 
can result in rapidly fluctuating water levels and hence instability in the model results.  There are 
a number of methods for overcoming TUFLOW model instabilities.  One of these is to use stability 
patches, which are polygons that have been assigned a high (0.5) Manning's n value.  The patches 
slow the flow of water across the local surface, thus reducing the volume of water transferred 
between cells with each time step.  Use of these patches should be used with caution as they can 
potentially constrain flow and result in an under prediction of flood risk, however they may be 
appropriate where there are low lying dips in the topography or where elevations in the LIDAR 
DTM vary greatly between adjacent cells (this may be a reflection of the natural topography or 
processing relics).  The specific use of the stability patches is explained and justified in the relevant 
Volume 2 Hydraulic Model Report. 

2.3.5 Overtopping of structures in the main channel 

Section 2.2.3.1 details those instances where overtopping of hydraulic structures will have been 
represented in the 2D domain.  In these instances, the crest levels of the structures have been 
incorporated into the 2D model by modifying the floodplain grid.  This is a two stage process 
whereby the surveyed deck level is first applied across the width of the channel over the length of 
the structure and then the surveyed parapet levels applied along the upstream and downstream 
face of the structure.  The modelling of parapets at specific structures is detailed in the individual 
AFA hydraulic modelling reports, but in general the spill is positioned at the top of a solid parapet, 
but if there are railings / open parapet face the spill is at deck level.  Including the top of the parapet 
level in the model does not indicate the structure functions as a flood defence, as they are often 
bypassed.  Instead, this method of representing the structure ensures that the flow routes around 
the bridge are included.  This is particularly important if the overtopping water flows away from the 
channel, rather than re-entering the watercourse immediately downstream of the structure.  
Although all bridges have been assessed structurally in the Defence Asset Database, where the 
parapet has been included in the model, it has been assumed the structure is capable of 
withstanding the water build up.  

As part of the initial model construction, all bridges and culverts were included in the model with 
an overtopping spill unit.  This allowed water to overtop the structure and return to the 1D channel 
downstream where deck levels were low enough.  When the 1D model was linked to the 2D 
domain, this bypass route could either be retained in the 1D element of the model, or represented 
in the 2D domain.  In the case of short structures where flows would simply flow over the deck and 
back into the channel, the structure remained in the 1D domain, and an appropriate spill coefficient 
applied (Table 2-5).  These coefficients are indicative only and the actual selected coefficient will 
represent the conditions at the site and be site specific. 
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If the flow paths over the structure are more complex the bridge deck has been included in the 2D 
domain.  In this case, the ISIS spill unit is not required.  In some cases the spill will have been 
deleted from the model, and in other cases will have been deactivated by setting the coefficient to 
0.    

Table 2-5:  Overtopping spill coefficients 

Structure description Overtopping spill coefficient 

Spill deactivated 0 

Structure deck is a road/foot path less than 20m in width Within the range 1.5 to 1.7 

Structure deck is a road/foot path greater than 20m in width Within the range 1.2 to 1.5 

2.3.6 Representation of structures in the floodplain 

Raised structures such as motorways and railway embankments often bisect floodplains and so 
dictate the extent of flooding.  The exclusion of drains or bypass routes beneath these structures 
can result in the underestimation of flood risk on the side furthest from a watercourse and can 
potentially overestimate flood risk on the side nearest to the watercourse.  Two alternative 
approaches to including such structures have been used in this modelling study. 

• If the bypass routes exert no real vertical constraint on flow, for example in the case of a 
large underpass which will provide a flow route but will not become surcharged, then 
modifying the DTM with a cut line through the embankment is sufficient to simulate the 
flow path.   

• For smaller culverts where capacity may limit flow, or where the culvert is smaller than the 
cell size, the structure has been incorporated into the 2D domain as a 1D ESTRY element.  
In such cases culvert is specified in a similar manner to the culverts described in Section 
2.2.3.2.   

The choice of approach in specific situations is detailed in the relevant Volume 2 AFA reports. 

2.3.7 2D model boundaries 

The 2D model domain has been extended to incorporate the full width of the active floodplain (as 
determined by draft model runs for extreme flood extents, and through examination of the 
topography).  This means water generally only flows into the 2D domain from the 1D domain, 
across the boundary discussed in Section 2.3.1.     

However, there are a number of instances where modelled flows reach the edge of the 2D domain 
and a standalone 2D model boundary is required; the extent of the floodplain in these areas will 
be dictated by this boundary, for example where the floodplain discharges directly to the sea.  In 
these cases, the tidal curve was applied along the length of the coastline where the floodplain is 
active and water discharged into the sea only when tidal levels fell below the water level in the 
floodplain.   
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3 Coastal hydraulic modelling  

3.1 Modelling Approach 

Coastal models have been constructed as 2D only models using TUFLOW.  The model consists 
of the floodplain beyond the coastline and has been developed from the LIDAR data, which forms 
a grid of floodplain levels.  Where coastal defences and walls were identified, crest level survey 
provided greater detail at the 2D boundary and was incorporated into the model.   

3.2 Coastal model development 

3.2.1 2D model boundaries 

EWLs have been taken from the ICPSS Phase IV - West Coast, Predicted Extreme Water Levels 
Associated with Combined Tide and Surge and were used to develop design tide curves; the 
details of which are provided in the UoM 32 Hydrology Report.   

The water levels were determined at intervals around the coastline, generally some distance 
offshore, however, in accordance with the project specification these were deemed suitable for 
application at the foreshore.  These water levels were generally applied along the coastline as 
shown in the OSi 1:5,000mapping.  Exceptions to this occurred where there was a complex 
headland which was not fully represented in the LIDAR.  In these cases, the boundary was moved 
out to sea by a short distance, smoothing the transition of flows across the 2D domain. 

There are a number of uncertainties inherent in the translation of the offshore tide curves to the 
near shore, particularly where this naturally involves the propagation of the tide along an estuary, 
around islands or through headlands; such limitations are discussed in the relevant Hydraulic 
Modelling Reports, but it was outside the scope of the CFRAM to attempt to address these issues.    

3.2.2 Cell size 

As with the fluvial 2D model domains, the coastal floodplain is represented as a ground level grid 
and has been constructed from the filtered LIDAR data.  An appropriate grid resolution has been 
determined considering the floodplain complexity and model run times; complex overland flow 
paths (such as around buildings and alleyways) are better represented with a small grid resolution, 
for example 2m, but model run times will increase accordingly.   

Sensitivity testing has been carried out where cell sizes greater than 2m have been used, and 
there is the potential for complex flow paths to develop, (see Section 7.2). 

3.2.3 Floodplain roughness 

The same approach to defining Manning's n values has been applied as in the fluvial models.  See 
Section 2.2.2 for more details. 

3.2.4 Representation of structures 

Flood defences and walls which occur on the coastal boundary (such as quay walls) have been 
included in the models as a single raised line of cells along the alignment of the defence.  Where 
crest level survey was not available an allowance for the structure has been estimated from site 
photos.  This is of particular importance for the wave overtopping analysis where the presence of 
a raised structure may prevent flows from returning to the sea, see Section 3.3.Structures in the 
floodplain - As with the fluvial models, floodplain structures, such as culverts below embankments, 
can play a significant role in causing or preventing inundation of land.  Such features have been 
represented as ESTRY units in the models. 

3.3 Wave overtopping 

In certain locations, the coastal flooding models were developed further such that they were able 
to simulate flooding from wave overtopping of defences as well as from tide and surge events. 

The locations were driven by the availability of wave data, which in turn was a function of the 
assessment undertaken through the ICWWS.  Of relevance to this UoM are Westport and Westport 
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Quay.  It should be noted that other locations may be vulnerable to wave overtopping, but they 
were screened out of the ICWWS and have therefore not been included in the CFRAM. 

Wave overtopping is a complex process controlled by the state of the sea (depth, wave properties) 
and the geometry of local flood defences.  Wave overtopping has been calculated using EurOtop10 
methods.  The EurOtop manual includes different methods and associated guidelines for the 
prediction of wave overtopping for different structure types.  For this study the Neural Network 
methodology was utilised, requiring the following input parameters for the calculations: still water 
level at the toe of the structure (coastal defence), the incident wave conditions at the toe of the 
defences to be overtopped, and the defence profile shape.  There are some uncertainties inherent 
in this process such as the manual schematisation of flood defences, the initial wave heights, the 
storm duration and the output results being estimates of the mean overtopping discharge rather 
than the exact values. 

The methodology for assessing wave overtopping risks followed the steps laid out below: 

• Receipt of still water and wave data from the ICPSS and ICWWS 

• Compilation of environmental and topographic data available  

• Generate schematisations of the coastal defences 

• Estimate overtopping potential for the 2, 5,10, 20, 50, 100, 200 and 1000-year wave return 
period events 

• Estimate overtopping potential for the present day, MRFS and HEFS 

• Provide the mean overtopping discharge for a matrix of scenarios 

• Apply the overtopping volumes to the coastal hydraulic model. 

3.3.1 Schematisations 

Each site was individually investigated for the availability of appropriate environmental and 
topographic data.  Wave, tide, LIDAR and flood defence survey data was collated for the AFA.  
The suitability of these data was assessed and where necessary additional site survey was 
procured through the infill contracts.   

In the case of Westport Quay and Westport, a combination of available LIDAR data and site visits 
was sufficient to schematise the profile of the defences.  The overtopping sections mainly comprise 
seawalls and rocky coastline with a higher elevation than the calculated still water level extremes. 

3.3.2 Wave data 

Wave data was provided by OPW from the Irish Coastal Wave and Water Level Modelling Study 
(ICWWS).  The wave data was calculated at specific depths using both wind and swell waves.  For 
the analysis these wave heights are used in a depth limited calculation relative to the individual 
profiles of the coastal defences.  For each return period the wave data was provided with six joint 
probability combinations of water level and wave height for both the wind wave and swell wave 
components.  To find the worst case wave overtopping at each location the wave overtopping 
calculations were performed for all joint probability scenarios for each return period. 

Overtopping calculations were performed for the following scenarios; 

• 2 x Sea states: wind and swell waves;  

• 6 x Joint probability combinations of water level and wave height; 

• 3 x Climate change scenarios (as defined by the ICWWS): Current, Mid-range Future 
Scenario (MRFS) and High End Future Scenario (HEFS); 

• 8 x Return periods:  2, 5, 10, 20, 50, 100, 200 and 1000-year wave events, and 

• A design storm surge shape. 

3.3.3 Worse case overtopping scenario 

Overtopping calculations were performed for all joint probability combinations of water level and 
wave height.  This combined the scenarios described in Section 3.3.2 (i.e. 8 x 3 x 6 x 2 = 288 
scenarios), and the worst case i.e. the highest overtopping volume was selected for each return 

                                                      
10 EurOtop (2010) “Wave Overtopping of Sea Defence and Related Structures: Assessment Manual”, Overtopping Course 

Edition, November 2010.  HR Wallingford. 
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period at each of the schematised overtopping profiles, was extracted.  For input into the flood 
inundation models the wave overtopping was therefore a composite of the worst case overtopping 
at each individual defence which may be made up of a number of different combinations of water 
level and wave height within each return period.  Overtopping volumes of less than 0.03l/s/m were 
considered negligible and so were not included in the flood inundation models. 

For each profile through the defence overtopping volumes were generated for the present day, 
MRFS and HEFS.  The wave overtopping conditions were provided every 15 minutes for the 
duration of overtopping over the peak of one tidal cycle, for each of the different return periods. 

3.3.4 Modelling overtopping 

Flood risk in the wave overtopping models is driven by both the still water level and the wave 
overtopping volume associated with the worst case joint probability scenario.  These scenarios are 
represented in the model using two boundary lines, the existing boundary line from the coastal 
models, which is located a short distance off shore, is used for the still water level, and an additional 
series of boundary lines, located on the landward side of the coastal defences, are used to add 
the wave overtopping volumes for each defence profile assessed.   

For many return periods in Westport Quay, the still water level from the joint probability scenario 
is lower than the typical crest level of the coastal defences.  Where this is the case, no tidal 
boundary has been applied in the model as no overtopping due to the still water levels would occur, 
and the modelled flood risk extents are attributable to wave overtopping only.  In the limited number 
of scenarios where the still water levels do exceed the defence crest it has generally been possible 
to apply a single tidal profile as the still water level and wave height combination resulting in the 
worst case scenario has been the same.  This has not been the case for the 0.1% AEP event in 
the HEFS in Westport, where an alternative approach has been adopted.  

It is important to note that the still water level in these model runs is not equivalent to the extreme 
sea water levels calculated as part of the ICPSS.  Therefore the 0.5% AEP wave overtopping 
extent will not inherently incorporate the 0.5% AEP tidal flood risk extent. 
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4 Defence modelling 

4.1 Classification and modelling of raised structures adjacent to watercourses 

Raised structures adjacent to watercourses and coastlines will play a significant part in determining 
if the land behind these structures is shown as at flood risk in the final flood maps.  Removing 
these structures when, in reality, they prevent flooding would overestimate flood risk and reduce 
public confidence in the quality of the flood maps produced.  Conversely, including structures when 
they are not constructed to a sufficient standard to withstand elevated water levels would result in 
a false sense of security amongst residents, and result in them being underprepared and at greater 
risk should the structure fail.  

All raised structures identified adjacent to watercourses and coastlines, whether OPW defences 
or other structures identified on site, have been reviewed in some detail and classified as effective 
or ineffective depending on their ability to provide a flood defence function.  The classification is 
based on visual inspections carried out as part of work on the defence asset database.  This 
classification then dictates how the structure has been represented in the hydraulic model. 

Some defences are classed as 'formal' flood defences; these are engineered schemes which have 
been constructed specifically to provide a flood defence function, but may be effective or ineffective 
depending on the specific maintenance regime.  They are usually the responsibility of the OPW, 
but may fall under Local Authority or private control.  Informal defences are those structures which 
are not designed specifically for flood defence purposes, but serve to provide such benefits.  These 
may include railway and road embankments and other walls and embankments which would be 
effective in flood conditions. 

The classifications are recorded in the Defence Asset Database, which includes a condition 
assessment of each structure.   

4.1.1 Effective 

'Effective' structures are continuous and tie into high ground or other defences.  Failure of these 
structures occurs via overtopping or in the event of a breach.  Within the hydraulic model these 
structures have been represented as surveyed, i.e. the crest level of the defence has been 
included in the model.   

These structures have been considered for the breach scenarios and have been removed for the 
purposes of the defended area and flood zone mapping. 

4.1.2 Ineffective 

Ineffective structures can be assumed to fail in a number of different ways, and the way they are 
likely to fail has dictated the way in which they have been represented in the hydraulic models.  To 
help explain the different modes of failure a further three sub-classifications have been developed. 

Table 4-1: Ineffective structure classifications 

Ineffective 
structure 

Description Treatment for modelling 
purposes 

Type 1a - 
structures with 
gaps 

In their existing condition there is a route for the 
structure to be bypassed, either through gaps or 
low points in the structure or because the structure 
does not tie in to high ground at one or both ends.  
Such features are included in the topographic 
survey.  The structure may be adequate in its 
design and materials to resist flood water causing 
it to overturn or breach. 

Modelled as surveyed 

Type 1b - walls 
less than 0.6m 

These will not normally have been designed as 
flood defences but, due to the limited depth of 
water able to pond against them before 
overtopping occurs, they are expected to remain 
intact during a flood event.  The effect of these 
structures would be expected to quickly become 
negligible in larger flood events as they become 
drowned out or bypassed.  They are important in 
low order events as they push flood waters in 

Modelled as surveyed 
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Ineffective 
structure 

Description Treatment for modelling 
purposes 

particular directions.   

Type 2 Form coherent barriers adjacent to the 
watercourse and most probably tie into high 
ground at either end.  However the structures 
themselves were not designed as flood defences 
and would be expected to fail in the event of a 
flood.  The depth at which the hydraulic pressure 
on these structures will result in failure has been 
modelled at 0.6m.  This is the height that results in 
the load that can be withstood by a single skin 
brick wall where the failure mode is through tensile 
cracking of motar bond in brick.   Structures where 
this depth is not exceeded in the 1% AEP event 
have been classified as Type 1a. 

Excluded from the model 

Type 3 Structures which could in the future form part of a 
flood defence but are either currently bypassed, as 
described in the Type 1 classification, or the base 
is above the current 1% AEP flood level.  
They are considered to be structurally sound and 
capable of retaining flood waters, should the gaps 
(often walkways) be filled. 

Modelled as surveyed 

4.1.3 Defences in UoM32 

Following the classification of defences detailed above, formal fluvial defences were identified in 
Westport AFA.  No informal effective defences were identified in UoM32   

4.2 Undefended modelling 

4.2.1 Defended areas 

A suite of undefended flood outlines have been produced.  Where these defences are raised 
structures (such as walls and embankments) these defended area polygons show areas benefiting 
from the effective defences identified within AFAs.  However, in Westport the line of defence is 
formed by raised ground / landscaping.  It is not possible to represent the removal of this element 
in the model as it is an integral part of the topography of the area, so it has not been possible to 
produce a defended area map.     

4.2.2 Flood Zones 

In addition to modelling the effective SOP of the defences, Flood Zone maps have been produced, 
meeting the requirements of the Planning System and Flood Risk Management11.  Flood Zone A 
is the 1% AEP fluvial or 0.5% AEP tidal (1 in 100 year fluvial / 1 in 200 year tidal) extent and Flood 
Zone B is the 0.1%AEP (1 in 1000 year) event; both scenarios are undefended.  In order to 
generate these maps, the 1% and 0.1% AEP flows were run through the undefended models, 
regardless of the effective SOP of the defences.  It should be noted that where there are no 
defences, the flood extents and flood zone maps are the same.  

4.3 Breach analysis 

4.3.1 Screening 

In the event of a failure of flood defence assets (such as the collapse of a section of wall or breach 
of an embankment), areas that would otherwise be defended against flooding during a given event 
severity might become subject to flooding.   

The modelling of the defence failure scenarios was required where the defence provided protection 
to receptors within an AFA and the depth of water retained by the defence exceeds 1.0m during a 
flood event of a probability equal to the standard of protection provided by the defence..  Where 
these conditions are met, two failure scenarios were assessed.   

                                                      
11 OPW (2009), The Planning System and Flood Risk Management: Guidelines for Planning Authorities 



 

 
 

2011s5232 WCFRAM UoM 32 Vol 1a Hydraulic Modelling Method Statement v2.0.docx 18 
 

A screening was carried out to determine which defences were greater than 1m from crest to toe, 
and therefore capable of retaining more than 1m of water.  If the defences were in excess of this 
height, the depth of water retained behind the defences in the existing risk scenarios was reviewed.  
The only defence in UoM32 was a length of high ground, so breach modelling was not required.  

In addition, the requirement for breach analysis where there was a risk from coastal erosion under 
a current or future scenario was assessed, but as there are no coastal defences in UoM32, was 
not required.   
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5 Model calibration and sensibility checking 

5.1 Objectives and categorisation 

The objective of the calibration process is to provide confidence in the outputs from the hydraulic 
model (either fluvial or coastal) by demonstrating that the models produce a suitable 
representation of past events, and are therefore likely to predict the output of design events well.  
This process is heavily dependent on the availability of data from past events, both from gauge 
records and evidence of historical events.  Three levels of checking have been identified for use 
in this study: 

• Calibration - where gauge data and evidence of one or more events is available 

• Partial calibration - where there is gauge data but limited / no evidence of flooding, or no 
gauge data but evidence of flooding 

• Sensibility check - where there is no gauge and no evidence of flooding.       

The availability of gauge data is discussed in the UoM Hydrology Report, and in the specific AFA 
report, where the historical events are also summarised.  Data relating to historical events are 
likely to be evidence or anecdotal records from a given flood collected by local authorities or 
residents.  A large data collection exercise was completed at the start of the WCFRAM project and 
historical flood evidence collected is presented in the Flood Risk Review (FRR) Reports and 
summarised in the AFA modelling reports.  Where additional flood records have come to light since 
the FRR stage, they are discussed in the relevant AFA model report.   

In the absence of flow data, it is also theoretically possible to calibrate the model using recorded 
rainfall data and a rainfall run-off model.  However, there are very few sub-daily rainfall gauges 
across the catchment which has prevented the development of hydrological models to represent 
the response to catchment wide rainfall events.  This issue was identified within the Inception 
Reports and recommendations were made for the installation of additional rainfall gauges to 
support the calibration process.  As a result, rainfall runoff models have not been use for model 
calibration exercises.   

5.1.1 Calibration 

Where flood records, including recorded flows or levels and records of the impacts of flooding at 
a number of locations (either flood extents, or spot levels) are available, it is possible to calibrate 
the model.  This process would involve running the recorded flows through the model and changing 
model parameters, such as Manning's n, to match the flood extents or levels that were observed.  
Where possible a second (or more) event is then run through the amended model and the outputs 
compared with flood records to confirm the validation work.   

5.1.2 Partial calibration 

If there is only limited information available, either gauge data but no accompanying historical flood 
records or vice versa, an informed sensibility check, or partial calibration, has been carried out.  
This involved checking that the model is producing an expected outcome (such as matching a 
wrack mark at a suitable return period or producing a reasonable flood extent for the largest 
recorded event), but without a high degree of confidence in the overall outputs.  This level of 
checking is unlikely to have resulted in changes to the model parameters being made but will flag 
up where there are obvious inconsistencies between the model and reality.  For example if a site 
has flooded twice in the last 10 years then the site would be expected to be shown as inundated 
in the 10% AEP design flood extent and dry in the 50% AEP flood extent.  Conversely if a site has 
only flooded once in the last 50 years it would not be expected to be shown as inundated in the 
10% AEP design flood extent. 

5.1.3 Sensibility check 

If there is no gauge data, and / or no record of flooding, model checking is limited to a sensibility 
check on model outputs based on topography and local knowledge.  This is the approach most 
commonly taken on tributaries which are all ungauged.   
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6 Application of hydrology 

6.1 Hydrological estimation points 

Design flows have been provided at a series of HEPs along the length of all watercourses to be 
modelled.  These HEPs are located at the upstream limits of models, upstream and downstream 
of tributaries, at gauging stations and also at sufficient frequency between these locations to pick 
up the progressive increases in the catchment drainage area moving downstream.   

The hydrology for all catchments has been calculated and reported within the Hydrology Report 
for UoM 32.  No further details are provided on the development of the design flows and the reader 
is referred to the Hydrology Report for further information.  The design flows for each model have 
been reported in the relevant AFA modelling report. 

6.2 Application of design flow estimates 

The approach to applying the design hydrology to the hydraulic models has been set out in the 
Hydrology Report.  It has been reiterated and summarised here as it forms an integral part of the 
development of the hydraulic models and the approach adopted for each model has been reported 
on in the specific AFA modelling reports. 

As part of the work completed for the Hydrology Report a detailed review of the best way to develop 
design hydrographs was completed.  The findings were that hydrographs developed from 
catchment descriptors using the Flood Studies Report (FSR) rainfall runoff method for hydrograph 
generation provided the best fit against a suite of observed data.   

The objective of the application of hydrology process is to match the design flows at each of the 
HEPs within the model.  For the purposes of the study a modelled flow within 5% of the design 
flow is considered to have adequately achieved this aim.  It is noted that due to the changing data 
sets and methodologies when calculating design flows across a large catchment, HEPs along the 
length of a watercourse are not always consistent, for example where a donor site changes from 
an upstream gauging station to a downstream gauging station.  In these instances a generally 
conservative approach has been adopted and the HEPs with the higher flows used as the basis 
for the design events. 

6.2.1 Hydrograph shapes 

Inflow hydrograph shapes for each watercourse have been developed from the Flood Studies 
Report (FSR) rainfall runoff method.  This approach has been tested (with results detailed in the 
Hydrology Report) and with the exception of a few gauges, which are detailed in Section 6.2.3, 
this found the FSR approach to provide the best fit against gauge data.  Model inflow hydrographs 
are located at the upstream limit of each watercourse.   

6.2.2 Standard methodology 

The specific approach taken in developing the hydrology to match HEPs within the model is 
detailed in each of the AFA modelling reports, but included the following steps: 

1. Production of FSR hydrographs from catchment descriptors for all HEPs within the AFA.  
FSR hydrographs at the upstream limit of the modelled watercourses or at tributaries have 
been used directly.  FSR hydrographs at intermediate sites along the watercourse have 
been used to develop lateral inflows.  

2. Identification of a suitable critical storm duration (based on catchment descriptors) for the 
main watercourse.  The critical storm duration is assumed to be representative of the 
whole reach of the AFA but the focus is on the main area of interest, i.e. between the 
critical duration of the upstream and downstream limits of the reach of interest. The storm 
duration for all FSR boundary units has been set equal to this to represent a consistent 
event across the AFA.   

Applying the FSR method with a uniform design storm for all sub-catchments within a 
model imposes a structure on the model inflows with realistic relative timings of the 
hydrographs.  This avoids the need to apply the FSU regression model for relative timings 
of hydrographs at a confluence, which is associated with a large standard error.  Because 
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the FSR method is being used only to control the shape of the hydrographs rather than 
the magnitude of the peak flows (which are based on the HEPs), there is no benefit to 
identifying a critical storm duration, i.e. one that results in the highest peak flow or water 
level. However, in order to ensure a realistic flood duration, the duration of the design 
storm has been related to the time to peak for the principal watercourse in the model, using 
the FSR formula that evaluates storm duration from time to peak and SAAR.  The potential 
impact of the critical storm duration on tributary flood extents has been reviewed and is 
discussed in Section 7.2.8.  

3. Adjustment of time to peak (Tp(0)) values if required.  Tp(0) values have been adjusted 
where a lag analysis has been completed as part of the hydrological analysis and included 
in the Hydrology Report.  Sites where this has been done and the associated Tp(0) 
adjustment are Ballyhaunis (2.0) and Corrofin (2.49).  The Tp coefficient in the FSR units 
have been set to the relevant values for the gauged watercourse only, unless a tributary 
is of a sufficient scale to be considered comparable to the gauged watercourse, in which 
case the same scaling factor has been applied. 

4. Scaling of the peak for all FSR units to reflect the design event peaks provided in the HEP 
file and application of upstream inflows.  Where the difference in flows between the 
upstream and downstream limits of a watercourse, or between confluences, is within 10% 
then an intermediate value has been selected as representative of the whole reach and 
applied at the upstream of the model.  Where this is not the case, the upstream inflow, as 
indicated in the HEP, has been used and additional inflows added using lateral inflow units, 
as detailed in step 5.    

5. Application of lateral inflows where required.  Lateral inflows have been developed from 
the FSR units at the upstream and downstream limit of the reach of interest, which will 
likely include the intermediate HEPs.  The lateral inflow hydrograph shape is the upstream 
hydrograph subtracted from the downstream hydrograph, typically for the 1% AEP event.  
These have then been scaled to match the flows at the HEPs as required, and input as a 
lateral inflow over the reach of interest.  Where the upstream and downstream 
hydrographs do not overlap, and so prevent the development of a lateral hydrograph, a 
suitable hydrograph for the watercourse has been selected from the available HEPs. 

6. Confirmation that flows at confluences are consistent.  Flows upstream and downstream 
of tributaries have been reviewed to confirm if HEPs are providing a reasonable 
estimation.       

 

6.2.3 Hydrograph width analysis methodology 

Rather than applying the FSR method detailed above, inflow hydrographs for Newport have been 
developed from observed events; this is due to the availability of a suitable gauge at the upstream 
limit of the AFA.  The application of the hydrology in these instances has included the following 
steps: 

1. Setting up the HWA hydrograph for the AFA.  The hydrographs from the HWA have been 
scaled to reflect the design event peaks detailed in the HEPs. 

2. Identification of all FSR boundaries required along tributaries for the hydraulic model.  
Hydrographs on the main watercourse have been based on the HWA hydrograph.    

3. Identification of the critical storm duration for tributaries and set the storm duration for all 
FSR boundary units on tributaries equal to this.  Each tributary has been treated separately 
and the identified critical duration set for all intermediate points on the tributary.  

4. Scaling of the peak for all inflow units to reflect the design event peaks at the upstream 
HEPs. 

5. Determination of the timing of the events on the tributaries.  The difference between the 
timing of the peak flow on the main watercourse and the tributary has been determined 
using the following regression equation from the FSU report Work Package 3.4: 

 

time. diff = 32.1 × BFI. diff − 103 × FARL. diff + 1.62 × SQRT. AREA. diff − 1.94 × TAYSLO. diff
− 46.4 × ARTDRAIN. diff − 0.0272 × NETLEN. diff 

where:  
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• time.diff is the time difference (hours) between the inflow and the modelled reach. A 
positive value of time difference means that the inflow peaks before the modelled reach 
(which it normally will). 

• BFI.diff is the BFI of the modelled reach (upstream of the confluence) minus that of the 
tributary.  

• FARL.diff is the FARL of the modelled reach (upstream of the confluence) minus that of 
the tributary.  

• SQRT.AREA.diff is the square root of the AREA (km2) of the modelled reach (upstream 
of the confluence) minus that of the tributary.  

• TAYSLO.diff is the Taylor-Schwartz slope of the modelled reach (upstream of the 
confluence) minus that of the tributary.  

• ARTDRAIN.diff is the arterial drainage index of the modelled reach (upstream of the 
confluence) minus that of the tributary.  

• NETLEN.diff is the network length (km) of the modelled reach (upstream of the confluence) 
minus that of the tributary. 

Timings should be relative to the time of the event peak on the main watercourse at the confluence 
with the tributary. 

1. Application of inflows at the upstream limit of each watercourse 

2. Application of lateral inflows where required to match HEPs.  Lateral inflows have been 
developed from the inflow hydrographs, i.e. scaled HWA hydrographs if required.  The 
method used to match design flows at HEPs is as described in Section 6.2.2, except that 
the HWA hydrographs have been used instead of FSR hydrographs. 

3. Confirmation that flows at confluences are consistent 
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7 Sensitivity testing 

7.1 Screening 

To support the understanding of the uncertainties associated with the hydraulic modelling process, 
a suite of sensitivity tests has been carried out.  These tests investigate in further detail the 
implications of the assumptions in the development of the hydraulic model and the production of 
the design flood extents. 

The nature of the sensitivity analysis and the model parameters assessed means that any analysis 
has been based on engineering judgement only, however by maximising the hydraulic modellers' 
knowledge of the site, sensitivity assessments are representative of the limitations of the data 
availability for the site.  

Rather than adopting a generic approach to the sensitivity analysis, a screening judgement has 
been made as to those tests that are applicable and required for each AFA. 

The following sections discuss the range of the sensitivity tests required and provide examples of 
how parameters have been adjusted to reflect known uncertainties.  The sensitivity tests and the 
situations in which they apply are laid out in Table 7-1. 

Table 7-1: Sensitivity tests 

Sensitivity test HPW/ MPW applicable Other watercourse characteristics 

Peak flow HPW and MPW In all watercourses 

Roughness HPW and MPW In all watercourses 

Water level boundaries HPW and MPW Watercourses which discharge into the sea 
or a lake 

Building representation HPW Where buildings are within the flood 
extents 

Flow volume HPW and MPW Where the hydrograph is generated from 
catchment descriptors 

Afflux / headloss at key 
structures 

HPW and MPW Where headloss has been noted in the 
long section, and the structure may cause 
flood risk 

Timing of tributaries HPW Where tributary is in the same model as 
the main river 

Timing of fluvial and tidal 
peaks 

HPW and MPW Where the river has a tidal boundary 

Critical storm duration HPW Where tributary is in the same model as 
the main river 

Cell size HPW Where cell size is greater than 2m and 
there are complex flow routes across the 
floodplain. 

 

Where site specific assumptions are identified within the AFA modelling report, further sensitivity 
tests may be completed to examine these, and may include testing specific control structures. 

Sensitivity tests to flow, roughness and water level boundaries have been carried out on all models 
for the 1% AEP event.  Sensitivity tests to building representation, flow volume, afflux at key 
structures and timing of tributaries for the 1% AEP event, and for all tests related to the 10% AEP 
event have only been carried out where a screening exercise has identified that there remains 
significant uncertainty and models may be underestimating flood risk.  Details and results of this 
screening exercise have been provided in the individual AFA modelling reports.  Sensitivity testing 
of the 0.1% AEP events has not occurred. 

In all cases it is important to consider the sensitivity tests as a sensible shift within the bounds of 
reasonableness.  Therefore, if through the calibration process, parameters have been increased 
towards the upper limits of reasonableness for a given parameter then the additional shift for a 
review of sensitivity will be less than if no calibration/validation process has been carried out and 
default parameters have been applied. 

The mapping of uncertainty bounds is described in Section 0. 
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7.2 Sensitivity analyses  

7.2.1 Flow 

Table 7-2 provides a scoring mechanism through which each watercourse has been attributed a 
score from each row of the table reflecting the level of confidence in the hydrology.  The resulting 
scores have been summed to provide an overall indication of uncertainty and used to look up in 
Table 7-3 the uncertainty weighting to apply for the sensitivity test. 

The uncertainty in QMED was assessed using the equations for SE and FSE provided in the FSU 
WP2.2 report. These were applied to estimates derived from catchment descriptors, which will give 
a scaling factor of 1.37, or at gauge sites which will typically give a lower scaling factor.  This 
reflects the uncertainty in the index flood but does not reflect the uncertainty in the growth curve, 
for this reason an additional multiplication factor is included for the 1% AEP event.  

Table 7-2: Flow sensitivity test scoring mechanism 

Scoring 
parameter 

Score of 1 Score of 3 Score of 5 Score of 7 

Is there a local 
recording gauge 
that has been used 
as a donor for the 
hydrology? 

Within 5km of the 
AFA and on the 
same watercourse 
with no significant 
other inflows 
between the gauge 
and the AFA 
 
OR 
 
Upstream and 
downstream  of the 
AFA with no 
significant other 
inflows between 
and routing of 
flows supports the 
hydrology 

Within 5km of the 
AFA but not on the 
same watercourse 
or with significant 
other inflows 
between the gauge 
and the AFA 
 

Beyond 5km or 
with significant 
other inflows 
between the gauge 
and the AFA 

No useable gauge 

What is the length 
of record of the 
local gauge? 

Greater than 40 
years 

Between 20 and 
40 years 

Between 2 and 20 
years. 

No useable gauge 

What quality is the 
record from the 
gauge? 

Rating review 
carried out, high 
confidence 

Rating review 
carried out, 
moderate 
confidence or no 
rating review 
carried out but 
gauge is FSU 
class A 

 All other sites. N/A. 

What unusual 
features are there 
in the catchment 
hydrology? 

None – a rural 
catchment typical 
of many in the 
gauged datasets 

Some lakes 
(0.99>FARL>0.9) 
or urbanisation 
(0.05<URBEXT< 
0.15) 

Some karst or 
extensive lakes 
(FARL<0.9) or 
urbanisation 
(URBEXT>0.15) or 
arterial drainage 

N/A 

What is the size of 
the catchment? 

N/A N/A <25km N/A 

 

Table 7-3: Flow sensitivity scaling factors 

Return period of 
event 

Score up to 6 Score of between 
7 and 14 

Score of between 
15 and 22 

Score above 23 

10% No sensitivity test 
required. 

Use QMED 
uncertainty 

Use QMED 
uncertainty 

Use QMED 
uncertainty 

1%* Use QMED 
uncertainty then 
apply adjustment 
factor of 1.1 

Use QMED 
uncertainty then 
apply adjustment 
factor of 1.2 

Use QMED 
uncertainty then 
apply adjustment 
factor of 1.3 

Use QMED 
uncertainty then 
apply adjustment 
factor of 1.5. 

* Where extensive areas of karst with connections to the surface water system is present then use QMED 
uncertainty then multiply flows by 2.0 to reflect the uncertainty in the 1% event flow. 
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7.2.2 Roughness 

Based on the assessment of typical vegetation cover completed as part of the hydraulic modelling, 
and an understanding of the maintenance regime carried out by the local authorities and OPW, 
high and low end roughness values have been determined for each channel.   

If one or more large events have been observed and sufficient data is available with which to 
calibrate the roughness within the channel then the uncertainty in channel roughness is assumed 
to be reduced and a variation of Manning’s n to the full extent suggested has not been applied.  It 
is also noted that in large events with greater depths the influence of channel roughness is often 
reduced; in these instances a variation to the maximum upper bound may not have been applied.   

Floodplain Manning’s n values have also been adjusted for the 1% AEP roughness sensitivity test 
only.  

Table 7-4 to Table 7-6 build on the quoted values detailed in Section 2.2.2 and 3.2.3 and provide 
upper and lower bound values for a variety of surfaces.  These have been used as a guide; actual 
values used for the sensitivity analysis are presented in the individual AFA modelling reports and 
take into consideration local factors as described above. 

Table 7-4: Roughness bounds for river channels 

Channel substrate Roughness values (Manning’s n) 

 Lower Bound 
Value 

 Typical Value Upper Bound 
Value 

Bedrock 0.023 0.025 0.028 

Cobbles (64-256mm) 0.04 0.055 0.07 

Coarse Gravel 0.022 0.035 0.04 

Gravel (2-64mm) 0.028 0.03 0.035 

Sands 0.023 0.025 0.032 

Silt 0.02 0.022 0.025 

Clay 0.018 0.02 0.023 

Concrete 0.018 0.02 0.022 

 
Table 7-5: Roughness bounds for river banks 

Bank material Roughness values (Manning’s n) 
 Lower Bound 

Value 
Typical Value Upper Bound 

Value 

Scrub/Long Grass  0.03* 0.04 0.06* 

Bushes 0.04* 0.06 0.08* 

Trees – flood level not reaching 
branches 

0.05 0.07 0.13 

Trees – flood level reaching branches 0.1 0.15 0.2 
* these values are not from published literature, but represent a reasonable uncertainty bound to guide the 
modeller. 

 

Table 7-6: Roughness bounds for floodplain surfaces 

Floodplain material Roughness values (Manning’s n) 
 Lower Bound 

Value 
Typical Value Upper Bound 

Value 

General Natural Surfaces 0.030 0.040 0.050 

Buildings 0.100 0.300 1.000 

Inland Water 0.025 0.035 0.045 

Roads, Tracks and Paths 0.013 0.015 0.017 

Non-coniferous Woodland 0.060 0.070 0.100 

Coniferous Trees 0.080 0.100 0.120 

General Manmade Surfaces 0.015 0.017 0.020 

Glasshouses 0.100 0.200 0.300 

Rock 0.040 0.050 0.070 

Mixed Vegetation 0.060 0.080 0.110 

7.2.3 Building representation 

Buildings in the floodplain can dictate flow paths, and some consideration of how the chosen 
representation of buildings influences the flood extent is required.   
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The preferred method for floodplain and building representation has been to apply an increased 
roughness for building footprints.   

The sensitivity test has identified whether the selected approach is appropriate by increasing the 
threshold level of buildings by 300mm, or an appropriate (higher) level based on local site 
information. 

The results of the sensitivity test have determined if the alternate approach needs to be adopted 
for all model runs for the AFA or if it can remain as a demonstration of sensitivity only. 

This sensitivity test has only been applied where properties are shown to be located within the 
flood extents. 

7.2.4 Water level boundaries 

In cases where the downstream boundary of the model has been linked to a model downstream, 
there is no requirement to test the boundary, which will be based on a rating relationship rather 
than a water level boundary. 

The effect of rising sea levels has been investigated through the future event scenarios detailed in 
Section 8.1.  The increases in levels highlighted for the MRFS have been applied for this sensitivity 
test. 

Further consideration has been given to the initial conditions in lakes within hydraulic models.  
Where long term level data is available this has been reviewed to determine levels in a typical year 
and in an extreme year during winter months to determine a suitable shift.  Where no long term 
data is available, an estimate of appropriate changes in water levels is required and an increase 
in water levels of 1m has generally been adopted. 

7.2.5 Flow volume 

The sensitivity to the hydrograph duration has been assessed where design storm hydrographs 
have been developed from limited data.  Where observed data from significant flood events is 
available, it is considered a reasonable approximation of the flood duration has been made and 
no sensitivity test has been required.  Table 7-7 details a range of flood duration multipliers 
reflecting the basis for the development of the design event hydrographs. 

Where the 1% AEP flow remains in bank, sensitivity to flow volume will not be investigated because 
the peak flow, and therefore corresponding peak water level would remain unchanged, and would 
stay within bank. 

Table 7-7: Flood duration multipliers for flow volume sensitivity test 

Description of site Sensitivity multiplier 
applied to flood duration 

Flood duration has been developed from a single observed event 
data or multiple events below the 10% AEP. 

1.2 

Flood duration has been developed from catchment descriptors and 
there are few or no lakes in the upstream catchment (FARL>0.9) 

2 

Flood duration has been developed from catchment descriptors and 
there are extensive lakes in the upstream catchment (FARL<0.9) 

9 

7.2.6 Afflux/head loss at key structures 

General modelling parameters often fail to fully represent the head loss that can occur at complex 
structures.  Whilst it is not realistic to model these structures exactly as observed on site, it is 
feasible to investigate the effect of greater head losses resulting from this known complexity.  

In some cases, such as where pipe crossings exist which have the potential to alter the flow regime 
within or upstream of a culvert, or there is unusual skew apparent on the approaches or exits, then 
specific modelling approaches to reflect these observed constriction, such as partially blocking the 
culvert, have been adopted. 

Where there is complexity that is less easily quantified, such as changes in culvert shape through 
the length, sensitivity tests incorporating additional contraction and expansion losses to account 
for these complexities have been completed to determine the effect of incorporating these in the 
model.  These losses are relative to the velocity head and can be applied simply through a general 
head loss unit and the multiplier K, Table 7-8.   
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Table 7-8: Coefficients for contraction and expansion head losses 

 K Value 

Calculated expansion loss K = #1 −$%
$&' where W1 and W1 are the upstream 

and downstream widths   

Typical bridge expansion K = 0.5 

Abrupt expansion K = 0.8 

Square edged contraction K = 0.3 (lower bound 0.23, upper bound 0.35) 

Round edged contraction K = 0.15 (lower bound 0.1, upper bound 0.2) 

Typical bridge contraction K = 0.3 

Abrupt contraction K = 0.6 
Based on Table 5-2 in the HEC-RAS manual 

This analysis has been completed for hydraulically significant structures only, i.e. those that are 
likely to have an impact on either scale of flood risk or future flood risk management measures. 

Hydraulically significant structures have been identified in the AFA modelling report.  They are 
those structures that show a hydraulic jump in the long section plot, and are also situated near a 
receptor that could be at risk of flooding.  If the structure is in a low risk area it is not deemed to be 
hydraulically significant. 

Table 7-9: Roughness bounds for culverts 

Culvert material Roughness values (Manning's n) 
 Lower Bound  

Value  
Typical Value Upper Bound 

Value 

Precast concrete 0.009 0.008 0.013 

Monolithic concrete construction 0.011 0.012 0.014 

Brickwork (well pointed) 0.014 0.016 0.017 

Brickwork (in need of pointing) 0.018 0.021 0.023 

 

7.2.7 Timing of tributaries 

Coincidence of flood peaks on tributaries needs to be considered in the context of the catchment 
and the potential impact.  A shift in the timing of tributaries to coincide the peaks will give higher 
peak flows downstream of the confluences.  Therefore, this test was only required if the resulting 
increase in flows was greater than those tested in the flow sensitivity (as detailed in Section 7.2.1).  
To be truly useful, this test would also require good confidence in the model hydrology.  

A simple alignment of flood peaks on tributaries is considered too conservative, and instead a shift 
in the timing of flood event hydrographs has been limited to a maximum of +/-10% of the tributary 
event duration. 

7.2.8 Critical storm duration 

The critical storm duration used in model was based on timing for the main watercourse.  As the 
peak flow is matched to the HEPs on the watercourse, the impact of changing the storm duration 
is to increase or decrease the volume of the hydrograph.  This is unlike the standard approach to 
varying storm duration where a longer storm tends to result in a longer, but lower hydrograph than 
a shorter duration storm.  In cases where tributaries drain considerably smaller catchments than 
the main river, it is likely the storm duration has been overestimated, and therefore flood volumes 
are too large.  This may result in over estimation of flood extents.   

In each case where a main river and a tributary share a common storm duration the flood extent 
for the tributary was examined.  If the extent was limited (i.e. largely in-bank) testing alternative 
storm durations was not required as the only adjustment would be to reduce the volume of the 
hydrograph, thereby giving even less out of bank flooding.  However, if there was considerable 
floodplain inundation arising from the tributary, an additional model run was carried out using the 
critical storm duration for the tributary, matched to the 1% AEP flows at the HEPs.  If this run 
resulted in smaller flood event, the base model was adjusted accordingly. 

7.2.9 Cell size 

Where a cell size greater than 2m has been used, and there are complex flow routes (such as 
around buildings), the model will be run with a 2m grid resolution.  This will allow the potential for 
development of additional flow paths to be identified.  It is not proposed to test sensitivity to cell 
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size at a resolution less than 2m, or where flood extents are limited, or are simple (i.e. across open 
floodplain). 

7.3 Joint probability analysis 

7.3.1 Fluvial and tidal 

The potential for a joint probability event has been considered in relation to the impact of a fluvial 
event in conjunction with extreme still water tidal levels only, for example the joint probability of 
waves and tidal levels in conjunction with fluvial flows has not been investigated.   

A staged approach has been adopted to determine those locations where a detailed joint 
probability analysis is required.  This has consisted of using the hydraulic models to screen out 
those sites where the flood risk associated with a joint probability event in excess of the 1% AEP 
event is limited or of no significant consequence.  This scoping event has combined the 2% AEP 
fluvial event with the 2% AEP tidal event.  This has been compared against the extents produced 
by a 1% AEP fluvial event in conjunction with a 50% AEP tidal event, and a 1% AEP tidal event in 
conjunction with a 50% AEP fluvial event. 

Should flood risk from the screening event have been found to impact receptors beyond the fluvial 
only or tidal only flood risk extents, a more detailed joint probability analysis would have been 
carried out.  However, in all cases there was little, if any, increase in the extent of flooding and no 
new receptors at risk. 

The results of the joint probability sensitivity testing are detailed in the water level boundary section 
of the relevant AFA hydraulic modelling report. 

7.3.2 Main river and tributaries 

No joint probability testing has been carried out at the confluence of tributaries and the main river.  
This is because the CFRAM approach is intended to model the same design event on all 
watercourses at the same time.  As the flows are scaled to the HEPs it is not possible to run 
alternative combinations; the default position is to match the 1% AEP on the main river with the 
1% AEP event on the tributary.  In addition, as the flows have all been calculated using FSU 
catchment descriptor methodology at HEPs along the watercourse, the contribution of tributaries 
is automatically taken into account at the downstream HEPs. 

7.4 Sensitivity testing results 

As discussed in the introduction to this section, a screening assessment was undertaken in each 
AFA to determine which sensitivity tests would be undertaken.  The result of the screening 
assessment is detailed in the relevant AFA hydraulics report, and is summarised in the UoM29 
Hydraulic Report.   
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8 Model outputs and mapping 

8.1 Model run scenarios and design events 

There are a suite of model scenarios and associated design events for which the hydraulic models 
have been run to fulfil the requirements for the WCFRAM study.   

The full suite of design events include the 50%, 20%, 10%, 5%, 2%, 1%, 0.5% and 0.1% AEP 
events.   

The three scenarios represent different time periods; a present day scenario, a Mid-Range Future 
Scenario (MRFS) and a High End Future Scenario (HEFS).  The objective of the future scenarios 
is to understand the implications of climate change and land use change on flood risk over the 
period to 2100.  The MRFS is intended to represent a 'likely' future scenario, whereas the HEFS 
is intended to represent a more extreme, but still possible, future scenario.  Full details of the 
development of the hydrology for the future scenarios are recorded in the Hydrology Report but 
the general changes are summarised in Table 8-1.  The future scenarios have been run for the 
10%, 1% and 0.1% AEP design events.   

Table 8-1: Allowances for future scenarios 

 MRFS HEFS 

Flood Flows +20% +30% 

Mean Sea Level Rise +500mm +1000mm 

Urbanisation +20% to URBEXT +30% to URBEXT 

Land movement No change No change 

8.2 Flood hazard mapping 

The flood mapping deliverables include flood extent maps, Flood Zone maps, flood depth maps, 
flood velocity maps and risk to life maps.  The Flood Zone maps are primarily used for development 
planning and management, and represent an undefended situation as discussed in Section 4.2.2.  
The maps have been produced for all modelled watercourses. 

For each of these mapping deliverables there are different combinations of scenario and design 
event model runs required.  Table 8-2 details the flood mapping requirements for the WCFRAM. 

Table 8-2: Flood mapping requirements 

Map type Flood event probabilities to be mapped for each scenario 
 Present day MRFS HEFS 

Flood extent All probabilities All probabilities 10%, 1%, 0.1% 

Flood Zone 1%, 0.1% 1%, 0.1% Not required 

Flood depth All probabilities 10%, 1%, 0.1% Not required 

Flood velocity All probabilities Not required Not required 

Risk to life 10%, 1%, 0.1% Not required Not required 

Wave overtopping 10%, 1%, 0.1% Not required Not required 

 

One of the advantages of using a 2d modelling package, such as Tuflow, is that the outputs from 
the model can be used directly to generate hazard maps along the HPWs, with little or no post-
processing required.  The only exceptions are the flood extent and Flood Zone maps, which are 
polygons generated from the outer extents of the depth grid.  The main advantage of this approach 
to generating maps is that the outputs are consistent.  However, the resulting grid (depth, hazard 
etc.) is linked to the resolution of the DTM used in the model.  This means the resolution of the 
maps may vary from AFA to AFA and between models within an AFA.  This is particularly true 
where varying cell sizes have been used in the models. 

8.3 Long section plots 

For each modelled watercourse a long section plot has been produced.  These plots show the 
design water levels against a corresponding area of mapping.  The plots have been produced to 
show water flowing downstream across the page from left to right.  To ensure consistency across 
the images it has, in some cases, been necessary to rotate the mapping orientation to align with 
the long section plot.  This is indicated by the north arrow on the mapping. 
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In some cases it is possible that the long section plot indicates water levels are lower than the 
bank crests while the plan indicates out of bank flooding.  The reason for this anomaly is that at a 
particular cross section the bank is raised, or includes a wall, but flows have bypasses the structure 
from upstream.  It does not indicate an error in the modelling. 

The long section plots are useful for indicating where bridges and culverts cause constrictions and 
result in afflux (headloss) which may result in flood risk locally. 

8.4 Presentation of uncertainty 

Uncertainty bounds have been developed by extracting the largest flood extents produced by the 
sensitivity tests discussed in Section 7 in all locations along a river or coastal reach.  The final 
uncertainty bound is therefore the result of all sensitivity tests overlain using a GIS package to 
produce a final merged uncertainty bound.   

It general, the hydrology sensitivity test has produced the greatest uncertainty extents, reflecting 
the fact that hydrology is usually the greatest source of uncertainty in modelling.  However, in the 
particular locations where multiple sensitivity tests produce equivalent extents, a review has been 
undertaken, and where necessary additional model runs completed, to incorporate a greater worst 
case scenario by modelling a combination of uncertainties for that specific location. 

In summary, the approach is as follows: 

1. Complete hydraulic modeller led sensitivity assessments and document findings 

2. Map 2D model results and review extents to identify where multiple sensitivity tests 
produce similarly extreme outlines. 

3. Run extreme sensitivity model run if required. 

4. Overlay and merge in GIS to develop a final uncertainty bound. 

Examples of the output of this process is shown in Figure 8-1 which illustrates sensitivity to one or 
a number of parameters.  It also provides an example of one model location which may be sensitive 
to a number of different parameters.  In such a case, an additional, worst case sensitivity run will 
be carried out. 
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Figure 8-1: Sensitivity run example outputs 

Example 1 – A single sensitivity test produces the greatest bound 

    
Example 2 – Different locations are sensitive to different sensitivity tests 

    
Example 3 – Different sensitivity tests produce similarly large extents in critical areas 

    
 

8.5 Flood risk maps 

Maps have been produced showing flood risk to a number of receptors within AFAs.  These maps 
are based on a GIS interrogation of the receptor data against the 10%, 1%/0.5% and 0.1% flood 
extents for fluvial and coastal scenarios.  All the risk maps have been produced for the existing 
risk (present day), and MRFS.  A summary of the receptor data examined in each case is provided 
in Table 8-3. 

Table 8-3: Risk map receptors 

Map type Receptors mapped 

Specific risk - No. inhabitants Gridded density of inhabitants at flood risk 

Specific risk - Type of activity Presence or absence of property, infrastructure, rural 
activities or economic activities at flood risk within the AFA. 

Specific risk - Risk density Annual average damages (AAD (€)) 

General risk - Social 
 

Residential Properties 

Residential Homes - Children 

Residential Homes - Disabled 

Residential Homes - Elderly 

Primary Schools 

Post-primary Schools 

Third Level Education 

Health Centres 

Prisons 

Fire Stations 

Extreme model 
sensitivity run likely to 
be required. 



 

 
 

2011s5232 WCFRAM UoM 32 Vol 1a Hydraulic Modelling Method Statement v2.0.docx 32 
 

Map type Receptors mapped 

Garda Stations 

Civil Defence 

Ambulance Stations 

Hospitals 

OPW Buildings 

Government Buildings 

Local Authority Buildings 

General Risk - Environmental 
 

Pollution Sources 

Groundwater abstraction for Drinking water 

Recreational water including Bathing water 

Special Area of Conservation 

Special Protected Area 

S4 and S16 licences 

Shellfish waters including fresh water pearl mussel areas, 
surface drinking water, and nutrient sensitive areas. 

General risk - Cultural heritage 
 

Architectural Heritage  

National Monuments  

National Heritage Area  

Proposed National Heritage Area  

General risk - Economic 
 

Commercial Properties 

Airports 

Road Networks 

Rail networks & Stations 

Ports & Harbours 

Infrastructure: ESB Power Stations, ESB HV Substations, 
Bord Gais Assets, Eircom Assets  

Water Supply 

Oil infrastructure 
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1 Introduction 

1.1 Background and project scope 

This report describes the investigations into hydromorphology and sediment transport issues, and 
coastal erosion across the Western Catchment-based Flood Risk Assessment and Management 
(WCFRAM) study area.  The report covers the Areas for Further Assessment (AFAs) within Unit 
of Management (UoM) 32, Erriff / Clew Bay, as shown in Figure 1-1: 

• Clifden 

• Louisburgh 

• Newport 

• Westport 

• Westport Quay 

Figure 1-1: AFAs within UoM 32 

 

The focus of the study is on channel hydromorphology and coastal erosion in so far as it may affect 
flood risk within the AFAs being investigated within the CFRAM.  This report is one element of the 
hydraulic modelling investigations and presented within this suite of reports provides valuable 
context for understanding the implications of the historical management of watercourses across 
the WCFRAM and the best approaches for continued management into the future.  Results 
reported in the hydraulic modelling investigations can therefore be considered in light of the 
findings from this study.  

This work will also feed into the Preliminary Options Investigation Phase of the study supporting 
the discussion within the Strategic Environmental Appraisal on the implications of proposed 
measures and options. 

1.2 Report overview 

This report is one of a series which describe the work undertaken as part of the CFRAM, and 
together they provide a description of the approach taken to identifying flood risk, and a discussion 
of the results of the analysis and potential flood management measures, where they are 
appropriate. 
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This report should be read in conjunction with the following supporting documents: 

• Western CFRAM UoM32 Hydrology Report1 

• Western CFRAM UoM32 Inception Report2 

• Western CFRAM Flood Risk Review Report3 

• Western CFRAM SEA Scoping Report4 

• Western CFRAM Defence Asset Database: Handover Report and accompanying 
database files5 

The reports in the suite for the Hydraulic Modelling are: 

• Western CFRAM UoM32 - Hydraulic Modelling Report 

• Western CFRAM UoM32 - Hydraulic Modelling Report: Volume 1a – Hydraulic Modelling 
Method Statement 

• Western CFRAM UoM32 - Hydraulic Modelling Report: Volume 1b – Hydromorphology 
and Coastal Erosion Assessment (this report) 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 2 – AFA Modelling Reports 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 3 – Flood Risk Maps 

• Western CFRAM UoM32- Hydraulic Modelling Report: Volume 4a – Hydraulic Model and 
Check Files 

1.3 Study background 

The Inception Report for UoM 32 was delivered in November 2012.  This report consisted of a 
baseline review of available data and the development of the proposed methodology for the 
hydrological and hydraulic modelling investigations to be completed within this phase. 

The method statement for the hydrological analysis detailed in the Inception Report has been 
developed and finalised in the UoM 32 Hydrology Report.  This work has developed design flows 
at a series of Hydrological Estimation Points (HEPs) along all watercourses to be modelled.  The 
detailed development of the hydrology has not been reiterated here and the reader is referred to 
the Hydrology Report for full details of the hydrological analysis.  Design flows have been extracted 
directly from the Hydrology report and are summarised in the AFA modelling reports.   

The Hydrology Report also provides guidance on the development of appropriate design storm 
hydrographs for each AFA for the purposes of the hydraulic modelling.  These methods are 
summarised in this report to provide clarity on the application of the design event hydrology as this 
work has been undertaken in the hydraulic modelling phase. 

The Inception Report identified all High Priority and Medium Priority Watercourses (HPWs and 
MPWs) to be modelled.  HPWs are those watercourses that dictate flood risk within an AFA 
boundary as originally delineated within the Flood Risk Review (FRR) Report.  HPWs therefore 
extend a short distance upstream and downstream of an AFA but do not include watercourses 
with catchments less than 1km2.  HPWs have been modelled to a greater level of detail than 
MPWs.  MPWs are the watercourses which link two AFAs together and the watercourses that 
extend downstream of an AFA to the sea.  Coastal AFAs do not have a downstream MPW 
associated with them. 

In total, 67 km of HPW have been modelled within UoM 32, along with the coastline of Westport 
Quay.  As all the AFAs in UoM32 are located adjacent to the coast there are no Medium Priority 
Watercourse (MPW) models in this study area.   

  

                                                      
1 JBA Consulting (2014), Western CFRAM Unit of Management 32 - Erriff / Clew Bay Hydrology Report, Final Report, 

Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 - Erriff / Clew Bay Inception Report, Final Report, Office 

of Public Works. 
3 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works. 
4 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works. 
5 JBA Consulting (2013), Western CFRAM Defence Asset Database, Handover Report, Office of Public Works. 
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2 Hydromorphology assessment methodology 

2.1 Overview 

The study has approached the investigation in two stages: 

1. A catchment based hydromorphology audit which has identified key watercourses 
susceptible to sedimentation at a catchment scale.  

2. A site specific assessment using the outputs from the hydromorphology audit along with 
the knowledge of the sites developed as part of the hydraulic modelling investigations to 
identify key structures along these watercourses where sedimentation could be relevant 
to flood risk.   

This information has been supplemented by the finding of the asset inspection work, which 
highlighted where scour was present beneath structures. 

The aim of this process therefore is to produce a hydromorphological assessment of the key 
watercourses informed by both available catchment data and local knowledge from across the 
project team. 

The flow chart in Figure 2-1 summarises the stages of the hydromorphology appraisal and each 
stage is discussed in further detail in the following sections. 
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Figure 2-1: Flow chart of hydromorphology appraisal process 
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2.1.1 Phase I: Reach Scale assessment 

All HPWs throughout Western CFRAM have been assessed using a Hydromorphological 
Assessment Criteria developed for this study allowing for categorisation of river types and 
sediment behaviour to be made about the rivers throughout WCFRAM.  The assessment utilises 
readily available information including Aerial Photography (APs), soils maps and site photos.  The 
Western River Basin Management Plan was reviewed for suitable information to support the 
analysis. 

The Hydromorphological Assessment Criteria included the River Type, the activity of the channel, 
the vegetation in the floodplain and along the banks, the sediments in and outside of the channel 
and the evidence of historical activity. 

HPWs have been taken forward to Phase II where the catchment assessment indicated the 
presence of excessive fine or coarse sediment.  Where no sediment issues were determined by 
the desk based assessment no further analysis of the HPW has taken place.  Where it was not 
possible to identify the sediment type due to poor quality data, a conservative approach has been 
adopted and the HPWs have been taken forward to the Phase II part of the assessment.  

All watercourses, with the exception of those where no sediment issues were observed, have then 
been traced to their source to determine the source condition and to provide a wider understanding 
of system processes.  

The Phase I assessment has identified 41 HPWs to take forward to the Phase II assessment.  

2.1.2 Phase II: Site specific assessments  

All HPWs identified from Phase I have been taken forward to Phase II in order to provide a deeper 
understanding of local issues associated with the watercourses susceptible to sedimentation. This 
identified those structures or channels where sedimentation could lead to increased flood risk to 
surrounding receptors with flood risk being the primary driver. 

Initially the 0.1% AEP flood extent developed as part of the hydraulic modelling work has been 
used as a screening tool to identify sites where there are local flood risk receptors.  Whilst high 
levels of blockage at a structure from sedimentation could result in a larger flood risk extent, a 
detailed blockage analysis is outside the scope of the study and so has not been undertaken as 
part of the hydraulic modelling investigations.  The 0.1% AEP extent is therefore considered to be 
a reasonable proxy for the implications of increased sedimentation in lower order events and 
allows the study to focus only on those sites where sedimentation is most likely to affect flood risk. 

Where there are receptors within the 0.1% AEP flood extent along the watercourse, then the peak 
velocity from the 50% AEP event (seen as a typical 'bankful' or geomorphologically effective flow) 
has been extracted from the hydraulic modelling results at the upstream face of key structures.  
This has been compared against the critical velocities extracted from the Hjulström curve for the 
dominant sediment type on each watercourse.  Where the modelled velocities do not exceed the 
critical velocity, deposition of sediment is assumed to be likely to occur leading to a reduction in 
the capacity of the structure over time and hence an increase in flood risk.  

A final stage has reviewed photos of the key structures identified to confirm if sedimentation is 
apparent at the site at the date taken.  Where there is visible evidence at the identified structure 
the structures have been flagged as priority sites, (and are shown on the associated maps in red) 
where there is not visible evidence at the identified structure, it has been flagged for monitoring 
only (these sites are shown on the associated maps in green). 

This review of the catchment audit HPWs has been supplemented using the local knowledge 
available within the project team developed through the study to date and in particular as part of 
the hydraulic modelling investigations, or from other sources such as Local Authorities.  This allows 
for problems that may not have been picked up in the catchment scale approach to be identified.  
For example, sedimentation may have been observed at key structures from survey data or site 
photographs which is causing flooding or concerns may have been raised by local authorities 
which were screened out in the broad catchment scale approach.  

In each case, the structures identified have been assessed using the same Phase II assessment 
criteria to determine if they are likely to increase flood risk to surrounding receptors. That is if a 
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structure has been observed with sedimentation issues in an entirely rural area, based on the 0.1% 
AEP flood extent, then it will not have been flagged as a priority structure in the associated maps. 
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3 Hydromorphology results 

3.1 Mapping Outputs 

The results of the hydromorphology assessment, including the findings of the Phase 1 assessment 
are presented in the AFA specific maps presented in Appendix A at the end of this report.   

The findings of Phase 1 are presented in the line colour and line style of each watercourse 
assessed.  The line colour dictates the sediment characteristic of the reach of interest, i.e. the 
reach within the AFA boundary.  The line style dictates the source condition of the reach of interest, 
i.e. the likelihood of the upstream watercourse to carry sediments to the AFA. 

The OPW arterial drainage schemes are also presented on these maps.  This information can be 
important to understand where, despite the hydromorphology audit highlighting a watercourse with 
high risk of sedimentation, there are no observed sedimentation effects or high priority structures 
identified.  Such watercourses could have had problems historically which are now resolved as a 
result of the maintenance regime.  Examples of such findings are Swinford and Athenry. 

The findings of the assessment are presented on the accompanying maps as "high priority" or "for 
monitoring only".  High priority structures are those where there are known and observed 
sedimentation issues. Structures for monitoring are those where there are no observed problems 
but the catchment audits and flow velocities suggest sediment build up is likely to be a problem in 
the long term.   

Furthermore receptors that are likely to be susceptible to high levels of sediments in the water 
have been overlain on the maps.  These include Special Areas of Conservation (SACs), Special 
Protection Areas (SPAs), existing and proposed National Heritage Areas (NHAs and pNHAs) and 
relevant Annex IV sites.  The Annex IV sites have excluded groundwater zones but include 
shellfish and salmonid watercourses. 

Table 3-1 below shows the legend used in the mapping outputs and provides an explanation of 
how the results of the hydromorphology assessment have been translated into a graphical format. 
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Table 3-1: Mapping output legend and explanation 

Map Legend Explanation 

 

 
 
 
 
Phase 1 Findings 
The findings of Phase 1 are presented in the dashed 
box and are presented in the map itself as a single 
line of varying colour and style.  The sediment 
characteristic of the watercourse within the AFA 
boundary is represented by the colour of the line.  
The source condition, associated with the relevant 
watercourse upstream of the AFA boundary, is 
represented by the style of the line.  Therefore a fine 
sediment reach with an incised but stable source 
condition will be represented on the map as a yellow 
dashed line. 
 
Phase 2 Findings 
The findings of Phase 2 of the assessment are 
represented in the coloured points (red or light 
orange) situated at relevant structures.  The red 
points are high priority structures and have been 
identified as having observable sedimentation 
issues.  The light orange structures are for 
monitoring only; these have been identified through 
the hydromorphology assessment as being 
susceptible to sedimentation but for various reasons, 
such as arterial drainage schemes, no sedimentation 
issues have been observed at the site. 
 
Supporting Information 
Further data to support the analysis is shown in the 
supporting information.  This includes details of 
OPW's arterial drainage schemes, the findings of the 
asset condition assessment and a range of 
environmental receptors. 
 

 

3.2 Structures identified from hydromorphology appraisal  

The results of the overall assessment have led to individual structures being identified as being 
high risk of sedimentation which increase flood risk to receptors. The results and node locations 
of individual structures from the hydromorphology assessment are presented in Table 3-2 and 
Table 3-3. 

Table 3-2 details those high priority structures identified from the catchment based 
hydromorphology audit.  Table 3-3 details those high priority structures where sedimentation is not 
associated with reach scale deposition but is rather a local risk associated with the channel in the 
vicinity of the structure.  Table 3-4 shows those structures along the reaches identified from the 
catchment based hydromorphology audit where velocities suggested sedimentation may be an 
issue but no evidence of sedimentation was observed at the structures. 
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Table 3-2: Structures at risk of sedimentation from reach scale sedimentation processes 

Location 
Comments from site 
specific assessment  

Photo 

No structures identified within UoM 32 
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Table 3-3: Structures at risk of sedimentation from local scale sedimentation processes 

Location 
Comments from site 
specific assessment  

Photo 

Louisburgh, 
Glebe 
Watercourse, 
32GLEB00048 

Heavily vegetated 
channel.   
 
Channel is tide locked 
potentially resulting in 
sediment deposition and 
plant growth in the 
channel.  

 

Louisburgh, 
Glebe River 
32GLEE00103 

Heavily vegetated 
channel.   
 
Channel is tide locked 
potentially resulting in 
sediment deposition and 
plant growth in the 
channel.  

 

Westport, 
Cloghan, 
32CLOG00245 

Heavily vegetated 
channel.  Channel 
upstream of this reach has 
been artificially 
straightened and is heavily 
incised.   
 
Structure at downstream 
of this reach likely 
reducing flows resulting in 
sediment deposition and 
plant growth in the 
channel downstream of 
the structure. 
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Location 
Comments from site 
specific assessment  

Photo 

Westport, 
Cloghan, 
32CLOG00039 

Heavily vegetated 
channel.  Channel 
upstream and downstream 
of this structure has been 
artificially straightened and 
over-widened.  Lower 
velocities upstream 
resulting in build-up of 
sediment encouraging 
plant and weed growth in 
the channel. 

 

Westport, 
Coolbarreen, 
32COOL00285 

Heavily vegetated 
channel.  Channel through 
structure and downstream 
of this reach has been 
artificially straightened and 
over-widened.  Lower 
velocities resulting in 
build-up of sediment and 
gravels within the 
structure encouraging 
plant and weed growth in 
the channel upstream. 

 

Newport, 
Barrackhill 
Watercourse, 
32BARR00064 

Heavily vegetated 
channel.  Channel through 
structure and upstream of 
this reach has been 
artificially straightened.  
Furthermore this reach is 
susceptible to tide locking 
and hence lower velocities 
resulting in build-up of 
sediment within the 
structure encouraging 
plant and weed growth in 
the channel upstream. 
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Table 3-4: Structures to be monitored for sedimentation from reach scale sedimentation processes 

Location 
Comments from site 
specific assessment  

Photo 

Louisburgh, 
Bunowen River, 
32BUNO00186 
 
 

Coarse sediment reach 
with critical velocity data 
but no local evidence of 
sedimentation. 

 

Westport, 
Cloghan/ 
Ardmore, 
32CLOG00225 
 

Fine sediment reach with 
critical velocity data but no 
local evidence of 
sedimentation. 
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4 Hydromorphology summary 
This study has completed a preliminary assessment of the hydromorphological issues with respect 
to flood risk only.   

A catchment wide analysis using geomorphic auditing principles, analysing the watercourses for 
sediment loading, has identified sources and pathways of sedimentation.  The findings of this 
analysis, presented in the accompanying maps, are river systems susceptible to sedimentation.  
In addition to supporting the identification of key structures where sedimentation is critical to flood 
risk, this work has also been beneficial to flag those sites where there may be a problem in the 
future but for reasons, such as the OPW arterial drainage programme, there is currently no risk of 
flooding resulting from sedimentation. 

Using the knowledge from the catchment wide analysis and built up through the hydraulic 
modelling work completed as part of the WCFRAM, all AFAs have been ground truthed.  The 
findings of the ground truthing have identified those structures where flood risk from sedimentation 
is a current issue, either as a result of catchment wide sedimentation processes or as a result of 
local conditions in the vicinity of the structure.  Sites where, based on velocity data and the reach 
scale assessment, there may be a problem in the future have also been flagged for monitoring. 

The approach to the assessment reflects the different causes of sediment build up.  The 
hydromorphology audit has identified sensitive watercourses.  The ground truthing builds on the 
hydromorphology audit but also allows local reach processes, such as straightening and widening, 
to be flagged. 

Table 4-1 summarises the findings of the assessment for each AFA and provides 
recommendations for the incorporation of the findings into future analysis, within and without the 
WCFRAM, based on an understanding of the broader flood risk management issues. 
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Table 4-1: Summary of findings and recommendations for each AFA 

AFA 

Reach in 
potential 
deposition 
from audit  

Historic issues with 
sediments and erosion 

Arterial 
Drainage 
active in 
this AFA 

Sites where 
modelling and 
site surveys 
have identified 
sediment and 
erosion 

Conclusion 

Recommendations for further consideration 

Structures where 
modelling of long 
term impacts of 
sedimentation 
should be 
considered in the 
FRMP 

Watercourses 
/sites to 
include in 
maintenance 
regime 

Watercourses 
where scheme 
works may be 
required and 
would need to 
seek 
hydromorphic 
support in SEA 

Clifden No No known issues. No 

No key 
structures 
identified with 
current sediment 
issues. 

No evidence of sediment issues 
associated with flood risk. 

None None None 

Louisburgh Yes 

No known issues, 
although the 
downstream reach is 
tidal and therefore 
potentially subject to silt 
deposition.  

No 
32GLEE00103, 
32GLEB00048 

Sediment is a local issue only with 
flood risk exacerbated by local 
channel modifications encouraging 
deposition. 

None 
Glebe River 
and 
Watercourse 

None 

Westport Yes No known issues. No 
32CLOG00245,  
32CLOG00039,  
32COOL00285. 

Sediment is a reach level issue as 
identified by the audit and is 
exacerbating flood risk at multiple 
locations along the watercourse 

32CLOG00245, 
32CLOG00039, 
32COOL00285. 

Coolbarreen 
Cloghan 

Upstream reach 
of the Cloghan 

Westport Quay N/A N/A N/A N/A N/A N/A N/A N/A 

Newport No 

CCTV survey of the 
culvert on the Barrackhill 
(32BARR00064) showed 
heavy sedimentation and 
debris accumulation, but 
does not seem to be 
linked to flooding 
incidents.  
 
Both the Barrackhill and 
Caulicaun are heavily 
overgrown suggesting 
silt deposition could be 
an issue. 
 
No known issues on the 

No 32BARR00064.  

Sediment is a local issue and risk 
is currently low.  This could 
increase if accumulations in 
culverts continue. 

32BARR00064 None None 
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AFA 

Reach in 
potential 
deposition 
from audit  

Historic issues with 
sediments and erosion 

Arterial 
Drainage 
active in 
this AFA 

Sites where 
modelling and 
site surveys 
have identified 
sediment and 
erosion 

Conclusion 

Recommendations for further consideration 

Structures where 
modelling of long 
term impacts of 
sedimentation 
should be 
considered in the 
FRMP 

Watercourses 
/sites to 
include in 
maintenance 
regime 

Watercourses 
where scheme 
works may be 
required and 
would need to 
seek 
hydromorphic 
support in SEA 

main Newport River 
although downstream 
reach is tidal and 
therefore potentially 
subject to silt deposition 
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5 Coastal erosion assessment background 

5.1 Scope 

The project brief requires the assessment to build on the work completed as part of the Irish 
Coastal Protection Strategy Study (ICPSS) and develop erosion prediction lines within AFAs at 
risk from coastal flooding for the Medium Range Future Scenario (MRFS) and High End Future 
Scenario (HEFS) for 2050 and 2100.   

5.2 Available Data 

5.2.1 ICPSS 

The coastline of the WCFRAM is covered by Phase 46, the West Coast, and Phase 57, the North 
West Coast, of the ICPSS.  The hazard maps for these areas were completed in January 2014.   

The ICPSS presents two predictive erosion maps representing the future location of the coastline 
in 2030 and 2050.  These maps have been generated from observed erosion rates extracted from 
historical mapping and aerial photography.  The position of the coastline was compared in two 
time periods reflecting the data available, the starting point for the analysis was aerial photography 
from between 1973 and 1975 and the end point for the analysis was aerial photography from 2000 
for the west of Ireland.  The calculated erosion rates therefore represent the change over a period 
of approximately 25 years. 

A baseline for the existing coastline has been derived from data for the year 2000.  Predictive 
erosion lines have then been extrapolated from the baseline inland using the historically observed 
erosion rates with no additional allowance for climatic factors such as sea level rise. 

Historic erosion rates have been developed typically for reaches of approximately 25m in length 
for the entire WCFRAM coastline.  This dataset has been supplied for use in the development of 
future scenario erosion lines.  

The ICPSS maps were produced at a strategic level only and the report recommends that these 
lines should not be used in place of detailed local erosion hazard and risk assessment.  
Furthermore, the study assumes that defences currently in situ will continue to be maintained into 
the future.  

5.2.2 Climate Change Scenarios 

The climate change scenarios, the MRFS and HEFS, have been specified in the project brief and 
are considered to be applicable for future changes to 2100.   

• The MRFS is intended to represent a ‘likely’ future scenario, based on the wide range of 
predictions available with the allowances for sea level rise etc. within the bounds of widely 
accepted projections. 

• The HEFS is intended to represent a more extreme potential future scenario, but one that 
is nonetheless not significantly outside the range of accepted predictions available, and 
with the allowances for sea level rise, etc. at the upper bounds of widely accepted 
projections. 

 

Two elements of the climate change scenarios are applicable to the analysis of coastal erosion, 
sea level rise and land movement.  The sea level rise climate change scenarios are an increase 
in levels of 0.5m and 1m in the MRFS and HEFS respectively.  Land movement changes are only 
applicable for coastal sites south of the Galway to Dublin line; therefore, this does not apply to any 
AFAs within UoM 32.   

Increases in sea levels of 0.5m and 1.0m will be applied for the MRFS and HEFS respectively.    

  

                                                      
6 Irish Coastal Protection Strategy Study, Phase 5 – North West Coast, Work Packages 2, 3 & 4A – Appendix 4 – Erosion 

Mapping, The Office of Public Works, January 2014. 
7 Irish Coastal Protection Strategy Study, Phase 4 – West Coast, Work Packages 2, 3 & 4A – Appendix 4 – Erosion 

Mapping, The Office of Public Works, January 2014. 
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6 Coastal erosion assessment analysis 

6.1 Review of existing ICPSS data 

The coastal erosion hazard analysis for the WCFRAM is limited to within the boundary of the AFAs 
only.  The coastal AFAs within UoM 32 consist of Clifden, Louisburgh, Westport, Westport Quay 
and Newport.  It is noted that the coastline of Louisburgh is not within the AFA boundary. 

The baseline date for the ICPSS existing coastline is set to the year 2000 and appears to have 
been based on data from that period.  Digital aerial photography is now available online from as 
late as 2012 for the West of Ireland.  A review of the ICPSS existing coastline was made against 
this latest dataset, paying particular attention to those sites where historical erosion had been 
observed, Table 6-1.   

Without the aerial imagery from 2000 is has been difficult to validate the observed changes in 
locations.  The following table summarises the findings of this review.  The findings indicate there 
is no confirmed observable erosion risk since the year 2000 within UoM 32.  

Table 6-1: Review of ICPSS outputs against latest aerial imagery 

Site Description of change 

Clifden No change. 

Louisburgh 
No change. Low resolution imagery prevents the identification of any areas of dune 
destabilisation/loss of vegetation cover. 

Westport No change. 

Westport 
Quay 

There are some possible minor changes observed in Westport Quay, but these could be 
a result of image quality and differing interpretations of the location of the coastline in this 
location. 

 
Newport No change. 

 

The hazard prediction lines for 2030 and 2050 from the ICPSS have been extracted and plotted in 
the maps at the end of the report.   

The outputs from the ICPSS study show that at Clifden, Westport, Westport Quay and Newport, 
no coastal erosion has been observed over the last 30 years.  Louisburgh has seen some coastal 
retreat over this period.   

[0 20 40 60 80 100

Metres

© Ordnance Survey Ireland. All rights reserved. Licence
Number EN0021016

Coastline from latest aerial imagery

ICPSS 2000 Baseline
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UK Climate Projections8 reports that average sea levels around the UK are rising on average 
approximately 1mm/yr although this rate has increased since 1990.  This suggests the observed 
changes already incorporate a degree of sea level rise.   

6.2 Methodology 

It is accepted that coastal erosion into the future will be impacted by rising sea levels.  The increase 
in water depth offshore will support increased wave heights which, in conjunction with increasing 
storm frequency will increase erosion rates at any given site.  Erosion rates at a given site however 
will not be dictated by sea level rise alone.  Of equal or greater importance are the sediment 
transport processes in action along the shoreline both on a local and on a regional basis.  It is 
quite possible that along with sea level rise, the shoreline continues to progress seawards where 
sediment deposition is sufficient.  Furthermore the existing sediment transport processes cannot 
be assumed to continue to operate as understood currently; the effect of the local topography as 
well as changes in storminess and hence wave heights and wave direction resulting from climate 
change will also contribute to the equation.  In this context therefore the coastline in any given 
location must be understood as a site specific dynamic system that will redistribute sediments in 
response to its own range of influences.  A search undertaken to identify literary sources for 
sediment transport in coastal waters, and thereby the influence of sediments at the sites of interest, 
across the west of Ireland found no available information.  This would appear to be an area where 
further research is required. 

The level of data required to determine coastal erosion lines into the future with any degree of 
confidence is not available.  Simplified approaches as proposed in the project brief, such as the 
Bruun Rule, are also considered to be unreliable for the reasons stated above and so have not 
been taken forward.   

Instead to fulfil the requirements of the brief the study has focussed on discussion of local landform 
and its likely influence on coastal erosion.  A risk based approach has been applied to determine 
the likelihood of future erosion based on the historical erosion rates available, the prevalence of 
the wave climate and the observed shoreline material in each case.  As with the ICPSS study it 
has been assumed that where existing coastal protection works are in place, these will continue 
to be maintained.  Similarly, where there are existing structures which would need to be abandoned 
or moved for further coastal erosion to occur, it has been assumed that these will continue to be 
protected. 

Four risk categories have been defined for the analysis as follows: 

• Low Risk – Active management of the shoreline is likely to protect key assets. 

• Moderate Low Risk – Tide dominated environment.  No observed erosion over the last 30 
years, however no active management of the shoreline is likely. 

• Moderate High Risk - Wave dominated environment.  No observed erosion over the last 
30 years, however no active management of the shoreline is likely. 

• High Risk – Erosion has been observed over the last 30 years and there is no active 
management of the shoreline expected in this location to prevent further erosion. 

It is noted that because of the approach adopted there can be no differentiation between the risk 
associated with the MRFS and the HEFS and the risk boundaries are considered to be applicable 
to both. 

6.3 Findings 

Table 6-2 provides a summary of the findings of the analysis and this is also presented in the 
attached maps in Appendix B. 

Table 6-2: Summary of coastal erosion risk categorisation 

AFA Brief Description of Site Risk Categorisation 

Clifden 
Bedrock shoreline within estuary. No 
observed erosion. 

Moderate Low Risk 

Louisburgh 
The mouth of the Bunowen River is beach 
sands and dune.  Observed erosion of 

High Risk 

                                                      
8 Jenkins, G.J., Perry, M.C., and Prior, M.J. (2008). The climate of the United Kingdom and recent 
trends. Met Office Hadley Centre, Exeter, UK. 
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this system. 

Westport 
Shale till shoreline with manmade coastal 
frontage adjacent to highways. No 
observed erosion. 

Low Risk adjacent to highways and 
moderate high risk elsewhere. 

Westport 
Quay 

Shale and limestone till shoreline with 
manmade coastal frontage adjacent to 
highways and along the Quay. No 
observed erosion. 

Low Risk adjacent to highways and 
moderate high risk elsewhere. 

Newport 
Limestone till shoreline with manmade 
coastal frontage for majority of estuary.  
No observed erosion. 

Low Risk adjacent to highways and 
moderate low risk elsewhere. 

 

6.4 Recommendations 

Taking the findings of the screening assessment forward focus for further investigations should be 
on those areas where there is moderate high or high risk of coastal erosion.  Within UoM 32 this 
consists of Louisburgh, Westport and Westport Quay.  Of these the risk of coastal erosion impacts 
on property is limited to Westport Quay only.   

High level methodologies are not appropriate for these further investigations.  A more detailed 
approach is required, which is beyond the scope of the WCFRAM study.  It is recommended the 
modelling undertaken for the ICPSS be used as a base dataset to extend the assessment of 
coastal erosion potential.   

The ICPSS used the MIKE21 SW package and outputs include wave conditions and the 
associated radiation stresses in the surf zone, from which the wave-induced currents can be 
derived. The long shore currents and the sediment transport can then be calculated using the 
MIKE21 flow and sediment transport modules. This approach may not give a direct indication of 
shoreline regression but will at least provide an indication of changes in shoreline vulnerability, 
through changes in radiation stresses, during the climate change scenarios; particularly when 
matched against the previously identified high risk coastal erosion sites.  

The ICPSS results include wave conditions at 3 of the 7 moderately high or high risk coastal 
erosion sites that have been identified in the Western CFRAM study area.  The ICPSS also 
assumed the coastline remains constant and the existing sea defences will be maintained.  Further 
work should be undertaken to extend beyond these assumptions, such as calibration of the wave 
model against recorded/observed wave data, and concurrent wind data, for an extended period 
(at minimum including a winter period). This would give some confidence in the models capability 
to reproduce current conditions, and therefore it’s probable capability at predicting future 
conditions. Without calibration data the best that can be achieved is a reality check on the 
propagation of the waves applied at the boundaries.  It is therefore a priority that the availability of 
calibration data be reviewed and additional data collection be undertaken if required. 

Where there is the potential erosion to impact on an AFA it is recommended that a bespoke model 
is produced, not tied into the ICPSS licencing restrictions, and a local assessment of nearshore 
currents and sediment processes undertaken.  For example, the model could be developed using 
the suite of modules such as the Deltares Delft3D software package, namely FLOW9 
(hydrodynamics and sediment) and SWAN10 (Waves).  Delft3D is a leading computer package 
that is used to numerically simulate tides, storm surges, currents, waves, transport, morphology, 
water quality, ecology and biology in natural waters such as harbours, rivers, lakes, reservoirs and 
coastal seas. It has been developed, calibrated and validated for a large number of applications 
for marine waters, estuaries and rivers and combinations of these. 

  

                                                      
9 FLOW is a multi-dimensional (2D or 3D) hydrodynamic (and transport) simulation program which calculates non-steady 

flow and transport phenomena that result from tidal and meteorological forcing on a rectilinear or a curvilinear, boundary 
fitted grid.  

10 SWAN computes the evolution of random, short-crested waves in coastal regions with deep, intermediate and shallow 
water and ambient currents. The model accounts for propagation due to current and depth and represents the processes 
of wave generation by wind, dissipation due to whitecapping, bottom friction and depth-induced wave breaking and non-
linear wave-wave interactions. Wave blocking by currents is also explicitly represented in the model. 
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7 Coastal erosion assessment summary 
The Irish Coastal Protection Strategy Study (ICPSS) includes an assessment of predicted coastal 
erosion rates, which is based on observed shorelines, from either mapping or anecdotal sources. 
A suite of maps have been prepared and they can be referenced from 
http://www.opw.ie/en/floodriskmanagement/floodanderosionmapping/icpss/ 

A generic methodology to assess the potential for future coastal erosion was considered for the 
Western CFRAM study.  Extending the observed rates as was undertaken for the ICPSS does not 
consider underlying geology and coastal processes.  The Bruun Rule is typically applied in these 
situations, which is the first and best known model relating shoreline retreat to an increase in local 
sea level is that proposed by Per Bruun (1962). The Intergovernmental Panel on Climate Change 
reports that 1 cm rise in sea level erodes beaches about 1 m horizontally. This becomes a large 
issue for developed beaches that are less than 5 m from the ocean (IPCC, 1998). 

There are acknowledged limitations in the application of the Bruun Rule, and it is considered 
applicable to small scale local sites. Over long stretches of coast, the Bruun rule and associated 
cross-shore transport models become complex. There has been a number of critiques e.g. Cooper 
and Pilkey (2004).  It is limited to a sediment based cross shore process.  For the coastal AFAs 
included in the Western CFRAM study area the Bruun rule is not applicable. 

Instead a risk based approach has been applied to determine the likelihood of future erosion based 
on the historical erosion rates available, the prevalence of the wave climate and the observed 
shoreline material in each case.  

Four risk categories have been defined for the analysis as follows: 

• Low Risk – Active management of the shoreline is likely to protect key assets. 

• Moderate Low Risk – Tide dominated environment.  No observed erosion over the last 30 
years, however no active management of the shoreline is likely. 

• Moderate High Risk - Wave dominated environment.  No observed erosion over the last 
30 years, however no active management of the shoreline is likely. 

• High Risk – Erosion has been observed over the last 30 years and there is no active 
management of the shoreline expected in this location to prevent further erosion. 

 

Within UoM 29 Kinvarra was classified as low risk and Oranmore was classified as moderate high 
risk. 

The findings of the screening assessment should be used to inform further investigations, with the 
focus on those AFAs where there is moderate high or high risk of coastal erosion.  Within UoM 32 
this consists of Louisburgh, Westport and Westport Quay.  Of these the risk of coastal erosion 
impacts on property is limited to Westport Quay only.   

The level of detail required in these further investigations is beyond the scope of the WCFRAM 
study.  It is recommended the modelling undertaken for the ICPSS be used as a base dataset to 
extend the assessment of coastal erosion potential.  The long shore currents and the sediment 
transport can be calculated using the ICPSS flow and sediment transport modules. This will 
provide an indication of changes in shoreline vulnerability, through changes in radiation stresses, 
during the climate change scenarios; particularly when matched against the previously identified 
high risk coastal erosion sites. 

Further work should be undertaken to extend beyond the ICPSS assumptions, such as calibration 
of the wave model against recorded/observed wave data, and concurrent wind data, for an 
extended period (at minimum including a winter period). Without calibration data the best that can 
be achieved is a reality check on the propagation of the waves applied at the boundaries.  It is 
therefore a priority that the availability of calibration data be reviewed and additional data collection 
be undertaken if required. 

Where there is the potential erosion to impact on an AFA it is recommended that a bespoke model 
is produced, not tied into the ICPSS licencing restrictions, and a local assessment of nearshore 
currents and sediment processes undertaken.   

  



 

 
 

WCFRAM UoM 32 Volume 1b Hydromorphology and Coastal Erosion Assessment_v3.0.docx 21 
 

Appendices 
 

 

  



 

 
 

WCFRAM UoM 32 Volume 1b Hydromorphology and Coastal Erosion Assessment_v3.0.docx 22 
 

A Hydromorphology maps 
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1 Introduction 

1.1 Scope of report 

This report summarises the hydraulic modelling work for the Clifden AFA HPW hydraulic model.  
This document is specific to the AFA itself and should be read in conjunction with the various 
reports listed in Section 1.2 for details on the modelling approaches and wider context of the 
study.  

The report covers the overall hydraulic modelling process from model build through to the 
development of design runs with the aim of providing a detailed understanding of the hydraulic 
controls and flood mechanisms identified throughout the study.   

The report is not a user manual for the hydraulic model itself, full details of which are provided in 
the model handover check files accompanying the hydraulic model. 

The hydraulic modelling work summarised in this and the Unit of Management (UoM) 32 
Hydraulic Modelling Report, of which this report is an Annex, forms one element of the Western 
Catchment-based Flood Risk Assessment and Management (WCFRAM) study process.  The 
process to date has included amongst other tasks a Flood Risk Review (FRR)1, a project 
inception stage2, a Strategic Environmental Assessment (SEA)3 and the development of the 
catchment hydrology4.  Where the work completed in these tasks contains information relevant to 
the analysis discussed in this document, references have been included directing the reader to 
the relevant report for further background information. 

1.2 Model and report overview  

There is one model within the Clifden AFA; this covers the Owenglin River and its tributary, the 
Nambrackkeagh Stream.  The model starts a short distance upstream of the AFA boundary, and 
discharges directly into Clifden Bay; there is no MPW element to this model. 

The watercourses are not tidally influenced upstream of Clifden waterfall, which is downstream 
of the area of interest, so the 50% AEP tide curve has been used as the downstream boundary 
for all model runs.  Coastal flood risk (i.e. flooding from direct inundation by the sea, rather than 
its influence on river levels) has not been identified, so the only modelling of the tide is that which 
is represented by the downstream boundary.  Similarly, wave overtopping is not identified as a 
risk at this AFA. 

Reports which are relevant to this AFA are: 

• Western CFRAM Flood Risk Review Report  

• Western CFRAM UoM 32 Inception Report  

• Western CFRAM UoM 32 Hydrology Report  

• Western CFRAM UoM 32 Hydraulic Modelling Report 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 1 - Hydraulic Modelling 
Method Statement 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 3 - Flood Risk Maps 

• Clifden AFA Hydraulic Model Check File 

Cross Section, long section and flood extent plots are provided in the Maps Appendix of the 
UoM32 Hydraulic Modelling report 

                                                      
1 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 – Erriff/Clew Bay Inception Report, Final Report, 

Office of Public Works 
3 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works. 
4 JBA Consulting (2014), Western CFRAM Unit of Management 32 – Erriff/Clew Bay Hydrology Report, Final Report, 

Office of Public Works 



 

 
 

 
WCFRAM UoM 32 - Errif Clew Bay Hydraulic Modelling Report Vol 2a Clifden v3.0.doc 2 

 

1.3 Watercourse and catchment overview 

The study area encompasses the Clifden AFA and includes the Owenglin River, which is the 
primary watercourse that flows in a westerly direction to the south of Clifden town centre.  It 
drains a total area of approximately 36km2 between its source in the Twelve Pins and its 
downstream limit in Clifden Bay.  The channel width of the river as it flows through the town to 
Clifden Waterfall is approximately 12m.  At Clifden Waterfall, the channel drops over 8m in 
elevation through a series of cascades.  The channel downstream of Clifden Waterfall is 
extremely rough and littered with jagged rocks.  The channel upstream of Clifden Showgrounds 
is more uniform and well-defined. 

There is also a tributary called the Nambrackkeagh Stream that enters the Owenglin from the 
north, approximately 1.5km upstream of the town centre on the N59 road.  Both the Owenglin 
and Nambrackkeagh rivers are classed as High Priority Watercourses (HPW) and have been 
included in the hydraulic model.   

There is a small, unnamed, culverted watercourse originating from the Westport Road in the 
north of the town that enters the Owenglin adjacent to the Clifden Showgrounds.  It is an open 
watercourse above the Westport Road.  There is a history of flooding from this channel but has 
since been seemingly alleviated as a result of maintenance works carried out by Galway County 
Council.  As the majority of the channel is culverted through the town, this watercourse has been 
included in the model as an inflow only to the HPW.  It has not been explicitly modelled as a 
tributary of the Owenglin. 

The main hydraulic structure within Clifden town is the triple-arched, Ardbear Old Bridge just 
downstream of the Clifden Showgrounds.  It is a constrictive structure that can exacerbate 
flooding in the Showgrounds and the Riverside area on the left bank.  A recording flow gauge is 
located approximately 370m downstream of Clifden Glen holiday village.  Figure 1-1 provides an 
overview of the area. 

Figure 1-1  Clifden AFA catchment overview 

 

The upstream modelled extent of the Owenglin River is located in mountainous terrain 
approximately 1.3km upstream of the Clifden Glen bridge.  The downstream modelled extent is 
the Ardbear New arch bridge below Clifden Waterfall, approximately 100m downstream of the 
Showgrounds.  The Owenglin River has a gradient of around 0.057m/km in its first 500m 
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upstream.  As it makes its way downstream and passes through Clifden, it has a gentler slope of 
0.006m/km. 

1.4 Available data 

1.4.1 Survey data 

Cross sectional survey was collected by CCS Surveying as part of the National Survey Contract 
No. 6, which was delivered in January 2013. 

The abbreviated version of each watercourse name as represented in the hydraulic models is 
detailed in Table 1-1. 

Table 1-1: Abbreviated watercourse names 

Reference Description 

OGLN Owenglin River 

NAMB  Nambrackkeagh Stream 

 

LIDAR data has been commissioned by the OPW for use in the model.  Data has been provided 
in both filtered and unfiltered formats in a 2m grid resolution.  The LIDAR was flown between 
November 2011 and August 2012. 

A comparison of LIDAR levels against the surveyed cross sections was completed as part of the 
survey review process.  This compared spot levels collected on roads or in open spaces and 
found an average difference between the two of 115mm, therefore no adjustment to the LIDAR 
was required to match the survey data. 

Changes following completion of the baseline survey 

Following the completion of the baseline survey, feedback was received at the public 
consultation day that a flood defence constructed around Clifden Glen would reduce flood risk 
from that predicted.  Additional survey of the right bank around Clifden Glen was collected to 
make sure this structure was appropriately represented.  Survey of this structure was collected 
by Six-West Ltd in May 2015.  

The effect of the inclusion of this additional survey has been to reduce flood risk to some 
properties in Clifden Glen in the 0.1% AEP event by removing a bypass route over the right bank 
at the upstream limit of the site.  Owing to the later date of the survey for this structure, this 
hydraulic model report has not been revised to reflect this change on the ground.  The structure 
is however incorporated into the final flood maps. 

1.4.2 Hydrometric data 

A summary of hydrometric data within the AFA is provided in Table 1-2 and the gauge location is 
shown in Figure 1-1. 

Table 1-2: Hydrometric gauging stations in the vicinity of the AFA 

Station Number  Type Use in calibration 

32004 Active recording flow 
gauge 

Flow gauge with records starting in 1950.  Large 
gaps in early part of the record.  Data is available for 
every 15 minutes since 2002.  This has been useful 
for model calibration. 

 

Photographs of the gauge's location within the Owenglin River are shown in Figure 1-2 and 
Figure 1-3.  The largest recorded event on record occurred on the 21st of September 2006.  A 
flow rate of 56m3/s was extrapolated from the gauge's rating curve, based on a depth of 2.186m.   
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Figure 1-2  Photograph of Waterloo Bridge, looking downstream from Clifden Flow Gauge 32004 

 

Figure 1-3  Photograph of Gauge Station 32004 in Owenglin River channel 
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2 Hydraulic modelling 

2.1 Context 

This section should be read in conjunction with the Hydraulic Model Report: Volume 1a: 
Hydraulic Modelling Method Statement and the Clifden Hydraulic Model Check File.  The Method 
Statement provides an overview of the elements of both the 1D and 2D model construction and 
the following section of the report describes how they were applied to the Clifden AFA.   

2.2 Key hydraulic structures 

Key hydraulic structures that dictate water levels and flow routes in the vicinity of key flood risk 
areas are summarised in Table 2-1.   

Table 2-1  Key hydraulic structures 

Structure Name Description Photograph 

N59 Road Bridge 
32NAMB00009D 

The N59 Road Bridge is 
the primary hydraulic 
control on the 
Nambrackkeagh Stream. 
 
It has been modelled as 
a sprung arch culvert that 
transitions to a 
rectangular culvert 
approximately halfway 
along its length, as per 
the upstream and 
downstream surveyed 
cross-sections. 
 
The culvert is 
approximately 13.8m 
long and runs under the 
main Clifden to Galway 
road. 
 
There is a services-
crossing going across the 
conduit just inside the 
upstream face of the 
structure.  It seems to be 
a concrete pipe and 
could prove to be an 
obstacle in times of high 
flow.  However, this has 
not been modelled as 
sensitivity testing has 
shown that the upstream 
channel is well 
engineered and would 
contain any increases in 
water level as a result of 
this obstacle. 

 
Looking downstream at upstream face of 
structure 
 

 
Looking upstream at downstream face of 
structure 
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Structure Name Description Photograph 

 
Clifden Glen Road 
Bridge 
32OGLN00253D 

The Clifden Glen road 
bridge in the eastern 
extents of the AFA, 
approximately 1.8km 
from the urban centre, is 
a major hydraulic control 
adjacent to the Clifden 
Glen holiday village. 
 
It is a triple-arch, 
concrete bridge.  The 
soffit is extremely low 
relative to the predicted 
upstream water levels.  
Therefore, this results in 
a large headloss across 
the structure and has the 
potential to cause 
flooding of the adjacent 
holiday village. 
 
The soffit level of the 
lowest arch is 
approximately 
22.40mOD.  The 
structure is 7.90m wide. 

 

 
Looking downstream at upstream face of 
structure 
 

Ardbear Old Bridge 
32OGLN00031D 

The Ardbear Old Bridge 
is the primary hydraulic 
control in the urban 
centre.  It is 
approximately 6m wide 
and has three arched 
openings.  
 
There is a weir 
approximately 30m 
upstream of the bridge. 
 
The structure has been 
modelled as a masonry-
arch bridge with a rough 
channel to replicate the 
head-losses anticipated 
in the structure due to its 
poor condition. 

 

 
Looking downstream from upstream section 
 



 

 
 

 
WCFRAM UoM 32 - Errif Clew Bay Hydraulic Modelling Report Vol 2a Clifden v3.0.doc 7 

 

Structure Name Description Photograph 

 
Looking upstream at downstream face of 
structure 

Clifden Showgrounds 
Weir  
[32OGLN00038W] 

The Clifden 
Showgrounds weir, just 
upstream of the Ardbear 
Old Bridge, is a hydraulic 
control in the 
Showgrounds area of the 
model. 
 
It is a jagged spill weir, 
with a crest elevation of 
10.42mOD. 
 
The weir does not have a 
significant impact, 
increasing levels by 
approximately 0.2m in 
the 1% AEP event, but it 
is located in a flood 
sensitive location.  

 

 
Looking upstream from left bank 
 

 
Looking downstream from left bank 
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2.3 Hydraulic roughness 

Reaches of similar hydraulic roughness have been identified from survey photos and drawings.  
Manning's 'n' values for both the river bed and banks to bank top within each of these reaches 
are summarised in Table 2-2 

 

Table 2-2  Reach hydraulic roughness values 

Upstream and 
Downstream 
Cross Section 

Roughness 
Values 
(Manning's 'n') 
and materials 

Photograph 

32OGLN00019B  
to 
32OGLN00000 
 

Bed - 0.025 Mud 
and sand 
Left Bank - 0.06 
Long grass and 
coarse vegetation 
Right Bank – 0.06 
Long grass and 
coarse vegetation 

 

  
Looking upstream from 32OGLN00002 

32OGLN00020 
to  
32OGLN00020A 

Bed - 0.055 Large 
boulders and 
stones 
Left Bank - 0.03 
Light vegetation 
and smooth rock-
face 
Right Bank – 0.03 
Light vegetation 
and smooth rock-
face 

 

  
Looking downstream from 32OGLN00020 
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32OGLN00051 
to  
32OGLN00031A 

Bed - 0.035 Mud 
and gravel 
Left Bank - 0.06 
Thick bank 
vegetation 
Right Bank – 0.04 
Light vegetation 
transitioning into 
Showgrounds 

 

 
Looking downstream from left bank 
 

32OGLN00385 
to  
32OGLN00062 

Bed - 0.04 
Small rocks and 
silt 
Left Bank - 0.07 
Heavily vegetated 
ground cover 
Right Bank – 0.07 
Heavily vegetated 
ground cover 

 

  
Looking upstream from 32OGLN00369 
 

32NAMB00076 
to  
32NAMB00000 

Bed - 0.04 
Small rocks and 
silt 
Left Bank - 0.06 
Heavily vegetated 
ground cover 
Right Bank – 0.06 
Heavily vegetated 
ground cover 

 

 
Looking downstream from 32NAMB00024E 

2.4 1D-2D boundary 

Bank top spot level survey data is available between cross sections along the Owenglin River 
and Nambrackkeagh Stream.  It has been used to develop the 1D-2D boundary along this 
watercourse.   

2.5 Defences and walls 

2.5.1 Defences 

There are no formal (i.e. OPW, local authority or privately maintained) defences in Clifden.  
Neither are there any informal effective defences within the AFA. 
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2.5.2 Walls 

Informal ineffective structures, such as garden walls, identified with the AFA are detailed in Table 
2-3.  These structures are not assumed to function as flood defences and are either bypassed 
but have been included in the modelling as they may direct the flow path of the water, or have 
been removed to allow flooding beyond them. 

 

Table 2-3  Ineffective walls 

Description and 
Location 

Modelling 
Method 

Photograph 

Type 1 
This structure is a 
single skin brick wall 
extending from the 
upstream face of 
Ardbear Old Bridge to 
just above 
32OGLN00039. 

The wall has 
been included in 
the 1D domain 
using crest 
levels taken 
from the survey. 
 
Flood waters in 
large events will 
bypass this 
structure from 
the upstream 
end, as well as 
overwhelming 
its crest level.  It 
does offer some 
form of flood 
protection at 
lower return 
periods. 

 

 
Looking from right bank at 32OGLN00020A 
 

 
Looking downstream from 32OGLN00031D 

2.6 Floodplain 

A 2D cell size of 2m has been selected to give a balance between model run times and the detail 
of flow routes within the 2D floodplain.  The model tends to be more stable when run with the 
smaller cell size but as the LIDAR is at a 2m resolution so there is no benefit in reducing the cell 
size further.   

Roughness values have been assigned to the floodplain using the values detailed in the 
Modelling Method Statement.  In addition to the standard ground cover categories, such as 
roads and houses, stability patches have been used in a number of locations. 

The location of stability patches in the model are shown in Figure 2-1.  The floodplain adjacent to 
the watercourse is heavily vegetated and the LIDAR filtering algorithm used to generate the DTM 
has not fully discounted the effect of this vegetation.  Patches are required at locations where 
there are anomalies in the LIDAR or where the model has difficulty reconciling flow velocities 
across the surface.  The patches shown in the blue polygon, in the Clifden Glen area of the 
model, are included to provide stability in the future scenarios.  Velocities in this part of the 
model have necessitated the use of a patch.  The patches shown in the yellow and red polygons 
are required to improve stability in the present-day runs.   



 

 
 

 
WCFRAM UoM 32 - Errif Clew Bay Hydraulic Modelling Report Vol 2a Clifden v3.0.doc 11 

 

 

Figure 2-1  Location of roughness patches and LIDAR adjustments in hydraulic model 
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3 Flood history, model calibration and sensibility 
checking 

3.1 Calibration data versus sensibility checking 

Where a recording flow gauge is located in or near the site and this data is accompanied by 
historical data from a flood event (such as flood extents, or spot levels), then it is possible to 
undertake calibration of the model.  This process would involve running the recorded flows 
through the model and changing model parameters, such as Manning's 'n', to match the flood 
extents or levels that were observed.  Ideally, a second event would then be run through the 
model and used to validate the outputs.  While it is possible to simulate flows recorded at a 
gauge in the model, without any record of the impact of the event the model cannot be calibrated 
and the checking process is limited to a confirmation that predicted extents match expectations 
based on topography and local knowledge.  If there is no gauge data available but there are 
historical records of flooding, then the predicted extent from an appropriate design event with a 
similar exceedance probability to the historical flood event can be used as a sensibility check of 
the predicted flooding frequency. 

3.2 Flood history 

Key flood risk areas have been identified in the Flood Risk Review and Inception Reports.  Table 
3-1 shows a summary of historical flood events, and includes a note on whether they have been 
used to calibrate or validate the model. 

Table 3-1  Summary of flood history 

Area affected Main flood mechanisms Recorded 
flood event 
date 

Use in model check 

Clifden Showgrounds Fluvial Recurring Corroborates 2008 
validation run 

Ardbear Fluvial Recurring Corroborates 2008 
validation run 

Riverside Fluvial Recurring Corroborates 2008 
validation run 

None specifically 
recorded, but equates 
to 10% AEP 
approximately. 

Fluvial  2006 Not used 

 

There is a flow gauge on the Owenglin that can be used to evaluate model performance.  This 
gauging station, 32004 is located approximately 375m downstream of the Clifden Glen holiday 
village.  Flow data has been supplied in 15 minute increments that commence in January 2003, 
from which the appropriate calibration event has been extracted. 

Within the Clifden AFA, there is very little supporting historical flood data available.  
FloodMaps.ie and anecdotal evidence points to some flood history in Clifden Showgrounds.  The 
largest event on record occurred in September 2006.  No record of the impact of this flood was 
found so the modelled flood extents could not be compared with the actual event.  Using the 
gauge information at 32004, the corresponding flow rate for this event was approximately 
56m3/s.  This is a 10% AEP event using the project hydrology. 

For quality assurance purposes, it was decided that the 16th August 2008 event should be used 
instead; although it proved difficult to obtain relevant information for this event also.  This event 
was approximately 7 m3/s less in magnitude than the 2006 event.  There was a video of the flood 
available on YouTube at the following location: http://www.youtube.com/watch?v=P2QsIDxJZHo.   

As already mentioned in Section 1.3, there is some history of flooding in Clifden on the Westport 
Road.  There is an open stream that exceeded its banks after heavy rain.  Recent remediation 
works by Galway County Council have seemingly addressed the issue.  The stream is culverted 
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for much of its course through Clifden.  As a result, it has not been included in the hydraulic 
model, but is accounted for in the hydrology. 

3.2.1 16th August 2008 flood event 

The August 2008 event occurred on Saturday 16th, the observed event occurred at 7:15pm.  This 
seems to be consistent with the approximate time of day shown in the YouTube video.  The peak 
flow of the event was calculated as 49.2m3/s using the rating curve derived by the EPA for the 
gauge.  Using the project hydrology, this flow rate is roughly equivalent to the 20% AEP event. 

The 32004 gauge is located approximately 1.75km downstream of the upstream model extents.  
To calibrate the model to this data, flows from the gauge have been applied at the upstream limit 
of the model.  This is an acceptable assumption due to the absence of any significant inflows to 
the watercourse.  Unfortunately, there is no flow or level data available downstream of the 
gauge.  Therefore, it is impossible to know the magnitude of flow on the Nambrackkeagh Stream 
during this event.  An estimate, equivalent to the 50% AEP event, was used on this watercourse.  
The variation of return period on this watercourse would have negligible effect on the Owenglin 
due to the relative magnitudes of flow. 

The video shows the Showgrounds area of Clifden, as well as the nearby waterfall.  The 
Owenglin River is shown to be spilling over its right bank, adjacent to the Showgrounds.  
However, more importantly, the wall on the left bank that separates the watercourse from 
properties has not been overtopped by flood water by the time the filming takes place.  
Conversations with local residents have reinforced this observation.  There also seems to be a 
headloss in the region of 1m through the Ardbear Old Bridge.  It is unclear if the video captures 
the peak of the event.   

3.3 Validation outcomes 

3.3.1 16th August 2008 flood event 

Figure 3-1 shows the model results combined with the flood extent extracted from the YouTube 
clip (as far upstream as could be confidently discerned).  The model provides good agreement at 
this location in the AFA.  Water is seen at the locations anticipated, assuming that the video was 
recorded at the peak of the event.  As the Showgrounds are quite flat, any variation in flow at this 
point in the model results in a noticeable difference in flood extents.  Therefore, one could 
conclude that the peak flow of 49.2m3/s was indeed similar to what was experienced in 2008. 

In summary, the hydraulic model has performed quite satisfactorily in replicating the flooding 
observed in August 2008 at Clifden Showgrounds.  However, a definitive conclusion cannot be 
drawn due to the lack of photographed extents and supplementary gauge data. 
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Figure 3-1  August 2008 modelled flood extent at Clifden Showgrounds 

 

3.4 Stakeholder Engagement 

Throughout this process OPW regional engineers and local authority engineers have been 
consulted in the form of steering group, progress group and engineer meetings and their input 
has feed into the flood maps. 

Public Consultation Day (PCD) - 15th of October 2014 

On October 15th 2014 a public consultation was held at the Station House Hotel to present the 
flood maps for the town and solicit comments and feedback.   

This PCD was attended by 18 people.  At the PCD attendees were invited to leave feedback, in 
the form of a questionnaire.   The questionnaire sought feedback on resident's knowledge of 
flooding in the town including the locations of flooding and the frequency of flooding.   

Table 3-2 outlines the feedback received at the day relevant to the study and a note regarding 
how this information has been accommodated by the study. 



 

 
 

 
WCFRAM UoM 32 - Errif Clew Bay Hydraulic Modelling Report Vol 2a Clifden v3.0.doc 15 

 

Table 3-2: PCD Feedback 

Comments Received Study Response 

CGM represents owners of 144 properties at 
Clifden Glen. 

Properties 57 to 83 are shown in the 10% 
AEP extent.  These properties have been in 
situ since 1992 and no flooding has 
occurred. 

Subsequent visitors have suggested Clifden 
Glen did flood during construction phase so 
perhaps the issue is a result of the river 
defence that was put in since that time.  

Additional survey has been collected to 
confirm bank heights in this location and 
these have been incorporated into the flood 
maps.  No properties are shown in the 10% 
AEP event but some are shown in the 1% 
AEP event.  The flood map extents are 
therefore consistent with this report. 

Clifden Glen definitely flooded approximately 
25 years ago during construction.   

Properties on the right bank by the 
showgrounds have flooded. 

The Ardbear Old Bridge was closed in 2008. 

Properties on the left bank at the riverside 
don't flood. 

There is insufficient information provided as 
to the flooding mechanism for the properties 
on the right bank by the show ground to 
adjust the flood maps.  These are currently 
outside the 0.1% AEP event.  There are 
known surface water problems in this area 
that may explain this report.   

The properties on the left bank at Riverside 
are not shown to flood until the 0.1% AEP 
event.  The flood maps are therefore 
consistent with this report. 

Property on Low Road was in the PFRA 
maps and has had trouble with insurance. 
The property is now out of the new outlines. 
The resident also owns land to downstream 
of the house and has seen this land flood.  
This area is shown as flooding in the 10% 
outline. 

This report confirms the flood extents are 
appropriate in the areas discussed. 

Land on the right bank of the 
Nambrackkeagh Stream is shown to flood in 
the 1% AEP event.  This is a reduction from 
the PFRA maps.  Residents are concerned 
they will not be able to develop here, 
although accept that flow route shown is 
reasonable.  

This report confirms the flood extents are 
appropriate in the areas discussed. 
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4 Application of hydrology 

4.1 Hydrological estimation points 

Design flows have been developed at a series of Hydrological Estimation Points (HEPs) 
throughout the catchment.  Full details of the development of these flows are provided in the 
WCFRAM Hydrology Report for UoM 32. 

The locations and names of all the HEPs within the Clifden AFA are presented in Figure 4-1 and 
are also shown in the cross sections plan, which is Volume 3 of the Hydraulic Modelling Report. 

Figure 4-1  Clifden AFA HEP locations 

 

4.2 Application of design flow estimates 

4.2.1 Hydrograph shapes 

Inflow hydrograph shapes for each watercourse have been developed from the Flood Studies 
Report (FSR) rainfall runoff method.  This approach has been tested (as detailed in the 
Hydrology Report) and, with the exception of a few gauges this found the FSR approach to 
provide the best fit against gauge data.  Inflows are located at the upstream limit of the 
watercourse.   

The FSR method, applied using a uniform design storm for all sub-catchments within a model, 
imposes a structure on the model inflows with realistic relative timings of the hydrographs.  This 
avoids the need to apply the FSU regression model for relative timings of hydrographs at a 
confluence, which is associated with a large standard error.  Because the FSR method is being 
used only to control the shape of the hydrographs rather than the magnitude of the peak flows, 
there is no need to identify a critical storm duration, i.e. one that results in the highest peak flow 
or water level.  However, in order to ensure a realistic flood duration, the duration of the design 
storm has been related to the time to peak for the principal watercourse in the model, using the 
FSR formula that evaluates storm duration from time to peak and SAAR.  The potential impact of 
the critical storm duration on tributary flood extents has been reviewed and is discussed in 
Section 6.1. 
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A consistent design storm duration has been applied across all boundaries and this has been 
selected as the critical storm duration for the catchment to OWN_005 on the Owenglin River.  A 
critical storm duration of 13 hours has been applied. 

4.2.2 Scaling to hydrological estimation points 

For the Owenglin River the inflow hydrograph has been scaled to the OWN_001 HEP.  Design 
flows are consistent between OWN_001 and OWN_003.  The Nambrackkeagh Stream enters 
the Owenglin between OWN_004 and OWN_005.  A lateral inflow has been applied between 
OWN_005 and OWN_006 to ensure flow rates in the model within Clifden town stay within the 
±5% tolerance.  There is a difference in the design flow estimates between OWN_005 and 
OWN_006, as shown in Table 4-1.  A possible reason for the flow difference is a contribution 
from Lough Aphreaghaun, via the unnamed drainage channel and surface water contributions in 
the urban centre.  A lateral inflow has also been applied between NMB_001 and NMB_002.  
Both lateral inflows were derived by subtracting the scaled hydrograph shape at the upstream 
HEP.   

A summary of the model inflows and application of the design hydrology through these is 
provided in Table 4-1.  The modelled flows in this table are derived from a 1D only model of the 
channel system and not the full 1D-2D model.  Using the 1D only model shows that appropriate 
inflows have been applied to the model to achieve the HEP design flows but avoids problems 
with flow bypassing the HEP in the 2D model and attenuation from floodplains which lowers 
design flows in the channel.  Trying to achieve the design flows using the full 1D-2D model would 
require unrealistically large lateral inflows to be used to force more water into the channel.  The 
FSU design flows do not take direct account of the extensive attenuating effects of the floodplain 
at Clifden so this has been considered a local hydraulic feature causing a deviation from the 
design flows.  A flow gauge at the downstream end of the AFA would give greater confidence in 
the flows to use in the model.   
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Table 4-1  Summary of hydraulic model design inflows 

 
 
HEP 
Reference 

 
 
Cross Section 
Label 

 
Peak Flow Estimates (m3/s) 

 
Flow in Model (m3/s) 

 
Comments 

 
50% 
AEP 

 
10% 
AEP 

 
2% 
AEP 

 
1% 
AEP 

 
0.1% 
AEP 

 
50% 
AEP 

 
10% 
AEP 

 
2% 
AEP 

 
1% 
AEP 

 
0.1% 
AEP 

 

OWN_001 32OGLN00385 41.9 57.2 72.7 80.3 118.4 41.9 57.2 72.7 80.3 118.4 Upstream modelled extent of the 
Owenglin River. 

OWN_002 32OGLN00295 41.9 57.2 72.7 80.3 118.3 41.1 55.8 69.7 75.4 86.9 Flow estimate at Clifden Glen 
Holiday Village. 

OWN_003 32OGLN00215A 42.1 57.4 72.9 80.6 118.7 41 56.0 71.6 79.1 117.5 Flow estimate at gauging station 
32004. 

OWN_004 32OGLN00182d 43.1 58.8 74.7 82.6 121.7 40.9 54.9 69.5 75.5 110.5 Upstream of the confluence with 
the Nambrackkeagh Stream. 

OWN_005 32OGLN00172u 44.4 60.2 76.2 84.1 124.0 40.9 54.6 69.8 73.0 96.3 Downstream of the confluence 
with the Nambrackkeagh Stream. 

OWN_006 32OGLN00000 46.5 63.0 79.8 88.0 129.9 43.7 58.8 74.2 81.7 117.1 At the outfall of the Owenglin River 
in Clifden Bay. 

NMB_001 32NAMB00076 0.4 0.6 0.7 0.8 1.2 0.4 0.6 0.74 0.83 1.25 Upstream modelled extent of the 
Nambrackkeagh Stream. 

NMB_002 32NAMB00001 0.7 1.0 1.3 1.5 2.3 0.6 0.88 1.21 1.63 14.1 Upstream of the confluence with 
the Owenglin River. 
0.1% AEP significantly larger than 
the HEP estimate due to back-flow 
from the main Owenglin 
watercourse. 

 

The difference in flows at the 0.1% AEP event is due to the insufficient hydraulic capacity of the river channel.  There are many overland flow routes in the model that 
cause fluctuations in peak flows at each cross section, particularly for the higher-order events.  Substantial out of bank flooding in the middle of the model, near the 
confluence with the Nambrackkeagh Stream, causes a number of cross-sections to be bypassed.  When running the model 1D-only, the flows in the model match the 
HEP estimates. 
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4.3 Downstream Boundary 

The downstream boundary of the hydraulic model is tidal.  Extreme sea levels were developed 
as part of the Irish Coastal Protection Study Strategy (ICPSS) at a series of points around the 
WCFRAM coastline.  Figure 4-2 details the location of the nearest ICPSS point to the 
downstream boundary of the hydraulic model.  

It is unlikely, given the geometry of Clifden Bay, that tide levels taken from the ICPSS point W29 
would be suitable for application to Clifden, but in the absence of closer data this boundary has 
been used.  There is a 10.5m elevation difference between the downstream model limit and key 
flood risk areas, therefore tidal levels do not influence fluvial flood risk in Clifden.   

Figure 4-2  ICPSS extreme sea level calculation points 

!(

W29
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!( Extreme Sea Level Location
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The tidal boundary has been developed from the Highest Astronomical Tide (HAT) series and 
typical surge profile; full details are provided in the WCFRAM Hydrology Report for UoM 32. 

Table 4-2 details the extreme sea levels at the W29 ICPSS calculation point for a range of return 
periods. 

Table 4-2  ICPSS extreme sea level estimates 

ICPSS 
Label 

Predicted Extreme Sea Levels (mOD) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5%  
AEP 

2%  
AEP 

1%  
AEP 

0.5% 
AEP 

0.1% 
AEP 

W29 2.69 2.83 2.94 3.04 3.17 3.27 3.37 3.60 

 

As tide levels do not influence fluvial risk in Clifden, the 50% AEP tidal boundary will be used for 
all events. 
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5 Model results 

5.1 Model runs 

The model has been run for a present-day and two future scenarios, a Mid-Range Future 
Scenario (MRFS) and a High-End Future Scenario, which consider the potential impact of 
climate change.  Further details of the allowances within the calculations are included in the 
Hydrology Report, but the increased flows include for the impacts of urbanisation and climate 
change. 

The model has been run for the following present day and MRFS fluvial and tidal events: 50%, 
10%, 5%, 2%, 1%, 0.5% and 0.1% AEP design events.  Only the 10%, 1% and 0.1% AEP 
design events have been run for the HEFS.  For all the fluvial events, the 50% AEP tide level has 
been used as the downstream boundary.  For the tidal events, the 50% AEP fluvial flow has 
been used as the inflow at the upstream end of the model. 

Table 5-1 and Table 5-2 detail the full suite of design flows for the HEPs for the MRFS and 
HEFS. 

Table 5-1  Peak flows for the Mid-Range Future Scenario 

HEP 
reference 

Predicted Peak Flows for the MRFS (m³/s) 

50% 
AEP 

20% 
AEP 

10% 
AEP 

5%  
AEP 

2%  
AEP 

1%  
AEP 

0.5% 
AEP 

0.1% 
AEP 

OWN_001 50.3 61.2 68.6 76.3 87.2 96.4 107.3 142.0 

OWN_002 50.3 61.2 68.6 76.3 87.2 96.4 107.3 142.0 

OWN_003 50.5 61.4 68.9 76.5 87.5 96.7 107.6 142.4 

OWN_004 51.7 62.9 70.5 78.4 89.7 99.1 110.3 146.0 

OWN_005 53.3 64.6 72.3 80.2 91.5 100.9 112.4 148.8 

OWN_006 56.0 67.9 76.0 84.3 96.2 106.1 118.2 156.7 

NMB_001 0.48 0.59 0.68 0.76 0.88 0.98 1.1 1.5 

NMB_002 0.89 1.1 1.2 1.4 1.6 1.8 2.0 2.7 

 

Table 5-2  Peak flows for the High-End Future Scenario 

HEP 
reference 

Predicted Peak Flows for the HEFS (m3/s) 

10% AEP 1% AEP 0.1% AEP 

OWN_001 74.3 104.4 153.9 

OWN_002 74.3 104.4 153.8 

OWN_003 74.6 104.8 154.3 

OWN_004 76.4 107.4 158.2 

OWN_005 78.3 109.4 161.2 

OWN_006 82.5 115.3 170.2 

NMB_001 0.73 1.1 1.6 

NMB_002 1.3 2.0 3.0 

 

5.2 Flood risk mapping 

Flood risk extents for the present day and MRFS 10%, 1% and 0.1% AEP design events along 
with long section profiles for present day 10%, 1% and 0.1% AEP design events are presented in 
Volume 3 of the UoM 32 Hydraulic Modelling Report. 

5.3 Key flood risk mechanisms 

Further to the information presented in the flood risk maps a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

5.3.1 Flooding at Clifden Showgrounds and Riverside 

Clifden Showgrounds is shown to flood, as it is consistent with accounts on FloodMaps.ie and 
local knowledge.  This is due to the low elevation of the right-bank and the relative ease by which 
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flood-water can spread across the adjacent ground.  Flooding of the Showgrounds begins to 
occur at the 20% AEP event.  Flow is able to convey along the road at Riverside, in the 1% AEP 
event, to inundate two buildings immediately next to the cascades on the left-bank. 

5.3.2 Flooding on the Low Road 

For the most part, the Low Road avoids any incidence of flooding due to its elevated position 
relative to the adjacent watercourse.  However, there are a cluster of buildings located just 
upstream of the Showgrounds, at cross-section 32OGLN00051, that are at risk of inundation in 
the 2% AEP event.  There is a stable on the opposite side of the watercourse potentially also at 
risk. 

There is also flooding at the eastern extents of the Low Road, where flood-water on the left-bank 
can flow through a gap in the old railway embankment.  The local recycling centre is surrounded 
by water in return periods in excess of the 20% AEP events.  However, the site itself is not 
subject to any flood-water ingress.  

5.3.3 Flooding at Clifden Glen 

The hydraulic model confirms the flood risk to Clifden Glen Holiday Village, as first highlighted by 
the PFRA mapping.  This is the most vulnerable area in terms of properties at risk (18 No. for the 
1% AEP event), within the AFA.  The low right-bank level along the development is the primary 
cause of flooding.  This is exacerbated by an overland flow route further upstream, originating 
from XS 32OGLN00319.  Flood water on the left bank is impounded behind the raised N59 
Road.  There is also flooding of two properties on the left bank, just upstream of the 
32OGLN00254 in the 0.1% AEP event. 

5.3.4 Flooding from the Nambrackkeagh Stream 

The hydraulic model shows that flooding on the Nambrackkeagh Stream occurs at two distinct 
locations.  At cross-section 32NAMB00048 in the 1% AEP event, water is able to overtop the 
left-bank and form an overland flow-route.  This route extends as far as the boundary wall of the 
primary property downstream (a Bed and Breakfast).  It stops short of inundating the house at 
the 0.1% AEP event due to the elevated position of the house. 

The Nambrackkeagh also exceeds its channel capacity between cross-sections 32NAMB00035 
and 32NAMB00026 during events in excess of 50% AEP.  Flow can overtop the right-bank and 
flood the adjacent ground.  However, as above, no properties are affected by this flow-route. 
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6 Sensitivity testing 

6.1 Screening of sensitivity tests 

The suite of potential sensitivity tests is detailed in Volume 1a: Hydraulic Modelling Method 
Statement.  The application of the sensitivity tests has been an iterative process which allows 
certain criteria to be screened out.  Table 6-1 summarises the full suite of potential sensitivity 
tests and highlights those which are not applicable, and those which have been screened out.  
Further details of these criteria are provided in the following sections. 

The results of testing those criteria which are relevant to Clifden are detailed in Section 6.2. 

Table 6-1  Sensitivity test summary 

Sensitivity test Relevance to Clifden 

Peak flow Tested 

Flow volume Tested 

Critical storm duration Not applicable 

Roughness Tested 

Building representation Tested 

Afflux / headloss at key structures Tested at a number of structures 

Water level boundaries and joint probability Not applicable 

Timing of tributaries Tested 

Timing of fluvial and tidal peaks Not applicable 

Cell size Screened out 

6.1.1 Peak flow 

As flow is probably the most critical of all the sensitivity tests it is important to consider the quality 
of data available in the derivation of the design flows. 

The flow sensitivity scoring mechanism is detailed in the generic Hydraulic Model Development 
Methodology and produces a score of 12 for the Owenglin River.  In essence, the design flows 
derived for the Owenglin River have been developed using a local gauge and, as such, have 
moderate degrees of uncertainty associated with them.  There are long gaps in the record length 
of Station 32004 that limit its usefulness.  Table 6-2 details the flow sensitivity tests conducted as 
a result of this score. 

Table 6-2  Flow sensitivity scaling factors - Owenglin River 

Return period of event Owenglin River 

10% Use QMED uncertainty 

1% Use QMED uncertainty then multiply flows by 1.2 

 

With regard to the Nambrackkeagh Stream, the flow sensitivity scoring mechanism produces a 
score of 35.  This is attributable to the fact that the growth curve has been used using FSU 
pooling only, without any contribution from nearby gauges.  Table 6-3 details the flow sensitivity 
tests conducted as a result of this score. 

Table 6-3  Flow sensitivity scaling factors - Nambrackkeagh Stream 

Return period of event Nambrackkeagh Stream 

10% Use QMED uncertainty 

1% Use QMED uncertainty then multiply flows by 1.5 

6.1.2 Flow volume 

The sensitivity to flow volume is required where the flow hydrograph has been generated from 
limited or no data.  Therefore, a sensitivity adjustment factor has been applied to the flood 
duration for this sensitivity test.  These factors are shown in Table 6-4.  With regard to the 
Clifden AFA, a sensitivity factor of 2 has been chosen as the flood duration has been developed 
from catchment descriptors and the FARL value is greater than 0.9. 
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Table 6-4  Flow volume sensitivity scaling factors 

Description of site Sensitivity multiplier 
applied to flood duration 

Flood duration has been developed from a single observed event 
data or multiple events below the 10% AEP. 

1.2 

Flood duration has been developed from catchment descriptors and 
there are few or no lakes in the upstream catchment (FARL>0.9) 

2 

Flood duration has been developed from catchment descriptors and 
there are extensive lakes in the upstream catchment (FARL<0.9) 

9 

6.1.3 Sensitivity to roughness 

The large flood extents in the existing-risk design events mean there will be benefit to testing the 
sensitivity of the model results to a reduction in floodplain roughness (NTF) values.  The 
sensitivity to both lower and upper bound roughness values for the 10% and 1% AEP events, as 
shown in Table 6-5, has been tested. 

Table 6-5  Sensitivity to roughness range 

Upstream and 
downstream cross 
section 

Roughness values (Manning’s 'n') and materials 

Existing Risk 10% and 1% AEP roughness 
sensitivity 

32OGLN00019B 
to  
32OGLN00000 
 

Bed - 0.025 Bedrock 
 
Left Bank - 0.06 Long grass 
 
Right Bank – 0.06 Long grass 
 

Bed - 0.023/0.028 Mud and Coarse 
Gravel 
 
Left Bank - 0.05/0.075 Long grass 
 
Right Bank – 0.05/0.075 Long grass 

32OGLN00029B 
to  
32OGLN00020A 
 

Bed - 0.055 Jagged rocks and 
boulders 
 
Left Bank - 0.03 Smooth rock and 
light vegetation 
 
Right Bank – 0.03 Smooth rock and 
light vegetation 

Bed - 0.04/0.07 Jagged rocks and 
boulders 
 
Left Bank - 0.02/0.04 Smooth rock and 
light vegetation 
 
Right Bank – 0.02/0.04 Smooth rock 
and light vegetation 

32OGLN00051 
to  
32OGLN00031A 
 

Bed - 0.035 Mud and Stones 
 
Left Bank - 0.06 Hardstanding and 
long grass 
 
Right Bank – 0.04 Showground Area 

Bed - 0.022/0.040 Mud and Stones 
 
Left Bank - 0.05/0.075 Hardstanding 
and long grass 
 
Right Bank – 0.03/0.05 Light 
vegetation 

32OGLN00385  
to  
32OGLN00062 
 

Bed - 0.04 
Coarse gravel channel 
 
Left Bank - 0.07 Overgrown bank 
vegetation 
 
Right Bank – 0.07 Overgrown bank 
vegetation 

Bed - 0.033/0.045 
Coarse gravel channel 
 
Left Bank - 0.05/0.13 Overgrown bank 
vegetation 
 
Right Bank – 0.05/0.13 Overgrown 
bank vegetation 

32NAMB00076 
to  
32NAMB00000 
 

Bed - 0.04 
Coarse gravel channel 
 
Left Bank - 0.06 Overgrown bank 
vegetation 
 
Right Bank – 0.06 Overgrown bank 
vegetation 

Bed - 0.03/0.05 
Coarse gravel channel 
 
Left Bank - 0.05/0.075 Hardstanding 
and long grass 
 
Right Bank - 0.05/0.075 Hardstanding 
and long grass 

 

Roughness values in the floodplain were increased to the upper and lower bounds of those 
values quoted in the Hydraulic Modelling methods report for the 10% AEP and 1% AEP events. 
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6.1.4 Building Representation 

The current flood extents for the 1% AEP event show approximately 29 properties at risk of 
inundation.  To test the sensitivity of the model to building representation, a threshold level of 
300mm was added to the affected buildings and the resultant flood extents were investigated. 

6.1.5 Afflux at key structures 

Key structures identified for this sensitivity test are those that have a controlling influence on 
local water levels and the resulting influence may be expected to cause flooding to local 
receptors.  These structures have been identified by examination of the long section water level 
plot through the structure, a review of nearby receptors at risk and an assessment of likely flow 
routes around the structure.  

Two key structures have been identified for review as part of this sensitivity test; Ardbear Old 
Bridge and Clifden Glen Road Bridge.  Both of these structures are located in the primary areas 
of flood risk in the AFA. 

A review of predicted head losses through Ardbear Old Bridge in the 1% AEP event shows the 
structure increasing water levels upstream by approximately 0.25m.  Model results show flooding 
of properties adjacent to the bridge in this event.  A review of the implications of the modelling 
approach for this structure was carried out. 

There is a substantial headloss through the Clifden Glen Road Bridge in the existing 1% AEP 
event.  There is an approximate difference of 1.83m between the upstream and downstream 
faces.  There is a collection of holiday homes immediately upstream that are shown to be 
inundated from the hydraulic model.  

To review the head losses associated with the bridges, the orifice discharge coefficient was 
lowered to the conservative value of 0.8.  This ensured an increased headloss through the 
structure, whilst still using the same velocity. 

It is important to note that contraction and expansion losses at these faces have already been 
modelled and these values have been used to consider the implications of additional complexity 
only.   

6.1.6 Timing of tributaries 

If peak flows on the Nambrackkeagh tributary were delayed, it could result in higher flows 
downstream on the Owenglin River.  This test was only recommended where there is good 
confidence in the hydrology.  The increase in flows resulting from the shift in timing would 
exceed the increase in flows investigated as part of the flow sensitivity.  In this instance, a shift in 
the timing of the Nambrackkeagh Stream would increase flows on the Owenglin by 
approximately 0.9m3/s if the tributary peaked at the same time as the main watercourse.  
However, due to the uncertainty in hydrology and the lag required for application is greater than 
±10% of the tributary event duration; it was proposed to not pursue this test further. 

6.2 Sensitivity testing results and uncertainty bounds 

The results of the sensitivity tests have been used to inform the uncertainty bounds as detailed in 
the Hydraulic Modelling Report.  The uncertainty bound in effect presents the most sensitive 
hydraulic parameter/s as assessed within the bounds identified in Section 6.1 at all locations 
along the modelled reach. 

To simplify the presentation of the sensitivity tests, the uncertainty bound for the 10% AEP and 
1% AEP events has been presented only.  Where different parameters have contributed to the 
development of the uncertainty bound, these are discussed. 

The 10% AEP uncertainty bound is compared to the equivalent predicted flood extent for the 
Owenglin and Nambrackkeagh watercourses in Figure 6-1.  It can be seen that the parameters 
tested in this event did result in a change in flood extents relative to the original model run.  The 
most noticeable increase in flood extents occurs in the Clifden Glen holiday village and adjacent 
to the N59 where the Nambrackkeagh Stream joins the Owenglin River.  There is also a 
noticeable increase in the Showgrounds area of the town. 
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It was found that an increase in peak flow caused the greatest uncertainty extent.  However, the 
model was also particularly sensitive to an increase in flow volume and floodplain roughness.  All 
sensitivity parameters tested caused an appreciable difference in flood extents. 

Figure 6-1  10% AEP uncertainty bounds - Clifden AFA 

 

The uncertainty bound for the 1% AEP event is presented in Figure 6-2 and is compared against 
the original 1% AEP event extent. 

The sensitivity testing shows an increase in flooding in the locations previously mentioned.  
However, a further overland flow-route develops immediately upstream of the where the 
Nambrackkeagh Stream meets the Owenglin River.  This route was not previously evident in the 
original 1% AEP event.  It was found that an increase in peak flow caused the greatest 
uncertainty extent.  This is consistent with the finding presented in the previous paragraphs. 

No changes were made to the hydraulic model of the Owenglin watercourse based on the results 
of the sensitivity testing carried out. 
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Figure 6-2  1% AEP uncertainty bounds - Clifden AFA 
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7 Model limitations 

7.1 Clifden Waterfall representation 

Clifden Waterfall has been modelled as accurately as is possible using the CFRAM 
methodology.  Owing to the hydraulic complexity of the waterfall, the structure was modelled as 
a series of cascades or steps, from upstream to downstream.  However, there is also a fall from 
the right to left.  Therefore, the waterfall was split into two parallel channels with different bed 
levels.  Water is able to spill from the higher channel on the right-hand side into the lower 
channel on the left-hand side.  In summary, as modelled in ISIS, water is capable of flowing 
upstream to downstream and from the right bank to the left bank using a series of in-line and 
lateral weirs.  This appears to give a reasonable representation of the cascades but the accuracy 
of the results may be reduced.  This may have some influence on the flood risk in Clifden as they 
are situated just downstream of the Ardbear Old Bridge.  

7.2 Channel blockage  

Blockage of culverts and small-span bridges have the potential to increase flood risk on any 
watercourse.  Clifden Glen Road Bridge and the N59 Road Bridge on the Nambrackkeagh 
Stream could be particularly susceptible to blockage.  If these structures blocked, water would 
back up in the channel, before overtopping the banks, putting adjacent properties at increased 
risk of flooding.  Blockage has not been investigated in more detail in this model, but it is 
possible that blockage of these structures would exacerbate flood risk to adjacent properties. 

7.3 Lack of historical data for model validation 

A major limitation of the model verification process is the lack of evidence against which flood 
extents could be compared.  In future, if there was aerial survey available, for example, it would 
increase the accuracy of the modelled flood extents validation. 

It is recommended that a conscious effort is made to collect as much evidence of flooding within 
the AFA as part of any event-investigation works in the future.   
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A Hydraulic model results 

A.1 1D model flows 

Table A-1: 1D model peak current flows 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32OGLN00385 41.898 50.987 57.16 63.505 72.65 80.31 89.398 118.378 

32OGLN00369 41.901 50.992 57.17 63.544 72.767 80.311 89.004 117.144 

32OGLN00348 41.897 51.021 57.21 63.626 73.34 81.419 90.83 122.577 

32OGLN00332 39.91 48.035 53.022 58.207 65.771 71.819 80.002 99.973 

32OGLN00319 41.042 50.28 56.29 62.886 72.388 80.406 89.873 117.831 

32OGLN00309 41.034 50.039 55.761 61.82 71.25 78.403 87.698 114.391 

32OGLN00302 41.052 50.247 56.219 62.599 71.2 77.443 84.612 104.523 

32OGLN00295 41.062 50.154 55.658 61.482 69.511 74.787 80.244 96.923 

32OGLN00287 40.853 49.633 54.651 59.135 63.059 66.601 72.277 88.927 

32OGLN00282 38.285 45.513 51.069 55.628 59.535 62.824 67.885 83.687 

32OGLN00277 39.8 47.252 48.469 49.722 52.407 55.473 60.389 74.903 

32OGLN00270 38.812 45.677 46.692 49.77 52.712 56.523 62.101 77.902 

32OGLN00262 39.946 47.06 47.679 47.463 47.64 48.851 53.846 68.213 

32OGLN00254 41.088 50.248 55.908 59.021 64.031 68.873 75.86 101.702 

32OGLN00253A 41.071 50.258 55.987 62.072 67.476 68.288 68.227 68.252 

32OGLN00253B 41.071 50.258 55.987 62.072 67.476 68.288 68.227 68.252 

32OGLN00252 41.066 50.252 55.987 62.52 71.676 78.964 87.952 114.862 

32OGLN00247 41.072 50.254 55.983 62.521 71.92 79.483 88.724 116.92 

32OGLN00240 41.061 50.254 55.984 62.517 71.925 79.516 88.819 116.851 

32OGLN00215A 41.075 50.258 55.991 62.518 71.916 79.503 88.779 117.433 

32OGLN00215B 41.075 50.258 55.991 62.518 71.916 79.503 88.779 117.433 

32OGLN00213 41.086 50.247 55.996 62.517 71.917 79.49 88.771 117.412 

32OGLN00210 41.097 50.264 55.991 62.508 71.946 79.5 88.854 118.136 

32OGLN00210u 41.079 50.264 55.987 62.511 71.935 79.494 88.821 118.278 

32OGLN00210A 41.096 50.232 55.972 62.503 71.945 79.494 88.761 118.616 

32OGLN00206B 41.096 50.232 55.972 62.503 71.945 79.494 88.761 118.616 

32OGLN00205 41.098 50.278 55.969 62.506 71.967 79.499 88.764 118.099 

32OGLN00200 41.061 50.261 55.925 62.301 71.366 78.63 87.47 116.912 

32OGLN00192 41.105 50.292 56.024 62.545 71.95 79.246 87.233 110.584 

32OGLN00182 41.018 49.655 54.964 61.011 69.733 75.723 80.429 111.268 

32OGLN00182d 41.053 49.503 54.173 59.063 64.936 70.379 76.195 88.099 

32OGLN00172u 41.661 50.639 56.202 62.705 70.237 76.679 83.866 96.06 

32OGLN00172 41.103 49.611 54.571 60.293 67.606 73.328 79.569 96.595 

32OGLN00162 41.513 50.684 56.163 61.027 70.63 77.603 84.533 105.01 

32OGLN00154 41.347 49.627 54.772 59.974 66.032 68.923 70.527 72.478 

32OGLN00147 35.528 40.924 45.004 49.439 54.565 56.738 58.039 59.889 

32OGLN00137 36.401 38.475 39.521 40.733 41.28 41.587 41.797 42.206 

32OGLN00127 42.022 46.457 47.015 47.603 47.78 47.775 48.083 48.136 

32OGLN00117 35.002 37.404 37.994 38.176 38.429 38.507 38.408 38.782 

32OGLN00107 37.194 40.345 41.429 42.505 44.02 44.22 46.062 48.202 

32OGLN00100 40.39 47.23 51.102 55.173 61.126 66.37 67.952 85.91 

32OGLN00092 41.473 50.239 55.585 61.757 70.777 78.113 87.442 113.406 

32OGLN00084 41.492 50.185 55.254 61.872 69.16 74.693 82.584 100.208 

32OGLN00077 41.234 47.988 51.784 57.311 62.751 67.074 73.185 88.051 

32OGLN00069 41.382 48.485 50.132 50.887 51.186 51.377 52.492 60.988 

32OGLN00062 42.279 49.65 51.953 53.969 55.643 56.589 59.519 69.934 

32OGLN00051 42.269 51.263 56.773 63.437 71.719 77.172 83.217 97.338 

32OGLN00047 42.29 51.259 56.77 63.383 72.076 77.168 81.981 93.245 

32OGLN00039 42.185 51.068 56.384 62.733 70.491 75.881 81.082 100.234 

32OGLN00039W 42.028 50.535 55.392 60.914 67.853 72.77 77.681 87.887 

32OGLN00038X 42.028 50.535 55.392 60.914 67.853 72.77 77.681 87.887 

32OGLN00031 42.232 51.259 56.777 63.112 72.41 79.547 87.411 104.226 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32OGLN00031A 42.237 51.26 56.778 63.1 72.423 79.549 87.465 104.562 

32OGLN00029B 42.237 51.26 56.778 63.1 72.423 79.549 87.465 104.562 

32OGLN00028 42.238 51.257 56.781 63 72.434 79.535 86.684 98.943 

OGLN00027Lw 26.727 31.674 34.682 38.053 43.142 46.958 50.795 57.359 

Copy00027Lw 26.723 31.318 33.977 36.873 41.042 44.732 49.505 64.85 

OGLN00024Lw 26.723 31.318 33.977 36.873 41.042 44.732 49.505 64.85 

OGLN00023Lw 27.498 33.108 36.561 40.461 46.357 51.876 57.897 80.084 

Copy00023Lw 33.726 41.325 45.98 51.227 59.226 67.193 73.454 97.712 

OGLN00027Up 15.511 19.583 22.099 24.946 29.292 32.577 35.889 41.583 

Copy00027Up 15.511 19.582 22.099 24.969 29.184 32.029 34.71 39.169 

OGLN00024Up 15.511 19.582 22.099 24.969 29.184 32.029 34.71 39.169 

OGLN00023Up 14.739 18.129 20.173 22.495 25.884 28.185 30.354 33.981 

Copy00023Up 8.489 9.898 10.729 11.671 13.004 13.904 14.738 16.142 

32OGLN00020 42.215 51.223 56.709 62.899 72.217 81.027 88.187 113.851 

32OGLN00020u 42.214 51.222 56.708 62.897 72.218 81.027 88.192 113.866 

32OGLN00020A 42.213 51.222 56.708 62.893 72.222 81.187 88.207 113.916 

32OGLN00019B 42.213 51.222 56.708 62.893 72.222 81.187 88.207 113.916 

32OGLN00009 42.351 51.323 56.855 63.169 72.58 85.286 88.33 113.864 

32OGLN00002 43.73 52.927 58.846 65.35 75.001 93.267 90.832 117.031 

32OGLN00000 44.315 53.524 59.447 65.924 75.41 94.124 91.464 117.695 

32NAMB00076 0.406 0.502 0.568 0.637 0.738 0.825 0.924 1.245 

32NAMB00064 0.405 0.501 0.567 0.636 0.737 0.823 0.921 1.465 

32NAMB00048 0.58 0.711 0.84 0.918 1.038 1.124 1.193 1.787 

32NAMB00035 0.612 0.751 0.886 0.972 1.104 1.207 1.318 1.976 

32NAMB00026 0.602 0.74 0.857 0.942 1.075 1.188 1.353 2.868 

32NAMB00025A 0.602 0.74 0.85 0.942 1.075 1.189 1.336 1.732 

32NAMB00025B 0.602 0.74 0.85 0.942 1.075 1.189 1.336 1.732 

32NAMB00024 0.602 0.74 0.852 0.942 1.075 1.189 1.326 1.689 

32NAMB00020 0.637 0.739 0.851 0.942 1.075 1.188 1.321 1.649 

32NAMB00020A 0.645 0.739 0.851 0.942 1.075 1.188 1.321 1.633 

32NAMB00020B 0.653 0.739 0.851 0.942 1.075 1.188 1.322 1.6 

32NAMB00017A 0.655 0.739 0.852 0.942 1.075 1.188 1.322 1.591 

32NAMB00017B 0.655 0.739 0.852 0.942 1.075 1.188 1.322 1.591 

32NAMB00017 0.659 0.739 0.851 0.942 1.075 1.188 1.323 1.552 

32NAMB00013 0.655 0.778 0.893 0.991 1.13 1.249 1.39 1.622 

32NAMB00012A 0.646 0.778 0.893 0.99 1.13 1.249 1.39 1.619 

32NAMB00011B 0.646 0.778 0.893 0.99 1.13 1.249 1.39 1.619 

32NAMB00011 0.643 0.777 0.893 0.99 1.131 1.249 1.39 1.619 

32NAMB00009 0.633 0.778 0.893 0.99 1.13 1.249 1.389 2.115 

32NAMB00009A 0.633 0.778 0.893 0.99 1.13 1.249 1.389 2.165 

32NAMB00007B 0.633 0.778 0.893 0.99 1.13 1.249 1.388 1.948 

32NAMB00007 0.633 0.778 0.893 0.99 1.13 1.249 1.387 2.093 

32NAMB00001 0.825 1.274 1.202 1.303 1.216 1.672 2.634 8.701 

32NAMB00000 0.914 1.569 2.142 3.646 5.302 6.3 7.671 11.786 

 

Table A-2: 1D model peak current flows 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32OGLN00385 50.301 61.161 68.592 76.251 87.226 96.372 107.23 142.043 

32OGLN00369 50.307 61.193 68.609 76.324 86.999 95.844 106.11 140.051 

32OGLN00348 50.338 61.222 68.955 77.044 88.416 98.01 108.96 143.552 

32OGLN00332 47.481 56.345 62.356 68.546 78.031 85.3 92.851 121.394 

32OGLN00319 49.624 60.493 68.099 76.083 87.644 97.154 107.67 136.752 

32OGLN00309 49.399 59.632 66.985 74.584 85.539 94.671 104.35 136.826 

32OGLN00302 49.594 60.318 67.497 74.101 82.985 88.986 96.264 114.716 

32OGLN00295 49.53 59.415 65.888 72.117 78.952 84.469 90.326 96.615 

32OGLN00287 49.028 57.809 61.218 64.75 70.846 76.749 82.818 100.762 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32OGLN00282 44.984 54.161 57.858 61.068 66.593 72.109 77.943 93.978 

32OGLN00277 46.801 49.123 51.025 53.858 59.161 64.31 69.687 85.354 

32OGLN00270 45.183 48.002 50.916 54.407 60.742 66.401 72.284 92.768 

32OGLN00262 46.727 47.762 47.643 47.727 52.629 57.718 63.066 79.842 

32OGLN00254 49.616 58.383 61.35 66.42 74.097 82.012 91.448 135.253 

32OGLN00253A 49.601 60.102 65.553 68.263 68.246 68.211 68.317 70.323 

32OGLN00253B 49.601 60.102 65.553 68.263 68.246 68.211 68.317 70.323 

32OGLN00252 49.605 60.116 67.584 75.019 85.861 94.578 104.01 137.484 

32OGLN00247 49.612 60.12 67.669 75.421 86.552 95.712 106.00 139.09 

32OGLN00240 49.606 60.116 67.673 75.439 86.617 95.856 106.09 137.013 

32OGLN00215A 49.606 60.123 67.662 75.433 86.602 95.835 106.16 139.178 

32OGLN00215B 49.606 60.123 67.662 75.433 86.602 95.835 106.16 139.178 

32OGLN00213 49.624 60.119 67.663 75.425 86.578 95.886 106.10 139.104 

32OGLN00210 49.618 60.127 67.654 75.443 86.596 96.093 106.27 139.474 

32OGLN00210u 49.617 60.136 67.65 75.453 86.589 95.916 106.46 139.614 

32OGLN00210A 49.634 60.127 67.663 75.431 86.588 96.205 106.36 139.836 

32OGLN00206B 49.634 60.127 67.663 75.431 86.588 96.205 106.36 139.836 

32OGLN00205 49.61 60.132 67.668 75.427 86.591 96.458 106.53 139.895 

32OGLN00200 49.626 59.925 67.323 74.778 85.367 94.906 104.87 136.724 

32OGLN00192 49.634 60.127 67.716 75.401 85.331 93.162 100.83 119.566 

32OGLN00182 49.068 58.812 65.739 72.775 79.444 83.239 88.035 98.001 

32OGLN00182d 48.946 57.317 62.669 67.505 74.93 80.504 85.64 98.234 

32OGLN00172u 50.016 60.281 67.598 73.185 82.195 89.351 94.824 114.654 

32OGLN00172 49.095 58.192 64.402 70.279 78.299 84.504 89.815 107.601 

32OGLN00162 50.045 59.222 66.09 73.648 82.787 91.311 97.656 126.804 

32OGLN00154 49.143 58.18 63.507 67.665 70.314 71.402 72.03 95.788 

32OGLN00147 40.363 47.709 52.501 55.769 57.945 58.569 59.394 96.929 

32OGLN00137 38.561 40.448 41.033 41.465 41.76 42.044 42.103 49.303 

32OGLN00127 46.148 47.18 47.818 47.943 47.859 47.928 48.211 84.924 

32OGLN00117 37.342 37.982 38.222 38.343 38.499 38.648 38.635 192.104 

32OGLN00107 40.184 42.129 43.356 44.299 45.412 47.686 46.992 204.937 

32OGLN00100 46.837 53.732 58.691 64.078 67.089 75.99 81.211 186.225 

32OGLN00092 49.656 59.534 66.754 74.205 84.701 93.679 102.67 187.78 

32OGLN00084 49.687 59.431 66.853 71.738 79.781 86.177 92.886 168.563 

32OGLN00077 47.567 55.248 61.008 64.675 71.246 76.606 82.41 150.686 

32OGLN00069 48.23 50.753 51.135 51.228 51.592 54.225 57.345 92.517 

32OGLN00062 49.327 53.389 54.967 55.673 58.574 61.635 65.461 88.187 

32OGLN00051 50.658 60.969 68.339 74.291 81.765 87.023 91.916 115.45 

32OGLN00047 50.663 60.977 68.534 74.659 80.078 85.036 88.976 110.44 

32OGLN00039 50.501 60.275 67.211 73.158 79.697 85.244 92.445 119.042 

32OGLN00039W 49.99 58.962 64.925 70.207 76.593 79.755 81.976 93.857 

32OGLN00038X 49.99 58.962 64.925 70.207 76.593 79.755 81.976 93.857 

32OGLN00031 50.668 60.825 68.294 75.83 85.583 93.061 99.439 120.475 

32OGLN00031A 50.665 60.816 68.31 75.831 85.585 93.068 99.636 121.115 

32OGLN00029B 50.665 60.816 68.31 75.831 85.585 93.068 99.636 121.115 

32OGLN00028 50.662 60.768 68.136 75.827 85.124 90.98 95.56 115.187 

OGLN00027Lw 31.349 36.845 40.827 44.966 49.958 53.098 55.55 66.031 

Copy00027Lw 31.026 35.846 39.124 42.644 48.348 53.477 58.948 83.38 

OGLN00024Lw 31.026 35.846 39.124 42.644 48.348 53.477 58.948 83.38 

OGLN00023Lw 32.737 39.043 43.574 48.968 56.406 63.565 71.172 112.134 

Copy00023Lw 40.825 49.295 55.434 63.53 71.648 79.723 88.197 132.331 

OGLN00027Up 19.312 23.923 27.309 30.861 35.166 37.882 40.01 49.157 

Copy00027Up 19.313 23.936 27.289 30.584 34.138 36.288 37.95 44.912 

OGLN00024Up 19.313 23.936 27.289 30.584 34.138 36.288 37.95 44.912 

OGLN00023Up 17.91 21.66 24.364 27.017 29.893 31.639 33.001 38.69 

Copy00023Up 9.808 11.325 12.415 13.448 14.569 15.246 15.766 17.935 

32OGLN00020 50.633 60.601 67.849 76.906 86.217 94.968 103.96 149.486 

32OGLN00020u 50.632 60.601 67.848 76.935 86.217 94.966 103.96 149.49 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32OGLN00020A 50.633 60.6 67.837 76.975 86.219 94.983 103.97 149.497 

32OGLN00019B 50.633 60.6 67.837 76.975 86.219 94.983 103.97 149.497 

32OGLN00009 50.733 60.773 68.106 78.579 86.345 95.069 104.25 150.276 

32OGLN00002 52.292 62.997 70.091 83.14 88.785 97.774 106.87 155.837 

32OGLN00000 52.886 63.642 70.577 84.232 89.388 98.364 107.40 156.661 

32NAMB00076 0.487 0.602 0.682 0.765 0.886 0.989 1.109 1.494 

32NAMB00064 0.486 0.6 0.68 0.763 0.884 1.078 1.314 1.608 

32NAMB00048 0.69 0.88 0.971 1.066 1.169 1.571 1.754 1.741 

32NAMB00035 0.729 0.928 1.028 1.137 1.276 1.61 1.88 1.962 

32NAMB00026 0.719 0.895 1.005 1.117 1.273 2.362 2.669 2.611 

32NAMB00025A 0.719 0.898 1.005 1.117 1.273 1.575 1.666 1.784 

32NAMB00025B 0.719 0.898 1.005 1.117 1.273 1.575 1.666 1.784 

32NAMB00024 0.719 0.898 1.005 1.117 1.272 1.535 1.591 1.803 

32NAMB00020 0.718 0.897 1.005 1.117 1.272 1.484 1.53 1.725 

32NAMB00020A 0.718 0.898 1.005 1.117 1.272 1.473 1.522 1.711 

32NAMB00020B 0.718 0.898 1.005 1.117 1.272 1.454 1.513 1.691 

32NAMB00017A 0.718 0.898 1.005 1.117 1.272 1.448 1.514 1.686 

32NAMB00017B 0.718 0.898 1.005 1.117 1.272 1.448 1.514 1.686 

32NAMB00017 0.718 0.898 1.005 1.117 1.272 1.456 1.501 1.689 

32NAMB00013 0.756 0.944 1.056 1.173 1.337 1.51 1.575 1.784 

32NAMB00012A 0.755 0.944 1.056 1.173 1.337 1.518 1.576 1.789 

32NAMB00011B 0.755 0.944 1.056 1.173 1.337 1.518 1.576 1.789 

32NAMB00011 0.755 0.944 1.056 1.173 1.337 1.517 1.573 1.79 

32NAMB00009 0.838 0.944 1.056 1.173 1.336 1.499 1.558 1.871 

32NAMB00009A 0.755 0.943 1.056 1.173 1.336 1.493 1.557 1.863 

32NAMB00007B 0.756 0.943 1.056 1.173 1.336 1.5 1.546 2.419 

32NAMB00007 0.756 0.944 1.055 1.172 1.336 1.504 1.541 2.302 

32NAMB00001 1.09 0.937 1.045 1.382 2.734 2.642 3.059 11.227 

32NAMB00000 1.41 3.013 4.928 5.707 7.515 8.887 9.903 16.42 
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A.2 HEP flows 

Table A-3: Current peak flows at HEPs 

HEP 
Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 
made)  

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

 

OWN_001 32OGLN00385 42 51 57 64 73 80 89 118 Upstream modelled extent of the Owenglin River. 

OWN_002 32OGLN00295 41 50 56 61 70 75 80 97 Flow estimate at Clifden Glen Holiday Village. 

OWN_003 32OGLN00215A 41 50 56 63 72 80 89 117 Flow estimate at gauging station 32004. 

OWN_004 32OGLN00182d 
41 50 54 59 65 70 76 88 

Upstream of the confluence with the Nambrackkeagh 
Stream. 

OWN_005 32OGLN00172u 
42 51 56 63 70 77 84 96 

Downstream of the confluence with the Nambrackkeagh 
Stream. 

OWN_006 32OGLN00000 44 54 59 66 75 94 91 118 At the outfall of the Owenglin River in Clifden Bay. 

NMB_001 32NAMB00076 0.41 0.50 0.57 0.64 0.74 0.83 0.92 1.2 Upstream modelled extent of the Nambrackkeagh Stream. 

NMB_002 32NAMB00001 

0.83 1.3 1.2 1.3 1.2 1.7 2.6 8.7 

Upstream of the confluence with the Owenglin River. 
0.1% AEP significantly larger than the HEP estimate due to 
back-flow from the main Owenglin watercourse. 

 

Table A-4: MRFS peak flows at HEPs 

HEP 
Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 
made)  

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

 

OWN_001 32OGLN00385 50 61 69 76 87 96 107 142 Upstream modelled extent of the Owenglin River. 

OWN_002 32OGLN00295 50 59 66 72 79 84 90 97 Flow estimate at Clifden Glen Holiday Village. 

OWN_003 32OGLN00215A 50 60 68 75 87 96 106 139 Flow estimate at gauging station 32004. 

OWN_004 32OGLN00182d 
49 57 63 68 75 81 86 98 

Upstream of the confluence with the Nambrackkeagh 
Stream. 

OWN_005 32OGLN00172u 
50 60 68 73 82 89 95 115 

Downstream of the confluence with the Nambrackkeagh 
Stream. 

OWN_006 32OGLN00000 53 64 71 84 89 98 107 157 At the outfall of the Owenglin River in Clifden Bay. 

NMB_001 32NAMB00076 0.49 0.60 0.68 0.77 0.89 0.99 1.1 1.5 Upstream modelled extent of the Nambrackkeagh Stream. 

NMB_002 32NAMB00001 

1.1 0.9 1.0 1.4 2.7 2.6 3.1 11.2 

Upstream of the confluence with the Owenglin River. 
0.1% AEP significantly larger than the HEP estimate due to 
back-flow from the main Owenglin watercourse. 
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1 Introduction 

1.1 Scope of report 

This report summarises the hydraulic modelling work for the Louisburgh Area for Further 
Assessment (AFA) High Priority Watercourse (HPW) hydraulic model. This document is specific 
to the AFA itself and should be read in conjunction with the various reports detailed in Section 1.2 
for details on the modelling approaches and wider context of the study. 

This document is specific to the AFA itself and should be read in conjunction with the generic 
Hydraulic Model Development Methodology for details of the modelling approaches. 

The report covers the overall hydraulic modelling process from model build through to the 
development of design runs with the aim of providing a detailed understanding of the hydraulic 
controls and flood mechanisms identified throughout the study.   

The report is not a user manual for the hydraulic model itself, full details of which are provided in 
model handover check files accompanying the hydraulic model. 

The hydraulic modelling work summarised in this and the Unit of Management 32 Hydraulic 
Modelling Report, of which this report is an Annex, forms one element of the Western Catchment-
based Flood Risk Assessment and Management (WCFRAM) study process. The process to date 
has included amongst other tasks a Flood Risk Review (FRR)1, a project inception stage2, a 
Strategic Environmental Assessment (SEA)3 and the development of the catchment hydrology4. 
Where the work completed in these tasks contains information relevant to the analysis discussed 
in this document, references have been included directing the reader to the relevant report for 
further background information. 

1.2 Model and report overview 

A single 1D-2D ISIS TUFLOW model has been constructed incorporating the Bunowen and Glebe 
watercourses.  The reference code for this model is R1.  An additional 'Unnamed' watercourse 
was also identified, but following testing (see Section 1.3) was excluded from the modelled.  The 
model discharges into Clew Bay and has a tidal boundary at the downstream end.  Flood risk has 
been modelled in two ways; firstly with high fluvial flows and a low tidal curve at the downstream 
boundary, and secondly with a range of extreme tides occurring with a relatively low flow in the 
rivers.     

Reports which are relevant to this AFA are:  

• Western CFRAM Flood Risk Review Report  

• Western CFRAM UoM 32 Inception Report  

• Western CFRAM UoM 32 Hydrology Report  

• Western CFRAM UoM 32 Hydraulic Modelling Report 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 1 - Hydraulic Modelling 
Method Statement 

• Western CFRAM UoM 32 Hydraulic  Modelling Report: Volume 3 - Flood Risk Maps 

• Louisburgh AFA Hydraulic Model Check File 

Cross Section, long section and flood extent plots are provided in the Maps Volume of the UoM 
32 Hydraulic Modelling report.   

                                                      
1 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 – Erriff-Clew Bay Inception Report, Final Report, Office 

of Public Works 
3 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works. 
4 JBA Consulting (2014), Western CFRAM Unit of Management 35 – Sligo Bay/Drowes Hydrology Report, Final Report, 

Office of Public Works 
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1.3 Watercourse and catchment overview 

The Bunowen River is the main watercourse in Louisburgh. It flows in a north westerly direction 
and discharges into Clew Bay at Turlin Strand. There are also two small streams, the Glebe River 
and Glebe Watercourse, which run parallel to the Bunowen River and discharge to its tidal reach, 
downstream of the AFA (see Figure 1-1).  Another unnamed watercourse, flows from the Caher 
area, south-west of Louisburgh, to join the Bunowen River downstream of the Bridge Street bridge.    

The Bunowen River has extensive fluvial floodplains upstream of the AFA, and extensive tidal 
floodplains downstream of the AFA.  The highest astronomical tide is 2.4m OD which coincides 
with a bed level just upstream of Bridge Street.  Flood risk in the town, both historical and modelled, 
is predominantly focused around properties on Chapel Street (the Water Treatment Plant and 
surrounding properties), as well as the lower end of Bridge Street.  Several properties on the left 
bank of the river close to the bridge are also subject to flood risk. 

The bridge on Bridge Street is a key hydraulic structure in the AFA; backing up of water upstream 
of the structure exacerbates flooding in this area.  Louisburgh Weir, approximately 175m upstream 
of the bridge, is another key hydraulic structure, regulating levels in the channel here.  At this weir, 
some water is diverted into a small bifurcation channel, formerly a mill race, on the right bank.  This 
channel rejoins the main river a short distance upstream of the bridge. 

The Glebe River and Glebe Watercourse both also have flood risk associated with them, affecting 
some properties in large events.  The lower reaches of both these watercourses are affected by 
tidal flooding, as well as by backflow from the Bunowen River during fluvial flood events.  Both 
Glebe watercourses cross Church Street by means of culverts, increasing the potential for 
localised flooding at this location.  

Figure 1-1: Louisburgh AFA catchment overview 

 

Bridge 

Bridge 
Weir 

Weir 



 

 
 

 
WCFRAM UoM32 Errif Clew Bay Hydraulic Modelling Report Vol 2b Louisburgh v3.0.docx 3 

 

 

The Unnamed watercourse was initially included in the 1D model, but was removed once the 
downstream tidal model boundary was incorporated, as the very small nature of this watercourse 
caused unacceptable model instabilities when using a tidal boundary.  Before excluding the 
Unnamed watercourse from the model, the design 0.1% AEP flow was run through this channel in 
1D.  The model results showed no flooding upstream of the culvert road crossing (approximately 
100m upstream of the confluence with the Bunowen River).  Overbank flow was observed in the 
1D model results downstream of this culvert.  However, as this area is within the 2D floodplain of 
the Bunowen River, flooding in this area is represented and is shown in the flood mapping.  The 
dominant source of flooding in this area is tidal flooding from the tidal reach of the Bunowen River.  
The removal of the Unnamed watercourse from the 1D model is therefore acceptable as its relative 
contribution to the overall flood risk is extremely low.   

1.4 Available data 

1.4.1 Survey data 

Cross sectional survey was collected by Maltby Land Surveys in Work Package 2 as part of the 
Western CFRAM Survey Contract No. 1 and delivered in November 2012.  For the cross section 
locations, refer Volume 3 of the UoM 32 Modelling Report.   Cross section survey was impacted 
by the presence of Fresh Water Pearl Mussels which limited the access to the watercourse and 
resulted in fewer cross sections being collected than was originally scoped.   

The abbreviated version of each watercourse name as represented in the hydraulic models are 
detailed in Table 1-1. 

Table 1-1: Abbreviated watercourse names 

Reference Description Corresponding model code 

BUNO Bunowen River R1 

GLEB Glebe River R1 

GLEE Glebe Watercourse5 R1 

UNAM Unnamed Watercourse N/A 

 

                                                      
5 Referred to in survey deliverables as Glee Watercourse 
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LIDAR data has been collected for use in the model.  Data has been provided in both filtered and 
unfiltered formats in a 2m grid resolution.  The LIDAR was flown between Nov 2011 and August 
2012. 

A comparison of LIDAR levels against the surveyed cross sections was completed as part of the 
survey review process.  This compared spot levels collected on roads or in open spaces and found 
an average difference between the two of 0.19mm, therefore no adjustment to the LIDAR was 
required to match the survey data. 

Changes following completion of the baseline survey 

Following the completion of the baseline survey feedback was received from the local authority 
that the parapet of Louisburgh Bridge had been rebuilt.  Louisburgh Bridge is a key hydraulic 
control in Louisburgh. Survey of this structure was collected by Six-West Ltd in May 2015.  

Figure 1-2: New defence structure around property on Castlebar Street 

 

The effect of the changes to this structure has been limited.  In events about the 0.1% AEP event, 
overtopping of the bridge occurs reducing the flows bypassing on either bank.  Owing to the later 
date of the survey for this structure, this hydraulic model report has not been revised to reflect this 
change on the ground.  The structure is however incorporated into the final flood maps. 

1.4.2 Hydrometric data 

A summary of hydrometric data within the AFA is provided in Table 1-2 and an overview of gauge 
locations is provided in Figure 1-1.  

Table 1-2: Hydrometric gauging stations in the vicinity of the AFA 

Gauge Type Use in calibration 

32011 - 
Bunowen 
(current 
location)  

Active flow site with record 
from 1996 to date 

Rating review calibrated to gaugings.  Primary 
calibration location. 
Gauge located approx 1.2km upstream of 
Louisburgh Weir 

32011 - 
Bunowen 
(previous 
location) 

Inactive flow site with 
record up to Nov 1995 

Flow up to Nov 1995 at Louisburgh Weir; after this 
date gauge was moved to current location.  Used 
as secondary calibration location. 

 

As part of the study a review of the rating curve at the Bunowen active flow gauge (current location, 
1.2km upstream of Louisburgh Weir) has been completed.  Full details of this review are detailed 
in the WCFRAM Hydrology Report for UoM 32.  
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2 Hydraulic modelling 

2.1 Context  

This section should be read in conjunction with Hydraulic Model Report: Volume 1a: Hydraulic 
Modelling Method Statement and the Louisburgh Hydraulic Model Check File.  The Method 
Statement provides an overview of the elements of both the 1D and 2D model construction and 
the following section of the report describes how they were applied to the Louisburgh AFA.   

A detailed model schematic is given in the Louisburgh Hydraulic Model Check File, showing the 
active 1D and 2D domains.  

2.2 Key hydraulic structures 

Key hydraulic structures that dictate water levels and flows routes in the vicinity of key flood risk 
areas are summarised in Table 2-1.   

Table 2-1: Key hydraulic structures 

Structure Name Description Photograph 

Pool Buidhe Weir 
32BUNO00324W 

This is an informal, 
natural rocky weir located 
approximately 80m 
downstream of the 
current gauge. This weir 
controls levels at the 
gauge. A relatively low 
weir coefficient value of 
1.1 was used to 
represent the non-
uniform, rocky nature of 
the weir: using a low weir 
coefficient effectively 
makes the weir rougher, 
so the weir has a greater 
impact on water levels 
upstream than if a higher 
weir coefficient was used. 
The weir coefficient value 
was calibrated as part of 
the rating review at the 
gauge. 

 

Louisburgh Weir 
32BUNO00203W 

Louisburgh Weir is 
located in the town 
centre, approximately 
175m upstream of the 
bridge. This weir was the 
previous location of the 
Louisburgh Weir gauging 
station (now located 
approximately 1.3km 
upstream). 
The weir forms the 
upstream extent of the 
tidal reach of the river. 
As the weir is located on 
a bend in the river and is 
not perpendicular to the 
direction of flow, it would 
be inappropriate to use 
the full weir crest length 
in the model. Instead, a 
45° projection was used, 
as this resulted in the 
best match of model 
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Structure Name Description Photograph 

results with historic check 
gaugings at the weir. 

Former mill race 
BUNOB_203W to 
BUNOB_0000S 

At Louisburgh Weir, a 
small mill race is taken 
from the main Bunowen 
channel. This no longer 
flows to the mill, (which 
was once located 
downstream of the main 
bridge), but rejoins the 
main channel a short 
distance upstream of the 
bridge. The former mill 
race has been modelled 
as a separate channel in 
the 1D model, re-entering 
the main Bunowen 
channel upstream of the 
bridge. Lower roughness 
values have been used 
for the manmade 
masonry bed and walls of 
this channel. There is a 
low point in the island 
separating the mill race 
from the main channel; 
this has been modelled 
as a spill unit to allow 
water to flow between the 
two channels through this 
location. 

 

Bridge 
32BUNO00186D 

The bridge has been 
included in the model as 
a 1D structure. The 
culvert opening on the 
right bank where the 
historic mill race once 
flowed has not been 
included in the model. 
This channel is dry during 
normal flow conditions 
and is largely blocked in 
the present day. 
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Structure Name Description Photograph 

Weir downstream 
of bridge 
32BUNO00184W 

This is a small rock weir 
located approximately 
23m downstream of the 
bridge. This weir controls 
water levels through the 
town. The weir coefficient 
was adjusted during the 
model calibration 
process. 

 
 

Church Street 
culvert (Glebe 
River) 
32GLEB00048C 

This is a small culvert 
taking the Glebe River 
beneath Church Street. 
The culvert has a 
rectangular inlet and a 
circular outlet. It is 
located in an area of 
flood risk. 

 
 

Church Street 
culvert (Glebe 
watercourse) 
32GLEB00103C 

This circular culvert 
carries the Glebe 
watercourse beneath 
Church Street. It is 
located in an area of 
flood risk. 

 
 

Cluain Craobh 
culvert (Glebe 
watercourse) 
32GLEB00099C 

25m long circular culvert 
beneath residential 
development at Cluain 
Craobh, in area of flood 
risk. 
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2.3 Hydraulic roughness 

Reaches of similar hydraulic roughness have been identified from survey photos and drawings. 
Manning's 'n' values for both the river bed and banks to bank top within each of these reaches are 
summarised in Table 2-2.  

Table 2-2: Reach hydraulic roughness values 

Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32BUNO00364 to 
32BUNO00324A 

Bed - 0.046 Coarse 
gravel and cobbles 
Banks - 0.07 Trees 
 

 
Looking upstream from 32BUNO00333 

32BUNO00324B 
to 32BUNO00203 

Bed - 0.035 Coarse 
gravel 
Banks - 0.055 scrub, long 
grass, bushes & trees 

 
Looking downstream from 32BUNO00307 

32BUNO00201 to 
32BUNO00194 
(Main river) 

Bed - 0.035 Coarse 
gravel 
Left Bank - 0.055 Trees, 
scrub, long grass & reeds 
Right Bank - 0.07 Trees 
Island between main 
channel and former mill 
race - 0.03 Short grass 

Looking across former mill race towards main 
channel 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

BUNO001928 
(interpolate 
section) to 
32BUNO00175 

Bed - 0.035 Coarse 
gravel 
Banks - 0.055 Trees, 
scrub, long grass & reeds 
 

 
 

32BUNO00157 to 
32BUNO00098 

Bed - 0.03 Gravel 
Banks - 0.04 Long grass 
and reeds 

 
 

32BUNO00088 to 
32BUNO0001 

Bed - 0.027 Sand and 
gravel 
Banks - 0.035 Grass, 
sand and gravel 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

BUNOB00203 to 
BUNOB00000 
(Mill race) 

Bed - 0.025 Silt and 
gravel 
Banks (channel walls) - 
0.025 Masonry 
Island (between former 
mill race and main 
channel) - 0.03 Short 
grass 
 

 
 

32UNAM00032 to 
32UNAM00008 

Bed - 0.022 Silt 
Banks - 0.04 Long grass 

 
 

32GLEB00066 to 
32GLEB00006 

Bed - 0.022 Silt 
Banks - 0.04 Long grass 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32GLEE00125 to 
32GLEE00007 

Bed - 0.022 Silt 
Banks - 0.04 Long 
grass/scrub 

 
 

2.4 1D-2D boundary 

Throughout the modelled reaches, bank top survey between cross sections was collected as part 
of the topographic survey and has been incorporated into the 1D-2D boundary. 

Where necessary and representative, the topographic data has been supplemented with data 
extracted from LIDAR.  LIDAR data has been used to give interim bank elevations throughout the 
model, (including through the town itself); this was necessary due to the wide spacing of bank top 
survey points.  

2.5 Defences and walls 

No defences have been identified within the Louisburgh AFA. 

2.6 Floodplain 

A 2D cells size of 4m has been used because this provided sufficient detail in the key flood risk 
areas of the AFA, whilst keeping run times manageable.  There is little out of bank flooding shown 
in the town, and up and dowstream the flooding is across rural floodplains which do not give rise 
to complicated flow paths. 

No additional hydraulic structures have been included in the 2D domain.  There are numerous 
back drains in Louisburgh, but these are all encompassed within the 2D floodplain, and so become 
"drowned out" once the area becomes flooded.  This applies to the Unnamed watercourse, 
mentioned in Section 1.  

Roughness values have been assigned to the floodplain using the values detailed in the Modelling 
Method Statement.  In addition to the standard ground cover categories, such as roads and 
houses, stability patches have been used in a number of locations.  Stability patches are generally 
located at patches along the river bank where the LIDAR data is poor.  This may be due to heavy 
vegetation on the river bank or at confluences with field drains and other drainage ditches that 
would not be defined accurately in the LIDAR. 
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3 Flood history, model calibration and sensibility 
checking 

3.1 Calibration versus sensibility checking 

Where a recording flow gauge is located in or near the site and this data is accompanied by 
historical data from a flood event (such as flood extents, or spot levels), then it is possible to 
undertake calibration of the model.  This process would involve running the recorded flows through 
the model and changing model parameters, such as Manning's 'n', to match the flood extents or 
levels that were observed. Ideally, a second event would then be run through the model and used 
to validate the outputs.  While it is possible to simulate flows recorded at a gauge in the model, 
without any record of the impact of the event the model cannot be calibrated and the checking 
process is limited to a confirmation that predicted extents match expectations based on topography 
and local knowledge.  If there is no gauge data available but there are historical records of flooding 
then the predicted extent from an appropriate design event with a similar exceedence probability 
to the historical flood event can be used as a sensibility check of the predicted flooding frequency. 

3.2 Flood history 

Key flood risk areas have been identified in the Flood Risk Review and Inception Reports.  For the 
purposes of the hydraulic modelling work historical flood data is most beneficial when 
accompanied by supporting details such as photographs or anecdotal evidence which confirm the 
maximum extent or depth of flooding at any given location.  

Within the Louisburgh AFA, supporting flood history data in the form of anecdotal evidence is 
available for a number of events.  Table 3-1 shows a summary of the historical flood events, and 
includes a note on whether they have been used to calibrate or validate the model. 

The most severe flood event described in the town occurred in August 1974.  Water came out of 
bank upstream of the bridge on Bridge Street and flowed across the road on both sides of river, 
although the bridge itself was not overtopped.  Several properties were flooded on both the left 
and right banks.  Water is also reported to have come out of bank slightly further upstream on the 
right bank, at the location of the Water Treatment Plant site and neighbouring Riverside Court site, 
and flooded properties on the far side of Chapel Street.  The peak flow, and therefore % AEP, of 
this event are not known, as it occurred before the installation of a hydrometric gauge in 
Louisburgh.  This event was reported to have coincided with a very high tide. 

The Water Treatment Plant site flooded in 1999 and again in 2001, and flood waters flowed out 
through the site across Chapel Street and into properties across the road.  Neighbouring properties 
may also have been affected.  Although the Water Treatment Plant site flooded, none of the actual 
plant was affected, as this is at a higher elevation than the overall site. 

Another flood event occurred in 2006; it is believed that the Water Treatment Plant site flooded on 
this occasion also. 

The site immediately upstream of the Water Treatment Plant site, "Riverside Court", reportedly 
used to flood regularly.  However, it has since been redeveloped as residential apartments and 
ground levels on the site were raised as part of this development.  The site has not flooded since 
being redeveloped. 

The road leading from Louisburgh towards the beach at Carrowmore Quay reportedly floods 
almost every winter.  

The largest recorded event on the gauge record occurred in 2001.  This is estimated to be 
equivalent to a 4% AEP event.  There was a larger event in 2006, but this was not fully recorded, 
due to a gauge malfunction. 

 



 

 
 

 
WCFRAM UoM32 Errif Clew Bay Hydraulic Modelling Report Vol 2b Louisburgh v3.0.docx 13 

 

Table 3-1: Summary of flood history  

Area affected Main flood mechanisms Recorded 
flood event 
date 

Use in model check 

Bridge Street, Water 
Treatment Plant 
site, Riverside Court 
site 

Fluvial with high tide August 1974 Sensibility check  

Water Treatment 
Site 

Fluvial  December 2000 Sensibility check 

Chapel Street, 
Water Treatment 
Plant site 

Fluvial  December 2001 Sensibility check 

Riverside Court Fluvial  Recurring 
(before 
redevelopment 
works 
completed)  

Not used 

Local road from 
Louisburgh to 
Carrowmore Quay  

Tidal  Recurring Sensibility check 

3.3 Calibration outcomes 

Calibration of the hydraulic model has been completed using the Louisburgh Weir gauge data and 
is also supported by anecdotal information.  This gauge is located 1.2 km upstream of the AFA.  
Levels extracted from this gauge have been converted to flows using the updated rating curve 
detailed in the WCFRAM Hydrology Report for UoM 32. 

Based on the data available calibration runs have been completed for the December 2001 and 
December 2000 events.  The 2001 event was selected because it is the largest event on record 
for which data is available throughout the event.  Although there was a larger event in 2006, this 
has not been used as a gauge malfunction resulted in no data being available for the event peak 
and the descending limb of the hydrograph.  Similarly, flows are not available for the 1974 event.  
The 2000 event has been selected as a smaller event, for which no flooding was reported, to check 
that the model results reflect this lack of flooding. 

To calibrate the model to the flow data, flows from the gauge have been applied at the upstream 
limit of the model.  The gauge flows have been applied directly at the upstream boundary of the 
Bunowen River, with no scaling of values, as the gauge site is located close to the upstream model 
boundary.  There is no recorded flow data available for the Glebe River and Glebe Watercourse 
and therefore flows have been scaled proportionately, based on the ratio of flows in these 
watercourses compared to the Bunowen River for design events.  Minimum flows have been 
applied in all watercourses for stability.  Minimum flows of 5m3/s, 0.2m3/s and 0.5m3/s have been 
applied in the Bunowen River, Glebe River and Glebe Watercourse, respectively.  These have no 
impact on the flood flows for the purposes of calibration. 

No observed tide gauge data were available for the calibration events, so synthesised tidal data 
were used for the downstream boundary.  The development of design tidal curves is detailed in 
the UoM 32 Hydrology Report4. 

3.4 December 2001  

The peak flow during this calibration event was 156m3/s, which corresponds approximately to a 
3% AEP event.  Figure 3-1 shows the resulting modelled flood extent within the AFA.   

The modelled flood extent for the December 2001 event shows flooding occurring at the Water 
Treatment Plant site and several adjacent properties on Chapel Street.  It also shows flooding at 
the bottom end of Bridge Street, as well as three properties on the left bank of the river at this 
location.  No flooding of properties from the tributaries is shown during this event.  Flows in the 
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tributaries for this event are not known; for modelling purposes the flow in the Bunowen River was 
scaled according to the ratio between design flows in the Bunowen and tributaries.   

No flood information is available on floodmaps.ie for this event; however, the caretaker of the 
Water Treatment Plant commented that the Water Treatment Plant site and several adjacent 
properties were flooded in this event, and that water flowed across Chapel Street in front of the 
Water Treatment Plant site, entering several properties across the road. Flooding in this area 
appears to be well represented by the model.  The caretaker did not believe that Bridge Street 
flooded. 

As part of the calibration process, roughness values were reduced in the reach from Louisburgh 
Weir down to the weir downstream of the bridge, to reduce flood levels in the Bridge Street area.  
Additionally, the weir coefficient at the weir downstream of the bridge was increased.  These 
changes resulted in a slight reduction in flood extent and flood depth.  These changes were taken 
forward to the design model. 
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Figure 3-1: December 2001 modelled flood extent 

 

3.5 December 2000  

The peak flow during this event was 79m3/s, which corresponds to a slightly greater than 50% AEP 
event i.e. a normal flow event.  The resulting flood extent is shown in Figure 3-2. 

Water 
Treatment  
Plant 
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Figure 3-2: December 2000 modelled flood extent 

 

The modelled flood extent for the December 2000 event shows no flooding of any properties 
except the Water Treatment Plant site.  This corresponds to the flood history, as no flooding of 
properties was recorded for this event.  The caretaker of the Water Treatment Plant site 
commented that the site had flooded "several times" in recent years, but was not clear on precise 
dates.  It is plausible that floodwaters entered the Water Treatment Plant site during this event 
(without flooding the plant itself). 

No further adjustments were made to the model for this calibration event. 

3.6 Calibration at gauges 

The model was calibrated to check gaugings at Louisburgh Weir gauge as part of the Rating 
Review.  After making changes to the model as described in Section 3.4 for calibration to observed 
flood extents in the December 2001 event, the model results were again compared to the check 
gaugings, to ensure that the changes made had not affected the rating.  Figure 3-3 below shows 
that the rating review model gave a very good match to check gaugings at the gauge, and that the 
changes made in the final model have not affected this rating.  Bank top is 5.7m OD on the left 
bank and the 1% AEP peak water level is approximately 7.4m OD. 
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Figure 3-3: Comparison of model results with check gaugings at Louisburgh Weir Gauge 

 

 

Rating review and final model results were also compared to check gaugings at the previous (pre 
1996) gauge location, at Louisburgh Weir itself.  Figure 3-4 below shows this comparison.  Again, 
model results show a good match to check gaugings, with modelled water levels only slightly 
higher than check gaugings (approximately 0.1m).  The rating is unaffected by the changes made 
to the final model.   

Figure 3-4: Comparison of model results with check gaugings at previous gauge location 
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3.7 Stakeholder Engagement 

Throughout this process OPW regional engineers and local authority engineers have been 
consulted in the form of steering group, progress group and engineer meetings and their input has 
feed into the flood maps. 

Public Consultation Day (PCD) - 29th of October 2014 

On October 29th 2014 a public consultation was held at the Louisburgh HQ to present the flood 
maps for the town and solicit comments and feedback.   

This PCD was attended by 9 people.  At the PCD attendees were invited to leave feedback, in the 
form of a questionnaire.   The questionnaire sought feedback on resident's knowledge of flooding 
in the town including the locations of flooding and the frequency of flooding.   

Table 3-2 outlines the feedback received at the day relevant to the study and a note regarding how 
this information has been accommodated by the study. 

Table 3-2: PCD Feedback 

Comments Received Study Response 

Flooding occurred in September 1974 and December 
2000. 

Flooding was from a combination of a high tide & fluvial 
flows.  There was significant backing up at the bridge 
with the level upstream higher than downstream.  
Debris caught on the sewer line in the arch of the 
bridge. 

The Council have replaced the bridge deck but no 
change to 12 inch sewer pipe.  

Two houses close to the car park flooded to 18 inches 
or more. 

The construction of drainage ditches has led to rapid 
onset of flooding.  Forestry has helped to slow down 
floods.  

Carpark to shallow depths. No memory of flooding of 
agricultural   

The flooding from the September 
1974 event and the December 
2000 event are discussed in 
relation to the calibration of the 
flood extents in Section 3. 

 

 

The frequency of flooding of the road adjacent to the 
holiday cottages is increasing. New local housing has 
been raised. 

Properties around the wastewater treatment plant have 
flooded. 

Water levels have previously reached just off the soffit 
of the Bridge Street bridge. 

The estuary has shifted due to longshore drift reducing 
tidal risk and increasing fluvial risk. 

Maps appear to be very accurate. 

The road adjacent to the holiday 
cottages is shown to flood 
regularly in the 50% AEP tidal 
events.   

Comment supports flood extents. 

In 1974 the 4th property on Bridge flooded to a depth 
of 3ft.  The 2nd and 3rd properties flooded to a depth of 
3ft.  Debris build up blocked the bridge.   

 

Flood waters were up to door handle of house next 
door to water treatment plant on chapel Street.  Two 
fences were previously present within this locality they 
have held flood water back from properties.  Fences 
have been removed now and flood water affects 
properties more as the velocity is greater.  

The flooding from the September 
1974 event are discussed in 
relation to the calibration of the 
flood extents in Section 3. 

In 1974 flooding to the house on Chapel Street came 
up to edge of bed (last house on the left). 

The flooding from the September 
1974 event are discussed in 



 

 
 

 
WCFRAM UoM32 Errif Clew Bay Hydraulic Modelling Report Vol 2b Louisburgh v3.0.docx 19 

 

The bridge was closed all night with flood waters above 
the parapet.  

relation to the calibration of the 
flood extents in Section 3. 

New apartments flooded.  A flood risk assessment on a 
nearby site screened out flood risk but the site is 
shown at flood risk on the maps 

Apartments are predicted to flood 
in the 5% AEP event. 

The road flooded near the holiday cottages.  Flooding 
is tidal and goes back down in few hours. 

The road adjacent to the holiday 
cottages is shown to flood 
regularly in the 50% AEP tidal 
events.   

The car park on Chapel Street floods regularly.   The car park is shown to flood in 
the 10% AEP flood extent. 

Resident has not seen the properties on the left bank 
of the Bunowen River adjacent to the Bridge Street 
bridge flood. 

Properties are shown to flood in 
the 5% AEP event.  Comment is 
not sufficiently details to amend 
flood maps. 

Resident lives on high ground in Caher.  Flooding does 
occur on the Bunowen River on the lower ground to the 
north largely in line with flood map. 

Comment supports flood extents. 
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4 Application of hydrology 

4.1 Hydrological estimation points 

Design flows have been developed at a series of Hydrological Estimation Points (HEPs) 
throughout the catchment.  Full details of the development of these flows are provided in the 
WCFRAM Hydrology Report for UoM 32 

An overview of the locations and names of the HEPs within the Louisburgh AFA are presented in 
Figure 4-1.  For more detail on HEP locations in relation to river cross section, refer to the cross 
section plots in Volume 3 of the UoM 32 Hydraulic Modelling Report.   

Figure 4-1: Louisburgh AFA HEP locations 

 

 

Table 4-2 details the design peak flows for a range of return periods at each of the AFA HEPs.  
The table also includes flows from the model.  

The flow estimates derived for the Bunowen River have been checked against the AMAX record 
at Louisburgh Weir gauge (32011). The highest AMAX flow value on record at the current gauge 
location (records from 1996 to 2004) is 156m3/s, which equates to between the 2% and 5% AEP 
flow values given in the table for the gauge location (BWN_001.  

The hydrological flow estimation values in the table generally increase downstream as expected.  
However, on the Bunowen River, flow decreases downstream of Louisburgh Bridge at BWN_006.  
This is likely to be due to anomalies in catchment descriptors; as the wide flat floodplain presents 
difficulties in calculating exact contributing areas to a series of HEPs in close succession.  The 
downstream reach of the Bunowen River is tidal and the tidal influence stretches as far upstream 
as Louisburgh Bridge.  This will cause fluvial flow to back up under high tide conditions, resulting 
in decreased fluvial flow.   

Upstream on the Bunowen River (between HEP BWN_002 and BWN_003) an unmodelled 
tributary joins the river.  For the modelling, this inflow is inputted as the difference between the 
HEPs on the main river rather than the flow estimate derived at HEP PBD_001.  The HEP flow 
estimate derived at PBD_001 differs from that expected based on the HEPs upstream and 
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downstream of the confluence in the main river (BWN_002 and BWN_003).  This is due to the flow 
estimation method adopted.  The flow estimate for each watercourse is derived using different 
pooling groups, each with members that reflect the catchment descriptors of the respective 
watercourse, resulting in a different growth factor for each watercourse.  The BWN HEPs adopted 
a steeper Single Site growth curve based upon data at gauging station 32011.  In addition, QMED 
has been adjusted on the Bunowen River, whilst the flows on the tributary remain unadjusted. 

Discrepancies in flow estimates has been managed within the application of the hydrology to the 
model as detailed in Section 4.2.2.    

The design flows for the Glebe River and Watercourse are within the range expected and all 
increase downstream. 

4.2 Application of design flow estimates 

4.2.1 Hydrograph shapes 

Inflow hydrograph shapes for each watercourse have been developed from the Flood Studies 
Report (FSR) rainfall runoff method.  This approach has been tested (with results detailed in the 
Hydrology Report) and with the exception of a few gauges this found the FSR approach to provide 
the best fit against gauge data.  Inflows are located at the upstream limit of each watercourse.   

The FSR method, applied using a uniform design storm for all sub-catchments within a model, 
imposes a structure on the model inflows with realistic relative timings of the hydrographs.  This 
avoids the need to apply the FSU regression model for relative timings of hydrographs at a 
confluence; an approach which is associated with a large standard error.  Because the FSR 
method is being used only to control the shape of the hydrographs rather than the magnitude of 
the peak flows (which are based on the HEPs), there is no benefit to identifying a critical storm 
duration, i.e. one that results in the highest peak flow or water level. However, in order to ensure 
a realistic flood duration, the duration of the design storm has been related to the time to peak for 
the principal watercourse in the model, using the FSR formula that evaluates storm duration from 
time to peak and SAAR.  The potential impact of the critical storm duration on tributary flood extents 
has been reviewed and is discussed in Section 6.    

A number of flood events of the order of the 3% AEP event have been observed and this data was 
used in the inception report to support a Hydrograph Width Analysis (HWA) for the Louisburgh 
Weir gauge.  The HWA derived hydrograph was very similar to the Flood Studies Report (FSR) 
rainfall-runoff generated hydrograph, confirming that the use of FSR method to determine 
hydrograph shape is appropriate.   

The critical storm duration, as calculated from catchment descriptors for all watercourses in the 
Louisburgh catchment was similar.  A critical storm duration of 11 hours has been applied across 
all inflow boundaries.     

For more detail on the application of the FSR rainfall runoff method refer to the UoM 32 Hydrology 
Report4.   

4.2.2 Scaling to hydrological estimation points  

A staged approach has been used to scale the model flow to match the flow estimates at HEPs.  
Initially the flows estimates are applied to a 1d only model, to attempt to predict the total flow 
conveyed along the watercourse.  For Louisburgh AFA, this first step is necessary as a lot of out 
of channel flow occurs at higher return periods and there is attenuation of floodplain flow.  The 
process of matching HEP flows is finalised based on an interpretation of the linked 1d-2d model 
results.  Flow monitoring lines (PO lines) are included in the 2d model domain at a number of 
selected locations to record the predicted floodplain flow.  As the floodplain along the Bunowen 
River is extensive (at higher return periods) and the tide has a major influence on flows, it was not 
suitable to apply PO lines at each HEP.  The predicted HEP flows and the flow output from the 
final design model at the selected locations are presented in Table 4-2 below.  The locations 
selected to report on the correlation between HEP flow estimates and modelled flows are points 
along the river where flow is contained within the main channel, floodplain is narrow or flood flows 
are streamlined.  This is illustrated in Figure 4-2 below.  The total modelled flow (i.e. from the 1D 
and 2D model results) are presented in Table 4-2 for the selected HEPs.   
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Figure 4-2  Selected HEP locations on Bunowen  

 

 
For the Bunowen River the inflow hydrograph at the upstream extent has been scaled to the 
BWN_001 HEP.  To reflect the inflow at PBD_001 a lateral inflow has been applied between HEPs 
BWN_002 and BWN_003.  To ensure a match between HEPs on the Bunowen RIver, the inflow 
at PBD_001, is calculated based on the difference in flow upstream (BWN_003) and downstream 
(BWN_002) of the confluence.   

The design flows from ADC_002 have been added as an inflow at the junction between HEPs 
BWN_005 and BWN_006.  Flows in the Bunowen River are well matched, with modelled flows at 
HEPs within approximately 10%.of flow estimates.    

For the Glebe River, the inflow hydrograph has been scaled to the GLB_001 HEP.  To reflect the 
increase in flows downstream a lateral inflow has been applied between HEPs GLB_001 and 
GLB_002.  This has been derived by subtracting the scaled hydrograph shape at HEP GLB_001 
from the scaled hydrograph shape at HEP GLB_002.   

The modelled flows at GLB_002 are influenced by backflow from the Bunowen River, which causes 
a negative flow at GLB_002 during the peak flow in the Bunowen River, followed by a positive flow 
as water levels in the Bunowen subside.  This is why the peak modelled flows shown in Table 4-2 
are greater than the design flows at this location.  

For the Glebe Watercourse, the inflow hydrograph has been scaled to the GLB_003 HEP, subject 
to a minimum flow of 0.4m3/s (for model stability).  To reflect the increase in flows downstream of 
this, a lateral inflow has been applied between HEPs GLB_004 and GLB_005.  This has been 
derived by subtracting the scaled hydrograph shape at GLB_003 from the scaled hydrograph 
shape at GLB_005.  

The modelled flows at GLB_004 and GLB_005 are influenced by backflow from the Bunowen 
River, which causes a negative flow at these HEP locations during the peak flow in the Bunowen 
River, followed by a positive flow as water levels in the Bunowen subside.  This is why the peak 
modelled flows shown in Table 4-2 are greater than the design flows at these locations.  
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A summary of the model inflows and application of the design hydrology through these is provided 
in Table 4-2.    These are presented for the 50%, 10% 2%, 1% and 0.1% AEP scenarios; for other 
AEPs (return periods) see Appendix A.   

4.3 Downstream Boundary 

The downstream boundary of the hydraulic model is tidal. Extreme sea levels have been 
developed as part of the Irish Coastal Protection Study Strategy (ICPSS) at a series of points 
around the WCFRAM coastline. Figure 4-3 details the location of the nearest ICPSS point to the 
downstream boundary of the hydraulic model. 

Calculated levels from the ICPSS point are assumed to be appropriate at the downstream 
boundary of the model.  For the Louisburgh model, this assumption is supported by the fact that 
the ICPSS point is located very close to the downstream boundary and due to the nature of the 
river mouth (i.e.it does not have a large sheltered bay inlet).   

Figure 4-3: ICPSS extreme sea level calculation points 

 

The tidal boundary has been developed from the Highest Astronomical Tide (HAT) series and 
typical surge profile; full details are provided in the WCFRAM Hydrology Report for UoM 32.   

Table 4-1 details the extreme sea levels at the W39 ICPSS calculation point for a range of return 
periods. 

Table 4-1: ICPSS extreme sea level estimates 

ICPSS 
Label 

Predicted Extreme Sea Levels (mOD) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5%  
AEP 

2%  
AEP 

1%  
AEP 

0.5% 
AEP 

0.1% 
AEP 

W39 2.76 2.92 3.04 3.15 3.30 3.41 3.53 3.79 

 

For more detail on the development of the design tidal curve, refer to the UoM32 Hydrology Report. 
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Table 4-2: Summary of hydraulic model design inflows 

HEP 
reference 

Cross section  Peak flow estimates (m3/s) Flow in Model (m3/s) Comments  
50% 
AEP 

10% 
AEP 

2% 
AEP 

1% 
AEP 

0.1% 
AEP 

50% 
AEP 

10% 
AEP 

2% 
AEP 

1% 
AEP 

0.1% 
AEP 

 

BWN_001 32BUNO00364 75.9 127.1 166.8 183.6 270.6 76 127 144 184 271 Upstream extent of Bunowen River - flow is in channel  

BWN_002 32BUNO00324A 76.2 127.5 167.4 184.2 271.6      Wide floodplain 
  
  
  
  

BWN_003 32BUNO00307 84.1 140.7 184.7 203.3 299.7 91.3 155.1 176.7 222 312 

BWN_003a 32BUNO00247 84.4 141.3 185.4 204.0 300.6      

BWN_004 32BUNO00227 87.3 146.2 191.9 211.2 311.2      

BWN_005 BUNO001746*A 87.9 147.2 193.2 212.6 313.3      

BWN_006 32BUNO00175 88.2 147.6 193.7 213.2 314.2 
 

84.4 127 
 

142.1 175 243 
Bunowen River near Louisburgh Bridge - floodplain 
narrows here 

BWN_007 BUNO001275*A 87.4 146.3 191.9 211.3 311.1      
Wide floodplain 
 
 
 
 
 

BWN_008 BUNO001275*B 87.5 146.5 192.3 211.6 311.7      

BWN_008a 32BUNO00098 87.0 145.7 191.2 210.4 309.8      

BWN_008b 32BUNO00088 85.8 143.6 188.4 207.4 305.4      

BWN_009 BUNO000279*A 85.0 142.3 186.8 205.6 302.6      

BWN_010 BUNO000279*B 85.8 143.7 188.5 207.5 305.5      

BWN_011 32BUNO00001 85.6 143.3 188.1 207.0 304.8 
 

90.2 159 
 

179.1 222 300 
Downstream extent of Bunowen River - tidal 
downstream boundary influences flow  

PBD_001 32BUNO00324B 3.995 5.824 7.744 8.706 12.96 

 
 

7.9 13.2 

 
 

15 19.06 28.2 

Tributary added as point inflow - flow based on 
difference between HEPs on Bunowen upstream and 
downstream of the confluence.  

ADC_001 n/a 0.104 0.151 0.204 0.231 0.341 

 

 

 

  

Upstream extent of Unnamed Watercourse - this HEP 
was not used, as the Unnamed watercourse was 
removed from the model. 

ADC_002 BUNO001746*A 0.198 0.286 0.381 0.429 0.634 0.2 0.286 0.33 0.429 0.634 Tributary added as point inflows  to model  

GLB_001 32GLEB00066 0.089 0.130 0.175 0.198 0.292 0.09 0.13 0.15 0.198 0.291 Upstream extent of Glebe River 

GLB_002 32GLEB00006 0.183 0.264 0.352 0.396 0.585 

 
2.8 to 
-2.2 

1.2 to 
-2.7 

 
2 to -
3.5 

3.6 to 
-4.4 

31.8 to 
-4.5 

Downstream extent of Glebe River. Modelled flows 
here are influenced by tidal backflow from Bunowen 
River. 

GLB_003 32GLEE00125 0.183 0.264 0.352 0.396 0.585 
 

0.4 0.4 
 

0.4 0.4 0.585 
Upstream extent of Glebe Watercourse. Minimum flow 
of 0.4m3/s applied for model stability. 

GLB_004 32GLEE00078 0.274 0.396 0.527 0.593 0.875  9 11.2 16 24 Glebe watercourse - floodplain flow from Bunowen and 
tidal backflow contributing to flow here.  Some 
instability at peak for 0.1% AEP  GLB_005 GLEE000071*A 0.517 0.731 0.953 1.063 1.567 

 
3.9 11.5 

 
13.7 18.2 26.3 
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5 Model results 

5.1 Model runs 

The model has been run for a present day and two future scenarios, a Mid-Range Future Scenario 
(MRFS) and a High-End Future Scenario, which consider the potential impact of climate change. 
Further details of the allowances within the calculations are included in the Hydrology Report, but 
the increased flows include for the impacts of urbanisation and climate change. 

The model has been run for the following present day and MRFS fluvial and tidal events: 50%, 
10%, 5%, 2%, 1%, 0.5% and 0.1% AEP design events.  Only the 10%, 1% and 0.1% AEP design 
events have been run for the HEFS.  For all the fluvial events, the 50% AEP tide level has been 
used as the downstream boundary.  For the tidal events, the 50% AEP fluvial flow has been used 
as the inflow at the upstream end of the model. 

Table 5-1 and Table 5-2 details the full suite of design flows for the HEPs for the MRFS and HEFS.  

Table 5-1: Peak flows for the Mid-Range Future Scenario 

HEP 
reference 

Predicted Peak Flows for the MRFS (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5%  
AEP 

2%  
AEP 

1%  
AEP 

0.5% 
AEP 

0.1% 
AEP 

BWN_001 91 131 152 173 200 220 245 325 

PBD_001 4.794 6.088 6.989 7.929 9.293 10.448 11.664 15.554 

ADC_002 0.238 0.300 0.344 0.390 0.458 0.516 0.574 0.761 

GLB_001 0.107 0.135 0.156 0.177 0.210 0.237 0.264 0.350 

GLB_003 0.220 0.277 0.318 0.360 0.423 0.476 0.530 0.702 

 

Table 5-2: Peak flows for the High-End Future Scenario 

HEP 
reference 

Predicted Peak Flows for the HEFS (m3/s) 
10% AEP 1% AEP 0.1% AEP 

BWN_001 165 239 352 

PBD_001 7.572 11.318 16.850 

ADC_002 0.373 0.559 0.825 

GLB_001 0.169 0.257 0.380 

GLB_003 0.344 0.516 0.761 

5.2 Flood risk mapping 

Flood risk extents for the present day and MRFS 10%, 1% and 0.1% AEP design events along 
with long section profiles for present day 10%, 1% and 0.1% AEP design events are presented in 
Volume 3 of the UoM 32 Hydraulic Modelling Report.  

5.3 Key flood risk mechanisms 

Further to the information presented in the flood risk maps, a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

5.3.1 Flooding upstream of Louisburgh 

The flood risk maps show widespread flooding on both banks upstream of the AFA.  The floodplain 
is particularly wide on the right bank.  This area is predominantly agricultural land.  A holiday home 
located on the right bank approximately 175m from the upstream model boundary is within the 
0.1% AEP fluvial flood extent.   

On the left bank, there is also one property within the modelled flood extent (1% AEP).  This also 
appears to be a farm building, and is located approximately 150m upstream of the AFA boundary. 

5.3.2 Flooding through Louisburgh on left bank 

There is a relatively small strip of land within Louisburgh on the left bank that is subject to flooding.  
This is the area surrounding the Louisburgh bridge on Bridge Street.  Several properties are within 
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the modelled flood extent (1% AEP; 10% AEP extent encroaches slightly on two buildings) in this 
location.  Water comes out of bank upstream of the bridge and bypasses the bridge on the left 
bank here, re-entering the channel downstream of the bridge. 

5.3.3 Flooding upstream of bridge on right bank 

This is the primary flood risk area Louisburgh.  The town centre is located on the right bank, and 
several properties are subject to flood risk.  The Water Treatment Plant site, located immediately 
upstream of Louisburgh Weir, is relatively low-lying.  Water comes out of bank upstream of the 
weir and floods this site and neighbouring properties.  This Water Treatment Plant site is known 
to be subject to recurrent floods. The site immediately upstream of the Water Treatment Plant used 
to flood, and flooding here has been reported on the Office of Public Works floodmaps.ie website.  
However, there are now new apartments at this site (Riverside Court), and ground levels here 
were raised prior to their construction.  The site has not flooded since ground levels were raised.  
Despite the raising of ground levels, the site is still within the modelled flood extent for the 1% AEP 
fluvial event. 

Other properties on Chapel Street, as well as the road itself, are affected by floodwaters flowing 
through the Water Treatment Plant Site and out onto the road.  Once across the road, flood waters 
may enter a number of properties on the north side of the road. 

The bridge on Bridge Street also appears to exacerbate flood risk in the town.  Flood waters back 
up upstream of this structure, and overtop the right bank.  The modelled flood extents show 
flooding to several properties at the lower end of Bridge Street, although no properties have 
reportedly flooded here since the 1970s.  

5.3.4 Flooding on the Glebe River and Glebe Watercourse 

These small watercourses are both subject to fluvial and tidal flooding.  The area around the 
Church Street culverts on both watercourses is the primary area of flood risk with the potential to 
affect receptors.  There is a residential area here at risk of flooding; however, the modelled flood 
extents for the 1% AEP fluvial event or the 0.5% AEP tidal event are limited to the public parts of 
the housing estate and gardens, but do not extend to the properties.  The 0.1% AEP fluvial and 
tidal modelled flood extents encroach slightly on properties. 

On the Glebe River, fluvial risk from the tributary itself is confined to the area upstream of the 
Church Street culvert.  Head loss through this culvert and backing up of water upstream of the 
culvert appears to be the primary cause of flood risk here. 

On the Glebe Watercourse, fluvial flood risk from flows in the tributary affects the area upstream 
of the Church Street and Cluain Craobh culverts slightly (it is the Cluain Craobh culvert which 
causes the greater head loss), and also affects the downstream reach towards the Bunowen.  
However, in both these watercourses, the primary source of flood risk is backflow from the 
Bunowen River, both from fluvial and tidal flows. 

The Church Street and Cluain Craobh culverts would also be susceptible to blockage, being both 
of small capacity and located in semi-rural areas, where household dumping and natural debris 
may accumulate.  

5.3.5 Tidal flooding on the Bunowen  

The tidal influence in the Bunowen River extends upstream as far as Louisburgh Bridge on Bridge 
Street.  In the 0.5% tidal event, when compared to the 1% AEP fluvial extent, no new areas of 
flood risk are introduced.  Tidal flow in the Bunowen backs up affecting levels in the adjoining 
tributaries.    
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6 Sensitivity testing 

6.1 Screening of sensitivity tests 

The suite of potential sensitivity tests includes sensitivity to flow, roughness water level 
boundaries, building representation, flow volume, afflux at key structures and timing of tributaries.   

For the purpose of testing the Louisburgh model, a screening assessment has been completed to 
determine which of these sensitivity tests is applicable.  The results of the screening are detailed 
in the following sections, but in summary the recommended sensitivity tests for the Louisburgh 
model are sensitivity to building representation, flow, roughness and afflux at key structures. 

The suite of potential sensitivity tests is detailed in Volume 1a: Hydraulic Modelling Method 
Statement.  The application of the sensitivity tests has been an iterative process which allowed 
certain criteria to be screened out. Table 6-1 summarises the full suite of potential sensitivity tests, 
and highlights those which have are not applicable, and those which have been screened out.  
Further details of these criteria are provided in the following sections. 

The results of testing those criteria which are relevant to Louisburgh are detailed in Section 6.2. 

Table 6-1: Sensitivity test summary 

Sensitivity test Relevance to Louisburgh 

Peak flow Tested 

Flow volume Screened out 

Critical storm duration Screened out 

Roughness Tested  

Building representation Tested 

Afflux / headloss at key structures Screened out 

Water level boundaries and joint probability Tested 

Timing of tributaries Tested 

Timing of fluvial and tidal peaks Screened out 

Cell size Screened out 

 

6.1.1 Peak flow 

The flow sensitivity scoring mechanism is detailed in the generic Hydraulic Model Development 
Methodology, produces a score of 6 for the Bunowen River and 8 for the Glebe River and 
Watercourse.  Table 6-1 details the flow sensitivity tests required as a result of these scores. 

Table 6-2: Flow sensitivity scaling factors 

Return period 
of event 

Bunowen River Glebe River and  Watercourse 

10% No sensitivity test required. Use QMED uncertainty 

1% Use QMED uncertainty then 
multiply flows by 1.1 

Use QMED uncertainty then multiply flows 
by 1.2 

6.1.2 Flow volume 

The sensitivity test to flow volume is required where the flow hydrograph has been generated from 
limited or no data.  In the case of Louisburgh, a number of flood events of the order of the 3% AEP 
event have been observed and this data was used in the inception report to support a Hydrograph 
Width Analysis (HWA) for the Louisburgh Weir gauge.  The HWA derived hydrograph was very 
similar to the Flood Studies Report (FSR) rainfall-runoff generated hydrograph, indicating that the 
flow volumes in the FSR generated hydrographs are appropriate and no further sensitivity testing 
of flow volume was carried out.   

6.1.3 Critical storm duration 

From the hydrology of the catchment, the critical storm duration for the Bunowen River in 
approximately 11 hours, with a critical duration of 15 hours for the tributaries, As the duration is 
similar for all watercourses, a test for sensitivity to critical storm duration has not been carried out.   
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6.1.4 Roughness 

The flood extents for the existing risk design events show flood risk to property in the 10% AEP 
and 1% AEP events, so testing the sensitivity of the model results to roughness will be worthwhile 
for both these events.  The specific maintenance regime undertaken by Mayo County Council at 
Louisburgh is not known, but site inspection shows the channel to be well maintained. This 
indicates that although channel and bank roughness (i.e. vegetation growth) may increase, it 
should remain within reasonable bounds.  Table 6-3 summarises the current roughness values 
applied within the model over the various reaches and the upper and lower bound values to be 
applied for the 10% AEP and 1% AEP events sensitivity runs.   

Table 6-3: Sensitivity to roughness scenarios 

 Roughness values (Manning's 'n') and materials 
Upstream and 
downstream 
cross section 

Existing risk 10% AEP roughness 
sensitivity 

1% AEP roughness 
sensitivity 

32BUNO00364 
to 
32BUNO00324A 

Bed - 0.046 Coarse 
gravel and  
cobbles 
Banks - 0.07 Trees 
 

Bed - 0.035/0.055 
Coarse gravel and 
cobbles 
Banks - 0.05/0.13 Trees 
 

Bed - 0.035/0.055 
Coarse gravel and 
cobbles 
Banks - 0.05/0.13 Trees 
 

32BUNO00324B 
to 
32BUNO00203 

Bed - 0.035 Coarse 
gravel 
Banks - 0.055 scrub, 
long grass, bushes & 
trees 

Bed - 0.022/0.04 Coarse 
gravel 
Banks - 0.045/0.07 
scrub, long grass, 
bushes & trees 

Bed - 0.022/0.04 Coarse 
gravel 
Banks - 0.045/0.07 
scrub, long grass, 
bushes & trees 

32BUNO00201 
to 
32BUNO00194 
(Main river) 

Bed - 0.035 Coarse 
gravel 
Left Bank - 0.055 Trees, 
scrub, long grass & 
reeds 
Right Bank - 0.07  
Trees 
Island between main 
channel and former mill 
race - 0.03 Short grass 

Bed - 0.022/0.04 Coarse 
gravel 
Left Bank - 0.05/0.07 
Trees, scrub, long grass 
& reeds 
Right Bank - 0.05/0.1 
Trees 
Island between main 
channel and former mill 
race - 0.03 Short grass 

Bed - 0.022/0.04 Coarse 
gravel 
Left Bank - 0.05/0.07 
Trees, scrub, long grass 
& reeds 
Right Bank - 0.05/0.1 
Trees 
Island between main 
channel and former mill 
race - 0.03 Short grass 

BUNO001928 
(interpolate 
section) to 
32BUNO00175 

Bed - 0.035 Coarse 
gravel 
Banks - 0.055 Trees, 
scrub, long grass & 
reeds 

Bed - 0.022/0.04 Coarse 
gravel 
Banks - 0.05/0.07 Trees, 
scrub, long grass & 
reeds 

Bed - 0.022/0.04 Coarse 
gravel 
Banks - 0.05/0.07 Trees, 
scrub, long grass & 
reeds 

32BUNO00157 
to 
32BUNO00098 

Bed - 0.03 Gravel 
Banks - 0.04 Long grass 
and reeds 

Bed - 0.028/0.035 Gravel 
Banks - 0.05 Long grass 
and reeds 

Bed - 0.028/0.035 Gravel 
Banks - 0.05 Long grass 
and reeds 

32BUNO00088 
to 32BUNO0001 

Bed - 0.027 Sand and 
gravel 
Banks - 0.035 Grass, 
sand and gravel 

Bed - 0.025/0.033 Sand 
and gravel 
Banks - 0.025/0.04 
Grass, sand and gravel 

Bed - 0.025/0.033 Sand 
and gravel 
Banks - 0.025/0.04 
Grass, sand and gravel 

BUNOB00203 to 
BUNOB00000 
(Mill race) 

Bed - 0.025 Silt and 
gravel 
Banks (channel walls) - 
0.025 Masonry 
Island (between former 
mill race and main 
channel) - 0.03 Short 
grass 
 

Bed - 0.023/0.03 Silt and 
gravel 
Banks (channel walls) - 
0.02/0.03 Masonry 
Island (between former 
mill race and main 
channel) - 0.03 Short 
grass 
 

Bed - 0.023/0.03 Silt and 
gravel 
Banks (channel walls) - 
0.02/0.03 Masonry 
Island (between former 
mill race and main 
channel) - 0.03 Short 
grass 
 

32UNAM00032 
to 
32UNAM00008 

Bed - 0.022 Silt 
Banks - 0.04 Long grass 

Bed - 0.02/0.025 Silt 
Banks - 0.04 Long grass 

Bed - 0.02/0.025 Silt 
Banks - 0.04 Long grass 

32GLEB00066 
to 
32GLEB00006 

Bed - 0.022 Silt 
Banks - 0.04 Long grass 

Bed - 0.02/0.025 Silt 
Banks - 0.04 Long grass 

Bed - 0.02/0.025 Silt 
Banks - 0.04 Long grass 
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 Roughness values (Manning's 'n') and materials 
Upstream and 
downstream 
cross section 

Existing risk 10% AEP roughness 
sensitivity 

1% AEP roughness 
sensitivity 

32GLEE00125 
to 
32GLEE00007 

Bed - 0.022 Silt 
Banks - 0.04 Long 
grass/scrub 

Bed - 0.02/0.025 Silt 
Banks - 0.04 Long 
grass/scrub 

Bed - 0.02/0.025 Silt 
Banks - 0.04 Long 
grass/scrub 

 

Roughness values in the floodplain have also been increased to the upper and lower bound values 
quoted in the Hydraulic Modelling methods report for the 10% AEP and 1% AEP events. 

6.1.5 Building representation 

The current flood risk extents in the 1% AEP event show inundation of a number of properties, so 
sensitivity testing related to the representation of buildings in the 2D domain has been undertaken.  
The building threshold levels are increased by 200mm in the sensitivity run.   

6.1.6 Afflux at key structures 

Key structures identified for this sensitivity test are those that have a controlling influence on local 
water levels and the resulting influence may be expected to cause flooding to local receptors. 
These structures have been identified by examination of the long section water level plot through 
the structure, a review of nearby receptors at risk and an assessment of likely flow routes around 
the structure.   

There are a total of four structures in the model.  These are Louisburgh Bridge on the Bunowen 
River at Bridge Street, two culverts on Church Street on the Glebe River and the Glebe 
Watercourse and the Cluain Craobh culvert on the Glebe Watercourse.   

The three culverts listed above are all located in areas where tidal backflow is the main mechanism 
of flooding; flow through the culvert is hindered by tidal backwater and velocities are low.  For this 
reason these structure are not considered significant in terms of afflux.  Louisburgh Bridge is, 
however, identified as a key structure and has been included for review as part of this sensitivity 
test.   

Orifice flow is enabled for surcharged flow and flow through the bridge transitions to orifice flow for 
4 hours at the peak of the event.  The 1% AEP event results indicate a head loss of approximately 
1.3m across the structure with upstream velocities peaking at 1.6m/s.  The ISIS model does not 
take into account velocity head loss.  A calculation of this is presented here to determine its likely 
impact.  Based on a velocity of 1.6m/s the predicted velocity head loss is in the region of 130mm.  
ISIS underestimates the flow through the bridge (during orifice flow) resulting in a conservative 
estimate of water level.  Accounting for velocity head loss will decrease head loss at the bridge by 
10%.  For the design runs, it was considered appropriate to maintain the ISIS parameters at default 
values, ensuring a conservative approach to the estimation of afflux at Louisburgh Bridge.  A 
reduction in water level of 130mm does not have a significant impact on the 1% AEP flood extent.  

No further model runs were carried out to test sensitivity to afflux at structures.   

6.1.7 Water level boundaries and joint probability    

The downstream limit of the Louisburgh model is tidal, and a range of design tidal events have 
been run, for both the current and future scenarios.  It is considered that the MRFS and HEFS tidal 
increases, of 0.5m and 1m respectively provide sufficient testing of the downstream model 
boundary.  In addition, the interaction of the tidal boundary and fluvial flows has been tested 
through joint probability analysis. 

To determine the extent to which a joint probability event will result in additional flood risk a 
combined flood event has been modelled.  A conservative approach has been adopted at this 
stage and the 2% AEP fluvial event has been combined with the 2% AEP tidal event.  This will be 
equivalent to an event in excess of the 1% AEP event but will highlight the sensitivity of the site to 
a combined event.  

Figure 6-1 details the fluvial only (1% AEP), tidal only (0.5% AEP) and joint probability flood extents 
in the intertidal area.  The figure shows that there is very little difference between the fluvial only 
and tidal only flood extents and the joint probability flood extent.  The joint probability flood extent 
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is marginally greater, and encompasses two properties which are not within the fluvial or tidal only 
flood extents.  Both properties are within the town centre and adjacent to properties already within 
the 1% AEP event, and are themselves within the 0.1% AEP outline.  No further testing of joint 
probability is considered appropriate, as the increase in extent is extremely marginal, and the 
probability of this event is already significantly lower than the 1% AEP event. 

Figure 6-1: Preliminary joint probability event flood extents 

 

6.1.8 Timing of tributaries 

The Glebe River and Watercourse discharge into the Bunowen River towards the downstream 
modelled limit, and significantly downstream of the main centre of flood risk.  The relative volumes 
of the hydrographs are so small when compared to the main river that they would have little to no 
impact on flood risk.  In addition, risk at the downstream end of the tributaries is predominantly 
tidal.  The model has been run with the tributary hydrographs delayed until after the completion of 
the Bunowen River hydrograph, to isolate fluvial flood impacts on the tributaries.   

This test shows that the tributaries do not have a significant influence on the flood extent, with the 
sensitivity results indicating that there is a marginal decrease in the 1% AEP extent, when the flow 
hydrographs from the tributaries occur after the flood event on the Bunowen River.     

6.1.9 Timing of fluvial and tidal peaks 

For the design model runs, the fluvial peak has been timed to coincide with the tidal peak, to give 
a conservative result.  No further sensitivity testing is required in relation to timing of fluvial and 
tidal peaks. 

6.1.10 Cell Size 

The 2D domain of the design model has a cell size of 4m.  Cell size is selected based on the run 
time and the complexity of flow routes in the floodplain.  For the 1% AEP event, flooding in 
Louisburgh is mainly on greenfield, open space or agricultural land, and although a number of 
properties are at flood risk particularly in the Bridge St and Church St area, there are no complex 
flow routes, for example in and around buildings, that require a more detailed definition of ground 
levels.   
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6.2 Sensitivity testing results and uncertainty bounds 

The results of the sensitivity tests have been used to inform the uncertainty bounds as detailed in 
the Hydraulic Modelling Method Statement.  The uncertainty bound in effect presents the most 
sensitive hydraulic parameter/s as assessed within the bounds identified in Section 7.1 at all 
locations along the modelled reach.   

To simplify the presentation of the sensitivity tests, the uncertainty bound for the 10% AEP and 
1% AEP events has been presented only.  Where different parameters have contributed to the 
development of the uncertainty bound, these are highlighted on the map and in the following text. 

The 10% AEP uncertainty bound is compared to the equivalent predicted flood extent for the 
Louisburgh AFA in Figure 6-2.   

The figure shows the model is not sensitive to the parameters tested for the 10% AEP event i.e. 
peak flow, higher and lower bound roughness.  The parameter that influenced the model results 
most is the higher bound roughness, increasing the flood extent marginally across the AFA.     

Figure 6-2  10% AEP event uncertainty bounds  

 

The 1% AEP uncertainty bound is compared to the equivalent predicted flood extent for the 
Louisburgh AFA in Figure 6-3.   

The sensitivity results indicate the model is sensitive to peak flow and higher bound roughness.  
The change to these parameters causes an increase in flow out of bank at the upper extent of the 
model.  This flow is mainly shallow overland flow, less than 100mm in depth.  Depths increase to 
200mm on the left bank (south) of the Bunowen between the river bank and the R335 regional 
road.  

No further changes were made to the hydraulic model based on the results of the sensitivity testing 
carried out. 
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Figure 6-3  1% AEP event uncertainty bounds 
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7 Model limitations 

7.1 Bridge opening representation 

There is an additional opening in the Louisburgh bridge on Bridge Street, (similar in appearance 
to a flood relief culvert) on the right bank.  This is where the historic mill race once flowed through 
the bridge to the mill, which was located downstream of the bridge.  This opening has not been 
included in the model (e.g. as an ESTRY unit), because on visiting the site, it appeared that this 
channel was largely blocked, and would not provide significant additional flow capacity, see Figure 
7-1. 

Figure 7-1: Louisburgh bridge flood relief culvert 

  

Looking into upstream opening of the flood 
relief culvert of Louisburgh bridge 

Looking upstream at the downstream face of 
the flood relief culvert 

7.2 Channel blockage 

Blockage of culverts and small span bridges has the potential to increase flood risk on any 
watercourse.  In Louisburgh, the Church Street culverts on the Glebe River and Glebe 
Watercourse and Cluain Craobh culvert on the Glebe Watercourse could all be susceptible to 
blockage.  If these culverts blocked, water would back up in the channel, before overtopping onto 
the road, putting adjacent properties at increased risk of flooding.  Blockage has not been 
investigated in more detail in this model, but it is possible that blockage of these structures would 
exacerbate flood risk to adjacent properties.  The area engineer reported that to date there has 
not been any problem with blockage of any of these culverts. 

7.3 Modelling of Tributaries 

The Glebe River and Glebe Watercourse have been included in the final model, with the upper 
reach of the Glebe Watercourse linked to 2D.  In larger tidal events these tributaries have been 
removed from the model as the whole watercourse is overwhelmed, the high water levels and 
narrow channels become unstable.  Flood risk is dominated by the tide levels so there is no benefit 
to modelling these tributaries in these events. The Unnamed tributary was removed entirely from 
the model for these reasons, as described in Section 1.3.  1D model results show some instabilities 
in the Glebe River and Glebe Watercourse; this is a limitation on the model output quality, and 
results in this area should be viewed with caution. 

7.4 Geomorphological changes 

The downstream reach of the Louisburgh model is tidal and the left bank is formed by sand dunes 
(Figure 7-2).  Sand dunes have a high potential for geomorphological change, as they constantly 
shift and may be easily eroded by wave action, high tides or high river flows.  These 
geomorphological changes have not been investigated in the modelling process.  Similarly, 
seasonal changes in downstream morphology, which are understood to occur in Louisburgh, have 
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not been accounted for in the model; the model is based on topographical survey which is a 
snapshot in time only. 

Figure 7-2: Mature sand dunes on the left bank of the mouth of the Bunowen River 
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A Hydraulic model results 

A.1 1D model flows 

Table A-1: 1D model peak current flows 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32BUNO00364 76.00 109.00 127.00 144.00 167.00 183.55 204.00 271.00 

32BUNO00362A 76.00 108.62 124.81 139.37 157.65 170.04 184.87 230.50 

32BUNO00360B 76.00 108.62 124.81 139.37 157.65 170.04 184.87 230.50 

32BUNO00360 75.99 108.96 126.43 142.28 162.41 175.37 188.44 214.75 

32BUNO00346 74.29 102.83 118.28 132.60 151.41 164.42 179.96 218.18 

32BUNO00333 62.30 84.26 96.34 106.70 120.15 129.81 141.12 169.14 

32BUNO00328 63.83 87.26 101.10 114.09 130.90 142.79 156.50 189.34 

32BUNO00327 62.57 85.07 97.91 109.94 125.58 136.72 149.57 180.16 

32BUNO00326 69.53 79.42 83.81 88.44 95.31 100.86 107.83 126.63 

32BUNO00324A 69.87 82.80 87.95 92.49 98.06 101.79 105.95 115.85 

32BUNO00324B 69.87 82.80 87.95 92.49 98.06 101.79 105.95 115.85 

32BUNO00307 81.02 109.15 121.53 132.03 144.56 152.65 160.84 180.20 

32BUNO00277 78.51 97.27 104.82 110.33 115.97 119.12 122.44 130.86 

32BUNO00247                 

32BUNO00227 83.29 116.17 127.80 134.56 137.67 138.45 139.62 141.31 

32BUNO00208 83.29 116.62 128.44 130.32 131.70 132.21 132.73 134.01 

32BUNO00203A 81.20 111.00 122.57 124.03 125.25 125.53 125.74 130.17 

BUNOB_203B                 

BUNOB_201                 

BUNOB_194                 

BUNOB_0000*A                 

32BUNO00203B 81.20 111.00 122.57 124.03 125.25 125.53 125.74 130.17 

32BUNO00201 83.25 116.68 129.72 131.56 132.77 133.29 137.45 152.11 

32BUNO00194A 83.23 113.17 124.04 133.07 147.18 157.55 169.88 208.44 

32BUNO00194B 83.23 113.17 124.04 133.07 147.18 157.55 169.88 208.44 

BUNO001928*A                 

BUNO001928*B 83.22 115.15 119.68 123.53 135.04 143.94 154.94 188.58 

32BUNO00186A 83.23 118.00 137.77 153.08 168.94 177.70 186.16 203.78 

32BUNO00186B 83.23 118.00 137.77 153.08 168.94 177.70 186.16 203.78 

32BUNO00184A 83.23 118.00 137.28 152.63 170.64 181.99 194.77 224.60 

32BUNO00184B 83.23 118.00 137.28 152.63 170.64 181.99 194.77 224.60 

BUNO001746*A 82.91 113.43 125.24 137.54 152.89 162.65 173.60 202.87 

BUNO001746*B 83.11 113.71 125.52 137.86 153.27 163.07 174.08 203.49 

32BUNO00175 82.46 112.97 125.88 138.72 154.66 165.04 176.65 208.46 

32BUNO00157 82.25 112.42 124.43 134.80 150.36 162.42 174.93 198.66 

32BUNO00137 77.69 101.15 111.35 123.57 137.73 149.24 161.27 195.86 

BUNO001275*A 74.25 89.56 94.59 102.38 114.48 123.91 134.32   

32GLEB00066 0.09 0.13 0.13 0.15 0.18 0.20 0.22 0.29 

32GLEB00058 0.12 0.37 0.36 0.38 0.62 1.27 1.89   

32GLEB00049 0.25 0.59 0.54 0.54 0.86 1.74 2.52   

32GLEB00048A 0.29 0.68 0.61 0.60 0.95 1.87 2.64   

32GLEB00046B 0.29 0.68 0.61 0.60 0.95 1.87 2.64   

32GLEB00045 0.29 0.69 0.62 0.62 0.96 1.87 2.62   

32GLEB00028 0.33 0.81 0.76 0.73 0.90 1.45 1.67   

32GLEB00019 0.51 0.95 0.95 0.91 0.86 1.28 1.51   

32GLEB00019I 0.54 0.97 0.96 0.93 0.93 1.50 1.82   

32GLEB00018J 0.60 1.00 0.99 0.95 1.03 1.83 2.30   

32GLEB00017 0.68 1.04 1.05 1.01 1.21 2.41 3.15   

32GLEB00006 1.06 1.28 1.29 1.37 2.05 5.15 7.28   

GLEB-00062*A 1.33 1.53 1.63 1.73 2.44 6.24 8.86   

GLEB-00062*B 1.33 1.53 1.63 1.73 2.44 6.24 8.86   

GLEB-00063*A 1.34 1.55 1.66 1.76 2.45 6.28 8.91   
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

BUNO001275*B 73.63 88.93 93.96 101.33 113.04 121.62 132.20   

32BUNO00117 71.16 85.52 90.63 100.70 113.46 122.55 132.89 162.71 

32BUNO00098 66.37 78.69 83.15 84.81 94.28 102.11 111.33 138.08 

32BUNO00088 62.61 75.79 86.95 97.26 110.20 119.56 130.48 162.01 

32BUNO00078 57.59 67.75 69.89 77.98 88.31 96.21 105.44 132.53 

32BUNO00058 70.63 70.78 73.93 79.41 81.85 88.19 96.70 120.22 

32BUNO00038 71.05 71.08 73.45 78.07 79.75 79.94 80.90 104.47 

BUNO000279*A 90.65 109.14 118.39 126.59 135.99 143.17 151.10 169.69 

32GLEE00125 0.42 0.42 0.42 0.42 0.42 0.42 0.44 0.59 

32GLEE00116 0.44 0.43 0.44 0.44 0.46 0.47 0.47 0.56 

32GLEE00109 0.44 0.44 0.45 0.46 0.46 0.48 0.49 0.64 

32GLEE00103 0.47 0.48 0.50 0.51 0.52 0.57 0.59 0.62 

32GLEE00103A 0.48 0.49 0.50 0.52 0.52 0.64 0.67 0.73 

32GLEE00101B 0.49 0.49 0.50 0.52 0.52 0.64 0.67 0.73 

32GLEE00100 0.50 0.49 0.51 0.52 0.53 0.66 0.68 0.74 

32GLEE00099A 0.51 0.50 0.51 0.53 0.54 0.66 0.67 0.75 

32GLEE00096B 0.52 0.50 0.51 0.53 0.54 0.66 0.67 0.75 

32GLEE00095 0.51 0.50 0.52 0.53 0.57 0.66 0.67   

32GLEE00085 2.44 3.74 4.45 5.26 6.19 6.83 7.52 10.07 

32GLEE00078 4.09 7.18 9.20 11.17 13.72 15.53 17.47 24.04 

32GLEE00067 4.35 7.51 9.43 11.38 13.93 15.72 17.65 24.10 

32GLEE00057 4.35 7.72 9.87 11.77 14.31 16.10 18.28 24.31 

32GLEE00041 5.94 8.22 10.55 12.65 15.00 16.70 18.84 24.58 

32GLEE00029 9.01 8.85 11.10 13.13 15.48 17.20 19.02 24.65 

32GLEE00018 5.96 9.15 11.33 13.48 15.86 17.63 19.55 24.86 

GLEE000071*A 5.94 9.54 11.63 13.75 16.55 18.06 19.88 25.20 

32GLEE00007B 5.94 9.54 11.63 13.75 16.55 18.06 19.88 25.20 

GLEE-00083*A 6.87 10.10 11.90 13.85 16.90 18.65 20.05 25.34 

GLEE-00083*B 6.87 10.10 11.90 13.85 16.90 18.65 20.05 25.34 

GLEE-00084*A 6.92 10.13 11.92 13.86 16.92 18.70 20.06 25.33 

BUNO000279*B 96.40 118.67 129.89 139.93 152.34 161.20 170.81 194.83 

32BUNO00018 107.65 140.30 159.17 176.29 197.72 212.19 227.41 271.27 

32BUNO00001 107.63 142.04 160.83 178.70 203.13 219.62 238.50 296.83 

BUNO-00200* 107.66 143.62 162.26 180.34 204.44 220.80 239.60 297.40 

BUNO-00400* 109.79 146.01 164.46 182.57 206.40 222.54 241.21 298.40 

BUNO-00401 109.79 146.01 164.46 182.57 206.40 222.54 241.21 298.40 

BUNO-00600* 253.15 270.44 287.57 304.97 325.80 340.56 359.29 421.72 
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Table A-2: 1D model peak MRFS flows 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32BUNO00364 91.09 130.90 152.49 173.26 200.13 220.26 245.22 324.75 

32BUNO00362A 91.09 128.29 146.39 162.38 182.10 196.43 213.11 265.02 

32BUNO00360B 91.09 128.29 146.39 162.38 182.10 196.43 213.11 265.02 

32BUNO00360 91.08 130.17 149.59 167.54 186.28 196.09 205.48 233.60 

32BUNO00346 87.47 121.57 139.48 156.44 177.29 190.32 204.11 244.32 

32BUNO00333 72.18 98.82 111.41 123.82 139.19 148.69 158.87 188.46 

32BUNO00328 74.82 104.15 120.09 135.37 154.14 165.51 177.41 212.44 

32BUNO00327 72.86 100.69 115.52 129.76 147.36 158.00 169.12 200.64 

32BUNO00326 74.81 84.82 90.79 97.37 106.65 112.76 119.52 139.96 

32BUNO00324A 76.63 89.05 94.54 99.48 105.22 108.63 112.16 123.23 

32BUNO00324B 76.63 89.05 94.54 99.48 105.22 108.63 112.16 123.23 

32BUNO00307 90.71 119.81 132.06 143.06 155.39 162.43 168.62 198.07 

32BUNO00277 85.24 103.41 110.03 115.04 120.06 122.84 125.48 136.50 

32BUNO00247                 

32BUNO00227 94.89 126.24 134.52 137.34 138.74 139.65 140.21 141.86 

32BUNO00208 94.88 127.63 130.33 131.53 132.26 132.88 133.41 134.46 

32BUNO00203A 91.56 121.84 123.99 125.12 125.48 126.06 126.64 134.23 

BUNOB_203B                 

BUNOB_201                 

BUNOB_194                 

BUNOB_0000*A                 

32BUNO00203B 91.56 121.84 123.99 125.12 125.48 126.06 126.64 134.23 

32BUNO00201 94.76 128.71 131.59 132.58 134.18 138.51 144.35 159.95 

32BUNO00194A 93.60 122.30 133.12 145.31 161.15 172.82 187.13 227.90 

32BUNO00194B 93.60 122.30 133.12 145.31 161.15 172.82 187.13 227.90 

BUNO001928*A                 

BUNO001928*B 94.61 118.99 123.57 133.45 147.10 157.49 170.02 205.68 

32BUNO00186A 94.67 134.68 153.13 167.19 180.38 188.01 195.96 206.22 

32BUNO00186B 94.67 134.68 153.13 167.19 180.38 188.01 195.96 206.22 

32BUNO00184A 94.67 134.22 152.66 168.62 186.17 197.26 209.56 232.19 

32BUNO00184B 94.67 134.22 152.66 168.62 186.17 197.26 209.56 232.19 

BUNO001746*A 90.46 120.13 135.58 148.97 165.70 174.67 185.93 210.71 

BUNO001746*B 90.69 120.42 135.92 149.36 166.15 175.18 186.49 211.44 

32BUNO00175 89.78 120.38 136.41 150.39 169.01 177.98 190.05 217.77 

32BUNO00157 87.79 119.09 136.23 151.64 169.54 169.89 180.92 206.74 

32BUNO00137 82.98 106.35 117.12 128.34 162.81 163.41 174.33 203.27 

BUNO001275*A 78.82 98.62 112.29 125.00 147.58       

32GLEB00066 0.11 0.14 0.16 0.18 0.21 0.24 0.26 0.35 

32GLEB00058 0.84 1.04 1.49 2.05 8.50       

32GLEB00049 1.33 1.61 2.31 3.19 13.01       

32GLEB00048A 1.52 1.84 2.62 3.63 15.56       

32GLEB00046B 1.52 1.84 2.62 3.63 15.56       

32GLEB00045 1.56 1.88 2.70 3.76 17.10       

32GLEB00028 1.84 2.25 3.23 4.55 17.53       

32GLEB00019 2.09 2.59 3.67 5.09 10.52       

32GLEB00019I 2.12 2.63 3.72 5.14 10.24       

32GLEB00018J 2.16 2.69 3.78 5.21 10.88       

32GLEB00017 2.23 2.78 3.91 5.36 12.50       

32GLEB00006 2.88 3.33 4.65 5.87 17.08       

GLEB-00062*A 3.29 3.68 5.09 6.12 23.28       

GLEB-00062*B 3.29 3.68 5.09 6.12 23.28       

GLEB-00063*A 3.31 3.69 5.11 6.14 23.58       

BUNO001275*B 78.11 98.01 111.40 123.47 170.62       

32BUNO00117 75.45 88.17 96.88 107.78 152.85 135.52 144.89 174.57 

32BUNO00098 69.75 81.39 84.80 91.58 118.94 113.26 122.38 148.30 

32BUNO00088 65.64 82.76 94.33 105.08 124.08 133.16 143.30 179.18 

32BUNO00078 60.06 68.69 76.27 85.22 103.57 108.21 117.76 146.54 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32BUNO00058 70.18 71.92 76.19 81.50 90.37 98.42 107.82 136.73 

32BUNO00038 70.69 71.68 75.30 79.73 80.01 85.49 94.30 119.40 

BUNO000279*A 109.55 125.54 134.44 142.52 153.92 156.30 162.52 218.10 

32GLEE00125 0.42 0.42 0.42 0.42 0.42 0.48 0.53 0.70 

32GLEE00116 0.46 0.47 0.48 0.48 1.25 0.55 0.70 3.03 

32GLEE00109 0.48 0.50 0.51 0.51 1.30 0.61 0.84 1.74 

32GLEE00103 0.53 0.56 0.61 0.64 0.61 0.64 1.59 11.74 

32GLEE00103A 0.54 0.57 0.68 0.74 0.72 0.71 0.72 0.77 

32GLEE00101B 0.54 0.57 0.68 0.74 0.72 0.71 0.72 0.77 

32GLEE00100 0.55 0.58 0.70 0.76 0.74 0.72 0.73 0.78 

32GLEE00099A 0.57 0.59 0.71 0.76 0.74 0.73 0.74 0.79 

32GLEE00096B 0.57 0.59 0.71 0.76 0.74 0.73 0.74 0.79 

32GLEE00095 0.58 0.60 0.71 0.77 0.74       

32GLEE00085 3.63 5.03 5.89 6.54 7.60 8.76 9.47 15.51 

32GLEE00078 7.44 10.79 12.87 14.88 17.55 20.32 22.31 36.22 

32GLEE00067 7.86 11.27 13.22 15.35 17.88 21.14 22.71 36.53 

32GLEE00057 8.52 12.05 13.96 16.06 18.31 21.22 23.78 36.03 

32GLEE00041 9.53 13.13 14.92 17.01 19.08 22.74 25.22 37.58 

32GLEE00029 10.58 13.99 15.94 17.88 19.98 23.62 26.01 40.71 

32GLEE00018 11.45 14.75 16.97 18.63 21.29 24.37 26.80 41.35 

GLEE000071*A 12.38 15.63 17.81 19.38 22.26 25.33 27.64 40.91 

32GLEE00007B 12.38 15.63 17.81 19.38 22.26 25.33 27.64 40.91 

GLEE-00083*A 13.02 16.48 18.19 20.10 22.95 25.74 28.19 40.70 

GLEE-00083*B 13.02 16.48 18.19 20.10 22.95 25.74 28.19 40.70 

GLEE-00084*A 13.06 16.54 18.21 20.15 22.97 25.73 28.17 40.71 

BUNO000279*B 121.93 141.04 152.65 161.76 176.49 181.81 190.68 256.67 

32BUNO00018 148.63 180.84 199.25 214.91 236.61 251.15 268.85 312.94 

32BUNO00001 151.37 185.06 205.62 223.88 251.81 272.16 297.17 368.05 

BUNO-00200* 153.89 187.17 207.70 225.06 253.63 273.99 298.24 369.76 

BUNO-00400* 157.17 190.21 210.67 227.75 256.12 276.25 300.26 374.63 

BUNO-00401 157.17 190.21 210.67 227.75 256.12 276.25 300.26 374.63 

BUNO-00600* 309.85 339.17 355.49 371.74 396.16 413.40 434.28 506.34 
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A.2 HEP flows 

Table A-3: Current peak flows at HEPs 

HEP 
Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 
made)  

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

 

BWN_001 32BUNO00364 76.0 109 127 144 167 184 204 271 Upstream extent of Bunowen River - flow is in channel  

BWN_003 32BUNO00307 91.3 132.3 155 176.7 203.5 222 242.9 312 Wide floodpalin 

BWN_006 32BUNO00175 84.4 
111.6 127 

142.1 161.3 
175 

190.7 243 
Bunowen River near Louisburgh Bridge - floodplain narrows 
here 

BWN_011 32BUNO00001 90.2 
140.4 159 

179.1 204.8 
222 

242.7 300 
Downstream extent of Bunowen River - tidal downstream 
boundary influences flow  

PBD_001 32BUNO00324B 7.9 

11.3 13.2 

15.0 17.3 

19.06 

21.2 28.2 

Tributary added as point inflow - flow based on difference 
between HEPs on Bunowen upstream and downstream of 
the confluence.  

ADC_002 BUNO001746*A 0.20 0.29 0.29 0.33 0.38 0.429 0.48 0.634 Tributary added as point inflows to model  

GLB_001 32GLEB00066 0.09 
 

0.13 
0.13 

0.148 0.175 
0.198 

0.22 0.291 Upstream extent of Glebe River 

GLB_002 32GLEB00006 
2.8  

(-2.2) 
1.3  

(-2.0) 
1.3 

(-2.7) 
2 

(-3.5) 
1.4 

(-3.0) 
3.6  

(-4.4) 
15.5 

(-24.6) 
31.8  

(-44.5) 
Downstream extent of Glebe River. Modelled flows here are 
influenced by tidal backflow from Bunowen River. 

GLB_003 32GLEE00125 0.4 
0.4 0.4 

0.4 0.4 
0.4 

0.4 0.585 
Upstream extent of Glebe Watercourse. Minimum flow of 
0.4m3/s applied for model stability. 

GLB_004 32GLEE00078 1.5 7 9 11.2 14.0 16 18.2 24 Glebe watercourse - floodplain flow from Bunowen and tidal 
backflow contributing to flow here.  Some instability at peak 
for 0.1% AEP  GLB_005 GLEE000071*A 3.9 

9.3 11 
13.7 16.9 

18 
20.1 26 

 

Table A-4: MRFS peak flows at HEPs 

HEP 
Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 
made)  

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

 

BWN_001 32BUNO00364 91.09 130.90 152.49 173.26 200.13 220.26 245.22 324.75 Upstream extent of Bunowen River - flow is in channel  

BWN_003 32BUNO00307 90.71 119.81 132.06 143.06 155.39 162.43 168.62 198.07 Wide floodpalin 

BWN_006 32BUNO00175 89.78 120.38 136.41 150.39 169.01 177.98 190.05 217.77 
Bunowen River near Louisburgh Bridge - floodplain narrows 
here 

BWN_011 32BUNO00001 151.37 185.06 205.62 223.88 251.81 272.16 297.17 368.05 
Downstream extent of Bunowen River - tidal downstream 
boundary influences flow  

PBD_001 32BUNO00324B 76.63 89.05 94.54 99.48 105.22 108.63 112.16 123.23 Tributary added as point inflow - flow based on difference 
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HEP 
Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 
made)  

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

 

between HEPs on Bunowen upstream and downstream of 
the confluence.  

ADC_002 BUNO001746*A 90.46 120.13 135.58 148.97 165.70 174.67 185.93 210.71 Tributary added as point inflows to model  

GLB_001 32GLEB00066 0.11 0.14 0.16 0.18 0.21 0.24 0.26 0.35 Upstream extent of Glebe River 

GLB_002 32GLEB00006 2.88 3.33 4.65 5.87 17.08       
Downstream extent of Glebe River. Modelled flows here are 
influenced by tidal backflow from Bunowen River. 

GLB_003 32GLEE00125 0.42 0.42 0.42 0.42 0.42 0.48 0.53 0.70 
Upstream extent of Glebe Watercourse. Minimum flow of 
0.4m3/s applied for model stability. 

GLB_004 32GLEE00078 7.44 10.79 12.87 14.88 17.55 20.32 22.31 36.22 Glebe watercourse - floodplain flow from Bunowen and tidal 
backflow contributing to flow here.  Some instability at peak 
for 0.1% AEP  GLB_005 GLEE000071*A 12.38 15.63 17.81 19.38 22.26 25.33 27.64 40.91 
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1 Introduction 

1.1 Scope of report 

This report summarises the hydraulic modelling work for the Newport area for further assessment 
(AFA) hydraulic model.  This document is specific to the AFA itself and should be read in 
conjunction with the Volume 1a: Hydraulic Modelling Method Statement for details of the modelling 
approaches. 

The report covers the overall hydraulic modelling process from model build through to the 
development of design runs with the aim of providing a detailed understanding of the hydraulic 
controls and flood mechanisms identified throughout the study.  

The hydraulic modelling work summarised in this and the Unit of Management 32 Hydraulic 
Modelling Report, of which this report is an Annex, forms one element of the Western Catchment-
based Flood Risk Assessment and Management (WCFRAM) study process.  The process to date 
has included amongst other tasks a Flood Risk Review (FRR)1, a project inception stage2, a 
Strategic Environmental Assessment (SEA)3 and the development of the catchment hydrology4.  
Where the work completed in these tasks contains information relevant to the analysis discussed 
in this document, references have been included directing the reader to the relevant report for 
further background information. 

The report is not a user manual for the hydraulic model itself, full details of which are provided in 
the model handover check files accompanying the hydraulic model. 

1.2 Model and report overview 

There are three high priority watercourse (HPW) models within the Newport AFA; these cover the 
Newport River and the Caulicaun and Barrackhill Streams.   The three rivers are not connected to 
each other.  The models all start a short distance upstream of the AFA boundary, and discharge 
directly into Newport Bay; there is no medium priority watercourse (MPW) element to any of the 
models. 

The watercourses are all tidally influenced, and the same tide curve has been used as the 
downstream boundary for all three models.  Coastal flood risk (i.e. flooding from direct inundation 
by the sea, rather than its influence on river levels) has not been identified, so the only modelling 
of the tide is that which is represented by the downstream boundary.  The Irish Coastal Wave and 
Water Level Modelling Study (ICWWS)5 identified sites where flood risk from wave overtopping 
has been assessed but did not identify Newport as a site to be assessed as part of the WCFRAM. 

The model codes relevant to these rivers are: 

• Newport River  - T1 

• Barrackhill Stream - T2 

• Caulicaun Stream - T3 

 

Reports which are relevant to this AFA are: 

• Western CFRAM Flood Risk Review Report6 

                                                      
1 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 - Erriff-Clew Bay Inception Report, Final Report, Office 

of Public Works 
3 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works 
4 JBA Consulting (2014), Western CFRAM Unit of Management 32 - Erriff-Clew Bay Hydrology Report, Final Report, Office 

of Public Works 
5 RPS Consulting Engineers. (2012), Irish Coastal Wave and Water Level Modelling Study (ICWWS) 
6 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works 

 



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2c Newport v3.docx 2 

 

• Western CFRAM UoM 32 Inception Report 7 

• Western CFRAM UoM 32 Hydrology Report 8 

• Western CFRAM UoM 32 Hydraulic Modelling Report 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 1 - Hydraulic Modelling 
Method Statement  

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 3 - Flood Risk Maps 
(including cross sections and long sections.  

• Newport AFA Model Check File 

1.3 Watercourse and catchment overview 

The Newport River (alternatively known as the Black Oak River) has a catchment of 146km2 as it 
enters Newport.  The catchment is mountainous, draining the southern slopes of the Nephin Beg 
Range, where it rises to 600mOD and has a mean altitude of 133mOD.  The gradient of the 
watercourse as a whole (S1085) is 4m/km, which is only moderately steep.  This is because the 
river flows down Glen Hest with only a small drop in elevation between the outlet of Lough Beltra 
and Newport, 10km downstream.  Two thirds of the catchment area drains through Lough Beltra.  
The influence of the Lough is indicated by the value of FARL, 0.88, which signifies a moderate 
degree of flood attenuation.  Half of the catchment is covered with peat, largely upland blanket 
bog.  Deeper but poorly-drained mineral soils are found on the lower lying land.  The modelled 
length of river is 2.5km, and runs from the townland of Drumlong to discharge into Newport Bay. 

Two other watercourses are within the study area.  The Barrackhill Stream and Caulicaun River 
run in an east-west direction parallel to the Newport River.  The Barrackhill and Caulicaun Streams 
are fed by Derryloughan Lough and Bleachyard Lough respectively.  These loughs attenuate the 
run off from surrounding bog land.  The Caulicaun Stream and Barrackhill Stream drain an area of 
1.01km2 and 1.15km2 respectively.  Figure 1-1 highlights the study area and main features. 

                                                      
7 JBA Consulting (2012), Western CFRAM Unit of Management 32 – Errif/Clew Bay Inception Report, Final Report, Office 

of Public Works 
8 JBA Consulting (2014), Western CFRAM Unit of Management 32 – Errif/Clew Bay Hydrology Report, Final Report, Office 

of Public Works 
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Figure 1-1: Newport AFA overview 

 

1.4 Available data 

1.4.1 Survey data 

Cross sectional survey was collected by CCS Surveying in Work Package 5 as part of the National 
Survey Contract No. 6 and delivered in March 2013, and supplementary survey relating to the 
Barrackhill Stream was collected under Infill Survey Contract 6, delivered by 6 West Surveying in 
January 2014.   

The abbreviated version of each watercourse name represented in the hydraulic models is detailed 
in Table 1-1. 

Table 1-1: Abbreviated watercourse names 

Reference Description Corresponding Model Code 

32NEWP Newport River T1 

32BARR Barrackhill Stream T2 

32CAUL Caulicaun Stream T3 

 

LIDAR data has been collected for use in the model.  Data has been provided in both filtered and 
unfiltered formats in a 2m grid resolution.  The LIDAR was flown between November 2011 and 
August 2012. 

A comparison of LIDAR levels against the surveyed cross sections was completed as part of the 
survey review process.  This compared spot levels collected on roads or in open spaces and found 
an average difference between the two of 48mm, therefore no adjustment to the LIDAR was 
required to match the survey data. 
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Figure 1-2: LIDAR data supplemented by the National Height Model 

 

However, as shown in Figure 1-2, the LIDAR survey did not cover the full model domain, so this 
data was supplemented using the OPW National Height Model (NDHM).  The NDHM was 
resampled to a 2m grid and was used to supplement the missing data.  The grey polygon outside 
the green boundary corresponds to the supplementary data provided by the National Height 
Model.  The impacted area of the model does not include receptors at risk, and is intended only to 
channel flows up the Newport River.  A comparison of these datasets showed some wide variations 
between the two datasets, with a minimum difference of -5m and a maximum of 3m, however no 
consistent variations were observed with the average difference equalling 0.0m.  No adjustments 
were therefore made to the National Height Model9 before merging with the LIDAR. 

CCTV survey 

Where long culverts were identified in key flood risk areas, additional CCTV survey was collected 
to supplement the cross sectional survey.  In Newport, CCTV survey of the 145m culvert on the 
Barrackhill Stream at cross section 32BARR00064I was carried out by AQS and delivered in April 
2014.  The result of the CCTV survey proved inconclusive in establishing the control of flow 
throughout the culvert. Over 80m of the culvert was not surveyed and more importantly this 
included the upstream section. This was because of the uneven nature of the bed of the culvert 
and the limitations of the surveying equipment used. The inlet culvert has ladder steps embedded 
into the culvert walls so this has influenced the culvert roughness chosen in the model, see Figure 
1-3. No other major modelling changes were made to the culvert. To improve the model accuracy 
it would be useful to further investigate the controlling mechanism at the upstream section of the 
culvert. This could be done with more advanced equipment to dam, clean and inspect the culvert. 
Only then could the culvert be modelled correctly and in detail.  

                                                      
9  This dataset contains elevation data supplied to Ordnance Survey Ireland Malin Head datum.  It is available as a 10m 

grid Digital Terrain Model (DTM) or as 10m Contours 
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Figure 1-3: Barrackhill culvert 

Left - upstream face of culvert 
Above - internal 5m of culvert 

 

Changes following completion of the baseline survey 

Following the completion of the baseline survey feedback was received from a local resident at 
the public consultation day that an additional defence had been constructed.  This structure is 
located on the right bank of the Newport River around the property on Castlebar Street with a 
history of flooding, see Section 3.  Survey of this structure was collected by Six-West Ltd in May 
2015.  

Figure 1-4: New defence structure around property on Castlebar Street 

 

The effect of this structure has been to reduce the fluvial risk of flooding to this property from the 
2% AEP to in excess of the 0.1% AEP event.  The risk of tidal flooding is reduced from the 10% 
AEP to the 0.5% AEP event, although in the 0.5% AEP event depths are unlikely to exceed the 
property threshold level.  The structure also incorporates a demountable barrier at the access 
point, see Figure 1-4, and if this is installed by the owner during a flood event the defence will 
provide the 0.5% AEP tidal flood level with 0.4m freeboard.  

Owing to the later date of the survey for this structure, this hydraulic model report has not been 
revised to reflect this change on the ground.  The structure is however incorporated into the final 
flood maps.  The demountable barrier is not included in the final maps as this requires a response 
from the individual property owner. 

1.4.2 Hydrometric data 

A summary of hydrometric data within the AFA is provided in Table 1-2 and an overview of gauge 
locations is provided in Figure 1-1.  
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Table 1-2: Hydrometric gauging stations in the vicinity of the AFA 

Number Type Use in calibration 

32012 - 
Newport Weir 

Active recorder upstream 
of Newport Weir.  

Yes (The modelled water level will be compared 
against the recorded data). 
Active since 1981 

 

As part of the study a review of the rating curve at this gauge has been completed.  Full details of 
this review are detailed in the WCFRAM Hydrology Report for UoM 32.  

The largest recorded events on record occurred in 1986, 2006 and 2011, but at none of these 
events was flooding of property or roads reported.  Each of these events had peak event flows 
around 36m3/s to 37m3/s and are between the 10% and 5% AEP events. 

1.4.3 Tide data 

The term extreme still water sea-level refers to the level that the sea is expected to reach during 
a storm event of a particular AEP due to a high tide and the passage of a storm surge.  The 
extreme sea level tidal graphs were developed using Highest Astronomical Tide (HAT) tidal data 
for the west coast.  An appropriate surge profile was then applied which increases sea levels above 
the tidal levels.  This was done for a range of return periods.   

The extreme sea levels were informed by the Irish Coastal Protection Strategy Study (ICPSS) 
deliverables.  There is no tide gauge in the vicinity of the AFA with which the hydraulic model could 
be calibrated.  The nearest tidal gauges are the Rossaveel Pier gauge in Rossaveel (straight-line 
distance of approximately 70km to Newport) and Ballyglass tide gauge (straight-line distance of 
approximately 47km to Newport).  They are operated by the Office of Public Works and the Marine 
Institute respectively.   

The largest recorded event at the time of modelling occurred on the 3rd January 2014.  The event 
had a peak tide level of 3.0mOD at the Ballyglass gauge and 3.4mOD at the Rossaveel Pier gauge.  
Based upon the extreme sea levels supplied as part of the ICPSS, these levels are equivalent to 
the 0.1% and 1% AEP event at the Ballyglass and Rossaveel Pier gauges respectively.  Given the 
distance between these two gauges and the Newport AFA it will not be possible to establish the 
level that occurred in Newport for that event. 
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2 Hydraulic modelling 

2.1 Context 

This section should be read in conjunction with the Hydraulic Model Report: Volume 1a: Hydraulic 
Modelling Method Statement and the Newport Hydraulic Model Check File.  The Method 
Statement provides an overview of the elements of both the 1D and 2D model construction and 
the following section of the report describes how they were applied to the Newport AFA. 

2.2 Key hydraulic structures 

There are a number of structures, including bridges, culverts and weirs on the Newport River and 
the Caulicaun and Barrackhill Streams.  Only those key hydraulic structures which dictate water 
levels and flows routes in the vicinity of key flood risk areas are summarised in Table 2-1. The 
other structures are detailed in the model check file. 

Table 2-1: Key hydraulic structures on the Newport River 

Structure Name Description Photograph 

Weir at 
32NEWP00244W 

Jagged weir with an 
approximate 2.25m drop 
in bed elevation 
between upstream and 
downstream faces 
There is an approximate 
500mm peak difference 
in upstream and 
downstream water 
levels. 

 
 

Weir at 
32NEWP00223W 

Jagged weir with an 
approximate 0.40m drop 
in bed elevation 
between upstream and 
downstream faces. 
There is an approximate 
700mm peak difference 
in upstream and 
downstream water 
levels. 

 
 

N59 Road Bridge 
at 
32NEWP00087D 

Triple-span masonry 
arch bridge with a 1.98m 
drop in bed elevation 
between upstream and 
downstream faces. 
There is an approximate 
1100mm peak difference 
in upstream and 
downstream water 
levels.  This can be 
attributed to the fall of 
the tide on the 
downstream face of the 
bridge.  
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Table 2-2: Key hydraulic structures on the Barrackhill Streams 

Structure Name Description Photograph 

Culvert at 
32BARR00064A 

The structure is 144m in 
length and findings from 
CCTV survey showed 
multiple changes in 
shape geometry within 
the culvert.  
 
 

 
 

Culvert at 
32BARR00031A 

Culvert with a trash 
screen attached. 
 

 
 

 

Table 2-3: Key hydraulic structures on the Caulicaun Streams 

Structure Name Description Photograph 

Culvert at 
32CAUL00019A 

Circular culvert 9m in 
length.  

 
 

2.3 Hydraulic roughness 

Reaches of similar hydraulic roughness have been identified from survey photos and drawings.  
Manning's 'n' values for both the river bed and banks to bank top within each of these reaches are 
summarised in Table 2-4.  
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Table 2-4: Reach hydraulic roughness values 

Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32NEWP00247 
to 
32NEWP00223A 

Bed - 0.040 Stones. 
Right Bank - 0.100 
Extensive tree cover 
Left Bank - 0.040 
Light grass and open 
ground 

 
 

32NEWP00223B 
to 
32NEWP00197 

Bed - 0.040 Stones. 
Right Bank - 0.050 Rough 
grass and open ground 
Left Bank - 0.065 
Dense vegetation 

 
 

32NEWP00188 
to 
32NEWP00087D 

Bed - 0.040 Stones. 
Right Bank - 0.050 Rough 
grass and open ground 
Left Bank - 0.060 
Dense vegetation 

 
 

32NEWP00083 
to 
32NEWP00000u 

Bed - 0.040 Stones. 
Right Bank - 0.450 Road 
and open ground 
Left Bank - 0.060 
Dense vegetation 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32BARR00129 
to 
32BARR00013A 

Bed - 0.050 Long 
grasses, reeds and some 
trees in channel. 
Banks - 0.060 Vegetation 
 

 
 

32BARR00003B 
to 
32BARR00000 

Bed - 0.045 Stones. 
Banks - 0.040 Rough 
stone walls and trees 
 

 
 

32CAUL00065 
to 
32CAUL00000X 

Bed - 0.050 Stones. 
Banks - 0.060 Trees 
Vegetation 

 
 

2.4 1D-2D boundary 

Bank top spot level survey data is available between cross sections along the Newport River. It 
has been used to develop the 1D-2D boundary along this watercourse.  Where bank top data was 
deemed to be too sparse, or did not accurately reflect the position of the river crests as included 
in the model, levels have been derived using the existing survey data or supplemented by values 
extracted from LIDAR.  The 1D-2D boundary on the Barrackhill and Caulicaun Streams was 
extrapolated between cross section bank levels. 

2.5 Defences and walls 

Figure 2-1 provides an overview of the defences and walls discussed in the following sections.  
Identification numbers for each structure are included in the relevant tables. 
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Figure 2-1: Newport AFA defence overview 

 

2.5.1 Defences 

There are no formal (i.e. OPW, local authority or privately maintained) or informal effective 
defences identified within the AFA. 

2.5.2 Walls 

Informal ineffective structures identified with the AFA are detailed in Table 2-5.  These structures 
are not assumed to function as flood defences and are either bypassed in the model or have been 
removed to allow flooding beyond them.  The ID numbers in the table below (i.e. 216) relates to 
the ID shown on Figure 2-1 above.   

Table 2-5: Ineffective walls 

Description and 
Location 

Modelling 
Method 

Photograph 

214 
32NEWP00083- 
32NEWP00041 
 
Substantial wall, 
but has some 
gaps in it. 
 

Informal 
Ineffective Type 1 
 
Modelled as 
surveyed 
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Description and 
Location 

Modelling 
Method 

Photograph 

216 
32NEWP00089 

Informal 
Ineffective Type 3 
 
Removed from 
model 
 

 
217 
32NEWP00197- 
32NEWP000095D 
 
 

Informal 
Ineffective Type 2 
 
Removed from 
model 

 
 

218 
32NEWP00202D- 
32NEWP00197 

Informal 
Ineffective Type 2 
 
Removed from 
model 

 

 
215 
32BARR00002 

Informal 
Ineffective Type 2 
 
Removed from 
model 
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Description and 
Location 

Modelling 
Method 

Photograph 

219 
32BARR00045- 
32BARR0003J 

Informal 
Ineffective Type 1 
 
Modelled as 
surveyed 
 

 

2.6 Floodplain 

A 2D cell size of 2m has been selected for the Barrackhill and Caulicaun models due to their small 
size.  A cell size of 4m has been used for the Newport River model as this provided sufficient detail 
in the key flood risk areas of the AFA. 

Roughness values have been assigned to the floodplain using values detailed in the Modelling 
Method Statement. 
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3 Flood history, model calibration and validation 

3.1 Calibration versus validation 

Where a recording flow gauge is located in or near the site and this data is accompanied by 
historical data from a flood event (such as flood extents, or spot levels), then it is possible to 
undertake calibration of the model.  This process would involve running the recorded flows through 
the model and changing model parameters, such as Manning's 'n', to match the flood extents or 
levels that were observed.  Ideally, a second event would then be run through the model and used 
to validate the outputs.   

While it is possible to simulate flows recorded at a gauge in the model, without any record of the 
impact of the event the model cannot be calibrated and the checking process is limited to a 
confirmation that predicted extents match expectations based on topography and local knowledge. 

If there is no gauge data available but there are historical records of flooding, then the predicted 
extent from an appropriate design event with a similar exceedance probability to the historical flood 
event can be used as a sensibility check of the predicted flooding frequency. 

3.2 Flood history 

Key flood risk areas have been identified in the Flood Risk Review and Inception Reports.  Table 
3-1 shows a summary of historical flood events, and includes a note on whether they have been 
used to calibrate or validate the model.  

Table 3-1: Summary of flood history 

Area affected Main Flood 
Mechanisms 

Recorded Flood 
Event 

Use in Model 
Check 

Quays Road High tides and storm 
surge (Newport 
River) 

Recurring Corroborates 
2011 validation 
run 

R311 Road High tides and storm 
surge (Newport 
River) 

Recurring Corroborates 
2011 validation 
run 

Drumlong area Fluvial with high tide 
(Newport River) 

Recurring Corroborates 
2011 validation 
run 

R317 Fluvial (Newport 
River) 

September 2011 Sensibility 
check- 

Quay Road and 
R311 Road 

Fluvial with high tide 
(Newport River) 

January 2014 Sensibility 
check- 

Hotel Newport car 
park and Quay 
Road have flooded  

Fluvial (Barrackhill 
Stream) 

31st January/1st 
February 2004 
8th December 2007 
20th/21st January 
2008 

Sensibility 
check- 

 

A summary of the available hydrometric data was provided in Section 0.  The Newport River is the 
only river within the AFA with a gauge.  

The calibration of the hydraulic model has been completed using the 32012 Newport gauge.  This 
gauge is located approximately 2km upstream within the AFA.  Levels extracted from this gauge 
have been converted to flows using the updated rating curve detailed in the WCFRAM Hydrology 
Report for UoM 32. 

The Barrackhill flood history, identified in Table 3-1, comes primarily from a report commissioned 
by affected landowners who were directly impacted by the listed events10. The report collates 
earlier information drafted by E.G Pettit Consulting Engineers in 2004, who were commissioned 
by Mayo County Council, and combines it with the findings of the 2007 and 2008 floods. Each 

                                                      
10 Report on the flood analysis on Bleachyard Drainage Ditch at Quay Street, Newport, Co. Mayo. (For Angela & Martin 

Corcoran, Georges St., Newport, Co. Mayo.) KC Surveying, 2008. 
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event resulted in the Quay Road being flooded, with the hotel car park and Corcoran’s shop 
(specifically the rear storage room and an adjacent apartment) experiencing approximately 100mm 
of water. The report goes on to state the flood problem at this location is caused by a combination 
of the following: 

• High tide at the outlet 

• The capacity of the Barrackhill culvert system is perhaps less than the catchment-
generated run-off 

• Impediments to flow in the culvert system such as bicycles and vegetative debris 

 

Unfortunately, there is very little information available as to the flow rates, levels and event duration 
of each flood. Therefore, it would be very difficult to accurately assess each event in the hydraulic 
model without such information. However, a rough flood extent map for the 2007 and 2008 events 
included in the report can be compared against the CFRAM results to evaluate hydraulic model 
performance. The public consultation event for Newport in fact highlighted debris build up is a 
significant issue.  At this event high water levels were attributed to poor maintenance of the 
channel, debris build up at the trash screen immediately downstream of the car park and debris 
build up in at a constriction in the channel downstream of the trash screen, see Section 3.2.3.   

As there is very little supporting information available with regards to reliable flood extents and tide 
levels, the calibration exercise has focused on the validation of flow routes and overall modelled 
extents i.e. a 'ground-truthing' exercise.   

Two events in particular were analysed on the Newport River; the 3rd January 2014 tidal event 
and the 17th October 2011 fluvial event.  On the Barrackhill watercourse an assessment of the 
implications of blockage was completed.   

3.2.1 3rd January 2014 Event on Newport River 

The event in question occurred at high tide on the morning of the 3rd of January.  It was a short 
duration event, with very little evidence of the event being visible upon JBA's site visit on the 9th 
of January.  

Flooding of one property was reported on the Castlebar road in Newport.  The flooding was from 
a combination of high tide, fluvial flooding from the river and potentially pluvial from across the 
road.  Flood water receded very quickly as the tide turned.  The owner reported that the water 
came over the wall in her garden before entering the house.  The probable and observed flood 
extents for the 3rd January event can be examined in Figure 3-1. 

As stated above, this was the only reported property flooding in the area; this is indicated on the 
map as a red cross.  The second red cross relates to the garage of that property, which also 
flooded.  Flooding of land also occurred in the quay area but no flooding of property has been 
reported.  No property owners in the quay area were present at the time of the site visit. 
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Figure 3-1: Probable flood extents in Newport for the 3rd January 2014 event 

 

3.2.2 17th October 2011 Event on Newport River 

The largest fluvial event on record in recent times occurred on the 17th October 2011.  Its 
magnitude, in the region of 36m3/s with an AEP of between the 10% and 5%, was comparable to 
events such as those in 1986 and 2006, as detailed in Section 0.  However, there is very little 
supporting information available for this event.  Thus, one would conclude that: 

• The event was not particularly damaging to properties.  Otherwise, there would have been 
extensive reports and/or news articles devoted to the event. 

• It adds weight to the view that the major contributor to flood risk in Newport from the 
Newport River is excessive tide levels rather than large fluvial flows. 

The October 2011 event will be discussed in greater detail in Section 3.3.2. 

3.2.3 Blockage on the Barrackhill Watercourse 

Fluvial flooding of Barrackhill Stream impacts properties along Quay Road adjacent to the 
intersection with the N59 on the north side of Newport.  There is a history of flooding at this location, 
most notably recent flood events occurring on the 31st of January/1st of February 2004, the 8th of 
December 2007, and 20th/21st of January 2008. In each case obstructions were observed within 
Barack Hill Stream including sedimentation, debris and larger objects including bicycles. An ad 
hoc approach to the extension of culverts under the N59 has resulted in decreasing culvert 
dimensions in the direction of flow, and presents a significant risk of obstructions within this culvert.  
Following the 2004 flood event, a trash screen as shown in Figure 3-2 was located at the culvert 
entrance adjacent to Quay Street.  The trash screen has reportedly helped with the frequency of 
flooding upstream, however the screen design is still susceptible to obstruction during flood events. 
It does not conform to current screen design standards. 

The culvert downstream of the trash screen is approximately 120m long and emerges into a stone 
lined open channel downstream of Craobh Bán. This channel is in relatively poor condition with 
heavy vegetation lining the top of bank.  Over-channel access to residential properties have 
previously been identified as likely locations for blockage from debris within the channel. The 
structural integrity of the stone wall within the channel is also failing, allowing the collapse of the 
channel walls as shown in Figure 3-3.  
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Figure 3-2: Trash Screen on Barrackhill Stream at Quay Road 

 

 

Figure 3-3: River channel collapsing between two walls along Quay Road 

 

 

3.3 Model validation  

The model validation that is achievable for Newport is extremely limited, and varies by 
watercourse.  On the Newport River, there is a flow gauge, which provided input to the model, but 
little historical fluvial flood records.  There is evidence of tidal flooding, but no tide gauge.  There 
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are anecdotal comments relating to flooding from the Barrackhill Stream, but no knowledge of the 
flows which may have caused the flooding, and no information on contributing factors such as 
blockage.  There is neither flow data nor records of flooding on the Caulicaun. 

Overall the checking of the models is limited to a sensibility check on flood extents to ensure any 
out of bank flows that occur seem to represent reality, e.g. no properties are flooded in low return 
period events. 

3.3.1 Newport River 3rd January 2014 event  

As there is no nearby tide gauge, measured tide levels could not be compared with the flood 
extents observed for the 3rd January event.  However, lower return period events were input into 
the model and compared against the observed extents to validate the overall model performance.   

It was found that the 1% AEP event (T100) most closely resembled the extent recorded. 

The results of the hydraulic modelling, as shown in Figure 3-4, have been compared against the 
evidence gathered by JBA's 9th of January site visit, as shown in Figure 3-1, to evaluate model 
performance.   

The out-of-bank inundation and flood extents created using the hydraulic model resemble those 
described to the JBA inspection team for the 3rd of January event.  In summary, the property 
owner explained that the trampoline in their back garden had been fully immersed in the flood.  
This trampoline, based on the photographic evidence collected by JBA, is approximately 450mm 
in height.  The depth of flooding, as derived using the hydraulic model, at the same location is 
approximately 400mm.  On this basis, it would seem reasonable to conclude that the model is 
performing satisfactorily. 

It should be noted that the model does not take into account other, local, sources of flooding, such 
as; 

• No account has been made for local surface water runoff. 

• A wastewater pumping station adjacent to the property overflowed, resulting in sewage 
being deposited in the garden.  No account has been made in the model for this 
contribution. 
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Figure 3-4: Overview of 3rd January 2014 modelled flood extent  

 

Figure 3-5: Detailed view of confirmed property flooding for the 3rd January 2014 (per JBA site-visit) 

 

3.3.2 Newport River 17th October 2011 fluvial event 

One of the largest fluvial flows on record, as recorded by station 32012, occurred on the 17th of 
October 2011.  According to the gauged data, the event peaked at 15:00: with flow of 36.82m3/s.  
As there is no tide gauge in the immediate vicinity of the AFA, it is difficult to determine the return 

GFGFGFGFGFGF
DD

[0 40 80 120160 200
Metres

© Ordnance Survey Ireland. All rights reserved. Licence

Number EN0021016

D Property flooding

GF Possible flooded properties

Probable Flood Extent

Observed Flooding

3rd January 2014 Modelled Extent

Confirmed property flooding

Unconfirmed property flooding

Newport River

Newport Quay

R311/Castlebar Road

D

D

[0 6 12 18 24 30
Metres

© Ordnance Survey Ireland. All rights reserved. Licence

Number EN0021016

D Property flooding

GF Possible flooded properties

Probable Flood Extent

Observed_Flooding
3rd January 2014 Modelled Extent

Newport River



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2c Newport v3.docx 20 

 

period of the associated tide level.  Based on this study's hydrological outputs, this event would 
be approximately equivalent to between a 20% and 10% AEP flood (see section 4.1). Figure 3-6 
shows the hydrograph recorded at Newport Weir for this particular event (the peak occurs at 31.52 
model hours).  This hydrograph has been used as the inflow boundary for this modelled event.  
The 50% AEP tidal event was deemed an appropriate downstream boundary due to the lack of 
anecdotal testimony with regard to flooding in 2011.  As the main source of flooding in Newport is 
tidal in nature, the 2011 event would have been more important in the AFA's flood history if tide 
levels had been relatively high.  Thus, the choice of the 50% AEP tide graph as the downstream 
boundary is justified.   

Figure 3-6: 17th October 2011 Newport Weir gauged flow data 

 

Figure 3-7  shows the modelled flood extent for the 17th October 2011 event.  Flooding occurs in 
all of the expected areas, as highlighted in Table 3-1.  The R311/Castlebar Road and Quay areas 
are particularly affected.  However, there is very little impact upon properties; which is to be 
expected for an event that has minimal supporting information.  The recorded flows from the 
gauging station during the peak of the event have a data quality F of 'E', denoting that the flow 
estimates have been derived by extrapolation of the rating curve.  Thus, the fluvial inflow attached 
to the model at its upstream extent may not be a true reflection of the actual river flow.  However, 
it will suffice in the absence of any other gauge information. 

A second run was conducted that allowed the model to reach its fluvial peak 6 hours earlier than 
the previous model run.  Thus, the fluvial flow peaked in a trough of the tidal cycle.  There is 
negligible difference in terms of flood extent between each model. 
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Figure 3-7: October 2011 modelled flood extent 

 

Figure 3-8: October 2011 modelled flood extent - eastern portion of the AFA 
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Figure 3-9: October 2011 modelled flood extent - western portion of the AFA 

 

3.3.3 Barrackhill Stream blockage assessment 

Following discussions with local residents the restriction in the channel shown in Figure 3-3 was 
included in the hydraulic model.  The modelled 1% AEP flood extent better reflects the reported 
flood history with Quay Road with the inclusion of this obstruction within the channel.  The 
floodwaters reach Quay Road in the 5% AEP event, whilst the Quay Road N59 junction is 
inundated in the 1% AEP as shown in Figure 3-10 and Figure 3-11 respectively.  
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Figure 3-10: 5% AEP Peak Flood Depth at Quay Road / N59 intersection 

 

 

Figure 3-11: 1% AEP Peak Flood Depth at Quay Road / N59 intersection 

 

The predicted flood frequency in the design model still does not reflect the flood history given the 
assumption of a blockage free flood event.  To replicate the observed flood frequency requires 
some consideration of the build-up of debris in the channel as reported from the various sources. 
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Three locations along Barrackhill Stream were identified as having the potential to increase flood 
risk resulting from blockages within the waterway. These are a long culvert adjacent to the R317 
Road, a poorly designed trash screen adjacent to Quay Road and a collapsing channel also 
adjacent to Quay Road further downstream.  These locations and the design event flood extent 
are provided in Figure 3-12.  

The inlet to the long culvert adjacent to the R317 Road is located a short distance upstream of the 
N59.  This culvert has a problematic history. The second half of the culvert is reported to be a 
legacy culvert from an old railway line, the remnants of which can still be seen adjacent to the N59, 
and is not of sufficient size to prevent pooling of water upstream of the culvert in the 1% AEP fluvial 
flood event.  The beginning section the culvert has been extended in an ad hoc manner as part of 
developments in the area, the works using precast manhole shafts in places where debris 
collection on the ladder rungs within the culvert is likely.  Whilst flooding does occur upstream of 
this structure, this is not the focus of this blockage assessment as no dwellings are directly 
impacted within the design event under current conditions. 

 

Figure 3-12: Locations of blockage risk on the Barrackhill Stream 

 

Downstream of the long culvert the gradient of the channel reduces and the channel runs along 
Quay Road.  It is this area around the junction of the N59 and Quay Street that is prone to flooding 
with properties on the left bank having flooded in the past.  Downstream of this, the channel enters 
another culvert on which a trash screen has been installed to reduce blockage within the culvert.  
The trash screen has reportedly helped with the frequency of flooding upstream, though remains 
a likely location of debris blockage in fluvial events.   

Downstream of this culvert the channel enters a steep sided narrow channel.  The sides of the 
channel in this location have slumped and it is this location which is reported to collect woody 
debris from the local channel and result in flooding upstream. The impact of blockage at this 
location has been assessed in the following sections. 

Downstream of the open channel, the Barrackhill watercourse continues to the sea.  Culvert 
upgrades through this downstream reach in the past have reduced the risk of blockage in this area. 

The effect of a debris blockage in the location of the slumping channel has been assessed by 
further narrowing of the channel in this location by 30% and 67%.  
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There is a significant increase in flood risk as a result of blockages for the 10% AEP fluvial flood 
event as the flood extent is dramatically increased across Quay Road in both the 30% and 67% 
channel blockage scenarios. The 67% blockage scenario results in increased flood depths across 
Quay Road and properties are affected on the south side of the road as shown in Figure 3-13. It 
can also be seen that the effects of this blockage extent upstream of the long culvert adjacent to 
the R317 Road. 

The 1% AEP fluvial flood event model results identify only a minor increase in flood extents as 
shown in Figure 3-14, however flood depths across Quay Road have increased from by 
approximately 0.2m. This results in a significant increase in flood risk and property damage to the 
properties at the Quay Road / N59 intersection.   

The blockage scenario modelling clearly illustrates that flood risk from fluvial events in Barrackhill 
Stream is sensitive to flow obstructions within the open channel downstream of Quay Road. Flood 
depths are increased in 1% AEP fluvial flood events but it is also important to consider the 
frequency of flooding to the properties on Quay Road, which is also increased and better matches 
the reported frequency of flooding. 

Figure 3-13: 10% AEP Blockage flood risk maps 
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Figure 3-14: 1% AEP Blockage flood risk maps 

 

3.4 Stakeholder Engagement 

Throughout this process OPW regional engineers and local authority engineers have been 
consulted in the form of steering group, progress group and engineer meetings and their input has 
feed into the flood maps. 

Public Consultation Day (PCD) - 30th of October 2014 

On October 30th 2014 a public consultation was held at the Hotel Newport in Newport to present 
the flood maps for the town and solicit comments and feedback.   

This PCD was attended by 8 people.  At the PCD attendees were invited to leave feedback, in the 
form of a questionnaire.   The questionnaire sought feedback on resident's knowledge of flooding 
in the town including the locations of flooding and the frequency of flooding.   

Table 3-2 outlines the feedback received at the day relevant to the study and a note regarding how 
this information has been accommodated by the study. 
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Table 3-2: PCD Feedback 

Comments Received Study Response 

On the Barrackhill watercourse flood risk has 
increased as a result on ongoing 
developments, including the Rosmore 
Housing Estate.   

A report in 2004 by E.G. Pettit discussed the 
capacity limitations of the downstream 
culverts on Barrackhill and made proposals 
to alleviate this flood risk.   

A second report in 2008 investigated the 
flooding December 2007 and January 2008. 

The 2004 has been reviewed as part of this 
study.  Calibration of observed flood risk on 
this watercourse has noted the flood extents 
detailed in the 2008 report to confirm the 
outputs for the study are valid.  The 
importance of blockage on this watercourse 
has been noted and further assessments 
completed in this regard to provide 
appropriate understanding of the ongoing 
flood risk on the Barrackhill watercourse. 

The Barrackhill channel adjacent to Quay 
Road narrows significantly and there is 
evidence that the sides of the channel are 
collapsing.  This section is also overgrown 
and can get easily blocked. 

The constriction in the channel has been 
noted and incorporated into the hydraulic 
model.  Further analysis on blockage at this 
location has also been completed. 

There is frequent flooding at the N59 and 
Quay Road junction.  The report by 
E.G.Pettit in 2004 suggests 30-40% 
blockage in culverts downstream due to 
sunken pipes. 

See response above. 

There is flooding on the R317 with the 
entrance to the school flooded following 
heavy rain. 

CCTV survey of the culvert running adjacent 
to the R317 has been collected.  This data 
has been incorporated into the model to 
better represent flood risk at the entrance to 
the school. 

Riverside house adjacent to the Newport 
River has recently had a wall constructed 
around it to prevent flooding.   

This structure has been surveyed and is 
included in the hydraulic model. 
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4 Application of hydrology 

4.1 Hydrological estimation points 

Design flows have been developed at a series of Hydrological Estimation Points (HEPs) 
throughout the catchment.  Full details of the development of these flows are provided in the 
WCFRAM Hydrology Report for UoM 32. 

The locations and names of all the HEPs within the Newport AFA are presented in Figure 4-1 and 
are also shown on the cross section plan in Volume 3 of the Hydraulic Modelling Report. 

Figure 4-1: Newport AFA HEP locations 

 

4.2 Application of design flow estimates 

4.2.1 Hydrograph shapes 

Inflow hydrograph shapes for each watercourse have been developed from the Flood Studies 
Report (FSR) rainfall runoff method.  This approach has been tested (with results detailed in the 
Hydrology Report) and with the exception of a few gauges this found the FSR approach to provide 
the best fit against gauge data.  Inflows are located at the upstream limit of each watercourse.   

A critical storm duration of 19 hours has been applied to the Newport River.  For the Barrackhill 
Stream a 9 hour storm duration was applied because it is a considerably smaller catchment and 
has a shorter main river length, and on the Caulicaun a storm duration of 15 hours has been 
applied. 

The FSR method, applied using a uniform design storm for all sub-catchments within a model, 
imposes a structure on the model inflows with realistic relative timings of the hydrographs.  This 
avoids the need to apply the FSU regression model for relative timings of hydrographs at a 
confluence; an approach which is associated with a large standard error.  Because the FSR 
method is being used only to control the shape of the hydrographs rather than the magnitude of 
the peak flows (which are based on the HEPs), there is no benefit to identifying a critical storm 
duration, i.e. one that results in the highest peak flow or water level.  However, in order to ensure 
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realistic flood duration, the duration of the design storm has been related to the time to peak for 
the principal watercourse in the model, using the FSR formula that evaluates storm duration from 
time to peak and SAAR.  The potential impact of the critical storm duration on tributary flood extents 
will be reviewed and discussed in Section 6.1.   

4.2.2 Scaling to hydrological estimation points 

For the Newport River, the inflow hydrograph has been scaled to the MAY_001 HEP.  Design flows 
are consistent between the upstream and downstream model extents.  As the model length is 
relatively short, there was no need to apply a lateral inflow for flow balancing purposes. 

On the Barrackhill watercourse the inflow hydrograph has been scaled to the HEP point.  To reflect 
the increase in flows downstream a lateral inflow has been applied between HEP points BRK_002 
and BRK_001, section BARR00089BL to BARR00016B.  This has been derived by subtracting the 
scaled hydrograph shape at BRK_002 from the scaled hydrograph shape at HEP BRK_001. 

For the Caulicaun Stream design flows are consistent between the upstream and downstream 
model extents and there was no need to apply a lateral inflow for flow balancing purposes. 

A summary of the model inflows and application of the design hydrology through these is provided 
in Table 4-1.  The modelled flows in this table are derived from a 1D only model of the channel 
system and not the full 1D-2D model.  Using the 1D only model shows that appropriate inflows 
have been applied to the model to achieve the HEP design flows but avoids problems with flow 
bypassing the HEP in the 2D model and attenuation from floodplains which lowers design flows in 
the channel.  Trying to achieve the design flows using the full 1D-2D model would require 
unrealistic lateral inflows to be used to force more water into the channel. 
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Table 4-1: Summary of hydraulic model design inflows 

 
HEP Name 

 
Cross Section 

Label 

 
Predicted Peak Flows (m3/s) 

 
Flow in Model (m3/s) 

 
Comments 

 
50% 
AEP 

 
10% 
AEP 

 
2% AEP 

 
1% AEP 

 
0.1% 
AEP 

 
50% 
AEP 

 
10% 
AEP 

 
2% AEP 

 
1% AEP 

 
0.1% 
AEP 

 

MAY_001 
 

32NEWP00247 29 38 46 51 73 29 38 46 51 74 Upstream modelled extent of the 
Newport River 

MAY_002 
 

32NEWP00166 29 38 47 51 74 29 38 47 51 74 Flow estimate taken just upstream 
of the influence of the tidal boundary 
downstream. 

BRK_001 
 

32BARR00140 0.1 0.2 0.3 0.3 0.4 - -  - - HEP at the upstream limit of model 
downstream of Clamcloonbeg 
Lough not used. 

BRK_002 
 

32BARR00129 0.3 0.4 0.5 0.6 0.8 0.3 0.4 0.5 0.6 0.8 HEP point applied to upper limit of 
model.  

BRK_003 
 

32BARR00013A 0.5 0.7 1.0 1.1 1.6 0.4 0.8 0.93 1.0 1.2 Attenuation resulting from flow 
constriction at culverts at higher 
return periods.  

CLN_001 
 

32CAUL00151 0.1 0.2 0.3 0.3 0.4 - - - - - HEP point is located in area of 
marsh and bog and was not 
modelled 

CLN_002 
 

32CAUL00111 0.3 0.4 0.5 0.5 0.8 - - - - - HEP point is located in area of 
marsh and bog and was not 
modelled 

CLN_003 
 

32CAUL00065 0.4 0.6 0.8 0.9 1.3 0.5 0.7 0.8 1.0 1.5 Upstream limit of model. 

CLN_004 
 

32CAUL00017A 0.5 0.7 0.9 1.0 1.5 0.5 0.7 0.9 1.0 1.4 Downstream limit of model 
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4.3 Downstream Boundary 

The downstream boundary of all three models is tidal.  Extreme sea levels have been developed 
as part of the Irish Coastal Protection Study Strategy (ICPSS) at a series of points around the 
WCFRAM coastline.  Figure 4-2 details the location of the nearest ICPSS point to the downstream 
boundary of the hydraulic model. 

Calculated levels from the ICPSS point have been applied to the downstream limit of each of the 
model, but there are uncertainties associated with the extrapolation of a tide point on the outside 
of Newport Bay into the relatively narrow estuary of the Newport River. 

Figure 4-2: ICPSS extreme sea level calculation points 

 

The tidal boundary has been developed from the Highest Astronomical Tide (HAT) series and 
typical surge profile; full details are provided in the WCFRAM Hydrology Report for UoM 32.   

Table 4-2 details the extreme sea levels at the W42 ICPSS calculation point for a range of return 
periods. 

Table 4-2: ICPSS extreme sea level estimates 

ICPSS 
Label 

Predicted Extreme Sea Levels (mOD) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5%  
AEP 

2%  
AEP 

1%  
AEP 

0.5% 
AEP 

0.1% 
AEP 

W42 2.85 3.03 3.16 3.29 3.46 3.58 3.71 4.00 

 

 
  

!(

W42

[0 190 380 570 760 950
Metres

© Ordnance Survey Ireland. All rights reserved. Licence

Number EN0021013

!? Tidal Gauges

!( Extreme Sea Level Location

AFA Boundary



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2c Newport v3.docx 32 

 

5 Model results 

5.1 Model runs 

The model has been run for the following fluvial and tidal events: 50%, 10%, 5%, 2%, 1%, 0.5% 
and 0.1% AEP design events.  For all the fluvial events, the 50% AEP tide level has been used as 
the downstream boundary.  For the tidal events, the 50% AEP fluvial flow has been used as the 
inflow at the upstream end of the model. 

The model has been run for the following present day and MRFS fluvial and tidal events: 50%, 
10%, 5%, 2%, 1%, 0.5% and 0.1% AEP design events.  Only the 10%, 1% and 0.1% AEP design 
events have been run for the HEFS.  Further details of the allowances within the calculations are 
included in the Hydrology Report, but the increased flows include for the impacts of urbanisation 
and climate change.  For all the fluvial events, the 50% AEP tide level has been used as the 
downstream boundary.  For the tidal events, the 50% AEP fluvial flow has been used as the inflow 
at the upstream end of the model. 

Table 5-1 and Table 5-2 detail the full suite of design flows for the HEPs for the MRFS and HEFS. 

Table 5-1: Peak flows for the Mid-Range Future Scenario 

HEP 
reference 

Predicted Peak Flows for the MRFS (m3/s) 

50% 
AEP 

20% 
AEP 

10% 
AEP 

5%  
AEP 

2%  
AEP 

1%  
AEP 

0.5% 
AEP 

0.1% 
AEP 

MAY_001 35.0 41.1 45.3 49.5 55.6 60.6 67.2 88.0 

MAY_002 35.3 41.5 45.6 49.9 56.1 61.2 67.8 88.8 

BRK_001 0.2 0.2 0.2 0.3 0.3 0.36 0.39 0.51 

BRK_002 0.3 0.4 0.5 0.5 0.6 0.7 0.75 0.98 

BRK_003 0.6 0.8 0.9 1.0 1.2 1.3 1.4 1.9 

CLN_001 0.2 0.2 0.2 0.3 0.3 0.4 0.4 0.5 

CLN_002 0.3 0.4 0.4 0.5 0.6 0.7 0.7 1.0 

CLN_003 0.5 0.6 0.7 0.8 0.9 1.1 1.2 1.6 

CLN_004 0.6 0.7 0.8 0.9 1.1 1.2 1.3 1.8 

 

Table 5-2: Peak flows for the High-End Future Scenario 

HEP 
reference 

Predicted Peak Flows for the HEFS (m3/s) 
10% AEP 1% AEP 0.1% AEP 

MAY_001 49.0 65.7 95.4 

MAY_002 49.4 66.3 96.2 

BRK_001 0.3 0.4 0.6 

BRK_002 0.5 0.7 1.1 

BRK_003 1.0 1.4 2.1 

CLN_001 0.3 0.4 0.6 

CLN_002 0.5 0.7 1.0 

CLN_003 0.8 1.2 1.7 

CLN_004 0.9 1.3 1.9 

5.2 Flood risk mapping 

The suite of flood risk maps are provided in Volume 3 of the Hydraulic Modelling Report.   

5.3 Key flood risk mechanisms 

Further to the information presented in the flood risk maps a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

5.3.1 Newport River 

The extent of the flooding from the Newport River is quite limited in both fluvial and tidal scenarios 
as the channel is large enough in most locations to cater for extreme events.  The hydraulic model 
confirmed that the greater source of flood risk is from tidal inundation rather than excessive fluvial 
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flows.  Indeed, the property discussed in Section 0, and locations downstream of this point would 
be more vulnerable to changes in tide levels than alterations in flow.  However, the opposite would 
be true for properties located further upstream, particularly in the Drumlong townland. 

Flooding at Newport Quay 

Flooding at Newport Quay is governed by extreme tide levels rather than excessive fluvial flows.  
There are approximately 2 properties at risk in the 10% AEP tidal event.  This number is not 
exceeded for the 0.1% AEP fluvial event.  For the 0.5% AEP tidal event, there are approximately 
9 properties at risk of flooding.  This number would certainly increase when considering the effects 
of climate change. 

Flooding on the Castlebar Road 

There are a small number of properties on the R311/Castlebar Road at particular risk from flooding.  
For the 1% AEP fluvial event, there are approximately 2 properties at risk.  This number does not 
alter upon consideration of the 0.5% AEP tidal event.  The tidal limit on the Newport River, as 
demonstrated by the hydraulic model, is located in the townland of Drumlong, at cross-section 
32NEWP00202B.  This is the downstream face of the Castlebar Road bridge. 

5.3.2 Barrackhill Stream 

There is one house and a farm building that are at risk in the 0.1% AEP fluvial flood event, but 
nothing at lower return period events.  There is no flooding in the 0.1% AEP tidal event but the 
flooding does encroach onto the road adjacent to the hotel.  

5.3.3 Caulicaun Stream 

There are no properties at risk along the Caulicaun Stream.  There is no flooding of properties in 
the 0.1% event; this tidal event has virtually no effect on the flooding so it was decided not to model 
tidal extents further. 
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6 Sensitivity testing 

6.1 Screening of sensitivity test 

The suite of potential sensitivity tests is detailed in Volume 1a: Hydraulic Modelling Method 
Statement.  The application of the sensitivity tests has been an iterative process which allowed 
certain criteria to be screened out.  Table 6-1 summarise the full suite of potential sensitivity tests, 
and highlights those which have not been applicable, and those which have been screened out.  
Further details of these criteria are provided in the following sections.   

The results of testing those criteria which are relevant to Newport are detailed in Section 0. 

Table 6-1: Sensitivity test summary - Newport River 

Sensitivity test Newport River Barrackhill 
Stream 

Caulicaun 
Stream 

Peak flow Tested Tested Tested 

Flow volume Screened out Screened out Screened out 

Critical storm duration Screened out Screened out Screened out 

Roughness Tested Tested Tested 

Building representation Screened out Screened out Screened out 

Afflux / headloss at key 
structures 

Screened out Tested Screened out 

Water level boundaries 
and joint probability 

Tested Not applicable Not applicable 

Timing of tributaries Not applicable Not applicable Not applicable 

Timing of fluvial and tidal 
peaks 

Screened out Screened out Screened out 

Cell size Screened out Screened out Screened out 

6.1.1 Peak flow 

As flow is probably the most critical of all the sensitivity tests it will be important to consider the 
quality of data available in the derivation of the design flows. 

The flow sensitivity scoring mechanism is detailed in the Modelling Methods Statement, and 
produces a score of 12, 27 and 25 for the Newport River, Barrackhill Stream and Caulicaun Stream 
respectively.  Table 6-2 details the flow sensitivity tests carried out as a result of these scores. 

Table 6-2: Flow sensitivity scaling factors 

Watercourse 10% 1% 

Newport River Use QMED uncertainty (1.2) Use QMED uncertainty then 
multiply flows by 1.2 

Barrackhill Stream Use QMED uncertainty (1.37) Use QMED uncertainty then 
multiply flows by 1.5 

Caulicaun Stream Use QMED uncertainty  (1.37) Use QMED uncertainty then 
multiply flows by 1.5 

6.1.2 Flow volume 

The sensitivity to flow volume is required where the flow hydrograph has been generated from 
limited or no data.  On the Newport River, there is a record of events at the gauge.  Although of 
limited return period, this data has been used in the hydrology report to support a lag analysis and 
improve the hydrograph shape for the river. 

The lag analysis was not applied to the Barrackhill and Caulicaun tributaries, however design flows 
on these watercourses are insufficient to cause flooding and a sensitivity test to flow volume would 
not assist in developing an understanding of these watercourses.  This test has not been carried 
out. 
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6.1.3 Sensitivity to roughness 

The flood extents for the existing risk design events show flood risk to property in the 10% AEP 
and 1% AEP tidal events, so sensitivity of the model results to roughness was tested for both 
events. 

A larger flood extent occurs when roughness values are increased, allowing flows to stay on the 
floodplain for longer periods; decreased roughnesses have also been tested.  Table 6-3 
summarises the current roughness values applied within the model over the various reaches and 
the values applied for the 10% AEP and 1% AEP events. 

Table 6-3: Sensitivity to roughness scenarios 

Upstream and 
downstream 
cross section 

Roughness values (Manning’s 'n') and materials 

Existing Risk Roughness sensitivity 

32NEWP00247 to 
32NEWP00223A 

Bed - 0.040 Stones. 
Left Bank - 0.04 
Light grass and open ground 
Right Bank - 0.1 Extensive tree 
cover 
 

Bed - 0.03/0.05 Coarse Gravel 
 
Left Bank - 0.03/0.05 Light vegetation 
 
Right Bank – 0.07/0.15 Tree cover 

32NEWP00223B to 
32NEWP00197 

Bed - 0.040 Stones. 
Left Bank - 0.065 
Dense vegetation 
Right Bank - 0.05 Rough grass and 
open ground 
 

Bed - 0.03/0.05 Coarse Gravel 
 
Left Bank - 0.055/0.075 
Dense vegetation 
 
Right Bank – 0.04/0.07 Rough grass 
and open ground 

32NEWP00188 to 
32NEWP00087D 

Bed - 0.040 Stones. 
Left Bank - 0.06 
Dense vegetation 
Right Bank - 0.05 Rough grass and 
open ground 
 

Bed - 0.03/0.05 Coarse gravel  
 
Left Bank - 0.05/0.07 Dense 
vegetation 
 
Right Bank – 0.04/0.07 Rough grass 
and open ground 

32NEWP00083 to 
32NEWP00000u 

Bed - 0.040 Stones. 
Left Bank - 0.06 
Dense vegetation 
Right Bank - 0.45 Road and open 
ground 
 

Bed - 0.03/0.05 Coarse gravel  
 
Left Bank - 0.05/0.07 Dense 
vegetation 
 
Right Bank – 0.035/0.055 Road and 
open ground 

32BARR00129 to 
32BARR00013A 

Bed - 0.050 Stones and vegetation   
Banks - 0.060 Trees and vegetation. 
 

Bed - 0.040/0.060 Stones and 
vegetation   
Banks - 0.050/0.01 Trees and 
vegetation. 
 

32BARR00003B to 
32BARR00000 

Bed - 0.045 Stones. 
Banks - 0.040 Vegetation 
 

Bed - 0.035/0.055 Stones. 
Banks - 0.030/0.050 Rough stone 
walls and trees 
 

32CAUL00065 to 
32CAUL00000X 
 

Bed - 0.050 Stones. 
Banks - 0.060 Vegetation 
 

Bed - 0.040/0.060 Stones. 
Banks - 0.050/0.070 Vegetation 
 

 

Roughness values in the floodplain have been increased to the upper bound of those values 
quoted in the Hydraulic Modelling Method Statement for the 10% AEP and 1% AEP events.  
Information on a river maintenance regime is not known but the roughness values chosen in the 
model are based on established, industry best-practise.  A visual inspection of each section was 
conducted and an appropriate roughness value was assigned to each part of the section. 
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6.1.4 Building representation 

On the Newport River the current flood extents for the 1% AEP event show approximately 9 
properties at risk of inundation.  However, these properties are at risk of tidal flooding, rather than 
fluvial, and are not located in an area of floodplain where complex flow paths may develop and 
impact on other properties at risk.  There are no properties at risk from the Caulicaun Stream and 
only one at risk from the Barrackhill, so the benefits of testing the representation of buildings in the 
model domain are limited and was not undertaken.   

6.1.5 Afflux/head loss at key structures 

Key structures identified for this sensitivity test are those that have a controlling influence on local 
water levels and the resulting influence may be expected to cause flooding to local receptors.  
These structures have been identified by examination of the long section water level plot through 
the structure, a review of nearby receptors at risk and an assessment of likely flow routes around 
the structure.   

As the predominant source of flood risk on the Newport River is tidal in nature, the headlosses at 
each individual structure would not have a significant impact on the overall flood extents.  
Therefore, this sensitivity test was not conducted for the Newport River.   

For the Barrackhill watercourse, fluvial flood risk is dominant upstream of the long culvert.  This 
has already been modelled conservatively in terms of capacity and has the bend included, however 
the CCTV survey highlighted that the culvert is made up of a series of manhole shaft sections, at 
least for a portion of it, which could significantly increase roughness.  The sensitivity of this 
structure has been assessed by increasing roughness along the internal length from 0.03 to 0.05.  
Losses at the inlet have also been remodelled using a simple loss unit and a K value of 0.44. 

There are no structures influencing flood risk to receptors on the Caulicaun watercourse and as 
such no afflux sensitivity tests have been completed. 

6.1.6 Water level boundaries and joint probability 

The downstream limits of the Newport models are tidal, and a range of design tidal events have 
been run, for both the current and future scenarios.  It is considered that the MRFS and HEFS tidal 
increases, of 0.5m and 1m respectively provide sufficient testing of the downstream model 
boundary.  In addition, the interaction of the tidal boundary and fluvial flows has been tested 
through joint probability analysis. 

To determine the extent to which a joint probability event will result in additional flood risk a 
combined flood event has been modelled.  A conservative approach has been adopted at this 
stage and the 2% AEP fluvial event has been combined with the 2% AEP tidal event.  This will be 
equivalent to an event in excess of the 1% AEP event but will highlight the sensitivity of the site to 
a combined event.  

The model runs show that no new areas of risk arise as a result of the joint probability scenario, 
and in many places the extent is smaller than the individual tidal or fluvial design events.  No further 
testing of joint probability is considered appropriate. 

6.1.7 Timing of fluvial and tidal peaks 

For the design model runs, the fluvial peak has been timed to coincide with the tidal peak, to give 
a conservative result.  Therefore, testing the timing of the peaks would only result in a reduced 
flood extent and has been, on this basis, screened out.  An initial test of timing the fluvial peak with 
the tidal trough was carried out as part of the calibration exercise for October 2011 showed that 
no difference occurred in flood extent. 

6.1.8 Cell size 

Where cell size is greater than 2m and there is the potential for out of bank flooding, the sensitivity 
to model resolution should be tested.  A smaller cell size could potentially develop more 
sophisticated flow routes.  Although using a 4m cell size, the Newport River has limited flood 
extents for the 10% and 1% AEP events mean that there would be little benefit in conducting this 
test for those return periods.  The two smaller tributaries have both been based on a 2m cell size 
so do not need testing. 
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6.2 Sensitivity testing results 

The results of the sensitivity tests have been used to inform the uncertainty bounds as detailed in 
the Hydraulic Modelling Statement.  The uncertainty bound in effect presents the most sensitive 
hydraulic parameters as assessed within the terms identified in Section 6.1 at all locations along 
the modelled reach. 

To simplify the presentation of the sensitivity tests, the uncertainty bound for the 10% AEP and 
1% AEP events has been presented only.  Where different parameters have contributed to the 
development of the uncertainty bound, these are highlighted on the map and in the adjoining text. 

The 10% AEP uncertainty bound is compared to the equivalent predicted flood extent for the 
Newport, Barrackhill and Caulican watercourses in Figure 6-1.  It can be seen from that the 
parameters tested in this event that the models are not very sensitive to changing conditions in the 
10% AEP event.  There is some noticeable increase in extents on the Barrackhill Stream, but no 
new properties are affected.  The Newport River itself is largely unaffected by the sensitivity testing. 

Figure 6-1: 10% AEP event uncertainty bounds - Newport AFA 

 

The uncertainty bound for the 1% AEP event is presented in Figure 6-2 and is compared against 
the original 1% AEP event extent. 

The sensitivity testing shows an increase in flooding, primarily due to peak flow, along all 
watercourses.  On the Newport River, 3 new properties are introduced to the 1% AEP outline.  On 
the Barrackhill Stream, there is a substantial difference in extents, with 5 new properties in the 
uncertainty bounds.  There are no properties added to the extents of the Caulicaun Stream in the 
1% AEP event. 
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Figure 6-2: 1% AEP event uncertainty bounds - Newport AFA 

 

No changes were made to the hydraulic models based on the results of the sensitivity testing 
carried out. 
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7 Model limitations 

7.1 Channel blockage 

Blockage of culverts and small span bridges has the potential to increase flood risk on any 
watercourse.  There are a number of culverts on the Barrackhill and Caulicaun watercourses 
which, if blocked, would cause water to back up in the channel.  Although this is unlikely to cause 
an increase in flood risk on the Caulicaun Stream, there are a number of receptors adjacent to 
culverts on the Barrackhill Stream.  Anecdotal evidence and the presence of a trash screen on the 
downstream culvert, indicates that this is a real risk.  The implications of debris blockage have 
been investigated and the findings confirm this is a significant driver of flood risk to the properties 
in this location. 

7.2 Downstream boundary 

The downstream boundary in the model is the tidal point, W42, taken from the ICPSS.  This point 
is located 12.5km to the south-west from the AFA.  Between the Newport River outfall and the 
estimation point, there are numerous islands and headlands that could impact upon design levels 
at the AFA.  As the primary source of risk on the Newport River is tidal in nature, any distortion to 
boundary levels could be critical in the determination of flood outlines. 

7.3 Informal defence structures 

The informal defence structures included in the model as surveyed are assumed to withstand the 
pressure of floodwater; if they were to fail then the flood extent and hazard may differ from the 
model outputs. 

The model is not able to represent any low level "letterbox" type gaps in defence walls which allow 
surface water on the roads and pavements to return to the watercourses.  This may result in the 
overestimation on floodplain extents and depths.  However, upon close inspection of the Newport 
River defences in Google Streetview, it would seem that only two such gaps could be identified on 
Sandymount Quay. 

7.4 Lack of historical data to compare against  

A major limitation of the model is the lack of gauged and historical data against which flood extents 
could be compared.   

Installation of a tidal gauge at the downstream end of the Newport River that would monitor water 
levels and will inform future flood modelling work.  In conjunction, it is recommended that a 
conscious effort is made to collect as much visual evidence of flooding within the AFA as part of 
any event-investigation works in the future. 
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A Hydraulic model results 

A.1 1D model flows 

Table A-1: 1D model peak current flows 

Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32NEWP00247 29.4 34.542 38.036 41.619 46.724 50.967 56.497 74.032 

32NEWP00244A 29.4 34.542 38.036 41.619 46.724 50.967 56.497 74.031 

32NEWP00243B 29.4 34.542 38.036 41.619 46.724 50.967 56.497 74.031 

32NEWP00240 29.4 34.542 38.036 41.619 46.724 50.967 56.497 74.027 

32NEWP00223A 29.399 34.554 38.051 41.636 46.642 50.706 55.856 68.093 

32NEWP00223B 29.399 34.554 38.051 41.636 46.642 50.706 55.856 68.093 

32NEWP00213 29.399 34.554 38.049 41.634 46.722 50.956 56.461 69.854 

32NEWP00206A 29.399 34.554 38.049 41.634 46.722 50.956 56.457 70.384 

32NEWP00206B 29.399 34.554 38.049 41.634 46.722 50.956 56.457 70.384 

32NEWP00202A 29.399 34.554 38.049 41.634 46.722 50.955 56.46 73.502 

32NEWP00202B 29.399 34.554 38.049 41.634 46.722 50.955 56.46 73.502 

32NEWP00197 29.399 34.554 38.048 41.615 46.544 50.67 55.545 71.457 

32NEWP00188 29.399 34.553 38.047 41.624 46.696 50.936 56.427 73.799 

32NEWP00177 29.399 34.553 38.047 41.624 46.696 50.936 56.428 73.794 

32NEWP00166 29.399 34.553 38.047 41.624 46.697 50.937 56.425 73.794 

32NEWP00156 29.454 34.552 38.047 41.624 46.697 50.937 56.297 71.21 

32NEWP00156A 29.538 34.552 38.047 41.624 46.697 50.937 56.31 71.821 

32NEWP00149B 29.538 34.552 38.047 41.624 46.697 50.937 56.31 71.821 

32NEWP00146A 29.744 34.703 38.095 41.575 46.633 50.878 56.375 73.663 

32NEWP00146B 29.744 34.703 38.095 41.575 46.633 50.878 56.375 73.663 

32NEWP00143 29.888 34.841 38.229 41.706 46.62 50.797 56.299 73.585 

32NEWP00137 30.328 35.19 38.51 41.914 46.732 50.761 55.892 72.69 

32NEWP00127 31.711 36.608 39.963 43.406 48.283 52.356 57.602 74.76 

32NEWP00120 32.388 37.269 40.617 44.052 48.917 52.981 58.222 75.331 

32NEWP00113 32.845 37.717 41.059 44.489 49.346 53.407 58.642 75.728 

32NEWP00105 33.865 38.719 42.051 45.468 50.31 54.368 59.599 76.635 

32NEWP00096 34.756 39.598 42.92 46.328 51.157 55.206 60.43 77.413 

32NEWP00095A 34.297 39.057 42.323 45.673 50.421 54.399 59.541 76.225 

32NEWP00095B 34.297 39.057 42.323 45.673 50.421 54.399 59.541 76.225 

32NEWP00093 35.406 40.243 43.564 46.968 51.794 55.838 61.071 78.049 

32NEWP00089 35.802 40.637 43.956 47.358 52.181 56.221 61.456 78.424 

32NEWP00087A 35.957 40.791 44.11 47.511 52.333 56.371 61.607 78.571 

32NEWP00087B 35.957 40.791 44.11 47.511 52.333 56.371 61.607 78.571 

32NEWP00083 36.066 40.901 44.22 47.62 52.441 56.479 61.716 78.679 

32NEWP00072 39.415 43.895 46.973 50.146 54.653 58.406 63.291 80.224 

32NEWP00061 43.431 47.897 50.968 54.13 58.622 62.364 67.227 83.252 

32NEWP00052 47.059 51.511 54.575 57.729 62.206 65.937 70.789 86.781 

32NEWP00041 50.544 54.982 58.039 61.188 65.651 69.373 74.216 90.17 

32NEWP00033 52.002 56.435 59.49 62.636 67.096 70.814 75.654 91.592 

32NEWP00025 53.387 57.816 60.868 64.014 68.469 72.185 77.023 92.956 

32NEWP00018 54.641 59.068 62.118 65.262 69.716 73.429 78.266 94.194 

32NEWP00010 56.131 60.556 63.605 66.748 71.199 74.91 79.747 95.666 

32NEWP00003 57.748 62.118 65.166 68.308 72.758 76.468 81.304 97.221 

32NEWP00000u 58.39 62.739 65.767 68.909 73.359 77.068 81.904 97.822 
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Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32BARR00129 0.266 0.331 0.377 0.426 0.499 0.562 0.623 0.817 

32BARR00119 0.266 0.331 0.377 0.426 0.499 0.562 0.623 0.817 

32BARR00118A 0.266 0.331 0.377 0.426 0.499 0.562 0.623 0.817 

32BARR00117B 0.266 0.331 0.377 0.426 0.499 0.562 0.623 0.817 

32BARR00117 0.266 0.331 0.377 0.426 0.499 0.562 0.623 0.817 

32BARR00107 0.266 0.331 0.377 0.426 0.499 0.562 0.622 0.815 

32BARR00107A 0.266 0.331 0.377 0.426 0.499 0.562 0.622 0.815 

32BARR00106B 0.266 0.331 0.377 0.426 0.499 0.562 0.622 0.815 

32BARR00106 0.266 0.331 0.377 0.426 0.499 0.562 0.622 0.814 

32BARR00097 0.266 0.331 0.377 0.426 0.498 0.559 0.621 0.807 

32BARR00090 0.266 0.33 0.376 0.425 0.497 0.553 0.597 0.685 

32BARR00089A 0.266 0.33 0.376 0.425 0.497 0.553 0.596 0.683 

32BARR00089B 0.266 0.33 0.376 0.425 0.497 0.553 0.596 0.683 

32BARR00089 0.267 0.337 0.384 0.434 0.507 0.565 0.609 0.699 

32BARR00086 0.271 0.357 0.407 0.46 0.535 0.6 0.644 0.704 

32BARR00086A 0.271 0.359 0.409 0.461 0.538 0.602 0.647 0.679 

32BARR00085B 0.271 0.359 0.409 0.461 0.538 0.602 0.647 0.679 

32BARR00085 0.272 0.364 0.416 0.469 0.546 0.612 0.657 0.745 

32BARR00073 0.276 0.34 0.344 0.348 0.353 0.353 0.356 0.359 

32BARR00073A 0.276 0.342 0.345 0.345 0.351 0.35 0.353 0.35 

32BARR00072D 0.276 0.342 0.345 0.346 0.351 0.349 0.353 0.35 

32BARR00072 0.278 0.349 0.352 0.352 0.358 0.357 0.36 0.357 

32BARRR00068 0.283 0.424 0.478 0.52 0.559 0.568 0.569 0.57 

32BARR00067A 0.284 0.428 0.483 0.524 0.566 0.587 0.594 0.59 

32BARR00067B 0.283 0.428 0.483 0.524 0.566 0.587 0.594 0.59 

32BARR00066A 0.284 0.431 0.487 0.517 0.527 0.537 0.538 0.544 

32BARR00066B 0.284 0.431 0.487 0.517 0.527 0.537 0.538 0.544 

32BARR00064 0.286 0.445 0.5 0.54 0.585 0.631 0.678 0.748 

32BARR00064A 0.287 0.45 0.505 0.545 0.59 0.637 0.685 0.765 

32BARR00047B 0.284 0.447 0.502 0.543 0.592 0.638 0.686 0.765 

32BARR00047 0.285 0.455 0.513 0.555 0.602 0.65 0.697 0.773 

32BARR00045 0.289 0.487 0.549 0.596 0.642 0.687 0.726 1.115 

32BARR00039 0.316 0.557 0.638 0.7 0.773 0.835 0.861 0.894 

32BARR00032 0.338 0.612 0.696 0.761 0.838 0.906 0.972 1.126 

32BARR00031A 0.342 0.622 0.707 0.773 0.85 0.919 0.986 1.063 

32BARR00020B 0.351 0.627 0.71 0.781 0.853 0.921 0.987 1.063 

32BARR00019M 0.353 0.635 0.718 0.79 0.863 0.931 0.998 1.077 

32BARR00019N 0.353 0.635 0.718 0.79 0.863 0.931 0.998 1.077 

32BARR00017A 0.355 0.636 0.719 0.789 0.865 0.931 0.998 1.077 

32BARR00016B 0.355 0.636 0.719 0.789 0.865 0.931 0.998 1.077 

32BARR00013A 0.361 0.649 0.733 0.803 0.884 0.947 1.016 1.1 

32BARR00003B 0.371 0.656 0.74 0.815 0.915 0.959 1.028 1.112 

32BARR00002 0.377 0.663 0.745 0.82 0.928 0.965 1.033 1.119 

32BARR00000 0.473 0.769 0.835 0.917 1.052 1.076 1.145 1.228 

 

Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32CAUL00065 0.46 0.577 0.662 0.752 0.886 1.001 1.116 1.48 

32CAUL00057 0.458 0.574 0.658 0.747 0.879 0.991 1.101 1.452 

32CAUL00057A 0.458 0.574 0.658 0.747 0.879 0.991 1.101 1.452 

32CAUL00056B 0.458 0.574 0.658 0.747 0.878 0.991 1.101 1.452 

32CAUL00051A 0.458 0.574 0.658 0.747 0.878 0.991 1.101 1.452 

32CAUL00051B 0.458 0.574 0.658 0.747 0.878 0.991 1.101 1.452 

32CAUL00050 0.458 0.574 0.658 0.747 0.878 0.991 1.101 1.452 
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Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32CAUL00042A 0.458 0.574 0.658 0.747 0.878 0.991 1.101 1.451 

32CAUL00042B 0.458 0.574 0.658 0.747 0.878 0.991 1.101 1.451 

32CAUL00041 0.458 0.574 0.658 0.747 0.878 0.991 1.101 1.451 

32CAUL00031 0.457 0.574 0.658 0.747 0.878 0.991 1.101 1.448 

32CAUL00019 0.457 0.574 0.658 0.747 0.879 0.992 1.102 1.442 

32CAUL00019A 0.457 0.574 0.658 0.747 0.879 0.992 1.102 1.442 

32CAUL00018B 0.457 0.574 0.658 0.747 0.879 0.992 1.102 1.442 

32CAUL00017A 0.457 0.574 0.658 0.747 0.879 0.992 1.103 1.442 

32CAUL00017B 0.457 0.574 0.658 0.747 0.879 0.992 1.103 1.442 

32CAUL00003 0.482 0.616 0.701 0.79 0.923 1.035 1.143 1.482 

32CAUL00002 0.54 0.693 0.776 0.864 1 1.113 1.223 1.561 

32CAUL00001 0.635 0.804 0.886 0.974 1.11 1.223 1.332 1.669 

32CAUL00000W 0.774 0.941 1.025 1.11 1.249 1.361 1.47 1.807 

 

Table A-2: 1D model peak MRFS flows 

Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32NEWP00244A 35.281 41.451 45.644 49.943 56.069 61.161 67.796 88.837 

32NEWP00243B 35.281 41.451 45.644 49.943 56.069 61.161 67.796 88.837 

32NEWP00240 35.281 41.451 45.644 49.943 56.069 61.16 67.79 88.865 

32NEWP00223A 35.296 41.469 45.598 49.734 55.464 60.129 64.656 77.553 

32NEWP00223B 35.296 41.469 45.598 49.734 55.464 60.129 64.656 77.553 

32NEWP00213 35.295 41.467 45.645 49.934 56.034 61.091 67.126 79.629 

32NEWP00206A 35.295 41.467 45.645 49.933 56.033 61.09 67.134 78.756 

32NEWP00206B 35.295 41.467 45.645 49.933 56.033 61.09 67.134 78.756 

32NEWP00202A 35.295 41.466 45.644 49.933 56.032 61.091 67.75 76.18 

32NEWP00202B 35.295 41.466 45.644 49.933 56.032 61.091 67.75 76.18 

32NEWP00197 35.295 41.45 45.509 49.624 55.162 59.664 65.477 81.987 

32NEWP00188 35.295 41.457 45.62 49.916 56 61.046 67.687 88.556 

32NEWP00177 35.295 41.457 45.62 49.916 56 61.045 67.691 88.543 

32NEWP00166 35.294 41.457 45.62 49.916 56 61.046 67.69 88.551 

32NEWP00156 35.294 41.458 45.62 49.916 55.894 60.475 66.212 83.001 

32NEWP00156A 35.294 41.458 45.621 49.916 55.892 60.763 66.651 84.362 

32NEWP00149B 35.294 41.458 45.621 49.916 55.892 60.763 66.651 84.362 

32NEWP00146A 35.421 41.414 45.556 49.857 55.944 60.976 67.586 87.94 

32NEWP00146B 35.421 41.414 45.556 49.857 55.944 60.976 67.586 87.94 

32NEWP00143 35.557 41.545 45.582 49.774 55.868 60.888 67.512 88.139 

32NEWP00137 35.892 41.757 45.717 49.788 55.49 60.31 66.775 87.236 

32NEWP00127 37.317 43.247 47.249 51.371 57.196 62.086 68.676 89.108 

32NEWP00120 37.977 43.893 47.887 51.997 57.811 62.697 69.265 89.625 

32NEWP00113 38.425 44.331 48.319 52.422 58.234 63.116 69.672 89.993 

32NEWP00105 39.424 45.31 49.288 53.382 59.194 64.065 70.602 90.848 

32NEWP00096 40.298 46.17 50.138 54.223 60.02 64.895 71.396 91.564 

32NEWP00095A 39.746 45.519 49.418 53.436 59.14 63.932 70.318 90.1 

32NEWP00095B 39.746 45.519 49.418 53.436 59.14 63.932 70.318 90.1 

32NEWP00093 40.945 46.811 50.774 54.86 60.665 65.54 72.038 92.182 

32NEWP00089 41.338 47.201 51.159 55.244 61.049 65.927 72.422 92.562 

32NEWP00087A 41.493 47.354 51.31 55.395 61.198 66.079 72.573 92.703 

32NEWP00087B 41.493 47.354 51.31 55.395 61.198 66.079 72.573 92.703 

32NEWP00083 41.602 47.463 51.419 55.504 61.308 66.189 72.683 92.807 

32NEWP00072 44.547 49.998 53.699 57.49 62.904 67.748 74.238 94.326 

32NEWP00061 48.547 53.983 57.668 61.451 66.85 71.317 77.502 96.515 

32NEWP00052 52.159 57.582 61.256 65.026 70.414 74.866 81.044 99.699 
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Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32NEWP00041 55.63 61.041 64.706 68.464 73.841 78.283 84.443 103.063 

32NEWP00033 57.083 62.49 66.152 69.905 75.28 79.717 85.872 104.48 

32NEWP00025 58.464 63.867 67.527 71.276 76.65 81.085 87.238 105.836 

32NEWP00018 59.715 65.116 68.774 72.521 77.893 82.326 88.476 107.069 

32NEWP00010 61.202 66.601 70.257 74.002 79.374 83.805 89.952 108.542 

32NEWP00003 62.763 68.162 71.817 75.561 80.931 85.361 91.505 110.09 

32NEWP00000u 63.367 68.763 72.418 76.162 81.532 85.961 92.105 110.687 

 

Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32BARR00129 0.319 0.397 0.453 0.512 0.599 0.675 0.748 0.98 

32BARR00119 0.319 0.397 0.453 0.512 0.599 0.675 0.748 0.98 

32BARR00118A 0.319 0.397 0.453 0.512 0.599 0.675 0.748 0.98 

32BARR00117B 0.319 0.397 0.453 0.512 0.599 0.675 0.748 0.98 

32BARR00117 0.319 0.397 0.453 0.512 0.599 0.675 0.748 0.979 

32BARR00107 0.319 0.397 0.453 0.512 0.599 0.675 0.747 0.978 

32BARR00107A 0.319 0.397 0.453 0.512 0.599 0.675 0.747 0.978 

32BARR00106B 0.319 0.397 0.453 0.512 0.598 0.675 0.746 0.978 

32BARR00106 0.319 0.397 0.453 0.512 0.598 0.675 0.746 0.978 

32BARR00097 0.319 0.397 0.452 0.511 0.593 0.674 0.737 0.959 

32BARR00090 0.319 0.396 0.451 0.51 0.584 0.609 0.648 0.74 

32BARR00089A 0.319 0.396 0.45 0.51 0.584 0.609 0.648 0.692 

32BARR00089B 0.319 0.396 0.45 0.51 0.584 0.609 0.648 0.692 

32BARR00089 0.32 0.404 0.46 0.521 0.596 0.622 0.663 0.716 

32BARR00086 0.323 0.429 0.487 0.551 0.63 0.658 0.674 0.825 

32BARR00086A 0.324 0.43 0.489 0.553 0.632 0.661 0.67 0.692 

32BARR00085B 0.324 0.43 0.489 0.553 0.632 0.661 0.67 0.692 

32BARR00085 0.325 0.438 0.497 0.562 0.642 0.671 0.709 0.936 

32BARR00073 0.324 0.346 0.349 0.352 0.355 0.356 0.358 0.671 

32BARR00073A 0.325 0.346 0.346 0.35 0.353 0.354 0.351 0.351 

32BARR00072D 0.325 0.346 0.346 0.35 0.353 0.354 0.351 0.351 

32BARR00072 0.325 0.353 0.353 0.358 0.36 0.361 0.358 0.359 

32BARRR00068 0.327 0.485 0.524 0.547 0.57 0.571 0.57 4.541 

32BARR00067A 0.328 0.489 0.528 0.555 0.58 0.593 0.593 0.588 

32BARR00067B 0.328 0.489 0.528 0.555 0.58 0.593 0.593 0.588 

32BARR00066A 0.328 0.492 0.52 0.529 0.535 0.544 0.548 0.552 

32BARR00066B 0.328 0.492 0.52 0.529 0.535 0.544 0.548 0.552 

32BARR00064 0.328 0.502 0.547 0.584 0.613 1.165 0.648 0.79 

32BARR00064A 0.328 0.506 0.553 0.59 0.62 1.267 0.656 0.859 

32BARR00047B 0.332 0.504 0.555 0.592 0.613 0.627 0.653 0.859 

32BARR00047 0.336 0.512 0.563 0.6 0.998 0.644 0.673 0.864 

32BARR00045 0.355 0.549 0.599 0.634 0.662 0.692 0.73 1.416 

32BARR00039 0.476 0.75 0.809 0.851 1.194 1.094 0.748 0.918 

32BARR00032 0.511 0.811 0.878 0.941 0.786 0.819 0.853 1.21 

32BARR00031A 0.517 0.822 0.889 0.953 0.827 0.837 0.874 1.074 

32BARR00020B 0.532 0.83 0.893 0.955 0.801 0.831 0.871 1.088 

32BARR00019M 0.535 0.837 0.901 0.963 0.821 0.848 0.889 1.087 

32BARR00019N 0.535 0.837 0.901 0.963 0.821 0.848 0.889 1.087 

32BARR00017A 0.537 0.839 0.902 0.964 0.828 0.848 0.889 1.086 

32BARR00016B 0.537 0.839 0.902 0.964 0.828 0.848 0.889 1.086 

32BARR00013A 0.544 0.853 0.917 0.98 0.848 0.871 0.915 1.106 

32BARR00003B 0.55 0.865 0.953 0.992 0.848 0.858 0.902 1.119 

32BARR00002 0.556 0.871 0.968 0.999 0.854 0.849 0.895 1.126 

32BARR00000 0.68 1 1.125 1.13 1.02 0.727 0.771 1.249 
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Cross Section  Peak Flow in Model (m3/s) 

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

32CAUL00065 0.55 0.693 0.795 0.903 1.063 1.201 1.339 1.776 

32CAUL00057 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00057A 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00056B 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00051A 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00051B 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00050 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00042A 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00042B 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.733 

32CAUL00041 0.547 0.689 0.789 0.895 1.047 1.185 1.318 1.732 

32CAUL00031 0.547 0.689 0.789 0.895 1.047 1.184 1.317 1.728 

32CAUL00019 0.548 0.689 0.789 0.896 1.048 1.186 1.316 1.698 

32CAUL00019A 0.548 0.689 0.789 0.896 1.048 1.186 1.316 1.686 

32CAUL00018B 0.548 0.689 0.789 0.896 1.048 1.186 1.316 1.686 

32CAUL00017A 0.548 0.689 0.789 0.896 1.049 1.186 1.316 1.717 

32CAUL00017B 0.548 0.689 0.789 0.896 1.049 1.186 1.316 1.717 

32CAUL00003 0.642 0.731 0.832 0.94 1.091 1.226 1.357 1.755 

32CAUL00002 0.725 0.807 0.907 1.017 1.171 1.305 1.435 1.829 

32CAUL00001 0.84 0.916 1.016 1.128 1.28 1.415 1.545 1.937 

32CAUL00000W 0.999 1.053 1.153 1.266 1.416 1.553 1.684 2.073 
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A.2 HEP flows 

Table A-3: Current peak flows at HEPs 

HEP 

Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 

made)  

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

 

MAY_001 32NEWP00247 29 35 38 42 47 51 57 74 Upstream modelled extent of the Newport River 

MAY_002 32NEWP00166 
29 35 38 42 47 51 56 74 

Flow estimate taken just upstream of the influence of the 
tidal boundary downstream. 

BRK_002 32BARR00129 0.27 0.33 0.38 0.43 0.50 0.56 0.62 0.82 HEP point applied to upper limit of model.  

BRK_003 32BARR00013A 
0.36 0.65 0.73 0.80 0.88 0.95 1.02 1.1 

Attenuation resulting from flow constriction at culverts at 
higher return periods.  

CLN_003 32CAUL00065 0.46 0.58 0.66 0.75 0.89 1.0 1.1 1.5 Upstream limit of model. 

CLN_004 32CAUL00017A 0.46 0.57 0.66 0.75 0.88 1.0 1.1 1.4 Downstream limit of model 

 

Table A-4: MRFS peak flows at HEPs 

HEP 

Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 

made)  

50% 

AEP 

20% 

AEP 

10% 

AEP 

5% 

AEP 

2% 

AEP 

1% 

AEP 

0.5% 

AEP 

0.1% 

AEP 

 

MAY_001 32NEWP00247 35 42 46 50 56 61 68 89 Upstream modelled extent of the Newport River 

MAY_002 32NEWP00166 
35 42 46 50 56 61 68 89 

Flow estimate taken just upstream of the influence of the 
tidal boundary downstream. 

BRK_002 32BARR00129 0.32 0.40 0.45 0.51 0.60 0.68 0.75 0.98 HEP point applied to upper limit of model.  

BRK_003 32BARR00013A 
0.54 0.85 0.92 0.98 0.85 0.87 0.92 1.1 

Attenuation resulting from flow constriction at culverts at 
higher return periods.  

CLN_003 32CAUL00065 0.55 0.69 0.80 0.9 1.1 1.2 1.3 1.8 Upstream limit of model. 

CLN_004 32CAUL00017A 0.55 0.69 0.79 0.9 1.0 1.2 1.3 1.7 Downstream limit of model 
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1 Introduction 

1.1 Scope of report 

This report summarises the hydraulic modelling work for the Westport AFA HPW hydraulic model.  
This document is specific to the AFA itself and should be read in conjunction with the various 
reports detailed in Section 1.2 for details on the modelling approaches and wider context of the 
study.  The coastal risk is largely addressed through the separate Westport Quay AFA report. 

The report covers the overall hydraulic modelling process from model build through to the 
development of design runs with the aim of providing a detailed understanding of the hydraulic 
controls and flood mechanisms identified throughout the study. 

The report is not a user manual for the hydraulic model itself, full details of which are provided in 
the model handover check files accompanying the hydraulic model. 

The hydraulic modelling work summarised in this and the Unit of Management 32 Hydraulic 
Modelling Report, of which this report is an Annex, forms one element of the Western Catchment-
based Flood Risk Assessment and Management (WCFRAM) study process.  The process to date 
has included amongst other tasks a Flood Risk Review (FRR)1, a project inception stage2, a 
Strategic Environmental Assessment (SEA)3 and the development of the catchment hydrology4.  
Where the work completed in these tasks contains information relevant to the analysis discussed 
in this document, references have been included directing the reader to the relevant report for 
further background information. 

1.2 Model and report overview 

There are three hydraulic models within the Westport suite, the Cloghan, Coolbareen and 
Carrowbeg Rivers.  The three rivers are not connected to each other.  The models all start a short 
distance upstream of the AFA boundary, and discharge directly into Westport Bay.  There is no 
MPW element to any of the models.  The fourth watercourse in the Westport AFA is Rossbeg 
Stream.  This stream discharges into a swallow hole into the groundwater system.  The 
watercourse has not been modelled, but an estimate of the flood mechanisms and impacts has 
been made and is detailed in Section 5. 

The watercourses are all tidally influenced.    The models have been run with various combinations 
of high fluvial flows and a low tide level, and also with high tides and low fluvial flows.  A joint 
probability test has also been carried to investigate the potential impact of a high tide with high 
river flows. 

The adjoining urban extent of Westport Quay has been subject to coastal inundation modelling, 
which is reported on it a separate hydraulic modelling report.  This model has been extended to 
include the coastal limit of some of the Westport AFA, as shown in Figure 1-1. 

The model codes relevant to these rivers are: 

• Carrowbeg River - Z1 

• Cloghan River - Z2 

• Rossbeg Stream - Z3 

• Coolbarreen Stream  - Z4 

• Westport Quay - C6 

 

                                                      
1 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 - Erriff-Clew Bay Inception Report, Final Report, Office 

of Public Works 
3 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works 
4 JBA Consulting (2014), Western CFRAM Unit of Management 32 - Erriff-Clew Bay Hydrology Report, Final Report, Office 

of Public Works 
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Reports which are relevant to this AFA are: 

• Western CFRAM Flood Risk Review Report 

• Western CFRAM UoM_32 Inception Report 

• Western CFRAM UoM_32 Hydrology Report 

• Western CFRAM UoM_32 Hydraulic Modelling Report 

• Western CFRAM UoM_32 Hydraulic Modelling Report: Volume 1 - Hydraulic Modelling 
Method Statement 

• Western CFRAM UoM_32 Hydraulic Modelling Report: Volume 3 - Flood Risk maps 

• Carrowbeg Hydraulic Model Check File 

• Cloghan River Hydraulic Model Check File 

• Coolbarreen Stream Hydraulic Model Check File 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 2e - Westport Quay 

Cross section, long section and flood extent plots are provided in the Maps Volume of the UoM 32 
Hydraulic Modelling report. 

1.3 Watercourse and catchment overview 

The study area encompasses the Westport AFA and includes the Carrowbeg River, which is the 
main river passing through Westport town centre, Cloghan River, Coolbarreen Stream and 
Rossbeg Stream.  Whilst all four watercourses fall within the Westport AFA boundary and are 
therefore classified as HPWs, each watercourse is hydrologically independent of the others and 
therefore each has been modelled separately and will be discussed independently within the 
report.  All the watercourses flow in a westerly direction and all discharge into Westport Bay.   

Figure 1-1: Overview of Westport and Westport Quay model domain 

 

Figure 1-1 is a location plan showing the watercourses modelled within the Westport AFA, along 
with the coastal model domain, which is included in the Westport Quay AFA. 
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Figure 1-2: Carrowbeg, Cloghan and Rossbeg watercourse overview 

 

Figure 1-3: Coolbarreen Stream overview 

 

1.3.1 Carrowbeg River 

The Carrowbeg River flows through the centre of Westport town.  The watercourse begins at 
Knappabeg Lough although the modelled extent of the watercourse is located approximately 265m 
upstream of Cooloughra Bridge and it flows in a north westerly direction towards Westport.  The 
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length of watercourse modelled is 5.1km; the downstream extent of the model is where the 
Carrowbeg River discharges into Westport Bay downstream of Westport House Lough.  A number 
of tributaries feed into the Carrowbeg River along its length, although the model is limited to the 
main channel only.  The river flows westwards through Westport and is lined by walls through the 
town, although there are gaps in a number of the walls that will reduce their effectiveness as flood 
defences.  There are also a number of road bridges, footbridges and weirs through the urban reach 
that could potentially influence the hydraulics of the river.  Three key structures have been 
identified in Westport due to their size, conveyance capacity and proximity to risk receptors.  These 
are the N59, N5 and R330 Road Bridges.  There may be an increased flood risk associated with 
structural blockage especially since it is believed that blockage may have played a part in past 
flooding within Westport.  Downstream of Westport town centre, the Carrowbeg River flows 
westward into Westport House Lough.  Westport House Lough discharges into Westport Bay via 
a spillway on its western edge. 

The Carrowbeg River at Westport drains a small catchment (43km2); the catchment is largely rural 
with Westport being the only concentrated urban area.  Its headwaters are steep, with hills rising 
to around 200m, and the catchment has a mean altitude of 78m.  The gradient of the watercourse 
as a whole (S1085) is moderately steep at around 7m/km.  There is a gauging station on the 
Carrowbeg River at Cooloughra Bridge located 3.3km upstream of Westport. 

There are no areas identified for development along the Carrowbeg River5. 

1.3.2 Cloghan River 

The Cloghan River is to the south of the Carrowbeg River and drains an entire catchment area of 
2.32km2.  The upstream modelled extent of the river is near Killaghnoor and the total modelled 
reach is 3km in length.  A relatively large tributary joins the Cloghan River at Carrowbaun.  The 
Cloghan River flows in a generally north westerly direction towards Westport Bay.  There are a 
number of properties potentially at flood risk in Carrowbaun and along the coastal road towards 
the downstream extent of the watercourse.  The Cloghan River discharges into Westport Bay via 
an unflapped culvert beneath the coastal road. 

The majority of the Cloghan River catchment is rural and the watercourse is relatively steep along 
the whole of its modelled extent.  At some locations the watercourse changes direction by 90°, 
which suggests that the direction of flow is likely to have been changed by human intervention 
over time in order for it to follow field boundaries and the local building layout.  A number of small 
areas have been identified for development along the Cloghan River1.  Many structures along the 
modelled reach are considered likely to have the potential to influence the flood hydraulics along 
the Cloghan River, mainly due to their small capacities.  There are no hydrometric stations on the 
Cloghan River. 

1.3.3 Coolbarreen Stream 

Coolbarreen Stream is a relatively narrow but steep watercourse that flows in a general westerly 
direction before discharging through an open culvert into Westport Bay to the north of Westport 
and the Carrowbeg River.  The entire Coolbarreen Stream catchment is 3.86km2 and the modelled 
upstream extent of the watercourse is located near Knockranny.  In more detail, this watercourse 
initially flows in a north westerly direction as far as Carrowbeg Industrial Estate where there is a 
sharp bend in the channel before the river continues in a more westerly direction through the estate 
and towards Deerpark East.  From Deerpark East, the Coolbarreen Stream flows once more in a 
north-westerly direction almost as far as the N59 before switching to a more south-westerly 
direction through Westport Industrial Estate and down towards Westport Bay.  The Coolbarreen 
Stream discharges into Westport Bay just downstream of a large sewage treatment works that is 
located on the right bank. 

The Coolbarreen catchment is predominantly rural, although it does contain moderately urbanised 
areas including the two industrial estates. 

1.3.4 Rossbeg Stream 

The Rossbeg Stream drains a rural catchment of 5km2 from its source at the outfall of a small 
lough to the west of Moyhastin, to its sink at a swallow hole approximately 250m downstream of 

                                                      
5 Westport Development Plan 2010-2016 
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Rossbeg Bridge.  The stream runs in a largely north-westerly direction for its length.  It flows 
through open fields until it reaches the Carrownalurgan Bridge, at the upstream limit of the 
townland of Cloghan.  From this point the stream flows alongside the southern side of the road for 
approximately 500m, passing through a series of culverts below property access driveways.  The 
openings of these culverts are generally small (0.77m diameter concrete pipe at 32ROSS00025D 
and twin 0.6m diameter pipes at 32ROSS00027J) and overgrown with vegetation.  At the Rossbeg 
Bridge, the stream passes in culvert below the road to the north side.  At this point it discharges 
into a man-made pool before continuing over a small weir and flowing in open channel until it 
reaches the swallow hole.  In the event of a build-up of water as the swallow hole, an overflow lip 
allows water to collect in a basin behind the hole.  The route and outflow of the underground system 
is unknown. 

Engineering works have taken place (approximately 15 years ago) to increase discharge from the 
Rossbeg pool.  Following the engineering works, which seem to have been carried out as part of 
wider drainage improvements, an additional overflow was added to the pool which allowed water 
to flow back into a piped system which ran from the pool, below the road to discharge directly into 
the bay. 

A site visit and consultation with a local resident provided some history to the development of the 
management of the channel, and is summarised as follows.  In approximately 1968, there was a 
flood which may have arisen as a result of a lack of capacity in the underground channel, possibly 
combined with blockage, although this is unknown.  There was also an overland flow path arising 
from the Rossbeg Bridge junction and flowing down the road.  As a result, the house opposite the 
swallow hole and its neighbours flooded.  In response, the council installed a 750mm overflow pipe 
which routes excess flows from the basin at the termination of the open channel.  The pipe 
entrance is located at a relatively high level (invert level of 5.93mOD, compared with a lip level of 
5.1mOD and a swallow hole invert level of 2.39mOD).  The pipe passes under the road and runs 
for approximately 300m before discharging into a field, where it runs in a generally dry channel, 
through an access bridge crossing.  A culvert below the main coast road allows the overflows to 
discharge through an outfall into the bay to the west of the Cloghan watercourse.  Since the 
overflow was installed, there has been no flooding.  Development in the catchment downstream 
of the swallow hole has taken place since, and the number of properties that flooded in the reported 
event was limited by this fact. 

1.4 Available data 

1.4.1 Survey data 

Cross sectional survey was collected by CCS Surveying in Work Package 5 as part of the National 
Survey Contract No. 6 and delivered in March 2013.  Supplementary data of the spillway from 
Westport House Lough into Westport Bay, and the channel of the Rossbeg Stream and swallow-
hole dimensions was collected by Six-West Ltd under the Western CFRAM Infill Survey Contract 
6 and delivered in December 2013. 

The abbreviated versions of each watercourse name as represented in the hydraulic models are 
detailed in Table 1-1. 

Table 1-1: Abbreviated watercourse names 

Reference Description Model Codes 

CARR Carrowbeg River Z1 

CLOG Cloghan River Z2 

COOL Coolbarreen Stream Z4 

ROSS Rossbeg Stream Z3 (but unmodelled) 

The surveyed cross section locations and associated cross section labels are shown in the maps 
in Volume 3 of this report. 

LIDAR survey was commissioned by OPW for use in the model.  Data was provided in both filtered 
and unfiltered formats in a 2m grid resolution.  The LIDAR was flown between November 2011 
and August 2012. 

A comparison of LIDAR levels against the surveyed cross sections was completed as part of the 
survey review process.  This compared spot levels collected on roads or in open spaces and found 
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an average difference between the two of 31mm, therefore no adjustment to the LIDAR was 
required to match the survey data. 

1.4.2 Hydrometric data 

There is only one hydrometric gauge within the Westport AFA; this is the active flow gauge at 
Coolloughra Bridge (gauge number: 32006). 

A rating review has been carried out at the gauge, hereafter referred to as the Coolloughra gauge.  
However, it should be noted that the gauge has a relatively short record, beginning in July 2005 
with a period of missing record in 2010.  Full details of the rating review are provided in the 
WCFRAM Hydrology Report for UoM 32. 

Table 1-2:  Hydrometric gauging stations in the vicinity of the AFA 

Gauge Reference Type Use in calibration 

32006 - Coolloughra Active water level and 
flow 

Limited record.  Data from gauge has been used 
to calibrate the model 

The largest event recorded at the gauge was in November 2009.  This would have had a peak 
flow, based on the OPW rating, of 15.5m3/s, which lies between the calculated 20% and 10% AEP 
design event flows.  By contrast, based on the CFRAM rating review model developed by JBA, the 
peak flow at the gauge during this event is calculated to be 11.1m3/s, which is less than the 50% 
AEP calculated design event flow.  However, there must be a large degree of uncertainty 
associated with the gauge due to its short record length and uncertainties over the rating.  The 
gauge is located approximately 3km upstream of Westport and two significant tributaries flow into 
the Carrowbeg River between the gauge and the Westport town centre.  Data from the gauge has 
been used to calibrate the hydraulic model and calibration is discussed in Section 3. 
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2 Hydraulic modelling 

2.1 Context 

This section should be read in conjunction with the Hydraulic Model Report: Volume 1a: Hydraulic 
Modelling Method Statement and the Westport Hydraulic Model Check File.  The Method 
Statement provides an overview of the elements of both the 1D and 2D model construction and 
the following section of the report describes how they were applied to the Westport AFA. 

The coastal modelling has all be reported upon in the Westport Quay modelling report and check 
files.  

2.2 Key hydraulic structures 

2.2.1 Carrowbeg River 

The key hydraulic structures that dictate water levels and flow routes in the vicinity of key flood risk 
areas on the Carrowbeg River are summarised in Table 2-1. 

Table 2-1: Carrowbeg River key hydraulic structures 

Structure Name Description Photograph 

Distillery Road 
Bridge - section 
32CARR00161D 

The structure has been 
modelled as an arch 
bridge with three 
openings. 
 
The height of the road 
and associated bridge 
parapet means 
overtopping of the 
structure is unlikely but 
there is a low wall on the 
right bank immediately 
upstream of the structure 
which may act as a 
bypassing route.  The 
arches will influence the 
pass forward flow at the 
structure. 

 
 
Looking downstream at upstream face of structure. 

Fairgreen Road 
Bridge - section 
32CARR00150D 

The structure has been 
modelled as an arch 
bridge with one opening. 
 
The height of the road 
and associated bridge 
parapet means 
bypassing of the 
structure is unlikely.  The 
opening area of the 
bridge will control the 
pass forward flow at the 
structure. 

 
 
Looking downstream at upstream face of structure 
from the left bank. 
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Structure Name Description Photograph 

Castlebar Street 
Bridge - section 
32CARR00130D 

The structure has been 
modelled as an arch 
bridge with three 
openings.  
 
The height of the road 
and associated bridge 
parapet means 
bypassing of the 
structure is unlikely.  The 
arches will control the 
pass forward flow at the 
structure. 

 
 
Looking downstream at upstream face of structure 
from the right bank. 

James Street 
Bridge (N5) - 
section 
32CARR00119D 

The structure has been 
modelled as an arch 
bridge with three 
openings.  
 
The height of the road 
and associated bridge 
parapet means 
bypassing of the 
structure is unlikely.  The 
arches will control the 
pass forward flow at the 
structure.  There is also a 
weir just upstream of the 
bridge. 

 

 
 
Looking downstream at the upstream face of the 
structure from the right bank. 

Westport House 
Weir - section 
32CARR00038
W 
 

There is a drop of 2.5m 
across the Westport 
House weir towards the 
downstream extent of the 
Carrowbeg River.  
This structure is 
important within the 
model as it marks the 
upstream limit of tidal 
influence on the 
Carrowbeg River.  
 
It has been modelled 
using an ISIS SPILL unit 
because it has a 
moderately uneven crest.  
 

 
 
Looking upstream at the weir from the left bank. 
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2.2.2 Cloghan River 

The key hydraulic structures that dictate water levels and flow routes in the vicinity of key flood risk 
areas on the Cloghan River are summarised in Table 2-2. 

Table 2-2: Cloghan River key hydraulic structures 

Structure Name Description Photograph 

N59 Culvert - 
32CLOG00225I 

This structure has been 
modelled using a culvert 
inlet unit, three circular 
conduit units and a 
culvert outlet unit. 
 
The structure has a 
relatively small diameter 
of 0.6m that restricts flow 
in the Cloghan channel 
leading to overtopping of 
the banks upstream of 
the structure.  The 
parapet of the structure is 
high meaning that 
overtopping is unlikely 
but it has been modelled 
in 2D as any overtopping 
flow is not likely to return 
directly to the channel. 

 
 
Photograph of Section 32CLOG00225I looking 
downstream. 

Culvert under 
access road at 
32CLOG00217I 

This structure has been 
modelled using a culvert 
inlet unit, three circular 
conduit units and a 
culvert outlet unit. 
 
The structure has a 
relatively small diameter 
of 0.6m restricting flow in 
the Cloghan channel, this 
results in overtopping of 
the banks upstream of 
the structure.  
Overtopping has been 
modelled in 2D. 

 
 
Photograph of Section 32CLOG00217D looking 
downstream. 

Culvert at 
32CLOG00200I 

There are two culverts 
running in parallel at this 
structure.  These have 
been modelled in the 
same way using a culvert 
inlet unit, three circular 
conduit units and a 
culvert outlet unit. 
 
Both culverts are 0.45m 
in diameter.  A third pipe 
is shown at the 
downstream face but this 
is not present at the 
upstream face of the 
structure, therefore it has 
not been included in the 
model.  Overtopping has 
been modelled in 2D as 
the structure is 10.32m in 
length. 

 
 
Photograph of Section 32CLOG00200I looking 
downstream. 
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Structure Name Description Photograph 

Ashwood Place 
culvert at 
32CLOG00194I 

This structure has been 
modelled using a culvert 
inlet unit, two circular 
conduits and a culvert 
outlet unit.  
 
The culvert is 0.9m in 
diameter and provides a 
constriction to flows.  The 
deck level of the structure 
is relatively low and is 
predicted to be 
overtopped during high 
flows. 

 
 
Photograph of Section 32CLOG00194I looking 
downstream. 

R335 and 
Ashwood Place 
Culvert at 
32CLOG00157I 

This structure has been 
modelled using a culvert 
inlet unit, three circular 
conduits and a culvert 
outlet unit.  
 
The structure has a 
diameter of 0.9m.  During 
high flow events, the 
structure is predicted to 
be bypassed and water 
may flow onto the R335. 

 
 
Photograph of Section 32CLOG00157I looking 
downstream. 

Culvert at 
32CLOG00012I 

This structure has been 
modelled using a culvert 
inlet unit, four circular 
conduit units and a 
culvert outlet unit.   
 
The culvert is 1.11m in 
diameter and provides a 
constriction to flows.  The 
deck level of the structure 
is low meaning that the 
structure is overtopped 
during high flows. 

 
 
Photograph of Section 32CLOG00012I looking 
downstream. 
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Structure Name Description Photograph 

Harbour Road 
culvert at 
32CLOG00007I 

This structure has been 
modelled using a culvert 
inlet unit, four rectangular 
conduits and a culvert 
outlet unit. 
 
The culvert has an 
opening area of 2.65m2 
at its upstream face and 
is a restriction to flows 
within the Cloghan 
channel. Overtopping of 
this structure has been 
modelled in 2D as it is 
13.76m long. 

 
 
Photograph of Section 32CLOG0007I looking 
downstream. 

2.2.3 Coolbarreen Stream 

The key hydraulic structures that dictate water levels and flow routes in the vicinity of key flood risk 
areas on the Coolbarreen Stream are summarised in Table 2-3. 

Table 2-3: Coolbarreen Stream key hydraulic structures 

Structure Name Description Photograph 

Culvert under 
access track at 
32COOL00366I 

This structure has been 
modelled using an orifice 
unit, two circular conduit 
units and a culvert outlet 
unit.  
 
An orifice unit has been 
used to model losses at 
the upstream face of the 
structure in preference to 
a culvert inlet unit for 
stability reasons.  
Considering this culvert is 
only 350mm in diameter, 
whereas upstream 
culverts are 500 or 
600mm in diameter, this 
culvert provides a 
significant obstacle to in-
bank flow.  Overtopping 
of the structure has been 
modelled in 1D due to the 
short length (4.26m) of 
the culvert. 

 
 
Photograph of Section 32COOL00366I looking 
downstream. 
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Structure Name Description Photograph 

Culvert at 
32COOL00270I 

This structure has been 
modelled using an orifice 
unit, two circular conduit 
units and a culvert outlet 
unit. 
 
This culvert has a smaller 
opening area than both 
up and downstream 
culverts so will likely be 
more restrictive.  
Overtopping has been 
modelled in 2D, although 
the structure is bypassed 
on the right bank before it 
is directly overtopped. 

 
 
Photograph of Section 32COOL00207I looking 
downstream. 

St Patrick's Park 
Culvert at 
32COOL00235I 

This structure has been 
modelled using an orifice 
unit, two circular conduits, 
a junction, two 
rectangular conduits and 
a culvert outlet unit. 
 
This is a relatively small 
culvert in a narrow part of 
the channel and any flow 
restriction caused by this 
structure has the potential 
to increase the volume 
that overtops the right 
bank and flows across 
the sports ground. 

 
 
Photograph of Section 32COOL00235I looking 
downstream. 

Road Bridge at 
Ashfield at 
32COOL00186I 

This structure has been 
modelled using an orifice 
unit, two circular conduit 
units and a culvert outlet 
unit. 
 
A large head loss is 
generated at the 
upstream face of this 
structure during the 1% 
AEP event.  The 
magnitude of this 
headloss relative to other 
culverts of similar 
diameter is related to the 
restricted opening area 
that is being modelled at 
the entrance to this 
culvert due to sediment 
accumulation. 

 
 
Photograph of Section 32COOL00186I looking 
downstream. 
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Structure Name Description Photograph 

Footbridge at 
32COOL00024I 

This structure has been 
modelled using an orifice 
unit, two sprung arch 
conduit units and a 
culvert outlet unit. 
 
A large headloss (0.88m) 
is predicted at this 
structure during the 1% 
AEP event and flooding is 
predicted upstream. 

 
 
Photograph of Section 32COOL00022B looking 
upstream from left bank. 

2.2.4 Rossbeg Stream 

The key hydraulic structures that dictate water levels and flow routes in the vicinity of key flood risk 
areas on the Rossbeg Stream are summarised in Table 2-4. 

Table 2-4: Rossbeg Stream key hydraulic structures 

Structure Name Description Photograph 

Road culvert at 
32ROSS00066E 

Arch culvert below the 
Rossbeg Road.  Culvert 
discharges into a man-
made pool (arch at the 
rear of the photo).  The 
stream flows through the 
pond and over a small 
weir (section 
32ROSS00069X.  There 
is a secondary, twin 
piped, outlet from the 
pool on the downstream 
face of the culvert, which 
directs flows back under 
the road and pipes it all 
the way to its discharge 
point in the bay.  Invert 
level of the pipes is 
8.29mOD, with diameter 
of 450mm.  This outlet 
has a flat screen across, 
which is prone to debris 
collection. 

 
Looking at the downstream face of the culvert 
(32ROSS00068D). 

 
Internal picture through the trash screen, showing 
twin pipe outlets from the pool. 
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Structure Name Description Photograph 

Weir outlet from 
pool at section 
32ROSS00069W 

Weir controls flow out of 
the pool and into the 
open channel section 
leading to the swallow 
hole.  Spill level is 8.44 
on right and 8.75 on left 
sides. 

 
 

Swallow hole at 
32ROSS00088 

As described in section 
1.3.4, the swallow hole is 
the only natural outfall 
from the channel.  The 
capacity and flow routes 
of the groundwater 
system is unknown. 

 
 

Swallow hole 
culvert (no 
survey cross 
section 
reference, but 
topographic 
survey collected 
under Infill 
Contract 6). 

Culvert outlet from the 
hollow downstream of the 
swallow hole.  Culvert is 
750mm diameter, and 
invert is at 5.93mOD. 
Lowest point in bottom of 
hollow is 4.39mOD, and 
there is a lip of 5.1mOD 
over which water must 
spill from the swallow 
hole. 

 
Looking down into the hollow from the top of bank. 

 
Culvert outlet from hollow. 
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2.3 Hydraulic roughness 

Reaches of similar hydraulic roughness have been identified from survey photos and drawings.  
Manning's 'n' values for both the river bed and banks to bank top within each of these reaches are 
summarised in Sections 2.3.1 to 2.3.3 for the respective watercourses.  Manning's 'n' values were 
not required in the assessment of the Rossbeg Stream. 

2.3.1 Carrowbeg River  

Table 2-5: Reach hydraulic roughness values for Carrowbeg River 

Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32CARR00518 
to 
32CARR00409 

Extended 1D cross 
sections used initially for 
rating review.  
Floodplain - 0.080 (varied 
land-use) 
 
Bed and banks - vary 
between 0.04 and 0.055  
Bed mainly stones and 
banks mainly trees and 
bushes 

 

 
 
Looking upstream from section 32CARR00492 

32CARR00405 
to 
32CARR00289 

Banks - 0.04 in general 
along this reach as mostly 
grassy, although where 
there are trees and bushes 
bank values increase up to 
0.15 to reflect this 
 
Bed - 0.035, stones 

 
 
Looking upstream from section 32CARR00384 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32CARR00279 
to 
32CARR00213 

Left bank - generally 0.06 
(bushes) through this 
section but some lower 
sections reflecting changing 
vegetation 
 
Right bank - 0.07 to 0.15 
representing trees 
 
Bed - 0.035, stones 

 
 
Looking upstream from section 32CARR00249 

32CARR00207 
to 
32CARR00207
B 

Banks - 0.04, grass 
 
Bed - 0.035, stones 

 
 
Section 32CARR00207D from right bank 

32CARR00206 
to 
32CARR00197 

Banks - 0.06 to 0.07, 
bushes/trees 
 
Bed - 0.035, stones 

 
 
Looking upstream from section 32CARR00197 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32CARR00189 
to 
32CARR00169 

Banks - generally 0.04 
through this section, some 
instances of 0.06 and 0.07 
to represent bushes 
 
Bed - 0.035, stones 

 
 
Looking upstream from Section 32CARR00174D 

32CARR00161 
to 
32CARR00091 

Banks - 0.02, walls through 
Westport 
 
Bed - 0.035, stones 

 
 
Looking upstream from section 32CARR00150D 

32CARR00084 
to 
32CARR00068 

Banks - 0.04, grass 
 
Bed - 0.035, stones 

 
 
Looking upstream from COOL00076D 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32CARR00063 
to 
32CARR00050 

Banks - 0.07 and 0.06, 
trees/bushes 
 
Bed - 0.035m stones 

 
 
Looking upstream from section 32CARR00050D 

32CARR00050
A to 
32CARR00012 

Banks - 0.04, grass 
 
Bed - 0.035, stones 

 
 
Looking upstream from 32CARR00022D 

32WEST0070 
to 
32WEST0000  
 
Spillway from 
Westporthouse 
Lough 

Banks - 0.04 and 0.025 to 
represent grass and walls 
respectively 
 
Bed - 0.035, stones 

 
 
Looking downstream from 32WEST0031 
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2.3.2 Cloghan River 

Table 2-6: Reach hydraulic roughness values for Cloghan River 

Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32CLOG00291 
to 
32CLOG00245A 

Banks - 0.04, grass 
 
Bed - 0.025, mud 
 
For sections 
32CLOG00252 and 
32CLOG00246 the bank 
roughness is 0.06 to 
represent the bushes and 
trees present on the 
banks at these sections 

 
 
Looking upstream from 32CLOG00282 

32CLOG00243B 
to 
32CLOG00199 

Banks - 0.04, grass 
 
Bed - 0.035, gravel 
 
A few of the sections 
along this reach have 
increased bank 
roughness values of 0.05 
to represent shrubs along 
the banks 

 
 
Looking upstream from 32CLOG00214I 

32CLOG00194 
to 
32CLOG00165 

Banks - 0.05, bushes 
 
Bed - 0.035, gravel 
 
A few sections along this 
reach have bank 
roughness values of 0.04 
(grass) and 0.06 (shrubs) 
instead to better 
represent the local 
vegetation 

 
 
Looking upstream from 32CLOG00194D 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32CLOG00159A 
to 
32CLOG00072 

Banks - 0.04, grass 
 
Bed - 0.035, gravel 

 
 
Looking downstream from section 32CLOG104 

32CLOG00062 
to 
32CLOG00052 

Banks - 0.04, grass 
 
Bed - 0.030, silt 

 
 
Looking upstream from 32CLOG00052 

32CLOG00040A 
to 
32CLOG00004A 

Banks - 0.04, grass 
 
Bed - 0.035, gravel 

 
 
Looking upstream from 32CLOG00035 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32CLOG00003B 
to 
32CLOG00000 

Banks - 0.04, grass 
 
Bed - 0.035, silt 

 
 
Looking across section 32CLOG0003E 

2.3.3 Coolbarreen Stream 

Table 2-7: Reach hydraulic roughness values for Coolbarreen Stream 

Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32COOL00442 
to 
32COOL00422 

Banks - 0.04, grass (apart 
from 32COOL00426 and 
32COOL00425A where 
the banks are 0.06 to 
represent bushes) 
 
Bed - 0.03, stones 

 
 
Looking upstream from 32COOL00422 

32COOL00416 
to 
32COOL00415A 

Banks - 0.04, grass 
 
Bed - 0.022, mud 

 
 
Looking downstream from 32COOL416 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32COOL00415B 
to 
32COOL00414 

Banks - 0.04, grass 
 
Bed - 0.03, stones 

 
 
Looking upstream from 32COOL00414 

32COOL00413A 
to 
32COOL00413 

Left bank - 0.04/0.05, 
grass/shrubs 
 
Right bank - 0.02, 
concrete wall 
 
Bed - 0.03, stones 

 
 
Looking downstream from 32COOL413B 

32COOL00412 
to 
32COOL00381A 

Banks - 0.06, bushes 
 
Bed - 0.03, stones 

 
 
Looking downstream from 32COOL00412 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32COOL00380B 
to 
32COOL00365B 

Banks - 0.04, grass 
 
Bed - 0.03, stones 

 
 
Looking downstream from 32COOL00366 - channel 
overgrown at time of survey 

32COOL00365 
to 
32COOL00354 

Banks - 0.04, grass 
 
Bed - 0.022, mud 

 
 
Looking upstream from 32COOL00362 

32COOL00353A 
to 
32COOL00215B 

Banks - 0.04, grass 
 
Bed - mostly 0.03, 
stones.  Some sections 
are 0.022 on bed to 
represent mud 

 
 
Looking upstream from 32COOL00270 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32COOL00215 
to 
32COOL00195 

Banks - 0.04, grass 
 
Bed - 0.022, mud 

 
 
Looking upstream from 32COOL00205B 

32COOL00186 
to 
32COOL00185B 

Banks - 0.04, grass 
 
Bed - 0.03, stones 

 
 
Looking downstream from 32COOL00195 

32COOL00184 
to 
32COOL00175 

Banks - mainly 0.05/some 
0.06, shrubs/bushes 
 
Bed - 0.03, stones 

 
 
Looking upstream from 32COOL00175A 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32COOL00165 
to 
32COOL00141 

Banks - 0.04, grass 
 
Bed - 0.03, stones 

 
 
Looking upstream from 32COOL00152 

32COOL00140A 
to 
32COOL00074 

Banks - mainly 0.05, 
bushes/scrubs, some 
0.04 where grass 
 
Bed - 0.03, stones 

 
 
Looking downstream from 32COOL00139B 

32COOL00074A 
to 
32COOL00002A 

Banks - 0.04, grass (a 
few sections have bank 
roughness values of 0.05 
or 0.06 to represent 
shrubs/bushes) 
 
Bed - 0.03, stones 

 
 
Looking downstream from 32COOL00029B 
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Upstream and 
Downstream 
Cross Section 

Roughness Values 
(Manning's 'n') and 
materials 

Photograph 

32COOL00001B 
to 
32COOL00001 

Banks - 0.055, rocks 
 
Bed - 0.03, stones 

 
 
Looking upstream from 32COOL00001 

2.4 1D-2D boundary 

Bank top elevations have, as a minimum, been interpolated between adjacent 1D river cross-
sections.  Where available, additional bank top survey (between cross sections) has been used to 
define the bank crests.  In some places this bank crest survey had to be ignored in order to define 
wider 1D channels for stability reasons, as discussed in the following paragraphs.  The surveyed 
bank crest data has also been supplemented at a limited number of locations (where the bank 
crest data was sparse) by LIDAR spot heights. 

2.4.1 Carrowbeg  

The bank crests are almost entirely based on surveyed levels from both the river survey and 
standalone bank crest survey.  The use of LIDAR was limited to interpolated section locations in 
rural areas. 

2.4.2 Cloghan  

The bank crests are largely based on the surveyed bank crest levels that were extracted from the 
1D river sections with LIDAR being used to define the bank crests alongside interpolated river 
sections and at a limited number where survey data was sparse.  The standalone bank crest 
survey was not incorporated into the Cloghan model since it was considered that having a narrow 
representation of the 1D channel in the model based on the bank crest survey points would lead 
to a less stable model. 

2.4.3 Coolbarreen  

The bank crests are largely based on surveyed bank levels from the river survey and a standalone 
bank crest survey with LIDAR being used to define the bank crests alongside interpolated river 
sections and at a limited number where survey data was sparse.  The standalone bank crest 
survey was not incorporated into the Coolbarreen model since it was considered that having a 
narrow representation of the 1D channel in the model based on the bank crest survey points would 
lead to a less stable model. 

2.5 Defences and walls 

Figure 2-1 provides an overview of the locations of the defences and walls that are discussed in 
succeeding sections.  Identification numbers for each structure are included in the relevant tables. 
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Figure 2-1: Overview of locations of defence and wall structures on the Carrowbeg River 

 

2.5.1 Defences 

The formal effective defences that have been identified on the Carrowbeg River are detailed in 
Table 2-8. 

These structures have been modelled as surveyed and are assumed to retain flood waters up to 
the crest of the structure.  No defences (either formal or informal) have been identified on the 
Cloghan, Coolbarreen or Rossbeg watercourses. 

Table 2-8: Formal Effective Defences on Carrowbeg River 

ID Description and Location Photograph 

1 Formal effective. 
 
There is a raised defence 40m in length 
on the right bank of the Carrowbeg 
River from 32CARR00119B to 
32CARR00115. 
 
This ties into the downstream of James 
Street Bridge (N5) and runs along the 
right bank, albeit set back from the 
channel edge, as far as the weir at 
32CARR00115. 

 

 
Looking at the end of the formal defence on the right 
bank from 32CARR00115. 

2.5.2 Walls 

There are a number of both formal and informal ineffective walls along the Carrowbeg and Cloghan 
Rivers.  None of these structures are considered to function as flood defences and are either 
bypassed in the model or have been removed to effectively allow flow through the wall.  A summary 
of the walls and the method, by which each was represented in the model, is provided in Table 2-9 
for the Carrowbeg River and Table 2-10 for the Cloghan River. 
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Table 2-9: Walls on Carrowbeg River 

ID Description and 
Location 

Modelling Method Photograph 

2 Formal ineffective. 
 
84m in length on 
left bank of the 
Carrowbeg River 
from 
32CARR00169B 
to 32CARR00161. 
 
This is a retaining 
wall with large 
holes due to heavy 
vegetation.  There 
is major 
deformation and it 
is missing 
stonework. 
 
Considered 
effective only to 
bank top. 

Due to the poor 
condition of this 
wall, it was assumed 
that it would 
collapse during a 
flood event.  
Therefore it has not 
been represented in 
the model and 
natural bank levels 
have been modelled 
at this location. 

 
Looking towards wall from right bank at 
32CARR00169B. 

3 Informal 
ineffective. 
 
18m in length on 
the left bank of the 
Carrowbeg River 
from the 
downstream face 
of 
32CARR00161B. 
 
Railings line the 
river channel 
downstream of the 
wall. 

Flood water can 
easily bypass this 
wall via the railings 
just beyond its 
downstream extent.  
Therefore it has not 
been included in the 
model and top of 
bank levels have 
been modelled 
instead of wall crest 
levels. 

 
Looking downstream from 32CARR00161B, wall 
is on the left bank and railings can be seen 
downstream. 

4 Informal 
ineffective. 
 
72m in length on 
the right bank of 
the Carrowbeg 
River between 
32CARR00161B 
and 
32CARR00150. 
 
Poor condition 
heavily vegetated 
wall.  Wall ties in 
with the building 
and subsequently 
the bridge. 

As this wall is in 
poor condition, it 
has not been 
included in the 
model and top of 
bank levels have 
been modelled 
instead of the wall 
crest levels.  
Alongside the 
building, the bank 
crests have been 
adjusted to the level 
of the window sills. 
These were not 
surveyed but have 
been estimated. 

 
Looking downstream.  Wall on right bank with 
heavily vegetated section upstream and the 
building with windows downstream. 
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ID Description and 
Location 

Modelling Method Photograph 

5 Formal ineffective. 
 
Quay walls along 
left and right 
banks of the 
Carrowbeg River 
alongside the 
North and South 
Malls (i.e. between 
32CARR00150B 
and 
32CARR00119D).  
270m in length 
along right bank, 
300m in length 
along left bank. 
 
Walls are in good 
condition but have 
a number of 
access gaps on 
both banks. 
Two of the 
openings on the 
left bank have 
demountable flood 
gates installed, 
one of which was 
in place during a 
site visit. 

The surveyed wall 
crests have been 
used to model the 
bank elevations but 
the gaps have been 
included as 1D 
SPILL units 
connected directly to 
the 2D domain.   
The demountable 
gates have not been 
included in the 
model (i.e. they are 
modelled as gaps). 

 
Walls alongside the North and South Malls 
looking upstream from 32CARR00130D. 
 

 
 
Wall gap on right bank at 32CARR00127X. 

6 Formal ineffective. 
 
Retaining wall 
288m in length on 
left bank of 
Carrowbeg River 
between 
32CARR00119B 
and 
32CARR00084. 
 
Considered 
effective to bank 
level.  Land 
generally rises 
behind the wall. 
Some vegetation 
growth. 

The surveyed crest 
level has been 
modelled since this 
is effectively 
considered to 
represent the 
natural bank level 
along this reach. 

 
Retaining wall at 32CARR00108 with vegetation. 
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Table 2-10: Walls on Cloghan River 

ID Description and 
Location 

Modelling Method Photograph 

7 Informal 
ineffective. 
 
465m in length 
along coast road 
under which the 
Cloghan River 
discharges into the 
sea. The culvert 
beneath the road 
is modelled as 
CLOG00004A. 
 
This is a retaining 
wall with a variable 
crest level and 
gaps and is 
considered to be 
in an overall poor 
condition. 

A simple 
representation of the 
wall has been 
included in the 
model because it 
could provide some 
defence from high 
sea levels.  A crest 
level of 3.45m has 
been set based on 
LiDAR data and 
levels on OSi 
mapping. 

 

 
Looking along wall from the right bank of section 
32CLOG00002. 

2.6 Floodplain 

Roughness values have been assigned to the floodplain using the values detailed in the Modelling 
Method Statement.  In addition to the standard ground cover categories, such as roads and 
houses, stability patches have been used in a number of locations on the Cloghan and 
Coolbarreen Streams.  The location of these stability patches are shown in Figure 2-2.  The 
floodplain adjacent to these locations is heavily vegetated and the LIDAR filtering algorithm used 
to generate the DTM has not fully discounted the effect of this vegetation.  Patches are required 
at locations where there are anomalies in the LIDAR or where the model has difficulty reconciling 
flow velocities across the surface.   

2.6.1 Carrowbeg River 

A 2D domain with a cell size of two metres was considered appropriate to model the potentially 
complex flow routes that were expected to arise in the centre of Westport.  However, the upper 
part of the Carrowbeg floodplain (i.e. upstream of the railway bridge at 32CARR00338B) was 
modelled in 1D only using extended sections since the railway would not be overtopped and flow 
routes upstream of the railway will have no significant impact on the flood risk within Westport. 

2.6.2 Cloghan River 

A 2D domain with a cell size of two metres was modelled alongside the whole of the Cloghan River 
study reach in order to capture any significant lateral flow routes out of the main channel. 

2.6.3 Coolbarreen Stream 

As with the Cloghan River, a 2D domain with a cell size of two metres was modelled alongside the 
whole of the Coolbarreen Stream study reach in order to capture any significant lateral flow routes 
out of the main channel. 
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Figure 2-2: Location of roughness patches and LIDAR adjustments in hydraulic model 
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3 Flood history, model calibration and sensibility 
checking 

3.1 Calibration versus sensibility checking 

Where a recording flow gauge is located in or near the site and this data is accompanied by 
historical data from a flood event (such as flood extents, or spot levels), then it is possible to 
undertake calibration of the model.  This process would involve running the recorded flows through 
the model and changing model parameters, such as Manning's 'n', to match the flood extents or 
levels that were observed.  Ideally, a second event would then be run through the model and used 
to validate the outputs.  While it is possible to simulate flows recorded at a gauge in the model, 
without any record of the impact of the event, the model cannot be calibrated and the checking 
process is limited to a confirmation that predicted extents match expectations based on topography 
and local knowledge.  If there is no gauge data available but there are historical records of flooding 
then the predicted extent from an appropriate design event with a similar exceedance probability 
to the historical flood event can be used as a sensibility check of the predicted flooding frequency. 

3.2 Flood history 

Key flood risk areas have been identified in the Flood Risk Review and Inception Reports.  Table 
3-1 shows a summary of historical flood events, and includes a comment on whether they have 
been used to calibrate or validate the model. 

Table 3-1: Summary of flood history 

Area affected Main flood mechanisms Recorded 
flood event 
date 

Use in model check 

Westport Mall Fluvial (Carrowbeg River) 1st November 
1968 

Not used 

St. Anthony's Bed 
and Breakfast 

Pluvial and ponding of 
surface water 

Recurring Not used 

Rossbeg Road Fluvial (Rossbeg Stream) 1st November 
1968 

Sensibility check 

No reported flooding 
occurred 

Highest event on record November 2009 Assessment of rating 
curve applicability 

3.2.1 1st November 1968 

On the 1st November 1968, flood water from the Carrowbeg River damaged the post office in 
Westport as well as shops and houses along the Mall where flood depths of over one foot (i.e. 
0.3m) were reported.  Two houses were also flooded on the Rossbeg Road and this event has 
been described as the worst flood event that has been witnessed in living memory in Westport.  
Flooding in Westport was also reported in 1954 during widespread flooding in Co. Galway and 
Mayo. 

3.2.2 Recurring flooding 

Since the 1968 flood event, the main drainage scheme in Westport has addressed surface water 
flooding, which was previously a problem. Apart from some relatively frequent flooding of the 
garden of a B&B on Distillery Road (reported by the owner), there is no other reliable evidence of 
flooding in Westport since that time.  Although, there are quay / defence walls alongside most of 
the urban reach of the Carrowbeg in Westport, there are a number of gaps in the walls alongside 
the Mall on both banks (see Figure 3-1); those on the left bank have demountable flood gates in 
place, but so far the ownership and frequency of operation of the gates has not been determined. 

Flooding arising from the Rossbeg Stream has occurred historically.  However, the cause of that 
flooding, whether from groundwater, blockage or largely surface water flow, is unknown.  
Substantial engineering works have taken place since that time, thereby significantly modifying 
flood risk along the watercourse. 
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There is no historical flood information available for the Cloghan River or Coolbareen Stream. 

Figure 3-1: The Mall  

 
Demountable flood gate in position on the left 
bank.  There are other, similar, openings which 
do not have flood barriers on 

 
One of a number of gaps in the walls 
 

3.3 Validation approach and outcomes 

There is no gauge data for the Cloghan River, Coolbarreen Stream and Rossbeg Stream so the 
calibration of these hydraulic models has been effectively limited to a sensibility checking exercise 
of the modelled flood extents and depths. 

It is believed that some of the past flooding in Westport from the Carrowbeg River may have 
occurred in response to structural blockage so the existing risk model produced for this study may 
not be able to match any past flood events in which blockage occurred.  However, in order to check 
for accuracy in the model outputs, data from the Coolloughra flow gauge has been run through the 
hydraulic model. 

The Coolloughra gauge is located approximately three kilometres upstream of Westport; towards 
the upstream extent of the Carrowbeg hydraulic model.  Prior to the final model development, a 
calibrated rating review model was created extending from 270 metres upstream of the gauge to 
1030 metres downstream of the gauge.  Details of this rating review can be found in the WCFRAM 
Hydrology Report for UoM 32.  Since the Coolloughra gauge is located three kilometres upstream 
of Westport, any lateral and tributary flows between the gauge and the town centre for calibration 
runs had to be estimated by considering the distribution of sub-catchment design flows.  The 
distance between the gauge and the centre of Westport therefore implies that the gauge is not 
ideally located for calibrating flood flows in Westport. 

Since the centre of Westport is located approximately 0.7km upstream of the Westport House 
Lough and weir, tide levels in Westport Bay are not modelled to influence flood levels in the town.  
However, in the absence of a tidal gauge in Westport Bay, an estimated 50% AEP tidal curve was 
placed at the downstream boundary for the fluvial calibration models. 

Whilst the stilling well and gauge board were easily identifiable at the gauge location during a site 
visit, no recording or telemetry equipment was visible suggesting that the gauge has likely been 
decommissioned.  In addition the gauge record is relatively short, with data only being available 
since July 2005.  The highest level during the gauged period (i.e. 24.39mOD) occurred on 19th 
November 2009.  Based on the OPW rating curve this event would have peaked at 15.5m3/s, 
which is similar to that estimated for the 10% AEP design event.  However, using the revised rating 
curve derived for Coolloughra gauge (CWB_001a), this event would have peaked at only 11.1m3/s 
i.e. less than the peak of a 50% AEP design event.   

.  A lower magnitude flow event occurred on 3rd November 2006, with the calculated peak flow 
during this event being 13.5m3/s (OPW rating) or 9.8m3/s (CFRAM rating review). 

Based on the OPW rating curve derived for Coolloughra gauge (CWB_001a), the November 2009 
event would have peaked at 15.5m3/s, which is similar to that estimated for the 10% AEP design 
event.  However, using the revised rating curve derived for Coolloughra gauge (CWB_001a), this 
event would have peaked at only 11.1m3/s i.e. less than the peak of a 50% AEP design event.   
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The datum at the Coolloughra gauge is quoted as 96.70mOD in the supplied gauge data but this 
is inconsistent with the surveyed local CFRAM levels, which imply a bed invert level of 23.18mOD 
at the location of the gauge (32CARR00491D).  On the Environmental Protection Agency (EPA) 
website, the gauge datum is given as 23.10mAOD, which is much more consistent with the 
surveyed levels; hence, the datum provided on the EPA website has been used as the gauge 
datum in this study. 

3.3.1 November 2009 flood event 

To evaluate this event, two flow hydrographs for the November 2009 event were separately 
modelled.  In one the flow based on the OPW rating was obtained from the stage record at the 
gauge and input into the upstream extent of the Carrowbeg model.  In the other, the flow was 
calculated based on the rating obtained from the CFRAM rating review.  The lateral inflows used 
in both simulations were identical and contributed around 2.0m3/s at peak flow conditions. 

From discussions with the owner of St Anthony's Riverside Bed & Breakfast, it is known that the 
garden of this property has flooded in the recent past, with the garden flooding annually although 
the buildings have not been affected.  It is reported, but unconfirmed, that this flooding is due to 
water backing up through a non-flapped pipe which passes through the garden wall to the river.  
In 2009, the garden of the B&B was flooded to the apple trees in the middle of the lawn.  However, 
no other flooding was recorded in the centre of Westport during the November 2009 event.  The 
modelled flood extents from the calibration runs (Figure 3-2) show that the calibration run based 
on the OPW rating does flood the B&B gardens but it also floods the North Mall through a wall gap 
on the right bank.  By contrast, the calibration run based on the updated CFRAM rating review 
produces no flooding at either location. 

The dilemma this produces for model calibration is that, if the updated rating review is used, the 
flow through Westport during November 2009 is insufficient to flood an area (the bed and 
breakfast's garden) that is believed to flood on a reasonably regular basis (i.e. at least annually).  
Based on a conversation with the owner, the actual source of flooding to the bed and breakfast's 
garden has been confirmed as an underground drain in a local low-spot in the garden; connecting 
to the river, so overtopping of the bank is not a pre-requisite for flooding to occur in this location.  
Therefore, the flows calculated from the FSU approach using the updated rating, which was based 
on the best available hydrological data, appear to be too low to match the observed flood threshold 
in parts of Westport.  However, if the OPW rating is used, flooding of the North Mall, which was 
not observed to occur in November 2009, is modelled in addition to flooding of the B&B gardens.  
That the model predicts a similar threshold to the B&B gardens and North Mall is replicated in the 
results of the 10% design event (presented later).  Although frequent flooding of the North Mall 
has not occurred in recent years, modelling a relatively low flood threshold at this location is 
considered to be a reasonably realistic (albeit slightly conservative) prediction, especially when 
one considers that the kerb level at the wall gap is only 0.7 metres higher than the level of the weir 
crest at this location and that, based on the OPW rating, the November 2009 event would be 
roughly equivalent to a 10% AEP event.  In addition, it would be useful to receive further 
information on the past use of any demountable flood gates across the wall gaps on the North Mall 
before making any changes to the model geometry based on these calibration datasets.  This has 
been requested, but no details received to date.    

On the basis that the calibration run based on the OPW rating is considered to produce more 
reasonable predictions than the run based on the revised CFRAM rating, the OPW rating will be 
used unchanged as the basis for the QMED assessment for the final design runs.  The design 
flows (presented in Section 4) broadly reflect an approach of using the OPW rating to adjust QMED 
but, following this calibration exercise, these flows will need to be (slightly) adjusted so that the 
adjustment is in fact based solely on the OPW rating.  It is also strongly recommended that OPW 
should collect flow measurements for a range of river levels, but targeted at higher levels, to help 
validate the rating curve. 
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Figure 3-2: Modelled November 2009 flood extents through Westport 

 

3.4 Stakeholder Engagement 

Throughout this process OPW regional engineers and local authority engineers have been 
consulted in the form of steering group, progress group and engineer meetings and their input has 
feed into the flood maps. 

Public Consultation Day (PCD) - 29th of October 2014 

On October 29th 2014 a public consultation was held at the Quay Community Centre in Westport 
to present the flood maps for the town and solicit comments and feedback.   

This PCD was attended by 10 people.  At the PCD attendees were invited to leave feedback, in 
the form of a questionnaire.   The questionnaire sought feedback on resident's knowledge of 
flooding in the town including the locations of flooding and the frequency of flooding.   

Table 3-2 outlines the feedback received at the day relevant to the study and a note regarding how 
this information has been accommodated by the study. 

Table 3-2: PCD Feedback 

Comments Received Study Response 

The GAA pitch on the right bank of the 
Coolbarreen downstream of St Patrick's Park 
culvert is not known to have flooded. 

Otherwise the flood extents appear 
reasonable. 

Review of the draft modelling has resulted in 
corrections to better represent flow 
hydraulics in the stream and culverts and 
floodplain interaction in the area around St 
Patrick's Park.  No flooding to GAA grounds 
in the 0.1% AEP current flood extent. 

 

Small amount of 
flooding to B&B 
garden 

Flooding of 
North Mall 
through wall gap 



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2d Westport v3.0.docx 36 

 

  

4 Application of hydrology 

4.1 Hydrological estimation points 

Design flows have been developed at a series of Hydrological Estimation Points (HEPs) 
throughout the catchment.  Full details of the development of these flows are provided in the 
WCFRAM Hydrology Report for UoM 32. 

The locations and names of all the HEPs within the Westport AFA are presented in Figure 4-1 and 
are also shown in the cross sections plan, which is Volume 3 of the Hydraulic Modelling Report. 

Figure 4-1: Westport AFA HEP locations 

 

4.2 Application of design flow estimates 

4.2.1 Hydrograph shapes 

The design hydrograph shape for the Carrowbeg River is based upon a hydrograph width analysis 
(HWA) that has been carried out at the Coolloughra gauge.  This is discussed in more detail in the 
WCFRAM Hydrology report for UoM 32 but in this instance, the storm duration is a reflection of 
observed historical events. 

Inflow hydrograph shapes for the Cloghan River, Coolbarreen Stream and Rossbeg Stream have 
been developed from the Flood Studies Report (FSR) rainfall runoff method.  Inflows are located 
at the upstream limit of each watercourse and tributary and lateral inflows have been used to 
increase the flows downstream along each watercourse. 

An average critical storm duration for each watercourse was assessed by considering the 
recommended storm duration predicted in the FSR unit for each HEP along the watercourse. 
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4.2.2 Scaling to hydrological estimation points 

Carrowbeg River 

There are six HEP points along the modelled reach of the Carrowbeg River.  The inflow hydrograph 
at the upstream extent of the model has been scaled to match the flows at the CWB_001 HEP.  
Since the design flow estimates decrease from CWB_001 to CWB_001a, the upstream flows were 
maintained at CWB_001a.  The Coolloughra tributary (not modelled) joins the Carrowbeg River 
between CWB_001a and CWB_001b and the tributary inflow at this location has been scaled to 
ensure that the HEP flow at CWB_001b is matched for each design event.  Between CWB_001b 
and CWB_002, the flow estimates do not increase so no lateral flows have been added along this 
reach. 

The Tonranny tributary (not modelled) joins the Carrowbeg River between CWB_002 and 
CWB_003.  When flows downstream of the Tonranny were matched to CWB_003, the flows at 
CWB_004 became too low compared to the HEP values calculated for each design event.  
However, since the difference in calculated flows at the CWB_003 and CWB_004 HEP points was 
only ~2%, the Tonranny tributary inflow has been scaled so that the flow at CWB_003 equals the 
slightly higher design flows calculated at CWB_004.  A lateral inflow has also been used to 
distribute flows between the Tonranny confluence and the downstream extent of the model in order 
to match the flows calculated for CWB_005. 

Cloghan River 

There are eight HEPs along the modelled reach of the Cloghan River.  The flows calculated at 
ARM_001 at the upstream modelled extent of the Cloghan River are very small and it has been 
necessary to apply the flows calculated at ARM_002 to the upstream extent of the model in order 
to ensure that the model is stable at low flows.  A minimum flow of 0.2m3/s is also required at the 
upstream extent of the model.  A review of the suitability of this minimum flow confirms that flows 
remain in bank in this upper reach in the 0.1% AEP event.  The overestimation of flows at lower 
return periods at the upstream end of the model therefore does not impact predicted flood risk. 

An un-named tributary joins the Cloghan River between ARM_002 and ARM_003 and the inflow 
representing this tributary has been scaled to ensure that the flows at ARM_003 matched each 
design estimate.  Four additional inflows have also been used to distribute flow (via ISIS lateral 
inflow units) downstream of this tributary in order to match flows at ARM_004, ARM_006, 
ARM_007 and ARM_008.  

Coolbarreen Stream 

There are eight HEPs along the modelled reach of Coolbarreen Stream.  The inflow at the 
upstream extent of the model has been scaled to the flows calculated for CBN_001 for each design 
event.  However, due to the complexity of some of the culverts in this upstream reach, it was found 
that a minimum flow of 0.22-0.25m3/s was necessary to stabilise the model.  A review of the 
suitability of this minimum flow confirms that flows remain in bank in this upper reach up to the 
0.5% AEP event.  The overestimation of flows at lower return periods at the upstream end of the 
model therefore does not impact predicted flood risk. 

From Table 4-1 it is evident that this minimum flow is broadly equal to the estimated peak flow for 
a 50% AEP event so the modelled flows in the short (non-critical) upstream reach between 
CBN_001 and CBN_002 will tend to overestimate design flow conditions during low to moderate 
magnitude events. 

Two lateral inflows have been used to ensure that the modelled flows match the design estimates 
at CBN_002 and CBN_004.  The Gorteen tributary joins the Coolbarreen Stream between 
CBN_004 and CBN_005 and the tributary inflow has been scaled to ensure that the modelled flows 
match the design estimates at CBN_005.  A lateral inflow has also been used to ensure that the 
modelled flows at CBN_006 match the relevant design estimates.  The Slaugar tributary flows into 
the Coolbarreen Stream between CBN_006 and CBN_007 and the tributary inflow has been 
scaled to ensure that the modelled flows match the design estimates at CBN_007.  A further lateral 
inflow has been used to ensure that the modelled flows at CBN_008 match the design estimate at 
the downstream extent of the model. 
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Rossbeg Stream 

There are two HEPs on the Rossbeg River.  For the purposes of estimating channel capacity, the 
flow at CLG_002 has been used. 

It should be noted that the above calibration of flows was carried out on the 1D (ISIS) model for 
each watercourse prior to linkage with 2D.  This is because calibrating against the linked 1D-2D 
models would not have been very practical due to the long model run times and the fact that the 
linked 1D-2D model will generally predict local attenuation to a much higher degree of accuracy 
than the hydrological estimation technique. 

Table 4-1 provides a summary of the estimated and modelled design flows at each HEP.  However, 
the modelled flows shown here only include the channel flow recorded in the 1D part of the model.  
In order to better compare the estimated and modelled (1D-2D linked) flows at HEPs, it would be 
necessary to record floodplain flow at each HEP within the 2D domain and this has not been 
carried out. 
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Table 4-1: Summary of hydraulic model design inflows 

HEP 
Name 

Cross Section 
Label 

Predicted Peak Flows (m3/s) Flow in Model (m3/s) Comments 

50% 
AEP 

10% 
AEP 

2% 
AEP 

1% 
AEP 

0.1% 
AEP 

50% 
AEP 

10% 
AEP 

2% 
AEP 

1% 
AEP 

0.1% 
AEP 

 

CWB_001 32CARR00518 12.4 15.9 19.4 21 31.2 12.4 16.1 19.4 21.3 31.7 Upstream modelled extent of the 
Carrowbeg River. 

CWB_001a 32CARR00491a 12.3 15.8 19.2 20.9 31.0 12.4 16.0 19.3 21.3 31.5 Upstream of Cooloughra tributary. 

CWB_001b 32CARR00491b 13.2 16.9 20.6 22.4 33.2 13.5 17.0 21.4 22.5 33.4 Downstream of Cooloughra tributary. 

CWB_002 32CARR00329a 13.1 16.8 20.4 22.2 32.8 13.5 16.9 21.1 22.0 30.3 Upstream of the Tonranny tributary. 

CWB_003 32CARR00329b 13.4 17.2 21.0 22.7 33.7 14.1 17.8 22.2 23.1 31.9 Downstream of the Tonranny tributary, 
flows at this location have been scaled to 
match CWB_004. 

CWB_004 32CARR00182 13.9 17.9 21.7 23.6 34.9 14.1 17.7 21.0 21.3 20.6 Flooding upstream in the 1D-2D model 
reduces the flows within the ISIS channel.  

CWB_005 32CARR00020 14.7 18.9 23.0 24.9 37.0 14.9 18.7 23.6 25.1 41.4 Most downstream HEP on the Carrowbeg 
River. 

ARM_001 N/A 0.01 0.02 0.03 0.03 0.05      This HEP has not been used, ARM_002 
has been applied at the upstream extent of 
the watercourse. 

ARM_002 32CLOG00291 0.1 0.2 0.2 0.2 0.4 0.2 0.2 (min 
flow) 

0.22 0.3 0.4 Upstream extent of Cloghan River. 

ARM_003 32CLOG00234 0.6 0.8 1.1 1.2 1.8 0.69 0.9 1.0 1.4 2.1 Downstream of tributary inflow. 

ARM_004 32CLOG00192 1.4 2.0 2.6 3.0 4.6 1.7 2.1 2.6 2.8 4.0  

ARM_006 32CLOG00134 1.7 2.4 3.2 3.6 5.6 2.0 2.6 2.6 3.3 5.0  

ARM_007 32CLOG00084 2.2 3.1 4.0 4.5 7.1 2.4 3.1 4.0 4.9 8.7  

ARM_008 32CLOG0003B 2.69 3.8 5.0 5.5 8.4 2.9 3.8 4.9 5.4 7.4 Most downstream HEP on the Cloghan 
River. 

CBN_001 32COOL00442 0.2 0.2 0.3 0.3 0.5 0.25 0.3 0.3 0.3 0.5 Upstream modelled extent of Coolbarreen 
Stream. 

CBN_002 32COOL00392 0.6 0.8 1.1 1.2 1.9 0.63 0.8 0.99 1.2 1.8  

CBN_003 32COOL00323* 1.2 1.6 2.2 2.4 3.8 0.56 0.8 0.95 1.2 2.2 This HEP has not been directly scaled to. 

CBN_004 32COOL00270A 1.2 1.8 2.1 2.6 4.1 0.82 1.0 1.1 1.2 1.3 Upstream of Gorteen tributary inflow. 

CBN_005 32COOL00270B 1.3 1.9 2.4 2.7 4.2 0.93 1.1 1.3 1.3 1.4 Downstream of Gorteen tributary inflow. 

CBN_006 32COOL00152A 1.6 2.3 3.1 3.5 5.4 1.4 1.6 1.76 1.8 1.8 Upstream of Slaugar tributary inflow. 

CBN_007 32COOL00152B 2.3 3.2 4.2 4.7 7.2 2.1 2.5 3.0 3.0 3.2 Downstream of Slaugar tributary inflow. 

CBN_008 32COOL00001 2.5 3.6 4.7 5.2 7.9 2.3 2.9 3.7 3.9 4.3 Downstream modelled extent of 
Coolbarreen Stream. 

 
The difference in flows at the 0.1% AEP event is due to the insufficient hydraulic capacity of the respective river channel.  There are many overland flow routes in the model 
that cause fluctuations in peak flows at each cross section, particularly for the higher-order events. 



 

 
 

WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2d Westport v3.0.docx 

 

4.3 Downstream Boundary 

4.3.1 Fluvial models 

The Carrowbeg River, Cloghan River and Coolbarreen Stream all discharge into Westport Bay at 
their downstream extents.  Therefore a sea level (HT - head/time) boundary would be the most 
appropriate downstream boundary to apply to each of the fluvial models.  To maintain compatibility 
with other Western CFRAM models, the estimated 50% AEP tidal curve for Westport Bay was 
initially applied to each of the fluvial model runs.  However, since applying a high tide level to the 
Coolbarreen model led to instability, which would have no influence on the fluvial flood risk further 
upstream due to the steepness of the outflow channel, the downstream boundary for this model 
was modified to include for a constant sea level of 0.00mOD.  A 50% AEP tidal boundary was 
retained for the Carrowbeg and Cloghan River fluvial models. 

4.3.2 Tidal models 

Due to the small extent of the tidal influence along the Cloghan River and Coolbarreen Stream 
and the model instability that occurs in response to tide locking at their outlets, these models were 
used to generate fluvial risk maps only and the tidal flood maps around the mouths of these 
watercourses was modelled using an extended version of the Westport Quay coastal model.  Tidal 
events were modelled using the Carrowbeg River model due to the longer reach of this 
watercourse that would be at risk from high tides compared to the other watercourses in this AFA. 

The extreme sea levels for modelling tidal events were developed as part of the Irish Coastal 
Protection Study Strategy (ICPSS).  Figure 4-2: ICPSS extreme sea level calculation point details 
the location of the nearest ICPSS point (W41) to the Westport AFA and the calculated extreme 
levels from IPCSS point W41 have been applied to the downstream boundary of the Carrowbeg 
model.  This is a gross assumption as the watercourses are all situated up narrow bays and 
estuaries which would result in significant funnelling of tide levels around the offshore islands and 
up to the downstream limit of the model.  In the absence of other data, this is the only possible 
approach. 

Figure 4-2: ICPSS extreme sea level calculation point 

 

The tidal boundary was developed from a Highest Astronomical Tide (HAT) series and typical 
surge profile.  Full details are provided in the WCFRAM Hydrology Report for UoM 32. 
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Table 4-2: ICPSS extreme sea level estimates shows the estimated extreme sea levels at the W41 
ICPSS calculation point for a range of return periods. 

Table 4-2: ICPSS extreme sea level estimates 

ICPSS 
Label 

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

W41 2.79 2.96 3.09 3.21 3.37 3.49 3.61 3.88 
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5 Model results 

5.1 Model runs 

The model has been run for a present day and two future scenarios, a Mid-Range Future Scenario 
(MRFS) and a High-End Future Scenario, which consider the potential impact of climate change.  
Further details of the allowances within the calculations are included in the Hydrology Report, but 
the increased flows include for the impacts of urbanisation and climate change. 

The model has been run for the following present day and MRFS fluvial and tidal events; 50%, 
10%, 5%, 2%, 1%, 0.5% and 0.1% AEP design events.  Only the 10%, 1% and 0.1% AEP design 
events have been run for the HEFS.  For all the fluvial events, the 50% AEP tide level has been 
used as the downstream boundary.  For the tidal events, the 50% AEP fluvial flow has been used 
as the inflow at the upstream end of the model. 

Table 5-1 and Table 5-2 detail the full suite of design flows for the HEPs for the MRFS and HEFS. 

Table 5-1: Peak flows for the Mid-Range Future Scenario 

HEP 
reference 

Predicted Peak Flows for the MRFS (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5%  
AEP 

2%  
AEP 

1%  
AEP 

0.5% 
AEP 

0.1% 
AEP 

CWB_001 14.9 17.4 19.1 20.8 23.2 25.2 28.1 37.4 

CWB_001a 14.8 17.3 19.0 20.7 23.1 25.1 27.9 37.2 

CWB_001b 15.8 18.5 20.4 22.2 24.7 26.8 29.9 39.8 

CWB_002 15.7 18.4 20.2 22.0 24.5 26.6 29.6 39.4 

CWB_003 16.1 18.9 20.7 22.6 25.2 27.3 30.4 40.4 

CWB_004 16.8 19.6 21.5 23.5 26.2 28.4 31.7 42.0 

CWB_005 17.8 20.9 22.9 25.0 27.8 30.2 33.7 44.8 

ARM_001 0.02 0.02 0.03 0.03 0.04 0.04 0.05 0.06 

ARM_002 0.1 0.2 0.2 0.2 0.3 0.3 0.3 0.5 

ARM_003 0.7 0.9 1.0 1.2 1.3 1.4 1.7 2.3 

ARM_004 1.8 2.2 2.5 2.9 3.3 3.8 4.3 5.9 

ARM_006 2.2 2.7 3.1 3.5 4.1 4.6 5.2 7.2 

ARM_007 2.8 3.4 3.9 4.4 5.1 5.7 6.5 9.0 

ARM_008 3.4 4.2 4.8 5.4 6.3 7.0 7.9 10.7 

CBN_001 0.2 0.3 0.3 0.3 0.3 0.4 0.5 0.7 

CBN_002 0.7 0.9 1.0 1.1 1.3 1.5 1.7 2.4 

CBN_003 1.5 1.8 2.1 2.3 2.7 3.1 3.5 4.8 

CBN_004 1.6 1.9 2.2 2.5 2.9 3.3 3.7 5.2 

CBN_005 1.7 2.1 2.3 2.6 3.1 3.4 3.9 5.3 

CBN_006 2.1 2.6 2.9 3.3 3.9 4.4 5.0 6.8 

CBN_007 2.8 3.5 4.0 4.5 5.2 5.8 6.6 8.9 

CBN_008 3.1 3.9 4.4 5.0 5.8 6.5 7.2 9.7 
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Table 5-2:  Peak flows for the High-End Future Scenario 

HEP 
reference 

Predicted Peak Flows for the HEFS (m3/s) 
10% AEP 1% AEP 0.1% AEP 

CWB_001 20.7 27.3 40.5 

CWB_001a 20.6 27.1 40.3 

CWB_001b 22.1 29.1 43.2 

CWB_002 21.9 28.9 42.7 

CWB_003 22.4 29.6 43.8 

CWB_004 23.4 30.8 45.6 

CWB_005 24.9 32.9 48.8 

ARM_001 0.03 0.04 0.07 

ARM_002 0.2 0.3 0.5 

ARM_003 1.1 1.6 2.5 

ARM_004 2.8 4.2 6.6 

ARM_006 3.5 5.1 8.0 

ARM_007 4.3 6.4 10.0 

ARM_008 5.4 7.8 11.9 

CBN_001 0.3 0.5 0.7 

CBN_002 1.1 1.7 2.6 

CBN_003 2.3 3.4 5.3 

CBN_004 2.5 3.7 5.8 

CBN_005 2.6 3.8 5.9 

CBN_006 3.2 4.9 7.5 

CBN_007 4.4 6.4 9.8 

CBN_008 4.8 7.1 10.7 

5.2 Flood risk mapping 

Flood risk extents for the present day and MRFS 10%, 1% and 0.1% AEP design events along 
with long section profiles for present day 10, 1% and 0.1% AEP design events are presented in 
Volume 3 of the UoM 32 Hydraulic Modelling Report. 

5.3 Key flood risk mechanisms 

Further to the information presented in the flood risk maps, a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

5.3.1 Carrowbeg River 

Flooding upstream and downstream of Distillery Road 

Some overtopping of both banks of the Carrowbeg River occurs during the 10% AEP fluvial event 
and the garden of St Anthony's B&B, where flooding has been reported to occur with relative 
frequency, is also predicted to flood but no properties are predicted to be at risk. 

During a 1% AEP fluvial event, buildings along the right bank of the Carrowbeg River both 
immediately upstream of Distillery Road (part of the B&B) and the North Mall are predicted to flood. 

During a 0.1% AEP fluvial event, the whole B&B plot including the main B&B building is predicted 
to flood and more properties downstream of Distillery Road are predicted to be at risk. 

There is predicted to be no tidal risk to this area. 

Flooding to the North Mall 

Flood water is predicted to flow through gaps in the walls lining the Carrowbeg River onto the North 
Mall across the range of events modelled so far.  However, the crest level of the wall is not 
exceeded even during a 0.1% AEP fluvial event. 

During a 10% AEP fluvial event, the North Mall is predicted to flood between Newport Street and 
Castlebar Street through the gap in the wall just downstream of Castlebar Street but the modelled 
flood extent is largely restricted to the road itself. 
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During a 1% AEP event, the flood extent is predicted to extend further along the North Mall to 
upstream of Castlebar Street and a number of buildings along the North Mall are predicted to be 
at risk between Newport Street and Castlebar Street. 

During a 0.1% AEP fluvial event, the entire North Mall between Newport Street and the North Mall 
road bridge is predicted to flood and further buildings between Newport Street and Castlebar Street 
are predicted to be at risk. 

There is predicted to be no tidal risk to this area. 

Flooding to the South Mall 

Flooding of the South Mall is modelled to be restricted to a 0.1% AEP fluvial event and is predicted 
to occur through wall gaps in the left bank of the river.  Floodwater that passes through these gaps 
upstream of Bridge Street flows along the South Mall and onto James Street putting a number of 
properties at risk. 

There is predicted to be no tidal risk to this area. 

Flooding near Westport House Lough 

There is predicted to be some overtopping of the river banks during both fluvial and tidal events 
across the full range of return periods modelled in this study.  However, flooding is predicted to be 
limited to low areas on both banks and Westport House, which is the only property in this area, is 
not predicted to be at risk during any of these scenarios. 

5.3.2 Cloghan River 

Flooding to the N59 

A short section of the N59 in Carrowbaun is predicted to be at risk from flood water overtopping 
the N59 culvert during the 1% and 0.1% AEP fluvial events. 

Flooding to the R335 

The R335 is predicted to be at risk of flooding during 1% and 0.1% AEP fluvial events from flood 
water that overtops the upstream face of the large culvert that runs beneath the R335 and adjacent 
access road.  This flood water is modelled to flow across the access road and flood the R335 from 
where some of it returns to the Cloghan River via a flow route that follows a west then northerly 
direction. 

Flooding close to the Harbour Road 

Flooding of properties from the Cloghan River is predicted to be limited to a small number of 
buildings around the Harbour road close to Westport Bay. 

During a 10% AEP fluvial event, flooding is modelled to be restricted to the road network in the 
vicinity of the Harbour road and no properties occur within the flood outline.  However, in addition 
to the local road network, at least four properties are predicted to be to risk during the 1% and 
0.1% AEP fluvial events, three of which are located close to the Harbour road with the fourth being 
a little further upstream.  Flooding to the upstream property is modelled to occur from flood water 
that overtops the left bank and flows towards the property across a field whereas closer to the 
Harbour road, the capacity of the two culverts within the private gardens is modelled to be 
exceeded; particularly since the peak of the fluvial event is being modelled to coincide with high 
tide.  The flood mechanisms remain the same during the 0.1% AEP fluvial event but the flood 
extent is slightly larger especially along the Harbour Road where it could flood some of the coastal 
properties. 

It should be noted that high tide is considered to be a significant contributory factor to the modelled 
flood risk to properties in the vicinity of the Harbour road.  This assumption will be evaluated during 
sensitivity testing of the downstream boundary. 

5.3.3 Coolbarreen Stream 

Flooding upstream of the access track at 32COOL00366A 

A culvert with a diameter of only 350mm occurs beneath an access track at 101036, 285137.  
Flooding is modelled to occur immediately upstream of this culvert at an early stage in all of the 
fluvial model runs, although, this is partly due to the fact that a high minimum flow is required along 
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this upstream reach to stabilise the model.  However, the modelled flooding is restricted to a field 
on the left bank of the Coolbarreen and no existing properties are predicted to be at risk from this 
culvert. 

Flooding to Deerpark Road at 32COOL00270A 

Flooding is predicted to occur along the Deerpark road on the left bank of the Coolbarreen Stream 
in the vicinity 32COOL00270A during 10%, 1% and 0.1% AEP existing risk events.  During a 0.1% 
AEP event, the property at the end of the Deerpark Road (close to 32COOL00256) is predicted to 
be at risk. 

Flooding upstream of the N59 

A large volume of floodwater is predicted to collect during 10%, 1% and 0.1% AEP events in the 
fields upstream of the prominent, north-south oriented, road embankment located just to the east 
of the N59.  Flooding hereabouts is considered to occur in response to low local bank elevations 
and the hydraulic restriction posed by the embankment and associated culvert.  No existing 
properties are at risk from flooding at this location. 

Flooding around the Slaugar confluence 

Flooding of fields is predicted during 10%, 1% and 0.1% AEP events in the vicinity of the Slaugar 
confluence related to the limited local channel capacity possibly in conjunction with the limited 
capacity of the culvert beneath Newport Road.  No existing properties are at risk in this area. 

Flooding of the Farmyard 

The Farmyard to the south of Golf Course Road is predicted to be at risk during a 0.1% AEP event 
from a southerly directed, sinuous, flow route that exits the left bank of the Coolbarreen Stream at 
the upstream face of the Golf Course Road culvert (32COOL00081A). 

5.3.4 Rossbeg Stream 

The mechanisms in operation on the Rossbeg Stream are complex, and the limitations associated 
with fluvial (whether 1D or 2D) modelling would not give an accurate idea of flood risk.  From 
upstream to downstream, the unknown elements of the system are: 

• The catchment is ungauged, and there are no recent records for calibration or validation, 
with the exception of the 1968 event, which does not represent current situations. 

• Capacity of the piped network outfalling from the mill pond is unknown, and even if the 
capacity of the pipes were calculated, it is not known if surface water also drains into this 
system. 

• Entry capacity and flow rates into the swallow hole are unknown. 

• Capacity of the swallow-hole and underground system is unknown. 

• Joint probability connected in-channel flow and the water levels in the groundwater have 
not been determined. 

• Route of the overflow pipe from the swallow holes, although assumed, is unconfirmed. 

• Due to the karst nature of the area, the problem is not one of peak flow, but is an issue of 
available storage volume and consequence when this storage is full. 

Rather than model the Rossbeg Stream, a number of steps in the flood review process have been 
taken to determine the possibility of flood risk arising, and to assess where flooding, if any, may 
occur.  This has allowed an indicative flood extent to be developed, albeit one with an unknown 
return period.  A plan view of the swallow-hole and key locations and elevations is shown in Figure 
5-1. 

The Manning's equation has been used to determine channel capacity based on the dimensions 
of the cross section immediately upstream of the swallow hole.  Calculations have shown that the 
channel has capacity to contain the 1% AEP event, of 4.88m3/s.  The channel capacity would be 
exceeded in the 0.1% AEP event (7.41m3/s).  However, this assumes all the flow calculated at 
HEP CLG_002 arrives at the swallow hole, and does not account for the flows that are lost to the 
twin piped system at the mill pond, which depending on the water level in the pond may remove in 
the region of 1m3/s from the system. 
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Once the inflow from the stream exceeded the outflow from the swallow hole, water levels will 
increase in the channel and in the relatively low ground on the downstream side of the swallow 
hole.  Upon reaching a level of 5.1mOD, it would spill into the hollow beyond, which drops to 
approximately 4.39mOD.  The bed level at the cross section 10m upstream of the swallow hole is 
5.44mOD, so water would spill into the hollow before backing up to this point. 

Water could continue to collect in the hollow and in the Rossbeg Stream channel until it reached 
a level of 5.93mOD when it would outflow into the culvert system at the back of the hollow.  The 
capacity of the culvert is approximately 1.3m3/s.  At approximately the same level, water would 
begin to spill out of the channel approximately 80m upstream from the swallow hole and would 
collect in a localised low spot in a field on the left bank, and encroach in a limited way on the field 
on the right bank.  When water levels reach approximately 9.00mOD they begin to spill out of the 
hollow and along a footpath in a northerly direction before flowing down the road towards the bay.  
An assessment of ground levels indicates that water would flow into the same field that the culvert 
discharges into.  From there the water would flow through the drainage channel before discharging 
into the bay. 

At an overtopping level of 9.00mOD, the Rossbeg Stream would not cause flooding of property, 
although the gardens on the left bank of the stream upstream of the swallow hole would be 
inundated.  There may be some flooding onto the road adjacent to the mill pond, which may result 
in an overland flow path down the road, to join with the water spilling from the hollow. 

The assessment undertaken does not provide any clues to the source of flooding that was 
experienced in the 1960s.  It is possible that ground profiles have changed with development, and 
perhaps the capacity of the hollow has been increased along with the installation of the overflow 
pipe. 

It is also possible the mill pond overtopped due to blockage of the downstream channel or outfall 
weir, resulting in water spilling out onto the road. 

Following discussion with the local resident who experienced the flood event, it is clear that fluvial 
flooding is not a concern.  However, he did have serious worries about risks created through 
blockage to the gridded overflow pipes in the pool, and it is recommended that this should be 
raised as a maintenance issue with Mayo County Council. 
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Figure 5-1: Rossbeg swallow hole 
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6 Sensitivity testing 

6.1 Screening of sensitivity tests 

The suite of potential sensitivity tests is detailed in Volume 1a: Hydraulic Modelling Method 
Statement.  The application of the sensitivity tests has been an iterative process which allowed 
certain criteria to be screened out.  Table 6-1 summarises the full suite of potential sensitivity tests, 
and highlights those which have not been applicable, and those which have been screened out.  
Further details of these criteria are provided in the following sections.  These sensitivity tests are 
only applicable to the Carrowbeg River, Cloghan River and Coolbarreen Stream and not the 
Rossbeg Stream since a hydraulic model was not developed for this watercourse. 

The results of testing those criteria which are relevant to Westport are detailed in Section 6.2. 

Table 6-1: Sensitivity test summary 

Sensitivity test Relevance to Westport 

Peak flow Tested 

Flow volume Tested 

Critical storm duration Screened out 

Roughness Tested 

Building representation Tested 

Afflux / headloss at key structures Tested at a number of structures 

Water level boundaries and joint probability Not applicable 

Timing of tributaries Screened out 

Timing of fluvial and tidal peaks Not applicable 

Cell size Screened out 

6.1.1 Peak flow 

As flow is probably the most critical of all the sensitivity tests it is important to consider the quality 
of data available in the derivation of the design flows. 

The flow sensitivity scoring mechanism is detailed in the generic Hydraulic Model Development 
Methodology and produces a score of 10 for the Carrowbeg River and 20 for the Cloghan River 
and Coolbarreen Stream.  Table 6-2 details the flow sensitivity tests undertaken as a result of 
these scores. 

Table 6-2: Sensitivity to flows scaling factors 

Return period of event Carrowbeg River Cloghan River, Coolbarreen Stream 
and Rossbeg Stream 

10% Use QMED uncertainty Use QMED uncertainty 

1% Use QMED uncertainty 
then multiply flows by 
1.2 

Use QMED uncertainty then multiply flows 
by 1.3 

6.1.2 Flow volume 

A sensitivity test to flow volume is advisable where flow hydrographs have been generated from 
limited or no data.  The flow hydrograph for the Carrowbeg River included observed data as part 
of the hydrograph width analysis.  However, as the Coolloughra gauge record is relatively short 
and the modelled hydrograph shapes will be prone to a fair degree of uncertainty, the sensitivity 
of the model to hydrograph duration was tested by increasing the flood duration along the 
Carrowbeg River by 20%. 

The cumulative flow volume has the potential to affect flooding on the Cloghan River and 
Coolbarreen Stream since overtopping on both watercourses is influenced by culvert capacities.  
Since the inflow hydrographs for both these watercourses had to be developed from catchment 
descriptors in the absence of observed data, an increase of 100% in the duration of the flow 
hydrographs was applied for these watercourses. 
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Table 6-3: Flow volume sensitivity scaling factors 

Description of site Sensitivity multiplier 
applied to flood duration 

Flood duration has been developed from a single observed event 
data or multiple events below the 10% AEP. 

1.2 

Flood duration has been developed from catchment descriptors and 
there are few or no lakes in the upstream catchment (FARL>0.9) 

2 

Flood duration has been developed from catchment descriptors and 
there are extensive lakes in the upstream catchment (FARL<0.9) 

9 

6.1.3 Sensitivity to roughness 

The 1% AEP design event flood extents are relatively limited for the Carrowbeg River, Cloghan 
River and Coolbarreen Stream implying that there would be little benefit to testing the sensitivity 
of the models to any reduction in roughness since this would only further reduce the modelled 
flood extents.  A reduction in roughness was still tested, however, for peace of mind.  Theoretically 
a reduction in roughness could speed the peak flow through the model and increase flood risk 
downstream.  In Westport the models all discharge into the bay so there are no downstream 
receptors to be impacted upon.   

The specific maintenance regime undertaken by Mayo County Council is not known.  The 
Carrowbeg River channel through Westport appears to be well maintained and is largely urban in 
nature with stone sidewalls and pavements / roads on the floodplains.  The reaches upstream and 
downstream of Westport do not appear to be overgrown.  The majority of the modelled length of 
the Cloghan River is visibly overgrown and the channel only appears to be maintained towards the 
very downstream of the watercourse.  On Coolbarreen Stream, upstream parts of the watercourse 
are fairly overgrown while towards the downstream, the banks appear to be maintained.  Sensitivity 
tests on the impact of increased roughness along the Cloghan River and the upper parts of 
Coolbarreen Stream should therefore be conservative. 

Although, roughness is a factor in the Manning's equation that was used to calculate flows in the 
Rossbeg Stream, this assessment demonstrated that, even if channel capacity was reduced, the 
flood risk would still be limited to the fields on the right bank, with localised flooding in one field on 
the left bank. 

Table 6-4 to Table 6-6 summarises the current roughness values applied within the model over 
the various reaches and the increased/decreased values that were applied for the 10% AEP events 
and 1% AEP events.  

Roughness values in the floodplain for the Carrowbeg, Cloghan and Coolbarreen models have 
been altered to the upper and lower bounds of those values quoted in the Hydraulic Modelling 
methods report for the 10% and 1% AEP events only. 

Table 6-4: Sensitivity to roughness scenarios on Carrowbeg River 

 Roughness values (Manning's 'n') and materials 

Upstream and 
downstream cross 
section 

Existing risk 10% and 1% AEP roughness 
sensitivity 

32CARR00518 to 
32CARR00409 

Extended 1D cross sections used initially 
for rating review. 
 
Floodplain - 0.080 (varied land-use). 
 
Bed and banks - vary between 0.04 and 
0.055  
Bed mainly stones and banks mainly 
trees and bushes. 

Floodplain - 0.06/0.110 
 
Bed - 0.04/0.07 
 

32CARR00405 to 
32CARR00289 

Banks - 0.04 in general along this reach 
as mostly grassy, although where there 
are trees and bushes bank values 
increase up to 0.15 to reflect this. 
 
Bed - 0.035, stones. 
 

Banks -  0.033/0.045 
 0.1/0.2 
 
Bed - 0.022/0.04 
 

32CARR00279 to Left bank - generally 0.06 (bushes) Left bank - 0.05/0.075 
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 Roughness values (Manning's 'n') and materials 

Upstream and 
downstream cross 
section 

Existing risk 10% and 1% AEP roughness 
sensitivity 

32CARR00213 through this section but some lower 
sections reflecting changing vegetation. 
 
Right bank - 0.07 to 0.15 representing 
trees. 
 
Bed - 0.035, stones. 

 
Right bank - 0.05/0.13 
 0.1 - 0.2 
 
Bed -  0.022/0.04 
  
 

32CARR00207 to 
32CARR00207B 

Banks - 0.04, grass. 
 
Bed - 0.035, stones. 

Banks 0.033/0.045 
 
Bed - 0.03/0.04 
 

32CARR00206 to 
32CARR00197 

Banks - 0.06 to 0.07, bushes/trees. 
 
Bed - 0.035, stones. 

Banks -  0.05/0.075 
 0.05/0.13 
 
Bed - 0.022/0.04 
 

32CARR00189 to 
32CARR00169 

Banks - generally 0.04 through this 
section, some instances of 0.06 and 0.07 
to represent bushes. 
 
Bed - 0.035, stones. 

Banks - 0.033/0.045 
 0.05/0.075 
 
Bed - 0.03/0.04 

32CARR00161 to 
32CARR00091 

Banks - 0.02, walls through Westport. 
 
Bed - 0.035, stones. 

Banks - 0.015/0.025 
 
Bed - 0.03/0.04 
 

32CARR00084 to 
32CARR00068 

Banks - 0.04, grass. 
 
Bed - 0.035, stones. 

Banks - 0.033/0.045 
 
Bed - 0.03/0.04 
 

32CARR00063 to 
32CARR00050  

Banks - 0.07 and 0.06, trees/bushes. 
 
Bed - 0.035, stones. 

Banks - 0.05/0.013 
 0.05/0.075 
 
Bed - 0.022/0.04 
 

32CARR00050A to 
32CARR00012 

Banks - 0.04, grass. 
 
Bed - 0.035, stones. 

Banks - 0.033/0.045 
 
Bed - 0.022/0.04 
 

32WEST0070 to 
32WEST0000Spillway 
from Westport House 
Lough 

Banks - 0.04 and 0.025 to represent 
grass and walls respectively. 
 
Bed - 0.035, stones. 

Banks - 0.033/0.045 
 0.02/0.03 
 
Bed - 0.022/0.04 
 

 

Table 6-5: Sensitivity to roughness scenarios on Cloghan River 

 Roughness values (Manning's 'n') and materials 

Upstream and 
downstream cross 
section 

Existing risk 10% AEP roughness sensitivity 
and 
1% AEP roughness sensitivity 

32CLOG00291 to 
32CLOG00245A 

Banks - 0.04, grass 
Bed - 0.025, mud 

Banks - 0.033/0.045 
Bed - 0.02/0.03 

32CLOG00243B to 
32CLOG00199 

Banks - 0.04, grass 
Bed - 0.035, gravel 

Banks - 0.033/0.045 
Bed - 0.03/0.04 

32CLOG00194 to 
32CLOG00165  

Banks - 0.05, bushes 
Bed - 0.035, gravel 

Banks - 0.04/0.06 
Bed - 0.03/0.04 

32CLOG00159A to 
32CLOG00072 

Banks - 0.04, grass 
Bed - 0.035, gravel 

Banks - 0.033/0.045 
Bed - 0.03/0.04 

32CLOG00062 to 
32CLOG00052 

Banks - 0.04, grass 
Bed - 0.030, silt 

Banks - 0.033/0.045 
Bed - 0.025/0.035 

32CLOG00040A to Banks - 0.04, grass Banks - 0.033/0.045 
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 Roughness values (Manning's 'n') and materials 

Upstream and 
downstream cross 
section 

Existing risk 10% AEP roughness sensitivity 
and 
1% AEP roughness sensitivity 

32CLOG00004A Bed - 0.035, gravel Bed - 0.03/0.04 

32CLOG00003B to 
32CLOG00000 

Banks - 0.04, grass 
Bed - 0.035, silt 

Banks - 0.033/0.045 
Bed - 0.03/0.04 

 

Table 6-6: Sensitivity to roughness scenarios on Coolbarreen Stream 

 Roughness values (Manning's 'n') and materials 

Upstream and 
downstream cross 
section 

Existing risk 10% AEP roughness sensitivity 
and 1% AEP roughness sensitivity 

32COOL00442 to 
32COOL00422 

Banks - 0.04, grass  
Bed - 0.03, stones 

Banks - 0.033/0.045 
Bed - 0.025/0.035 

32COOL00416 to 
32COOL00415A 

Banks - 0.04, grass 
Bed - 0.022, mud 

Banks 0.033/0.045 
Bed - 0.02/0.025 

32COOL00415B to 
32COOL00414 

Banks - 0.04, grass 
Bed - 0.03, stones 

Banks - 0.033/0.045 
Bed - 0.025/0.035 

32COOL00413A to 
32COOL00413 

Left bank - 0.04/0.05, grass/shrubs 
Right bank - 0.02, concrete wall 
Bed - 0.03, stones 

Banks - 0.033/0.045 
 0.04/0.06 
 0.015/0.025 
Bed - 0.025/0.035 

32COOL00412 to 
32COOL00381A 

Banks - 0.06, bushes 
Bed - 0.03, stones 

Banks 0.05/0.075 
Bed - 0.025/0.035 

32COOL00380B to 
32COOL00365B 

Banks - 0.04, grass 
Bed - 0.03, stones 

Banks - 0.033/0.045 
Bed - 0.025/0.035 

32COOL00365 to 
32COOL00354 

Banks - 0.04, grass 
Bed - 0.022, mud 

Banks - 0.033/0.045 
Bed - 0.02/0.025 

32COOL00353A to 
32COOL00215B 

Banks - 0.04, grass 
Bed - mostly 0.03, stones.  Some 
sections are 0.022 on bed to 
represent mud.   

Banks - 0.033/0.045 
Bed - 0.025/0.035 (stones), 
 0.02/0.025 (mud) 

32COOL00215 to 
32COOL00195 

Banks - 0.04, grass 
Bed - 0.022, mud 

Banks - 0.033/0.045 
Bed - 0.02/0.025 

32COOL00186 to 
32COOL00185B 

Banks - 0.04, grass 
Bed - 0.03, stones 

Banks - 0.033/0.045 
Bed - 0.025/0.035 

32COOL00184 to 
32COOL00175 

Banks - mainly 0.05/some 0.06, 
shrubs/bushes 
Bed - 0.03, stones 

Banks - 0.04/0.06 
 0.05/0.075 
Bed - 0.025/0.035 

32COOL00165 to 
32COOL00141 

Banks - 0.04, grass 
Bed - 0.03, stones 

Banks - 0.033/0.045 
Bed - 0.025/0.035 

32COOL00140A to 
32COOL00074 

Banks - mainly 0.05, bushes/scrubs, 
some 0.04 where grass 
Bed - 0.03, stones 

Banks - 0.04/0.06 
 0.033/0.045 
Bed - 0.025/0.035 

32COOL00074A to 
32COOL00002A 

Banks - 0.04, grass (a few sections 
have bank roughness values of 0.05 
or 0.06 to represent shrubs/bushes) 
Bed - 0.03, stones 

Banks - 0.033/0.045 
 0.04/0.06 
 0.05/0.075 
Bed - 0.025/0.035 

32COOL00001B to 
32COOL00001 

Banks - 0.055, rocks 
Bed - 0.03, stones 

Banks - 0.04/0.07 
Bed - 0.025/0.035 

6.1.4 Building representation 

Properties are predicted to be inundated along the Carrowbeg River through Westport, towards 
the downstream extent of the Cloghan River and along the Coolbarreen Stream.  To understand 
if the inclusion of raised buildings in the models will change the flood risk extents significantly, 
property threshold levels were increased by 0.5m. 

6.1.5 Afflux at key structures 

Key structures identified for this sensitivity test are those that have a controlling influence on local 
water levels and the resulting influence may be expected to cause flooding to local receptors.  
These structures have been identified by examination of the long section water level plot through 
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the structure, a review of nearby receptors at risk and an assessment of likely flow routes around 
the structure.  It is important to note that contraction and expansion losses at these faces have 
already been modelled and these values have been used to consider the implications of additional 
complexity only 

Carrowbeg River 

Two key structures have been identified on the Carrowbeg River; Distillery Road Bridge and the 
North Mall Road Bridge.  For the 1% AEP event, Distillery Road Bridge increases water levels 
upstream by approximately 150mm.  The predicted upstream water level is above the level of the 
nearest property (on the right bank adjacent to the watercourse) and this property is predicted to 
flood during the 1% AEP design event.  Flooding to property is also predicted upstream of the 
North Mall Road Bridge in the 1% AEP event and the structure is shown to increase water levels 
upstream by approximately 70mm in this event.   

To review the head losses associated with the bridges, the orifice discharge coefficient was 
lowered to the conservative value of 0.8.  This ensured an increased headloss through the 
structure, whilst still using the same velocity. 

.Cloghan River 

The key structures on the Cloghan River are the N59 road bridge, the culvert under the R335 and 
the two culverts through private gardens towards the downstream extent of the model.  Across the 
culvert under the N59, there is a 490mm head loss predicted for the 1% AEP fluvial event and 
overtopping occurs upstream leading to flooding of the road.  There is a 56mm head loss predicted 
at the upstream face of the culvert under the R335 for the 1% AEP fluvial event.  During the 1% 
AEP fluvial event, there is only a small head loss of 17mm predicted at the upstream face of the 
culvert at 32CLOG00012A (in a private garden towards the downstream extent of the model) but 
water levels are higher than the bank levels upstream of this structure leading to overtopping.  
Similarly, the head loss during the 1% AEP fluvial event at 32CLOG00007A is negligible and any 
flooding in this reach is probably as much a consequence of tide locking as capacity limitations.  . 

Coolbarreen Stream 

Although, there are several structures on the Coolbarreen Stream, few are modelled to bring about 
a significant risk to roads or property even in an extreme (0.1% AEP) event.  Therefore, increasing 
the head loss at these structures during a 1% AEP event is considered unlikely to significantly 
increase the modelled 1% AEP risk, except in the following two situations; the headloss at 
32COOL00235A could influence the 1% AEP flood risk to the playing fields and associated 
buildings at Westport GAA club and the headloss at 32COOL00081A could influence the 1% AEP 
flood risk to the Farmyard buildings. 

To review the head losses associated with the structures identified above, additional losses were 
be applied at the upstream face of each structure to account for any potential complexities; for 
example bends which were not surveyed or included in the current model.  Head loss units will be 
applied at the upstream face of the structures tested with K values of 0.6 to reflect the potential 
increase in complexity.   

6.1.6 Water level boundaries and joint probability 

Water level boundary 

The watercourses modelled within the Westport AFA all discharge into the sea and sensitivity to 
the sea level will be assessed by increasing levels by 0.5m or equivalent to increase the levels 
proposed in the MRFS to reflect climate change.  In addition, since the design model assumes 
that the fluvial risk to properties at the mouth of the Cloghan River is coincident with high tide 
conditions, a sensitivity test studying the impact of fluvial flooding under low tide conditions 
provides important information on the likely variation in flood risk due to the state of the tide. 

Joint probability events 

Carrowbeg River 

To determine the extent to which a joint probability event will result in additional flood risk, a 
combined flood event has been modelled.  A conservative approach would be to adopt the 2% 
AEP fluvial event combined with the 2% AEP tidal event.  However, the crest of the weir is higher 
than the T2 tide level, so the joint probability run would show no risk.  The T10 tide does overtop 
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the weir, but given the distance the weir is located downstream of the risk receptors and the fact 
that a combination involving the T10 tide would be even more conservative than Q2-T2 
combination, this has not been investigated further. 

It can therefore be concluded that the Carrowbeg River does not appear to be sensitive to a joint 
probability event. 

Cloghan River 

As with the Carrowbeg River, 2% AEP fluvial event has been combined with a 2% AEP tidal event 
to assess the impact of a joint probability event on the Cloghan River. 

Figure 6-1 illustrates that the Cloghan River flood outlines are not particularly sensitive to a joint 
probability event since the combined 1% AEP fluvial and 0.5% AEP tidal flood outline is larger than 
the joint probability (2% AEP : 2% AEP) event modelled here. 

Coolbarreen Stream 

Tidal events have not been simulated using the Coolbarreen Stream model because significant 
model instability was encountered when applying large tidal boundaries to the fluvial model.  
However, the tidal influence on this watercourse will be extremely limited due to the steepness of 
the watercourse; indeed, channel bed levels can be seen to exceed the estimated extreme sea 
levels after a distance of only 70m from Westport Bay and, although, there is a sewage treatment 
works on the right bank of Coolbarreen Stream near the outflow, this is located at more than 
9.00mOD i.e. above tidal influence.  This is depicted in Figure 6-2. 

 

Figure 6-1: Preliminary joint probability event flood extents for the Cloghan River 
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Figure 6-2: Downstream extent of Coolbarreen Stream 

 

Rossbeg Stream 

The downstream limit of the Rossbeg Stream is controlled by the groundwater level of the swallow 
hole it drains into.  As there is no available information on the capacity, or water level profiles within 
the swallow hole, it has not been possible to undertake joint probability analysis.  Instead, an 
analysis of water levels and topography has been undertaken to review the possible 
consequences of an extreme flood combined with no flow into the groundwater system.  The 
impact of contributions from the groundwater system has not been investigated. 

6.1.7 Timing of tributaries 

It was not necessary to undertake sensitivity testing of the model to the timing of tributary inflows 
as the increase in flows on the modelled HPWs would be less than the increase in flows being 
assessed in the flow sensitivity test.  In addition, since none of the tributaries have been modelled, 
the impact of backwater distances from the main river as a result of phasing differences does not 
need to be tested. 

6.2 Sensitivity testing results 

The results of the sensitivity tests have been used to inform the uncertainty bounds as detailed in 
the Hydraulic Modelling Statement.  The uncertainty bound in effect presents the most sensitive 
hydraulic parameter/s as assessed within the bounds identified in Section 6.1 at all locations along 
the modelled reach. 

To simplify the presentation of the sensitivity tests, the uncertainty bound for the 10% AEP and 
1% AEP events has been presented only.  Where different parameters have contributed to the 
development of the uncertainty bound, these are highlighted on the map and in the adjoining text. 

The 10% AEP uncertainty bound is compared to the equivalent predicted flood extent for the 
Carrowbeg, Cloghan and Coolbareen watercourses in Figure 6-3.  It can be seen that the 
parameters tested in this event did result in a change in flood extents relative to the original model 
run.  The most noticeable increase in flood extents occurs along the Coolbarreen Stream and the 
Cloghan River.  There is also an increase in extent in the centre of Westport, where the Carrowbeg 

Upstream extent 
of tidal influence 

Sewage 
Treatment 
Works 



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2d Westport v3.0.docx 55 

 

River straddles the North Mall.  It was found that an increase in peak flow caused the greatest 
uncertainty extent.  Increased roughness also gave a noticeable difference. 

Figure 6-3: 10% AEP event uncertainty bounds - Westport AFA 

 

The uncertainty bound for the 1% AEP event is presented in Figure 6-4 and is compared against 
the original 1% AEP event extent. 

The sensitivity testing shows an increase in flooding in the locations previously mentioned.  
However, a further overland flow-route develops just upstream of the Coolbarreen Stream outfall.  
This route was not previously evident in the original 1% AEP event.  It was found that an increase 
in peak flow caused the greatest uncertainty extent.  This is consistent with the finding presented 
in the previous paragraphs. 

No changes were made to the hydraulic model of the Owenglin watercourse based on the results 
of the sensitivity testing carried out. 
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Figure 6-4: 1% AEP event uncertainty bounds - Westport AFA 
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7 Model limitations 

7.1 Lack of historical data for model validation 

There are no hydrometric stations on the Cloghan River, Coolbarreen Stream or Rossbeg Stream 
meaning that detailed calibration of the hydraulic models of these watercourses has not been 
possible and model evaluation has been limited to checking the model results for reasonableness.  
Although there is a gauge on the Carrowbeg River, it is 3km upstream of Westport centre and was 
in operation for only a very short period of time.  No large flood events are reported to have 
occurred in Westport since the defences and walls were constructed through the town so any prior 
flood events cannot be simulated using the existing risk model described in this report. 

7.2 Tidal boundary 

The tidal boundary developed for Westport Bay is based on tidal data recorded in Clew Bay to the 
northwest of Westport Bay.  This is the nearest tidal gauge to the Westport AFA but is further 
offshore than Westport Bay so any tidal dynamics between the two locations will not have been 
accounted for in the model boundaries.  In addition, it has been necessary to project the tide curve 
from offshore to the downstream limit of the models, which are some distance up the estuaries.  In 
reality, the tide levels would be funnelled up the estuary and would be higher than modelled. 

7.3 Catchment descriptors 

Within the Carrowbeg catchment, SAAR is notably higher in the upper part of the catchment than 
in Westport.  This has influenced the estimated hydrology across the catchment but, in the absence 
of further information, it has not been possible to verify these values. 

7.4 Model stability 

Hydraulic models are subject to instability and the modelling process often involves assessing the 
importance of any model instability and deciding on the amount of time that should be spent 
remedying any instability.  The Westport models are generally stable but two persistent instabilities 
were encountered, which could locally influence the model results.  In the Coolbarreen model the 
upstream reach (between CBN_001 and CBN_002) was found to be unstable unless a high 
minimum flow was applied.  Since this is not a key part of the AFA and no properties are at risk, 
having a high minimum flow is considered a valid approach to this reach.  In the Cloghan model 
significant instability occurs when the downstream culverts become effectively tide-locked by 
downstream high sea levels unless local stability measures (i.e. increasing roughness patches 
and loss coefficients) are taken to dampen velocities between the 1D and 2D domains.  These 
stability measures taken in the downstream part of the Cloghan model are considered justifiable 
since, when high fluvial flows coincide with high tide conditions, higher flood levels will be locally 
generated than if the flows were to coincide with low tide conditions. 

7.5 Uncertain groundwater flow routes 

The Rossbeg Stream disappears into a sink hole before reaching Westport Bay.  It has been 
assumed for this study that the stream discharges as groundwater into Westport Bay but it may 
flow underground towards the Cloghan River and join this watercourse.  Due to the geology of the 
Westport AFA, there could be links with groundwater flows on all the modelled HPWs but not 
enough is known about these links to include this issue in this study. 

7.6 Rossbeg Stream 

As discussed in Section 5.3.4, a considerable number of assumptions have had to be made in 
relation to the Rossbeg Stream.  To reduce the uncertainty associated with these assumptions, 
the following steps could be taken: 
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• An assessment of the impacts of blockage of the drainage / piped systems could be 
undertaken. 

• A review of the report and design information regarding the schemes from Mayo County 
Council could be undertaken.  These have been sought but are not available. 

• A hydrogeological assessment of the capacity of the underground stream could be 
undertaken.  This would require a joint probability analysis to determine the most 
appropriate combination of groundwater and fluvial interaction. 

• Flow gauges could be installed on the watercourse. 

The approach taken in this report has provided an indicative assessment of the flood risk and, 
consequently, it is not considered essential to undertake any of the studies listed above.  The 
confidence in the results is limited due to the indicative nature of the outputs and the limitations 
that are detailed in the report. 
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A Hydraulic model results 

A.1 1D model flows 

Table A-1: 1D model peak current flows 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CARR00518 12.39 2.074 15.92 17.35 19.36 21 23.42 31.17 

32CARR00506 12.347 2.058 15.873 17.299 19.302 20.938 23.336 31.034 

32CARR00496 12.349 2.047 15.869 17.299 19.305 20.939 23.343 31.037 

32CARR00492 12.351 2.043 15.871 17.3 19.307 20.943 23.35 31.044 

32CARR00491u 12.352 2.04 15.87 17.301 19.309 20.944 23.355 31.05 

32CARR00491d 12.352 2.04 15.87 17.301 19.309 20.944 23.355 31.05 

32CARR00491a 12.352 2.039 15.871 17.301 19.309 20.945 23.356 31.052 

32CARR00491b 13.491 2.32 17.486 19.127 21.419 23.308 25.941 34.489 

32CARR00489 13.49 2.315 17.484 19.122 21.416 23.305 25.938 34.479 

32CARR00480 13.487 2.288 17.478 19.109 21.402 23.286 25.924 34.455 

32CARR00469 13.483 2.264 17.473 19.102 21.394 23.277 25.92 34.446 

32CARR00468u 13.483 2.26 17.472 19.107 21.394 23.277 25.919 34.442 

32CARR00468d 13.483 2.26 17.472 19.107 21.394 23.277 25.919 34.442 

32CARR00466 13.483 2.256 17.471 19.101 21.394 23.276 25.919 34.446 

32CARR00450 13.482 2.224 17.467 19.102 21.389 23.27 25.916 34.438 

32CARR00435 13.481 2.189 17.464 19.096 21.386 23.266 25.911 34.438 

32CARR00421 13.479 2.159 17.461 19.095 21.382 23.26 25.904 34.419 

32CARR00412 13.478 2.141 17.461 19.084 21.372 23.25 25.896 34.413 

32CARR00411u 13.478 2.14 17.46 19.077 21.372 23.25 25.899 34.42 

32CARR00411d 13.478 2.14 17.46 19.077 21.372 23.25 25.899 34.42 

32CARR00409 13.478 2.138 17.461 19.083 21.371 23.248 25.895 34.434 

32CARR00405 13.477 2.133 17.457 19.083 21.365 23.242 25.893 34.459 

32CARR00394 13.475 2.117 17.457 19.081 21.361 23.238 25.886 34.434 

32CARR00384 13.474 2.097 17.452 19.071 21.357 23.234 25.887 34.444 

32CARR00374 13.473 2.086 17.453 19.076 21.354 23.231 25.882 34.428 

32CARR00365 13.47 2.062 17.449 19.054 21.347 23.224 25.877 34.423 

32CARR00354 13.471 2.038 17.448 19.069 21.345 23.22 25.875 34.421 

32CARR00344 13.472 2.017 17.447 19.054 21.342 23.218 25.871 34.413 

32CARR00338 13.472 2.004 17.45 19.065 21.34 23.215 25.871 34.405 

32CARR00338A 13.473 2.001 17.448 19.058 21.34 23.214 25.875 34.403 

32CARR00338B 13.473 2.001 17.448 19.058 21.34 23.214 25.875 34.403 

32CARR00336 13.473 1.997 17.45 19.063 21.339 23.214 25.866 34.408 

32CARR00329a 13.474 1.983 17.452 19.061 21.096 22.47 24.224 31.201 

32CARR00329b 14.069 2.238 18.302 20.024 22.237 23.78 25.701 33.134 

32CARR00319 14.069 2.215 18.299 19.858 21.706 23.071 24.818 30.99 

32CARR00309 14.063 2.192 18.034 19.413 21.239 22.596 24.365 29.862 

32CARR00299 14.062 2.169 18.284 19.957 22.415 24.423 27.205 34.932 

32CARR00289 14.06 2.149 18.279 19.956 22.331 24.167 26.672 34.187 

32CARR00279 14.048 2.13 18.08 19.547 21.327 22.541 24.085 27.897 

32CARR00269 14.06 2.11 18.251 19.955 22.389 24.376 27.172 36.108 

32CARR00259 14.06 2.1 18.253 19.933 22.364 24.34 27.112 35.941 

32CARR00249 14.06 2.076 18.251 19.958 22.397 24.384 27.174 36.129 

32CARR00239 14.06 2.067 18.252 19.945 22.397 24.385 27.189 35.702 

32CARR00229 14.06 2.054 18.247 19.956 22.379 24.334 26.928 34.283 

32CARR00220 14.059 2.038 18.249 19.942 22.402 24.42 27.142 33.842 

32CARR00213 14.059 2.033 18.248 19.954 22.402 24.417 27.23 35.945 

32CARR00207 14.058 2.022 18.248 19.949 22.403 24.418 27.226 36.147 

32CARR00207A 14.059 2.021 18.249 19.95 22.403 24.418 27.229 36.137 

32CARR00207B 14.059 2.021 18.249 19.95 22.403 24.418 27.229 36.137 

32CARR00206 14.059 2.019 18.249 19.948 22.403 24.418 27.229 36.135 

32CARR00197 14.059 2.012 18.249 19.948 22.402 24.418 27.235 36.138 

32CARR00189 14.069 2.002 18.248 19.943 22.277 24.142 26.654 33.147 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CARR00182 14.086 1.987 18.219 19.612 21.039 21.469 21.752 22.224 

32CARR00174 14.147 1.979 17.988 19.217 20.34 21.791 22.586 23.61 

32CARR00174A 14.176 1.978 18.057 19.122 19.357 19.422 19.477 19.62 

32CARR00174B 14.176 1.978 18.057 19.122 19.357 19.422 19.477 19.62 

32CARR00173 14.204 1.976 18.061 19.268 19.785 19.826 19.802 19.823 

32CARR00170 14.275 1.972 18.067 19.898 22.36 24.341 25.437 25.291 

32CARR00169A 14.285 1.971 18.067 19.898 22.36 24.342 25.378 25.333 

32CARR00169B 14.285 1.971 18.067 19.898 22.36 24.342 25.378 25.333 

32CARR00169 14.301 1.969 18.066 19.898 22.361 24.34 25.466 25.306 

32CARR00161 14.61 2.017 18.468 20.28 22.784 24.799 27.756 36.051 

32CARR00161A 14.605 2.016 18.467 20.28 22.784 24.799 27.741 36.903 

32CARR00161B 14.605 2.016 18.467 20.28 22.784 24.799 27.741 36.903 

32CARR00159 14.565 2.014 18.467 20.28 22.784 24.798 27.108 36.471 

32CARR00154 14.108 2.007 17.547 18.967 20.955 22.42 24.284 31.732 

32CARR00150 14.565 2.003 18.473 20.289 22.806 24.819 27.736 35.387 

32CARR00150A 14.593 2.001 18.471 20.289 22.806 24.819 27.733 35.364 

32CARR00150B 14.593 2.001 18.471 20.289 22.806 24.819 27.733 35.364 

32CARR00149 14.679 1.998 18.475 20.288 22.805 24.819 27.726 35.425 

32CARR00138 14.911 1.978 18.47 20.285 22.804 24.817 27.578 34.789 

32CARR00131 14.852 1.963 18.472 20.286 22.656 24.513 26.819 29.552 

32CARR00130A 14.866 1.971 18.539 20.348 22.727 24.587 26.9 28.832 

32CARR00130B 14.866 1.971 18.539 20.348 22.727 24.587 26.9 28.832 

32CARR00128W 14.834 1.968 18.495 20.265 22.574 24.383 26.699 29.417 

32CARR00127X 14.834 1.968 18.495 20.265 22.574 24.383 26.699 29.417 

32CARR00126 14.8 1.964 18.495 20.348 22.857 24.869 27.489 31.439 

32CARR00121W 14.634 1.955 18.495 20.348 22.857 24.868 27.488 31.437 

32CARR00120X 14.634 1.955 18.495 20.348 22.857 24.868 27.488 31.437 

32CARR00120 14.625 1.955 18.495 20.348 22.857 24.868 27.489 31.438 

32CARR00119A 14.625 1.954 18.495 20.348 22.857 24.868 27.489 31.437 

32CARR00119B 14.625 1.954 18.495 20.348 22.857 24.868 27.489 31.437 

32CARR00117 14.637 1.948 18.495 20.348 22.857 24.868 27.489 31.434 

32CARR00116W 14.642 1.946 18.496 20.348 22.857 24.867 27.489 31.434 

32CARR00115X 14.642 1.946 18.496 20.348 22.857 24.867 27.489 31.434 

32CARR00114 14.645 1.944 18.498 20.356 22.86 24.867 27.488 32.252 

32CARR00108 14.654 1.94 18.494 20.346 22.855 24.873 27.555 34.042 

32CARR00103 14.661 1.933 18.503 20.198 22.589 24.359 26.704 32.985 

32CARR00097 14.663 1.926 18.501 20.367 22.879 24.919 27.644 36.833 

32CARR00091 14.942 1.969 18.849 20.689 23.248 25.302 28.02 37.387 

32CARR00084 14.924 1.958 18.851 20.687 23.245 25.306 28.018 37.254 

32CARR00077 14.894 1.95 18.85 20.687 23.248 25.306 28.026 37.382 

32CARR00076A 14.892 1.949 18.849 20.696 23.246 25.306 28.021 37.383 

32CARR00076B 14.892 1.949 18.849 20.696 23.246 25.306 28.021 37.383 

32CARR00075 14.88 1.946 18.851 20.685 23.245 25.306 28.021 37.383 

32CARR00068 14.852 1.934 18.849 20.692 23.246 25.306 28.017 37.385 

32CARR00063 14.858 1.92 18.849 20.684 23.245 25.306 28.02 37.384 

32CARR00063W 14.862 1.912 18.849 20.686 23.245 25.306 28.018 37.383 

32CARR00062X 14.862 1.912 18.849 20.686 23.245 25.306 28.018 37.383 

32CARR00061 14.863 1.911 18.849 20.689 23.245 25.306 28.017 37.382 

32CARR00054 14.869 1.906 18.848 20.687 23.245 25.306 28.016 37.38 

32CARR00050 14.871 1.904 18.848 20.689 23.245 25.306 28.016 37.379 

32CARR00050A 14.871 1.902 18.849 20.687 23.245 25.305 28.016 37.219 

32CARR00050B 14.871 1.902 18.849 20.687 23.245 25.305 28.016 37.219 

32CARR00049 14.87 1.901 18.848 20.687 23.244 25.305 28.017 37.381 

32CARR00039 14.865 1.887 18.849 20.687 23.245 25.303 28.019 37.366 

32CARR00038W 14.864 1.886 18.849 20.686 23.245 25.303 27.997 36.981 

32CARR00036X 14.864 1.886 18.849 20.686 23.245 25.303 27.997 36.981 

32CARR00035 14.858 1.883 18.847 20.684 23.243 25.301 28.018 37.363 

32CARR00028 15.087 1.924 19.131 20.897 23.452 25.478 28.136 36.997 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CARR00022 15.056 1.908 19.2 21.006 23.606 25.664 28.412 37.851 

32CARR00022A 15.051 1.907 19.198 21.005 23.604 25.662 28.409 37.848 

32CARR00022B 15.051 1.907 19.198 21.005 23.604 25.662 28.409 37.848 

32CARR00020 15.047 1.904 19.21 21.023 23.631 25.706 28.48 38.073 

32CARR00012 14.964 1.875 19.156 20.96 23.543 25.595 28.338 37.709 

32WEST0070 14.918 1.512 18.948 20.712 23.262 25.295 28.071 37.138 

32WEST0066 14.92 1.515 18.948 20.712 23.262 25.295 28.071 37.138 

32WEST0066d 14.92 1.515 18.948 20.712 23.262 25.295 28.071 37.138 

32WEST0053 14.941 1.721 18.979 20.751 23.301 25.333 28.11 37.174 

32WEST0041 14.961 1.927 19.005 20.783 23.333 25.365 28.143 37.204 

32WEST0031A 14.98 2.044 19.03 20.805 23.355 25.387 28.165 37.225 

32WEST0031B 14.98 2.044 19.03 20.805 23.355 25.387 28.165 37.225 

32WEST0000 15.035 2.223 19.098 20.867 23.415 25.446 28.227 37.286 

 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CLOG00291 0.2 0.2 0.2 0.2 0.216 0.244 0.276 0.376 

32CLOG00282 0.2 0.2 0.2 0.2 0.216 0.244 0.276 0.375 

32CLOG00272 0.2 0.2 0.2 0.2 0.216 0.244 0.276 0.375 

32CLOG00262 0.2 0.2 0.2 0.2 0.216 0.244 0.276 0.375 

32CLOG00252 0.2 0.2 0.2 0.201 0.215 0.244 0.277 0.376 

32CLOG00246 0.201 0.201 0.201 0.201 0.215 0.242 0.267 0.366 

32CLOG00245A 0.201 0.201 0.201 0.201 0.215 0.242 0.266 0.365 

32CLOG00243B 0.201 0.201 0.201 0.201 0.215 0.242 0.266 0.365 

32CLOG00242 0.2 0.2 0.201 0.201 0.214 0.241 0.262 0.366 

32CLOG00234A 0.228 0.247 0.264 0.277 0.323 0.356 0.371 0.394 

32CLOG00234 0.688 0.774 0.854 0.914 1.013 1.085 1.167 1.876 

32CLOG00226A 0.665 0.724 0.755 0.789 0.849 0.91 1.037 1.828 

32CLOG00225A 0.576 0.626 0.692 0.727 0.775 0.812 0.857 0.896 

32CLOG00223B 0.576 0.626 0.693 0.727 0.775 0.812 0.857 0.896 

32CLOG00222 0.726 0.835 0.898 0.949 1.017 1.078 1.14 1.208 

32CLOG00217 0.972 1.071 1.118 1.113 1.145 1.181 1.221 1.47 

32CLOG00217A 0.976 1.105 1.164 1.178 1.191 1.202 1.217 1.28 

32CLOG00216B 0.976 1.105 1.164 1.178 1.191 1.202 1.217 1.28 

32CLOG00216 0.972 1.107 1.193 1.295 1.413 1.507 1.611 2.247 

32CLOG00214 1.156 1.29 1.41 1.558 1.723 1.849 1.989 2.625 

32CLOG00214A 1.251 1.41 1.54 1.713 1.905 2.054 2.216 2.461 

32CLOG00213B 1.26 1.418 1.54 1.713 1.905 2.054 2.216 2.461 

32CLOG00213 1.245 1.405 1.543 1.713 1.905 2.054 2.216 2.852 

32CLOG00207 1.285 1.428 1.543 1.713 1.905 2.054 2.216 2.851 

32CLOG00200 1.26 1.405 1.556 1.713 1.906 2.054 2.216 2.851 

32CLOG00200A 0.948 0.936 0.944 0.947 0.936 0.938 0.957 0.952 

32CLOG00199B 0.948 0.937 0.943 0.949 0.937 0.938 0.955 0.957 

32CLOG00199 1.246 1.378 1.49 1.641 1.812 1.951 2.081 2.604 

32CLOG00194 1.673 1.914 2.059 2.274 2.554 2.778 3.044 3.831 

32CLOG00194A 1.676 1.914 2.059 2.273 2.553 2.775 2.882 2.938 

32CLOG00192B 1.676 1.914 2.059 2.273 2.553 2.775 2.882 2.938 

32CLOG00192 1.677 1.914 2.059 2.274 2.554 2.776 3.035 3.792 

32CLOG00186A 2.024 2.345 2.547 2.788 3.15 3.451 3.822 4.793 

32CLOG00185A 2.024 2.345 2.547 2.787 3.149 3.45 3.823 4.791 

32CLOG00185B 2.024 2.345 2.547 2.787 3.149 3.45 3.823 4.791 

32CLOG00184 2.024 2.345 2.548 2.787 3.149 3.45 3.822 4.785 

32CLOG00177 2.025 2.346 2.548 2.786 3.151 3.449 3.822 4.821 

32CLOG00169A 2.025 2.347 2.548 2.788 3.152 3.45 3.823 4.861 

32CLOG00167A 2.025 2.346 2.548 2.788 3.152 3.451 3.822 4.808 

32CLOG00167B 2.025 2.346 2.548 2.788 3.152 3.451 3.822 4.808 

32CLOG00165 2.026 2.346 2.548 2.788 3.152 3.451 3.822 4.823 



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2d Westport v3.0.docx 62 

 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CLOG00159A 2.026 2.346 2.547 2.788 3.152 3.452 3.82 4.801 

32CLOG00159X 2.026 2.346 2.547 2.788 3.152 3.452 3.82 4.801 

32CLOG00157A 2.026 2.346 2.541 2.575 2.592 2.6 2.608 2.624 

32CLOG00149B 2.025 2.346 2.541 2.575 2.592 2.6 2.608 2.624 

32CLOG00149 2.025 2.346 2.541 2.575 2.592 2.6 2.608 2.623 

32CLOG00140 2.025 2.345 2.541 2.575 2.592 2.6 2.608 2.623 

32CLOG00134A 2.025 2.345 2.541 2.575 2.592 2.6 2.608 2.623 

32CLOG00134B 2.028 2.349 2.546 2.58 2.598 2.607 2.616 2.635 

32CLOG00124 2.027 2.348 2.544 2.58 2.597 2.607 2.623 2.657 

32CLOG00114 2.119 2.463 2.688 2.962 3.368 3.698 4.112 5.105 

32CLOG00104 2.217 2.584 2.82 3.133 3.569 3.921 4.307 5.44 

32CLOG00094 2.302 2.69 2.947 3.284 3.738 4.112 4.524 5.756 

32CLOG00084 2.408 2.824 3.103 3.472 3.956 4.357 4.793 6.139 

32CLOG00072 2.522 2.964 3.271 3.639 4.169 4.596 5.102 6.554 

32CLOG00062 2.62 3.084 3.396 3.783 4.34 4.795 5.303 6.891 

32CLOG00052 2.706 3.193 3.52 3.91 4.485 4.956 5.484 7.162 

32CLOG00040A 2.75 3.249 3.582 3.953 4.511 4.896 5.259 6.431 

32CLOG00039B 2.75 3.249 3.582 3.953 4.511 4.896 5.259 6.431 

32CLOG00038 2.749 3.249 3.582 3.953 4.535 4.966 5.525 6.972 

32CLOG00037A 2.756 3.256 3.59 3.962 4.546 4.976 5.543 6.854 

32CLOG00036B 2.756 3.256 3.59 3.962 4.546 4.976 5.544 6.855 

32CLOG00035 2.756 3.257 3.59 3.962 4.546 4.976 5.545 7.331 

32CLOG00028 2.787 3.297 3.634 4.006 4.599 5.035 5.613 7.431 

32CLOG00019 2.816 3.305 3.602 3.936 4.468 4.844 5.269 6.231 

32CLOG00014 2.939 3.374 3.492 3.618 3.913 4.161 4.49 5.409 

32CLOG00012A 2.938 3.289 3.36 3.376 3.39 3.4 3.411 3.452 

32CLOG00011B 2.938 3.289 3.36 3.375 3.39 3.4 3.411 3.452 

32CLOG00011 2.938 3.348 3.463 3.64 3.925 4.116 4.325 4.97 

32CLOG00008 2.945 3.424 3.626 3.92 4.344 4.621 4.989 6.411 

32CLOG00007A 2.944 3.423 3.617 3.876 4.219 4.399 4.564 5.164 

32CLOG00005B 2.943 3.421 3.616 3.875 4.218 4.397 4.561 5.158 

32CLOG00004A 2.85 3.38 3.778 4.219 4.866 5.332 5.927 7.063 

32CLOG00003B 2.85 3.38 3.778 4.219 4.866 5.332 5.927 7.063 

32CLOG00002 2.902 3.433 3.826 4.27 4.922 5.388 5.982 7.098 

32CLOG00000 2.939 3.47 3.863 4.31 4.964 5.431 6.025 7.146 

 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32COOL00442 0.25 0.25 0.25 0.252 0.296 0.334 0.379 0.526 

32COOL00434 0.25 0.25 0.25 0.253 0.296 0.334 0.379 0.526 

32COOL00426 0.261 0.261 0.261 0.261 0.294 0.329 0.367 0.379 

32COOL00425A 0.269 0.269 0.269 0.269 0.294 0.328 0.365 0.429 

32COOL00423B 0.269 0.27 0.27 0.27 0.294 0.328 0.365 0.428 

32COOL00422 0.27 0.27 0.27 0.27 0.294 0.328 0.365 0.429 

32COOL00416 0.272 0.272 0.272 0.272 0.294 0.328 0.365 0.428 

32COOL00415A 0.272 0.273 0.273 0.273 0.294 0.328 0.365 0.428 

32COOL00415B 0.272 0.273 0.273 0.273 0.294 0.328 0.365 0.428 

32COOL00414 0.273 0.273 0.273 0.273 0.294 0.328 0.365 0.428 

32COOL00413A 0.273 0.273 0.273 0.273 0.294 0.328 0.365 0.428 

32COOL00413B 0.273 0.273 0.273 0.273 0.294 0.328 0.365 0.428 

32COOL00413 0.273 0.274 0.274 0.274 0.294 0.328 0.365 0.428 

32COOL00412 0.277 0.277 0.277 0.277 0.293 0.328 0.365 0.428 

32COOL00402a 0.255 0.255 0.253 0.253 0.293 0.328 0.365 0.429 

32COOL00402b 0.63 0.721 0.785 0.851 0.992 1.118 1.26 1.665 

32COOL00392 0.63 0.721 0.785 0.851 0.991 1.118 1.26 1.664 

32COOL00382 0.664 0.763 0.833 0.904 1.018 1.098 1.171 1.396 

32COOL00381A 0.664 0.763 0.833 0.905 1.019 1.099 1.169 1.302 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32COOL00380B 0.664 0.763 0.833 0.905 1.019 1.099 1.169 1.302 

32COOL00380 0.664 0.763 0.833 0.905 1.019 1.099 1.171 1.364 

32COOL00372 0.651 0.735 0.792 0.852 0.934 0.991 1.041 1.153 

32COOL00366 0.282 0.32 0.341 0.369 0.411 0.441 0.468 0.53 

32COOL00366A 0.184 0.202 0.216 0.231 0.251 0.265 0.278 0.306 

32COOL00365B 0.184 0.202 0.216 0.231 0.251 0.265 0.278 0.306 

32COOL00365 0.184 0.202 0.216 0.231 0.251 0.266 0.278 0.306 

32COOL00362 0.184 0.202 0.216 0.23 0.25 0.265 0.277 0.306 

32COOL00354 0.333 0.386 0.425 0.465 0.527 0.582 0.636 0.804 

32COOL00353A 0.333 0.435 0.435 0.477 0.667 0.848 1.053 1.589 

32COOL00352B 0.334 0.435 0.435 0.475 0.665 0.846 1.052 1.587 

32COOL00342 0.334 0.435 0.435 0.476 0.665 0.847 1.052 1.585 

32COOL00337 0.485 0.575 0.64 0.705 0.834 1.072 1.329 1.968 

32COOL00336A 0.485 0.575 0.64 0.705 0.834 1.072 1.329 1.965 

32COOL00324B 0.485 0.574 0.639 0.705 0.831 1.069 1.326 1.965 

32COOL00324 0.485 0.574 0.639 0.705 0.831 1.07 1.326 1.964 

32COOL00315 0.561 0.668 0.745 0.824 0.948 1.184 1.465 2.171 

32COOL00305 0.628 0.738 0.838 0.943 1.085 1.303 1.61 2.362 

32COOL00295 0.687 0.79 0.941 1.059 1.225 1.425 1.757 2.563 

32COOL00286 0.815 0.94 1.14 1.286 1.493 1.681 2.029 2.948 

32COOL00285A 0.813 0.937 1.14 1.286 1.491 1.681 2.027 2.96 

32COOL00278B 0.808 0.929 1.139 1.286 1.493 1.681 2.029 2.953 

32COOL00278 0.808 0.928 1.139 1.286 1.494 1.681 2.03 2.939 

32COOL00270A 0.817 0.942 0.997 1.028 1.055 1.084 1.088 1.06 

32COOL00270B 0.929 1.07 1.179 1.246 1.33 1.372 1.424 1.48 

32COOL00270U 0.929 1.07 1.105 1.114 1.123 1.129 1.134 1.139 

32COOL00265B 0.929 1.07 1.105 1.114 1.123 1.129 1.134 1.139 

32COOL00265 0.929 1.07 1.104 1.114 1.123 1.129 1.133 1.138 

32COOL00260 0.993 1.154 1.191 1.522 1.835 2.065 2.431 3.605 

32COOL00256 0.993 1.154 1.191 1.52 1.835 2.065 2.426 3.454 

32COOL00255A 0.993 1.154 1.191 1.52 1.835 2.065 2.426 3.118 

32COOL00254B 0.993 1.154 1.191 1.52 1.835 2.065 2.426 3.118 

32COOL00254 0.993 1.154 1.191 1.521 1.835 2.065 2.426 3.477 

32COOL00245 1.031 1.205 1.249 1.58 1.89 2.128 2.529 3.682 

32COOL00235 1.054 1.234 1.284 1.616 1.924 2.166 2.431 2.551 

32COOL00235A 1.069 1.254 1.308 1.638 1.948 2.192 2.477 2.625 

32COOL00224B 1.069 1.254 1.309 1.638 1.948 2.193 2.478 2.623 

32COOL00224 1.069 1.254 1.309 1.638 1.948 2.192 2.542 3.337 

32COOL00216 1.116 1.315 1.383 1.704 2.016 2.273 2.67 3.918 

32COOL00215A 1.116 1.315 1.383 1.705 2.016 2.265 2.517 3.019 

32COOL00215B 1.116 1.315 1.383 1.705 2.016 2.265 2.517 3.019 

32COOL00215 1.116 1.315 1.382 1.704 2.015 2.266 2.523 3.176 

32COOL00210 1.162 1.372 1.453 1.759 2.124 2.45 2.855 4.101 

32COOL00210A 1.161 1.359 1.437 1.627 1.677 1.679 1.695 1.737 

32COOL00205B 1.161 1.359 1.437 1.627 1.677 1.679 1.695 1.737 

32COOL00205 1.159 1.358 1.436 1.72 2.062 2.27 2.545 3.169 

32COOL00195 1.202 1.451 1.53 1.789 2.099 2.267 2.387 2.618 

32COOL00186 1.124 1.133 1.135 1.14 1.147 1.16 1.166 1.266 

32COOL00186A 1.161 1.253 1.322 1.404 1.515 1.607 1.683 1.871 

32COOL00185B 1.161 1.253 1.322 1.404 1.515 1.607 1.683 1.871 

32COOL00184 1.161 1.253 1.322 1.405 1.515 1.607 1.683 1.909 

32COOL00180 1.211 1.308 1.376 1.455 1.571 1.675 1.768 2.01 

32COOL00175A 1.211 1.308 1.376 1.455 1.571 1.676 1.768 2.01 

32COOL00175B 1.211 1.308 1.376 1.455 1.571 1.676 1.768 2.01 

32COOL00175 1.211 1.308 1.376 1.455 1.571 1.676 1.768 2.01 

32COOL00165 1.315 1.427 1.502 1.598 1.742 1.872 1.991 2.289 

32COOL00152A 1.409 1.538 1.62 1.698 1.756 1.772 1.773 1.725 

32COOL00152B 2.084 2.405 2.613 2.819 2.988 3.056 3.113 3.23 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32COOL00141 2.084 2.404 2.601 2.815 3.113 3.334 3.563 4.26 

32COOL00140A 2.084 2.404 2.601 2.815 3.113 3.334 3.563 4.26 

32COOL00139B 2.084 2.404 2.601 2.815 3.113 3.334 3.563 4.26 

32COOL00139 2.084 2.404 2.601 2.815 3.113 3.333 3.563 4.26 

32COOL00129 2.097 2.424 2.625 2.842 3.149 3.377 3.613 4.334 

32COOL00119 2.159 2.516 2.736 2.969 3.317 3.579 3.848 4.676 

32COOL00110 2.199 2.575 2.807 3.049 3.423 3.705 3.995 4.886 

32COOL00101 2.199 2.575 2.807 3.049 3.422 3.705 3.995 4.886 

32COOL00100 2.199 2.575 2.807 3.049 3.422 3.705 3.995 4.886 

32COOL00090 2.199 2.575 2.807 3.049 3.422 3.705 3.994 4.886 

32COOL00082 2.199 2.574 2.807 3.048 3.421 3.704 3.994 4.587 

32COOL00081A 2.199 2.574 2.807 3.047 3.421 3.704 3.993 4.587 

32COOL00078B 2.199 2.574 2.807 3.047 3.421 3.704 3.993 4.587 

32COOL00078 2.199 2.574 2.806 3.047 3.421 3.703 3.993 4.586 

32COOL00074 2.198 2.574 2.806 3.047 3.421 3.703 3.993 4.586 

32COOL00074A 2.198 2.574 2.806 3.047 3.421 3.703 3.992 4.586 

32COOL00072B 2.198 2.574 2.806 3.047 3.421 3.703 3.992 4.586 

32COOL00072 2.198 2.574 2.805 3.047 3.42 3.703 3.993 4.586 

32COOL00061 2.251 2.646 2.895 3.15 3.553 3.861 4.17 4.839 

32COOL00056 2.251 2.646 2.895 3.15 3.553 3.86 4.17 4.839 

32COOL00056A 2.251 2.646 2.895 3.15 3.553 3.861 4.169 4.839 

32COOL00055B 2.251 2.646 2.895 3.15 3.553 3.862 4.169 4.839 

32COOL00055 2.25 2.646 2.895 3.15 3.553 3.861 4.169 4.839 

32COOL00051 2.25 2.646 2.894 3.15 3.553 3.862 4.17 4.838 

32COOL00040 2.311 2.731 2.998 3.269 3.706 4.043 4.385 5.131 

32COOL00031 2.307 2.724 2.936 3.005 3.036 3.06 3.071 3.064 

32COOL00030A 2.306 2.725 2.935 3.003 3.034 3.056 3.068 3.059 

32COOL00029B 2.306 2.725 2.935 3.003 3.034 3.056 3.067 3.059 

32COOL00029 2.306 2.724 2.934 3.001 3.032 3.054 3.065 3.057 

32COOL00024 2.298 2.715 2.976 3.249 3.664 3.966 4.261 4.883 

32COOL00024A 2.298 2.715 2.976 3.249 3.682 4.006 4.329 5.035 

32COOL00022B 2.298 2.715 2.976 3.249 3.682 4.006 4.329 5.035 

32COOL00021 2.298 2.715 2.976 3.249 3.682 4.006 4.329 5.035 

32COOL00012 2.318 2.743 3.01 3.289 3.731 4.063 4.394 5.123 

32COOL00003 2.33 2.762 3.033 3.315 3.762 4.1 4.436 5.178 

32COOL00002A 2.331 2.762 3.033 3.315 3.723 3.865 3.971 4.232 

32COOL00001B 2.331 2.762 3.033 3.315 3.723 3.865 3.971 4.232 

32COOL00001 2.331 2.762 3.033 3.315 3.723 3.865 3.971 4.232 

 
Table A-2: 1D model peak MRFS flows 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CARR00518 14.87 17.42 19.12 20.83 23.24 25.21 28.12 37.42 

32CARR00506 14.813 17.368 19.063 20.767 23.163 25.096 27.967 37.298 

32CARR00496 14.816 17.368 19.066 20.768 23.169 25.103 27.976 37.294 

32CARR00492 14.818 17.369 19.068 20.77 23.176 25.112 27.983 37.299 

32CARR00491u 14.819 17.37 19.069 20.772 23.181 25.118 27.988 37.303 

32CARR00491d 14.819 17.37 19.069 20.772 23.181 25.118 27.988 37.303 

32CARR00491a 14.82 17.37 19.07 20.772 23.182 25.119 27.987 37.304 

32CARR00491b 16.179 19.096 21.021 22.962 25.702 27.827 30.945 41.597 

32CARR00489 16.178 19.093 21.019 22.958 25.694 27.822 30.942 41.582 

32CARR00480 16.175 19.082 21.006 22.94 25.677 27.808 30.929 41.535 

32CARR00469 16.172 19.076 20.999 22.931 25.67 27.799 30.924 41.516 

32CARR00468u 16.172 19.076 20.998 22.93 25.67 27.801 30.923 41.517 

32CARR00468d 16.172 19.076 20.998 22.93 25.67 27.801 30.923 41.517 

32CARR00466 16.171 19.075 20.998 22.93 25.669 27.798 30.923 41.515 

32CARR00450 16.169 19.071 20.993 22.924 25.664 27.794 30.919 41.507 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CARR00435 16.169 19.07 20.992 22.919 25.658 27.789 30.916 41.507 

32CARR00421 16.166 19.067 20.988 22.913 25.654 27.786 30.907 41.465 

32CARR00412 16.164 19.052 20.978 22.905 25.647 27.781 30.898 41.438 

32CARR00411u 16.162 19.051 20.978 22.904 25.644 27.771 30.912 41.441 

32CARR00411d 16.162 19.051 20.978 22.904 25.644 27.771 30.912 41.441 

32CARR00409 16.162 19.05 20.977 22.902 25.646 27.773 30.901 41.435 

32CARR00405 16.163 19.048 20.972 22.897 25.635 27.79 30.919 41.441 

32CARR00394 16.159 19.047 20.97 22.894 25.64 27.761 30.906 41.43 

32CARR00384 16.158 19.044 20.969 22.889 25.625 27.785 30.91 41.427 

32CARR00374 16.157 19.042 20.967 22.886 25.632 27.756 30.906 41.429 

32CARR00365 16.155 19.041 20.966 22.881 25.616 27.779 30.902 41.411 

32CARR00354 16.155 19.042 20.967 22.878 25.622 27.757 30.907 41.425 

32CARR00344 16.155 19.042 20.969 22.874 25.611 27.773 30.894 41.389 

32CARR00338 16.158 19.043 20.971 22.871 25.614 27.756 30.905 41.425 

32CARR00338A 16.157 19.044 20.971 22.87 25.612 27.766 30.903 41.386 

32CARR00338B 16.157 19.044 20.971 22.87 25.612 27.766 30.903 41.386 

32CARR00336 16.161 19.045 20.972 22.869 25.608 27.754 30.899 41.415 

32CARR00329a 16.161 19.047 20.974 22.258 24.065 25.585 28.118 37.62 

32CARR00329b 16.859 19.929 21.992 23.433 25.474 27.09 29.776 39.975 

32CARR00319 16.866 19.927 21.989 22.756 24.623 26.014 28.191 37.229 

32CARR00309 16.767 19.926 21.988 22.289 24.155 25.515 27.54 34.897 

32CARR00299 16.855 19.924 21.988 23.955 26.876 29.099 31.996 39.306 

32CARR00289 16.856 19.922 21.987 23.741 26.372 28.35 31.121 39.836 

32CARR00279 16.759 19.922 21.986 22.271 23.912 25.015 26.452 30.751 

32CARR00269 16.854 19.922 21.985 23.909 26.833 29.169 32.41 43.367 

32CARR00259 16.854 19.922 21.984 23.875 26.778 29.071 32.283 43.01 

32CARR00249 16.854 19.922 21.984 23.915 26.84 29.174 32.42 43.244 

32CARR00239 16.853 19.922 21.984 23.915 26.851 29.164 32.321 41.965 

32CARR00229 16.854 19.921 21.985 23.886 26.617 28.696 31.41 39.504 

32CARR00220 16.852 19.92 21.985 23.954 26.828 28.914 31.462 37.62 

32CARR00213 16.854 19.92 21.985 23.952 26.887 29.21 32.422 42.063 

32CARR00207 16.853 19.92 21.985 23.952 26.889 29.225 32.489 43.355 

32CARR00207A 16.853 19.92 21.985 23.952 26.89 29.218 32.48 43.347 

32CARR00207B 16.853 19.92 21.985 23.952 26.89 29.218 32.48 43.347 

32CARR00206 16.852 19.92 21.985 23.952 26.889 29.213 32.487 43.352 

32CARR00197 16.852 19.92 21.984 23.951 26.892 29.2 32.492 43.343 

32CARR00189 16.851 19.92 21.981 23.718 26.359 28.374 30.825 36.932 

32CARR00182 16.853 19.92 21.982 21.432 21.724 21.875 22.072 22.37 

32CARR00174 16.8 19.92 21.983 21.459 22.529 22.775 22.97 29.16 

32CARR00174A 16.849 19.92 21.983 19.412 19.461 19.525 19.567 19.668 

32CARR00174B 16.849 19.92 21.983 19.412 19.461 19.525 19.567 19.668 

32CARR00173 16.849 19.92 21.983 19.825 19.803 19.784 19.816 19.861 

32CARR00170 16.85 19.921 21.984 23.88 25.353 25.466 25.398 25.289 

32CARR00169A 16.85 19.921 21.984 23.88 25.369 25.438 25.419 25.28 

32CARR00169B 16.85 19.921 21.984 23.88 25.369 25.438 25.419 25.28 

32CARR00169 16.85 19.921 21.984 23.881 25.357 25.467 25.418 25.259 

32CARR00161 17.213 20.358 22.466 24.324 27.36 29.908 33.024 43.626 

32CARR00161A 17.213 20.358 22.466 24.324 27.363 29.792 33.219 44.547 

32CARR00161B 17.213 20.358 22.466 24.324 27.363 29.792 33.219 44.547 

32CARR00159 17.213 20.358 22.466 24.324 26.995 28.823 31.916 42.22 

32CARR00154 16.504 20.358 22.466 22.064 24.127 25.727 28.283 37.153 

32CARR00150 17.221 20.358 22.466 24.345 27.383 29.508 32.14 41.543 

32CARR00150A 17.221 20.358 22.466 24.345 27.382 29.535 32.145 41.655 

32CARR00150B 17.221 20.358 22.466 24.345 27.382 29.535 32.145 41.655 

32CARR00149 17.22 20.357 22.466 24.344 27.377 29.505 32.142 41.767 

32CARR00138 17.22 20.355 22.465 24.343 27.254 29.228 31.691 41.597 

32CARR00131 17.22 20.331 22.338 24.081 26.562 27.985 28.783 30.479 

32CARR00130A 17.282 20.404 22.42 24.155 26.647 28.073 28.638 28.912 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CARR00130B 17.282 20.404 22.42 24.155 26.647 28.073 28.638 28.912 

32CARR00128W 17.259 20.32 22.276 23.961 26.428 28.076 29.018 29.468 

32CARR00127X 17.259 20.32 22.276 23.961 26.428 28.076 29.018 29.468 

32CARR00126 17.259 20.32 22.276 24.392 27.17 29.156 30.575 32.237 

32CARR00121W 17.259 20.32 22.276 24.392 27.171 29.156 30.573 32.256 

32CARR00120X 17.259 20.32 22.276 24.392 27.171 29.156 30.573 32.256 

32CARR00120 17.259 20.32 22.276 24.392 27.171 29.157 30.574 32.277 

32CARR00119A 17.259 20.32 22.276 24.392 27.171 29.157 30.572 32.287 

32CARR00119B 17.259 20.32 22.276 24.392 27.171 29.157 30.572 32.287 

32CARR00117 17.259 20.321 22.275 24.391 27.171 29.156 30.573 32.445 

32CARR00116W 17.259 20.321 22.275 24.391 27.171 29.157 30.572 32.785 

32CARR00115X 17.259 20.321 22.275 24.391 27.171 29.157 30.572 32.785 

32CARR00114 17.259 20.321 22.275 24.391 27.171 29.239 30.899 35.398 

32CARR00108 17.259 20.321 22.274 24.396 27.168 29.471 31.795 38.052 

32CARR00103 17.26 20.322 22.275 23.974 26.4 28.258 30.516 37.084 

32CARR00097 17.26 20.323 22.277 24.44 27.248 29.71 33.11 44.597 

32CARR00091 17.581 20.7 22.698 24.821 27.67 30.071 33.594 45.309 

32CARR00084 17.58 20.699 22.698 24.826 27.678 30.073 33.6 44.982 

32CARR00077 17.581 20.699 22.697 24.826 27.673 30.072 33.601 45.316 

32CARR00076A 17.581 20.699 22.697 24.826 27.672 30.072 33.601 45.303 

32CARR00076B 17.581 20.699 22.697 24.826 27.672 30.072 33.601 45.303 

32CARR00075 17.581 20.699 22.697 24.825 27.676 30.071 33.6 45.283 

32CARR00068 17.581 20.699 22.697 24.826 27.672 30.072 33.6 45.266 

32CARR00063 17.581 20.699 22.697 24.825 27.676 30.073 33.6 45.227 

32CARR00063W 17.581 20.699 22.697 24.825 27.674 30.074 33.6 45.225 

32CARR00062X 17.581 20.699 22.697 24.825 27.674 30.074 33.6 45.225 

32CARR00061 17.581 20.7 22.696 24.825 27.673 30.074 33.601 45.232 

32CARR00054 17.581 20.7 22.696 24.825 27.674 30.075 33.6 45.26 

32CARR00050 17.581 20.7 22.696 24.825 27.673 30.075 33.597 45.278 

32CARR00050A 17.581 20.7 22.695 24.824 27.674 30.075 33.599 44.352 

32CARR00050B 17.581 20.7 22.695 24.824 27.674 30.075 33.599 44.352 

32CARR00049 17.581 20.7 22.695 24.824 27.673 30.075 33.599 45.315 

32CARR00039 17.58 20.699 22.696 24.822 27.672 30.075 33.601 45.259 

32CARR00038W 17.58 20.699 22.696 24.823 27.659 29.971 33.293 44.368 

32CARR00036X 17.58 20.699 22.696 24.823 27.659 29.971 33.293 44.368 

32CARR00035 17.573 20.686 22.678 24.83 27.678 30.084 33.602 45.256 

32CARR00028 17.707 21.071 23.08 24.895 27.68 29.985 33.382 44.353 

32CARR00022 18.046 21.13 23.123 25.452 28.324 30.723 34.287 45.848 

32CARR00022A 18.053 21.136 23.128 25.465 28.334 30.732 34.293 45.904 

32CARR00022B 18.053 21.136 23.128 25.465 28.334 30.732 34.293 45.904 

32CARR00020 18.114 21.146 23.136 25.564 28.457 30.881 34.491 46.36 

32CARR00012 18.548 21.242 23.218 25.944 28.766 31.075 34.534 45.824 

32WEST0070 24.792 26.927 25.655 30.219 32.328 33.835 36.398 45.466 

32WEST0066 24.801 26.936 25.658 30.224 32.332 33.838 36.4 45.466 

32WEST0066d 24.801 26.936 25.658 30.224 32.332 33.838 36.4 45.466 

32WEST0053 24.844 26.974 25.671 30.253 32.358 33.869 36.434 45.506 

32WEST0041 24.88 27.006 25.681 30.277 32.379 33.894 36.462 45.539 

32WEST0031A 24.917 27.039 25.692 30.301 32.4 33.92 36.491 45.575 

32WEST0031B 24.917 27.039 25.692 30.301 32.4 33.92 36.491 45.575 

32WEST0000 25.017 27.135 25.723 30.375 32.471 33.994 36.564 45.673 

 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CLOG00291 0.2 0.2 0.2 0.227 0.267 0.301 0.34 0.465 

32CLOG00282 0.2 0.2 0.2 0.227 0.267 0.301 0.339 0.465 

32CLOG00272 0.2 0.2 0.2 0.227 0.267 0.301 0.339 0.465 

32CLOG00262 0.2 0.2 0.2 0.227 0.267 0.301 0.339 0.464 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CLOG00252 0.2 0.201 0.201 0.228 0.268 0.302 0.34 0.464 

32CLOG00246 0.201 0.202 0.202 0.225 0.258 0.289 0.33 0.436 

32CLOG00245A 0.201 0.202 0.202 0.225 0.256 0.286 0.33 0.436 

32CLOG00243B 0.201 0.202 0.202 0.225 0.256 0.286 0.33 0.436 

32CLOG00242 0.201 0.203 0.203 0.224 0.254 0.282 0.33 0.437 

32CLOG00234A 0.247 0.273 0.302 0.35 0.371 0.372 0.372 0.47 

32CLOG00234 0.776 0.896 0.975 1.056 1.158 1.361 1.662 2.323 

32CLOG00226A 0.728 0.777 0.829 0.887 0.965 1.341 1.635 2.188 

32CLOG00225A 0.634 0.72 0.758 0.797 0.85 0.895 0.895 0.903 

32CLOG00223B 0.634 0.72 0.758 0.797 0.85 0.895 0.896 0.903 

32CLOG00222 0.841 0.941 0.988 1.058 1.138 1.183 1.2 1.441 

32CLOG00217 1.078 1.102 1.146 1.17 1.223 1.279 1.317 2.157 

32CLOG00217A 1.112 1.175 1.187 1.198 1.215 1.268 1.278 1.295 

32CLOG00216B 1.112 1.175 1.187 1.198 1.215 1.268 1.278 1.295 

32CLOG00216 1.115 1.283 1.365 1.477 1.6 1.691 2.047 3.104 

32CLOG00214 1.292 1.542 1.657 1.809 1.979 2.091 2.239 3.801 

32CLOG00214A 1.426 1.694 1.828 2.007 2.207 2.326 2.438 2.466 

32CLOG00213B 1.419 1.694 1.828 2.007 2.207 2.326 2.438 2.466 

32CLOG00213 1.428 1.694 1.828 2.007 2.207 2.326 2.438 4.103 

32CLOG00207 1.414 1.694 1.828 2.007 2.207 2.326 2.438 4.105 

32CLOG00200 1.429 1.694 1.828 2.007 2.207 2.325 2.438 4.109 

32CLOG00200A 0.947 0.946 0.948 0.937 0.947 0.962 0.963 0.959 

32CLOG00199B 0.947 0.946 0.948 0.937 0.946 0.961 0.96 0.959 

32CLOG00199 1.385 1.623 1.743 1.905 2.071 2.172 2.255 3.85 

32CLOG00194 1.928 2.249 2.44 2.71 3.029 3.258 3.484 5.122 

32CLOG00194A 1.927 2.249 2.443 2.707 2.88 2.894 2.901 2.992 

32CLOG00192B 1.927 2.249 2.443 2.707 2.88 2.894 2.901 2.992 

32CLOG00192 1.926 2.25 2.443 2.708 3.023 3.234 3.451 5.032 

32CLOG00186A 2.361 2.757 3.011 3.361 3.803 4.134 4.477 6.447 

32CLOG00185A 2.362 2.757 3.01 3.361 3.804 4.134 4.478 6.448 

32CLOG00185B 2.362 2.757 3.01 3.361 3.804 4.134 4.478 6.448 

32CLOG00184 2.362 2.757 3.01 3.361 3.804 4.133 4.483 6.447 

32CLOG00177 2.362 2.756 3.01 3.36 3.803 4.132 4.477 6.443 

32CLOG00169A 2.363 2.757 3.008 3.359 3.802 4.234 4.518 6.436 

32CLOG00167A 2.363 2.758 3.008 3.359 3.802 4.148 4.49 6.436 

32CLOG00167B 2.363 2.758 3.008 3.359 3.802 4.148 4.49 6.436 

32CLOG00165 2.363 2.758 3.009 3.358 3.802 4.131 4.485 6.436 

32CLOG00159A 2.363 2.758 3.01 3.359 3.799 4.136 4.478 6.418 

32CLOG00159X 2.363 2.758 3.01 3.359 3.799 4.136 4.478 6.418 

32CLOG00157A 2.363 2.574 2.586 2.598 2.608 2.614 2.619 2.643 

32CLOG00149B 2.363 2.574 2.586 2.598 2.608 2.614 2.619 2.643 

32CLOG00149 2.363 2.574 2.586 2.598 2.608 2.614 2.619 2.643 

32CLOG00140 2.363 2.574 2.586 2.598 2.608 2.614 2.619 2.643 

32CLOG00134A 2.362 2.574 2.586 2.598 2.608 2.62 2.619 2.644 

32CLOG00134B 2.366 2.579 2.592 2.605 2.616 2.629 2.63 2.658 

32CLOG00124 2.365 2.579 2.592 2.604 2.622 2.665 2.635 2.667 

32CLOG00114 2.481 2.928 3.199 3.594 4.081 4.433 4.76 6.612 

32CLOG00104 2.603 3.096 3.388 3.813 4.304 4.652 5.052 7.034 

32CLOG00094 2.711 3.247 3.547 3.997 4.509 4.881 5.313 7.406 

32CLOG00084 2.847 3.433 3.751 4.233 4.773 5.171 5.641 7.873 

32CLOG00072 2.988 3.601 3.945 4.465 5.07 5.492 6.018 8.099 

32CLOG00062 3.11 3.747 4.102 4.653 5.279 5.74 6.315 8.495 

32CLOG00052 3.219 3.875 4.237 4.811 5.454 5.943 6.558 8.81 

32CLOG00040A 3.275 3.897 4.279 4.779 5.244 5.586 5.996 7.702 

32CLOG00039B 3.275 3.897 4.279 4.779 5.244 5.586 5.996 7.702 

32CLOG00038 3.275 3.896 4.29 4.829 5.496 5.922 6.476 8.35 

32CLOG00037A 3.283 3.905 4.299 4.84 5.516 5.972 6.449 7.67 

32CLOG00036B 3.283 3.905 4.299 4.84 5.516 5.972 6.449 7.67 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32CLOG00035 3.283 3.905 4.299 4.84 5.516 6.074 6.721 8.953 

32CLOG00028 3.323 3.948 4.349 4.897 5.583 6.152 6.811 9.079 

32CLOG00019 3.329 3.886 4.245 4.725 5.25 5.591 5.931 7.012 

32CLOG00014 3.332 3.544 3.737 4.067 4.474 4.9 5.161 5.968 

32CLOG00012A 3.197 3.176 3.207 3.258 3.331 3.377 3.383 3.405 

32CLOG00011B 3.197 3.176 3.207 3.258 3.331 3.377 3.383 3.405 

32CLOG00011 3.307 3.527 3.747 4.031 4.333 4.55 4.761 5.31 

32CLOG00008 3.347 3.764 4.071 4.463 4.935 5.338 5.887 7.546 

32CLOG00007A 2.917 3.225 3.347 3.485 3.698 3.954 4.311 4.7 

32CLOG00005B 2.914 3.221 3.344 3.481 3.693 3.954 4.311 4.7 

32CLOG00004A 3.502 3.997 4.172 4.444 4.792 5.063 5.411 6.212 

32CLOG00003B 3.502 3.997 4.172 4.444 4.792 5.063 5.411 6.212 

32CLOG00002 3.568 4.054 4.21 4.526 4.872 5.142 5.514 6.316 

32CLOG00000 3.616 4.1 4.241 4.583 4.928 5.21 5.581 6.383 

 

Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32COOL00442 0.25 0.25 0.28 0.319 0.374 0.423 0.48 0.664 

32COOL00434 0.25 0.25 0.28 0.319 0.374 0.423 0.48 0.665 

32COOL00426 0.261 0.261 0.28 0.315 0.363 0.372 0.376 0.387 

32COOL00425A 0.269 0.269 0.28 0.314 0.361 0.393 0.417 0.438 

32COOL00423B 0.27 0.27 0.28 0.314 0.361 0.393 0.417 0.438 

32COOL00422 0.27 0.27 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00416 0.272 0.272 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00415A 0.273 0.273 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00415B 0.273 0.273 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00414 0.273 0.273 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00413A 0.273 0.273 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00413B 0.273 0.273 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00413 0.274 0.274 0.28 0.314 0.361 0.393 0.417 0.437 

32COOL00412 0.277 0.277 0.28 0.314 0.361 0.393 0.417 0.436 

32COOL00402a 0.255 0.253 0.28 0.314 0.361 0.394 0.417 0.437 

32COOL00402b 0.731 0.844 0.953 1.068 1.248 1.388 1.525 2.013 

32COOL00392 0.731 0.844 0.953 1.068 1.247 1.388 1.525 2.013 

32COOL00382 0.775 0.897 0.991 1.068 1.167 1.247 1.318 1.55 

32COOL00381A 0.774 0.897 0.991 1.069 1.165 1.216 1.26 1.377 

32COOL00380B 0.774 0.897 0.991 1.069 1.165 1.216 1.26 1.377 

32COOL00380 0.774 0.897 0.991 1.069 1.166 1.231 1.299 1.493 

32COOL00372 0.745 0.845 0.918 0.971 1.036 1.079 1.117 1.22 

32COOL00366 0.322 0.365 0.402 0.43 0.465 0.488 0.509 0.571 

32COOL00366A 0.204 0.229 0.247 0.26 0.277 0.287 0.296 0.324 

32COOL00365B 0.204 0.229 0.247 0.26 0.277 0.287 0.296 0.324 

32COOL00365 0.204 0.229 0.247 0.26 0.277 0.287 0.296 0.324 

32COOL00362 0.204 0.229 0.246 0.26 0.276 0.286 0.296 0.33 

32COOL00354 0.393 0.461 0.512 0.561 0.632 0.687 0.743 1.081 

32COOL00353A 0.434 0.467 0.612 0.781 1.034 1.248 1.453 1.859 

32COOL00352B 0.434 0.466 0.611 0.779 1.032 1.252 1.454 1.857 

32COOL00342 0.434 0.466 0.611 0.779 1.032 1.251 1.452 1.851 

32COOL00337 0.585 0.699 0.782 0.981 1.306 1.553 1.788 2.287 

32COOL00336A 0.585 0.699 0.782 0.981 1.306 1.553 1.786 2.269 

32COOL00324B 0.585 0.7 0.781 0.977 1.303 1.552 1.787 2.269 

32COOL00324 0.585 0.699 0.781 0.978 1.304 1.553 1.787 2.272 

32COOL00315 0.681 0.818 0.916 1.084 1.44 1.711 1.966 2.585 

32COOL00305 0.752 0.934 1.051 1.192 1.584 1.867 2.144 2.619 

32COOL00295 0.802 1.049 1.183 1.32 1.727 2.044 2.318 3.023 

32COOL00286 0.954 1.276 1.435 1.608 1.993 2.352 2.659 3.613 

32COOL00285A 0.952 1.276 1.435 1.608 1.993 2.357 2.663 3.559 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32COOL00278B 0.949 1.277 1.432 1.608 1.993 2.351 2.661 3.559 

32COOL00278 0.948 1.277 1.431 1.608 2 2.354 2.66 3.633 

32COOL00270A 0.955 1.028 1.058 1.076 1.088 1.084 1.074 1.556 

32COOL00270B 1.087 1.239 1.313 1.364 1.417 1.46 1.457 1.943 

32COOL00270U 1.083 1.113 1.121 1.127 1.133 1.134 1.137 1.141 

32COOL00265B 1.083 1.113 1.121 1.127 1.133 1.134 1.137 1.141 

32COOL00265 1.083 1.113 1.121 1.127 1.133 1.134 1.137 1.141 

32COOL00260 1.169 1.495 1.755 1.973 2.39 2.808 3.204 4.479 

32COOL00256 1.169 1.496 1.755 1.973 2.386 2.806 3.176 4.196 

32COOL00255A 1.169 1.496 1.755 1.973 2.385 2.806 3.103 3.141 

32COOL00254B 1.169 1.497 1.755 1.973 2.385 2.806 3.103 3.127 

32COOL00254 1.169 1.497 1.755 1.973 2.385 2.807 3.182 4.302 

32COOL00245 1.221 1.555 1.813 2.033 2.487 2.917 3.322 4.888 

32COOL00235 1.251 1.589 1.848 2.069 2.415 2.519 2.535 4.791 

32COOL00235A 1.272 1.611 1.87 2.094 2.459 2.593 2.612 3.301 

32COOL00224B 1.272 1.609 1.869 2.094 2.46 2.593 2.609 2.671 

32COOL00224 1.272 1.608 1.869 2.094 2.511 2.847 3.108 3.857 

32COOL00216 1.334 1.68 1.94 2.172 2.636 3.009 3.338 4.895 

32COOL00215A 1.334 1.68 1.941 2.173 2.498 2.677 2.804 3.348 

32COOL00215B 1.334 1.68 1.94 2.173 2.498 2.677 2.804 3.348 

32COOL00215 1.334 1.68 1.94 2.173 2.503 2.72 2.889 3.578 

32COOL00210 1.394 1.734 2.037 2.303 2.821 3.197 3.532 4.972 

32COOL00210A 1.381 1.619 1.669 1.683 1.713 1.711 1.733 1.746 

32COOL00205B 1.381 1.619 1.669 1.683 1.713 1.711 1.733 1.746 

32COOL00205 1.38 1.698 2.007 2.197 2.521 2.788 2.942 3.79 

32COOL00195 1.478 1.766 2.072 2.213 2.379 2.435 2.566 2.893 

32COOL00186 1.133 1.141 1.151 1.151 1.169 1.178 1.205 1.441 

32COOL00186A 1.267 1.397 1.486 1.573 1.677 1.742 1.811 1.89 

32COOL00185B 1.267 1.397 1.486 1.573 1.677 1.742 1.811 1.89 

32COOL00184 1.267 1.397 1.486 1.574 1.678 1.742 1.811 2.621 

32COOL00180 1.321 1.448 1.539 1.637 1.761 1.837 1.914 2.555 

32COOL00175A 1.322 1.448 1.539 1.637 1.761 1.837 1.914 2.689 

32COOL00175B 1.322 1.448 1.539 1.637 1.761 1.837 1.914 2.689 

32COOL00175 1.322 1.448 1.539 1.637 1.761 1.837 1.914 2.693 

32COOL00165 1.442 1.59 1.702 1.823 1.984 2.086 2.186 2.854 

32COOL00152A 1.555 1.709 1.777 1.796 1.796 1.78 1.759 1.668 

32COOL00152B 2.391 2.746 2.936 3.018 3.091 3.142 3.196 3.311 

32COOL00141 2.39 2.752 2.972 3.207 3.499 3.728 3.949 4.87 

32COOL00140A 2.39 2.752 2.972 3.207 3.499 3.728 3.949 5.119 

32COOL00139B 2.39 2.752 2.972 3.207 3.499 3.728 3.949 5.119 

32COOL00139 2.39 2.752 2.973 3.207 3.499 3.728 3.949 5.119 

32COOL00129 2.411 2.778 3.006 3.246 3.548 3.784 4.014 5.215 

32COOL00119 2.506 2.902 3.162 3.432 3.778 4.051 4.32 5.662 

32COOL00110 2.567 2.98 3.261 3.549 3.923 4.217 4.509 5.935 

32COOL00101 2.567 2.98 3.261 3.549 3.923 4.217 4.509 5.935 

32COOL00100 2.567 2.98 3.261 3.549 3.923 4.217 4.51 5.935 

32COOL00090 2.566 2.98 3.261 3.549 3.922 4.217 4.525 5.935 

32COOL00082 2.566 2.98 3.26 3.548 3.921 4.215 4.468 4.98 

32COOL00081A 2.566 2.98 3.26 3.547 3.921 4.215 4.468 4.652 

32COOL00078B 2.566 2.98 3.26 3.547 3.921 4.215 4.468 4.652 

32COOL00078 2.566 2.98 3.26 3.547 3.921 4.214 4.468 4.712 

32COOL00074 2.565 2.979 3.259 3.547 3.92 4.214 4.467 4.712 

32COOL00074A 2.565 2.979 3.259 3.547 3.92 4.213 4.467 4.712 

32COOL00072B 2.565 2.979 3.259 3.547 3.92 4.213 4.466 4.712 

32COOL00072 2.565 2.978 3.259 3.547 3.92 4.213 4.466 4.712 

32COOL00061 2.641 3.079 3.383 3.693 4.099 4.418 4.701 4.987 

32COOL00056 2.641 3.079 3.382 3.692 4.099 4.418 4.701 4.987 

32COOL00056A 2.641 3.079 3.382 3.692 4.099 4.418 4.701 4.987 
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Cross Section  Peak Flow in Model (m3/s) 
50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

32COOL00055B 2.64 3.079 3.382 3.694 4.099 4.418 4.701 4.987 

32COOL00055 2.641 3.079 3.382 3.692 4.099 4.418 4.701 4.987 

32COOL00051 2.64 3.079 3.382 3.694 4.098 4.417 4.701 4.987 

32COOL00040 2.727 3.195 3.525 3.861 4.303 4.649 4.964 5.358 

32COOL00031 2.723 2.992 3.025 3.049 3.069 3.075 3.073 3.057 

32COOL00030A 2.721 2.991 3.023 3.047 3.066 3.073 3.069 3.052 

32COOL00029B 2.721 2.99 3.023 3.046 3.066 3.072 3.069 3.052 

32COOL00029 2.721 2.989 3.021 3.044 3.063 3.07 3.066 3.05 

32COOL00024 2.712 3.17 3.492 3.808 4.191 4.49 4.75 5.044 

32COOL00024A 2.711 3.17 3.501 3.836 4.252 4.584 4.879 5.23 

32COOL00022B 2.711 3.17 3.501 3.836 4.252 4.584 4.879 5.23 

32COOL00021 2.711 3.17 3.501 3.836 4.252 4.584 4.879 5.23 

32COOL00012 2.742 3.209 3.548 3.89 4.316 4.656 4.957 5.341 

32COOL00003 2.761 3.233 3.578 3.924 4.357 4.702 5.008 5.391 

32COOL00002A 2.761 3.233 3.578 3.798 3.948 4.045 4.162 4.316 

32COOL00001B 2.761 3.233 3.578 3.798 3.948 4.045 4.162 4.316 

32COOL00001 2.761 3.233 3.578 3.798 3.948 4.045 4.162 4.316 

 



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2d Westport v3.0.docx 71 

 

A.2 HEP flows 

Table A-3: Current peak flows at HEPs 

HEP 
Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 
made)  

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

 

CWB_001 32CARR00518 12.39 2.074 15.92 17.35 19.36 21 23.42 31.17 Upstream modelled extent of the Carrowbeg River. 

CWB_001a 32CARR00491a 12.352 2.039 15.871 17.301 19.309 20.945 23.356 31.052 Upstream of Cooloughra tributary. 

CWB_001b 32CARR00491b 13.491 2.32 17.486 19.127 21.419 23.308 25.941 34.489 Downstream of Cooloughra tributary. 

CWB_002 32CARR00329a 13.474 1.983 17.452 19.061 21.096 22.47 24.224 31.201 Upstream of the Tonranny tributary. 

CWB_003 32CARR00329b 
14.069 2.238 18.302 20.024 22.237 23.78 25.701 33.134 

Downstream of the Tonranny tributary, flows at this location 
have been scaled to match CWB_004. 

CWB_004 32CARR00182 
14.086 1.987 18.219 19.612 21.039 21.469 21.752 22.224 

Flooding upstream in the 1D-2D model reduces the flows 
within the ISIS channel.  

CWB_005 32CARR00020 15.047 1.904 19.21 21.023 23.631 25.706 28.48 38.073 Most downstream HEP on the Carrowbeg River. 

ARM_002 32CLOG00291 0.2 0.2 0.2 0.2 0.216 0.244 0.276 0.376 Upstream extent of Cloghan River. 

ARM_003 32CLOG00234 0.688 0.774 0.854 0.914 1.013 1.085 1.167 1.876 Downstream of tributary inflow. 

ARM_004 32CLOG00192 1.677 1.914 2.059 2.274 2.554 2.776 3.035 3.792  

ARM_006 32CLOG00134 2.025 2.345 2.541 2.575 2.592 2.6 2.608 2.623  

ARM_007 32CLOG00084 2.408 2.824 3.103 3.472 3.956 4.357 4.793 6.139  

ARM_008 32CLOG0003B 2.85 3.38 3.778 4.219 4.866 5.332 5.927 7.063 Most downstream HEP on the Cloghan River. 

CBN_001 32COOL00442 0.25 0.25 0.25 0.252 0.296 0.334 0.379 0.526 Upstream modelled extent of Coolbarreen Stream. 

CBN_002 32COOL00392 0.63 0.721 0.785 0.851 0.991 1.118 1.26 1.664  

CBN_004 32COOL00270A 0.817 0.942 0.997 1.028 1.055 1.084 1.088 1.06 Upstream of Gorteen tributary inflow. 

CBN_005 32COOL00270B 0.929 1.07 1.179 1.246 1.33 1.372 1.424 1.48 Downstream of Gorteen tributary inflow. 

CBN_006 32COOL00152A 1.409 1.538 1.62 1.698 1.756 1.772 1.773 1.725 Upstream of Slaugar tributary inflow. 

CBN_007 32COOL00152B 2.084 2.405 2.613 2.819 2.988 3.056 3.113 3.23 Downstream of Slaugar tributary inflow. 

CBN_008 32COOL00001 2.331 2.762 3.033 3.315 3.723 3.865 3.971 4.232 Downstream modelled extent of Coolbarreen Stream. 
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Table A-4: MRFS peak flows at HEPs 

HEP 
Reference 

Cross Section  Peak Flow in Model (m3/s) Comments (note: where blank, no changes have been 
made)  

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% 
AEP 

1% 
AEP 

0.5% 
AEP 

0.1% 
AEP 

 

CWB_001 32CARR00518 14.87 17.42 19.12 20.83 23.24 25.21 28.12 37.42 Upstream modelled extent of the Carrowbeg River. 

CWB_001a 32CARR00491a 14.82 17.37 19.07 20.772 23.182 25.119 27.987 37.304 Upstream of Cooloughra tributary. 

CWB_001b 32CARR00491b 16.179 19.096 21.021 22.962 25.702 27.827 30.945 41.597 Downstream of Cooloughra tributary. 

CWB_002 32CARR00329a 16.161 19.047 20.974 22.258 24.065 25.585 28.118 37.62 Upstream of the Tonranny tributary. 

CWB_003 32CARR00329b 
16.859 19.929 21.992 23.433 25.474 27.09 29.776 39.975 

Downstream of the Tonranny tributary, flows at this location 
have been scaled to match CWB_004. 

CWB_004 32CARR00182 
16.853 19.92 21.982 21.432 21.724 21.875 22.072 22.37 

Flooding upstream in the 1D-2D model reduces the flows 
within the ISIS channel.  

CWB_005 32CARR00020 18.114 21.146 23.136 25.564 28.457 30.881 34.491 46.36 Most downstream HEP on the Carrowbeg River. 

ARM_002 32CLOG00291 0.2 0.2 0.2 0.227 0.267 0.301 0.34 0.465 Upstream extent of Cloghan River. 

ARM_003 32CLOG00234 0.776 0.896 0.975 1.056 1.158 1.361 1.662 2.323 Downstream of tributary inflow. 

ARM_004 32CLOG00192 1.926 2.25 2.443 2.708 3.023 3.234 3.451 5.032  

ARM_006 32CLOG00134 2.362 2.574 2.586 2.598 2.608 2.62 2.619 2.644  

ARM_007 32CLOG00084 2.847 3.433 3.751 4.233 4.773 5.171 5.641 7.873  

ARM_008 32CLOG0003B 3.502 3.997 4.172 4.444 4.792 5.063 5.411 6.212 Most downstream HEP on the Cloghan River. 

CBN_001 32COOL00442 0.25 0.25 0.28 0.319 0.374 0.423 0.48 0.664 Upstream modelled extent of Coolbarreen Stream. 

CBN_002 32COOL00392 0.731 0.844 0.953 1.068 1.247 1.388 1.525 2.013  

CBN_004 32COOL00270A 0.955 1.028 1.058 1.076 1.088 1.084 1.074 1.556 Upstream of Gorteen tributary inflow. 

CBN_005 32COOL00270B 1.087 1.239 1.313 1.364 1.417 1.46 1.457 1.943 Downstream of Gorteen tributary inflow. 

CBN_006 32COOL00152A 1.555 1.709 1.777 1.796 1.796 1.78 1.759 1.668 Upstream of Slaugar tributary inflow. 

CBN_007 32COOL00152B 2.391 2.746 2.936 3.018 3.091 3.142 3.196 3.311 Downstream of Slaugar tributary inflow. 

CBN_008 32COOL00001 2.761 3.233 3.578 3.798 3.948 4.045 4.162 4.316 Downstream modelled extent of Coolbarreen Stream. 
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1 Introduction 

1.1 Scope of report 

This report summarises the hydraulic modelling work for the Westport Quay Area for Further 
Assessment (AFA) coastal hydraulic model.  This document is specific to the AFA itself and should 
be read in conjunction with the various reports detailed in Section 1.2 for details on the modelling 
approaches and wider context of the study. 

The report is not a user manual for the hydraulic model itself, full details of which are provided in 
model handover check files accompanying the hydraulic model. 

The hydraulic modelling work summarised in this and the Unit of Management (UoM) 32 Hydraulic 
Modelling Report, of which this report is an Annex, forms one element of the Western Catchment-
based Flood Risk Assessment and Management (WCFRAM) study process.  The process to date 
has included amongst other tasks a Flood Risk Review (FRR)1, a project inception stage2, a 
Strategic Environmental Assessment (SEA)3 and the development of the catchment hydrology4.  
Where the work completed in these tasks contains information relevant to the analysis discussed 
in this document, references have been included directing the reader to the relevant report for 
further background information. 

1.2 Model and report overview 

There is one coastal model in the Westport Quay suite; this covers the entire coastline from 
Cleavlach Strand in the north to the townland of Belclare in the south.  This model extent includes 
some of the land that falls with the Westport AFA, but at the coastline is linked, one model has 
been constructed and is fully reported on within this report.  In addition to examining the risks of 
still water sea level inundation, wave overtopping has also been modelled in Westport Quay. 

There are also a number of watercourses which discharge into Clew Bay, including the Carrowbeg, 
the Cloghan and Rossbeg Stream (through a piped overflow).   Fluvial flood risk associated with 
these rivers has been addressed in three separate AFA models which are all reported on in the 
Westport AFA model. 

The model codes relevant to this AFA are: 

• Westport Quay North - C6 

• Carrowbeg River - Z1 

• Cloghan River - Z2 

• Rossbeg Stream - Z3 

Reports which are relevant to this AFA are: 

• Western CFRAM Flood Risk Review Report 

• Western CFRAM UoM 32 Inception Report 

• Western CFRAM UoM 32 Hydrology Report 

• Western CFRAM UoM 32 Hydraulic Modelling Report 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 1 - Hydraulic Modelling 
Method Statement 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 3 - Flood Risk Maps 

• Westport Quay AFA Hydraulic Model Check File 

• Western CFRAM UoM 32 Hydraulic Modelling Report: Volume 2d – Westport 

                                                      
1 JBA Consulting (2012), Western CFRAM Flood Risk Review, Final Report, Office of Public Works 
2 JBA Consulting (2012), Western CFRAM Unit of Management 32 - Erriff/Clew Bay Inception Report, Final Report, Office 

of Public Works 
3 JBA Consulting (2013), Western River Basin District Catchment-based Flood Risk Assessment and Management 

(CFRAM) Strategic Environmental Assessment, Scoping Report, Office of Public Works 
4 JBA Consulting (2014), Western CFRAM Unit of Management 32 - Erriff/Clew Bay Hydrology Report, Final Report, Office 

of Public Works 
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1.3 Coastal domain overview 

Westport Quay has a coastline of approximately 10.2km within the boundaries of the AFA. The 
key areas of coastal flood risk within the AFA are properties along the quay at Harbour View, the 
point and Rossbeg.  Figure 1-1 shows an overview of the Westport Quay AFA. 

The ground elevation along the Quay road varies throughout the AFA.  Walls are present along 
different sections of the coastline with varying crest levels and condition.  All of the walls are old 
and of masonry construction and have many gaps in them. There are no bridges or culverts within 
the AFA that will impact upon the tidal flooding extents, although a number of streams discharge 
under the coast road into the bay through outfalls.  The impact of tide locking on the streams has 
been investigated through the modelling and reporting for the Westport AFA.  Tidal flooding is 
influenced by the shape of the bay and coastline which shelters different parts of Westport Quay 
from wave action and overtopping depending on the wind direction during a storm. 

The frequency of flooding is quite high within Westport Quay.  It can be as frequent as every other 
year (1 in 2) for the worst affected streets.  Flooding of properties is less frequent than flooding of 
roads.  Flooding within the village is a combination of high tides, storm surge, wave overtopping 
and surface water. 

Figure 1-1:  Westport Quay AFA overview 

 

1.4 Available data 

1.4.1 Survey data 

Survey data of the Quay Wall was collected by CCS Surveying in Work Package 5 as part of the 
National Survey Contract No. 6 and delivered in March 2013.  Further survey was collected by 6 
West as part of the WCFRAM Infill Survey Contract 6.  Crest level data for the wave overtopping 
analysis was collected under Infill Survey Contract 7 by Murphy Surveys.  The completed extent 
of the flood defence / coastal wall survey is shown in Figure 1-2 and Figure 1-3.   

LIDAR data has been collected for use in the model.  Data has been provided in both filtered and 
unfiltered formats in a 2m grid resolution.  The LIDAR was flown between November 2011 and 
August 2012. 
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A comparison of LIDAR levels against the surveyed cross sections was completed as part of the 
survey review process.  This compared spot levels collected on roads or in open spaces and found 
an average difference between the two of 31mm.  This was based on 64 different locations.  
Therefore, no adjustment to the LIDAR was required to match the survey data. 

Figure 1-2:  Defence survey crest levels - Quay 

 

Figure 1-3:  Defence survey crest levels - Rossbeg 
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1.4.2 Tide data 

The term extreme still water sea-level refers to the level that the sea is expected to reach during 
a storm event of a particular AEP due to a high tide and the passage of a storm surge.  The 
extreme sea level tidal graphs were developed using Highest Astronomical Tide (HAT) data for 
Clew Bay.  An appropriate surge profile was then applied which increases sea levels above the 
tidal levels.  This was done for a variety of different return periods.  The extreme sea levels were 
informed by the Irish Coastal Protection Strategy Study (ICPSS) deliverables.  Full details of the 
procedure are provided in the WCFRAM Hydrology Report for UoM 32. A summary of the tide data 
within the AFA is provided in Table 1-1. 

Table 1-1: Extreme Sea Levels (mOD) 

AEP 50% 20% 10% 5% 2% 1% 0.5% 0.1% 

Sea Level 2.79 2.96 3.09 3.21 3.37 3.49 3.61 3.88 

 

There is no tide gauge in the vicinity of the AFA with which the hydraulic model could be calibrated.  
The nearest tidal gauge is the Ballyglass gauge near Bellmullet off the North West Mayo coast, 
operated by the Marine Institute (Straight-line distance of approximately 55km). 

The largest recorded events at Ballyglass occurred on 3rd January 2014 with a peak tide of 
3.00mOD.  Ignoring any influence of waves, this peak level is approximately equivalent to a 10% 
AEP event at Ballyglass (ICPSS point W65).  The second largest recorded event at Ballyglass 
occurred on 15th December 2012 with a peak level of 2.46mOD.  These tide levels cannot be 
directly transferred to Westport Quay due to the coastal topography and bathymetry.  However, 
the tide levels are a useful comparison in terms of discerning relative return periods of different 
events. 

1.4.3 Wave overtopping data 

The Westport Quay AFA was one of four sites identified across the WCFRAM in the Irish Coastal 
Wave and Water Level Modelling Study (ICWWS) report as being susceptible to wave overtopping.  
For Westport Quay, wave data was provided at 10 locations along the sea front (see Figure 1-4).  
The wave data has been calculated at specific depths using both wind and swell waves for 8 return 
periods, the 50%, 20%, 10%, 5%, 2%, 1%, 0.5% and 0.1% AEP wave events.  For each return 
period the wave data was provided for six joint probability combinations of water level and wave 
height for both the wind wave and swell wave components. 
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Figure 1-4:  Locations of wave data supplied from the ICWWS 
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2 Hydraulic modelling 

2.1 Overview 

This section should be read in conjunction with the Hydraulic Model Report: Volume 1a: Hydraulic 
Modelling Method Statement and the Westport Quay Model Check File.  The Method Statement 
provides an overview of the elements of the 2D model construction and the following section of 
the report describes how they were applied to the Westport Quay AFA. 

A 2D TUFLOW model has been constructed, incorporating the coastline identified in Figure 1-1.  
The same model was used to look at the impacts of still water inundation and wave overtopping. 

The tidal boundary has generally followed the same path as the coastline described in the OSi 5k 
mapping.  The boundary extends beyond the AFA boundary in the northern limits to inform the 
downstream limits of the Westport fluvial models.  A second inflow boundary to represent flood 
waters from wave overtopping has been situated on the landward side of the still water level 
boundary, further details are provided in Section 2.4. 

2.2 Defences and walls 

2.2.1 Defences 

There are no formal defences in Westport Quay.  Informal effective defences identified within the 
AFA are detailed in Table 2-1.  These structures have been modelled as surveyed with a crest 
level point spacing of around 10m, unless there are notable changes in elevation or form of the 
wall in which case more detailed survey was collected.  A number of gaps in the wall have not 
been included in the model as they are quite small relative to the model geometry.  It is assumed 
that all these walls retain flood waters to the crest of the structure and that water does not return 
to the sea once the wall has overtopped. 

Table 2-1:  Informal effective defences 

Description and Location Photograph 

Westport Quay Wall 
 
This section of the quay wall runs behind 
the Towers Pub.  The surveyed crest levels 
have been modelled. 
 
The lower masonry wall, into which this wall 
is tied (in right of photo) facilitates 
bypassing before the crest of the quay wall 
is reached. 

 
 

Rossbeg / Sunnyside Quay Wall 
 
This wall is in poor condition but has been 
included in the model as surveyed. 
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Description and Location Photograph 

Harbour View Wall 
 
This informal wall runs alongside the road 
and has been included in the model as 
surveyed. 

 
 

 
 

2.2.2 Walls 

Informal ineffective structures are structures that are not assumed to function as flood defences 
and are either bypassed in the model or have been removed to allow flooding beyond them, such 
as garden walls.  They have been included as they can affect the flow path of water.  Relevant 
structures in Westport Quay are detailed in Table 2-2. 

Table 2-2:  Key hydraulic structures 

Description and 
Location 

Modelling 
Method 

Photograph 

Westport Quay point The quay walls 
have been 
modelled based 
on LIDAR 
elevation. 
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Description and 
Location 

Modelling 
Method 

Photograph 

Rossymailey Wall 
 
This wall is variable in 
construction with parts 
as a concrete block 
wall and other sections 
appear as rock walls. 

The wall has 
been modelled 
using the LIDAR 
elevation. 

 
 

2.3 Floodplain 

A 2D cell size of 4m has been used as it was deemed to provide a sufficient level of detail whilst 
ensuring that model run times were kept to a minimum.  There is limited inundation and no complex 
flow paths around buildings develop, so the benefits of a smaller cell size would be negligible. 

The active model area was determined using the LIDAR data for the AFA.  Areas of high ground 
were deemed 'natural boundaries' and serve well as inland model extents. 

2.4 Wave Overtopping 

Building on the analysis completed in the ICWWS report, the reaches shown in Figure 1-4 have 
been identified for a wave overtopping assessment.  Under this study 11 different coastal frontages 
have been identified comprising variously raised sea walls or rocky coastline (Figure 2-1).   

Profiles perpendicular to the coastline were developed for all 11 coastal frontages from LIDAR 
data, flood defence survey data and site photos (note the profiles are not numbered sequentially 
from 1 to 11). 

Overtopping calculations were performed for all joint probability combinations of water level and 
wave height as detailed in the Hydraulic Model Method Statement.  The worst case, i.e. the highest 
overtopping volume, was selected for each return period at each of the schematised overtopping 
profiles.  For input into the flood inundation models the wave overtopping is therefore a composite 
of the worst case overtopping at each individual defence which may be made up of a number of 
different combinations of water level and wave height within each return period. 

The maximum wave overtopping rates for the 200 year tide per metre length of defence are 
provided for each profile in Table 2-3.  The majority of overtopping profile sites are not exposed to 
open ocean waves or a large fetch and therefore do not experience large wave conditions.  Coastal 
features, such as headlands and estuaries provide natural shelter in many cases from the 
predominant swell wave direction.  The conditions common to these stretches of coastline are not 
likely to cause more than splash and spray overtopping; the volumes are therefore very low or 
zero overtopping. 

Westport Quay’s most exposed location, profile 15, has a relatively low crest and has an 
overtopping peak of 9.09l/s/m in the 0.5% AEP event.  Conversely profiles 9 and 11 are not 
predicted to be susceptible to wave overtopping in the same event. 
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Figure 2-1:  Westport Quay coastal frontages identified for wave overtopping 

 

Table 2-3:  The maximum overtopping flows per metre length of coastal frontage calculated from the 
combination of conditions run in the wave overtopping model. 

Profile No.  Max T200 Qm 
(l/s/m) 

Indicative Defence 
crest (mOD) 

Event still water 
overtops defences  

7 0.039 3.0 10% AEP 

8 0.346 3.5 0.5% AEP 

9 0 3.5 0.5% AEP 

10 0.003 4.0 0.1% AEP 

11 0 4.8 0.1% AEP 

12 0.001 4.0 0.1% AEP 

13 0.007 4.0 0.1% AEP 

14 0.036 3.8 0.1% AEP 

15 9.09 3.2 5% AEP 

16 0.026 4.0 0.1% AEP 

17 1.24 3.0 10% AEP 
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3 Flood history, model calibration and sensibility 
checking 

3.1 Calibration versus sensibility checking 

Where a recording tide gauge is located in or near the site and this data is accompanied by 
historical data from a flood event (such as flood extents, or spot levels), then it is possible to 
undertake calibration of the model.  This process would involve running the recorded tide levels 
through the model and changing model parameters, such as Manning's n, to match the flood 
extents or levels that were observed.  Ideally, a second event would then be run through the model 
and used to validate the outputs.  While it is possible to simulate levels recorded at a gauge in the 
model, without any record of the impact of the event, the model cannot be calibrated and the 
checking process is limited to a confirmation that predicted extents match expectations based on 
topography and local knowledge.  If there is no gauge data available but there are historical records 
of flooding, then the predicted extent from an appropriate design event with a similar exceedance 
probability to the historical flood event can be used as a sensibility check of the predicted flooding 
frequency. 

3.2 Flood history 

Key flood risk areas have been identified in the Flood Risk Review and Inception Reports.  For the 
purposes of the hydraulic modelling work this data is most beneficial when accompanied by 
supporting details such as photos or anecdotal evidence which confirm the maximum extent or 
depth of flooding at any given location.  Table 3-1 shows a summary of historical flood events 
which are attributable to coastal sources, and includes a note on whether they have been used to 
calibrate or validate the model. 

Table 3-1:  Summary of flood history 

Area affected Main flood 
mechanisms 

Recorded flood 
event date 

Use in model check 

Westport Quay High tides and storm 
surge 

Recurring Corroborates 2014 
validation run 

Rossbeg High tides and storm 
surge 

Recurring Corroborates 2014 
validation run 

Rossymailey High tides and storm 
surge 

Recurring Corroborates 2014 
validation run 

Westport Quay High tides and storm 
surge and waver 
overtopping 

3 January 2014 Validation run 

Westport Quay – 
damage to quay 
walls 

High tides and storm 
surge 

18 December 2014 Corroborates 2014 
validation run – may 
have added to 
severity of Jan 2014 
event 

Unknown, but 
assumed 
widespread within 
Westport Quay 

High tide and storm 
surge – highest event 
on record (2.75mOD) 

15 December 2012 Corroborates 2014 
validation run 

 

The largest recorded event on record at the time of modelling occurred on the 15th of December 
2012.  The event had a peak tide level of 2.75mOD.  Based upon the design tide curves derived 
from the ICPSS deliverables, this peak level is approximately equivalent to a 50% AEP event.  This 
may have been recently surpassed by the event of 3rd January 2014, which had an approximate 
peak tide level of 3.56mOD at the Galway Port tide gauge.  However, this tide level or return period 
cannot be directly correlated to Westport. 
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3.2.1 January 2014 event 

On 3rd January 2014, Westport Quay experienced flooding from wave overtopping coinciding with 
high tides and storm surge.  There was damage to the quay walls and some property flooding.  
Floodwater receded quickly with the tide.  Figure 3-1 shows the areas flooded in Westport Quay 
on 3rd January 2014.  Table 3-2 shows some of the storm damage.  There are other records of 
flooding in Westport Quay, but these are anecdotal in nature and are not suitable for model 
calibration.  It is reported that wave heights were extreme and resulted in gravels being thrown at 
the upper storey windows of properties most exposed, particularly in Rossbeg / Sunnyside. 

Figure 3-1:  Flooding in Westport Quay on 3rd January 2014 

 

Table 3-2:  Photograph from 3rd January 2014 

Description and Location Photograph 

Photograph of quay wall damage in 
Westport Quay following 3rd January 
2014 storm. 
 
Photo taken in the Harbour View area. 
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3.3 Calibration outcomes 

3.3.1 January 2014 validation event 

There are no direct measured flood levels in Westport Quay to calibrate the model, however 
anecdotal evidence gathered by JBA in the Western CFRAM study area immediately after the 
event has estimated that the January 2014 flood was in excess of the 1% AEP tide level.   
Therefore, the design 0.5% AEP level with wave overtopping has been used to represent the 
January 2014 event.  The map in Figure 3-2 and Figure 3-3 shows a good agreement in the areas 
affected by flooding between the observed 3rd January 2014 and modelled 0.5% AEP flood 
extents.  There is a slight underestimation in Figure 3-2, with the observed flood extent extending 
further inland at a handful of locations.  As there was significant wave action and overtopping of 
the quay walls in January 2014 this underestimation is probably attributed to factors not 
represented in the model.  The model does not explicitly include any connection to the pond 
opposite the Quay buildings as labelled on Figure 3-3 which would have flooded from tidal 
inundation, surface runoff and water from waves that is flowing back to the sea, but this area is 
shown to be inundated by a combination of still water levels and wave overtopping regardless. 

Figure 3-2:  Comparison between observed 3rd January 2014 and modelled 0.5% AEP flood extent - 

Harbour Area 
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Figure 3-3:  Comparison between observed 3rd January 2014 and modelled 0.5% AEP flood extent - 

Quay Area 

 

3.4 Stakeholder Engagement 

Throughout this process OPW regional engineers and local authority engineers have been 
consulted in the form of steering group, progress group and engineer meetings and their input has 
feed into the flood maps. 

Public Consultation Day (PCD) - 29th of October 2014 

On October 29th 2014 a public consultation was held at the Quay Community Centre in Westport 
to present the flood maps for the town and solicit comments and feedback.   

This PCD was attended by 10 people.  At the PCD attendees were invited to leave feedback, in 
the form of a questionnaire.   The questionnaire sought feedback on resident's knowledge of 
flooding in the town including the locations of flooding and the frequency of flooding.   

Table 3-3 outlines the feedback received at the day relevant to the study and a note regarding how 
this information has been accommodated by the study. 

Table 3-3: PCD Feedback 

Comments Received Study Response 

The flood extents look okay, no major issues. This report provides some validation for the 
prediction flood extents. 

 

 

  

Surface 
water pond 
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4 Tidal boundaries 

4.1 Model scenarios 

Flood extents have been produced for the 50%, 20%, 10%, 5%, 2%, 1%, 0.5% and 0.1% AEP 
design event probabilities.  An extract of the tide data used to derive these extents is illustrated in 
Figure 4-1.  The location of the ICPSS boundary (point W41) is shown in Figure 4-2.  This point is 
some distance off shore and tide levels at this location would be subject to funnelling as they 
propagate through the Bay and onto shore.  This is likely to have resulted in an underestimation 
of the peak level of the tides, but in the absence of other information has been used in the 
modelling. 

Figure 4-1:  Selection of tide levels input into model 

 

Figure 4-2:  ICPSS point location 
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4.1.1 Future scenarios 

Future scenarios have been developed as part of the hydrological analysis and are described in 
detail in the WCFRAM Hydrology Report for UoM 32. 

With regard to coastal flooding, accounting for future scenarios requires the addition of 500mm 
and 1000mm respectively for the Mid-Range Future Scenario (MRFS) and High End Future 
Scenario (HEFS) on the existing tide profiles for each exceedance probability.  The extreme sea 
levels for future scenarios are detailed in Table 4-1. 

Table 4-1:  Extreme sea levels (mOD) - current and future scenarios 

Return 
Period 
(Years) 

50% 
AEP 

20% 
AEP 

10% 
AEP 

5% 
AEP 

2% AEP 1% AEP 0.5% 
AEP 

0.1% 
AEP 

Current 
Scenario 

2.79 2.96 3.09 3.21 3.37 3.49 3.61 3.88 

MRFS 3.29 3.46 3.59 3.71 3.87 3.99 4.11 4.38 

HEFS - - 4.09 - - - 4.61 4.88 

  



 

 
 

 
WCFRAM UoM32 Erriff Clew Bay Hydraulic Modelling Report Vol 2e Westport Quay v3.docx 16 

 

5 Model Results 

5.1 Model runs 

The model has been run for a present day and two future scenarios, a Mid-Range Future Scenario 
(MRFS) and a High-End Future Scenario (HEFS), which consider the potential impact of climate 
change.  Further details of the allowances within the calculations are included in the Hydrology 
Report, but the increased flows include for the impacts of urbanisation and climate change. 

The model has been run for the following present day and MRFS tidal events; 50%, 10%, 5%, 2%, 
1%, 0.5% and 0.1% AEP design events.  Only the 10%, 1% and 0.1% AEP design events have 
been run for the HEFS. 

In addition, the wave overtopping model has been run for the same current and future scenarios.  
The wave overtopping models have been set up to include still water tide levels as well as 
overtopping volumes for all return periods.  However, in lower return period tidal events, the quay 
wall is not overtopped so the flood maps show the impact of wave overtopping only. 

5.2 Flood risk mapping 

Flood risk extents for the present day and MRFS 10%, 0.5% and 0.1% AEP design events along 
with long section profiles for present day 10%, 0.5% and 0.1% AEP design events are presented 
in Volume 3 of the UoM 32 Hydraulic Modelling Report. 

5.3 Key flood risk mechanisms 

Further to the information presented in the flood risk maps, a brief description of the key flood risk 
sites and flooding mechanisms is provided below. 

5.3.1 Flooding at Westport Point 

Westport Point (marked as Roman Island on Figure 1-1) floods in a 10% AEP flood event and in 
the 0.5% AEP flood is almost wholly inundated with parts greater than 1m deep.  Access to the 
buildings on the point will be cut off in the 10% AEP flood.  The source of flooding is from 
overtopping of both the northern and southern quay walls. 

5.3.2 Flooding at Harbour View 

The road in the Harbour View area of Westport Quay is flooded in the 10% AEP flood and 
impassable, with flood depths exceeding 1m in parts.  There are some properties flooded in the 
10% AEP and the number of properties flooded increases with the severity of the flood.  The flood 
mechanism is from the overtopping of the sea walls. 

5.3.3 Flooding at Rossbeg and Rossymailey 

In Rossbeg and Rossymailey the coast roads are flooded and impassable in the 10% AEP flood, 
and some properties are within the 0.1% AEP flood extent.  The flood mechanism is from 
overtopping of the sea walls. 

5.4 Wave overtopping 

Wave overtopping has been modelled as causing flood risk to the Quay Road at all return periods 
when waves break over the coastal wall.  At return periods in excess of the 1% AEP peak tide, the 
wave overtopping combines with still water inundation, resulting in a combination of flood 
mechanisms more in line with what is experienced in reality.  However, there is very little difference 
between the wave overtopping combined with still water extent and the still water only flood risk 
as the topography restricts the flood from spreading further inland. 
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6 Sensitivity testing 

6.1 Screening of sensitivity tests 

The suite of potential sensitivity tests is detailed in Volume 1a: Hydraulic Modelling Method 
Statement.  The application of the sensitivity tests has been an iterative process which allowed 
certain criteria to be screened out.  Table 6-1 summarises sensitivity tests applied to Westport 
Quay.  Further details of these criteria are provided in the following sections. 

The results of testing those criteria which are relevant to Westport are detailed in Section 6.2. 

Table 6-1:  Sensitivity test summary 

Sensitivity test Relevance to Roundstone 

Peak flow / tide level Tested (by means of MRFS and HEFS) 

Flow volume Not applicable 

Critical storm duration Not applicable 

Roughness Tested 

Building representation Tested 

Afflux / headloss at key structures Not applicable 

Water level boundaries and joint probability Not applicable 

Timing of tributaries Not applicable 

Timing of fluvial and tidal peaks Not applicable 

Cell size Screened out 

6.1.1 Peak tide level 

The effect of rising sea levels is being investigated through the climate change scenarios and the 
change quoted for the MRFS (i.e. Current +0.5m) has been used to test sensitivity to sea levels 
so has not been explicitly included in this sensitivity testing. 

6.1.2 Roughness 

The limited flood extents in the existing-risk design events mean there will be likely little benefit to 
testing the sensitivity of the model results to a reduction in floodplain roughness (NTF) values.  
However, sensitivity to both lower and upper bound roughness values for the 10% and 0.5% AEP 
event, as shown in Table 6-2, has been tested as part of the CFRAM work. 

Table 6-2:  Floodplain roughness range 

Floodplain Material Roughness Values (Manning’s ‘n’) 

 Typical Value Lower Bound Value Upper Bound Value 

General Natural Surfaces 0.040 0.030 0.050 

Buildings 0.300 0.100 1.000 

Roads, Tracks and Paths 0.015 0.013 0.017 

Rock 0.050 0.040 0.070 

6.1.3 Building representation 

The current flood extents for the 0.5% AEP event show a few properties at risk of flooding.  Some 
of these properties are at the edge of the flood extent and others are part of terraces.  A sensitivity 
test to raise the building threshold level in the model to 300mm was conducted to assess the 
uncertainty in the way buildings are represented.  The increased threshold level for buildings could 
alter flood flow routes and alter the number of properties at risk and flood extent. 

6.1.4 Cell size 

Although a 4m cell size has been used in the model, there is little inundation and no complex flow 
paths develop.  The benefit of a smaller cell size has been screened out and has not been tested. 
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6.2 Sensitivity testing results and uncertainty bounds 

The results of the sensitivity tests have been used to inform the uncertainty bounds as detailed in 
the Hydraulic Modelling Method Statement.  The uncertainty bound in effect presents the most 
sensitive hydraulic parameters as assessed within the bounds identified in Section 6.1 at all 
locations within the AFA (note, this excludes the impact of climate change on the tide levels).  
Where different parameters have contributed to the development of the uncertainty bound, these 
are highlighted on the map and in the adjoining text. 

It can be seen from Figure 6-1 and Figure 6-2 that the model is not sensitive to the adjustment of 
the various parameters identified in Section 6.1.  Indeed, the only noticeable difference occurs 
during the 10% AEP event at a location close to Luggykelly Bridge (shown in purple inset polygon).  
Essentially, the model simply runs the design water level to a particular contour on the DTM.  This 
process does not change no matter what parameter is tested. 

Figure 6-1:  10% AEP event uncertainty bounds - Westport Quay AFA 
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Figure 6-2:  0.5% AEP event uncertainty bounds - Westport Quay AFA 
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7 Model limitations 

7.1 Coastal boundaries 

The ICPSS point used to determine the coastal extreme sea water boundaries is around 9km off 
the coastline of Westport Quay in Clew Bay (see Figure 4-2).  Westport Bay contains a number of 
small islands and the coastline shape changes significantly.  Using the ICPSS extreme sea level 
does not account for influence of the local bathymetry and topography of Westport Bay between 
the ICPSS point and the coastline.  It is possible that local geography could either funnel storm 
surges increasing water levels in Westport Quay or have the opposite effect and dampen the storm 
surges and reduce the power of the sea.  This influence is currently unknown and beyond the 
scope of the WCFRAM project to address. 

7.2 Structural integrity of quay walls 

The quay walls in Westport Quay are in a range of conditions and many may not have been 
constructed to withstand the power of storms or high tide levels.  The defended area mapping 
looks to represent the benefit provided by these sea walls assuming they will not fail, breach or 
collapse as a result of poor overall condition of weaknesses within each defence.  However, 
following the January 2014 storms in which a section of wall was damaged, it is known that this is 
an optimistic assumption. 

 

 
 



 

 

 
 

 

 
 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Registered Office 
 
24 Grove Island 

Corbally 

Limerick 

Ireland  

 

T: +353 (0) 61 345463 
e: info@jbaconsulting.com 
 
 
 
JBA Consulting Engineers and 

Scientists Limited  

 
Registration number 444752 

 

Visit our website 

www.jbaconsulting.com 

   
 


