
SAFIRE LED Monitor 22" 4N1

Designed for video surveillance 24/7

HDMI, VGA, BNC and Audio

Resolution 1920x1080

Noise reduction filter

Low consumption

Safire

LED monitor 22"

Specific for CCTV

Number of colours 16.7 M

Resolution 1920x1080

Brightness 200 cd/m2

Image contrast ratio 1000:1

Response time 5 ms

Video inputs 1xHDMI, 1xVGA, 1xBNC(CVBS), 1xBNC HD (TVI, CVI, AHD, CVBS)

BNC video output (TVI, CVI, AHD, CVBS)

Audio | Built-in Speakers

Without image distortion

SF-MNT22-4N1



Specifications

Brand Safire

Size (inches) 21.5"

Number of colours 16.7 M

Resolution 1920x1080

Viewing angle 170º/160º (Horizontal/Vertical)

Brightness 200 cd/m2

Contrast ratio 1000:1

Response time 5 ms

VESA Bracket 100x100

Video Input / Output Inputs: 1xHDMI 1xVGA 1xBNC(CVBS), 1xBNC(TVI,CVI,AHD,CVBS) | Outputs: 1x BNC (TVI, CVI ,AHD, CVBS)

Audio 1 input | Integrated loudspeakers

Energy consumption 30W

Power AC 100~240V

Dimensions 51.2(Fo) x 516.6 (w) x 316.05(Alto) mm


