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Espesor: 0,075 mm.
Anchura: 12 mm.
Mts. rollo: 10.
Densidad: 0,5 g/cm
Resistencia al calor: +370ºC.
Resistencia al frío: -190 ºC.
Resistencia a la alta presión:  
150-250 Kg/cm.
Fuerza de tensado: ≥ 10 N/mm.
Porcentaje de elongación: ≥ 15%.

Espesor: 0,01 mm.
Anchura: 19 mm.
Mts. rollo: 50.
Densidad: 0,35 g/cm.
Resistencia al calor: +370ºC.
Resistencia al frío: -190 ºC.
Resistencia a la alta presión: 
100-200 Kg/cm.
Fuerza de tensado: ≥ 8 N/mm.
Porcentaje de elongación: ≥ 25%.

Metros de rollo: 80.
Estable en un rango de entre 
-200ºC y +240 ºC.
No se quema, ni disuelve, ni 
derrite, ni se debilita.
Permanece maleable  
durante toda su vida útil.
Completamente inerte, 
in-inflamable, no peligroso.
Sin exceder 1-1/2”  
en medida de tubo.

Metros de rollo: 150.
Estable en un rango de entre 
-200ºC y +240 ºC.
No se quema, ni disuelve, ni 
derrite, ni se debilita.
Permanece maleable  
durante toda su vida útil.
Completamente inerte, 
in-inflamable, no peligroso.
Sin exceder 1-1/2” en medida  
de tubo.

Thickness: 0.075 mm.
Width: 12 mm.
Mts. roll: 10.
Density: 0.5 g/cm.
Heat resistance: +370ºC.
Resistance to cold: -190 ºC.
Resistance to high pressure:  
150-250 Kg/cm.
Tensile force: ≥ 10 N/mm.
Elongation percentage: ≥ 15%.

Thickness: 0.01 mm.
Width: 19 mm.
Mts. roll: 50.
Density: 0.35 g/cm.
Heat resistance: +370ºC.
Resistance to cold: -190 ºC.
Resistance to high pressure:  
100-200 Kg/cm.
Tensile force: ≥ 8 N/mm.
Elongation percentage: ≥ 25%.

Roll meters: 80.
Stable in a range between  
-200ºC and +240ºC.
Does not burn, dissolve,  
melt, or weaken.
Remains malleable  
throughout its useful life.
Completely inert, non-flammable, 
non-hazardous.
Not to exceed 1-1/2”  
in tube size.

Roll meters: 150.
Stable in a range between  
-200ºC and +240ºC.
Does not burn, dissolve,  
melt or weaken.
Remains malleable  
throughout its useful life.
Completely inert, non-flammable, 
non-hazardous.
Must not exceed 1-1/2”  
in tube size.

MODELO CODIGO EAN UNIDADES CAJAS

TEFLÓN 100 8436028582198 250

MODELO CODIGO EAN UNIDADES CAJAS

TEFLÓN 135 8436028582204 200

MODELO CODIGO EAN UNIDADES CAJAS

HIFLON 80 8436028586127 24

MODELO CODIGO EAN UNIDADES CAJAS

HIFLON 150 8436028586134 20
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