
AQ™ COLLECTION
ESSENTIAL SHOWERING



THE AQ™ COLLECTION 
FROM AQUALISA
CHOICE, QUALITY AND VALUE GUARANTEED 

The AQ™ Collection from Aqualisa is an extensive range of mixer showers, 
providing a choice of style and control for the modern bathroom. From 
the popular bar valve models to the sleek, low profile concealed valves, the 
AQ™ Collection covers all the style options, with the Aqualisa guarantee of 
performance and reliability throughout the range.

So, the versatile AQ™ Collection now offers more choice but remains great 
value for money and also, of course, has a host of installation features that 
make fitting easy and flexible. 
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AQ™ ROUND BAR VALVES

Packed with value at an affordable price, these popular single and dual outlet 
round bar valves are a perfect solution for flexible family showering.

	● Separate flow and temperature control with temperature override button

	● Cool touch valve for added safety

	● Metal handles for a quality feel

	● Includes easy fit wall brackets

	● AQ75BAR1 – 110mm adjustable head 3 spray patterns, easy click spray 
control. Suitable for all UK water system

	● AQ150BAR2 – comes with an integrated diverter to switch between the 
3 spray pattern adjustable head and 192mm drencher head. Adjustable 
telescopic shower column 845-1050mm. Suitable only for high pressure  
UK water systems.

	● 1.5m chrome plated stainless steel hose (11mm bore)

	● 5 year parts and labour guarantee

AQ75BAR1 AQ150BAR2
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* AQSQBAR2 only

AQ™ SQUARE BAR VALVES

A contemporary square design bar valve with metal handles that creates  
a high quality, alternative look for the modern bathroom. 

	● Separate flow and temperature control

	● Cool touch valve for added safety

	● Metal handles for a quality feel

	● Temperature override button

	● AQSQBAR1 comes with an 89mm single mode square handset and is 
suitable for all UK water systems

	● AQSQBAR2 comes with an integrated diverter to switch between an 
89mm single mode square handset or 200mm square drencher. Unique 
adjustable 805-1180mm telescopic shower column for variable height 
installation*. Only suitable for high pressure UK water systems.

	● Supplied with easy-fit wall brackets

	● 5 year parts and labour guarantee

AQSQBAR2AQSQBAR1
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AQ™ ROUND 
CONCEALED MIXER

A single or dual outlet shower valve that’s built in to the wall with flush to the 
wall rectangular control panel, stylish smooth turn round dials and a choice 
of adjustable handset or combined handset and wall fixed drencher head.

	● Separate on/off flow and temperature controls

	● Safe thermostatic technology

	● Push fit, slimline wall plate

	● Fully serviceable from the front

	● 3 spray multi-mode handset

	● 1.5m chrome plated metal hose

	● 5 year guarantee available on registered product

	● Suitable for all approved UK water systems

AQRNDCV1 AQRNDCV2
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AQSQDCV2AQSQDCV1

AQ™ SQUARE 
CONCEALED MIXER

A single or dual outlet shower valve that’s built in to the wall with flush to the 
wall rectangular control panel, stylish smooth turn square dials and a choice 
of adjustable handset or combined handset and wall fixed drencher head. 

	● Separate on/off flow and temperature controls

	● Safe thermostatic technology

	● Push fit, slimline wall plate

	● Fully serviceable from the front

	● Single mode handset

	● 1.5m chrome plated metal hose

	● 5 year guarantee available on registered product

	● Suitable for all approved UK water systems 11



12



AQ™ DUAL LEVER VALVES

The Aqualisa concealed or exposed concentric valve is a great choice for 
accurately controlled, high performance showering. Two options in the 
same box means ultimate flexibility when it comes to style choice and 
pipework installation.

	● Suitable for all UK water systems

	● One box solution for exposed or concealed fitting options

	● Single piece brass body and metal handles for added quality

	● Adjustable valve inlet pipe centres for easy installation and retrofit

	● Temperature override button

	● Adjustable fixing points on shower rail for easy installation

	● 3 mode 110mm handset

	● 5 year parts and labour guarantee

AQDL1  
EXPOSED

AQDL1  
CONCEALED
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AQSL1

AQ™ SINGLE LEVER VALVE

A minimalist, stylishly contoured design makes the Aqualisa single lever valve 
a great choice for all round, consistent and reliable showering.

	● Suitable for all UK water systems

	● Solid one piece brass valve body

	● Metal handle for a quality feel

	● Adjustable valve inlet pipe centres for easy installation and retrofit

	● 80mm single mode ‘high flow’ handset

	● Available in polished chrome

	● 5 year parts and labour guarantee
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ESSENTIAL  
SHOWERING

Introducing the extensive AQ™ Collection 
of mixer showers, now featuring more 
style and greater choice, all with the same 
assurance of Aqualisa quality and value.





AQ75BAR1 AQ150BAR2AQ75BAR1

Adjustable handset 3 function, 
easy click spray control.  
Soft, rub clean nozzles

110mm adjustable handset.  
Soft, rub clean nozzles

AQ150BAR2

Brass bodied 
thermostatic  
bar mixer valve

Temperature 
control with 
override button

Chrome plated push 
button handset holder

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

660mm 
x 22mm 
chrome 
plated  
rail kit

110mm 
adjustable 
handset 3 
function, 
easy click 
spray control.  
Soft, rub clean 
nozzles

192mm drencher with 
Soft, rub clean nozzles 

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

Chrome plated 
push button 
handset holder

Chrome plated 
adjustable/
telescopic shower 
column with 
845-1050mm 
adjustment 

Flow control 
with integrated  
diverter control

Brass bodied 
thermostatic  
bar mixer valve

Temperature 
control with 
override 
button

Supplied with 
easyfit wall 
brackets

Supplied with 
easyfit wall 
brackets
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AQSQBAR2AQSQBAR1

Brass bodied 
thermostatic  
bar mixer valve

Brass bodied 
thermostatic  
bar mixer valve

Flow control 
with integrated 
diverter control

Temperature 
control with 
override button

89mm adjustable 
handset. Soft, rub 
clean nozzles

89mm adjustable 
handset. Soft, rub 
clean nozzles

Chrome plated 
adjustable/
telescopic 
shower column 
805-1180mm 
adjustment.

Chrome plated push 
button handset holder Chrome plated 

push button 
handset holder

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

771mm 
x 40mm 
chrome 
plated 
square 
rail kit

Supplied with 
easyfit wall 
brackets

Supplied with 
easyfit wall 
brackets

200mm drencher 
head shower. Soft, 
rub clean nozzles
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Adjustable handset 3 function, 
easy click spray control. 

Adjustable handset 3 function, 
easy click spray control. 

110mm adjustable handset.  
Soft, rub clean nozzles

110mm adjustable handset.  
Soft, rub clean nozzles

Chrome plated push 
button handset holder

Chrome plated push 
button handset holder

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

AQRNDCV2AQRNDCV1

Thermostatic 
control for 
safe water 
temperature Thermostatic 

control for 
safe water 
temperature

192mm round fixed 
drencher head

660mm 
x 22mm 
chrome 
plated  
rail kit

660mm 
x 22mm 
chrome 
plated  
rail kit

Metal 
controls

Metal 
controls

Push fit metal 
wall plate 
2mm thickness

Push fit metal 
wall plate 
2mm thickness
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AQSQDCV2AQSQDCV1

89mm adjustable 
handset. Soft, rub 
clean nozzles

89mm adjustable 
handset. Soft, rub 
clean nozzles

Chrome plated push 
button handset holder

Chrome plated push 
button handset holder

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

1500mm chrome 
plated stainless 
steel double lock 
hose (11mm bore)

200mm square 
fixed drencher 
head

Thermostatic 
control for 
safe water 
temperature

Thermostatic 
control for 
safe water 
temperature

Metal controlsMetal controls

Push fit metal 
wall plate 
2mm thickness

Push fit metal 
wall plate 
2mm thickness

771mm 
x 40mm 
chrome 
plated 
square 
rail kit

771mm 
x 40mm 
chrome 
plated 
square 
rail kit

192mm round fixed 
drencher head
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AQDL1 CONCEALED

19mm x 660mm chrome 
plated stainless steel rail 
with chrome floating rail 
end for ease of fitting 
and retrofittability

1500mm 
chrome plated 
stainless steel 
double lock hose
(11mm bore)

Chrome plated push 
button handset holder

Can be installed 
in an exposed 
or concealed 
configuration

Brass valve adjustable inlet 
pipe centres 140-160mm

AQDL1 EXPOSED

19mm x 660mm chrome 
plated stainless steel rail 
with chrome floating rail 
end for ease of fitting 
and retrofittability

1500mm 
chrome plated 
stainless steel 
double lock hose
(11mm bore)

Chrome plated push 
button handset holder

Can be installed 
in an exposed 
or concealed 
configuration

Brass valve adjustable inlet 
pipe centres 140-160mm

110mm adjustable handset.  
Soft, rub clean nozzles

110mm adjustable handset.  
Soft, rub clean nozzles
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Chrome 
plated lever 
operated 
handset 
holder

AQSL1

Thermostatic 
valve. 
Sequential 
with single 
control

18mm x 650mm 
chrome plated 
stainless steel rail

1500mm 
chrome plated 
stainless steel 
double lock hose 
(11mm bore)

80mm adjustable handset. 
Soft, rub clean nozzles.

Adjustable inlet 
pipe centres – 
140-160mm for 
easy installation.
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AQ75BAR1 AQ150BAR2

110mm

25
1m

m

98mm

281mm

150mm pipe centres

192mm Round

150mm pipe centres

290mm

97mm

25
1m

m

110mm
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AQSQBAR2AQSQBAR1AQSQBAR1

281mm

150mm pipe centres

98mm

19
7m

m
89mm

AQSQBAR2

89mm

19
7m

m

200mm Square

93mm

289mm

150mm pipe centres
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AQRNDCV2AQRNDCV1

110mm

25
1m

m

130mm

20
0m

m

70
m

m

126mm
69-90mm

36.5mm
18mm

110mm

25
1m

m

192mm Round

70
m

m

130mm
20

0m
m

126mm
69-90mm

36.5mm
18mm
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AQSQDCV2AQSQDCV1AQSQDCV1

19
7m

m
89mm

126mm
69-90mm

36.5mm
18mm

70
m

m

130mm

20
0m

m

AQSQDCV2

200mm Square

19
7m

m

89mm

130mm
20

0m
m

126mm

70
m

m

69-90mm
36.5mm

18mm
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AQDL1 CONCEALED AQDL1 EXPOSEDAQDL1 CONCEALED

110mm

25
1m

m

180mm

58-86mm

AQDL1 EXPOSED

110mm

25
1m

m

140-160mm

140mm

12
3m

m
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AQSL1 AQSL1

12
3m

m

128mm

140-160mm

22
0m

m

35mm

80mm
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ABOUT AQUALISA

On top of the trusted Aqualisa quality and value, Aqualisa 
offers unrivalled after sales support for all its customers, 
whether from the UK Customer Care team or its national 
team of Aqualisa trained and approved service engineers.
All installation or help enquiries are dealt with quickly and 
professionally. Products are supplied complete with a free 
1 year Parts and Labour Guarantee, that can be upgraded 
to 5 years by registering the product with Aqualisa. 

www.aqualisa.co.uk/guarantee  
Customer Service Helpline: 01959 560 010 
Email: enquiries@aqualisa.co.uk
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Aqualisa Products Limited
The Flyers Way

Westerham Kent TN16 1DE

Customer Helpline: 01959 560010
Direct Account Support: 01959 560020 

Website: www.aqualisa.co.uk 
Email: enquiries@aqualisa.co.uk

Republic of Ireland
Sales enquiries: 01-864-3363

Service enquiries: 01-844-3212

Please note that calls may be recorded for training and quality purposes.

The company reserves the right to alter, change or modify the product 
specifications without prior warning.

™ Trademark of Aqualisa Products Limited.

Q5376 Part No: 704620 Issue 03 April 2021
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