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LAMINATED HEATING TECHNOLOGY

BLACK ALUMINUM

The innermost part of the Black Aluminum Warmset
hank is composed of the company’s patented technology
plus a polypropylene sheath and an aluminum
covering specially designed to heat floors installed

by dry-laying.

This underfloor heating product cannot be installed in
cement screeds or covered with glue, but yields its best
with parquet and laminated wood floors installed by
dry-laying or with floating floors, vinyl floors or carpet.
These materials can be installed in direct contact with
Warmset technology, thus guaranteeing that the system
is fully up and running fast and a uniform spread of
heat.

GUARANTEES AND CERTIFICATIONS

0O © & Ce

15 YEARS
WARRANTY
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LAMINATED HEATING TECHNOLOGY

DIMENSIONS AND CHARACTERISTICS
BLACK ALUMINUM

COVERED DIMENSION SSWim-
AREA (m?) | (LINEAR METER) POWER (W) POWERW)
AMP(A)/ OHM(Q) AMP(A)/ OHM(Q)
0.5 0,5X1 WHA-0.5-65 o 42’3'15(\5/\2/7_70 WHA-0.5-85 0.1 84A2}51V1V7OQ
1.0 0,5X2 WHA-1-65 N f f\é\g e || AR 0_3615/\/\51229
1.5 0,5X3 WHA-1,5-6 N 432\'/5:4\2/_ en | WHA-1.585 0_5152/5\7)54\/1\/59
2.0 0.5X4 WHA-2-65 N 57/13;2\/3/6'9 q || D 0_7:/1%\/1 10
25 0.5X5 WHA-2,5-65 . 113':;/;_50 WHA-2.5-85 0_922/1?\91190
3.0 0.5X6 WHA-3-65 o 5/1352\’;/1 g | HRAEED 1 _112A5 %\679
35 0.5X7 WHA-3,5-65 0_992 5725;/\2/ sq | WHA-3.5-85 1,252?\4\/789
4.0 0.5X8 WHA-4-65 | 3/2\(302\’(\)/3' oy || R 1 _663}??1\/1\/700
45 0.5X9 WHA-4,5-65 1 ,2723\2/'?\2/0.90 YHAA565 0.1 ax 700
5.0 0.5X10 WHA-5-65 ‘4 122/51ng_ o || DA 1 ,854/5 ?\4\/250
6.0 0.5X12 WHA-6-65 ] .702(‘301\’;’5.60 WHA-6-85 2_215/:(/’\1\’0 40
7.0 0.5X14 WHA-7-65 ’ _982'\5/51"1\’6_30 WHA-7-85 5 585}:?%\&/;.90
8.0 0.5X16 WHA-8-65 2_2622/01"(\)’1 2 | WHA-8-85 2_953\8/0\7’\4_80
9.0 0.5X18 WHA-9-65 2-5418/5;\(’)_40 WHA-9-85 3_337/\67:’&20
10.0 0.5X20 WHA-10-65 2.83(::’%\: 4q | WHA-10-85 3_7015%\;_20
12.0 0.5X24 WHA-12-65 3.3923%\;80 WHA-12-85 4 4;22,05\’1\' 80
14.0 0.5X28 WHA-14-65 3.9611%\5’;.10 WHA-14-85 5_1;/1302’}_50
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LAMINATED HEATING TECHNOLOGY

DIMENSIONS AND CHARACTERISTICS
BLACK ALUMINUM

100W/m?
POWER (W)

120W/m?

POWER(W)
AMP(A)/ OHM(Q)

COVERED
AREA (m?)

DIMENSION

(LINEAR METER) MODEL

AMP(A)/ OHM(Q)

0.5

1.0

1.5

2.0

2.5

3.0

315

4.0

4.5

5.0

6.0

7.0

8.0

9.0

10.0

12.0

14.0

0,5X1

0,5X2

0,5X3

0.5X4

0.5X5

0.5X6

0.5X7

0.5X8

0.5X9

0.5X10

0.5X12

0.5X14

0.5X16

0.5X18

0.5X20

0.5X24

0.5X28

WHA-0.5-100

WHA-1-100

WHA-1.5-100

WHA-2-100

WHA-2.5-100

WHA-3-100

WHA-3.5-100

WHA-4-100

WHA-4.5-100

WHA-5-100

WHA-6-100

WHA-7-100

WHA-8-100

WHA-9-100

WHA-10-100

WHA-12-100

WHA-14-100

50W
0.21A/1058Q

100W
0.43A /5290

150W
0.65A/353Q

200W
0.86A/ 265Q

250w
1.08A/212Q

300W
1.30A/177Q

350W
1.52A7151Q

400W
1.73A/ 133Q

450W
1.95A 7 118Q

500W
2.17A7106Q

600W
2.60A/88.7Q

700W
3.04A/75.6Q

800W
3.47A166.2Q

900W
3.91A/58.8Q

1000W
4.34A152.9Q

1200W
5.21A/44.1Q

1400W
6.08A/37.8Q

WHA-0.5-120

WHA-1-120

WHA-1.5-120

WHA-2-120

WHA-2.5-120

WHA-3-120

WHA-3.5-120

WHA-4-120

WHA-4.5-120

WHA-5-120

WHA-6-120

WHA-7-120

WHA-8-120

WHA-9-120

WHA-10-120

WHA-12-120

WHA-14-120

60W
0.26A /8820

120W
0.52A/441Q

180W
0.78A1294Q

240W
1.04A/220Q

300W
1.30A/177Q

360W
1.56A/ 147Q

420W
1.83A/126Q

480W
2.08A/110Q

540W
2.34A198.0Q

600W
2.60A/88.7Q

720W
3.13A/73.5Q

840W
3.65A/63.0Q

960W
4.17A1551Q

1080W
4.69A/53.8Q

42.5W
0.18A/1170Q

1440W
6.26A/ 36.7Q

1680W
7.3A/31.4Q
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LAMINATED HEATING TECHNOLOGY

DIMENSIONS AND CHARACTERISTICS
BLACK ALUMINUM

140W/m?
POWER (W)

COVERED DIMENSION

MODEL

AMP(A)/ OHM(Q)

AREA (m? | (LNEARMETER)
0.5 0,5X1
1.0 0,5X2
15 0,5X3
2.0 0.5X4
2.5 0.5X5
3.0 0.5X6
35 0.5X7
4.0 0.5X8
45 0.5X9
5.0 0.5X10
6.0 0.5X12
7.0 0.5X14
8.0 0.5X16
9.0 0.5X18
10.0 0.5X20
12.0 0.5X24
14.0 0.5X28

WHA-0.5-140

WHA-1-140

WHA-1.5-140

WHA-2-140

WHA-2.5-140

WHA-3-140

WHA-3.5-140

WHA-4-140

WHA-4.5-140

WHA-5-140

WHA-6-140

WHA-7-140

WHA-8-140

WHA-9-140

WHA-10-140

WHA-12-140

WHA-14-140

70W
0.30A /756Q

140W
0.61A /378Q

210W
0.91A /252Q

280W
1.22A /189Q

350W
1.52A /151Q

420W
1.83A /126Q

490W
2.13A /108Q

560W
2.43A /94.5Q

630W
2.74A 1 84.0Q

700W
3.04A /75.6Q

840W
3.65A /63.0Q

980W
4.26A /54.0Q

1120W
4.87A 1 47.2Q

1260W
5.48A /42.00Q

1400W
6.08A /37.8Q

1680W
7.30A /31.50

1960W
8.52A /27.0Q
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LAMINATED HEATING TECHNOLOGY

TYPE OF INSTALLATION
BLACK ALUMINUM

WOOD - FLOATING
FLOORS

/o WOOD - FLOATING FLOORS
— @ SOUND DEADENING FABRIC (optional)

—\Q HEATING IN ALUMINUM FOIL

INSULATION PANELS
%é?-gﬁ%\e GLUE FOR GLUING PANELS (OPT)

2 ®< WD% ) CEMENT OR WOOD FOUNDATION

6-10 mm

6-10-20-30mm

0>
.

VINYL FLOORS,
RUGS, CARPET

40 VINYL - RUGS - CARPET

HEAT PAK
HEATING IN ALUMINUM FOIL
ﬁ%ﬁfﬁ%% INSULATION PANELS

(=
%%\Q CEMENT OR WOOD FOUNDATION

3 mm

10-20-30mm

PROJECTS

For the presentation of the 2014 Pirelli Calendar at the contemporary art museum, Hangar Bicocca
in Milan, an underfloor electric heating system was installed over a total surface area of 4000 m2.
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LAMINATED HEATING TECHNOLOGY

TYPE OF INSTALLATION FOR RENOVATION
BLACK ALUMINUM

WO0OD - FLOATING
FLOORS

© HEATING IN ALUMINUM FOIL
@ INSULATION PANELS
[) EXISTING FLOORING

3mm _

6-10-20-30mm

VINYL FLOORS,
RUGS, CARPET

HEAT PAK
HEATING IN ALUMINUM FOIL
INSULATION PANELS
EXISTING FLOORING

3mm _
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Warmset srl
Via Ettore Majorana, 1

wq rm set ‘ 36075 Montecchio Maggiore (VI) — Itay
® T. +39 0444 491328 — F. +39 0444 496757 7

LAMINATED HEATING TECHNOLOGY info@warmset.co.uk — www.warmset.co.uk




