
LOTTO 3_Fresa a Ponte Sagomatrice REGENT 3500 NT Semiautomatica 

Marca: CAMMA srl 

Matricola: 03090141 

Anno: 2001 

Dimensioni: 5000mm x 5000mm 

Peso: Kg 4800 

Alimentazione: Semiautomatica 

Nazione: Italia 

Condizioni: Funzionante 

 

Informazioni Aggiuntive: 

Macchina progettata per effettuare in modo semplice e automatizzato il taglio e la 

fresatura di lastre e blocchi di marmo e pietre 

Software ELCO EB60BE0 versione 2500. 

Motore 30Hp. Banco di lavoro 3100mm x 2300mm. Disco diametro 625/900 

La macchina è costituita da una trave traslante su guide di scorrimento, da un gruppo 

colonna/mandrino, dal carrello di avanzamento del gruppo colonna/mandrino, dal banco 

girevole, dalle guide di scorrimento e da un pannello di comando. 

La tensione per alimentare la macchina è 380V trifase. 

La macchina è dotata di una tastierina di comando sulla quale sono collocati tutti i 

comandi necessari al funzionamento della stessa e del visualizzatore montato sul 

controllo. 

La macchina è completa di mole sagomate diamantate (circa una decina) 



BRIDGE MOULDING MACHINE
Model: REGENT 3500 NT 

Year: 2001
Dimensions: 5.000 x 5.000 mm      Weight: 4500 Kg
Nation: Italy
Conditions: very good/working

Multi-functional Semi Automatic stone/marble processing machine 
able to execute simple and complex profiles/frames with a selection 
of diamond shaping wheels .





Model: Bridge Moulding Machine

CHARACTERISTICS

ELCO EB60BE0 software version 2500.

Steel Workbench dimensions: 3100mm x 2300mm

The machine consists of a translating beam on sliding guides, a group column / spindle, the advance carriage of 
the column / spindle unit, the rotating table, the sliding guides and a control panel.

The bridge runs on 2 supporting beams positioned on masonry supports. The bridge, the trolley and the 
supporting beams are in highly resistant normalized steel and all the connecting parts have been worked to ensure 
higher resistance and longer life.

The voltage power machine: 380V three-phase.

The machine is equipped with a control panel mounted on a mobile support to facilitate all operations.

The machine is endowed with some diamond shaping/grinding wheels (about 10/12).
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