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DESCRIPTION

Luminaire Electrical Installation

s!1)3) , STAINLESS STEEL BODY ANSDOMRINVAL ,%$ EFFICACY UP TO LM 1) 3) , STAINLESS STEEL SUPPORT BR,
s3ILICONE RUBBER GASKETS + M1 #2) 43 # s3UPPLIED WITH POWER CABLE

s0--! LENSES FOR ,%$S s, %% LIFE TIME H WITH

s3CREEN MADE OF

v THERMAL SHOCHS MRIVERANDT INCLUDED
TEMPERED GLASS

AISI 316L stainless steel fixtures suitable for submerged
installations at a maximum depth of 3'.

2700K on request.

TECHNICAL INFORMATION

Luminaire power: 4w

Source lumen: Up to 560Im

LED: 3000K - 4000K, CRI>70
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Outdoor floodlights

TITGsS

Family Model Size Yoke Optics CcCcT Fixture color Wiring
W- &LOODLIGHT TT4ITO 1 v 0 3STANDARD BRACKET -EDIUM 3 3000K US-30 3TAINLESS STEEL M!
4 7IDE mOOD 4 4000K
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1099256X+30 1099257X+12 1099319X+30 1099019X+12
)3) , STAINLES$HERMOPLASTIC 0OLISHED OR POWDER COATED 1)3)
STEEL PEG MATERIAL PEG STAINLESS STEEL VISOR
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