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Colours

Materials
- 12mm Toughened Glass
- 76.2x25.4x3mm RHS S/S
- White Cut Vinyl
- 3mm Stainless Steel (Marine)
- 3mm White Acrylic
- M12 DinoBolts (Fixing)
- S/S Multi-Mounts (6x)

Scale
NA

Description
Wall Mounted directory sign.

- Internal Illumination.

- Mounted onto existing collumn
  using M12 dino-bolts (10x)

PMS 285C - Blue
White
S/S

Client Project Boathouse Signage - Directory 

1

23903

Quantity
1

Country Outdoor Signs Work Order #

Item # 1Version # 04.11.2015Date Chris MangosDesigner
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12mm Toughened glass

Translucent Blue Vinyl (Match PMS 285)
Logo reverse cut out with frosted vinyl to face.

Internal Perimeter Illumination (LED’s)
76.2x25.5x3mm S/S RHS

20x20x3mm S/S Angle

3mm White Acrylic

3mm S/S
(Marine Grade)

White Cut Vinyl

3mm S/S
(Marine Grade)

Mounting Point

1250mm
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Sydney Boathouse - Illuminated Tenancy Signage
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Sydney Boathouse - Fabricated Letter Signage
Colours

Materials
Polymeric Self Adhesive

Scale
1:10 - 10\% SCALE

Description

Signsite will not be held responsible for
incorrect colour matching unless
provided with the correct Pantone (PMS)

IMPORTANT NOTICE

“The Global Leader in Custom Signage"

www.signsite.com.au
1300 20 12 20

IMPORTANT NOTICE 

Client Country Outdoor Signs

Project EAST ELEVATION 
Fabricated Letter

Version 1

Date 01.09.2014

Work Order 21812

Item No 1

Designer Alrick

Quantity
1 set 

PMS: 285m

Product: Fabricated 3D Opal 
Acrylic letters internally 
illuminated through the
face only. 

Size: 7150mm (W) x 4005mm 
(H) 
"SYDNEY" @ 2295 mm high. 
"BOATHOUSE" @ 1495 mm 
high.

Technical Specs: to supply only 
One set of fabricated eD Opal 
Acrylic letters. The letters will
be fabricated from 6.0 mm
opal acrylic with a 10 mm
PVC Backing. 

The letters will be internally 
illuminated through the face 
only.

Illumination: Illumination will 
be done by White Samsung 
LED's. Two rows of Samsung 
white LED's installed to each 
letter. 
5 off transformers supplied, to 
be housed outside letters.

Colour: Blue translucent vinyl 
to faces only. The return of the 
letters will be 2pack painted - 
Colour = TRUE PANTONE 285 
m

The letters will be internally 
wired, ready to link and install. 

P

installation 

APPROVAL PROCESS
TO APPROVE THIS DESIGN PROOF

COMMENTS 
Please click on the "Send Comment" YELLOW
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Plates for �xing to building structure Individual frames bolted together

Building Structure

Frame

Fabricated Letter

Corrugated Steel

Frame clad in Diabond Panneling
(Colour TBC)

Frame clad in Diabond Panneling.
Folded and �xed at sides.

(Colour TBC)

Fabricated letters with 4.5mm opal acrylic face
and powder coated stainless steel returns.

Translucent vinyl to face.
Colour of returns TBC

Powdercoated Aluminium Frame (Frame width and gage TBC)

Threaded Rod (Stainless Steel) All bolts and �xings - Stainless Steel

Fabricated Letters �xed to 
frame using stainless steel

�xings. 
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