@
Electrical connection systems Kilauke

Cable connections, insulated and non insulated

— «sm| W Insulated pin connectors 0.5 - 6 mm?
B For fine and superfine stranded conductors
B High quality bronze material provides optimum spring characteristic
and improved contact strength
Characteristics
B [nsulation sleeve: PA, free of halide
B Insulated
B Colour-coding for cross-section assignment
Material
m CuSnZn (bronze)
Surface
m tin plated

Nominal
cross section
mm?
0.5-1 1020V | 4 25 1 0.38 0.065 100
1.5-2.5 1030V | | 5 25 1 0.38 0.080 100
4-6 1050V ] 5 27 13 0.40 0.120 100

> Tool: see chart page 184

<n| M Insulated receptacles 0.5 - 6 mm?

| = Forfine and superfine stranded conductors

ﬁ Characteristics

B Manufactured to DIN 46245, part 1 — 3 and similar versions
B |nsulation sleeve: PVC / PA, free of halide

Material
— Iy m CuZn (brass)
. “‘=+.Ill Surface
— 1 W tin plated

Nominal Nominal size Tab Width Dimension mm Insulation
cross section to DIN . material
mm2 Colour
0.5-1 8201 [ ] 0.5 2.8 17.5 8.0 0.30 PVC 0.035 100
8201A [ ] 0.8 2.8 175 8.0 0.30 PVC 0.045 100
[ ] 0.5 48 18.0 6.0 0.35 PVC 0.065 100
8203 ] 48-1 0.8 48 18.0 6.0 0.35 PVC 0.065 100
720 [ ] 6.3-1 0.8 6.3 22.0 7.5 0.45 PVC 0.090 100
7208 [ ] 0.8 7.7 250 95 0.40 PVC 0.110 100
1.5-2.5 830 | ] 05 2.8 18.0 8.0 0.35 PA 0.050 100
8301A | ] 0.8 2.8 18.0 8.0 0.35 PA 0.060 100
8302 | ] 0.5 48 18.0 6.0 0.35 PVC 0.070 100
| | 48-1 0.8 48 18.0 6.0 0.35 PVC 0.070 100
730 | | 6.3-25 0.8 6.3 210 7.4 0.45 PVC 0.090 100
7308 | ] 0.8 7.7 25.0 9.5 0.45 PVC 0.115 100
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