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READ BEFORE USE

IMPORTANT INSTRUCTIONS
Only for South Africa

Additional installation information for 
SMEG gas hobs and stoves supplied to 
South Africa

All Smeg appliances comply with SANS 
1539 and have been issued with Permit 
numbers by the Liquefied Petroleum Gas 
Safety Association of Southern Africa.

Gas Type: LPG (Note: This appliance may 
have been supplied ex factory with setting 
and jets for Natural Gas. Your installer must 
make the necessary changes and 
adjustments before handing over the 
installed appliances for use).

Operating Pressure: 2.8 kPa. Note that this 
appliance may only be used with a LPG 
regulator of 2.8 kPa outlet pressure and that 
complies with requirements of SABS 1237.

•  This appliance may only be installed by 
a registered LPGas Practitioner/Installer. 
All registered Gas fitters are provided 
with an identity card, which also carries 
their registration number. Make a note of 
this. The LPGas Practitioner/Installer 
should also provide you with a written 
certificate after completing the work. 
Before the installer hands over the 
installed appliance ensure that you are 
informed of the location of the isolation 
or shut off valve in the gas supply line to 
the appliance and how to operate it.

•  Do not modify the appliance in any way 
as this may make it unsafe.

•  Note carefully the ventilation 
requirements indicated in the specific 
model instruction booklet. This 
information is vital for the safety of the 
occupants of the area in which the 
appliance is installed and used.

•  Never check for gas leaks with a naked 
flame. Always use a soapy water 
solution applied with a brush to the areas 
where you suspect there may be a gas 
leak. Do not use the appliance if you 
suspect a gas leak.

•  There are no preset service intervals for 
this appliance. Refer to the section on 
maintenance and cleaning in the 
instruction booklet for details on how to 
care for your SMEG appliance.

•  After removing burner caps or burner 
heads to clean them or the hob surface 
around the burners, always take care 
that the burner heads are properly 
located in position and that the igniter 
post and flame failure thermocouple are 
not damaged in any way. It is important 
that these devices fit correctly into the 
location holes provided in the burner 
heads. They will not function correctly if 
not properly located. The burner caps 
locate by means of the ridge on the 
underside. Note that burners will not 
work efficiently if the burner caps are not 
properly located. There are drawings of 
a typical burner assembly in your 
instruction booklet.



Instructions

FOR YOUR SAFETY

IF YOU SMELL GAS:

•  Turn off gas supply at bottle

•  Extinguish all naked flames 

•  Do not operate any electrical 
appliances 

•  Ventilate the area

•  Check for leaks as detailed in this 
manual

If odour persists, contact your dealer or gas 
supplier immediately.

Do not tamper with the appliance.

BURN-BACK (FIRE IN BURNER TUBE OR 
CHAMBER)

In the event of a burn-back, where the flame 
burns back to the jet, immediately turn off 
the gas supply at the control valve on the 
panel. After ensuring the flame is 
extinguished, wait for 1 minute and re-light 
the appliance in the normal manner. Should 
the appliance burn back again, close the 
control valve and call a service technician. 
Do not use the appliance again until the 
service technician has declared that it is 
safe to do so.

GAS-PRESSURE REGULATOR

This appliance requires an operating 
pressure of 2,8 kPa at the appliance. A 
suitable LPG regulator that complies with 
the requirements of the current edition of 
SANS 1237 must be installed.

IMPORTANT INFORMATION FOR THE 
USER

This appliance may only be installed by a 
registered LP Gas installer. All registered 
installers are provided with a card carrying 
their registration number. Ask to be shown 
the card before allowing the installation 
work to commence and make a note of the 
Installer QCC number. Upon completion of 
the installation, the installer is required to 
explain the operational details of the 
appliance together with the safety 
instructions. You will be asked to sign 
acceptance of the installation and be 
provided with a Certificate of Compliance 
(CoC). You should only sign for 
acceptance of the installation when the 
installation is completed to your satisfaction.

Note that your invoice is required in the 
event that you wish make a guarantee 
claim. Keep the CoC in a safe place as it 
may be required in the future (e.g. when 
selling your property).

IMPORTANT INFORMATION FOR THE 
INSTALLER.

This appliance may only be installed by a 
LP gas installer registered with the South 
African Qualification and Certification 
Committee for Gas (SAQCC Gas). The 
appliance must be installed in accordance 
with the requirements of the current edition 
and any fire department regulations and/or 
local by laws applicable to the area. If in 
doubt check with the relevant authority 
before undertaking the installation. Upon 
completion of the installation you are 
required to fully explain and demonstrate to 
the user the operational details and safety 
practices applicable to the appliance and 
the installation, and issue a fully completed 
Certificate of Conformity.

913531461/C



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /FuturaBook
    /FuturaDemi
    /FuturaLight
    /FuturaMedium
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 600
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ITA ()
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [419.528 595.276]
>> setpagedevice


