BOSCH

Bosch
DWAQ97E51B
Chimney hood

Predeccessor:

Successor:

Serie | 6 Included accessories
Exxcel

Chimney extractor hood with glass canopy
DWAO097E51B brushed steel

Key features
o Electronic control

« Electronic power level display
« Grease and charcoal filter saturation indicators

Design
« 90 cm wide i i
Optional accessories
» Designed for wall mounted installation
Height adjustable chi ti
* rielgnt acjustab’e chimney sections - DHZ5325 Recirculating kit
« brushed steel with glass canopy

Features

« Soft touch button control for extractor speeds and light
« 3 power levels and 2 intensive settings

« Automatic intensive revert

« LED lights

« Softlight dimmer function

« Florescent mood lighting

« 1 removable metal grease filter cassette
Performance/technical information

« Suitable for ducted or recirculating operation

« Extraction rate according to EN 61591 @ 15 cm:
max. Normal use 450 m*h
Intensive 690 m*/h

Q\@ « Maximum extraction rate 690 m3/h (intensive)
- « Noise level according to EN 60704-3 and EN 60704-2-13 at maximum normal
setting: extraction rate: 59 dB (A) re 1pW (45 dB (A) re 20 yPa sound pressure)

Alternative colors available

EAN code:
4242002779645

sales programme:

Technical Data

Characteristics

Color chimney : Stainless steel
Typology : Chimney

Approval certificates : CE, VDE
Length of electrical supply cord (cm) :
130

Height of the chimney (mm) :
581-897/581-1007

Height of product, without chimney
(mm) : 57

Minimum distance above an electric
hob : 550

Minimum distance above a gas hob :
650

Net weight (kg) : 19.0

Type of control : Electronic

Number of speed settings : 3-stage + 2
intensive

Maximum output air extraction (m3/h) :
450

Boost position output recirculating (m3/
h) : 360

Maximum output recirculating air (m3/
h) : 300

Boost position air extraction (m*/h) :
690

Number of lights (Stck) : 2

Noise level (dB(A) re 1 pW) : 59
Diameter of air outlet (mm) : 120 / 150
Grease filter material : Washable
aluminium

EAN code : 4242002779645

Consumption and connection
features

Connection rating (W) : 136
Current (A) : 10

Voltage (V) : 220-240
Frequency (Hz) : 50; 60

Plug type : GB plug

Installation type : Wall-mounted
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(1) Exhaust air
(2) Circulated air
(3) Air outlet - Fit the
exhaust air slot facing downwards
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the design of the appliance
must be taken into account.

Measurements in mm

43
51

Measurements in mm




