
Siemens
ET475FYB1E
Teppan Yaki

Predeccessor:

Successor:

EAN code:
4242003689127

sales programme:

iQ500
ET475FYB1E
392 mm

Design
• Stainless Steel side trim with bevelled front edge

• Can be installed with a Siemens domino hob

• Removable ceramic black glass cover

Special features
• Stainless steel cooking surface

• 2 cooking zones

• touchSlider

• Electronic power level display

• Thermostat can be set between 160-240 °C in steps of 10°

• Special level for keeping warm (70°C)

• Special level for cleaning (40°C)

• Acoustic signal

• Count up timer

• Control panel pause

• reStart function

• Electric cable, without plug

• 2 spatulas included

Safety Features
• Main on/off switch

• Power on indicator

• Symbol displayed for heat up phase

• 2-fold residual heat indication

• Control panel lock

• Automatic safety switch off

• Individual energy consumption display

Control:
• touchSlider

Technical information
• Min. worktop thickness: 30 mm

Included accessories

2 x spatula

Optional accessories

• HZ394301 Connecting strip

Alternative colors available

Technical Data

Characteristics
Product name/family : Vario/Domino
Teppan Yaki
Design : Built-in
Source of energy : Electric
Control panel : Electronic
Grill grating material : N/A
Required niche size for installation
(HxWxD) : 90 x x
Width (mm) : 392
Dimensions of the product (mm) : 90 x
392 x 520
Net weight (kg) : 10.0
Gross weight (kg) : 12.0
Residual heat indicator : Separate
Basic surface material : N/A
Color of surface : Stainless steel,
Stainless steel
Color of frame : Stainless steel
Approval certificates : CE, VDE
Length of electrical supply cord (cm) :
100
EAN code : 4242003689127
Consumption and connection
features
Electrical connection rating (W) : 1900
Current (A) : 13
Nominal power (kW) : 220-240
Frequency (Hz) : 60; 50
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