SIEMENS

Siemens
ET651HE17E
Electric cooktop

Predeccessor:

Successor:

SIEMENS

4242003614563

sales programme:

iQ100
Quick-lite ceramic hob
ET651HE17E black glass

Design
e 592 mm

« Front controls

« TouchControl

« 3 sided bevelled frameless finish
Key features

« Electronic control

« Electronic power level display
« Automatic safety switch off

« Control panel lock

Features

« 17 power levels

« Main on/off switch

« Power on indicator

2 stage residual heat indicators
« reStart function

Performance/technical information
« 4 quick-lite cooking zones

Included accessories

Optional accessories

Alternative colors available

Technical Data

Characteristics

Product name/family : Cooking zone
ceramic

Construction type : Built-in

Source of energy : Electric

Total number of positions that can be
used at the same time : 4

Type of control setting devices :
EasyTouch

Required niche size for installation
(HXWxD) : 45 x 560-560 x 490-500
Width (mm) : 592

Dimensions of the product (mm) : 45 x
592 x 522

Net weight (kg) : 7.0

Gross weight (kg) : 8.0

Residual heat indicator : Separate
Control panel : Front

Basic surface material : Ceramic
Color of surface : Black

Approval certificates : CE, VDE
EAN code : 4242003614563

Consumption and connection
features

Electrical connection rating (W) : 6600
Nominal power (kW) : 220-240
Frequency (Hz) : 60; 50
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