T11K40X2 Included accessories Technical Data

Characteristics

Product name/family : Cooking zone
ceramic

Construction type : Built-in

Energy input : Electric

Total number of positions that can be
used at the same time : 4

Type of control setting devices : Fixed,
Sword knobs

Special features
« Electronic control

Features Required niche size for installation
o 4 zone ceramic hob (HXWxD) : 46 x 560-560 x 490-500

i indi Width of the product (mm) : 592
 4stage res-|dual-heat l|nd‘|cator Dimensions gf the pr(()duc)t (mm) : 46 x
« 1 stage residual heat indicator e 592 x 522
Design Net weight (kg) : 8.0
e 592 mm wide Gross weight (kg) : 9.0

Residual heat indicator : Separate
Location of control panel : right
Basic surface material : Ceramic
Color of surface : Black

Approval certificates : CE, VDE
EAN code : 4242004163657

Consumption and connection
features

Electrical connection rating (W) : 6600
Voltage (V) : 220-240

Frequency (Hz) : 50; 60

« Frameless with front facetted glass
« Fixed bevelled oval controls positioned at the side

Alternative colors available

Neff EAN code:
T11K40X2 4242004163657

Electric hotplate
sales programme:

Predeccessor:

Successor:



T11K40X2

*

** Recessed depth

*** With fitted oven underneath,

Minimum distance from
the hob cut-out to the wall

possibly more; see space 20
requirements for the oven

measurements in mm




