T45D90X2

Flushline induction hob
Black ceramic glass

Special features
« Electronic control

« Power boost for all induction zones
« LED display for each zone

« LED timer for each zone with switch off function and acoustic signal
« Automatic pan recognition

« Power management function

« ReStart function

o QuickStart function

Features

o 4 zone induction hob

« 2 stage residual heat indicators

« Control panel lock

« Safety cut out facility

« Control panel suspension

Design

« 892 mm wide

o Flushline installation

« Touch control

Included accessories

Optional accessories

Technical Data

Characteristics

Product name/family : Cooking zone
ceramic

Construction type : Built-in

Energy input : Electric

Total number of positions that can be
used at the same time : 4

Type of control setting devices :
Multitouch Neff (Timer)

Required niche size for installation
(HxWxD) : 56 x 880-880 x 330-330
Width of the product (mm) : 892
Dimensions of the product (mm) : 56 x
892 x 342

Net weight (kg) : 12.0

Gross weight (kg) : 13.0

Residual heat indicator : Separate
Location of control panel : Hob front
Basic surface material : Ceramic
Color of surface : Black

Approval certificates : AENOR, CE
Length of electrical supply cord (cm) :
166

EAN code : 4242004165323

Consumption and connection
features

Electrical connection rating (W) : 7200
Voltage (V) : 220-240

Frequency (Hz) : 50; 60

Alternative colors available

Neff EAN code:
T45D90X2 4242004165323

Electric cooktop sales programme:

Predeccessor:

Successor:
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*  Minimum distance from the = min.
hob cut-out to the wall 50
** Recessed depth

*** With fitted oven underneath min. 30,

r ***min. 30
possibly more; see space requirements
for the oven

measurements in mm




