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Features

-Vehicle detection is ensured by a combination of
microwave and ultrasonic wave.

-A microwave sensor can detect the presence of a
vehicle based on FMCW (Frequency-modulated
continuous-wave).

-Detection of objects other than a vehicle can be
reduced (patent pending).

« Built-in heater reduces snow on the sensor
(automatically activates based on the outside air
temperature).

- Not affected by underground obstructions, this
product is installed above ground.

-Reduced installation time as access road for
vehicle is not closed, as no civil engineering
works is required..
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1 Safety Precautions

This product is a vehicle detection sensor designed for activation and presence of a vehicle,
installed close to the gate operator. Do not use the product for other purposes.

For Safe Use

About the Marks

The description given here is for correct usage of the product without causing damage to you,
other personnel as well as damage to properties.The marks and their meanings are as follows:
Please read the text after understanding the contents well.

Failure to follow the instructions provided with this indication and improper handling
AWARNING may cause death or serious injury.

Failure to follow the instructions provided with this indication and improper handling
ACAUTION may cause injury and/or property damage.

EXAMPLES OF GRAPHICAL INDICATION

A\

The /\ symbol indicates what you need to pay attention to (including warning). The specific
warnings are indicated in the symbol (the figure to the left indicates danger of electric shock).

The © symbol indicates prohibition. The specific warnings are indicated in or near the
symbol (the figure to the left indicates prohibition of disassembly).

%

The @ symbol indicates a compulsory conduct or an item to be observed. The specific instructions
are indicated in or near the symbol (the figure to the left indicates that power should be turned off).

/2

)

/\WARNING

Do not touch with wet hands

Do not touch the main unit or the power supply terminal with wet hands (Do not
touch them when hands are wet with rain as well). Electric shock may occur.

Do not disassemble
or remodel the unit

NEVER perform disassembly or modification of the unit which is dangerous.
Fire or electric shock may occur.

N 26

Turn OFF the system
power in case of
abnormality

Should you use the unit under abnormal conditions if there is smoke or a
smell, it may cause fire, electric shock, or burns.Immediately turn off the
power and contact the contractor.

Use the unit within the
scope of its specifications

Use the unit within the scope of the specifications designated by this
document. The unit will not work properly and fire or electric shock may occur.

(M

Always turn off the power
during installation

Always turn off the unit's power on installation and/or wiring.
Electric shock may occur.

M

/N\ CAUTION

Do not water the unit
with high pressure water

Do not water the unit with bucket, hose, and/or high pressure washing
machine. Water may get in the unit and cause damage.

Perform wiring
tightly and surely

Follow the steps described in this document for wiring. Fire or electric shock
may occur.

Fix tightly

Follow the steps described in this document when attaching the unit to a pole.
The units may fall or its cable may become loose, resulting in injury, fire, and/or electric shock.

Install and configure
the units properly

Follow the steps described in this document for proper installation, configuration,
and operation check. It may result in a failure of vehicle detection.

e oo’

Regularly clean the unit

Please clean the unit regularly.
If you find any abnormality, do not use it.
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2 Component Name

— Sensor Unit

§

Operation Unit —5—®

Front Cover —

Base

m Operation Unit

tatlc SenS|t|V|t
Parameter Indicator

Itrasonlc Ran )
nut Jnput Logic | W

5
17_ Value button
Parameter button |

Value Indicator

. ol o———— Operation Indicator

Microwave Range ———==e; : Bl
button 8 ® Calibration Error
Calibration AreaCheck

@Angled

. e—_— Area Check button
@Perpendicular

Sensor Mode button Calibration button

e Operation Indicator

Standard Operation | Standby: Solid Green, Detected: Solid Red, Unsuitable environmental notification: Twice Blinking Green

Detection Area Check | Non detection: Blinking Green, Microwave sensor detected: Blinking Yellow
Ultrasonic sensor detected: Blinking Purple, Microwave and ultrasonic sensor detected: Blinking Red

Calibration Getting Ready: Slow Blinking Blue, Calibrating: Quick Blinking Blue,
Ultrasonic sensor detection error: Alternate Blinking Red-Blue
Sensor Reset Reset Complete: Solid Yellow for 2 seconds

m Terminal Block

Power Output Input
Applicable Wire

‘ @ ‘ @ ‘ @ ‘ @ @ ‘ @ ‘ Solid wire: 0.5-1.2mm (AWG 30-16)

Slgnal GND Stranded wire: 0.3-2.0sq (AWG 22-14)

Input Active High / Low Switchable
Non-Voltage Relay Output N.O. / N.C. Switchable
30VDC 0.3A or less (resistance load)

Power Supply 12-24VDC
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3 Before Using the Product

3-1 Detection Principle and Basic Operation of the Sensor

e Detection Principle

- This sensor uses reflection of a microwave and ultrasonic to detect a vehicle.
(The higher the reflection, the easier the detection becomes.)

+The microwave sensor uses FMCW technology, it can detect the presence of a vehicle.
+ The ultrasonic sensor detects a vehicle close to the sensor.
+ The detection logic is shown below.

Microwave Sensor
Detection Area

Ultrasonic Sensor “*+.......
Detection Area

If only a person enters into the detection area, the When a vehicle is present, the microwave sensor detects the
relay signal output will not trigger even if the vehicle and the ultrasonic sensor is activated at the same
ultrasonic sensor detects the person (except when time (if the sensitivity level is configured at 5, the ultrasonic
the sensitivity level is set to 5). sensor will be activated all the time).

If a vehicle is parked in the detection area, the sensor When the vehicle leaves the detection area, the sensor will
will maintain the detection status. change to a non-detection status.

NOTE The following cases may occur due to the sensor detection principles.

-If a pedestrian or an object is in the detection area after the Vehicle leaves, the sensor
will maintain the detection status even if the vehicle leaves the detection area.
The sensor may not change to (or less tend to become) non-detection status due to
a flag/banner, tall weeds, and/or snow.

-If one vehicle tailgates another vehicle very closely when entering the detection area,
they may be recognized as one vehicle.



3-2 Sensor Installation Recommendations

Below, we have illustrated two (2) types of sensor installations. Choose one depending on the site conditions.
The sensor will not work correctly unless the installation directions, height, and sensor mode are correct.

-For Vehicle Protection applications (Use Perpendicular mode), adjust sensor detection area so that target
vehicles pass the sensor at 90 degrees +/- 10 degrees or so. Key is to be as perpendicular (90 degrees) to
the flow of traffic as possible.

-For Activation (Use Angled or Perpendicular mode), angle can be either 90 degrees or angled toward the oncoming
vehicle depending upon the application.

e Barrier Gate

Gate Bar ———————

700mm(28in.) :

Vehicle Path

150mm(6in.) sland

Function: Vehicle Protection
Sensor Mode: Perpendicular Function: Activation
Installation Height of 500mm(20in.) Sensor Mode: Perpendicular

Installation Height of 500mm(20in.)
e Slide Gate FH

Gate ————=

I Ticket Vending Machine

700mm(28in.): {1 % | 400mm(16in.)
700mme2sin); | : 0 i | ¢ ‘

" Vehicle Path

/ 45° or less
,w"Secure side

T 100mm(4in.)

Public side ,/’ B

Function: Vehicle Protection ij ‘

Sensor Mode: Perpendicular

Installation Height of 500mm(20in.)
Function: Vehicle Protection
Sensor Mode: Perpendicular
Installation Height of 500mm(20in.)

Function: Activation
Sensor Mode: Angled
Installation Height of 500mm(20in.)

e Swing Gate and Industrial Door
Please contact to sales representative or tech support.

-Please adjust so that the detection area is parallel to the road surface. Some vertical
NOTE ! P

adjustment maybe required if the road surface rises or falls away from the sensors
mounting height.

Level 500mm(20in.) *§500mm(20in.)

Uphill

Shim
Shim

Downhill




-Do not install any moving object such as flags or banners in the sensor's detection

area. Remove any vegetation from the detection area, or reconfigure the detection
area to be smaller. Not following these steps may stop the sensor reverting back to
non-detection status or delay the change of status.

+Do not place an object such as a signboard close to the ultrasonic sensor's detection

area. Sometimes the sensor may not become non-detection status or it may take a
long time to become non-detection status after vehicle leaves.

+There should not be irregularity on the ground in the ultrasonic sensor's detection

area. Sometimes the sensor may not become non-detection status or it may take a

long time to become non-detection status after vehicle leaves.

-Do not use a fluorescent lamp around the detection area. It may prevent proper

operation of the sensor.

+A gate bar with a curtain may cause unstable detection of the sensor. In such a case,

detach or relocate the curtain where is does not affect the detection.

Ultrasonic Sensor ® \ r:-:-:.:

Detection Area 1
Signboard _/ Q)

Top view

3-3 Sensor Detection Recommendations

-Shown below are vehicle conditions to be detected by the sensor.

Minimum ground clearance: 150mm(6in.) or more

+A vehicle is detected when it approaches the gate
with speed of 2 to 20 kph(1.2 to 12.4mph).

150mm(6in.) or more

The following cases may occur due to the sensor's characteristics.

- The sensor may not work properly if it is installed in a location that does not meet the
installation conditions.

- The sensor may not work correctly if it is not installed as per the instructions in this
manual.

-Pedestrians, bicycles, or any large object entering the detection area may be
detected.

-Depending on the position and/or direction of vehicle approach, the distance to be
detected may become shorter or may not be detected.

-Performance of the sensor may be affected if :
+The sensor pole is not vertical from the ground
- The sensor surface is covered with ice, snow, or dirt.
-A sensor unit is frozen
-Heavy snowing conditions
-Itis raining heavily
-Water splash is on a sensor
-An object generating ultrasonic wave such as vehicle horn, motorcycle's engine
sound, and air brake sound is approaching

-6-



3-4 Installation Workflow

Shown below is the sensor installation workflow. Please read carefully before installation.

[1] Checking Installation Location: Go to P.5

Verify that the installation location meets
the installation conditions.

[2] Unit Installation: Go to P.9

Remove the front cover and sensor unit, and attach
the sensor and connect the wire.

_o

[3] Setting Verification and Modification (if needed): Go to P.12
) .
Check the settings, and if necessary, change them based

B ; i . : @ Sensitivity Boost (sec;
on the installation environment and applications. @ Ultrasorio Ra
o

Sensor Mode
®hngled
@Perpendicl

[4] Calibration: Go to P.13
Pressing the button automatically adjusts the sensor to
the installation environment.

Sensor Mode
®hngled
@Perendiclar




[5] Detection Area Check: Go to P.14
Verify the detection area.If needed, change the installation angle of the unit and/or sensing distance
setting.
* Once the installation condition such as the angle is modified, perform the calibration again.

Sensor Mode

@Angled @
@Perpendicular

[6] System Operation Check: Go to P.15
Check the whole system operation that is connected to the sensor.

[7] Detailed Setting adjustment (if needed): Go to P.17

Change the parameter of settings if necessary after the
system operation check.

O Calibration
® Calibration Error
Sensor Mode Calibration AreaCheck

@Angled @
@Pemendicular

[8] Attaching Front Cover: Go to P.11
Attach the front cover, and the installation is complete.

Maintenance Cleaning

If the unit becomes dirty, lightly wipe sensor with a soft brush or cloth.
If not cleaned yet, use a neutral detergent to clean the sensor.

Do not use chemicals such as alcohol.
Do not apply high-pressure water. It may result in a failure or fire.
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4 Installation Steps (Basic)

4-1 Installation of the Unit

m Required Tools m

ePrecision screwdriver, Phillips #1 eScrewdriver, Phillips #2

[1] Drill pilot holes into the poles and attach the sensor.

Mounting Pitch
70+1(2.76+0.04)

GL+588(23.2)

Mounting
Pitch 321
(1.26+0.04)

[Unit : mm(inch)]

[2] Run the wire through the poles.

[3] Fix the poles so that the each sensor faces the angle shown below.

For fine angle adjustment after fixing to the poles, rotate the sensor unit to the correct angle.
The sensor angle is adjustable up to 30 degrees to the left and right by 5 degree increments.
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[4] Loosen the retaining screws on the bottom of the
front cover and remove the front cover.

* Do not loosen the screw completely. The screw
may fall out.
If losing the screw, use a M3 x 10 philips screw.

[5] Detach the sensor unit.

Hold here and pull forward

[6] Fix the base to the pole.

[7] Connect wires to the terminal.

Attach the relay output wire to "Output" terminal.
Attach the wakeup / inhibit wire to "Input" terminal.

Power Output Input

®®|®|0|®|®]

- Signal GND
\—i Input Active High / Low Switchable
Non-Voltage Relay Output N.O. / N.C. Switchable

30VDC 0.3A or less (resistance load)

Power Supply 12-24VDC

Applicable Wire
Solid wire: 0.5-1.2mm (AWG 30-16)
Stranded wire: 0.3-2.0sq (AWG 22-14)
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[8] Attach the sensor unit to the base.
Press the excess wire back into to the pole while attaching the unit.

[9] Perform the steps in P.12 through 15 "4-2 Setting Verification and Adjustment", "4-3 Calibration", and "4-4
Detection Area Check".

[10] Put the front cover on the top of the base first, and attach it while spreading it open and pushing down
the front cover.

Attach the front cover while spreading it open
and pushing down the bottom of the cover.

[11] Tighten the front cover retaining screw.

-11-



4-2 Setting Verification and Adjustment

This section describes how to verify the basic settings. Use the
: .
@ Presence Detection (min) buttons to change the settings if needed.

@ Sensitivity Boost Of

4.5m @ 5m
oimesn @

Sensor Mode

Basic Setting Items

[1] Output Logic
It is possible to select the output terminal type from N.O. (make contact) and Factory default setting:
N.C. (break contact). Pressing the Output Logic button switches between
[N.O.] and [N.C.].

Microwave Range
2m 2 2.5m 35m
" @F ®iis

@Angled
@ Perpendicular

[2] Sensor Mode
Refer to P.5 "3-2 Sensor Installation Conditions" to configure the proper Factory default setting:
sensor mode. Pressing and holding the Sensor Mode button for 2 seconds Perpendicular
switches between [Angled] and [Perpendicular].

i

Microwave Range
2m _25m _ 3m
7 u . ’

Output Logic Sensor Mode
N.O.

O NC. @Perpendicular

L S .'. ,'. . Lo
ET F 87 """"" Sensor Mode button

Sensor mode : Angled
Sensor mode : Perpendicular

[3] Microwave Range

It is possible to adjust the detection range based on the lane width and Factory default setting:
position to detect. Pressing the Microwave Range button switches between 3.5m(11.5ft.)

range settings.

NOTE Recommended to set the range 500mm(1.6ft.) shorter than the actual width of the road.

Microwave Range
2m 225m 3m _ 35m
07 05 01y @115
4m @45m@Sm @5.5m
.13' .15' .16' .18'
Sensor Mode
@Angled

Microwave Range button ——Z6)

@Perpendicular
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On area without any pedestrj

d provides stable detectigg
¥ (such as construction g

® Standby
O Area Check .
Detection
O Calibration
) Calibration Error

Calibration Area Check
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