OT-3

MANUFACTURER’S STATEMENT

1. Only use this product as specified in the operation manual provided.
2. Do not wash the product with water.
3. Do not disassemble, rebuild or repair the product yourself, otherwise electric shock may occur.
4. Do not use the product for safety / emergency switch.

SPECIFICATIONS

Model: OT-3
Cover color: Silver (aluminium)
Output: Normally open 24VDC Max.5mA / 15VDC Max.20mA (resistance load)
IP rate: IP 55
Weight: 90g (3.2oz)
Accessories: 2 Mounting screws, 1 Mounting template, 1 Operation manual

NOTE: The specifications herein are subject to change without prior notice due to improvements.

OUTER DIMENSIONS

<table>
<thead>
<tr>
<th>Outer Dimensions</th>
<th>[ mm (inch)]</th>
</tr>
</thead>
<tbody>
<tr>
<td>41.5 (1 5/8&quot;)</td>
<td>11 (7/11&quot;)</td>
</tr>
<tr>
<td>192 (7 9/16&quot;)</td>
<td>411 (15/6&quot;)</td>
</tr>
</tbody>
</table>

INSTALLATION

1. Drill two mounting holes of ø3.4mm (ø1/8”).
2. If wiring is to be concealed, drill a distribution hole of ø5mm (ø3/16”).
3. Remove the cover and fix the push button with the screws.
4. Put back the cover on the push button.
5. Attach the cover with the screw.

“Take Care of Environment”. This manual uses recycled paper.