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Abstract
Numerical models that predict channel evolution through time are an essential tool for investigating processes
that occur over timescales which render field observation intractable. However, available morphodynamic
models generally take one of two approaches to the complex problem of computing morphodynamics, resulting
in drastic oversimplification of the relevant physics (e.g. cellular models) or faithful, yet computationally
intensive, representations of the hydraulic and sediment transport processes at play. The practical implication
of these approaches is that river scientists must often choose between unrealistic results, in the case of the
former, or computational demands that render modeling realistic spatiotemporal scales of channel evolution
impossible, in the case of the latter. Here we present a new modeling framework that operates at the
timescale of individual competent flows (e.g. floods), and uses a highly-simplified sediment transport routine
that moves volumes of material according to morphologically-derived characteristic transport distances, or
path lengths. Using this framework, we have constructed an open-source morphodynamic model, termed
MoRPHED, which is here applied, and its validity investigated, at timescales ranging from a single event to
a decade on two braided rivers in the UK and New Zealand. We do not purport that MoRPHED is the best,
nor a perfect, tool for modeling braided river dynamics at this range of timescales. Rather, our goal in this
research is to explore the utility, feasibility, and sensitivity of an event-scale, path-length-based modeling
framework for predicting braided river dynamics. To that end, we further explore (a) which processes are
naturally emergent and which must be explicitly parameterized in the model, (b) the sensitivity of the
model to the choice of particle travel distance, and (c) whether an event-scale model timestep is adequate
for producing braided channel dynamics. The results of this research may inform techniques for future
morphodynamic modeling that seeks to maximize computational resources while modeling fluvial dynamics
at the timescales of channel change.

1

Introduction

Numerous processes in riverine environments occur over time and space scales that render traditional fieldbased observation impractical or impossible (Gurnell et al., 2009). These fluvial dynamics include channel
migration (Hooke, 1995; Black et al., 2010), shifts in channel form (Kondolf et al., 2002), and alterations in
hydrology and/or sediment delivery (Grams and Schmidt, 2005). All of these dynamics frequently occur on
timescales ranging from years to centuries, and channel response to hydrologic and sediment regime shifts
may manifest across a variety of spatial scales ranging from individual channel units (e.g. meters) to reaches
spanning several kilometers. In such instances where the spatiotemporal scale of channel response renders
field-based methods of observation intractable, representation of the fluvial environment using numerical
models is invaluable both in terms of disentangling the relative efficacy of competing processes acting to
shape channels and predicting future channel response to geomorphic forcings (Nicholas and Quine, 2007;
Gurnell et al., 2009).
Despite the immense value of numerical models in explanation and prediction of fluvial processes, the
timescales at which channel evolution occurs render most available morphodynamic models (those which
predict changes in channel form over time) impractical. Historically, one way of dealing with this problem
has been to simplify the physics involved in modeling, giving rise to the so-called ’reduced complexity’ or
’cellular automata’ models (RC/CA; Murray and Paola, 1994; Coulthard et al., 2002; Thomas and Nicholas,
2002). These models simplify the transport of water and sediment across a cellular network representing
the riverscape using a rule set governing each process involved. Because these rule sets are simplified
representations of the physics involved in hydraulics and sediment transport, RC models achieve a great deal
of computational efficiency, allowing calculations over large spatiotemporal extents (e.g. kilometer-scale,
decadal-to-centennial timescales; Nicholas and Quine, 2007; Thomas et al., 2007). Yet this computational
efficiency comes at the expense of field realism; because of the simplified nature of the physical processes,
particularly the inability to conserve hydraulic momentum leading to inaccurate representation of pool
dynamics and meander migration (Nicholas and Quine, 2007), reduced complexity models often fail to
reproduce observed channel behavior at the spatial scales of change.
On the other hand, the subset of morphodynamic models driven by computational fluid dynamics (CFD;
Bates et al., 2005) involve hydrodynamic components that approximate the solution of the Navier-Stokes
Equations and subsequently drive sediment transport. To ensure computational stability, morphodynamics
are typically computed by solving a form of the equation of sediment continuity (Exner Equation; Paola and
Voller, 2005) at fine time steps (seconds-minutes) using solutions from the equations of motion, or NavierStokes equations presented below in three dimensions (Equations 3.1-3), which relate changes in momentum

(left-hand terms) in time and space to the cumulative surface and body forces acting on the fluid (right-hand
terms).
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In the generalized form of the Exner Equation below (Equation 4), bed elevation (z ) through time (t)
is a function of the sediment supplied from upstream (Vs ), the divergence of the sediment flux through the
reach boundaries (Qs ), and the porosity of the deposited sediment (γp ). This reliance on rapid calculation of
morphodynamic evolution comes at the cost of vastly increased computational overhead, making CFD-driven
morphodynamic models suitable only over fine spatiotemporal scales for most users (e.g. hours-months at
meter-scale resolution; Coulthard and Van De Wiel, 2012; Ferguson, 2007).
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As a result of the shortcomings inherent to both RC and CFD models, there exists a knowledge gap whereby
there are a lack of morphodynamic models optimized for use at ’intermediate’ spatiotemporal scales. Practically speaking, these scales translate to meter-scale resolution over kilometer-scale reaches (i.e. resolving
the ’mesoscale’; Crowder and Diplas, 2000; Newson and Newson, 2000), with the ability to model channel
morphodynamics over years to decades. Modeling at these intermediate scales is particularly important, as
these are the typical timescales of channel adjustment in response to hydrologic and sediment supply forcings (e.g. Montgomery and Buffington, 1998; Gurnell et al., 2009), and the spatial scale at which ecologic
response to channel form is commonly observed and related to physical habitat metrics (Minns et al., 1996;
Rosenfeld, 2003).
Despite the long-term predictive ability of RC/CA models (Nicholas and Quine, 2007; Thomas et al.,
2007), the current state-of-the-science in morphodynamic modeling continues to consist of a deterministic,
reductionist approach that is underlain by the continuity equation (4) and relies on advances in computational
power to drive understanding of morphodynamic processes forward. We do not argue that dependence
on sediment continuity yields unreliable or invalid results, as CFD-based models have been used reliably
in coastal and estuarine settings for decades (De Vriend et al., 1993; Bates et al., 2005), with a more
recent yet robust application to fluvial systems (Mosselman et al., 2000; Rinaldi et al., 2008). More recent
fluvial applications of CFD-based morphodynamics have shown remarkable promise in their ability to model

the continuum of single-thread to braided channel planforms over centennial timescales (Nicholas, 2013),
although these model domains require the use of supercomputing resources. We do believe that short of
remarkable advances in computational power for individual users, the reductionist and purely dynamics-based
approach taken with CFD-driven models is not a tractable way forward in modeling fluvial morphodynamics
at intermediate spatiotemporal scales.
Contrary to previous modeling efforts, we argue that neither CFD nor RC models need to exist in a
vacuum. Instead, we believe that the fusion of CFD and RC-based morphodynamic modeling may present a
novel way forward, in that the high spatial fidelity afforded by CFD-driven models may be coupled with a simplified, empirically-derived rule set for sediment transport and morphodynamic channel evolution (Nicholas
and Quine, 2007). In predicting channel evolution via a combination of dynamics- and kinematics-based approaches, the result of this fusion has the potential to produce models capable of capturing the ’intermediate’
spatiotemporal scales that currently elude available morphodynamic approaches. As such, this paper presents
a new, hybrid morphodynamic model termed the Model of Riverine Physical Habitat and Ecogeomorphic
Dynamics (MoRPHED) that employs two-dimensional CFD hydraulics in concert with an event-based rule
set for sediment transport that leverages previous research on particle path lengths, or the characteristic
distance traveled by sediment particles during a flood (Pyrce and Ashmore, 2003a,b; Kasprak et al., 2015), to
vastly simplify sediment transport. Previous research on particle path length distributions has largely been
conducted in gravel-bed braided rivers, and as such MoRPHED is developed for these systems; however, the
existence of characteristic particle travel distances has also been documented in meandering single-thread
channels (Pyrce and Ashmore, 2003b), meaning it may be possible to apply the underlying theory to a wide
variety of channel planforms.
We do not purport that MoRPHED is the best available morphodynamic model, nor do we attempt to
argue that its outputs faithfully reproduce observed field behavior in all instances. Herein, we test the model
using high-resolution topographic datasets at the reach scale over a variety of timescales, from single floods
to a decade. While we attempt to demonstrate the utility and validity of the model at a variety of space and
time scales, our goal is not to present this software as the endpoint of RC-CFD fusion modeling; far from
it, we view this model as a potentially important first step in this approach and have designed the software
as a modular and exploratory framework for testing the way we represent braided river morphodynamics
algorithmically. The shift to models such as the one presented herein is, we contend, a novel approach, and
the optimal methods for representing the kinematics of traditionally continuum-based processes at coarse
temporal scales (e.g. bank erosion and bed scour) are as yet unknown. As such, the degree to which we
are able to represent emergent properties of the fluvial environment, along with the model’s sensitivity to
contrasting process representations and current shortcomings with regard to its validity, are explored as part

of the multi-scalar validation presented here.

2

The Model

As with previously-developed morphodynamic models, the model used here (MoRPHED v. 1.1; github.com/morphed)
contains routines for simulating hydraulics and uses these calculations to drive sediment transport. This section details the methods used in in each of these components, along with ancillary routines such as the
parameterization of model boundaries, sediment grain size, and bank erosion. A flowchart of model operation along with required/optional inputs and outputs are shown in Figure 1, and these components are
discussed throughout this section.
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Figure 1: MoRPHED Model Operation Flowchart

2.1

Hydraulics

The model’s hydraulic component is driven using the freely-available, open-source Delft3D software (Version
4.00.01, Deltares, Delft, Netherlands). Delft3D solves the shallow-water form of the Navier-Stokes equations, and herein we employed the model in two-dimensional (depth-averaged) form, as this provided an
ideal compromise between computational efficiency and the ability to resolve hydraulics, specifically flow
depth, direction, and bed shear, at the cellular scale of our DEMs (Lane et al., 1999). Although threedimensional simulations using Delft3D are possible, the parameterization, validation, and computational
overhead associated with three-dimensional modeling precludes their use in this model (Lane et al., 1999;
Brasington and Richards, 2007). For all modeling, we employed Cartesian orthogonal grids generated using the RGFGRID module of the Delft3D suite and kept constant throughout a modeled event series, and
adjusted the model time step to satisfy the Courant-Friedrichs-Levy condition and ensure computational
stability. Models were run at a steady upstream discharge and were allowed to run to steady state (no
observed change in depth, velocity, or inundation extent in QUICKPLOT model postprocessor), so as to
simulate the hydraulics of a given flood without needlessly extending computational time.
For all simulations, discharge was specified at the upstream boundary and a corresponding water surface
elevation was set at the downstream boundary. Horizontal eddy viscosity (υ) was set at 0.1 s/m2 (Williams
et al., 2013). We set a constant roughness value based on the Colebrook-White equation to determine the
2D Chezy coefficient:
C2D = 18log10

12H
ks

(5)

where H is water depth and ks is the Nikuradse roughness length, which can be described in terms of a
factor (αx ) of the characteristic grain diameter as:

ks = αx D84

(6)

Here, we used D84 as the characteristic grain size as it provides an estimate of coarse grain influence on the
flow field. Using pre-surveyed grain size distributions for both of the modeling sites used in this paper (see
Section 3.4), the Rivers Rees and Feshie (Hodge et al., 2009; Williams et al., 2013), we computed ks using
(6) and α of 2.9, as averaged from a range of gravel-bed rivers studied in Garcia (2006) as 0.1 (Rees) and
0.29 (Feshie); the larger ks on the Feshie is primarily the result of the larger bed material grain size in that
reach as compared to the Rees.
Delft3D requires an input DEM, along with simulated water discharge and boundary conditions. Downstream water surface elevation for each modeled discharge was used to parameterize the hydraulic model

boundary and was calculated by determining reach-scale conveyance associated with reach-average slope and
roughness. Although numerous hydraulic variables can be computed and exported from Delft3D, here we
used (a) water depth, (b) flow velocity resolved into streamwise and lateral components, and (c) bed shear
stress.
MoRPHED is an event-scale model, predicting channel evolution at the scale of individual floods. We do
this for two reasons, (a) because the calculation of morphodynamics at coarser intervals allows for greatly
reduced computational overhead associated with the model, and (b) because we argue that modeling at
finer intervals, while allowing the ability to capture rapid transient events such as prograding bedload sheets
and bank retreat during the course of a single flood, is difficult if not impossible to validate since the most
common data geomorphologists have describe channel form before and after a single event (Bertoldi et al.,
2010; Williams et al., 2011; Mueller et al., 2014), along with sediment transport distances resulting from
that event (Pyrce and Ashmore, 2003a,b; Snyder et al., 2009; Kasprak et al., 2015).
Hydraulics were computed as a single constant discharge corresponding to the peak of a flood. The
exception to this is a case study contained within this research (Section 3.6.2) wherein we discretized the
hydrograph of a single flood event into three discrete steady discharges corresponding to the rising limb,
peak, and falling limb. This discretization of the hydrograph for long events was attempted so as to capture
distinct stage-specific features of channels such as the dissection of bar-top chutes at falling stages (e.g.
Wheaton et al., 2013), and because sediment transport capacity may change throughout a hydrograph as
supply is exhausted (e.g. hysteresis in the sediment rating curve; Topping et al., 2007).

2.2

Bed Sediment Erosion

The model employs a critical nondimensional value of the bed shear stress (Shields stress) to determine
whether sediment can be entrained at a particular location. As our model is developed and used on gravelbed rivers, the theory and threshold values of Shields stress for entrainment have been well studied in these
settings. Incipient motion for gravel occurs when the Shields stress (τ∗ ) exceeds 0.03-0.07 (Buffington and
Montgomery, 1997; Snyder et al., 2009):
τ∗ =

τB
(ρs − ρ)gD

(7)

where ρs is sediment density (2650 kg/m3 , g is acceleration due to gravity, and D is the median particle
size. The bed shear stress (τB ) was computed using the output from Delft3D, and the critical Shields
stress for sediment mobility was set at 0.05. Because bed shear varies by large degrees over small spatial
regions (Wilcock et al., 2009), which could drive large cell-to-cell variability in elevation change and resultant
hydraulic instability, the model averages bed shear along flowlines delineated from Delft3D-output velocity

vectors for 10 cells upstream and downstream of the cell in question. Although lateral averaging of shear
stress may additionally increase model stability, this was not explored here. The result is a single average
value of bed shear stress that is used for computation of scour depth.
While most morphodynamic models compute bed elevation change using some form of the Exner Equation
(Equation 4) of sediment continuity (Paola and Voller, 2005), which relates elevation change (∂z) to the
downstream divergence of sediment flux (5Qs ) while accounting for bed sediment porosity, the model cannot
employ such a method given the long time steps at which the model operates. Practically speaking, the
result of using Equation 4 would mean extremely large depressions or mounds would be formed on the bed
topography. As a potential alternative, (Montgomery et al., 1996) proposed an event-scale model to predict
event-scale sediment scour depth (Ds ):
Ds =

Qb
ub ρs (1 − γ)

(8)

where Qb is the average bedload transport rate during the event, ub is the bedload velocity, and γ is the
bed sediment porosity. Estimating Qb , while straightforward, is often inaccurate as it is a strongly nonlinear
process; however, most transport relations take a power-law form (e.g. Meyer-Peter Müeller equation):

Qb = (τb − τBC )1.5

(9)

and ub , the bedload velocity, can be estimated as

ub = a(u∗ − U∗C )

(10)

where u∗ , the shear velocity, is computed as
r
u∗ =

τb
ρ

(11)

which can be estimated directly from the bed shear stress obtained from Delft3D. The constant a in Equation
10 has been studied by many researchers (Garcia, 2006), but is generally around 9. Although the accuracy
of using Equation 8 to predict event-scale scour depth has not been explored empirically, it represents one
of the only methods for predicting the depth of scour over extended timescales, and is used here in a largely
exploratory manner.

2.3

Bank Sediment Erosion

Readily-erodible banks are a hallmark of braided rivers (Wheaton et al., 2013), leading to channel widening,
the deposition of mid-channel bars, and ultimately creating a braided network of channels (Ashmore, 1991).
Unfortunately, bank erosion is also one of the most difficult geomorphic processes to represent numerically
(Darby and Thorne, 1996; Simon et al., 2000; Rinaldi and Darby, 2007), and most models rely on fine
timesteps and/or small-scale force balances to predict bank stability. As MoRPHED is a simplified eventscale model, here we estimate lateral retreat distance by empirically scaling near-bank shear stress and bank
slope to the distance of lateral retreat during a model run.
To begin, the model calculates the slope of all cells in the model domain and selects those which exceed
a user-defined slope criterion, which was empirically calibrated to 7% for all simulations presented herein
(Figure 2.1). Whether bank erosion occurs by mass failure or lateral channel migration, eroding banks
are often marked by steep slopes, and as such this criteria was used as the first metric for computing bank
sediment erosion. This slope delineation produces groups of cells, which are removed from the selection if the
group’s area falls below a user-specified threshold (Figure 2.2). Here, we set this threshold area to 30 cells,
again adjusting this value to mirror the size of field-observed bank erosion patches; we also observed that very
small area thresholds would create discontinuous patches of lateral retreat, leading to model instability and
hydraulic artifacts in subsequent runs. The bed shear stress in the surrounding cells is then sampled using
a 3 x 5 neighborhood window and each cell within this neighborhood that exceeds the critical shear value
for the grain size in that cell is noted (Figure 2.3). The bed shear stress values in these cells are averaged,
producing a single shear stress value for the delineated group of cells. Those cell groups with average shear
stress below a user-defined criteria, here set to 50 N/m2 , are excluded. For each remaining group of cells, the
model removes material from a number of cells specified by Equation 12, which computes the lateral extent
of bank erosion (n), rounded to the nearest whole cell, as a function of slope (S) and near-bank shear stress
(τ ; Figure 2.4):
n = round((

τ
S
+ 1) ∗ )
3
15

(12)

Material is removed from cells working in a direction opposite the bank cells’ aspect (Figure 2.4). Eroded cells
are reduced in elevation to a level equal to that of the lowest cell in the initial neighborhood surrounding the
bank cell (sensu Nicholas, 2013), and eroded sediment is immediately transported downstream and deposited
in a manner identical to that described for bed transport and deposition (following section; 3.3.4).

2.4

Bed/Bank Sediment Transport and Deposition

Once entrained, bed or bank sediment is mobilized downstream along flowlines which are delineated using
velocity vectors from Delft3D. Although the model is inherently a cell-based (e.g. raster) model, velocity
vectors need not pass through the center of each cell. Instead, the absolute coordinate of each velocity vector
is calculated at a downstream interval equal to the computational domain cell size. In the field, deposition of
sediment consistently occurs in diffuse patterns, such as ’tear-drop’ forms of lobate bars, prograding bedload
sheets, and thinly-mantled overbank deposits (Ashmore, 1982; Ferguson and Werritty, 1983; Wheaton et
al., 2013). To mirror this diffuse deposition, the model distributes sediment within a 5 x 5 window of cells
surrounding the candidate deposition cell, with the candidate cell receiving 1/3 of the deposited sediment,
the adjacent eight cells receiving 1/3 of the deposited sediment, and the outer ring of 16 cells receiving the
final 1/3 of deposited sediment. In the case of dry cells that occur in the 5 x 5 neighborhood, the dry cell(s)’
sediment is divided among the population of wetted cells in the neighborhood.
At each cell along the flowpath, the volume of sediment to deposit in the center cell is given by a path
length distribution (Figure 3). In the simplest sense, this distribution details the proportion of all eroded
sediment which is deposited at a particular distance downstream. These distributions have been studied by
numerous researchers and found to take several forms in braided rivers. Exponential decay, or heavy-tailed
distributions are marked by a large number of particles mobilized short distances downstream, and may result
from floods that do not generate sufficient shear stress for particle transport across the braidplain (Pyrce and
Ashmore, 2003b). During floods which are competent across large areas of the braidplain, typical path length
distributions exhibit peaks which correspond to the location of likely depositional sites downstream. Kasprak
et al. (2015) and Pyrce and Ashmore (2003a,b) both noted that these depositional sites were most frequently
the location of bar heads (e.g. flow diffluences), and as such particle path length distributions could be readily
constructed using morphometric indices which described the characteristic confluence-diffluence spacing in
braided channels. MoRPHED deposits a proportion of the path-length specified volume of sediment in each
wetted cell of the 5 x 5 neighborhood described above. Path-length distributions in the model can take
typical field-measured forms (Gaussian and Exponential Decay; Pyrce and Ashmore, 2003b), or can take
any user-specified form (e.g. multi-peaked), as specified by an input text file.

2.5

Sediment Import and Export

For each simulated event, the model tracks the volume of sediment passing the downstream or lateral reach
boundaries. In effect, export of sediment occurs when the length of the user-specified path length distribution
exceeds the downstream or lateral boundaries of the model domain (i.e. sediment is to be deposited at a

coordinate outside the model grid). When this occurs, the remaining volume of sediment (the amount
of eroded sediment not yet deposited along the flowline) is recorded as having been exported from the
reach. Sediment import is user-specified and can be (a) set equal to the volume of sediment export during
the preceding event (e.g. sediment equilibrium; Grams and Schmidt, 2005), (b) specified as a percent of
sediment export during the preceding event, or (c) specified via a text file detailing volumetric sediment
import during each event (e.g. sedigraph timeseries). Algorithmically, the model computes flowpaths from
each wetted cell at the upstream reach boundary and distributes the total volume of imported sediment to
each cell of each flowpath as specified in the user-input path length distribution.

2.6

Grain Size and Stratigraphy

The model dynamically tracks the median particle size (D50 ) in each model cell for each simulated event.
The routine used for grain size averaging is similar to that employed by Viparelli et al. (2010). The model
domain is initially divided into a series of layers (Figure 4) extending upward from the lowest point in the
initial DEM. The active, or surface, layer many vary from cell to cell with variations in elevation, and is
tracked from event to event. All layers have a constant, user-defined thickness (ZLY R ) except the active
layer, which may take any thickness (ZACT ) such that:

0 < ZACT < ZLY R

(13)

With regard to tracking changes in D50 at the event scale, the simplest case is that of erosion at a cell. The
new grain size in that cell (DN EW ) is simply the grain size given by the corresponding layer at the cell’s
new elevation (following scour):
DN EW = DLY R

(14)

The sediment size of the scoured material (DERODED ) is computed as either the grain size of active layer
at the eroded cell (provided scour did not extend through the active layer) or as a weighted average of the
eroded material (if the scour did extend through the active layer and into subsurface layers):

DERODED =




D

ACT ,


P



Di Zi

ZERODED ,

if ZERODED ≤ ZACT

(15)

otherwise

The calculation of grain size changes due to deposition takes place at the conclusion of an event’s model
run. The grain size of all sediment that has been deposited in a particular cell is either averaged with the
grain size of the active layer (as in Equation 15, if the amount of deposition does not require the addition

of a new active layer), or is divided into as many new layers as are necessary given the user-defined layer
thickness, each of which is assigned the averaged grain size of the deposited sediment. Note that while this
routine may be used for the computation of grain size and stratigraphy at a particular cell, all model runs
described here employed a single representative grain size across the model reach (see Section 3.5).

3

Model Validation

To compare the outputs of the model with field-based surveys of channel evolution, we derived several
morphometric parameters along with comparing DEMs-of-Difference (DoDs) and contributions of individual
braiding mechanisms to total geomorphic change. Each of these three validation components are discussed
below.

3.1

Morphometric Indices

We manually quantified braiding index (IB ) for the initial and final field surveys and model runs of each
simulation described here. Braiding index was computed by averaging the number of channels across five
evenly spaced transects along the length of the model domain (Howard et al., 1970; Egozi and Ashmore,
2008). Channels were defined by wetted areas as modeled using Delft3D at estimated baseflow for each
modeling site. In addition, we measured the mode, or total sinuosity (ST ) of the modeled reach for the first
and last model runs in each system. Total sinuosity (Richards, 1982) was defined by the ratio of the length
of all anabranches (LA ) compared to the down-valley length of the model domain (LD ):

ST =

LA
LD

(16)

Finally, we computed the number of confluences, diffluences, and channel heads for initial and final field
and model DEMs. The procedure for delineating confluences, diffluences, and channel heads is detailed by
Wheaton et al. (2013). In brief, it requires manual location of areas where one anabranch splits into two
anabranches (a diffluence), areas where two anabranches join to form one anabranch (a confluence), and
locations where small side channels or chutes begin (a channel head). In theory, the number of confluences
should be roughly equal to the number of diffluences plus the number of channel heads for a braided river;
large differences in this metric are indicative of distributary systems (e.g. deltas; Jerolmack and Morhig,
2007) or dendritic networks that collect low order channels into a few main channels.

3.2

DEMs-of-Difference

We differenced DEMs of initial and final field surveys and model simulations using the Geomorphic Change
Detection 6 software (http://gcd.joewheaton.org; Wheaton et al., 2010). Differencing DEMs from two
survey periods produces a DEM-of-Difference (DoD), or a map of geomorphic changes that occurred during
the inter-survey period. While the DEM differencing process is straightforward, accounting for error in the
resultant DoD is necessary as each constituent DEM contains an inherent level of error (that may vary on
a cell-by-cell basis), which can ultimately influence the estimated magnitude of geomorphic change in the
DoD. Here we modeled DEM error using the most straightforward of the available approaches: we simply
assumed that each of the constituent DEMs contained no error and computed the DoD. We then thresholded,
or removed areas of change, from the DoD if they were less than 0.1 m in magnitude (herein termed the
’minimum level of detection’ or minLoD). For decadal-scale modeling and field surveys on the River Feshie,
we employed a threshold of ±0.2 m to better visualize and delineate braiding mechanisms. While this simple
thresholding method is not necessarily the most robust available for modeling error in field-surveyed DEMs,
those DEMs output from the model do not contain survey error as would be expected from field-based
DEMs. As such, a simple minLoD of 0.10 m allowed us to use identical error modeling methods to directly
compare areas of change in field and modeled DoDs while simultaneously removing a great deal of the survey
noise/uncertainty present in field DEMs, along with removing extremely low-magnitude elevation changes
in modeled DEMs.
From DoDs, we extracted elevation change distributions (a histogram of all volumetric changes), along
with deriving the net sediment imbalance during each survey and model period (the percent departure of
the sediment budget from equilibrium conditions).

3.3

Braiding Mechanisms

Using the GCD software, we mechanistically segregated thresholded DoDs by delineating the processes
responsible for each area of geomorphic change (Ashmore, 1991; Wheaton et al., 2013). These processes
can be separated into the four ’braiding mechanisms’, or processes that act to reinforce or create a braided
channel planform, described by Ashmore (1991): central bar development, lobe dissection, transverse bar
dissection, and chute cutoff. To these, Wheaton et al. (2013) added an additional six mechanisms that are
not unique to braided rivers: bank erosion, channel incision (i.e. bed erosion), overbank sheets, confluence
pool scour, bar trimming, and lateral bar development. Hereafter, these ten processes are referred to simply
as ’braiding mechanisms’. We mapped the areas in DoDs where each of these mechanisms occurred; areas
where we could not confidently assign a mechanism of change were classified as questionable or unresolved

change. This classification allowed us to compute and compare the volumetric contribution of each braiding
mechanism to total geomorphic change in both field and model-derived DoDs.

4
4.1

Modeling Sites
River Rees, South Island, New Zealand - Event and Annual Scales

The braided gravel bedded Rees (Figure 5) drains the uplifting metasedimentary Southern Alps and flows into
Lake Wakitipu. The 2.5 km study reach is an actively braided channel which flows through a deglaciated
valley, and the river is braiding in response to sediment delivery from the tectonically-active landscape
(Williams et al., 2013). At the study reach, the Rees drains an area of 420 km2 . The hydrology of the
system is dominated by response to glacial melt upstream, and undergoes floods in the spring, summer,
and fall that may completely alter the morphology of the braidplain over the course of a single flood. A
temporary gauging station at Invincible (4 km upstream of the study reach) operated from 2009-2011 and
recorded a mean discharge of 19.8 m3 /s with a maximum flow of 475 m3 /s. Although the gauging station
was located upstream of the study site, Brasington (personal communication) notes that flow attenuation
between the two sites is negligible, and so herein the discharge at the Invincible gauging station is used to
drive hydraulic components of the model. The survey data on the Rees include sub-meter digital elevation
models (DEMs) constructed via terrestrial laser scanning (TLS; ground-based lidar) and real-time kinematic
global positioning system (RTK-GPS) surveys. In total, ten floods ranging from 51 m3 /s to 403 m3 /s were
captured as part of the ReesScan project (Brasington et al., 2012) from 2009-2011, with post-flood DEMs
surveyed in the period between each high flow. These pre- and post-flood DEMs, along with a continuous
hydrologic record and a high degree of dynamism across the braidplain at the event scale, make the Rees an
ideal candidate to examine the performance of the model at the event and annual scales. DEMs generated
from field surveys on the Rees had a cell resolution of 2 m.

4.2

River Feshie, Scotland - Annual and Decadal Scales

The weakly-braided gravel bedded Feshie (Figure 5) is a tributary of the Spey River and drains 231 km2
of mountainous, postglacial terrain. Underlain by metamorphic and igneous rocks, the basin ranges from
around 230 m - 1260 m in elevation. The mean flow near the river’s outlet was reported by Ferguson
and Werritty (1983) as 8 m3 /s with Q5 = 80 m3 /s. Topographic data for the 1 km study reach of the
Feshie consist of nine years of resurveys (2000, 2002-2008, 2013) comprising more than a decade of channel
change using RTK-GPS (2000-2006) along with TLS and RTK-GPS fusion scans performed for three years

(2007-8, 2013). Additionally, the Feshie dataset contains continuous hydrograph data (∼55 years) and aerial
photo records (∼60 years), along with UK Ordnance Survey channel planform maps dating to 1869. The
Feshie has been the site of a great deal of previous research ranging from bar morphodynamics (Ferguson
and Werritty, 1983; Wheaton et al., 2013) to development of riverine survey and DEM-differencing/change
detection methodologies (Brasington et al., 2007; Vericat et al., 2007; Hodge et al., 2009; Wheaton et al.,
2010). The combination of annual resurveys capturing over a decade of channel change in combination with
mapping and aerial photographs dating back over a century make the Feshie an ideal candidate to examine
the performance of the model at the annual and decadal scales. In addition, the Feshie site provides a
mechanistic contrast to the Rees in that overall flood-to-flood dynamism is reduced via vegetation cohesion
and fine sediment (Ferguson and Werritty, 1983), and the dominant mechanisms of change vary from those
seen on the Rees, particularly with regard to chute cutoff and bank erosion (Wheaton et al., 2013). DEMs
generated from field surveys on the Feshie had a cell resolution of 1 m.

5
5.1
5.1.1

Results
Hydraulic Modeling Validation
River Rees

The use of Delft3D to model two-dimensional hydraulics in braided, gravel-bed rivers is discussed extensively
by Williams et al. (2013), who specifically applied the hydraulic model to the River Rees. In general, the
model is capable of reproducing field-observed velocities and inundation extents across the reach, although
the use of 2D hydraulics requires increased computational time as compared to more simplified cross-sectional
(e.g. 1D) approaches. The outputs of Delft3D on the Rees (depth, velocity, inundation extent) were compared
with field-surveyed values across a range of discharges and used to calibrate the model parameters (ColebrookWhite roughness and horizontal eddy viscosity) until good agreement was reached. The reader is referred
to Williams et al. (2013) for more detailed analysis of the validity of Delft3D on the Rees (and in braided
gravel-bed rivers in general). In short, here we used the same upstream and downstream boundaries as
Williams et al. (2013) and kept both ks (0.10) and υ (0.10) constant in line with their results (Table 1).

Workflow

Example MoRPHED
Output, 3 Floods

Detail Views

1. Identify banks by slope

1A. Slope values

Initial Surface

6.5 6.0 5.0

0 10 20 30 40 50 Meters

11.0 10.5 9.5 8.0
10.5 10.0
9.0
6.5 8.0

FLOW

6.5 7.0
5.0

2. Exlude banks by area

3A. Shear stress
sample windows

Flood 1 - 75 m3/s

3. Exclude banks by
shear stress

3B. Shear stress values

Flood 2 - 258 m3/s

6 10 11
3
3

6

9 12

6

6
6

9

8 11
9

4. Erode banks

Flood 3 - 75 m3/s

4A. Erosion values
1
1

2

1

2

3

3

2

2

2
1

2

2

2

1

Dry Cells
Excluded Bank Features
Wet Cells
Wet Cells Above Shear Threhsold

Shear Stress Sampling Window
Bank Features
Detail View
Bank Erosion Extent

5

Cells above Shear Theshold
Sample Cell, indicates aspect

Figure 2: Lateral Migration Algorithm Schematic

A. RIVER FESHIE

0.01

B. RIVER REES

0.03

0.008

Proportion of Mobilized
Sediment Deposited

Proportion of Mobilized
Sediment Deposited

0.009

0.007
0.006
0.005
0.004
0.003
0.002

0.025

0.02

0.015

0.01

0.005

0.001
0

0

50

100

150

200

0

250

Distance Downstream (m)

0

50

100

150

200

250

300

350

400

Distance Downstream (m)

Figure 3: Modeled Path Length Distributions. Path length distributions used in MoRPHED modeling on
the River Feshie (A) and River Rees (B). Peak of the distributions corresponds to average along-flow spacing
between confluence and diffluence pairs.
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Site
River Rees
River Feshie

Sim. Time
1 hour
1 hour

Table 1: Delft3D Hydraulic Modeling Parameters
Time Step Cell Size
Nodes
D50
W-C Roughness (ks )
0.025 min
2m
352,231 0.035 m
0.10
0.025 min
1m
201,116
0.1 m
0.29
Eddy Viscosity (υ
0.1 m2 s− 1
0.1 m2 s− 1

5.1.2

River Feshie Hydraulic Modeling and Validation

In contrast to the Rees, no comprehensive validation of Delft3D exists on the Feshie; as such, we leveraged
existing surveys of wetted areas from 2003-2007 in concert with surveyed water depth in those years to
examine the performance of Delft3D. Because field surveys were conducted at low flows to facilitate rapid
measurement of braidplain topography, here we are only able to validate the results of Delft3D at these
low flows. However, Delft3D has been employed and validated on gravel-bed braided rivers at flood stage
(Javernick, 2013), demonstrating that the model can accurately reproduce flood-stage hydraulic features
and can be used to drive morphodynamic evolution at the event-scale. For modeling on the Feshie, we
estimated discharge by downscaling the average observed flow for the relevant survey period at the nearest
gauging station (SEPA No. 8013, Feshie at Feshiebridge) located approximately 11 km downstream, using
a coefficient of 0.71 (Wheaton et al., 2013). We estimated the downstream water elevation using surveyed
inundation extent in combination with the DEM for each year modeled. Downstream water surface estimated
from the spatial data were cross-checked using a reach-scale conveyance calculation (Williams et al., 2013).
Results of our validation of Delft3D on the Feshie at low flow are shown in Figure 6. Here we report (a)
the mean of depth differences between modeled and observed values (Ddif f ), along with (b) the congruence
of the modeled and measured inundation extents (Fc ; Bates and De Roo, 2000) as described by the ratio of
intersection and union areal extents. These two metrics are described by equations 17-18, respectively.
n
P

Ddif f =

Fc =

xmod − xobs

i=1

n

IAobs ∩ IAmod
∗ 100
IAobs ∪ IAmod

(17)

(18)

The validation metrics indicate that at low flow, Delft3D accurately predicted both depth and inundation
extent across the Feshie study reach, as indicated by metrics comparing the two. Both Ddif f and Fc are
consistent with validation work performed by Williams et al. (2013) on the Rees, and are indicative of good
agreement between hydraulic model and field-observed flow characteristics. It is important here to note
several factors that may cause our model results to differ slightly from field-observed values. First, because
no measure of discharge was available at the study reach, we downscaled discharge at the nearest gauging
station (by an empirically-derived coefficient of 0.71; Wheaton et al., 2013), and as such any errors in this
downscaling coefficient would be propagated into our estimates of discharge. Second, the value of discharge
taken at Feshiebridge was the average flow during that year’s survey period (on average two weeks’ time),
and variability in discharge could lead to inaccuracy in our discharge estimates at the study reach along

with small-scale inaccuracy of the field-observed inundation extent. Nevertheless, the agreement between
observed and modeled depth and inundation extent across five years of surveys indicates that Delft3D is
capable of predicting low-flow hydraulics at the Feshie study site, and in combination with the high-flow
validation work of Williams et al. (2013), we argue that the model is well suited for driving the hydraulic
component of MoRPHED at both high and low discharges on braided rivers.

5.2

Event-Scale Morphodynamic Modeling: River Rees

We modeled a single flood event on the River Rees that occurred between 8-16 December, 2009 as the result of heavy rainfall in the upstream watershed (Figure 7). Peak flows reached a maximum instantaneous
discharge of 258.8 m3 /s at the upstream Invincible gauging station during the afternoon of 9 December.
Two smaller peaks in the hydrograph of 75.0 m3 /s (afternoon of 8 December and morning of 12 December)
also occurred during this flood. Our modeling employed a single representative grain size (D50 ) of 0.02 m.
Geomorphic change captured by pre- and post-flood terrestrial laser scanning revealed that the most volumetrically significant mechanisms of change were transverse bar conversion (22%), bank erosion (21%), and
lobe dissection (19%). Qualitatively, event-scale dynamics across the study reach are marked by widespread
geomorphic change, particularly in the center of the braidplain where development of a single main channel
occurred via channel incision, bank erosion, and avulsions of smaller anabranches leading to deposition and
subsequent dissection of mid-channel bars. Geomorphic change on the edges of the braidplain was somewhat
muted, consisting largely of infilling of anabranches and accretion of central bars. Elevation changes ranged
from -1.70 m to +1.32 m (Figure 7). Braiding index (IB ) decreased from 3.6 to 2.0 following the flood, and
total sinuosity (ST ) decreased from 4.5 to 2.9 (Figure 7).
Results of morphodynamic modeling on the Rees for this event are shown in Figure 7. Total model runtime
for the single event was approximately 90 minutes. Elevation changes in the study reach ranged from -1.76
m to + 0.89 m. Overall, geomorphic change was concentrated near the center of the braidplain, similar
to geomorphic change measured from field data. Large swaths of bank erosion along a central anabranch
developed, although not to the extent seen in field data. In general, geomorphic change in the modeled DoD
appears muted in comparison to the field-based DoD. This is reflected in the elevation change distribution
(ECD) shown for field and model data on the Rees (Figure 7), particularly with regard to the erosional
component of volumetric change (47,598 m3 in the field compared to 20,663 m3 in the model; Table 2).
Similarly, depositional volumes were greater in the field (35,551 m3 ) compared to those in the model (16,188
m3 ; Table 2). Average magnitudes of erosion and deposition agree well between field and model results.
On average, erosion depth across the study reach was 0.13 m as observed through field measurement, and

0.07 m when modeled. Deposition averaged 0.10 m in the field and 0.06 m in the model (Table 2). The
most volumetrically-significant braiding mechanisms in this run were central bar development (25% of total
volumetric change), bar edge trimming, (16%), and bank erosion (15%).
Table 2: River Rees Event Modeling: Geomorphic Change Detection Results; results of discretized modeling
shown in italics
Field Raw
Field
MoRPHED
MoRPHED
Thresholded
Raw
Thresholded
(0.1 m)
(0.1 m)
Areal

Total Area of
Erosion (m2 )

435,604

146,472

390,555
418,856

57,387
63,496

Total Area of
Deposition (m2 )
Volumetric

461,084

140,712

500,233
389,072

85,160
94,008

of

57,324

47,598

28,297
28,679

20,663
20,291

Total Volume of
Deposition (m3 )
Vertical Averages

47,022

35,551

28,102
28,130

16,188
19,480

Average Depth of
Erosion (m)

0.13

0.32

0.07

0.07

0.36

0.32

Average Depth of
Deposition (m)

0.10

0.25

0.06

0.07

0.19

0.21

Average
Total
Thickness of Difference (m)

0.12

0.09

0.06

0.07

0.04

0.05

Average Net Thickness of Difference
(m)

-0.01

-0.01

0.00

0.00

-0.01
0.00

Total Volume
Erosion (m3 )

5.2.1

Hydrograph Discretization

The choice of model timestep is one of the more important considerations in morphodynamic modeling,
whereby the user must strike the optimal balance between a model timestep fine enough to preserve computational stability, yet which is coarse enough to allow computation over meaningful timescales (Brasington
et al., 2007). To investigate the implications of altering the model timestep in MoRPHED, we discretized
the hydrograph used in event-scale modeling on the Rees (Section 3.6.2) so as to model three discrete points

over the course of the modeled flood (Figure 8). These discharges were 75 m3 /s, 254 m3 /s, and 75 m3 /s,
respectively. Planform DoD, ECD, and volumetric contribution of individual braiding mechanisms from this
discretized model run are shown in Figure 8. In general, morphologic changes were more widespread across
the braidplain in the case of the discretized hydrograph modeling run (Figure 8), with overall volume of
change increasing, yet still smaller than field-observed change volumes (381,336 m3 in the model compared
to 421,468 m3 in field data; Figure 8, Table 2). The ECD from this model run more closely approximated the
field-derived ECD, with low-magnitude elevation changes (e.g. < 1 m) dominating the change distribution
(Figure 8).

5.3

Annual-Scale Morphodynamic Modeling: River Feshie

We modeled morphodynamics during the one-year period from July 2003 to July 2004 on the Feshie. The
estimated hydrograph for the study reach, based on the empirical downscaling coefficient applied to the
Feshiebridge gauge (Section 3.3.1) during this period is shown in Figure 9. This survey epoch contained 16
flood peaks above the ’low bankfull’ discharge estimate (20 m3 /s; Ferguson and Werritty, 1983) at the study
reach; these are denoted in Figure 9 and were used as model inputs. While the use of bankfull discharge as
an estimate of flow competence is simplistic, we use this threshold for two reasons: (a) Wheaton et al. (2013)
noted that the number of flow peaks in excess of bankfull discharge in any year was related to the amount
of geomorphic change over a period of five years, and (b) Ashworth and Ferguson, (1989) documented that
flows of ∼22 m3 /s were indeed competent for bed material in the study reach, albeit without full mobility
of all bed particle sizes. As such, the use of a low bankfull estimate for competence provides an easily
measured threshold for competent flows that we know is related to geomorphic change in the study reach.
Our modeling on the Feshie employed a single representative grain size (D50 ) of 0.05 m.
Wheaton et al. (2013) note that the most volumetrically significant braiding mechanisms during the 20032004 period were chute cutoff (29%), bank erosion (16%), and channel incision (15%). Overall geomorphic
change was primarily confined to a main channel bisecting the braidplain longitudinally, with one anabranch
on the left side of the braidplain undergoing bank erosion and central bar development. Braiding index (IB )
during the 2003-2004 epoch increased from 1.8 to 2.8, and total sinuosity (ST ) also increased from 2.5 to
3.5. Results of morphodynamic modeling are shown in Figure 9. Total model runtime for the series of 12
events modeled during the 2003-2004 period was approximately 6 hours.
The results of DEM differencing are shown in Table 3. Elevation changes in the modeled reach ranged from
-1.25 m to +1.49 m. Overall geomorphic change was marked by the accumulation of transverse bars and
the development of central bars throughout the model reach, along with incision of a central anabranch.

Sculpting or trimming of central bars (Figure 9; e.g. Wheaton et al., 2013) was also prevalent. The
most volumetrically-significant braiding mechanisms during this model run were channel incision (26%),
transverse bar conversion (20%), and central bar development (14%). Overall, geomorphic change predicted
via modeling was greater than that observed from field data (Table 3). However, both field and model
ECDs (Figures 9.B, 9.C) depict change distributions wherein the greatest volume of geomorphic change is
the result of low-magnitude elevation changes. The average depth of elevation changes were generally well
predicted by the model, although average erosion and deposition depths were over-estimated by 0.06 and
0.03 m, respectively (Table 3).
Table 3: River Feshie Annual Modeling: Geomorphic Change Detection Results
Field Raw
Field
MoRPHED
MoRPHED
Thresholded
Raw
Thresholded
(0.1 m)
(0.1 m)
Areal

Total Area of
Erosion (m2 )

66,074

9,970

50,021

17,444

Total Area of
Deposition (m2 )
Volumetric

49,998

7,236

58,366

20,263

of

4,433

2,806

6,149

5,239

Total Volume of
Deposition (m3 )
Vertical Averages

2,704

1,543

5,986

4,910

Average Depth of
Erosion (m)

0.07

0.28

0.12

0.30

Average Depth of
Deposition (m)

0.05

0.21

0.10

0.24

Average
Total
Thickness of Difference (m)

0.06

0.04

0.11

0.09

Average Net Thickness of Difference
(m)

-0.01

-0.01

0.00

0.00

Total Volume
Erosion (m3 )

5.3.1

Case Study: Contrasting Path-Length Distributions

Transport and deposition of eroded bed or bank sediment in MoRPHED is a function of the path length
distribution used in the model. While field or laboratory data describing particle transport distances can be
used to produce a path length distribution, parameterizing such a distribution for sites where tracer data
are not available is not straightforward. Here we employed average confluence-diffluence spacing to estimate
the peak of the distribution (Figure 3; Pyrce and Ashmore, 2003a,b; Kasprak et al., 2015). To further
understand the effect of contrasting path length distribution shapes and distances, we used MoRPHED to
model the annual hydrograph on the River Feshie in a manner identical to Section 3.3.1, except we varied the
characteristics of the specified path length distribution (Figure 10). We employed a compressed Gaussian
distribution (Figure 10.A), a flattened Gaussian distribution (Figure 10.B), and an exponential decay-type
distribution (Figure 10.C; Pyrce and Ashmore, 2003b); each of these distributions had a total length identical
to our original distribution on the Feshie (Figure 3.A). We also modeled two shortened distributions (length
= 50 m): a shortened Gaussian distribution (Figure 10.D) and a shortened exponential distribution (Figure
10.E).
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FC = 74%
Ddiff = 0.04 m

FC = 71%
Ddiff = 0.03 m

FC = 81%
Ddiff = 0.04 m

2007
FC = 94%
Ddiff = 0.04 m
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Ddiff = 0.04 m
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Observed Wet
0
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Figure 6: River Feshie Hydraulic Modeling. Surveyed water surface extent in each of five years (2003-2007)
was compared to modeled inundation extent in the same years using discharge levels approximated using data
from gauge at Feshiebridge (see Section 3.5.1). Areas observed (but not predicted) to be inundated shown
in blue, areas predicted (but not observed) to be inundated shown in green. Areas which were correctly
predicted as being inundated shown in red. Base is hillshaded 1 m DEM.
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Figure 9: River Feshie Annual Morphodynamic Modeling Results. Refer to Figure 7 caption for details.
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Figure 10: River Feshie Variable Path Length Case Study. Path length distributions used are: compressed Gaussian (A), stretched Gaussian (B),
and exponential (C), along with shortened Gaussian (D) and shortened exponential (E). DoDs for each path length distribution shown in middle row,
with elevation change distributions shown in bottom row.
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Overall, the geomorphic changes predicted by the model were strikingly similar at the reach scale, and
areas of scour and deposition generally aligned between all five of the simulations (Figures 10.A - 10.E).
Analysis of the elevation change distribution produced using each path length distribution revealed that while
the compressed and stretched Gaussian distributions were marked by more laterally-extensive deposition at
higher magnitudes (e.g. ∼1 m), the exponential and two shortened distributions (Figures 10.C - 10.E)
generally contained depositional signatures marked by numerous low-magnitude (e.g. ∆z < 0.5 m) changes.
The same is true for the erosional component of elevation change, with compressed and stretched Gaussian
distributions marked by a wide range of erosional elevation changes up to and exceeding 1 m, whereas the
exponential and shortened distributions generally displayed erosional changes less than -1 m in elevation.
5.3.2

Decadal-Scale Morphodynamic Modeling: River Feshie

We modeled morphodynamics during the ten-year period between July 2003 and June 2013 along the River
Feshie. The estimated hydrograph at Glen Feshie during this period is shown in Figure 11.A, and we modeled
all peaks above the low bankfull discharge as described in Section 3.5.2 and in Wheaton et al. (2013), for a
total of 185 flood events ranging from 20 m3 /s to 95 m3 /s.
Differencing DEMs from survey data at the beginning and end of the analysis period reveals elevation
changes ranging from 2.4 m to +2.1 m (Figure 11.D). DEM differencing indicates that the study reach underwent slight net aggradation (+3.6% imbalance). The most volumetrically significant braiding mechanisms
during this time period were the development of central bars (25% of volumetric changes), transverse bar
conversion (17%), and bank erosion (16%). As the relative contribution of individual braiding mechanisms
may be misleading at decadal scales due to signature overprinting and hence difficulty in interpretation
of braiding mechanism (Collins et al., 2012), we note that over a 5-year period (2003-2007; Wheaton et
al., 2013) on the Feshie, the most volumetrically significant braiding mechanisms were chute cutoff (24%),
bank erosion (20%), and transverse bar conversion (19%). Braiding index (IB ) during the 2003-2013 epoch
increased from 1.8 to 2.4, and total sinuosity (ST ) also increased from 2.5 to 2.9 (Figure 11).
Results of morphodynamic modeling from 2003-2014 are shown in Figure 11. Total model runtime for the
185-flood series was approximately 72 hours. Geomorphic change ranged from +2.20 m to -5.96 m (Figure
11.E). A mask was employed to exclude areas of the reach < 25 m from the downstream boundary and < 50 m
from the upstream boundary, as boundary artifacts in these areas resulted in high magnitudes of geomorphic
change (e.g. > 5 m m) that were attributable to hydraulic artifacts (i.e. deep scour at discharge points used
in Delft modeling). While geomorphic change in the field was marked by generally thin-mantled erosion and
deposition across the braidplain, the model produced more widespread, high-magnitude erosional change
(Table 4). While the ECD produced by the model generally characterized the form of the field-derived ECD

(Figures 11.B, 11.C), the model predicted a smaller area, but greater volume, of scour (Table 4). The model
generally reproduced the form and magnitudes of deposition seen in the field, but the lowest-magnitude
deposition (e.g. < 0.5 m) was more volumetrically significant in the field than in the model. In particular,
the model did not produce avulsions seen in the field, but rather predicted continued downcutting of the
central anabranch seen in the 2003 DEM. The most volumetrically-significant braiding mechanisms during
the 2003-2013 model run were channel incision (32%), central bar development (18%) and transverse bar
conversion (18%). In addition, the role of bar edge trimming (8%), a process treated identically to bank
erosion in MoRPHED, was magnified compared to field-derived mechanistic segregation (2%).

6

Discussion

We developed a morphodynamic model that computes sediment transport according to user-specified path
length distributions, and subsequently employed this model to predict channel evolution at two braided river
reaches across timescales ranging from a single event to a decade. We observed that the model reproduced
many of the geomorphic changes observed in the field, although the magnitude and mechanisms of those
changes were often poorly predicted. At the same time, the modular design of the modeling framework
may hold promise for exploration of braided channel evolution, and also raises questions regarding the way
processes are represented algorithmically and the model’s sensitivity to those process representations.

6.1

Emergent versus Parameterized Processes

Braided rivers undergo geomorphic change as a result of numerous morphodynamic processes, or braiding
mechanisms (Ashmore, 1991; Wheaton et al., 2013; Kasprak et al., 2015). Given its highly simplified
nature, the degree to which these braiding mechanisms must be explicitly represented as algorithms in
morphodynamic modeling deserves exploration. Of the ten braiding mechanisms discussed in Section 3.4.3,
the model produced eight simply as a result of the bed erosion, transport, and deposition functions included
in the model. Only bank erosion and bar edge trimming required the inclusion of a lateral channel migration
component. As the surfaces undergoing bank erosion and bar edge trimming are not necessarily submerged
during a flood, these processes cannot be captured simply by an excess shear stress scour approach (Equation
8; Section 3.3.2).
The geomorphic changes that our model most commonly produces are those that result from focused
scour and longitudinally-continuous deposition, given the nature of the scour and deposition functions used
in the model (Sections 3.3.2, 3.3.3). In particular, channel incision, bar edge trimming, bank erosion, and
lateral/central bar development are common processes produced by the model (Figures 7, 9, 11). Additionally, given the single-peaked Gaussian distributions used herein, those braiding mechanisms which involve
deposition immediately downstream of an erosional source are difficult to reproduce. For example, Wheaton
et al. (2013) demonstrated the importance of chute cutoff as a braiding mechanism on the Feshie, noting that
chute development across point bars not only manifested as erosion, but that the scoured material was often
deposited immediately downstream of the chute. Similarly, scoured bank material (e.g. mass failures) may
often be deposited at the bank toe rather than transported downstream. In both cases, the model makes no
differentiation in transporting the eroded sediment, mobilizing the material according to the user-specified
path-length distribution; as such, proximal couplets of erosion and deposition are difficult to reproduce in
the model. Finally, we note that chute cutoff in the model always occurred in locations of pre-existing chutes
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Figure 11: River Feshie Decadal Morphodynamic Modeling Results. Refer to Figure 7 caption for details.

Table 4: River Feshie Decadal Modeling: Geomorphic Change Detection Results
Field Raw
Field
MoRPHED
MoRPHED
Thresholded
Raw
Thresholded
(0.2 m)
(0.2 m)
Areal

Total Area of
Erosion (m2 )

38,332

23,836

43,625

20,038

Total Area of
Deposition (m2 )
Volumetric

70,329

36,045

62,058

27,803

of

13,944

12,680

17,237

16,004

Total Volume of
Deposition (m3 )
Vertical Averages

18,264

14,677

16,245

14,076

Average Depth of
Erosion (m)

0.36

0.53

0.40

0.80

Average Depth of
Deposition (m)

0.26

0.41

0.26

0.51

Average
Total
Thickness of Difference (m)

0.30

0.25

0.32

0.28

Average Net Thickness of Difference
(m)

0.04

0.02

-0.01

-0.02

Total Volume
Erosion (m3 )

across point bars. Because chute cutoff often occurs at the falling stage of floods, when braidplain-inundating
flows are first being confined into anabranches, our model may not properly reproduce chute cutoff as a result
of only computing peak flood hydraulics, and averaging shear stress across a range of model cells. Although
headward erosion of these pre-existing chutes typically occurred in the model, thus increasing their extent,
we did not observe any instances where chute cutoff was initiated in the model without an existing chute
or channel head being present on a bar surface. As such, chute cutoff may represent a braiding mechanism
that must be explicitly included in our model’s code in order to be properly represented in the future.

6.2
6.2.1

Sensitivity to Process Representation
Hydrograph Discretization

In Section 3.6.2, we modeled a single event on the Rees as three discrete discharges on the hydrograph
(Figure 8). Because MoRPHED under-predicted the volume of change, particularly due to the absence
of low-magnitude scour, during the single-event simulation (Figure 7), we sought to understand whether
discretizing the hydrograph would allow for an improved prediction of overall volumetric change, and lowmagnitude erosional change in particular. Overall, discretizing the hydrograph into three modeling timesteps
only marginally increased predictions of volumetric change across the study reach: total volumetric change
in the discretized run (Figure 8) was 39,771 m3 , compared to 36,850 m3 in the single-event model run (Figure
7). It might appear counterintuitive that discretizing the hydrograph and running the model three times
would not appreciably increase the amount of volumetric change. We believe the reason for this is that
in many cases, deposition offsets erosion, particularly in inundated areas, leading to little net increase in
volumetric change despite running the model multiple times. The exception to this is in areas that experience
bank erosion or avulsions, where high-magnitude scour may occur in areas which are not inundated, thereby
producing locations where deposition does not counteract scour. Both modeling approaches underestimated
the amount of volumetric change in the field (83,149 m3 ).
Discretizing the hydrograph also increased the amount of low-magnitude scour predicted by the model
(Figure 8.B), more accurately reflecting the field-derived elevation change distribution (Figure 8.C). It is
likely that this is the result of the 0.1 m elevation thresholding used in our change detection (Section 3.4.2),
whereby additive changes due to erosion largely did not exceed 0.1 m depth after a single flood event, but did
exceed this threshold when three discrete hydrograph points were measured. Whereas erosional processes
that lead to high-magnitude scour, such as bank erosion, dominated the elevation change distribution in the
single-event model run, processes such as channel incision and lobe dissection were more prevalent in the
discretized hydrograph model run. Additionally, several areas of high-magnitude bank and bar trimming

were largely offset by deposition of imported or scoured material during the discretized hydrograph run,
thereby decreasing the overall magnitude of scour in those areas (Figure 8.B).
6.2.2

Path Length Distribution

We modeled annual-scale morphodynamics on the Feshie using five different path length distributions (Section 3.6.3). The similarity between the DEMs produced by the model (and hence, the DoDs shown in Figure
10) using these distributions is striking, yet subtle differences and may reflect the distinct nature of the spatial arrangement of erosion and deposition. Overall, the similarity between the modeled distributions may
also be the result of the smoothing algorithms used in the model to ensure computationally-stable output
surfaces, such as the along-flow averaging of shear stress and neighborhood windows used for deposition
(Section 3.3.2), both of which may act to reduce the variability introduced by the choice of a particular path
length distribution.
In fluvial settings, erosional processes typically operate over small spatial scales (e.g. bank erosion,
bar trimming, pool scour), and the magnitude of scour in these focused areas is typically higher than
diffuse, broad-scale depositional processes such as overbank sheets or accretion of mid-channel or lateral bar
material (Wheaton et al., 2013). As such, we suggest that the overall similarities, as well as the differences
between our model’s outputs using these contrasting path length distributions reflects the ability of deposition
to counterbalance elevation changes due to scour of material, and the fact that the diffuse nature of the
path length distributions used here make this counterbalancing difficult. For example, the compressed
and stretched Gaussian distributions (Figures 10.A, 10.B) are both marked by broad areas of erosion and
deposition typically falling between ± 1 m in elevation change. However, high-magnitude areas of erosion
are more rare, yet still present, in the stretched Gaussian distribution, which may be due to the more
longitudinally-extensive deposition of scoured material partially offsetting elevation changes due to erosion.
The compressed and stretched Gaussian distributions stand in contrast to the exponential and shortened
distributions (Figures 10.C - 10.E), where elevation changes are largely confined between ± 0.5 m, and
overall are more fragmented across the model reach. This does not reflect a reduced magnitude of erosion,
as Equation 8 was used in all cases to predict scour depth; rather, the fragmented nature of elevation
changes, along with the narrower range of those changes, is likely due to the propensity for deposition
to offset erosional changes given the more focused nature of the path length distributions in Figures 10.C
- 10.E. Nevertheless, in all distributions used, the volume of material deposited in a given cell following
erosion upstream is always a fraction of that which was eroded. Using the distributions in Figure 10 and
the deposition smoothing window detailed in Section 3.3.3, the volume of sediment deposited falls between
0.4% and 8% of the volume which is eroded, and as such, erosion may outpace deposition in many cells.

6.3

Imperfect Models as Exploratory Tools

Models in the earth sciences are necessarily imperfect (Oreskes et al., 1994), and the highly simplified nature
of MoRPHED, combined with the highly dynamic and nonlinear nature of braided river morphodynamics
(Ashmore, 1991; Bristow and Best, 1993) implies that our model will necessarily fail to achieve perfect
simulation of field-observed geomorphic dynamics. However, even imperfect models can provide meaningful
insight into the processes behind morphologic evolution of fluvial systems (Paola et al., 2009; Paola and
Voller, 2009). MoRPHED is designed to facilitate experimentation, particularly with regard to process
inclusion or the particular aspects of process representation of bed and bank erosion, transport, deposition,
and import dynamics (Figure 1). For example, in Section 3.6.3, we explored the implications of altering the
path-length distributions for bed and bank sediment transport/deposition, along with seeking to understand
the advantages and drawbacks of discretizing hydrographs during model runs. The notion of morphodynamic
modeling that employs sediment transport routines based on particle path length distributions is in its
infancy, and we have built the model as an exploratory tool that can be used to investigate the utility of
this approach toward predictive modeling of braided river evolution. Several components of the model may
be employed to investigate longstanding questions in our understanding of braided river dynamics, starting
with the path-length approach itself. While it has long been hypothesized, and field and laboratory data
have often confirmed, that mobilized particles in braided rivers are preferentially deposited in association
with regularly-occurring channel bars (e.g. Pyrce and Ashmore, 2003a,b; Kasprak et al., 2015), the form of
the path length distribution, and its relationship to geomorphic unit spacing, is deserving of further study
across braided systems. As such, the choice of path length distribution and subsequent comparison of model
results with field observations may provide insight into the applicability of path length distributions on a
system-by-system basis (Hassan et al., 2013).
MoRPHED may also be used to investigate the utility of event-scale monitoring. Existing morphodynamic models typically employ a sediment continuity approach (e.g. Exner; Equation 4), operating at very
fine temporal scales, typically seconds to minutes. This approach produces results consistent with field observation (Bates et al., 2005), but comes at the expense of computational overhead, thereby restricting the
timescales that can be modeled (Brasington et al., 2007). Because the timestep of the model is, by default, a
single event, computational resources are conserved, allowing for extended simulations at annual and decadal
timescales. However, it is unclear whether processes that occur over the course of a competent flow (e.g.
avulsions, bank failures) can be adequately captured using an event-scale modeling approach. Similarly, the
degree to which a hydrograph may need to be discretized and its constituent parts modeled (Section 3.6.2)
in order to capture stage dependent processes such as the development of chute cutoffs or bar edge trimming

(Wheaton et al., 2013) is deserving of further investigation.
Our exploratory research into decadal-scale modeling on the River Feshie (Section 3.6.4) indicates that
both the accurate prediction of event-scale scour depth, and subsequent deposition location, present significant methodological hurdles in the development of valid morphodynamic models that operate at the
timescale of competent flows. In our model, as in the field, erosion occurs in discrete, focused areas of high
magnitude (e.g. pool scour, bar trimming, bank retreat; Ashmore, 1991; Bristow and Best, 2003; Wheaton
et al., 2013). Deposition occurs thinly over more broad spatial areas (e.g. bedload sheets, overbank sheets,
bar formation), a result of the path length distributions employed here and the smoothing required to avoid
the generation of rough topography that would lead to hydraulic instability. One unfortunate result of the
differences in the nature of erosion and deposition is that deposition may never ’catch up’ to erosion if a simple path-length distribution is employed, thus resulting in over-scouring of channels (Figure 11). In general,
the morphodynamic signature of deposition mirrors that seen in the field (see ECDs in Figures 7, 9, 11), with
a large contribution of total change coming from areas of shallow deposition. However, in future event-scale
morphodynamic models, it may be necessary to augment path length distributions so as to preferentially
deposit material in certain geomorphic units (e.g. confluence pools, deep channels adjacent to banks) in
order to develop lateral flow, bank material removal, and channel migration/avulsion (Ashmore, 1991).
Another process that has proved troublesome in the development of MoRPHED is the lateral retreat of
banks. Highly erodible banks are a hallmark of braided rivers and lead to the development of central bars and
multiple anabranches (Ashmore, 1991). However, the Cartesian grid employed in the model, along with the
event-scale timestep of the model, makes the generation of smooth bank features difficult. While approaches
are available that compute bank stability based on a factor-of-safety approach that balances downslope
gravitational forces with the ability of bank material to provide cohesive resistance to failure (Darby and
Thorne, 1996; Simon et al., 2000; Rinaldi and Darby, 2007), parameterization of these models, especially
at the reach scale, is quite difficult. The simplified approach employed in the model averages the slope of
bank cells and the near-bank shear stress of the flow to predict bank retreat distances (Section 3.3.4). The
threshold slope and shear stress, and their effect on lateral retreat distance, have been empirically adjusted to
emulate field-observed bank dynamics. We have observed that the simple treatment of lateral erosion in the
model produces bank erosion and bar edge trimming However, whether this simplified approach will provide
computational stability over longer-term (e.g. centennial) simulations is unknown. Additionally, further
investigation is needed to determine whether the inclusion of bank toe deposition, as opposed to immediate
downstream transport according to a user-specified path length distribution, is necessary in the model,
along with whether bank material should be transported and deposited according to the same path-length
distribution as bed material (Section 3.3.3).

7

Conclusions

The developed morphodynamic model has been developed to simulate braided river evolution at a variety
of timescales via a path-length based approach, and here we applied the model to two braided river reaches
at the event, annual, and decadal scale. The premise of MoRPHED is that particle travel distances can be
approximated using path length distributions (Pyrce and Ashmore, 2003a,b; Kasprak et al., 2015), which
results in decreased computational overhead when modeling sediment transport, thus enabling longer simulations at improved spatial resolution. We observed overall correspondence between model outputs and
field observations when comparing planform changes, geomorphic change described by elevation change distributions, and morphometric indices such as sinuosity, braiding index, and channel node counts (Section
3.4). At the same time, divergence between field and model datasets was evident, suggesting that a purely
path-length-based approach may oversimplify the highly dynamic nature of braided systems (Bristow and
Best, 1993). While we did observe reproduction of all field-observed braiding mechanisms (Wheaton et al.,
2013), the relative contribution of these mechanisms often varied from values seen in the field. In contrast
to all other braiding mechanisms, neither bank erosion nor bar edge trimming emerged simply as a result
of bed scour and deposition, and instead needed to be explicitly parameterized in the model. In addition,
chute cutoff only occurred at areas where pre-existing chutes or channel heads were observed, and did not
appear to emerge across previously flat bar tops. While this model represents a first step in event-scale, pathlength-based morphodynamic modeling, it remains to be seen whether the approach will prove feasible for
longer-term modeling runs and/or whether process representation that accounts for inter-flood geomorphic
change, such as avulsions or bank mass failure (Leddy et al., 1993; Ashworth et al., 2004) will require explicit
parameterization. Perhaps more importantly, we argue that MoRPHED should not be judged as a perfect
model, as such a task is impossible (Oreskes et al., 1994). On the contrary, we have designed the model
to be a modular framework for exploring the effect of various process representations, and their inclusion
or exclusion from the model, as a learning tool designed to reveal the relative importance of geomorphic
transport processes in braided river dynamics at multiple timescales.
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