
FLIR SCION™ OTM

FLIR SCION™ OTM

The FLIR Scion™ OTM captures clear thermal imag-
ing and leverages a refined user interface to quickly 
detect objects of interest in complete darkness and 
through glaring light or haze. Built around FLIR’s 
powerful Boson core, the Scion OTM produces 9 Hz 
thermal imaging and records geotagged video and 
still images for playback long after the day is done. 
A rugged, IP67-rated housing and intuitive controls 
allow single-hand operation in harsh weather con-
ditions, maintaining reliable thermal imaging in the 
most demanding outdoor environments.

The FLIR Scion™ OTM leverages high-performance 
thermal imaging and a refined user interface to 
quickly detect objects of interest and provide su-
perior awareness in low visibility conditions. Built 
around FLIR’s powerful Boson core, the Scion OTM 
produces smooth thermal imaging up to 60 Hz and 
captures geotagged video and still images for play-
back long after the day is done. A rugged, IP67-rated 
housing and intuitive controls allow single-hand 
operation in harsh weather conditions, maintaining 
reliable thermal imaging in the most demanding out-
door environments.

Detector  240 x 180 
  336 x 256
  640 x 512 VOx
Refresh Rate 9Hz
Focal Length 13mm, 19mm, 35mm
Weather Rating IP67
Detection Range 350m, 550m, 1140m

Detector  240 x 180 
  336 x 256
  640 x 512 VOx
Refresh Rate 9Hz
Focal Length 13mm, 19mm, 35mm
Weather Rating IP67
Detection Range 350m, 550m, 1140m

Detector  336 x 256
  640 x 512 VOx
Refresh Rate 9 Hz
Focal Length 13.8 mm, 18 mm, 25 mm
Weather Rating IP67
Detection Range 280 m
  510 m
  560 m

Detector  336 x 256
  640 x 512 VOx
Refresh Rate 60 Hz
Focal Length 13.8 mm, 18 mm, 25 mm
Weather Rating IP67
Detection Range 280 m
  510 m
  560 m

FLIRSCION
THERMAL IMAGING MONOCULAR
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FLIRSCOUT
THERMAL IMAGING MONOCULAR

FLIR SCOUT® II

Offering clear thermal imaging in a compact mon-
ocular, Scout II quickly detects humans, animals, 
and objects in low visibility environments—day 
or night. Generating images based on heat, rath-
er than visible light, thermal imaging gives users 
increased situational awareness in complete dark-
ness and haze, providing reliable vision for surveil-
lance and safe navigation. A rugged IP67 housing 
allows on-demand thermal imaging in the most 
trying conditions.

FLIR SCOUT® III

Scout III captures sharp thermal imaging at a fast 
framerate for smooth, impeccable vision on run-
ning targets and from moving vehicles. Designed 
to increase situational awareness at any time of 
day, Scout III can detect humans, animals, and 
objects in complete darkness, haze, or through 
glaring light.  A rugged IP67 rated housing stands 
up to harsh weather and drops, equipping law 
enforcement professionals, hunters, and outdoor 
enthusiasts with reliable thermal imaging in tough 
conditions.

FLIR SCOUT® TK

The FLIR Scout TK is a pocket-sized thermal vision 
monocular for exploring the outdoors at night and 
in lowlight conditions. Scout TK reveals your sur-
roundings and helps you see people, objects, and 
animals over 100 yards (90 m) away. Simple to 
use, with still image and video recording, Scout 
TK is the perfect companion, whether in the back 
country or your own backyard.

Detector  240 x 180 
  336 x 256
  640 x 512 VOx
Refresh Rate 9 Hz
Focal Length 13 mm, 19 mm, 35 mm
Weather Rating IP67
Detection Range 350 m, 550 m, 1140 m

Detector  240 x 180
  336 x 256
  640 x 512 VOx
Refresh Rate 30 Hz, 60 Hz
Focal Length 13 mm, 19 mm, 35 mm
Weather Rating IP67
Detection Range 350 m, 550 m, 1140 m

Detector  160 x 120 VOx
Refresh Rate 9 Hz
Focal Length 13 mm
Onboard Recording Video/Images
Detection Range 90 m
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