Supporting information

Formation of wrinkle structures on Styrene-b-isoprene-b-styrene Films using one-step Ion-beam Irradiation

Jonghoon Won,a ‡ Hae-Chang Jeong,b ‡ Ju Hwan Lee,a Dong Hyun Kim,a Dong Wook Lee,a Byeong-Yun Oh,c Yang Liu,d* and Dae-Shik Seo. a,*

‡ These authors contributed equally to this work.

* Corresponding author electronic mail: liuyang@dhn.edu.cn, dsseo@yonsei.ac.kr

a IT Nano Electronic Device Laboratory, Department of Electrical and Electronic Engineering, Yonsei University, 50 Yonsei ro, Seodaemun-gu, Seoul 03722, Republic of Korea, E-mail: dsseo@yonsei.ac.kr

b Electrical Engineering, Changwon National University, 20 Changwondaehak-ro, Uichang-gu, Changwon, Gyeongnam, 51140, Korea.

c BMC Co., Ltd. 53, Maewol 2-ro, Seo-gu, Gwangju, 62074, Republic of Korea

d College of Information Science and Technology, Donghua University, 2999 North Renmin Road, Songjiang District, Shanghai, 201620, China,; E-mail: liuyang@dhn.edu.cn
Figure S1 shows only the oxygen intensity along to the irradiation time measured by ToF-SIMS analysis. The oxygen intensity is gradually increased and deepened at higher irradiation time.