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ABSTRACT: Highly selective molecularly imprinted poly-
[acrylamide-co-(ethylene glycol dimethacrylate)] polymer
particles (MIPs) for CO2 capture were synthesized by
suspension polymerization via oil-in-oil emulsion. Creation
of CO2-philic, amide-decorated cavities in the polymer matrix
led to a high affinity to CO2. At 0.15 bar CO2 partial pressure,
the CO2/N2 selectivity was 49 (corresponding to 91% purity
of the gas stream after regeneration), and reached 97 at
ultralow CO2 partial pressures. The imprinted polymers
showed considerably higher CO2 uptakes compared to their
nonimprinted counterparts, and the maximum equilibrium
CO2 capture capacity of 1.1 mmol g−1 was achieved at 273 K.
The heat of adsorption was below 32 kJ mol−1 and the
temperature of onset of intense thermal degradation was 351−376 °C. An increase in monomer-to-cross-linker molar ratio in the
dispersed phase up to 1:2.5 led to a higher affinity toward CO2 due to higher density of selective amide groups in the polymer
network. MIPs are a promising option for industrial packed and fluidized bed CO2 capture systems due to large particles with a
diameter up to 1200 μm and irregular oblong shapes formed due to arrested coalescence during polymerization, occurring as a
result of internal elasticity of the partially polymerized semisolid drops.

1. INTRODUCTION

In accordance with the Climate Change Act 2008, the UK
Government has targeted to achieve at least 80% reduction in
the emission of CO2 and other greenhouse gases (GHGs),
from the 1990 baseline, by 2050.1 The power sector is one of
the major GHG emitters and accounts for nearly 60% of global
CO2 emissions.2 In addition, industrial sectors are responsible
for almost 25% of total global CO2 emissions.3 Carbon capture
and storage (CCS) has been identified as the key mitigation
strategy for decarbonisation of power and industrial sectors, in
order to minimize climate change.4 It is reported that CCS
alone can contribute to almost 19% of emission reduction by
2050,1 and the exclusion of CCS could increase the global cost
of achieving the emission reduction target by 70%.5 CO2

capture is the first and most expensive step in the CCS
chain. The main technologies for CO2 capture are precombus-
tion, postcombustion, and oxy-combustion.6 Among them,
postcombustion capture is considered as the most feasible
short-to-medium term strategy, since it can be retrofitted to
existing power plants without any extensive modification.7

Monoethanolamine (MEA) scrubbing is a mature form of
postcombustion capture and is considered as the benchmark
technology for CO2 capture.

8 Although MEA is inexpensive and
has a relatively high CO2 capture capacity, it is corrosive and

undergoes degradation in the presence of flue gas impurities
and at elevated temperatures, which raises environmental
concerns.9,10 The main drawback of MEA is associated with a
high amount of energy required for its regeneration that
imposes a significant energy penalty on power plants.7

Solid adsorbents, such as metal−organic frameworks
(MOFs), zeolites, polymers, activated carbons, and amine-
functionalized silicas, can be promising alternatives to the
conventional amine-based solvents, because of their low energy
requirements and minimal corrosivity.11,12 The key criteria for
selecting an ideal adsorbent for low-temperature postcombus-
tion capture are (1) low heat of adsorption; (2) high working
capacity; (3) high CO2 selectivity; (4) high hydrochemical,
thermal, and mechanical stability; (5) high recyclability; (6)
production scalability; (7) optimum morphology; (8) low cost;
and (9) low toxicity and corrosivity.7,11,13−15 In the
chemisorption process, the adsorbates and adsorbents make
covalent bonds and the heat of adsorption is larger than 40 kJ
mol−1. Physisorptive adsorbents, such as polymers, do not form
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chemical bonds with CO2 resulting in the heat of adsorption
below 40 kJ mol−1.16 Thus, they incur lower energy penalties
and can be considered as a promising alternative to MEA, if
they meet the aforementioned performance requirements.
One of the key disadvantages of physisorptive adsorbents is

their low affinity toward CO2 (low CO2selectivity). For
example, Mg-MOF-74,17,18 Zeolite 13X,19 and COP-4 (co-
valent organic polymer)20 demonstrated a significant CO2
adsorption capacity in simulated postcombustion conditions,
but suffered from relatively low CO2/N2 selectivity. Moreover,
the morphology and production scalability of the adsorbents
are other important issues that have often been neglected.21

The majority of adsorbents are produced as fine powders that
are not practical for use in industrial CO2 capture
systems.15,18,22 Thus, they must be pelletized, which may alter
their performance and increase production costs.
Zhao et al.23,24 developed molecularly imprinted polymer

(MIP) particles by creating amide-decorated cavities with CO2
recognition properties within the polymer network, using bulk
polymerization. The MIP particles benefited from high CO2/
N2 selectivity, high thermal stability, and low sensitivity to SO2,
NO, O2, and moisture. However, in bulk polymerization, the
monolithic polymers need to be ground and sieved to the
desired size range, which is time-consuming and laborious, with
only 30−40% of the particles recovered. In addition, the
produced particles are susceptible to attrition due to their
irregular shape with sharp corners and thus, they suffer from
high degradation rates.25

Suspension polymerization is an alternative approach for
synthesizing MIP particles. This process is commercially
scalable and benefits from efficient removal of the heat released
during polymerization. Since the particle size can be controlled
by stirring rate, there is no need for sieving and the process
generates less waste. Furthermore, the synthesized particles
have a spherical morphology and are less prone to
attrition.25−27 In conventional oil-in-water (O/W) or water-
in-oil (W/O) suspension polymerization routes, the presence
of water can weaken the template-monomer interactions.
Moreover, a stabilizer added to the continuous phase to
prevent droplet coalescence can act as an impurity and impact
the performance of the particles.15,25 Oil-in-oil (O/O)
suspension polymerization route can be applied to eliminate
both water and stabilizers from the process.28,29

In this work, a series of novel oxalic acid imprinted
poly(AAm-co-EGDMA) beads with tuned morphology were
synthesized using the O/O suspension polymerization
approach. The polymeric beads were inherently amide

functionalized and showed a high selectivity to CO2 over N2.
Comprehensive physicochemical characterization has been
carried out to assess the performance of the synthesized
materials in typical temperature swing adsorption scenarios.
High CO2 selectivity, production scalability, low heat of
adsorption, and optimum particle morphology make MIP
adsorbents promising candidates for postcombustion CO2
capture.

2. EXPERIMENTAL SECTION

2.1. Materials. Oxalic acid (OA), acrylamide (AAm), light
mineral oil, acetonitrile (AN), toluene (TL), methanol, and 0.1
M hydrochloric acid were supplied by Fisher Scientific, UK.
Ethylene glycol dimethacrylate (EGDMA), azobis-
(isobutyronitrile) (AIBN), and fluorescein isothiocyanate
isomer I (FITC) were purchased from Sigma-Aldrich, UK.
All the reagents were of analytical grade. A Millipore Milli-Q
Plus 185 water purification system was used to supply pure
water. All the gases were supplied by BOC, UK with a purity
higher than 99.999%.

2.2. Particle Synthesis. The steps in the synthesis of
molecularly imprinted poly(AAm-co-EGDMA) particles are
shown in Figure 1a. The dispersed phase was composed of 60
mmol of EGDMA (cross-linker), 3.6 mmol of AIBN (initiator),
3 mmol of OA (template), and 12−48 mmol of AAm
(functional monomer) dissolved in 30 mL of AN (porogen)
(Table 1). The continuous phase was a light mineral oil (160
mL). The use of porogen is crucial for the creation of porous
polymer networks.25 AN, toluene, dichloromethane, chloro-
form or their mixtures have been widely used as porogens in

Figure 1. (a) Schematic of the jacketed reactor used for O/O suspension polymerization. (b) Steps in the synthesis of MIPs: I. OA-AAm self-
assembly via hydrogen bonding and formation of prepolymerization complex in the organic phase; II. copolymerization with EGDMA; III. template
removal, IV. adsorption of CO2 molecules within the cavities.

Table 1. Dispersed Phase Compositions, and the Specific
Surface Areas and Pore Volumes of the Synthesized
Poly(AAm-co-EGDMA) Particles.a

sample
AAm

(mmol)
OA

(mmol)
EGDMA
(mmol)

AIBN
(mmol)

SBET
(m2/g)

Vp
(cm3/
g)

S1-MIPs 12 3 60 3.6 187 0.64
S2-MIPs 24 3 60 3.6 168 0.43
S3-MIPs 48 3 60 3.6 88 0.27
S3-NIPs 48 60 3.6 127 0.39
S-EGDMA 60 3.6

aSBET is the specific surface area and Vp is the pore volume.
Continuous phase: 160 mL of light mineral oil; Porogenic solvent: 30
mL of AN; Polymerization time: 3 h; Polymerization temperature: 60
°C; Agitation speed: 800 rpm.
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O/W suspension polymerization. Since the porogen should not
be miscible with the continuous phase, AN was selected as a
porogen in this work.25,29

The particle production involved four main steps, as follows:
(1) Monomer−template Self-Assembly. At ambient temper-

ature, CO2 has a low solubility in AN, and cannot be used as a
template. Therefore, OA, which is a structural analogue of two
CO2 molecules, was selected as a dummy template. AAm and
OA were dissolved in AN; the mixture was stirred for 15 min
and then left overnight to allow the self-assembly of OA and
AAm into a prepolymerization complex (Figure 1b, step I). The
distance between the adjacent NH moieties in the OA-AAm
complex is 0.45−0.7 nm,24 which is an ideal spacing for
hydrogen bonding with CO2 molecules, which have a kinematic
diameter of 0.33 nm.30

(2) O/O Suspension Polymerization. The mineral oil was
poured into a 500 mL jacketed reactor equipped with a four-
neck lid, and heated to 60 °C using a water-recirculating
heater/chiller system, while agitated by a four-bladed impeller
with a diameter of 50 mm. The prepolymerization solution was
prepared by dissolving EGDMA and AIBN in the preblended
OA-AAM mixture, and then added to the reactor to initiate the
reaction (Figure 1b, step II). The emulsion was purged with
nitrogen for 10 min, followed by nitrogen blanketing
throughout the entire polymerization to ensure the absence
of oxygen. The nonimprinted polymer (NIP) particles have
been synthesized using the same procedure, except that no
template was used.
(3) Mineral Oil Removal. After the polymerization, the

mineral oil was separated from the suspension by centrifugation
for 20 min at 3500 rpm using a Heraeus Labofuge 400
centrifuge (ThermoFisher Scientific Inc., Germany). The
particles were then washed with toluene to remove the
remaining mineral oil, rinsed with methanol, filtered in a
Buchner funnel using a Whatman grade 1 filter paper and dried
overnight in a vacuum oven at 80 °C.
(4) Template Removal. The template was removed from the

polymer matrix by washing the particles with a 10/90 (v/v)
mixture of 0.1 M hydrochloric acid and methanol, until no
traces of OA were detected in the wash water by a Lambda 35
UV/Vis spectrometer (PerkinElmer, US). The particles were
then washed with methanol, filtered in a Buchner funnel and
dried overnight under vacuum at 80 °C. The extraction of OA
from the particles creates amide-decorated cavities with CO2
recognition properties within the polymer network (Figure 1b,
step III). These cavities differ from the pores formed due to the
phase separation between the porogen and the polymer during
polymerization.31

2.3. PARTICLE CHARACTERIZATION
Confocal Laser Scanning Microscopy (CLSM). The

texture of the particles was visualized using a Nikon Eclipse
TE300 confocal inverted microscope connected to a computer
running Zeiss LaserSharp 2000 software. The fluorescent
particles were synthesized by adding FITC into the
prepolymerization mixture. The stained particles were placed
on a microscope slide, and the FITC was excited with an argon
laser at a wavelength of 492 nm and a helium−neon laser with a
wavelength of 518 nm. The emitted fluorescence was detected
by a photomultiplier tube at 515 ± 30 nm (the green region).
Adsorption Isotherms of CO2 and N2. The adsorption

isotherms of CO2 and N2 in the pressure range of 0−1 bar and
at temperatures of 273 and 298 K were obtained using a

Micromeritics ASAP 2020 static volumetric apparatus equipped
with a Micromeritics ISO Controller. Prior to each test, the
particles were degassed under vacuum at 80 °C overnight.
Detailed descriptions of other material characterizations

methods used in this work are provided in Supporting
Information (SI) S1.

3. RESULTS AND DISCUSSION
3.1. Particle Synthesis and Size Control. The size of the

particles was controlled by adjusting the stirring speed during
the polymerization. The SEM images of the synthesized
particles at different stirring speeds are shown in Figure 2a−

d. An increase in the stirring speed from 300 to 1200 rpm
caused a reduction in the median particle diameter from 1208
to 375 μm. The higher agitation speeds created a higher shear
stress at the interface, resulting in smaller particle sizes.27 The
particles produced at agitation speeds of 600−1200 rpm, with a
density of 1.3 g cm−3 and a diameter up to 800 μm, belong to
Group B of the Geldart classification,32 known as “sandlike” or
granular particles. These particles are generally easy to fluidize,
with negligible channeling and spouting only in shallow beds,
but they tend to form gas bubbles as soon as they are fluidized.

Figure 2. (a-d) The effect of agitation speed on the morphology of S2-
MIP particles: (a) 300 rpm; (b) 600 rpm; (c) 800 rpm; (d) 1000 rpm.
(e) CLSM images of S2-MIPs formed from the droplets that
experienced arrested coalescence. The scale bar for (a)−(d) is 500
μm, and for (e) is 100 μm.
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