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Encapsulation of drugs in biodegradable poly(lactic acid) (PLA) and poly(lactic-coglycolic acid) (PLGA) particles was achieved by emulsification using axisymmetric
flow focusing glass capillary devices and subsequent solvent evaporation. Due to the
circular cross section of the orifice of the collection capillary, the dispersed phase
was symmetrically surrounded by the continuous phase resulted in the generation of
monodispersed droplets without wetting. By varying the orifice size and manipulating
the flow rates of the dispersed and continuous phase, size-tuneable droplets were
generated that have been transformed into monodispersed particles after droplet
evaporation (Vladisavljević et al., 2014). In this work, flow focusing glass capillary
devices were exploited to produce drug loaded biodegradable particles. The
dispersed phase was a mixture of drug and polymer dissolved in a volatile organic
solvent (ethyl acetate or dichloromethane) and the continuous phase was 5% (w/w)
aqueous poly(vinyl alcohol) solution. As a result of the presence of nanoclay
nanoparticles or a phase change material (2-methylpentane) in the dispersed phase,
nanoclay embedded particles or golf ball-like particles (Kim, Lee, Park, & Cho, 2010)
were respectively produced. Their microstructural differences were investigated to
ascertain its effect on drug encapsulation and in-vitro drug release profile. Although
glass capillary devices cannot easily be replicated as microfluidic devices made from
mouldable polymers such as polydimethylsiloxane (PDMS), glass is chemically and
mechanically more robust and offer superior optical properties compared to PDMS.

References:
Kim, M. R., Lee, S., Park, J.-K., & Cho, K. Y. (2010). Golf ball-shaped PLGA
microparticles with internal pores fabricated by simple O/W emulsion. Chemical
Communications, 46, 7433–7435.
Vladisavljević, G. T., Shahmohamadi, H., Das, D. B., Ekanem, E. E., Tauanov, Z., &
Sharma, L. (2014). Glass capillary microfluidics for production of monodispersed poly
(dl-lactic acid) and polycaprolactone microparticles: Experiments and numerical
simulations. Journal of Colloid and Interface Science, 418, 163–70.

