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END TIP MADE FROM BLACK 
ENGINEERING PLASTIC - 
GLUED ON - EXCEPT UNCUT

UNSCREWABLE WHIP 
HOLDER - BRASS MOULDED 
OVER WITH ENGINEERING 
PLASTIC - COLOUR BLACK

STAINLESS STEEL ROD TYPE 
17-7PH FINISHED IN BLACK

HINGE TOP - BRASS 
FINISHED IN BLACK

M4 BUTTON HD. SOCKET 
SCREW - ST. STEEL - FINISHED 
IN BLACK

ACG HINGE BOTTOM - 
BRASS FINISHED IN BLACK 

M5 SOCKET SET SCREW - ST. 
STEEL FINISHED IN BLACK

NYLON TUBE TO PREVENT 
LOSS OF SCREW IN TRANSIT

ISO VIEW 
SCALE 1:2

NOTES:

SAMPLES MUST BE APPROVED BY PANORAMA ANTENNAS 1.
Q.C. BEFORE COMMENCING PRODUCTION.

ALL MATERIALS SUPPLIED MUST BE RoHS2 (DIRECTIVE 2.
2011/65/EU) COMPLIANT AND MUST NOT CONTAIN ANY 
SUBSTANCES OF VERY HIGH CONCERN (SVHCs) LISTED 
UNDER REACH OR POLY-AROMATIC HYDROCARBONS 
(PAHs), OR PERSISTENT ORGANIC POLLUTANTS (POPs) 
CONTROLLED BY THE STOCKHOLM CONVENTION.

PART NO. FREQUENCY 
RANGE IN MHz

LENGTH 'L' IN 
mm

AQHB UNCUT 620
AQHB-H4 141-151 500
AQHB-H5 149-159 476
AQHB-H6 156-162 461
AQHB-H7 162-174 437

AQHB-JRC 139-157 492
AQHB-K5 174-192 403
AQHB-K6 192-208 372
AQHB-K7 208-225 345
AQHB-L 220-250 318
AQHB-M 245-275 278
AQHB-N 270-300 253
AQHB-P 300-336 220
AQHB-S 330-366 203
AQHB-S1 350-392 194
AQHB-S1 380-400 185
AQHB-T 390-432 178
AQHB-U 430-472 160
AQHB-W 470-512 148
AQHB-UT 406-472 170
AQHB-T1 400-430 176
AQHB-T2 420-456 165
AQHB-S2 410-430 180

AQHB-TET 380-430 183
AQHB-R1 300-334 221
AQHB-R2 350-370 200
AQHB-S4 450-470 157
AQHB-S5 806-870 88
AQHB-610 606-614 120
AQHB-H4B 136-152 513
AQHB-H6B 152-174 438
AQHB-U1A 403-470 170
AQHB-U2 450-512 155

AQHB-H4A 138-155 498
AQHB-H6A 155-174 446
AQHB-U1 410-470 169
AQHB-627 614-639 116
AQHB-152 152 482

THIS DOCUMENT MUST NOT BE COPIED OR 
DISCLOSED TO A THIRD PARTY WITHOUT THE 
WRITTEN CONSENT OF PANORAMA ANTENNAS LTD.
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