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ELECTRIC PLANETARY WINCH

C06-GE3 REV0

STANDARD FEATURES

•	 Robust, safe electric lifting and pulling winch
•	 Precision drive by planetary gear

AVAILABLE OPTIONS

•	 Electric lifting winch
•	 Increase of cable storage per 10 m
•	 Grooved drum (GD)
•	 Multiple cable drum compartments (XD)
•	 Disengaging clutch (excl. 125 kg model)
•	 Wall mounted control switch
•	 Low voltage control 42 V
•	 Double speed
•	 Frequency control
•	 Radio control (RC)
•	 Protection classification IP66
•	 ATEX certified zone 2 and 22 (EX)
	 •	 CE II 3G Ex IIC T4 Gc, -20°C<T amb <+70°C
	 •	 CE II 3D Ex IIIC T135°C Dc, -20°C<T amb <+70°C

ACCESSORIES

•	 Steel or stainless steel wire rope
•	 Pulley block

The EP series from Gebuwin is a range of electric planetary winches 
with many possible options. These are just part of Red 
Rooster Lifting's full range of Gebuwin equipment available.

The EP electric planetary winch from Gebuwin is a 
pulling and lifting winch which is both robust and 
safe. This winch comes with many possible options 
to increase the ease of use and the capacity making 
it an incredibly user friendly, strong choice.
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All measurements are in mm
Information subject to change without notice

DIMENSIONS

MODEL A B D E F G H L M N O P Q R S T U

EP2000 1450 544 133 300 320 215 100 530 13 172 70 100 700 100 480 56 1530

EP3200 1450 544 159 320 320 215 100 610 13 172 70 100 700 100 480 56 1650

EP4000 1450 544 178 350 320 215 100 580 13 172 70 100 700 100 480 56 1620

EP5000 1530 620 203 400 370 204 120 610 17 190 90 75 700 75 590 70 1720

EP6300 1530 620 219 430 370 204 120 610 17 190 90 75 700 75 590 70 1790

EP8000 1650 724 254 510 485 301 160 600 23 202 100 120 690 220 520 86 1900

EP10000 1650 724 279 550 485 301 160 600 23 202 100 120 690 220 520 86 1900

EP12500 1650 724 318 610 485 301 160 600 23 202 100 120 690 220 520 86 2040

EP16000 1850 1000 356 685 595 378 220 600 25 280 150 200 700 200 600 120 2140

EP20000 1850 1000 394 760 595 378 220 600 25 280 150 200 700 200 600 120 2310

MODEL EP2000 EP3200 EP4000 EP5000 EP6300 EP8000 EP10000 EP12500 EP16000 EP20000

CAPACITY 1st LAYER KG 2000 3200 4000 5000 6300 8000 10000 12500 16000 20000

LIFTING SPEED M/MIN 3.5 2 1.5 1 1 1 0.7 0.6 0.5 0.5

ROPE DIA 0 MM 10 12 13 14 16 18 20 22 25 28

ROPE STORAGE 1st LAYER M 20 23 22 25 20 22 22 22 22 22

ROPE STORAGE TOP LAYER M 135 160 150 165 155 155 155 160 160 160

MINIMUM BREAKING LOAD kN 71 114 142 178 224 284 355 444 568 710

MOTOR OUTPUT (400V) kW 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2

CURRENT (400V) A 5.6 5.6 5.6 5.6 5.6 5.6 5.6 5.6 5.6 6.5

WEIGHT (WITHOUT ROPE) KG 260 305 310 415 455 685 700 815 1210 1320

RAISING EXPECTATIONS


