
223AA 
Water S&D 20 bar (300 psi) - heavy duty
Tube: Black conductive EPDM
Reinforcement: High tensile textile cords with embedded steel helix wire
Cover: Black conductive EPDM - abrasion and ozone resistant
Use: Water suction and delivery. Designed for long service life in 
heavy duty applications
Safety factor: 3:1
Temperature: -30 °C +80 °C (-22 °F +176 °F)

mm inch mm inch bar psi mm inch % kg/m lb/ft

51 2 63 2,48 20 300 204 8,00 100 1,420 0,955

63 2 1/2 77 3,03 20 300 252 10,00 90 2,070 1,395

76 3 90 3,54 20 300 304 12,00 90 2,550 1,715

102 4 116 4,57 20 300 408 16,00 90 3,490 2,350

152 6 168 6,61 20 300 608 24,00 80 6,810 4,580

203 8 225 8,86 20 300 812 32,00 70 10,910 7,335

223 1022

NOTE: All technical information shown is correct at time of print and may be subject to change without notice. For specific applications, please consult Guyson Technical Sales Department.

GUYSON INTERNATIONAL LIMITED      HOSE & COUPLINGS DIVISION
Southview Business Park, Guiseley, Leeds LS20 9PR
Tel: 01943 870044  e-mail: leeds@guyson.co.uk  web: www.guyson.co.uk
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WATER 20 BAR SUCTION & DELIVERY HOSE (300 psi)
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