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NO | DESCRIPTION PRODUCT CODE |

1| Gun Body N/A

2 Nozzle Ceramic 6.4 mm bore D2BA0001 e i g e = e i TITET B
Nozzle Ceramic 8.0 mm bore D2BA0002

3 | Nozzle Locknut D2AA0007 R e —

4| Nozzle Washer P1WS0035 - = =

5 | Nozzle Grommet P2GT0012 . = =B, = .

6 Air Control Jet 2.0 mm bore D1AA0000 S " =
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2.8 mm bore D1AA0002 S o=
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7 Airjet Gasket P1WS0037 [ — — T — L I —

8 | Airjet Coil Spring P25G0000 — =3 E— |

9 | Top Nut D2AACO0S — HE —

10 | Hosetail (air) P4CG0001 —_—. Ly —_

11 Hosetail (media) P4CG0002 __'_" : B |

12 | Trigger Valve P4VL00425 [ —— —— |
13 | Reducing Nipple (4" - ") P4MNO0070
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Manual Blast Systems = Semi/Fully Automated Blast System = Robotic Blast Systems
Ultrasonic Baths and Tanks = Multi-Stage Aqueous Ultrasonic Systems = Mono and Co-Solvent Cleaning Systems
Rotary Basket Spray Wash Systems = Spare Parts / Blast Media = Service



