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STEP BY STEP by Fee Wallace

STEP 1
On natural nails - Perform 
CND P.E.P. to natural 
nails and apply and cure 
CND™Shellac™ Base 
Coat in the CND™ LED 
Lamp using the 1 button 
(or for10 seconds in the 
original CND Lamp). On nail 
enhancements - Prepare the 
enhancement surface as you 
would for polish application. 
For detailed step by steps 
for CND P.E.P and CND’s 
enhancement finishing 
technique visit cnd.com.

STEP 2
After shaking the bottle 
to blend, apply 2 layers 
of your chosen Shellac 
Colour curing each 
colour layer separately in 
the CND LED Lamp using 
the S2 button (or for 2 
minutes in the original 
CND Lamp).

STEP 3
Apply a thin coat of Lecenté™ 
Layer It over the cured Shellac 
colour. To apply Lecenté Layer It, 
first shake the bottle and begin 
by sealing the extension edge of 
the nail, then apply to the nail 
surface taking care to coat the 
entire nail surface while leaving 
a tiny free margin between the 
product and the skin surrounding 
the nail plate. Cure using the 3 
button (or for 2 minutes in the 
original CND Lamp).

STEP 4
Using the applicator, pick 
up a small amount of your 
chosen Lecenté Chrome 
Powder and apply to 
the nail by rubbing back 
and forth and in circular 
motions. Once the surface 
has been chromed, be 
sure to remove any extra 
particles of powder not 
adhered to the nail with a 
lint free pad, before moving 
on to the next step.

STEP 5
Apply Shellac Top 
Coat of your choice. 
Begin by sealing the 
extension edge of the 
nail then apply to the 
nail surface taking care 
to coat the entire nail 
surface while leaving a 
tiny free margin between 
the product and the skin 
surrounding the nail 
plate. Cure using the 3 
button (or for 2 minutes 
in the original CND 
Lamp).

STEP 6
Remove the top film with d.sperse 
on a lint free pad, then apply 
SolarOil™. Removal - Complete 
the Shellac Removal as normal 
using CND™ Foil Remover 
Wraps and Nourishing 
Remover. You can find a 
detailed step by step for Shellac 
removal on cnd.com. Be aware 
that an extra 3-5 minutes should 
be added to your timer while the 
wraps are on. To remove from 
enhancements, file the product off 
as part of normal enhancement 
maintenance.


