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Simply Silent Contour C4
100mm (4”) near-silent axial extract fans

The Simply Silent Contour range effectively eliminates humidity, condensation and odour 
to improve air quality in bathrooms, shower rooms, cloakrooms and toilets. They use 
advanced Ghost™ Air Movement Technology to deliver near-silent running. Plus, they're 
stylish, simple to install and maintain, and come with a two-year warranty. 

The Range Models	  

Ancillaries	  

C4S                 	 Ref. 92960AW
Square intermittent bathroom fan

C4TS                 	 Ref. 92962AW
Square intermittent bathroom fan with timer 

C4PS               	 Ref. 92964AW
Square intermittent bathroom fan with pull cord

C4HTS            	 Ref. 92966AW
Square intermittent bathroom fan with humidistat and timer

C4R            	 Ref. 92961AW
Round intermittent bathroom fan

C4TR         	 Ref. 92963AW
Round intermittent bathroom fan with timer 

C4PR         	 Ref. 92965AW
Round intermittent bathroom fan with pullcord

C4HTR         	 Ref. 92967AW
Round intermittent bathroom fan with humidistat and timer

SSSB                 	 Ref. 92957AW
Replacement Simply Silent™ Square Baffle

SSRB                 	 Ref. 92958AW
Replacement Simply Silent™ Round Baffle

SSWKWR               	 Ref. 92991AW
Simply Silent™ Wall Kit Round/White

COMING SOON - Simply Silent™ CV Constant Volume Fan Range 
For the effective control of humidity, odours and mould growth in bathrooms, shower rooms, cloakrooms, toilets and kitchens

SSWKWS            	 Ref. 92992AW
Simply Silent™ Wall Kit Square/White

SSWKBR            	 Ref. 92993AB
Simply Silent™ Wall Kit Round/Brown

SSWKBS         	 Ref. 92994AB
Simply Silent™ Wall Kit Square/Brown

SSWIN         	 Ref. 92996AA
Simply Silent™ Window Kit

Product Selector C4 C4T C4P C4HT

Speeds 2 2 2 2
Electrical power rating (W) 6.7/7.7 6.7/7.7 6.7/7.7 6.7/7.7
Extract performance (l/s) 15/21 15/21 15/21 15/21

Specific fan power (SFP) (W/l/s) 0.45/0.37 0.45/0.37 0.45/0.37 0.45/0.37

Sound pressure level (dB(A)@3m) 16/29 16/29 16/29 16/29

IPX rating 4 4 4 4

Dimensions (mm)

•  Near-silent running minimises disturbance 
•  So Simple installation enables a quick and hassle-free 

installation
•  Suitable for wall, ceiling, panel and window fitting
•  Complies with building regulations Part F and L
•  Sleek and subtle design, with interchangeable fascia options, 

available in square and round
•  IPX 4 rated for safe installation in bathrooms

Key Features


