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	Hazard 
 
	Who might be harmed? 
	
	How is the risk controlled? 
	Review and revision 

	Being struck by vehicles 
	Participants, 
Coaches, Leaders and vehicle occupants. 
	
	Vehicle parking is in a well-used public car parking area.  All pedestrians to be warned of hazards of moving and carrying boats within a live car park.  Boats should not be set on the ground within the vehicle parking and manoeuvring area.   
If boats are to be launched or recovered from the west side of the barrier then participants to be warned that caution is needed when crossing the 60mph speed limit A class road - particular attention is needed if equipment is to be carried across the road. 
	 

	Manual handling 
	Participants, Coaches, Leaders. 
	
	Make all aware of safe handling practices for the craft to be used including the weight, shape, slipperiness and any handles that may be available.  Participants to be made aware of safe lifting techniques with demonstrations by coaches and leaders if necessary. 
	 

	
	
	
	The minimum number of people is needed to lift and carry any craft is two. 
	

	 Slips trips and falls 
	Participants, Coaches, Leaders. 
	
	The ground is uneven on both sides of the road and changes quickly between stone chips, grass a pebbly shore or very soft sandy beach.  People to be told to look where they are going and asked not to run. 
	 

	
	
	
	Verge and low bank to shore on the west side of the road very uneven.  All to be warned of this before attempting to carry equipment here. 
	

	Collisions with blockships 
	Participants, Coaches, Leaders. 
	

	All to be made aware of the dangers of approaching the blockships in even flat calm conditions – sharp irregular edges above and below the water. 
The blockships should not be approached in choppy conditions due to the increased risk of collision and capsize. 
	 


 
