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	Hazard 
 
	Who might be harmed? 
	How is the risk controlled? 
	Review and revision 

	Being struck by vehicles 
	Participants, Coaches, Leaders and vehicle occupants. 
	Warning everyone that due to the location of the site beside a 60mph A class road care to be taken both as a pedestrian and when manoeuvring vehicles and trailers. 
Particular attention is needed if equipment is to be carried across the road.  Depending upon available parking space, the size of the group and the activity planned it may be possible to avoid crossing the road by parking on the same side of the road that the paddling activity will be taking place on. 
 
	 

	Manual handling 
	Participants, Coaches, Leaders. 
	Make all aware of safe handling practices for the craft to be used including the weight, shape, slipperiness and any handles that may be available.  Participants to be made aware of safe lifting techniques with demonstrations by coaches and leaders if necessary. 
The minimum number people is needed to lift and carry any craft is two. 
 
	 

	 Slips trips and falls 
	Participants, Coaches, Leaders. 
	At the northern end of Barrier 3 the ground is uneven on both sides of the road and changes quickly between stone chips, grass a pebbly shore or very soft sandy beach.  People to be told to look where they are going and asked not to run. 
On each side of the road the land drops sharply from the road level to the sea.  Everyone to be made aware of the steep and slightly uneven timber steps on the eastern side of the road or the steeply sloping bank of loose stones if the launch site on the Scapa Flow side is to be used. 
The unprotected edge to the vehicle parking at the northern end of Barrier 3 has a vertical drop of several metres.  All to be made aware of the edge upon arrival and if possible beforehand.  Vehicle and trailer parking to be a minimum of 2m inside the stoned part of the carpark and 3m from edge.  Avoid use of this launch site in the dark whenever possible. 
Access to the water from the small (max 3 spaces) car parking area at the southern end of Barrier 3 is either via a relatively regular narrow but slippery band cut immediately adjacent to the eastern face of the causeway or from a sandy beach approximately 100m SW of the car park.   Coaches, Leaders and participants to be made aware of the uneven ground along both access routes together with loose stones and often slippery conditions. 
 
	B 

	Collisions with blockships 
	Participants, Coaches, Leaders. 
	All to be made aware of the dangers of approaching the blockships in even flat calm conditions – sharp irregular edges above and below the water. 
The wrecks should not be approached in choppy conditions due to the increased risk of collision and capsize. 
 
	 


 

