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Mounting:
 Use the required mounting details depending on the type of house wall.
 No attachment parts included.
 All fixing points in the entrance roof must be used.
 If desired, own holes can be drilled in the frame to better fit the attachment in the wall.
 Add a seal between the ceiling and the house wall, depending on the wall type.
 Electrical installation:
 All electrical installation must be carried out by a qualified electrician.



Installation of lamps
* In order to comply with applicable standards, we recommend that the installation is carried out by a qualified electrician.
* The electrical circuit must be protected with a 10A fuse.
* The product must be connected to a circuit with surge protection with a residual current of 30mA.
* Under no circumstances should the light source be covered with insulation or the like.
* Connecting cables and power cables should be placed away from the lamp so that they are not exposed to  
  heatgeneration from the light bulb.
* Connect a ground cable to the aluminum profile of the ceiling.

Care and instruction of  Canopies
* Make sure the gutter and roof are kept clean from dirt and the like.
* Check the density between facade and ceiling once a year.
* Avoid walking on the roof, in case of emergency lay boards over the seams.
* When painting, follow the color trader’s recommendations.
* Make sure no loose objects can fall on the roof.
* Always scoop off the roof when there is about 15cm of snow on it.
* Never hang on the ceiling. 
* Fit lace guard if needed. 
* Electrical installations may only be carried out by qualified electrician. 

Disclaimer 
* Designtak disclaim all responsibility for mounting and improper installation of the canopies.
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