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LAM2375
LAM2376

LED Work Lamps

Round LED Work Lamps

LAM2370
9 LEDs, 1890lm

Flood beam

 WA Ref Voltage (V) Wattage (W) Current (A) @ 12V Current (A) @ 24V LEDs Lumens Beam Weight (kg)

LAM2370 10-30V 27W 2.25A 1.13A 9 1890lm Flood 0.481

LAM2371 10-30V 18W 1.5A 0.75A 6 1260lm Flood 0.497

Wood Auto have added a new range of economy LED work lamps available in round, square, and compact formats with upto 1890lm output. 
All the work lamps in this new range share the following characteristics:

Multivoltage (10-30V).	 Black powder-coated aluminium case.
With 350mm flying lead (200mm for compact lamps).	 Polycarbonate lens.
IP67 ingress protection.	 Stainless steel adjustable bracket.

LAM2371
6 LEDs, 1260lm

Flood beam

LED Economy Work Lamps

H x W x D (mm): 135 x 115 x 35mm	 With 350mm flying lead.
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LED Worklamps

Square LED Work Lamps

LAM2372
5 LEDs, 1050lm

Flood beam

 WA Ref Voltage (V) Wattage (W) Current (A) @ 12V Current (A) @ 24V LEDs Lumens Beam Weight (kg)

LAM2372 10-30V 15W 1.25A 0.63A 5 1050lm Flood 0.465

LAM2373 10-30V 15W 1.25A 0.63A 5 1050lm Spot 0.465

LAM2374 10-30V 27W 2.25A 1.13A 9 1890lm Flood 0.470

H x W x D (mm): 135 x 107 x 35mm	 With 350mm flying lead.

LAM2373
5 LEDs, 1050lm

Spot beam

LAM2374
9 LEDs, 1890lm

Flood beam

Compact LED Work Lamps

LAM2375
6 LEDs, 1260lm

Flood beam

 WA Ref Voltage (V) Wattage (W) Current (A) @ 12V Current (A) @ 24V LEDs Lumens Beam Weight (kg)

LAM2375 10-30V 18W 1.5A 0.75A 6 1260lm Flood 0.294

LAM2376 10-30V 18W 1.5A 0.75A 6 1260lm Spot 0.297

LAM2376
6 LEDs, 1260lm

Spot beam

H x W x D (mm): 90 x 76 x 43mm	 With 200mm flying lead.
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